2019  TITAN 

OWNER'S  MANUAL 
and  MAINTENANCE  INFORMATION 


CLICK  HERE  to  view  the  2019  Nissan  Titan  Diesel  Owner's 
Manual  and  Maintenance  Information  Supplement 


ad  carefully  and  keep  in  this  vehicle. 
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Owner's  Manual  Supplennent 

The  information  contained  within  this  supplement  updates  "WHEELS 
AND  TIRES"  in  the  "Do-it-yourself"  section  of  the  2019  Nissan  Titan 
Owner's  Manual. 


Read  carefully  and  keep  in  vehicle. 


Printing:  January  2019 
Pubiication  No.  SU19EA  0A61U0 
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WHEELS  AND  TIRES 


If  you  have  a  flat  tire,  refer  to  "Flat  tire"  in 
the  "In  case  of  emergency"  section  of 
this  manual. 

TIRE  PRESSURE 

Tire  Pressure  Monitoring  System 
(TPMS) 


_ AWARNINC _ 

Radio  waves  could  adversely  af¬ 
fect  electric  medical  equipment. 
Those  who  use  a  pacemaker 
should  contact  the  electric  medi¬ 
cal  equipment  manufacturer  for 
the  possible  influences  before 
use. 

This  vehicle  is  equipped  with  the  Tire 
Pressure  Monitoring  System  (TPMS). 
It  monitors  tire  pressure  of  all  four 
tires  except  the  spare.  When  the  low 
tire  pressure  warning  light  is  lit  and 
the  "Tire  Pressure  Low  -  Add  Air" 
warning  appears  in  the  vehicle  infor¬ 
mation  display,  one  or  more  of  your 
tires  is  significantly  under-inflated.  If 
equipped,  the  system  also  displays 
pressure  of  all  tires  (except  the  spare 


tire)  on  the  display  screen  by  send¬ 
ing  a  signal  from  a  sensor  that  is 
installed  in  each  wheel. 


The  TPMS  will  activate  only  when  the 
vehicle  is  driven  at  speeds  above 
16  mph  (25  km/h).  Also,  this  system 
may  not  detect  a  sudden  drop  in  tire 
pressure  (for  example  a  flat  tire  while 
driving). 

For  additional  information,  refer  to 
"Warning  lights,  indicator  lights  and 
audible  reminders"  in  the  "Instru¬ 
ments  and  controls"  section.  Tire 
Pressure  Monitoring  System  (TPMS)" 
in  the  "Starting  and  driving"  section, 
and  "Flat  tire"  in  the  "In  case  of  emer¬ 
gency"  section  of  this  manual. 

Tire  inflation  pressure 


Check  the  tire  pressures  (including 
the  spare)  often  and  always  prior  to 
long  distance  trips.  The  recom¬ 
mended  tire  pressure  specifications 
are  shown  on  the  F.M.V.S.S./C.M.V.S.S. 
certificatipr^abelQi;  the^re  and 
Loadinqflt^^HBHfrH5iff™er  the 
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"Cold  Tire  Pressure"  heading.  The  Tire 
and  Loading  Information  label  is  af¬ 
fixed  to  the  driver  side  center  pillar. 
Tire  pressures  should  be  checked 
regularly  because: 

■  Most  tires  naturally  lose  air  over 
time. 

■  Tires  can  lose  air  suddenly  when 
driven  over  potholes  or  other  ob¬ 
jects  or  if  the  vehicle  strikes  a 
curb  while  parking. 

The  tire  pressures  should  be 
checked  when  the  tires  are  cold.  The 
tires  are  considered  COLD  after  the 
vehicle  has  been  parked  for  3  or 
more  hours,ordriven  less  than!  mile 
(1.6  km)  at  moderate  speeds. 

The  TPMS  with  Easy-Fill  Tire  Alert 
provides  visual  and  audible  signals 
outside  the  vehicle  for  inflating  tires 
to  the  recommended  COLD  tire 
pressure.  For  additional  information, 
refer  to  "TPMS  with  Easy-Fill  Tire 
Alert"  in  the  "Starting  and  driving" 
section  of  this  manual. 


Incorrect  tire  pressure,  including 
under  inflation,  may  adversely  af¬ 
fect  tire  life  and  vehicle  handling. 

AWARNING  I 

■  Improperly  inflated  tires  can  fail 
suddenly  and  cause  an 
accident. 

■  The  Gross  Vehicle  Weight  Rating 
(GVWR)  is  located  on  the 
F.M.V.S.S./C.M.V.S.S.  certifica¬ 
tion  label.  The  vehicle  weight 
capacity  is  indicated  on  the  Tire 
and  Loading  Information  label. 
Do  not  load  your  vehicle  beyond 
this  capacity.  Overloading  your 
vehicle  may  result  in  reduced 
tire  life,  unsafe  operating  condi¬ 
tions  due  to  premature  tire  fail¬ 
ure,  or  unfavorable  handling 
characteristics  and  could  also 
lead  to  a  serious  accident.  Load¬ 
ing  beyond  the  specified  capac¬ 
ity  may  also  result  in  failure  of 
other  vehicle  components. 


■  Before  taking  a  long  trip,  or 
whenever  you  heavily  load  your 
vehicle,  use  a  tire  pressure 
gauge  to  ensure  that  the  tire 
pressures  are  at  the  specified 
level. 

■  For  additional  information  re¬ 
garding  tires,  refer  to  "Impor¬ 
tant  Tire  Safety  Information" 
(US)  or  'Tire  Safety  Information" 
(Canada)  in  the  Warranty  Infor¬ 
mation  Booklet. 
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TIRE  AND  LOADING  INFORMATION 
RENSEIGNEMENTS  SUR  LES  PNEUS  ET  LE  CHARGEMENT 


.  SEATING  CAPACITY 


NOMBRE  DE  PLACES 


1  TOTAL  1 

X 

FRONT 

1  AVANT  1 

0 

REAR  1 

1  ARRIERE  1 

(!> 


THE  COMBINED  WEIGHT  OF  OCCUPANTS  AND  CARGO  SHOULD  NEVER  EXCEED  OR  yyy  .u, 

LE  POIDS TOTAL  DES  OCCUPANTS  ET  DU  CHARGEMENT  NE  DOIT  JAMAIS  DEPASSER  ^  OU 


i 

1  TIRE  1  SIZE 

COLD  TIRE  PRESSURE 

} 

\ 

TNCU 

DIMENSIONS 

PRESSION  DE  PNEUSAFROID 

FRONT 

LTXXX/XXRXX 

XXX  kPa  (XX  psi) 

REAR 

ARRIERE 

LTXXX/XXRXX 

XXX  kPa  (XX  psi) 

— 

— •  SPARE 

DE  SECOURS 

LTXXX/XXRXX 

XXX  kPa  (XX  psi) 

FOR  ADOmONAL 
INFORMATION 
VOIR  LE  MANUEL 
DE  L'USAGER 
POUR  PLUS  DE 
RENSEIGNEMENTS 


-© 
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Tire  and  Loading  Information 
label 

(D  Seating  capacity:  The  maximum 
number  of  occupants  that  can 
be  seated  in  the  vehicle. 


(D  Original  tire  size:  The  size  of  the 
tires  originally  installed  on  the 
vehicle  at  the  factory. 


(2)  Vehicle  load  limit:  For  additional 
information,  refer  to  'Vehicle 
loading  information"  in  the 
"Technical  and  consumer  infor¬ 
mation"  section  of  this  manual. 


®  Cold  tire  pressure:  Inflate  the 
tires  to  this  pressure  when  the 
tires  are  cold.  Tires  are  consid¬ 
ered  COLD  after  the  vehicle  has 
been  parked  for  3  or  more  hours, 
or  driven  less  than  1  mile  (1.6  km) 
at  moderate  speeds.  The  rec¬ 
ommended  cold  tire  inflation  is 
set  by  the  manufacturer  to  pro¬ 
vide  the  best  balance  of  tire 
wear,  vehicle  handling,  driveabil¬ 
ity,  tire  noise,  etc.,  up  to  the  vehi¬ 
cle's  GVWR. 

D  Tire  size  -  referto  'Tire  labeling"  in 
this  section. 

!§)  Spare  tire  size. 


OEiALER  e^ROCE! 


_ LDI0393 

Checking  tire  pressure 

1.  Removethevaive  stem  cap  from 
the  tire. 

2.  Press  the  pressure  gauge 
squareiy  onto  the  vaive  stem.  Do 
not  press  too  hard  or  force  the 
vaive  stem  sideways,  or  air  wiii 
escape.  If  the  hissing  sound  of  air 
escaping  from  the  tire  is  heard 
while  checking  the  pressure,  re¬ 
position  the  gauge  to  eliminate 
this  leakage. 


3.  Remove  the  gauge. 

4.  Read  the  tire  pressure  on  the 
gauge  stem  and  comparetothe 
specification  shown  on  the  Tire 
and  Loading  Information  label. 

5.  Add  air  to  the  tire  as  needed.  If 
too  much  air  is  added,  press  the 
core  of  the  valve  stem  briefly 
with  the  tip  of  the  gauge  stem  to 
release  pressure.  Recheck  the 
pressure  and  add  or  release  air 
as  needed. 

6.  Install  the  valve  stem  cap. 


7  Check  the  pressure  of  all  other 
tires,  including  the  spare. 


Size 

Cold  Tire  Inflation 
Pressure 

Front  Original 
Tire: 

265/70R18 

P265/70R18 

P275/60R20 

270  kPa,  39  psi 

250  kPa,  36  psi 

250  kPa,  36  psi 

P275/lMimB^ 

Size 

Cold  Tire  Inflation 
Pressure 

LT245/75R17 

LT275/65R18 

LT265/60R20 

450  kPa,  65  psi 

450  kPa,  65  psi 

450  kPa,  65  psi 

Size 

Cold  Tire  Inflation 
Pressure 

Rear  Original 
Tire: 

265/70R18 

P265/70R18 

P275/60R20 

P275/70R18 

LT245/75R17 

LT275/65R18 

LT265/60R20 

270  kPa,  39  psi 

250  kPa,  36  psi 

250  kPa,  36  psi 

240  kPa,  35  psi 

500  kPa,  73  psi 

450  kPa,  65  psi 

480  kPa,  70  psi 
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Spare  Tire  Sizes: 

Cold  Tire  Infla¬ 
tion  Pressure 

265/70R18 

P265/70R18 

P275/70R18 

LT245/75R17 

LT275/65R18 

LT265/60R20 

270  kPa,  39  psi 

250  kPa,  36  psI 
240  kPa,  35  psi 
500  kPa,  73  psi 
450  kPa,  65  psi 
480  kPa,  70  psi 
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Example 

TIRE  LABELING 

Federal  law  requires  tire  manufac¬ 
turers  to  place  standardized  Infor¬ 
mation  on  the  sidewall  of  all  tires. 
This  Information  Identifies  and  de¬ 
scribes  the  fundamental  character¬ 
istics  of  the  tire  and  also  provides  the 
Tire  Identification  Number  (TIN)  for 
safety  standard  certification.  The  TIN 
can  be  used  to  Identify  the  tire  In 
case  of  a  recall. 
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LT215/65R15 

95H 

LT 

215 

65 

R 

15 

95 

H 

* 

* 

* 

* 

1 

2 

3 

4 

5 

6 

7 
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Example 

®  Tire  size  (example:  LT215/65R15  3. 

95H) 

1.  LT:  The  "LT"  indicates  the  tire  is 

designed  for  light  truck  vehicles 
(not  all  tires  have  this  informa- 
tion).  5. 

2.  Three-digit  number  (215):  This 
number  gives  the  width  in  milli¬ 
meters  of  the  tire  from  sidewall 
edge  to  sidewall  edge. 


Two-digit  number  (65):  This 
number,  known  as  the  aspect 
ratio,  gives  the  tire's  ratio  of 
height  to  width. 

R:  The  "R"  stands  for  radial. 


Two-digit  number  (15): This  num¬ 
ber  is  the  wheel  or  rim  diameter 
in  inches. 


6.  Two-  or  three-digit  number  (95): 
This  number  is  the  tire's  load  in¬ 
dex.  It  is  a  measurement  of  how 
much  weight  each  tire  can  sup¬ 
port.  You  may  not  find  this  infor¬ 
mation  on  all  tires  because  it  is 
not  required  by  law. 

7  H:  Tire  speed  rating.  You  should 
not  drive  the  vehicle  faster  than 
the  tire  speed  rating. 
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DOT 

DOT  XX 

XX 

XX  XXX 

XX 

XXXX 

XXX 

XXXX 

— 

— 

— 

— 

— 

# 

1 

2 

3 

4 

5 
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Example 


(2)  TIN  (Tire  Identification  Number) 
for  a  new  tire  (example:  DOT  XX  XX 
XXXXXXX) 

1  DOT  Abbreviation  for  the  "De¬ 
partment  Of  Transportation". 
The  symbol  can  be  placed 
above,  below  or  to  the  left  or 
right  of  the  Tire  Identification 
Number. 

2.  Two-digit  code:  Manufacturer's 
identification  mark. 


3.  Two-digit  code:  Tire  size. 

4.  Three-digit  code:  Tire  type  code 
(Optional). 

5.  Four  numbers  represent  the 
week  and  year  the  tire  was  built. 
For  example,  the  numbers  3103 
means  the  31st  week  of  2003.  If 
these  numbers  are  missing  then 
look  on  the  other  sidewall  of  the 
tire. 


(D  Tire  ply  composition  and  material 

The  number  of  layers  or  plies  of 
rubber-coated  fabric  in  the  tire.  Tire 
manufacturers  also  must  indicate 
the  materials  inthetire, which  include 
steel,  nylon,  polyester  and  others. 

®  Maximum  permissible  inflation 
pressure 

This  number  is  the  greatest  amount 
of  air  pressure  that  should  be  put  in 
the  tire.  Do  not  exceed  the  maximum 
permissible  inflation  pressure. 

®  Maximum  load  rating 

This  number  indicates  the  maxi¬ 
mum  load  in  kilograms  and  pounds 
that  can  be  carried  by  the  tire.  When 
replacing  the  tires  on  the  vehicle,  al¬ 
ways  use  a  tire  that  has  the  same 
load  rating  as  the  factory  installed 
tire. 

®  Term  of  'tubeless"  or  tube  type" 

Indicates  whether  the  tire  requires 
an  inner  tube  (tube  type")  or  not 
(tubeless"). 
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(7)  The  word  "radial" 

The  word  "radial"  is  shown  if  the  tire 
has  radial  structure. 

(8)  Manufacturer  or  brand  name 

Manufacturer  or  brand  name  is 
shown. 

other  Tire-related  Terminology 

In  addition  to  the  many  terms  that 
are  defined  throughout  this  section, 
Intended  Outboard  Sidewall  is  (1)  the 
sidewall  that  contains  a  whitewall, 
bears  white  lettering  or  bears 
manufacturer,  brand,  and/or  model 
name  molding  that  is  higher  or 
deeper  than  the  same  molding  on 
the  other  sidewall  of  the  tire,  or  (2) 
the  outward  facing  sidewall  of  an 
asymmetrical  tire  that  has  a  particu¬ 
lar  side  that  must  always  face  out¬ 
ward  when  mounted  on  a  vehicle. 


TYPES  OF  TIRES 

^WARNING 

■  When  changing  or  replacing  tires,  be 
sure  all  four  tires  are  of  the  same  type 
(i.e.,  Summer,  All  Season  or  Snow)  and 
construction.  A  NISSAN  dealer  may  be 
able  to  help  you  with  information 
about  tire  type,  size,  speed  rating  and 
availability. 

■  Replacement  tires  may  have  a  lower 
speed  rating  than  the  factory 
equipped  tires,  and  may  not  match 
the  potential  maximum  vehicle 
speed.  Never  exceed  the  maximum 
speed  rating  of  the  tire. 

■  Replacing  tires  with  those  not  origi¬ 
nally  specified  by  NISSAN  could  affect 
the  proper  operation  of  the  low  tire 
pressure  warning  system. 


■  Always  use  tires  of  the  same  type, 
size,  brand,  construction  and  tread 
pattern  on  all  four  wheels.  Failure  to 
do  so  may  result  in  a  circumference 
difference  between  tires  on  the  front 
and  rear  axles  which  can  cause  the 
Vehicle  Dynamic  Control  (VDC)  system 
and  4WD  system  to  malfunction  re¬ 
sulting  in  personal  injury  or  death,  ex¬ 
cessive  tire  wear  and  may  damage 
the  transmission  and  differential 
gears. 

■  For  additional  information  regarding 
tires,  refer  to  "Important  Tire  Safety 
Information"  (US)  or  "Tire  Safety  Infor¬ 
mation"  (Canada)  in  the  Warranty  In¬ 
formation  Booklet. 

All  season  tires 

NISSAN  specifies  All  Season  tires  on  some 
models  to  provide  good  performance  all 
year,  including  snowy  and  icy  road  condi¬ 
tions.  All  Season  tires  are  identified  by  ALL 
SEASON  and/or  M&S  on  the  tire  sidewall. 
Snow  tires  have  better  snow  traction  than 
All  Season  tires  and  may  be  more  appropri¬ 
ate  in  some  areas. 


Summer  tires 

NISSAN  specifies  summer  tires  on  some 
models  to  provide  superior  performance 
on  dry  roads.  Summer  tire  performance  is 
substantially  reduced  in  snow  and  ice. 
Summer  tires  do  not  have  the  tire  traction 
rating  "M&S"  on  the  tire  sidewall. 

If  you  plan  to  operate  your  vehicle  in  snowy 
or  icy  conditions,  NISSAN  recommends  the 
use  ofSNOWtiresorALLSEASON  tires  on  all 
four  wheels. 

Snow  tires 

If  snow  tires  are  needed,  it  is  necessary  to 
select  tires  equivalent  in  size  and  load  rat¬ 
ing  to  the  original  equipment  tires.  If  you  do 
not,  it  can  adversely  affect  the  safety  and 
handling  of  your  vehicle. 

Generally,  snow  tires  have  lower  speed  rat¬ 
ings  than  factory  equipped  tires  and  may 
not  match  the  potential  maximum  vehicle 
speed.  Never  exceed  the  maximum  speed 
rating  of  the  tire. 

If  you  install  snow  tires,  they  must  be  the 
same  size,  brand,  construction  and  tread 
pattern  on  all  four  wheels. 

For  additional  traction  on  icy  roads,  stud¬ 
ded  tires  may  be  used.  However,  some  U.S. 


states  and  Canadian  provinces  prohibit 
their  use.  Check  local,  state  and  provincial 
laws  before  installing  studded  tires.  Skid 
and  traction  capabilities  of  studded  snow 
tires  on  wet  or  dry  surfaces  may  be  poorer 
than  that  of  non-studded  snow  tires. 

TIRE  CHAINS 


Use  of  tire  chains  may  be  prohibited  ac¬ 
cording  to  location.  Check  the  local  laws 
before  installing  tire  chains.  When  installing 
tire  chains,  make  sure  they  are  the  proper 
size  for  the  tires  on  your  vehicle  and  are 
installed  according  to  the  chain  manufac¬ 
turer's  suggestions.  Use  only  SAE  class  "S" 
chains.  Class  "S"  chains  are  used  on  ve¬ 
hicles  with  restricted  tire  to  vehicle  clear¬ 
ance.  Vehicles  that  can  use  Class  "5"  chains 
are  designed  to  meet  the  minimum  clear¬ 
ances  between  the  tire  and  the  closest  ve¬ 
hicle  suspension  or  body  component  re¬ 
quired  to  accommodate  the  use  of  a 
winter  traction  device  (tire  chains  or 
cables).  The  minimum  clearances  are  de¬ 
termined  using  the  factory  equipped  tire 
size.  Other  types  may  damage  your  vehicle. 
Use  chain  tensioners  when  recommended 
by  the  tire  chain  manufacturer  to  ensure  a 
tight  fit.  Loose  end  links  of  the  tire  chain 
must  be  prevent 

the  possi^^^flK^^Wi^^^^^Mamage 
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to  the  fenders  or  underbody.  If  possible, 
avoid  fully  loading  your  vehicle  when  using 
tire  chains.  In  addition,  drive  at  a  reduced 
speed.  Otherwise,  your  vehicle  may  be 
damaged  and/or  vehicle  handling  and 
performance  may  be  adversely  affected. 

Tire  chains  must  be  installed  only  on  the 
rear  wheels  and  not  on  the  front  wheels. 

Do  not  use  tire  chains  on  dry  roads.  Driving 
with  chains  in  such  conditions  can  cause 
damage  to  the  various  mechanisms  of  the 
vehicle  due  to  some  overstress. 

Use  only  the  2WD  range  when  driving  on 
clear  paved  roads. 


Q. 

^  . 
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CHANGING  WHEELS  AND  TIRES 
Tire  rotation 


NISSAN  recommends  rotating  the 
tires  every  5,000  miles  (8,000  km). 

For  additional  information  on  tire  re¬ 
placing  procedures,  refer  to  "Flat  tire" 
in  the  "In  case  of  emergency"  section 
of  this  manual. 

As  soon  as  possible,  tighten  the 
wheel  nuts  to  the  specified  torque 
with  a  torque  wrench. 


Wheel  nut  tightening  torque: 
Non-XD  models: 

98  ft-lb  (133  N  m) 

XD  models: 

131  ft-lb  (177  N-m) 

The  wheel  nuts  must  be  kept  tight¬ 
ened  to  specifications  at  all  times. 
It  is  recommended  that  wheel  nuts 
be  tightened  to  specification  at 
each  tire  rotation  interval. 

^WARNING 

•  Retighten  the  wheel  nuts  when 
the  vehicle  has  been  driven  for 
600  miles  (1,000  km)  (also  in 
cases  of  a  flat  tire,  etc.). 

•  Do  not  include  the  spare  tire  in 
the  tire  rotation. 

■  For  additional  information  re¬ 
garding  tires,  refer  to  "Impor¬ 
tant  Tire  Safety  Information" 
(US)  or  'Tire  Safety  Information" 
(Canada)  in  the  Warranty  Infor- 
matkSpTff 
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■  After  rotating  the  tires,  do  not 
use  the  Easy-Fill  Tire  Alert  to  ad¬ 
just  the  tire  pressure.  Instead 
use  a  gauge  to  adjust  the  tires 
to  the  correct  pressure  in  accor¬ 
dance  with  Tire  and  Loading  In¬ 
formation  label. 


^CAUTION 

To  ensure  proper  operation  of  the 
Easy-Fill  Tire  Alert  system  after  a 
tire  rotation,  re-set  and  register 
the  sensor  to  their  new  installed 
locations.  It  is  recommended  that 
you  visit  a  NISSAN  dealer  for  this 
service. 


1.  Wear  indicator 


2.  Location  mark 

^WARNING 

■  Tires  should  be  periodically  in¬ 
spected  for  wear,  cracking, 
bulging  or  objects  caught  in  the 
tread.  If  excessive  wear,  cracks, 
bulging  or  deep  cuts  are  found, 
the  tire(s)  should  be  replaced. 


■  The  original  tires  have  built-in 
tread  wear  indicators.  When  the 
wear  indicators  are  visible,  the 
tire(s)  should  be  replaced. 

■  Tires  degrade  with  age  and  use. 
Have  tires,  including  the  spare, 
over  6  years  old  checked  by  a 
qualified  technician  because 
some  tire  damage  may  not  be 
obvious.  Replace  the  tires  as 
necessary  to  prevent  tire  failure 
and  possible  personal  injury. 

■  Improper  service  of  the  spare 
tire  may  result  in  serious  per¬ 
sonal  injury.  If  it  is  necessary  to 
repairthe  spare  tire,  it  is  recom¬ 
mended  that  you  visit  a  NISSAN 
dealer  for  this  service. 

■  For  additional  information  re¬ 
garding  tires,  refer  to  "Impor¬ 
tant  Tire  Safety  Information" 
(US)  or  'Tire  Safety  Information" 
(Canada)  in  the  Warranty  Infor¬ 
mation  Booklet. 
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Replacing  wheels  and  tires 

When  replacing  a  tire,  use  the  same  size, 
tread  design,  speed  rating  and  load  carry¬ 
ing  capacity  as  originally  equipped.  For  ad¬ 
ditional  information,  refer  to  'Wheels  and 
tires"  in  the  "Technical  and  consumer  infor¬ 
mation"  section  of  this  manual. 

^WARNING 

■  The  use  of  tires  other  than  those  rec¬ 
ommended  or  the  mixed  use  of  tires  of 
different  brands,  construction  (bias, 
bias-belted  or  radial),  or  tread  patterns 
can  adversely  affect  the  ride,  braking, 
handling.  Vehicle  Dynamic  Control 
(VDC)  system,  4WD,  ground  clearance, 
body-to-tire  clearance,  tire  chain  clear¬ 
ance,  speedometer  calibration,  head¬ 
light  aim  and  bumper  height.  Some  of 
these  effects  may  lead  to  accidents  and 
could  result  in  serious  personal  injury. 

■  If  your  vehicle  was  originally  equipped 
with  four  tires  that  were  the  same  size 
and  you  are  only  replacing  two  of  the 
four  tires,  install  the  new  tires  on  the 
rear  axle.  Placing  new  tires  on  the  front 
axle  may  cause  loss  of  vehicle  control  in 
some  driving  conditions  and  cause  an 
accident  and  personal  injury. 


If  the  wheels  are  changed  for  any  rea¬ 
son,  always  replace  with  wheels 
which  have  the  same  off-set  dimen¬ 
sion.  Wheels  of  a  different  off-set 
could  cause  premature  tire  wear,  de¬ 
grade  vehicle  handling  characteris¬ 
tics,  affect  the  VDC  system  and/or  in¬ 
terference  with  the  brake  discs.  Such 
interference  can  lead  to  decreased 
braking  efficiency  and/or  early  brake 
pad  wear.  For  additional  information 
on  wheel  off-set  dimensions,  refer  to 
"Wheels  and  tires"  in  the  "Technical 
and  consumer  information"  section  of 
this  manual. 

When  replacing  a  wheel  without  the 
TPMS  such  as  the  spare  tire,  TPMS  will 
not  function  and  the  low  tire  pressure 
warning  light  will  flash  for  approxi¬ 
mately  1  minute.  The  light  will  remain 
on  after  1  minute.  Have  your  tires  re¬ 
placed  and/or  TPMS  system  reset  as 
soon  as  possible.  It  is  recommended 
that  you  visit  a  NISSAN  dealer  for  this 
service. 

Replacing  tires  with  those  not  origi¬ 
nally  specified  by  NISSAN  could  affect 
the  proper  operation  of  the  TPMS. 


■  The  TPMS  sensor  may  be  damaged  if 
it  is  not  handled  correctly.  Be  careful 
when  handling  the  TPMS  sensor. 

■  When  replacing  the  TPMS  sensor,  the 
ID  registration  may  be  required.  It  is 
recommended  that  you  visit  a  NISSAN 
dealer  for  ID  registration. 

■  Do  not  use  a  valve  stem  capthat  is  not 
specified  by  NISSAN.  The  valve  stem 
cap  may  become  stuck. 

■  Be  sure  that  the  valve  stem  caps  are 
correctly  fitted.  Otherwise  the  valve 
may  be  clogged  up  with  dirt  and 
cause  a  malfunction  or  loss  of 
pressure. 

■  Do  not  install  a  damaged  or  deformed 
wheel  or  tire  even  if  it  has  been  re¬ 
paired.  Such  wheels  or  tires  could 
have  structural  damage  and  could  fail 
without  warning. 

■  The  use  of  retread  tires  is  not 
recommended. 


For  additional  information  regarding 
tires,  refer  to  "Important  Tire  Safety 
Information"  (US)  or  "Tire  Safety  Infor¬ 
mation"  (Canada)  in  the  Warranty  In- 
formation  Booklet. 


Fygi  Four-wheel  drive  models 


I  H  CAUTION 

Always  use  tires  of  the  same  type,  size, 
brand,  construction  (bias,  bias-belted 
or  radial),  and  tread  pattern  on  all  four 
wheels.  Failure  to  do  so  may  result  in  a 
circumference  difference  between  tires 
on  the  front  and  rear  axles  which  will 
cause  excessive  tire  wear  and  may 
damage  the  transmission,  transfer  case 
and  differential  gears. 

If  excessive  tire  wear  is  found,  it  is  recom¬ 
mended  that  all  four  tires  be  replaced  with 
tires  of  the  same  size,  brand,  construction 
and  tread  pattern.  The  tire  pressure  and 
wheel  alignment  should  also  be  checked 
and  corrected  as  necessary.  It  is  recom¬ 
mended  that  you  visit  a  NISSAN  dealer  for 
this  service. 

Wheel  balance 

Unbalanced  wheels  may  affect  vehicle 
handling  and  tire  life.  Even  with  regular  use, 
wheels  can  get  out  of  balance.  Therefore, 
they  should  be  balanced  as  required. 
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Wheel  balance  service  should  be  per¬ 
formed  with  the  wheels  off  the  vehicle. 
Spin  balancing  the  wheels  on  the  vehicle 
could  lead  to  mechanical  damage. 

■  For  additional  information  regarding 
tires,  refer  to  "Important  Tire  Safety 
Information"  (US)  or  "Tire  Safety  In¬ 
formation"  (Canada)  in  the  Warranty 
Information  Booklet. 

Care  of  wheels 

■  Washthe  wheels  when  washing  the  ve¬ 
hicle  to  maintain  their  appearance. 

■  Ciean  the  inner  side  of  the  wheels  when 
the  wheel  is  changed  or  the  underside 
of  the  vehicle  is  washed. 

■  Do  not  use  abrasive  cleaners  when 
washing  the  wheels. 

■  Inspect  wheel  rims  regularly  for  dents 
or  corrosion.  Such  damage  may  cause 
loss  of  pressure  or  poor  seal  at  the  tire 
bead. 

■  NISSAN  recommends  waxing  the  road 
wheels  to  protect  against  road  salt  in 
areas  where  it  is  used  during  winter. 


Spare  tire  (FULL  SIZE  TEMPORARY 
USE  ONLY  spare  tire) 

When  replacing  a  wheel  without  the  TPMS 
such  as  the  spare  tire,  the  TPMS  will  not 
function. 

Your  vehicle  may  be  equipped  with  a  full 
size  spare  that  is  a  different  size  or  brand 
than  the  tires  originally  installed  on  the  ve¬ 
hicle.  This  full  size  spare  tire  is  intended  for 
temporary  use  only  and  should  be  re¬ 
placed  at  the  first  opportunity. 

Observe  the  following  precautions  if  the 
FULL  SIZE  TEMPORARY  USE  ONLY  spare  tire 
must  be  used.  Otherwise,  your  vehicle 
could  be  damaged  or  involved  in  an  acci¬ 
dent: 


_ Awarning _ 

To  help  reduce  the  risk  of  a  crash  which 
may  result  in  personal  injury  or  death: 

■  The  TEMPORARY  FULL  SIZE  spare  tire 
should  be  used  for  emergency  use 
only.  It  should  be  replaced  with  the 
standard  tire  at  the  first  opportunity 
to  avoid  possible  tire  or  differential 
damage. 
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■  Drive  carefully  while  the  TEMPORARY 
FULL  SIZE  spare  tire  is  installed.  Avoid 
sharp  turns  and  abrupt  braking  while 
driving.  The  vehicle  driving  perfor¬ 
mance  may  be  affected  when  driving 
on  wet  or  snow  covered  roads. 

■  When  the  TEMPORARY  FULL  SIZE 
spare  is  installed,  the  following  sys¬ 
tems  may  not  work  correctly: 

-  Tire  Pressure  Monitoring  System 
(TPMS) 

-  Vehicle  Dynamic  Control  (VDC) 
System 

■  Periodically  check  the  TEMPORARY 
FULL  SIZE  spare  tire  inflation  pressure. 
Always  keep  the  TEMPORARY  FULL 
SIZE  inflated  to  the  pressure  specifi¬ 
cation  shown  on  the  Tire  and  Loading 
Information  label. 

■  With  the  TEMPORARY  FULL  SIZE  spare 
tire  installed  do  not  drive  the  vehicle 
at  speeds  faster  than  50  mph 
(80  km/h). 


When  driving  on  roads  covered  with 
snow  or  ice,  the  TEMPORARY  FULL  SIZE 
spare  tire  should  be  used  on  the  front 
wheels  and  the  original  tire  used  on 
the  rear  wheels.  Use  tire  chains  only 
on  the  drive  wheels. 

Do  not  use  the  TEMPORARY  FULL  SIZE 
spare  tire  on  other  vehicles. 

Do  not  use  more  than  one  TEMPO¬ 
RARY  FULL  SIZE  spare  tire  at  the  same 
time. 

TEMPORARY  FULL  SIZE  spare  tire  limi¬ 
tations  (except  for  Pro  4X): 

-  SOmphMAX 

-  Towing  allowed 

Customer  can  identify  TEMPORARY 
FULL  SIZE  spare  tire  condition  by 
checking  the  Tire  and  Loading  Infor¬ 
mation  label  located  on  the  B-pillar. 


^CAUTION 

■  Do  not  use  tire  chains  on  a  TEMPO¬ 
RARY  FULL  SIZE  spare  tire.  Tire  chains 
will  not  fit  properly  and  may  cause 
damage  to  the  vehicle. 

■  Use  of  the  TEMPORARY  FULL  SIZE 
spare  tire  on  a  vehicle  that  has  tires 
larger  than  were  originally  equipped 
can  affect  the  4WD  system.  This  may 
result  in  a  circumference  difference 
between  tires  on  front  and  rear  axles 
which  can  cause  the  4WD  system  to 
automatically  place  the  vehicle  in 
2WD  and  flash  the  4WD  light.  When  the 
TEMPORARY  FULL  SIZE  spare  tire  is  re¬ 
placed  with  a  tire  that  matches  all 
other  tires  on  the  vehicle,  and  all  tires 
are  properly  inflated  the  4WD  system 
will  operate  normally. 
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CALIFORNIA  PROPOSITION  65  WARNING 


_ A  WARNING _ 

Operating,  servicing  and  maintaining  a  passenger 
vehicle  or  off-highway  motor  vehicle  can  expose  you  to 
chemicals  including  engine  exhaust,  carbon  monoxide, 
phthalates,  and  lead,  which  are  known  to  the  State  of 
California  to  cause  cancer  and  birth  defects  or  other 
reproductive  harm.  To  minimize  exposure,  avoid 
breathing  exhaust,  do  not  idle  the  engine  except  as 
necessary,  service  your  vehicle  in  a  well-ventilated  area 
and  wear  gloves  or  wash  your  hands  frequently  when 
servicing  your  vehicle.  For  more  information  go  to 
www.P65Warnings.ca.gov/passenger-vehicle. 
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FOREWORD 


This  manual  was  prepared  to  help  you  un¬ 
derstand  the  operation  and  maintenance 
ofyourvehicle  sothatyou  may  enjoy  many 
miies  (kilometers)  of  driving  pleasure. 
Please  read  through  this  manual  before 
operating  your  vehicle. 

A  separate  Warranty  Information  Book¬ 
let  explains  details  about  the  warranties 
covering  your  vehicle.  The  "Maintenance 
and  schedules"  section  of  this  manual 
explains  details  about  maintaining  and 
servicing  your  vehicle.  Additionally,  a 
separate  Customer  Care/Lemon  Law 
Booklet  (U.S.  only)  will  explain  how  to  re¬ 
solve  any  concerns  you  may  have  with 
your  vehicle,  and  clarify  your  rights  un¬ 
der  your  state's  lemon  law. 

A  NISSAN  dealership  knows  your  vehicle 
best.  When  you  require  any  service  or  have 
any  questions,  they  will  be  glad  to  assist 
you  with  the  extensive  resources  available 
to  them. 

In  addition  to  factory-installed  options, 
your  vehicle  may  also  be  equipped  with 
additional  accessories  installed  prior  to  de¬ 
livery.  It  is  recommended  that  you  visit  a 
NISSAN  dealer  for  details  concerning  the 
particular  accessories  with  which  you  ve¬ 
hicle  is  equipped.  It  is  important  that  you 


familiarize  yourself  with  all  disclosures, 
warnings,  cautions  and  instructions  con¬ 
cerning  proper  use  of  such  accessories 
prior  to  operating  the  vehicle  and/or  ac¬ 
cessory.  It  is  recommended  that  you  visit  a 
NISSAN  dealer  for  details  concerning  the 
particular  accessories  with  which  your  ve¬ 
hicle  is  equipped. 


READ  FIRST-THEN  DRIVE  SAFELY 


Before  driving  your  vehicle,  please  read  this 
Owner's  Manual  carefully.  This  will  ensure 
familiarity  with  controls  and  maintenance 
requirements  assisting  you  in  the  safe  op¬ 
eration  ofyourvehicle. 


A  WARNING 

IMPORTANT  SAFETY  INFORMATION 

REMINDERS! 

Follow  these  important  driving  rules  to 

help  ensure  a  safe  and  comfortable  trip 

for  you  and  your  passengers! 

■  NEVER  drive  under  the  influence  of  al¬ 
cohol  or  drugs. 

■  ALWAYS  observe  posted  speed  limits 
and  never  drive  too  fast  for 
conditions. 

■  ALWAYS  give  your  full  attention  to 
driving  and  avoid  using  vehicle  fea¬ 
tures  or  taking  other  actions  that 
could  distract  you. 

■  ALWAYS  use  your  seat  belts  and  ap¬ 
propriate  child  restraint  systems.  Pre- 
teen  children  should  be  seated  in  the 
rear  seat  (if  so  equipped). 
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■  ALWAYS  provide  information  about 
the  proper  use  of  vehicle  safety  fea¬ 
tures  to  all  occupants  of  the  vehicle. 

■  ALWAYS  review  this  Owner's  Manual 
for  important  safety  information. 

For  descriptions  specified  for  4-wheel  drive 
models,  a  r-yr-i  mark  is  placed  at  the  be¬ 
ginning  of  the  applicable  sections/items. 

As  with  other  vehicles  with  features  for 
off-road  use,  failure  to  operate  4-wheel 
drive  models  correctly  may  result  in  loss 
of  control  or  a  collision.  For  additional 
information,  refer  to  "Driving  safety  pre¬ 
cautions"  in  the  "Starting  and  driving" 
section  of  this  manual. 


ON-PAVEMENT  AND  OFF-ROAD  DRIV¬ 
ING 

This  vehicle  will  handle  and  maneuver 
differently  from  an  ordinary  passen¬ 
ger  car  because  it  has  a  higher  center 
of  gravity  for  off-road  use.  As  with 
other  vehicles  with  features  of  this 
type,  failure  to  operate  this  vehicle 
correctly  may  result  in  loss  of  control 
or  an  accident. 


For  additional  information,  refer  to 
"On-pavement  and  off-road  driving 
precautions",  "Avoiding  collision  and 
rollover"  and  "Driving  safety  precau¬ 
tions"  in  the  "Starting  and  driving" 
section  of  this  manual. 

MODIFICATION  OF  YOUR  VEHICLE 
This  vehicle  should  not  be  modified. 
Modification  could  affect  its 
performance,  safety,  emissions  or  du¬ 
rability  and  may  even  violate  govern¬ 
mental  regulations.  In  addition,  dam¬ 
age  or  performance  problems 
resulting  from  modifications  may  not 
be  covered  under  NISSAN  warranties. 
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A  WARNING 

Installing  an  aftermarket  On-Board  Di¬ 
agnostic  (OBD)  plug-in  device  that  uses 
the  port  during  normal  driving,  for  ex¬ 
ample  remote  insurance  company 
monitoring,  remote  vehicle  diagnostics, 
telematics  or  engine  reprogramming, 
may  cause  interference  or  damage  to 
vehicle  systems.  We  do  not  recommend 
or  endorse  the  use  of  any  aftermarket 
OBD  plug-in  devices,  unless  specifically 
approved  by  NISSAN.  The  vehicle  war¬ 
ranty  may  not  cover  damage  caused  by 
any  aftermarket  plug-in  device. 


WHEN  READING  THE  MANUAL 


This  manual  includes  information  for  all 
features  and  equipment  available  on  this 
model.  Features  and  equipment  in  your  ve¬ 
hicle  may  vary  depending  on  model,  trim 
level,  options  selected,  order,  date  of  pro¬ 
duction,  region  or  availability.  Therefore, 
you  mayfind  information  about  features  or 
equipment  that  are  not  included  or  in¬ 
stalled  on  your  vehicle. 

All  information,  specifications  and  illustra¬ 
tions  in  this  manual  are  those  in  effect  at  the 
time  of  printing.  NISSAN  reserves  the  right  to 
change  specifications,  performance,  design 
or  component  suppliers  without  notice  and 
without  obligation.  From  time  to  time, 
NISSAN  may  update  or  revise  this  manual  to 
provide  Owners  with  the  most  accurate  in¬ 
formation  currently  available.  Please  care¬ 
fully  read  and  retain  with  this  manual  all  re¬ 
vision  updates  sent  to  you  by  NISSAN  to 
ensure  you  have  access  to  accurate  and  up- 
to-date  information  regarding  your  vehicle. 
Current  versions  of  vehicle  Owner's  Manuals 
and  any  updates  can  also  be  found  in  the 
Owner  section  of  the  NISSAN  website  at 
https://owners.nis5anusa.com/nowners/ 
navigation/manualsCuide  If  you  have 
questions  concerning  any  information  in 
your  Owner's  Manual,  contact  NISSAN  Con¬ 
sumer  Affairs.  For  contact  information,  re¬ 


fer  to  the  NISSAN  CUSTOMER  CARE  PRO¬ 
GRAM  page  in  this  Owner's  Manual. 

IMPORTANT  INFORMATION  ABOUT 
THIS  MANUAL 

You  will  see  various  symbols  in  this  manual. 
They  are  used  in  the  following  ways: 

^WARNING 

This  is  used  to  indicate  the  presence  of 
a  hazard  that  could  cause  death  or  seri¬ 
ous  personal  injury.  To  avoid  or  reduce 
the  risk,  the  procedures  must  be  fol¬ 
lowed  precisely. 

^CAUTION 

This  is  used  to  indicate  the  presence  of 
a  hazard  that  could  cause  minor  or 
moderate  personal  injury  or  damage  to 
your  vehicle.  To  avoid  or  reduce  the  risk, 
the  procedures  must  be  followed 
carefully. 
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_ APD1005 

If  you  see  this  symbol,  it  means  "Do  not  do 

this"  or  "Do  not  let  this  happen." 

O  1:2 

If  you  see  a  symbol  similar  to  these  in  an 
illustration,  it  means  the  arrow  points  to 
the  front  of  the  vehicle. 

Cl  5  ^  # 

Arrows  in  an  illustration  that  are  similar  to 
these  indicate  movement  or  action. 


#  ♦  #  ♦ 

Arrows  in  an  illustration  that  are  similar  to 
these  call  attention  to  an  item  in  the  illus¬ 
tration. 

CALIFORNIA  PERCHLORATE 
ADVISORY 

Some  vehicle  parts,  such  as  lithium  bat¬ 
teries,  may  contain  perchlorate  material. 
The  following  advisory  is  provided:  "Per¬ 
chlorate  Material  -  special  handling  may 
apply.  For  additional  information,  refer 
to  www.dtsc.ca.gov/hazardouswaste/ 
perchlorate/". 

©  2018  NISSAN  NORTH  AMERICA,  INC. 

All  rights  reserved.  No  part  of  this  Owner's 
Manual  may  be  reproduced  or  stored  in  a 
retrieval  system,  or  transmitted  in  any 
form,  or  by  any  means,  electronic,  me¬ 
chanical,  photocopying,  recording  or  oth¬ 
erwise,  without  the  prior  written  permis¬ 
sion  of  Nissan  North  America,  Inc. 


NISSAN  CUSTOMER  CARE  PROGRAM 


NISSAN  CARES  . . . 

Both  NISSAN  and  your  NISSAN  dealer  are  dedicated  to  serving  all  your  automotive  needs.  Your  satisfaction  with  your  vehicle  and  your 
NISSAN  dealer  are  our  primary  concerns.  Your  NISSAN  dealer  is  always  available  to  assist  you  with  all  your  automobile  sales  and  service 
needs. 


However,  if  there  is  something  that  your 
NISSAN  dealer  cannot  assist  you  with  or 
you  would  like  to  provide  NISSAN  directly 
with  comments  or  questions,  please  con¬ 
tact  the  NISSAN  Consumer  Affairs  Depart¬ 
ment  using  our  toll-free  number: 

For  U.S.  customers 
1-800-NISSAN-1 
(1-800-647-7261) 

For  Canadian  customers 
1-800-387-0122 


The  Consumer  Affairs  Department  will  ask 

for  the  following  information: 

-  Your  name,  address,  and  telephone 
number 

-  Vehicle  identification  number  (attached 
to  the  top  of  the  instrument  panel  on  the 
driver's  side) 

-  Date  of  purchase 

-  Current  odometer  reading 

-  Your  NISSAN  dealer's  name 

-  Your  comments  or  questions 

OR 


You  can  write  to  NISSAN  with  the  informa¬ 
tion  at: 

For  U.S.  customers 
Nissan  North  America,  Inc. 

Consumer  Affairs  Department 
P.O.  Box  685003 
Franklin,  TN  37068-5003 
or  via  e-mail  at: 

nnaconsumeraffairs@)nissan-usa.com 

For  Canadian  customers 
Nissan  Canada  Inc. 

5290  Orbitor  Drive 
Mississauga,  Ontario  L4W  4Z5 
or  via  e-mail  at: 

information.centre@nissancanada.com 

If  you  prefer,  visit  us  at: 
www.nissanusa.com  (for  U.S.  customers) 
or 

www.nissan.ca  (for  Canadian  customers) 


We  appreciate  your  interest  in  NISSAN  and  thank  you  for  buying  a  quality  NISSAN  vehicle. 


eF3ROCESS 


OEi&LER  e  PROCESS 


Table  of 
Contents 


Illustrated  table  of  contents 

Safety— Seats,  seat  belts  and  supplemental  restraint  system 

Instruments  and  controls 

Pre-driving  checks  and  adjustments 

Monitor,  climate,  audio,  phone  and  voice  recognition  systems 

Starting  and  driving 

In  case  of  emergency 

Appearance  and  care 

Do-it-yourself 

Maintenance  and  schedules 

Technical  and  consumer  information 

Index 

OE>&L£R  e^aOCESS 


OEi&LER  e  PROCESS 


O  Illustrated  table  of  contents 


Air  bags,  seat  belts  and  child  restraints . 0-2 

Exterior  front . 0-4 

Exterior  rear . 0-6 

Passenger  compartment . 0-7 


Instrument  panel . 0-8 

Engine  compartment  check  locations . 0-10 

Warning  and  indicator  lights . 0-13 


OEi&LER  e?;%OCE< 


AIR  BAGS,  SEAT  BELTS  AND  CHILD 
RESTRAINTS 


1.  Rear  seat  belts  (Crew  and  King 
Cab®  models  only)  (if  so  equipped) 
(P.1-15) 

2.  Roof-mounted  curtain  side-impact 
and  rollover  supplemental  air  bag 
(P.  1-53) 

3.  Head  restraints/headrests  (P.  1-10) 

4.  Front  seat  belts  with  pretension- 
er(s)  and  shoulder  height  adjuster 
(P.1-15,1-53) 

5.  Supplemental  air  bags  (P.  1-53) 

6.  Occupant  classification  sensors 
(weight  sensors)  (if  so  equipped) 

(P.  1-53) 

7  Front  seats  (P.  1-2) 

8.  Front  seat-mounted  side-impact 
supplemental  air  bag  (P.  1-53) 

9.  Rear  seats  (Crew  and  King  Cab® 
models  only)  (if  so  equipped)  (P.  1-2) 

10.  Lj4TCH  (Lower  Anchors  and  Tethers 
for  Children)  system  (Crew  and 
King  Cab®  models  only) 

(if  so  equipped)  (P.  1-26) 

11.  Top  tether  strap  anchor  (Crew  and 
King  Cab®  models  only) 

(if  so  equipped)  (P.  1-26) 


Refer  to  the  page  number  indicated  in 
parentheses  for  operating  details. 

NOTE: 

Crew  Cab  model  shown,  Single  and  King 
Cab®  models  similar. 
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EXTERIOR  FRONT 


1.  Power  windows  (P.  2-83) 

2.  Windshield  (P.  8-21) 

3.  Wiper  and  washer  switch  (P.  2-46) 

4.  Engine  hood  (P.  3-27) 

5.  Front  view  camera  (if  so  equipped) 
(P.  4-11) 

Front  sonar  sensors 
(if  so  equipped)  (P5-63) 

6.  Front  fog  lights  (if  so  equipped) 

(P.  2-54) 

Daytime  Running  Lights  (DRL) 
system  (if  so  equipped)  (P.  2-49) 

7  Headlight  and  turn  signal  switches 
(P.  2-49,  2-53) 

Replacing  bulbs  (P.  8-29) 

Daytime  Running  Lights  (DRL) 
system  (if  so  equipped)  (P.  2-49) 

8.  Tire  pressure  (P  8-35) 

Flat  tire  (P.  6-3) 

Tire  chains  (P.  8-35) 

9.  Mirrors  (P.  3-33) 

Side  view  camera  (if  so  equipped) 
(P.  4-11) 

10.  Door  locks  (P.  3-5) 

NISSAN  Intelligent  Key®  (P  3-10) 
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Refer  to  the  page  number  indicated  in 
parentheses  for  operating  details. 

NOTE: 

Crew  Cab  model  shown,  Single  and  King 
Cab®  models  similar. 
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EXTERIOR  REAR 


1.  Antenna  (P.  4-44) 

2.  Cargo  lamp  (P.  2-55) 

3.  Rear  sliding  window  (P.  2-83) 

4.  Bed  liner  storage  bins 
(if  so  equipped)  (P.  2-71) 

5.  Under  rail  bed  lamps 
(if  so  equipped)  (P.  2-55) 

6.  Truck  box  (P.3-39) 

Tailgate  (P  3-39) 

Rearview  camera  (P.  4-3) 

7  Towing  (P.  10-38) 

8.  Rear  sonar  sensors  (if  so  equipped) 
(P.  5-63) 

9.  Replacing  bulbs  (P.  8-29) 

10.  Fuel-filler  cap*  (P.  3-27) 

Fuel-filler  door*  (P.  3-27) 

Fuel  recommendation*  (P.  10-2) 

11.  Child  safety  rear  door  lock 
(Crew  Cab  models  only)  (P.  3-5) 

*:  For  diesel  models,  refer  to  the  Titan  Diesel 
Owner's  Manual. 

Refer  to  the  page  number  indicated  in 
parentheses  for  operating  details. 

NOTE: 

Crew  Cab  model  shown,  Single  and  King 
Cab<^  models  similar. 
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1.  Interior  lights  (if  so  equipped) 

(P.  2-87) 

2.  Map  lights  (if  so  equipped)  (P.  2-87) 
Console  light  (if  so  equipped) 

(P.  2-87) 

3.  Sun  visors  (P.  3-32) 

4.  Rearview  mirror  (P.  3-33) 

5.  Clove  box  (P.  2-71) 

6.  Console  box  (if  so  equipped) 

(P.  2-71) 

Cup  holders  (P  2-71) 

7  Spare  tire  tools  location  (Crew  and 
King  Cab®  models  only)  (P.  6-3) 

Refer  to  the  page  number  indicated  in 
parentheses  for  operating  details. 

NOTE: 

Crew  Cab  model  shown,  Single  and  King 
Cab®  models  similar. 
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INSTRUMENT  PANEL 
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1.  Vents  (R  4-29) 

2.  Turn  signal  switch  (P.  2-53) 

Wiper  and  washer  switch  (P.  2-46) 

3.  Steering  wheel  switch  for  audio 
control* 

Bluetooth®  Hands-Free  Phone 
System* 

Vehicle  information  display 
controls  (P.  2-26) 

4.  Driver  supplemental  air  bag 
(P.  1-53) 

Horn  (P.  2-54) 

5.  Meters  and  gauges  (P.  2-6) 
Warning  and  indicator  lights 
(P.  2-16) 

6.  Cruise  control  switches  (P.  5-41) 

7  Shift  lever  (P.  5-17) 

Tow  mode  switch  (P.  2-65) 

8.  Audio  controls* 

9.  Center  display  (P.  4-3) 

10.  Climate  controls  (P.  4-29) 

11.  Front  passenger  supplemental  air 
bag  (R1-53) 

12.  Clove  box  (P.  2-71) 

13.  Front  passenger  air  bag  status 
light  (if  so  equipped)  (P.  1-53) 

14.  Power  outlet  (R  2-67) 


LII2558 


15.  Heated  steering  wheel  switch 
(if  so  equipped)  (P.  2-59) 

Warning  systems  switch 

(if  so  equipped)  (P.  2-59) 

16.  Auxiliaryjack* 

USB  port* 

17  Hazard  warning  flasher  switch 
(P.  6-2) 

18.  Trailer  Brake  Controller  Unit  (TBCU) 
(if  so  equipped)  (P.  2-66) 

19.  Climate  control  seat  switch 
(if  so  equipped)  (P.  2-55) 

Heated  front  seat  switches 
(if  so  equipped)  (P.  2-56) 

20.  Vehicle  Dynamic  Control  (VDC)  OFF 
switch  (P  2-60) 

Front  and  rear  sonar  system  OFF 
switch  (if  so  equipped)  (P  2-64) 

21.  4WD  shift  switch  (if  so  equipped) 

(P.  5-45) 

22.  Push-button  ignition  switch 
(P.  5-11) 

23.  Tilt  and  telescopic  steering  wheel 
control  (P.  3-30) 


24.  Headlight  aiming  control 
(if  so  equipped)  (P  2-49) 

Power  inverter  switch 

(if  so  equipped)  (P  2-63) 

Cargo  lamp  switch  (P.  2-55) 
Electronic  locking  rear  differential 
(E-Lock)  system  switch 
(if  so  equipped)  (P  2-62) 

Hill  descent  control  system  switch 
(if  so  equipped)  (P  2-61) 

25.  Headlight  switch  (P.  2-49) 

Fog  light  switch  (if  so  equipped) 

(P  2-54) 

Instrument  brightness  control 
switches  (P.  2-49) 

Trip  reset  switch  (P.  2-6) 

•Refer  to  the  separate  NissanConnect® 
Owner's  Manual 

Refer  to  the  page  number  indicated  in 
parenthesis  for  operating  details. 
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ENGINE  COMPARTMENT  CHECK 
LOCATIONS 


Cummins  5.0  L  engine 

1.  Windshield-washer  fluid  reservoir 
(P.  8-13) 

2.  Fuse  box  (P.  8-23) 

3.  Fuse/Fusible  link  box  (P.  8-23) 

4.  Engine  coolant  reservoir* 

5.  Fuel  filter  (Stage  2)* 

6.  Engine  oil  filler  cap* 

7  Brake  fluid  reservoir  (P.  8-13) 

8.  Air  cleaner* 

9.  Battery  (P.8-15) 

10.  Power  steering  fluid  reservoir 
(P.  8-12) 

11.  Radiator  cap* 

12.  Engine  oil  dipstick* 

13.  Drive  belt  location* 

14.  Fuse/Fusible  link  box  (P.  8-23) 

15.  Battery  (P.8-15) 

*:  Refer  to  the  Titan  Diesel  Owner's  Manual. 

Refer  to  the  page  number  indicated  in 
parentheses  for  operating  details. 
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VKSeVD  engine  (non-XD  model) 

1.  Windshield-washer  fluid  reservoir 
(P.  8-13) 

2.  Fuse  box  (P.  8-23) 

3.  Engine  Oil  dipstick  (P.  8-7) 

4.  Power  steering  fluid  reservoir 
(P.  8-12) 

5.  Engine  Oil  filler  cap  (P.  8-7) 

6.  Brake  fluid  reservoir  (P.  8-13) 

7  Air  cleaner  (P.  8-20) 

8.  Fuse/Fusible  link  box  (P.  8-23) 

9.  Drive  belt  location  (P.  8-19) 

10.  Radiator  cap  (P.  8-5) 

11.  Battery  (P.  8-15) 

12.  Engine  coolant  reservoir  (P  8-5) 
Refer  to  the  page  number  indicated  in 
parentheses  for  operating  details. 
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VK56VD  engine  (XD  model) 

1.  Windshield-washer  fluid  reservoir 
(P.  8-13) 

2.  Fuse  box  (P.  8-23) 

3.  Engine  Oil  dipstick  (P  8-7) 

4.  Power  steering  fluid  reservoir 
(P.  8-12) 

5.  Engine  Oil  filler  cap  (P.  8-7) 

6.  Brake  fluid  reservoir  (P.  8-13) 

7  Air  cleaner  (P.  8-20) 

8.  Fuse/Fusible  link  box  (P.  8-23) 

9.  Engine  coolant  reservoir  (P.  8-5) 

10.  Drive  belt  location  (P  8-19) 

11.  Battery  (P.8-15) 

12.  Radiator  cap  (P.  8-5) 

Refer  to  the  page  number  indicated  in 
parentheses  for  operating  details. 
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WARNING  AND  INDICATOR  LIGHTS 


Warning 

light 


Name 


ABS 

or 


Anti-lock  Braking 
System  (ABS) 
warning  light 


Page 


2-17 


AT 

CHECK 


Automatic  Trans¬ 
mission  check 
warning  light 


A/T 

OIL  TEMP 


Automatic  Trans¬ 
mission  oil  tem¬ 
perature  warning 
light 


ATP 


Automatic  Trans¬ 
mission  Park 
warning  light 
(  F3T;]  model) 


BRAKE 


Brake  warning 
light 


2-17 


2-17 


2-18 


2-18 


Warning 

light 

Name 

Page 

a 

Charge  warning 
light 

2-19 

Diesel  Particulate 
Filter  (DPF)  warn¬ 
ing  light  (if  so 
equipped) 

2-19 

Door  open  warn¬ 
ing  light 

2-19 

Q 

Driver  seat  belt 
warning  and 
chime 

2-19 

;4 

Engine  oil  pres¬ 
sure  warning  light 

2-19 

Low  DEF  warning 
light  (if  so 
equipped) 

2-20 

Low  tire  pressure 
warning  light 

2-20 

(D 
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Warning 

light 

Name 

Page 

Q 

Malfunction 
warning  light  (red) 

(if  so  equipped) 

2-22 

A 

Master  warning 
light  (if  so 
equipped) 

2-22 

4- 

Passenger  seat 
belt  warning  light 
(if  so  equipped) 

2-22 

AY 

Supplemental  air 
bag  warning  light 

2-22 

Water  in  Fuel 
warning  light  (if  so 
equipped) 

2-23 
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Indicator 

light 

Name 

Page 

DIFF 

LOCK 

Electronic  locking 
rear  differential 
(E-Lock)  system 

ON  indicator  light 
(if  so  equipped) 

2-23 

ID 

Front  fog  light  in¬ 
dicator  light  (if  so 
equipped) 

2-23 

OFF 

Front  passenger 
air  bag  status 
light  (if  so 
equipped) 

2-23 

ID 

Fligh  beam  indi¬ 
cator  light  (blue) 

2-24 

Hill  descent  con¬ 
trol  system  ON 
indicator  light  (if 
so  equipped) 

2-24 

<Q 

Q 

Malfunction  Indi¬ 
cator  Light  (MIL) 
(yellow) 

2-24 
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Indicator 

light 

Name 

Page 

Security  indicator 
light 

2-25 

\  I  / 

O 

O 

/  I  \ 

Side  light  and 
headlight  indica¬ 
tor  light  (green) 

2-25 

ft 

Slip  indicator  light 

2-25 

TOW 

TOW  mode  ON 
indicator  light 

2-25 

Turn  signal/ 
hazard  indicator 
lights 

2-25 

I 

Vehicle  Dynamic 
Control  (VDC)  OFF 
indicator  light 

2-25 
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1  Safety— Seats,  seat  belts  and 
supplemental  restraint  system 


Seats . 1-2 

Front  manual  bench  seat  adjustment 
(Single  Cab  models  and  if  so  equipped 

for  King  Cab®  and  Crew  Cab  models) . 1-3 

Front  manual  captain's  chair  seat 
adjustment  (if  so  equipped  for 
passenger  seat  for  King  Cab®  and  Crew 

Cab  models) . 1-4 

Front  power  captain's  chair  seat 
adjustment  (if  so  equipped  for  Crew 

Cab  and  King  Cab®  models) . 1-5 

Front  armrests  (if  so  equipped) . 1-7 

Rear  armrests  (Crew  Cab  models  and  if 

so  equipped  for  King  Cab®  models) . 1-7 

Flexible  seating . 1-7 

Flead  restraints/Headrests . 1-10 

Adjustable  head  restraint/headrest 

components . 1-12 

Non-adjustable  head  restraint/ 

headrest  components . 1-12 

Remove . 1-12 


Removable  (without  Dual  Head 
Restraint/Headrest  Rear  Seat 

Infotainment  (RSI)  System  only) . 1-13 

Install . 1-13 

Adjust . 1-14 

Seat  belts . 1-15 

Precautions  on  seat  belt  usage . 1-15 

Seat  belt  warning  light . 1-18 

Pregnant  women . 1-18 

Injured  persons . 1-18 

Three-point  type  seat  belt  with 

retractor . 1-18 

Seat  belt  extenders . 1-23 

Seat  belt  maintenance . 1-23 

Child  safety . 1-24 

Infants . 1-25 

Small  children . 1-25 

Larger  children . 1-25 

Child  restraints . 1-26 

Precautions  on  child  restraints . 1-26 
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LATCH  (Lower  Anchors  and  Tethers  for 
Children)  system  (Crew  Cab  models 
and  King  Cab®  models  with  rear  bench 

seat) . 1-29 

Top  tether  anchor  point  locations . 1-31 

Rear-facing  child  restraint  installation 
using  LATCH  (Crew  Cab  models  and 
King  Cab®  models  with  rear  bench 

seat) . 

Rear-facing  child  restraint  installation 
using  the  seat  belts  (Crew  Cab  models 
and  King  Cab®  models  with  rear  bench 

seat) . 

Rear-facing  child  restraint  installation 
using  the  seat  belts  (Single  Cab  models 
and  King  Cab®  Rear  Seat  Delete 

models) . 

Forward-facing  child  restraint 
installation  using  LATCH  (Crew  Cab 
models  and  King  Cab®  models  with 

rear  bench  seat) . 

Forward-facing  child  restraint 
installation  using  the  seat  belts  —  rear 
bench  seat  (Crew  Cab  models  and  King 
Cab®  models  with  rear  bench  seat) . 


Forward-facing  child  restraint 
installation  using  the  seat  belts  — 
passenger  seat  and  center  seat 
(Single  Cab  models  and  King  Cab®  Rear 


Seat  Delete  models) . 1-44 

Booster  seats . 1-49 

Supplemental  Restraint  System  (SRS) . 1-53 

Precautions  on  SRS  (with  NISSAN 
Advanced  Air  Bag  System)  (if  so 

equipped) . 1-53 

Precautions  on  SRS  (without  NISSAN 
Advanced  Air  Bag  System)  (if  so 

equipped) . 1-68 

Front  seat-mounted  side-impact 
supplemental  air  bag  and  roof- 
mounted  curtain  side-impact  and 

rollover  supplemental  air  bag  systems . 1-78 

Seat  belt  with  pretensioner(s)  (front 

seats) . 1-79 

Supplemental  air  bag  warning  labels . 1-80 

Supplemental  air  bag  warning  light . 1-81 
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1-34 


1-36 


1-37 
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SEATS 


^WARNING 

■  Do  not  ride  in  a  moving  vehicle  when 
the  seatback  is  reclined.  This  can  be 
dangerous.  The  shoulder  belt  will  not 
be  against  your  body.  In  an  accident, 
you  could  be  thrown  into  it  and  re¬ 
ceive  neck  or  other  serious  injuries. 
You  could  also  slide  under  the  lap  belt 
and  receive  serious  internal  injuries. 


For  the  most  effective  protection 
when  the  vehicle  is  in  motion,  the  seat 
should  be  upright.  Always  sit  well 
back  and  upright  in  the  seat  with  both 
feet  on  the  floor  and  adjust  the  seat 
properly.  For  additional  information, 
refer  to  "Precautions  on  seat  belt  us¬ 
age"  in  this  section. 

After  adjustment,  gently  rock  in  the 
seat  to  make  sure  it  is  securely  locked. 


1-2  Safety— Seats,  seat  belts  and  supplemental  restraint  syster 
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■  Do  not  leave  children  unattended  in¬ 
side  the  vehicle.  They  could  unknow¬ 
ingly  activate  switches  or  controls  or 
make  the  vehicle  move.  Unattended 
children  could  become  involved  in  se¬ 
rious  accidents. 

■  To  help  avoid  risk  of  injury  or  death 
through  unintended  operation  of  the 
vehicle  and/or  its  systems,  do  not 
leave  children,  people  who  require  the 
assistance  of  others  or  pets  unat¬ 
tended  in  your  vehicle.  Additionally, 
the  temperature  inside  a  closed  ve¬ 
hicle  on  a  warm  day  can  quickly  be¬ 
come  high  enough  to  cause  a  signifi¬ 
cant  risk  of  injury  or  death  to  people 
and  pets. 

■  Do  not  adjust  the  driver's  seat  while 
driving  so  full  attention  may  be  given 
to  vehicle  operation.  The  seat  may 
move  suddenly  and  could  cause  loss 
of  control  of  the  vehicle. 

■  The  seatback  should  not  be  reclined 
any  more  than  needed  for  comfort. 
Seat  belts  are  most  effective  when  the 
passenger  sits  well  back  and  straight 
up  in  the  seat.  If  the  seatback  is  re¬ 
clined,  the  risk  of  sliding  under  the  lap 
belt  and  being  injured  is  increased. 


_ A  CAUTION _ 

When  adjusting  the  seat  positions,  be| 
sure  not  to  contact  any  moving  parts  to 
avoid  possible  injuries  and/or  damage. 

FRONT  MANUAL  BENCH  SEAT 
ADJUSTMENT  (Single  Cab  models 
and  if  so  equipped  for  King  Cab® 
and  Crew  Cab  models) 

Your  vehicle  seats  can  be  adjusted  manu¬ 
ally.  For  additional  information  about  ad¬ 
justing  the  seats,  refertothe  steps  outlined 
in  this  section. 


Pull  the  lever  up  and  hold  it  while  you  slide 
the  seat  forward  or  backward  to  the  de¬ 
sired  position.  Release  the  lever  to  lock  the 
seat  in  position. 


Reclining 


To  recline  the  seatback,  pull  the  lever  up 
and  lean  back.  To  bring  the  seatback  for¬ 
ward,  pull  the  lever  up  and  lean  your  body 
forward.  Release  the  lever  to  lock  the  seat- 
back  in  position. 

The  reclining  feature  allows  adjustment  of 
the  seatback  for  occupants  of  different 
sizes  for  added  comfort  and  to  help  obtain 
proper  seat  belt  fit.  For  additional  informa¬ 
tion,  refer  to  "Precautions  on  seat  belt  us¬ 
age"  in  this  section.  Also,  the  seatback  can 
be  reclined  to  allow  occupants  to  rest 
when  the  vehicle  is  stopped  and  the  shift 
lever  is  in  the  P  (Park)  position. 


Safety— Seats,  seat  belts  and  supplemental  restraint  system  1-3 
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adjustment 

The  front  center  bench  seat  folds  down  by 
pulling  on  the  strap.  It  does  not  have  ad¬ 
justments  in  between  the  upright  and  the 
folded  down  positions.  It  is  either  in  seating 
position  or  armrest  position. 


FRONT  MANUAL  CAPTAIN'S  CHAIR 
SEAT  ADJUSTMENT  (if  SO  equipped 
for  passenger  seat  for  King  Cab® 
and  Crew  Cab  models) 

Your  vehicle  seats  can  be  adjusted  manu¬ 
ally.  For  additional  information  about  ad¬ 
justing  the  seats,  refer  to  the  steps  outlined 
in  this  section. 


Pull  the  lever  up  and  hold  it  while  you  slide 
the  seat  forward  or  backward  to  the  de¬ 
sired  position.  Release  the  lever  to  lock  the 
seat  in  position. 


1-4 
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Reclining 


To  recline  the  seatback,  pull  the  lever  up 
and  lean  back  To  bring  the  seatback  for¬ 
ward,  pull  the  lever  up  and  lean  your  body 
forward.  Release  the  lever  to  lock  the  seat- 
back  in  position. 

The  reclining  feature  allows  adjustment  of 
the  seatback  for  occupants  of  different 
sizes  for  added  comfort  and  to  help  obtain 
proper  seat  belt  fit.  For  additional  informa¬ 
tion,  refer  to  "Precautions  on  seat  belt  us¬ 
age"  in  this  section.  Also,  the  seatback  can 
be  reclined  to  allow  occupants  to  rest 
when  the  vehicle  is  stopped  and  the  shift 
lever  is  in  the  P  (Park)  position. 


FRONT  POWER  CAPTAIN'S  CHAIR 
SEAT  ADJUSTMENT  (if  SO  equipped 
for  Crew  Cab  and  King  Cab® 
models) 

Operating  tips 

■  The  power  seat  motor  has  an  auto¬ 
reset  overload  protection  circuit.  If  the 
motor  stops  during  operation,  wait 
30  seconds  then  reactivate  the  switch. 


For  additional  information,  refer  to  "Auto¬ 
matic  drive  positioner"  in  the  "Pre-driving 
checks  and  adjustments"  section  of  this 
manual. 

Forward  and  backward 

Moving  the  switch  as  shown  will  slide  the 
seat  forward  or  backward  to  the  desired 
position. 


Do  not  operate  the  power  seat  switch 
for  a  long  period  of  time  when  the  en¬ 
gine  the  bat¬ 

tery,  j 
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Reclining 

Move  the  recline  switch  as  shown  until  the 
desired  angle  is  obtained. 

The  reclining  feature  allows  adjustment  of 
the  seatback  for  occupants  of  different 
sizes  for  added  comfort  and  to  help  obtain 
proper  seat  belt  fit.  For  additional  informa¬ 
tion,  refer  to  "Precautions  on  seat  belt  us¬ 
age"  in  this  section.  Also,  the  seatback  can 
be  reclined  to  allow  occupants  to  rest 
when  the  vehicle  is  stopped  and  the  shift 
lever  is  in  P  (Park). 


Move  the  switch  as  shown  to  adjust  the 
angle  and  height  of  the  seat  cushion. 
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Lumbar  support  (driver's  seat) 

The  lumbar  support  feature  provides  ad¬ 
justable  lower  back  support  to  the  driver. 
Push  the  switch  as  shown  to  adjust  the 
seatback  lumbar  area. 


FLEXIBLE  SEATING 


_ LRS0425 

FRONT  ARMRESTS  (if  SO  equipped) 

To  use  the  center  armrest  on  the  front 
bench  seat,  pull  on  the  strap  in  between 
the  front  passenger  and  center  seats  and 
fold  it  down  to  the  resting  position. 


_ LR52748 

REAR  ARMRESTS  (Crew  Cab 
models  and  if  so  equipped  for 
King  Cab®  models) 

To  use  the  center  armrest  on  the  bench 
seats,  pull  on  the  tab  in  the  center  of  the 
seat  and  fold  it  down  as  shown. 


^WARNING 

Never  allow  anyone  to  ride  in  the 
cargo  area  or  on  the  rear  seats  (if  so 
equipped)  when  they  are  in  the  fold- 
down  position.  In  a  collision,  people 
riding  in  these  areas  without  proper 
restraints  are  more  likely  to  be  seri¬ 
ously  injured  or  killed. 

Do  not  allow  people  to  ride  in  any  area 
of  your  vehicle  that  is  not  equipped 
with  seats  and  seat  belts.  Be  sure  ev¬ 
eryone  in  your  vehicle  is  in  a  seat  and 
using  a  seat  belt  properly. 

Do  not  allow  more  than  one  person  to 
use  the  same  seat  belt. 

Do  not  fold  down  the  rear  seats  when 
the  occupants  are  in  the  rear  seat  area 
or  any  luggage  is  on  the  rear  seats. 

-  Make  sure  that  the  seat  path  is 
clear  before  moving  the  seat. 

-  Be  careful  not  to  allow  hands  or 
feet  to  get  caught  or  pinched  in  the 
seat. 


- 
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■  Head  restraints/headrests  should  be 
adjusted  properly  as  they  may  pro¬ 
vide  significant  protection  against  in¬ 
jury  in  an  accident.  Always  replace 
and  adjust  them  properly  if  they  have 
been  removed  for  any  reason. 

■  If  the  head  restraints/headrests  are 
removed  for  any  reason,  they  should 
be  securely  stored  to  prevent  them 
from  causing  injury  to  passengers  or 
damage  to  the  vehicle  in  case  of  sud¬ 
den  braking  or  an  accident. 

■  When  returning  the  seatbacks  to  the 
upright  position,  be  certain  they  are 
completely  secured  in  the  latched  po¬ 
sition.  If  they  are  not  completely  se¬ 
cured,  passengers  may  be  injured  in 
an  accident  or  sudden  stop. 

■  Properly  secure  all  cargo  to  help  pre¬ 
vent  it  from  sliding  or  shifting.  Do  not 
place  cargo  higher  than  the  seat- 
backs.  In  a  sudden  stop  or  collision, 
unsecured  cargo  could  cause  per¬ 
sonal  injury. 


Folding  the  rear  bench  seat  up 
(Crew  Cab  models  and  King  Cab® 
models  with  rear  bench  seat) 


To  fold  the  rear  bench  seat  up  for  storage 
capacity  behind  the  front  seats  or  to  re¬ 
move  the  jacking  tools  from  the  storage 
area: 

1.  Lift  the  front  of  the  seat  cushion  up. 
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2.  Fold  the  bottom  of  the  seat  cushion 
toward  the  back  of  the  vehicle  until  it 
locks  in  place. 


_ LR52768 

3.  Repeat  this  process  to  raise  and  secure 
the  seat  cushion  on  the  other  side  of 
the  vehicie  for  maximum  storage  ca¬ 
pacity. 

To  return  the  rear  bench  seat  to  a  seating 
position,  puii  the  iatch  on  the  bottom  of  the 
seat  cushions  to  release  the  seat  from  the 
locked  position.  Make  sure  to  properly 
push  the  seat  cushion  down  into  place. 


^WARNING 

■  When  the  vehicle  is  being  used  to 
carry  cargo,  properly  secure  all  cargo 
to  help  prevent  it  from  sliding  or  shift¬ 
ing.  Do  not  place  cargo  higher  than 
the  seatbacks.  In  a  sudden  stop  or  col¬ 
lision,  unsecured  cargo  could  cause 
personal  injury. 

■  Do  not  allow  people  to  ride  in  any  area 
of  your  vehicle  that  is  not  equipped 
with  seats  and  seat  belts.  Be  sure  ev¬ 
eryone  in  your  vehicle  is  in  a  seat  and 
using  a  seat  belt  properly.  Never  ride 
in  the  rear  seat  unless  the  seat  bot¬ 
tom  cushions  are  in  place. 

■  When  returning  the  seatbacks  to  the 
upright  position,  be  certain  they  are 
completely  secured  in  the  latched  po¬ 
sition.  If  they  are  not  completely  se¬ 
cured,  passengers  may  be  injured  in 
an  accident  or  sudden  stop. 


Folding  the  rear  bench  seat  down 
(Crew  Cab  models  and  King  Cab® 
models  with  rear  bench  seat) 


The  rear  bench  seat  can  be  tilted  forward 
to  access  the  child  restraint  anchor  point 
locations. 

To  tilt  the  seatback  forward,  pull  the  strap 
up  @  and  tilt  the  seatback.  The  child  re¬ 
straint  anchor  points  (2)  can  be  accessed 
behind  the  rear  bench  seatback. 
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HEAD  RESTRAINTS/HEADRESTS 


A  WARNING 

Never  allow  anyone  to  ride  in  the  cargo 
area  or  on  the  rear  seat  when  it  is  in  the 
fold-down  position.  Use  of  these  areas 
by  passengers  without  proper  re¬ 
straints  could  result  in  serious  injury  or 
death  in  an  accident  or  sudden  stop. 


A  WARNING 

Head  restraints/headrests  supplement 
the  other  vehicle  safety  systems.  They 
may  provide  additional  protection 
against  injury  in  certain  rear  end  colli¬ 
sions.  Adjustable  head 

restraints/headrests  must  be  adjusted 
properly,  as  specified  in  this  section. 
Check  the  adjustment  after  someone 
else  uses  the  seat.  Do  not  attach  any¬ 
thing  to  the  head  restraint/headrest 
stalks  or  remove  the  head 
restraint/headrest.  Do  not  use  the  seat 
if  the  head  restraint/headrest  has  been 
removed.  If  the  head  restraint/headrest 
was  removed,  reinstall  and  properly  ad¬ 
just  the  head  restraint/headrest  before 
an  occupant  uses  the  seating  position. 
Failure  to  follow  these  instructions  can 
reduce  the  effectiveness  of  the  head 
restraints/headrests.  This  may  in¬ 
crease  the  risk  of  serious  injury  or  death 
in  a  collision. 


Front  bucket  seat 
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The  illustration  shows  the  seating  posi¬ 
tions  equipped  with  head 
restraints/headrests. 


A  indicates  the  seating  position  is 
equipped  with  a  head  restraint. 

■  Indicates  the  seating  position  is  equipped 
with  a  headrest. 

+  Indicates  the  seating  position  is  not 
equipped  with  a  head  restraint  or  headrest 
(if  applicable). 


Your  vehicle  is  equipped  with  a  head 
restraint/headrest  that  may  be  inte¬ 
grated,  adjustable  or  non-adjustable. 

Adjustable  head  restraints/headrests 
have  multiple  notches  along  the  stalk(s) 
to  lock  them  in  a  desired  adjustment 
position. 

The  non-adjustable  head 

restraints/headrests  have  a  single  lock¬ 
ing  notch  to  secure  them  to  the  seat 
frame. 

Proper  Adjustment: 

-  For  the  adjustable  type,  align  the 
head  restraint/headrest  so  the  cen¬ 
ter  of  your  ear  is  approximately  level 
with  the  center  of  the  head 
restraint/headrest. 

-  If  your  ear  position  is  still  higher  than 
the  recommended  alignment,  place 
the  head  restraint/headrest  at  the 
highest  position. 

If  the  head  restraint/headrest  has  been 
removed,  ensure  that  it  is  reinstalled 
and  locked  in  place  before  riding  in  that 
designated  seating  position. 
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ADJUSTABLE  HEAD  RESTRAINT/ 
HEADREST  COMPONENTS 

1.  Removable  head  restraint/headrest 

2.  Multiple  notches 

3.  Lock  knob 

4.  Stalks 


NON-ADJUSTABLE  HEAD 

RESTRAINT/HEADREST 

COMPONENTS 

1.  Removable  head  restraint/headrest 

2.  Single  notch 

3.  Lock  knob 

4.  Stalks 


REMOVE 

Use  the  following  procedure  to  remove  the 
head  restraint/headrest: 


1.  Pull  the  head  restraint/headrest  up  to 
the  highest  position. 

2.  Push  and  hold  the  lock  knob. 

3.  Remove  the  head  restraint/headrest 
from  the  seat. 

4.  Store  the  head  restraint/headrest 
properly  In  a  secure  place  so  It  Is  not 
loose  in  the  vehicle. 


1-12  Safety— Seats,  seat  belts  and  supplemental  restrai^^^^ej^^^^^ 


OEi&LER  e?;%OCE< 


5.  Reinstall  and  properly  adjust  the  head 
restraint/headrest  before  an  occupant 
uses  the  seating  position. 


REMOVABLE  (without  Dual  Head 
Restraint/Headrest  Rear  Seat 
Infotainment  (RSI)  System  only) 


^CAUTION 

Do  not  remove  head  restraint/headrest 
from  vehicles  equipped  with  Dual  Head 
Restraint/Headrest  Rear  Seat  Infotain¬ 
ment  (RSI)  System.  Removal  may  dam-  2 
age  the  system  wiring. 


1.  Align  the  head  restraint/headrest 
stalks  with  the  holes  In  the  seat.  Make 
sure  that  the  head  restraint/headrest  Is 
facing  the  correct  direction.  The  stalk 
with  the  notch  (notches)  @  must  be 
installed  In  the  hole  with  the  lock  knob 

Push  and  hold  the  lock  knob  and  push 
the  head  restraint/headrest  down. 

Properly  adjust  the  head 
restraint/headrest  before  an  occupant 
uses  the  seating  position. 
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ADJUST 

For  adjustable  head  restraint/headrest 


Adjust  the  head  restraint/headrest  so  the 
center  is  level  with  the  center  of  your  ears.  If 
your  ear  position  is  still  higher  than  the 
recommended  alignment,  place  the  head 
restraint/headrest  at  the  highest  position. 


For  non-adjustable  head  restraint/headrest 


Make  sure  the  head  restraint/headrest  is 
positioned  so  the  lock  knob  is  engaged  in 
the  notch  before  riding  in  that  designated 
seating  position. 
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Raise 

To  raise  the  head  restraint/headrest,  pull  it 
up. 

Make  sure  the  head  restraint/headrest  is 
positioned  so  the  lock  knob  is  engaged  in 
the  notch  before  riding  in  that  designated 
seating  position. 
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SEAT  BELTS 
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Lower 

To  lower,  push  and  hold  the  lock  knob  and 
push  the  head  restraint/headrest  down. 

Make  sure  the  head  restraint/headrest  Is 
positioned  so  the  lock  knob  is  engaged  in 
the  notch  before  riding  in  that  designated 
seating  position. 


PRECAUTIONS  ON  SEAT  BELT 
USAGE 

if  you  are  wearing  your  seat  belt  properly 
adjusted  and  you  are  sitting  upright  and 
well  back  in  your  seat  with  both  feet  on  the 
floor,  your  chances  of  being  injured  or  killed 
in  a  collision  and/or  the  severity  of  injury 
may  be  greatly  reduced.  NISSAN  strongly 
encourages  you  and  all  of  your  passengers 
to  buckle  up  every  time  you  drive,  even  if 
your  seating  position  includes  a  supple¬ 
mental  air  bag. 


Most  U.S.  states  and  Canadian  provinces 
or  territories  specify  that  seat  belts  be 
worn  at  all  times  when  a  vehicle  is  being 
driven. 
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^WARNING 

■  Every  person  who  drives  or  rides  in 
this  vehicle  should  use  a  seat  belt  at 
all  times.  Children  should  be  in  the 
rear  seats  (if  so  equipped)  and  in  an 
appropriate  restraint. 
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^WARNING 


The  seat  belt  should  be  properly  ad¬ 
justed  to  a  snug  fit.  Failure  to  do  so 
may  reduce  the  effectiveness  of  the 
entire  restraint  system  and  increase 
the  chance  or  severity  of  injury  in  an 
accident.  Serious  injury  or  death  can 
occur  if  the  seat  belt  is  not  worn 
properly. 
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^WARNING 

Always  route  the  shoulder  belt  over 
your  shoulder  and  across  your  chest. 
Never  put  the  belt  behind  your  back, 
under  your  arm  or  across  your  neck. 
The  belt  should  be  away  from  your 
face  and  neck,  but  not  falling  off  your 
shoulder. 

Position  the  lap  belt  as  low  and  snug 
as  possible  AROUND  THE  HIPS,  NOT 
THE  WAIST.  A  lap  belt  worn  too  high 
could  increase  the  risk  of  internal  inju¬ 
ries  in  an  accident. 


■  Be  sure  the  seat  belt  tongue  is  se¬ 
curely  fastened  to  the  proper  buckle. 

■  Do  not  wear  the  seat  belt  inside  out  or 
twisted.  Doing  so  may  reduce  its 
effectiveness. 

■  Do  not  allow  more  than  one  person  to 
use  the  same  seat  belt. 

■  Never  carry  more  people  in  the  vehicle 
than  there  are  seat  belts. 

■  If  the  seat  belt  warning  light  glows 
continuously  while  the  ignition  is 
turned  ON  with  all  doors  closed  and  all 
seat  belts  fastened,  it  may  indicate  a 
malfunction  in  the  system.  Have  the 
system  checked.  It  is  recommended 
that  you  visit  a  NISSAN  dealer  for  this 
service. 

■  No  changes  should  be  made  to  the 
seat  belt  system.  For  example,  do  not 
modify  the  seat  belt,  add  material,  or 
install  devices  that  may  change  the 
seat  belt  routing  or  tension.  Doing  so 
may  affect  the  operation  of  the  seat 
belt  system.  Modifying  or  tampering 
with  the  seat  belt  system  may  result 
in  serious  personal  injury. 


Once  seat  belt  pretensioner(s)  have 
activated,  they  cannot  be  reused  and 
must  be  replaced  together  with  the 
retractor.  It  is  recommended  that  you 
visit  a  NISSAN  dealer  for  this  service. 

All  seat  belt  assemblies,  including  re¬ 
tractors  and  attaching  hardware, 
should  be  inspected  after  any  colli¬ 
sion.  It  is  recommended  that  you  visit 
a  NISSAN  dealer  for  this  service. 
NISSAN  recommends  that  all  seat  belt 
assemblies  in  use  during  a  collision  be 
replaced  unless  the  collision  was  mi¬ 
nor  and  the  belts  show  no  damage 
and  continue  to  operate  properly. 
Seat  belt  assemblies  not  in  use  during 
a  collision  should  also  be  inspected 
and  replaced  if  either  damage  or  im¬ 
proper  operation  is  noted. 

All  child  restraints  and  attaching 
hardware  should  be  inspected  after 
any  collision.  Always  follow  the  re¬ 
straint  manufacturer's  inspection  in¬ 
structions  and  replacement  recom¬ 
mendations.  The  child  restraints 
should  be  replaced  if  they  are 
damaged. 
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SEAT  BELT  WARNING  LIGHT 

Both  the  driver's  and  passenger's  front 
seats  are  equipped  with  a  seat  belt  warn¬ 
ing  light.  The  warning  light,  located  on  the 
instrument  panel,  will  show  the  status  of 
the  driver  and  passenger  seat  belt. 


NOTE: 

The  front  passenger  seat  belt  warning 
light  will  illuminate  for  a  period  of  time.  If 
the  seat  is  occupied  and  seat  belt  is 
latched  within  that  period  of  time,  the 
light  will  go  out. 

For  additional  information,  refer  to  "Warn¬ 
ing  lights,  indicator  lights  and  audible  re¬ 
minders"  In  the  "Instruments  and  controls" 
section  of  this  manual. 

PREGNANT  WOMEN 

NISSAN  recommends  that  pregnant 
women  use  seat  belts. The  seat  belt  should 
be  worn  snug  and  always  position  the  lap 
belt  as  low  as  possible  around  the  hips,  not 
the  waist.  Place  the  shoulder  belt  over  your 
shoulder  and  across  your  chest.  Never  run 
the  lap/shoulder  belt  over  your  abdominal 
area.  Contact  your  doctor  for  specific  rec¬ 
ommendations. 

INJURED  PERSONS 

NISSAN  recommends  that  injured  persons 
use  seat  belts.  Check  with  your  doctor  for 
specific  recommendations. 
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THREE-POINT  TYPE  SEAT  BELT 
WITH  RETRAGTOR 

^WARNING 

■  Every  person  who  drives  or  rides  in 
this  vehicle  should  use  a  seat  belt  at 
all  times.  Children  should  be  in  the 
rear  seats  (if  so  equipped)  and  in  an 
appropriate  restraint. 

■  Do  not  ride  in  a  moving  vehicle  when 
the  seatback  is  reclined.  This  can  be 
dangerous.  The  shoulder  belt  will  not 
be  against  your  body.  In  an  accident, 
you  could  be  thrown  into  it  and  re¬ 
ceive  neck  or  other  serious  injuries. 
You  could  also  slide  under  the  lap  belt 
and  receive  serious  internal  injuries. 

■  For  the  most  effective  protection 
when  the  vehicle  is  in  motion,  the  seat 
should  be  upright.  Always  sit  well 
back  and  upright  in  the  seat  with  both 
feet  on  the  floor  and  adjust  the  seat 
belt  properly. 
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Do  not  allow  children  to  play  with  the 
seat  belts.  Most  seating  positions  are 
equipped  with  Automatic  Locking  Re¬ 
tractor  (ALR)  mode  seat  belts.  If  the 
seat  belt  becomes  wrapped  around  a 
child's  neck  with  the  ALR  mode  acti¬ 
vated,  the  child  can  be  seriously  in¬ 
jured  or  killed  if  the  seat  belt  retracts 
and  becomes  tight.  This  can  occur 
even  if  the  vehicle  is  parked.  Unbuckle 
the  seat  belt  to  release  the  child.  If  the 
seat  belt  cannot  be  unbuckled  or  is 
already  unbuckled,  release  the  child 
by  cutting  the  seat  belt  with  a  suitable 
tool  (such  as  a  knife  or  scissors)  to 
release  the  seat  belt. 


Manual  front  seat  shown  (Single  Cab 
models  and  if  so  equipped  for  King  Cab® 
and  Crew  Cab  models) 


Fastening  the  seat  belts 

1.  Adjust  the  seat.  For  additional  informa¬ 
tion,  refer  to  "Seats"  in  this  section. 


its,  seat  belts  and  supplemental  restraint  system 


OEi&LER  e^ROCESS 


1-19 


Front  power  captain's  chair  seat  shown  (if  so  equipped  for  King  Cab®  and  Crew  Cab  2.  Slowly  pull  the  seat  belt  out  of  the  re¬ 
models)  tractor  and  insert  the  tongue  into  the 

buckle  ®  until  you  hear  and  feel  the 
latch  engage. 

•  The  retractor  is  designed  to  lock 
during  a  sudden  stop  or  on  impact. 
A  slow  pulling  motion  permits  the 
seat  belt  to  move  and  allows  you 
some  freedom  of  movement  in  the 
seat. 
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If  the  seat  belt  cannot  be  pulled 
from  its  fully  retracted  position, 
firmly  pull  the  belt  and  release  it. 
Then  smoothly  pull  the  belt  out  of 
the  retractor. 
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3.  Position  the  lap  belt  portion  low  and 

snug  on  the  hips  ®  as  shown 

4.  Pull  the  shoulder  belt  portion  toward 
the  retractor  to  take  up  extra  slack 
Be  sure  the  shoulder  belt  Is  routed  over 
your  shoulder  and  across  your  chest. 

The  front  passenger  seat,  front  center  seat 
(if  so  equipped),  and  the  rear  seating  posi¬ 
tions'  (if  so  equipped)  three-point  seat  belts 
have  two  modes  of  operation: 

•  Emergency  Locking  Retractor  (ELR) 

•  Automatic  Locking  Retractor  (ALR) 


The  ELR  mode  allows  the  seat  belt  to  ex¬ 
tend  and  retract  to  allow  the  driver  and 
passengers  some  freedom  of  movement 
in  the  seat.  The  ELR  locks  the  seat  belt 
when  the  vehicle  slows  down  rapidly  or 
during  certain  impacts. 

The  ALR  mode  (child  restraint  mode)  locks 
the  seat  belt  for  child  restraint  installation. 

When  the  ALR  mode  is  activated,  the  seat 
belt  cannot  be  extended  again  until  the 
seat  belt  tongue  is  detached  from  the 
buckle  and  fully  retracted.  The  seat  belt  re¬ 
turns  to  the  ELR  mode  after  the  seat  belt 
fully  retracts.  For  additional  information,  re¬ 
fer  to  "Child  restraints"  in  this  section. 

The  ALR  mode  should  be  used  only  for 
child  restraint  installation.  During  nor¬ 
mal  seat  belt  use  by  an  occupant,  the  ALR 
mode  should  not  be  activated.  If  it  is  ac¬ 
tivated,  it  may  cause  uncomfortable  seat 
belt  tension.  It  can  also  change  the  op¬ 
eration  of  the  front  passenger  air  bag. 
For  additional  information,  refer  to 
"Supplemental  Restraint  System  (SRS)" 
in  this  section. 


A  WARNING 

When  fastening  the  seat  belts,  be  cer¬ 
tain  that  the  seatbacks  are  completely 
secured  in  the  latched  position.  If  they 
are  not  completely  secured,  passengers 
maybe  injured  in  an  accident  or  sudden 
stop. 
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To  unfasten  the  seat  belt,  press  the  button 
on  the  buckle  The  seat  belt  automati¬ 
cally  retracts. 

Checking  seat  belt  operation 

Seat  belt  retractors  are  designed  to  lock 
seat  belt  movement  by  two  separate 
methods: 

■  When  the  seat  belt  is  pulled  quickly  from 
the  retractor 


To  increase  your  confidence  in  the  seat 
belts,  check  the  operation  as  follows: 

■  Grasp  the  shoulder  belt  and  pull  for¬ 
ward  quickly.  The  retractor  should  lock 
and  restrict  further  belt  movement. 

If  the  retractor  does  not  lock  during  this 
check,  get  the  system  checked,  it  is  recom¬ 
mended  that  you  visit  a  NISSAN  dealer  for 
this  service,  or  to  iearn  more  about  seat 
belt  operation. 


When  the  vehicle  slows  down  rapidly 
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Shouider  beit  height  adjustment 
(front  seats) 

The  shoulder  belt  anchor  height  should  be 
adjusted  to  the  position  best  for  you.  For 
additional  information,  refer  to  "Precau¬ 
tions  on  seat  beit  usage"  in  this  section.  To 
adjust,  pull  out  the  adjustment  button  ® 
and  move  the  shoulder  belt  anchor  to  the 
desired  position  @,  so  the  beit  passes  over 
the  center  of  the  shoulder.  The  belt  should 
be  away  from  your  face  and  neck,  but  not 
falling  off  your  shoulder.  Release  the  ad¬ 
justment  button  to  lock  the  shoulder  belt 
anchor  into  position. 
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_ A  WARNING _ 

■  After  adjustment,  release  the  adjust¬ 
ment  button  and  try  to  move  the 
shoulder  belt  anchor  up  and  down  to 
make  sure  it  is  securely  fixed  in 
position. 

■  The  shoulder  belt  anchor  height 
should  be  adjusted  to  the  position 
best  for  you.  Failure  to  do  so  may  re¬ 
duce  the  effectiveness  of  the  entire 
restraint  system  and  increase  the 
chance  or  severity  of  injury  in  an 
accident. 

SEAT  BELT  EXTENDERS 

If,  because  of  body  size  or  driving  position,  it 
is  not  possible  to  properly  fit  the 
lap/shoulder  belt  and  fasten  it,  an  extender 
that  is  compatible  with  the  installed  seat 
belts  is  available  for  purchase.  The  ex¬ 
tender  adds  approximately  8  in  (200  mm) 
of  length  and  may  be  used  for  either  the 
driver  or  front  passenger  seating  position. 
It  is  recommended  that  you  visit  a  NISSAN 
dealer  for  assistance  with  purchasing  an 
extender  if  an  extender  is  required. 


_ A  WARNING _ 

■  Only  NISSAN  seat  belt  extenders, 
made  by  the  same  company  which 
made  the  original  equipment  seat 
belts,  should  be  used  with  NISSAN 
seat  belts. 

■  Adults  and  children  who  can  use  the 
standard  seat  belt  should  not  use  an 
extender.  Such  unnecessary  use 
could  result  in  serious  personal  injury 
in  the  event  of  an  accident. 

■  Never  use  seat  belt  extenders  to  in¬ 
stall  child  restraints.  If  the  child  re¬ 
straint  is  not  secured  properly,  the 
child  could  be  seriously  injured  or 
killed  in  a  collision  or  a  sudden  stop. 

SEAT  BELT  MAINTENANCE 

■  To  clean  the  seat  belt  webbing,  appiy 
a  miid  soap  soiution  or  any  solution  rec¬ 
ommended  for  cleaning  upholstery  or 
carpet.Then  wipe  with  a  cloth  and  allow 
the  seat  belts  to  dry  in  the  shade.  Do  not 
allow  the  seat  belts  to  retract  until  they 
are  completely  dry. 


If  dirt  builds  up  in  the  shoulder  belt 
guide  of  the  seat  belt  anchors,  the 

seat  belts  may  retract  slowly.  Wipe  the 
shoulder  belt  guide  with  a  clean,  dry 
cloth. 

Periodically  check  to  see  that  the  seat 
belt  and  the  metal  components,  such 
as  buckles,  tongues,  retractors,  flexible 
wires  and  anchors,  work  properly.  If 
loose  parts,  deterioration,  cuts  or  other 
damage  on  the  webbing  is  found,  the 
entire  seat  belt  assembly  should  be  re¬ 
placed. 
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CHILD  SAFETY 


A  WARNING 

Do  not  allow  children  to  play  with  the 
seat  belts.  Most  seating  positions  are 
equipped  with  Automatic  Locking  Re¬ 
tractor  (ALR)  mode  seat  belts.  If  the  seat 
belt  becomes  wrapped  around  a  child's 
neck  with  the  ALR  mode  activated,  the 
child  can  be  seriously  injured  or  killed  if 
the  seat  belt  retracts  and  becomes 
tight.  This  can  occur  even  if  the  vehicle 
is  parked.  Unbuckle  the  seat  belt  to  re¬ 
lease  the  child.  If  the  seat  belt  cannot  be 
unbuckled  or  is  already  unbuckled,  re¬ 
lease  the  child  by  cutting  the  seat  belt 
with  a  suitable  tool  (such  as  a  knife  or 
scissors)  to  release  the  seat  belt. 

Children  need  adults  to  help  protect 
them.  They  need  to  be  properly  re¬ 
strained. 

In  addition  to  the  general  Information  In 
this  manual,  child  safety  information  is 
available  from  many  other  sources,  includ¬ 
ing  doctors,  teachers,  government  traffic 
safety  offices,  and  community  organiza¬ 
tions.  Every  child  is  different,  so  be  sure  to 
learn  the  best  way  to  transport  your  child. 


There  are  three  basic  types  of  child  re¬ 
straint  systems: 

■  Rear-facing  child  restraints 

■  Forward-facing  child  restraints 

■  Booster  seats 

The  proper  restraint  depends  on  the  child's 
size.  Generally,  infants  up  to  about  1  year 
and  less  than  20  lbs.  (9  kg)  should  be  placed 
in  rear-facing  child  restraints.  Forward¬ 
facing  child  restraints  are  available  for  chil¬ 
dren  who  outgrow  rear-facing  child  re¬ 
straints  and  are  at  least  1  year  old.  Booster 
seats  are  used  to  help  position  a  vehicle 
lap/shoulder  belt  on  a  child  who  can  no 
longer  use  a  forward-facing  child  restraint. 


A  WARNING 

Infants  and  children  need  special  pro¬ 
tection.  The  vehicle's  seat  belts  may  not 
fit  them  properly.  The  shoulder  belt  may 
come  too  close  to  the  face  or  neck.  The 
lap  belt  may  not  fit  over  their  small  hip 
bones.  In  an  accident,  an  improperly  fit¬ 
ting  seat  belt  could  cause  serious  or  fa¬ 
tal  injury.  Always  use  appropriate  child 
restraints. 
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All  U.S.  states  and  Canadian  provinces  or 
territories  require  the  use  of  approved  child 
restraints  for  infants  and  small  children.  For 
additional  information,  refer  to  "Child  re¬ 
straints"  in  this  section. 

A  child  restraint  may  be  secured  in  the  ve¬ 
hicle  by  using  either  the  LATCH  (Lower  An¬ 
chors  and  Tethers  for  CHildren)  system  or 
with  the  vehicle  seat  belt.  For  additional 
information,  referto  "Child  restraints"  in  this 
section. 

NISSAN  recommends  that  all  pre-teens 
and  children  be  restrained  in  the  rear 
seat  (if  so  equipped).  Studies  show  that 
children  are  safer  when  properly  re¬ 
strained  in  the  rear  seat  than  in  the  front 
seat. 

This  is  especially  important  because 
your  vehicle  has  a  supplemental  re¬ 
straint  system  (air  bag  system)  for  the 
front  passenger.  For  additional  informa¬ 
tion,  refer  to  "Supplemental  Restraint 
System  (SRS)"  in  this  section. 


INFANTS 

Infants  up  to  at  least  1  year  old  should  be 
placed  in  a  rear-facing  child  restraint. 
NiSSAN  recommends  that  infants  be 
piaced  in  child  restraints  that  comply  with 
Federal  Motor  Vehicle  Safety  Standards  or 
Canadian  Motor  Vehicle  Safety  Standards. 
You  should  choose  a  child  restraint  that  fits 
your  vehicle  and  always  follow  the  manu¬ 
facturer's  instructions  for  installation  and 
use. 

SMALL  CHILDREN 

Children  that  are  over  1  year  old  and  weigh 
at  least  20  lbs.  (9  kg)  should  remain  in  a 
rear-facing  child  restraint  as  long  as  pos¬ 
sible  up  to  the  height  or  weight  limit  of  the 
child  restraint.  Children  who  outgrow  the 
height  or  weight  limit  of  the  rear-facing 
child  restraint  and  are  at  least  1  year  old 
should  be  secured  in  a  forward-facing  child 
restraintwith  a  harness.  Refertothe  manu¬ 
facturer's  instructions  for  minimum  and 
maximum  weight  and  height  recommen¬ 
dations.  NISSAN  recommends  that  small 
children  be  piaced  in  child  restraints  that 
comply  with  Federal  Motor  Vehicle  Safety 
Standards  or  Canadian  Motor  Vehicle 
Safety  Standards.  You  should  choose  a 
child  restraint  that  fits  your  vehicle  and  al¬ 


ways  follow  the  manufacturer's  instruc¬ 
tions  for  installation  and  use. 

LARGER  CHILDREN 

Children  should  remain  in  a  forward-facing 
child  restraint  with  a  harness  until  they 
reach  the  maximum  height  or  weight  limit 
allowed  by  the  child  restraint  manufac¬ 
turer. 

Once  a  child  outgrows  the  height  or  weight 
limit  of  the  harness-equipped  forward¬ 
facing  child  restraint,  NISSAN  recommends 
that  the  child  be  placed  in  a  commercially 
available  booster  seat  to  obtain  proper 
seat  belt  fit.  Fora  seat  belt  to  fit  properlythe 
booster  seat  should  raise  the  child  so  that 
the  shoulder  belt  is  properly  positioned 
across  the  chest  and  the  top,  middle  por¬ 
tion  of  the  shoulder.  The  shoulder  belt 
should  not  cross  the  neck  or  face  and 
should  not  fall  off  the  shoulder.  The  lap  belt 
should  lie  snugly  across  the  lower  hips  or 
upper  thighs,  not  the  abdomen.  A  booster 
seat  can  only  be  used  in  seating  positions 
that  have  a  three-point  type  seat  belt.  The 
booster  seat  should  fit  the  vehicle  seat  and 
have  a  label  certifying  that  it  complies  with 
Federal  Motor  Vehicle  Safety  Standards  or 
Canadian  Motor  Vehicl^ilHW^andards. 


A  booster  seat  should  be  used  until  the 
child  can  pass  the  seat  belt  fit  test  below: 

■  Are  the  child's  back  and  hips  against  the 
vehicle  seatback? 

■  Is  the  child  able  to  sit  without  slouch¬ 
ing? 

■  Do  the  child's  knees  bend  easily  over 
the  front  edge  of  the  seat  with  feet  flat 
on  the  floor? 

■  Can  the  child  safely  wear  the  seat  belt 
(lap  belt  low  and  snug  across  the  hips 
and  shoulder  belt  across  mid-chest 
and  shoulder)? 

■  Is  the  child  able  to  use  the  properly  ad¬ 
justed  head  restraint/headrest? 

■  Will  the  child  be  able  to  stay  in  position 
for  the  entire  ride? 


Safety-^! 
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CHILD  RESTRAINTS 


If  you  answered  no  to  any  of  these  ques¬ 
tions,  the  child  should  remain  in  a  booster 
seat  using  a  three-point  type  seat  belt. 


NOTE: 

Laws  in  some  communities  may  follow 
different  guidelines.  Check  local  and 
state  regulations  to  confirm  your  child  is 
using  the  correct  restraint  system  before 
traveling. 

^WARNING 

Never  let  a  child  stand  or  kneel  on  any 
seat  and  do  not  allow  a  child  in  the 
cargo  area.  The  child  could  be  seriously 
injured  or  killed  in  a  sudden  stop  or 
collision. 
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PRECAUTIONS  ON  CHILD 
RESTRAINTS 

^WARNING 

■  Failure  to  follow  the  warnings  and  in¬ 
structions  for  proper  use  and  installa¬ 
tion  of  child  restraints  could  result  in 
serious  injury  or  death  of  a  child  or 
other  passengers  in  a  sudden  stop  or 
collision: 


WRS0256 


-  The  child  restraint  must  be  used 
and  installed  properly.  Always  fol¬ 
low  all  of  the  child  restraint  manu¬ 
facturer's  instructions  for  installa¬ 
tion  and  use. 

-  Infants  and  children  should  never 
be  held  on  anyone's  lap.  Even  the 
strongest  adult  cannot  resist  the 
forces  of  a  collision. 

-  Do  not  put  a  seat  belt  around  both 
a  child  and  another  passenger. 


-  NISSAN  recommends  that  all  child 
restraints  be  installed  in  the  rear 
seat  (if  so  equipped).  Studies  show 
that  children  are  safer  when  prop¬ 
erly  restrained  in  the  rear  seat  (if  so 
equipped)  than  in  the  front  seat.  If 
you  must  install  a  forward-facing 
child  restraint  in  the  front  seat,  re¬ 
fer  to  "Forward-facing  child  re¬ 
straint  installation  using  the  seat 
belts  —  passenger  seat  and  center 
seat  (Single  Cab  models  and  King 
Cab®  Rear  Seat  Delete  models)"  in 
this  section. 

-  Even  with  the  NISSAN  Advanced  Air 
Bag  System  (if  so  equipped),  never 
install  a  rear-facing  child  restraint 
in  the  front  seat.  An  inflating  air 
bag  could  seriously  injure  or  kill  a 
child.  A  rear-facing  child  restraint 
must  only  be  used  in  the  rear  seat 
(if  so  equipped). 

-  Be  sure  to  purchase  a  child  re¬ 
straint  that  will  fit  the  child  and  ve¬ 
hicle.  Some  child  restraints  may 
not  fit  properly  in  your  vehicle. 


-  Child  restraint  anchorages  are  de¬ 
signed  to  withstand  only  those 
loads  imposed  by  correctly  fitted 
child  restraints.  Under  no  circum¬ 
stances  are  they  to  be  used  to  at¬ 
tach  adult  seat  belts,  or  other  items 
or  equipment  to  the  vehicle.  Doing 
so  could  damage  the  child  re¬ 
straint  anchorages.  The  child  re¬ 
straint  will  not  be  properly  in¬ 
stalled  using  the  damaged 
anchorage,  and  a  child  could  be  se¬ 
riously  injured  or  killed  in  a 
collision. 

-  Never  use  the  anchor  points  for 
adult  seat  belts,  or  other  items. 

-  A  child  restraint  with  a  top  tether 
strap  should  not  be  used  in  the 
front  passenger  seat. 

-  Keep  seatbacks  as  upright  as  pos¬ 
sible  after  fitting  the  child 
restraint. 

-  Infants  and  children  should  always 
be  placed  in  an  appropriate  child 
restraint  while  in  the  vehicle. 
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■  When  the  child  restraint  is  not  in  use, 
keep  it  secured  with  the  LATCH  system 
or  a  seat  belt.  In  a  sudden  stop  or  col¬ 
lision,  loose  objects  can  injure  occu¬ 
pants  or  damage  the  vehicle. 


^CAUTION 

A  Child  restraint  in  a  closed  vehicle  can 
become  very  hot.  Check  the  seating 
surface  and  buckles  before  placing  a 
child  in  the  child  restraint. 

Vehicles  equipped  with  rear  seats  are 
equipped  with  a  universal  child  restraint 
anchor  system,  referred  to  as  the  LATCH 
(Lower  Anchors  and  Tethers  for  CHildren) 
system.  Some  child  restraints  include  rigid 
or  webbing-mounted  attachments  that 
can  be  connected  to  these  anchors.  For 
additional  information,  refer  to  "LATCH 
(Lower  Anchors  and  Tethers  for  CHildren) 
system  (Crew  Cab  models  and  King  Cab® 
models  with  rear  bench  seat)"  in  this  sec¬ 
tion. 

If  you  do  not  have  a  LATCH  compatible 
child  restraint,  the  vehicle  seat  belts  can  be 
used. 


Several  manufacturers  offer  child  re¬ 
straints  for  infants  and  children  of  various 
sizes.  When  selecting  any  child  restraint, 
keep  the  following  points  in  mind: 

■  Choose  only  a  restraint  with  a  label  cer¬ 
tifying  that  It  compiles  with  Federal  Mo¬ 
tor  Vehicle  Safety  Standard  213  or  Cana¬ 
dian  Motor  Vehicle  Safety  Standard  213. 

•  Check  the  child  restraint  in  your  vehicle 
to  be  sure  it  is  compatible  with  the  vehi¬ 
cle's  seat  and  seat  belt  system. 

■  If  the  child  restraint  is  compatible  with 
your  vehicle,  place  your  child  in  the  child 
restraint  and  check  the  various  adjust¬ 
ments  to  be  sure  the  child  restraint  is 
compatible  with  your  child.  Choose  a 
child  restraint  that  is  designed  for  your 
child's  height  and  weight.  Always  follow 
all  recommended  procedures. 

■  If  the  combined  weight  of  the  child  and 
child  restraint  is  less  than  65  lbs. 
(29.5  kg),  you  may  use  either  the  LATCH 
anchors  or  the  seat  belt  to  install  the 
child  restraint  (not  both  at  the  same 
time). 


■  If  the  combined  weight  of  the  child  and 
child  restraint  is  greater  than  65  lbs. 
(29.5  kg),  use  the  vehicle's  seat  belt  (not 
the  lower  anchors)  to  install  the  child 
restraint. 

■  Be  sure  to  follow  the  child  restraint 
manufacturer's  instructionsfor  installa¬ 
tion. 

All  U.S.  states  and  Canadian  provinces  or 
territories  require  that  infants  and  small 
children  be  restrained  in  an  approved 
child  restraint  at  all  times  while  the  ve¬ 
hicle  is  being  operated.  Canadian  law  re¬ 
quires  the  top  tether  strap  on  forward¬ 
facing  child  restraints  be  secured  to  the 
designated  anchor  point  on  the  vehicle. 


A 
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LATCH  system  lower  anchor  locations 

LATCH  (Lower  Anchors  and 
Tethers  for  Children)  SYSTEM 
(Crew  Cab  models  and  King  Cab® 
models  with  rear  bench  seat) 

Your  vehicle  is  equipped  with  special  an¬ 
chor  points  that  are  used  with  LATCH  sys¬ 
tem  compatible  child  restraints.  This  sys¬ 
tem  may  also  be  referred  to  as  the  ISOFIX 
or  ISOFIX  compatible  system.  With  this  sys¬ 
tem,  you  do  not  have  to  use  a  vehicle  seat 
belt  to  secure  the  child  restraint  unless  the 
combined  weight  of  the  child  and  child  re¬ 
straint  exceeds  65  ibs.  (29.5  kg).  If  the  com¬ 


bined  weight  of  the  child  and  child  restraint 
is  greater  than  65  Ibs.  (29.5  kg)  use  the  vehi¬ 
cle's  seat  belt  (not  the  lower  anchors)  to 
Install  the  child  restraint.  Be  sure  to  follow 
the  child  restraint  manufacturer's  instruc¬ 
tions  for  Installation. 

The  LATCH  anchor  points  are  provided  to 
install  child  restraints  in  the  rear  outboard 
seating  positions  only.  Do  not  attempt  to 
install  a  child  restraint  in  the  center  position 
using  the  LATCH  anchors. 

LATCH  lower  anchor 

^WARNING 

Failure  to  follow  the  warnings  and  in¬ 
structions  for  proper  use  and  installa¬ 
tion  of  child  restraints  could  result  in 
serious  injury  or  death  of  a  child  or 
other  passengers  in  a  sudden  stop  or 
collision: 

-  Attach  LATCH  system  compatible 
child  restraints  only  at  the  loca¬ 
tions  shown  in  the  illustration. 

-  Do  not  secure  a  child  restraint  in 
the  center  rear  seating  position  us¬ 
ing  the  LATCH  lower  anchors.  The 
child  restraint  will  not  be  secured 


Safety— Seats,  seat  belts 


-  Inspect  the  lower  anchors  by  in¬ 
serting  your  fingers  into  the  lower 
anchor  area.  Feel  to  make  sure 
there  are  no  obstructions  over  the 
anchors  such  as  seat  belt  webbing 
or  seat  cushion  material.  The  child 
restraint  will  not  be  secured  prop¬ 
erly  if  the  lower  anchors  are 
obstructed. 

Child  restraint  anchorages  are  de¬ 
signed  to  withstand  only  those  loads 
imposed  by  correctly  fitted  child  re¬ 
straints.  Under  no  circumstances  are 
they  to  be  used  to  attach  adult  seat 
belts,  or  other  items  or  equipment  to 
the  vehicle.  Doing  so  could  damage  the 
child  restraint  anchorages.  The  child  re¬ 
straint  will  not  be  properly  installed  us¬ 
ing  the  damaged  anchorage,  and  a 
child  could  be  seriously  injured  or  killed 
in  a  collision. 
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LATCH  lower  anchor  location 


The  LATCH  lower  anchors  are  located  as 
shown.  A  label  is  attached  to  the  seatback 
to  help  you  locate  the  LATCH  lower  an¬ 
chors. 


_ LRS5148 

LATCH  lower  anchor  point  locations 


LATCH  webbing-mounted  attachment 

Installing  child  restraint  LATCH 
lower  anchor  attachments 


LATCH  compatible  child  restraints  include 
two  rigid  or  webbing-mounted  attach¬ 
ments  that  can  be  connected  to  two  an¬ 
chors  located  at  certain  seating  positions 
in  your  vehicle.  With  this  system,  you  do  not 
have  to  use  a  vehicle  seat  belt  to  secure  the 
child  restraint.  Checkyour  child  restraint  for 
a  label  stating  that  it  is  compatible  with 
LATCH.  This  information  may  also  be  in  the 
instructions  provided  by  the  child  restraint 
manufacturer. 
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LATCH  rigid-mounted  attachment 

When  installing  a  child  restraint,  carefully 
read  and  follow  the  instructions  in  this 
manual  and  those  supplied  with  the  child 
restraint. 


Crew  Cab  models  and  King  Cab®  models 
with  rear  bench  seat 


TOP  TETHER  ANCHOR  POINT 
LOCATIONS 


c- - 

I 

u  (k  n 

ill 

I - — - - - 

LR52819 

Single  Cab  models 

On  the  back  of  the  passenger  and  cen¬ 
ter  seats  (King  Cab®  Rear  Seat  Delete 
models)  as  shown. 


Anchor  points  are  located  in  the  following 
locations: 

■  Under  the  rear  window  behind  the 
bench  seat  (Single  Cab  models)  or  be¬ 
hind  the  rear  bench  seat  (Crew  Cab 
models  and  King  Cab®  models  with  rear 
bench  seat)  as  shown. 
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King  Cab®  Rear  Seat  Delete  models 


REAR-FACING  CHILD  RESTRAINT 
INSTALLATION  USING  LATCH  (Crew 
Cab  models  and  King  Cab® 
models  with  rear  bench  seat) 

For  additional  information,  refer  to  all  Warn¬ 
ings  and  Cautions  in  the  "Child  safety"  and 
"Child  restraints"  sections  of  this  manual 
before  installing  a  child  restraint. 

Do  not  use  the  lower  anchors  if  the  com¬ 
bined  weight  of  the  child  and  the  child  re¬ 
straint  exceeds  65  lbs.  (29.5  kg).  If  the  com¬ 
bined  weight  of  the  child  and  the  child 
restraint  is  greaterthan  65  lbs.  (29.5  kg),  use 
the  vehicle's  seat  belt  (not  the  lower  an¬ 
chors)  to  install  the  child  restraint.  Be  sure 
to  follow  the  child  restraint  manufacturer's 
instructions  for  installation. 


Follow  these  steps  to  install  a  rear-facing 
child  restraint  in  the  rear  bench  seats  using 
the  L^TCH  system: 

1.  Position  the  child  restraint  on  the  seat. 
Always  follow  the  child  restraint  manu¬ 
facturer's  instructions. 


Rear-facing  webbing-mounted  -  step  2 

2.  Secure  the  child  restraint  anchor  at¬ 
tachments  to  the  tATCFI  lower  an¬ 
chors.  Check  to  make  sure  the  LATCH 
attachment  is  properly  attached  to  the 
lower  anchors. 
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Rear-facing  rigid-mounted  -  step  2 


3.  For  child  restraints  that  are  equipped 
with  webbing-mounted  attachments, 
remove  any  additional  slack  from  the 
anchor  attachments.  Press  downward 
and  rearward  firmly  in  the  center  of  the 
child  restraint  with  your  hand  to  com¬ 
press  the  vehicle  seat  cushion  and 
seatback  while  tightening  the  webbing 
of  the  anchor  attachments. 


4.  After  attaching  the  child  restraint,  test 
it  before  you  place  the  child  in  it.  Push  it 
from  side  to  side  while  holding  the  child 
restraint  near  the  LATCH  attachment 
path.  The  child  restraint  should  not 
move  more  than  1  inch  (25  mm),  from 
side  to  side.  Try  to  tug  it  forward  and 
check  to  see  if  the  LATCH  attachment 
holds  the  restraint  In  place.  If  the  re¬ 
straint  Is  not  secure,  tighten  the  LATCH 
attachment  as  necessary,  or  put  the 
restraint  in  another  seat  and  test  it 
again.  You  may  need  to  try  a  different 
child  restraint  or  try  installing  by  using 
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the  vehicle  seat  belt  (if  appiicabie).  Not 
ali  child  restraints  fit  in  aii  types  of  ve- 
hicies. 

5.  Check  to  make  sure  the  child  restraint 
is  properly  secured  prior  to  each  use.  If 
the  child  restraint  is  loose,  repeat 
steps  2  through  4. 

REAR-FACING  CHILD  RESTRAINT 
INSTALLATION  USING  THE  SEAT 
BELTS  (Crew  Cab  models  and  King 
Cab®  models  with  rear  bench 
seat) 


Do  not  use  the  lower  anchors  if  the  com¬ 
bined  weight  of  the  child  and  the  child  re¬ 
straint  exceeds  65  lbs.  (29.5  kg).  If  the  com¬ 
bined  weight  of  the  child  and  the  child 
restraint  Is  greaterthan  65  lbs.  (29.5  kg),  use 
the  vehicle's  seat  belt  (not  the  lower  an¬ 
chors)  to  install  the  child  restraint.  Be  sure 
to  follow  the  child  restraint  manufacturer's 
instructions  for  installation. 

Follow  these  steps  to  install  a  rear-facing 
child  restraint  using  the  vehicle  seat  belts  in 
the  rear  seats: 


^WARNING 

The  three-point  seat  belt  with  Auto¬ 
matic  Locking  Retractor  (ALR)  must  be 
used  when  installing  a  child  restraint. 
Failure  to  use  the  ALR  mode  will  result  in 
the  child  restraint  not  being  properly 
secured.  The  restraint  could  tip  over  or 
be  loose  and  cause  injury  to  a  child  in  a 
sudden  stop  or  collision. 


For  additional  Information,  referto  all  Warn¬ 
ings  and  Cautions  in  the  "Child  safety"  and 
"Child  restraints"  sections  of  this  manual 
before  installing  a  child  restraint. 
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Rear-facing  -  step  1 

1.  Child  restraints  for  infants  must  be 
used  in  the  rear-facing  direction  and 
therefore  must  not  be  used  in  the 
front  seat.  Position  the  child  restraint 
on  the  seat.  Always  follow  the  child  re¬ 
straint  manufacturer's  instructions. 


OEi&L.ER  eF^ROCES! 


_ WRS0761 

Rear-facing  -  step  2 

2.  Route  the  seat  belt  tongue  through  the 
child  restraint  and  insert  it  into  the 
buckie  until  you  hear  and  feel  the  latch 
engage.  Be  sure  to  follow  the  child  re¬ 
straint  manufacturer's  instructions  for 
belt  routing. 


_ LRS2595 

Rear-facing  -  step  3 

3.  Pull  the  shoulder  belt  until  the  belt  is 
fully  extended.  Atthis  time, the  seat  belt 
retractor  is  in  the  ALR  mode  (child  re¬ 
straint  mode).  It  reverts  to  the  ELR 
mode  when  the  seat  belt  is  fully  re¬ 
tracted. 


_ LR52596 

Rear-facing  -  step  4 

4.  Allow  the  seat  belt  to  retract.  Pull  up  on 
the  shoulder  belt  to  remove  any  slack 
in  the  belt. 
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Rear-facing  -  step  5 

5.  Remove  any  additional  slack  from  the 
seat  belt;  press  downward  and  rear¬ 
ward  firmly  in  the  center  of  the  child 
restraint  to  compress  the  vehicle  seat 
cushion  and  seatback  while  pulling  up 
on  the  seat  belt. 


it  before  you  place  the  child  in  it.  Push  it 
from  side  to  side  while  holding  the  child 
restraint  near  the  seat  belt  path.  The 
child  restraint  should  not  move  more 
than  1  inch  (25  mm),  from  side  to  side. 
Try  to  tug  it  forward  and  check  to  see  if 
the  belt  holds  the  restraint  in  place.  If 
the  restraint  is  not  secure,  tighten  the 
seat  belt  as  necessary,  or  put  the  re¬ 
straint  in  another  seat  and  test  it  again. 
You  may  need  to  try  a  different  child 
restraint.  Not  all  child  restraints  fit  in  all 
types  of  vehi^fitW'  ^ 

restraint  system 
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7  Check  to  make  sure  that  the  child  re¬ 
straint  is  properly  secured  prior  to  each 
use.  If  the  seat  belt  is  not  locked,  repeat 
steps  1  through  6. 

After  the  child  restraint  is  removed  and  the 
seat  belt  fully  retracted,  the  ALR  mode 
(child  restraint  mode)  is  canceled. 

REAR-FACING  CHILD  RESTRAINT 
INSTALLATION  USING  THE  SEAT 
BELTS  (Single  Cab  models  and 
King  Cab®  Rear  Seat  Delete 
models) 


^WARNING 

Never  install  a  rear-facing  child  re¬ 
straint  in  the  front  seat.  An  inflating 
supplemental  air  bag  could  seriously 
injure  or  kill  your  child. 

Never  let  an  infant  who  requires  the 
use  of  a  rear-facing  child  restraint  ride 
in  this  vehicle. 
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FORWARD-FACING  CHILD 
RESTRAINT  INSTALLATION  USING 
LATCH  (Crew  Cab  models  and 
King  Cab®  models  with  rear 
bench  seat) 

For  additional  information,  referto  all  Warn¬ 
ings  and  Cautions  in  the  "Child  safety"  and 
"Child  restraints"  sections  of  this  manual 
before  installing  a  child  restraint. 

Do  not  use  the  lower  anchors  if  the  com¬ 
bined  weight  of  the  child  and  the  child  re¬ 
straint  exceeds  65  lbs.  (29.5  kg).  If  the  com¬ 
bined  weight  of  the  child  and  the  child 
restraint  is  greater  than  65  lbs.  (29.5  kg),  use 
the  vehicle's  seat  belt  (not  the  lower  an¬ 
chors)  to  install  the  child  restraint.  Be  sure 
to  follow  the  child  restraint  manufacturer's 
instructions  for  installation. 

Follow  these  steps  to  install  a  forward¬ 
facing  child  restraint  in  the  rear  bench 
seats  using  the  LATCH  system: 

1.  Position  the  child  restraint  on  the  seat. 
Always  follow  the  child  restraint  manu¬ 
facturer's  instructions. 


Forward-facing  webbing-mounted 
step  2 


2.  Secure  the  child  restraint  anchor  at¬ 
tachments  to  the  LATCH  lower  an¬ 
chors.  Check  to  make  sure  the  LA,tch 
attachment  is  properly  attached  to  the 
lower  anchors. 

If  the  child  restraint  is  equipped  with  a 
top  tether  strap,  route  the  top  tether 
strap  and  secure  the  tether  strap  to 
the  tether  anchor  point.  For  additional 
information,  refer  to  "Installing  top 
tether  strap"  in  this  section. 


Forward-facing  rigid-mounted  -  step  2 

seating  positions  that  do  not  have  a 
top  tether  anchor. 


3.  The  back  of  the  child  restraint  should 
be  secured  against  the  vehicle  seat- 
back. 


If  necessary,  adjust  or  remove  the  head 
restraint/headrest  to  obtain  the  cor¬ 
rect  child  restraint  fit.  If  the  head 
restraint/headrest  is  removed,  store  it 
in  a  secure  place.  Be  sure  to  reinstall 
the  head  restraint/headrest  when 
the  child  restraint  is  removed.  For  ad- 


Do  not  install  child  restraints  that  re-  ditional  information,  refer  to  "Head 

quire  the  use  of  a  top  tether  strap  in  restraints/headrests"  in  this  section. 
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If  the  seating  position  does  not  have 
an  adjustable  head  restraint/headrest 
and  it  is  interfering  with  the  proper 
child  restraint  fit,  try  another  seating 
position  or  a  different  child  restraint. 


4.  For  child  restraints  that  are  equipped 
with  webbing-mounted  attachments, 
remove  any  additional  slack  from  the 
anchor  attachments.  Press  downward 
and  rearward  firmly  in  the  center  of  the 
child  restraint  with  your  knee  to  com¬ 
press  the  vehicle  seat  cushion  and 
seatback  while  tightening  the  webbing 
of  the  anchor  attachments. 

5.  Tighten  the  tether  strap  according  to 
the  manufacturer's  instructions  to  re¬ 
move  any  slack. 


6.  After  attaching  the  child  restraint,  test 
it  before  you  place  the  child  in  it.  Push  it 
from  side  to  side  while  holding  the  child 
restraint  near  the  LATCH  attachment 
path.  The  child  restraint  should  not 
move  more  than  1  inch  (25  mm),  from 
side  to  side.  Try  to  tug  it  forward  and 
check  to  see  if  the  LATCH  attachment 
holds  the  restraint  in  place.  If  the  re¬ 
straint  is  not  secure,  tighten  the  LATCH 
attachment  as  necessary,  or  put  the 
restraint  in  another  seat  and  test  it 
again.  You  may  need  to  try  a  different 
child  restraint.  Not  all  child  restraints  fit 
in  all  types  of  vehicles. 
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7  Check  to  make  sure  the  child  restraint 
is  properly  secured  prior  to  each  use.  If 
the  child  restraint  is  loose,  repeat 
steps  3  through  6. 


Installing  top  tether  strap 

The  child  restraint  top  tether  strap  must  be 
used  when  installing  the  child  restraint  with 
the  LATCH  lower  anchor  attachments. 

First,  secure  the  child  restraint  with  the 
LATCH  lower  anchors  (rear  bench  out- 
boarding  seating  positions  only). 


Rear  bench  seat 

OUTBOARD  SEATING  POSITIONS 

1.  Remove  the  head  restraint/headrest 
and  store  it  in  a  secure  place.  Be  sure  to 
reinstall  the  head  restraint/headrest 
when  the  child  restraint  is  removed.  For 
additional  information,  refer  to  "Head 
restraints/headrests"  in  this  section  for 
head  restraint/headrest  adjustment, 
removal  and  installation  information. 

2.  Position  the  top  tether  strap  over  the 
seatback. 

3.  Secure  the  tether  strap  to  the  tether 
anchor  point  as  shown. 

4.  Tighten  the  tether  strap  according  to 
the  manufacturer's  instructions  to  re¬ 
move  any  slack. 

If  you  have  any  questions  when  install¬ 
ing  a  top  tether  strap,  it  is  recommended 
that  you  visit  a  NISSAN  dealer  for  this 
service. 
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A  WARNING 

Child  restraint  anchorages  are  de¬ 
signed  to  withstand  only  those  loads 
imposed  by  correctly  fitted  child  re¬ 
straints.  Under  no  circumstances  are 
they  to  be  used  to  attach  adult  seat 
belts,  or  other  items  or  equipment  to 
the  vehicle.  Doing  so  could  damage  the 
child  restraint  anchorages.  The  child  re¬ 
straint  will  not  be  properly  installed  us¬ 
ing  the  damaged  anchorage,  and  a 
child  could  be  seriously  injured  or  killed 
in  a  collision. 


FORWARD-FACING  CHILD 
RESTRAINT  INSTALLATION  USING 
THE  SEAT  BELTS  -  REAR  BENCH 
SEAT  (Crew  Cab  models  and  King 
Cab®  models  with  rear  bench 
seat) 

Awarninc 

The  three-point  seat  belt  with  Auto¬ 
matic  Locking  Retractor  (ALR)  must  be 
used  when  installing  a  child  restraint. 
Failure  to  use  the  ALR  mode  will  result  in 
the  child  restraint  not  being  properly 
secured.  The  restraint  could  tip  over  or 
be  loose  and  cause  injury  to  a  child  in  a 
sudden  stop  or  collision. 

For  additional  information,  refer  to  all  Warn¬ 
ings  and  Cautions  in  the  "Child  safety"  and 
"Child  restraints"  sections  of  this  manual 
before  installing  a  child  restraint. 

Do  not  use  the  lower  anchors  if  the  com¬ 
bined  weight  of  the  child  and  the  child  re¬ 
straint  exceeds  65  lbs.  (29.5  kg).  If  the  com¬ 
bined  weight  of  the  child  and  the  child 
restraint  is  greaterthan  65  lbs.  (29.5  kg),  use 
the  vehicle's  seat  belt  (not  the  lower  an¬ 
chors)  to  install  the  child  restraint.  Be  sure 


to  follow  the  child  restraint  manufacturer's 
instructions  for  installation. 

Follow  these  steps  to  install  a  forward¬ 
facing  child  restraint  using  the  vehicle  seat 
belt  in  the  rear  seats: 

1.  If  you  must  install  a  child  restraint  in 
the  front  seat,  it  should  be  placed  in  a 
forward-facing  direction  only.  Move 
the  seat  to  the  rearmost  position. 
Child  restraints  for  infants  must  be 
used  in  the  rear-facing  direction  and 
therefore  must  not  be  used  in  the 
front  seat. 

2.  Position  the  child  restraint  on  the  seat. 
Always  follow  the  child  restraint  manu¬ 
facturer's  instructions. 

The  back  of  the  child  restraint  should 
be  secured  against  the  vehicle  seat- 
back. 

If  necessary,  adjust  or  remove  the  head 
restraint/headrest  to  obtain  the  cor¬ 
rect  child  restraint  fit.  If  the  head 
restraint/headrest  is  removed,  store  it 
in  a  secure  place.  Be  sure  to  reinstall 
the  head  restraint/headrest  when 
the  child  restraint  is  removed.  For  ad¬ 
ditional  information,  refer  to  "Head 
restraints/headrests"  in  this  section. 
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If  the  seating  position  does  not  have 
an  adjustable  head  restraint/headrest 
and  it  is  interfering  with  the  proper 
child  restraint  fit,  try  another  seating 
position  or  a  different  child  restraint. 


3.  Route  the  seat  belt  tongue  through  the 
child  restraint  and  insert  it  into  the 
buckle  until  you  hear  and  feel  the  latch 
engage.  Be  sure  to  follow  the  child  re¬ 
straint  manufacturer's  instructions  for 
belt  routing. 

If  the  child  restraint  is  equipped  with  a 
top  tether  strap,  route  the  top  tether 
strap  and  secure  the  tether  strap  to 
the  tether  anchor  point  (rear  seat  in¬ 
stallation  only).  For  additional  informa¬ 
tion,  refer  to  "Installing  top  tether  strap" 
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Do  not  install  child  restraints  that  re¬ 
quire  the  use  of  a  top  tether  strap  in 
seating  positions  that  do  not  have  a 
top  tether  anchor. 
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4.  Pull  the  shoulder  belt  until  the  belt  is 
fully  extended.  Atthis  time, the  seat  belt 
retractor  Is  In  the  ALR  mode  (child  re¬ 
straint  mode).  It  reverts  to  ELR  mode 
when  the  seat  belt  is  fully  retracted. 


5.  Allow  the  seat  belt  to  retract.  Pull  up  on 
the  shoulder  belt  to  remove  any  slack 
in  the  belt. 


"  .  . 
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Forward-facing  -  step  6 

6.  Remove  any  additional  slack  from  the 
seat  belt;  press  downward  and  rear¬ 
ward  firmly  in  the  center  of  the  child 
restraint  with  your  knee  to  compress 
the  vehicle  seat  cushion  and  seatback 
while  pulling  up  on  the  seat  belt. 

7  Tighten  the  tether  strap  according  to 
the  manufacturer's  instructions  to  re¬ 
move  any  slack. 
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8.  After  attaching  the  child  restraint,  test 
it  before  you  place  the  child  In  it.  Push  it 
from  side  to  side  while  holding  the  child 
restraint  near  the  seat  belt  path.  The 
child  restraint  should  not  move  more 
than  1  inch  (25  mm),  from  side  to  side. 
Try  to  tug  it  forward  and  check  to  see  if 
the  seat  belt  holds  the  restraint  in 
place.  If  the  restraint  is  not  secure, 
tighten  the  seat  belt  as  necessary,  or 
put  the  restraint  in  another  seat  and 
test  it  again.  You  may  need  to  try  a 
different  child  restraint.  Not  all  child  re¬ 
straints  fit  in  all  types  of  vehicles. 


9.  Check  to  make  sure  the  child  restraint 
is  properly  secured  prior  to  each  use.  If 
the  seat  belt  is  not  locked,  repeat 
steps  3  through  8. 

After  the  child  restraint  is  removed  and  the 
seat  belt  is  fully  retracted,  the  ALR  mode 
(child  restraint  mode)  is  canceled. 
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®  Anchor  points 

Installing  top  tether  strap 

The  child  restraint  top  tether  strap  must  be 
used  when  installing  the  child  restraint  with 
seat  belts. 

First,  secure  the  child  restraint  with  the  seat 
belt. 
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Rear  bench  seat 

OUTBOARD  SEATING  POSITIONS 

1.  Remove  the  head  restraint/headrest 
and  store  it  in  a  secure  place.  Be  sure  to 
reinstall  the  head  restraint/headrest 
when  the  child  restraint  is  removed.  For 
additional  information,  refer  to  "Head 
restraints/headrests"  in  this  section. 

2.  Position  the  top  tether  strap  as  shown. 

3.  Secure  the  tether  strap  to  the  tether 
anchor  point  as  shown. 

4.  Tighten  the  tether  strap  according  to 
the  manufacturer's  instructions  to  re¬ 
move  any  slack. 

CENTER  SEATING  POSITION 


_ A  WARNING _ 

Child  restraint  anchorages  are  de¬ 
signed  to  withstand  only  those  loads 
imposed  by  correctly  fitted  child  re¬ 
straints.  Under  no  circumstances  are 
they  to  be  used  to  attach  adult  seat 
belts,  or  other  items  or  equipment  to 
the  vehicle.  Doing  so  could  damage  the 
child  restraint  anchorages.  The  child  re¬ 
straint  will  not  be  properly  installed  us¬ 
ing  the  damaged  anchorage,  and  a 
child  could  be  seriously  injured  or  killed 
in  a  collision. 


1.  Position  the  top  tether  strap  as  shown. 

2.  Secure  the  tether  strap  to  the  tether 
anchor  point  as  shown. 

3.  Tighten  the  tether  strap  according  to 
the  manufacturer's  instructions  to  re¬ 
move  any  slack. 


If  you  have  any  questions  when  install¬ 
ing  a  top  tether  strap,  it  is  recommended 
that  you  visit  a  NISSAN  dealer  for  this 
service. 
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FORWARD-FACING  CHILD 
RESTRAINT  INSTALLATION  USING 
THE  SEAT  BELTS  -  PASSENGER 
SEAT  AND  CENTER  SEAT  (Single 
Cab  models  and  King  Cab®  Rear 
Seat  Delete  models) 


_ A  WARNING _ 

The  three-point  seat  belt  with  Auto¬ 
matic  Locking  Retractor  (ALR)  must  be 
used  when  installing  a  child  restraint. 
Failure  to  use  the  ALR  mode  will  result  in 
the  child  restraint  not  being  properly 
secured.  The  restraint  could  tip  over  or 
be  loose  and  cause  injury  to  a  child  in  a 
sudden  stop  or  collision.  Also,  it  can 
change  the  operation  of  the  front  pas¬ 
senger  air  bag.  For  additional  informa¬ 
tion,  refer  to  "Front  passenger  air  bag 
and  status  light"  in  this  section. 

For  additional  information,  refer  to  all  Warn¬ 
ings  and  Cautions  in  the  "Child  safety"  and 
"Child  restraints"  sections  of  this  manual 
before  installing  a  child  restraint. 


OEi&LER  ef^nOCE! 


Do  not  use  the  lower  anchors  if  the  com¬ 
bined  weight  of  the  child  and  the  child  re¬ 
straint  exceeds  65  lbs.  (29.5  kg).  If  the  com¬ 
bined  weight  of  the  child  and  the  child 
restraint  is  greater  than  65  lbs.  (29.5  kg),  use 
the  vehicle's  seat  belt  (not  the  lower  an¬ 
chors)  to  install  the  child  restraint.  Be  sure 
to  follow  the  child  restraint  manufacturer's 
instructions  for  installation. 

Follow  these  steps  to  install  a  forward¬ 
facing  child  restraint  using  the  vehicle  seat 
belt: 

1.  If  you  must  install  a  child  restraint  in 
the  front  seat,  it  should  be  placed  in  a 
forward-facing  direction  only.  Move 
the  seat  to  the  rearmost  position. 
Child  restraints  for  infants  must  be 
used  in  the  rear-facing  direction  and 
therefore  must  not  be  used  in  the 
front  seat. 

2.  Position  the  child  restraint  on  the  seat. 
Always  follow  the  child  restraint  manu¬ 
facturer's  instructions. 

The  back  of  the  child  restraint  should 
be  secured  against  the  vehicle  seat- 
back. 


If  necessary,  adjust  or  remove  the  head 
restraint/headrest  to  obtain  the  cor¬ 
rect  child  restraint  fit.  If  the  head 
restraint/headrest  is  removed,  store  it 
in  a  secure  place.  Be  sure  to  reinstall 
the  head  restraint/headrest  when 
the  child  restraint  is  removed.  For  ad¬ 
ditional  information,  refer  to  "Flead 
restraints/headrests"  in  this  section. 

If  the  seating  position  does  not  have 
an  adjustable  head  restraint/headrest 
and  it  is  interfering  with  the  proper 
child  restraint  fit,  try  another  seating 
position  or  a  different  child  restraint. 


3.  Route  the  seat  belt  tongue  through  the 
child  restraint  and  insert  it  into  the 
buckle  until  you  hear  and  feel  the  latch 
engage.  Be  sure  to  follow  the  child  re¬ 
straint  manufacturer's  instructions  for 
belt  routing. 

If  the  child  restraint  is  equipped  with  a 
top  tether  strap,  route  the  top  tether 
strap  and  secure  the  tether  strap  to 
the  tether  anchor  point.  For  additional 
information,  refer  to  "Installing  top 
tether  strap"  in  this  section. 
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Do  not  install  child  restraints  that  re¬ 
quire  the  use  of  a  top  tether  strap  in 
seating  positions  that  do  not  have  a 
top  tether  anchor. 


4.  Pull  the  shoulder  belt  until  the  belt  is 
fully  extended.  At  this  time,  the  seat  belt 
retractor  is  in  the  ALR  mode  (child  re¬ 
straint  mode).  It  reverts  to  ELR  mode 
when  the  seat  belt  is  fully  retracted. 
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Forward-facing  -  step  5 

5.  Allow  the  seat  belt  to  retract.  Pull  up  on 
the  shoulder  belt  to  remove  any  slack 
in  the  belt. 
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Forward-facing  -  step  6 

6.  Remove  any  additional  slack  from  the 
seat  belt;  press  downward  and  rear¬ 
ward  firmly  In  the  center  of  the  child 
restraint  with  your  knee  to  compress 
the  vehicle  seat  cushion  and  seatback 
while  pulling  up  on  the  seat  belt. 

7  Tighten  the  tether  strap  according  to 
the  manufacturer's  instructions  to  re¬ 
move  any  slack. 


8.  After  attaching  the  child  restraint,  test 
it  before  you  place  the  child  in  it.  Push  it 
from  side  to  side  while  holding  the  child 
restraint  near  the  seat  belt  path.  The 
child  restraint  should  not  move  more 
than  1  inch  (25  mm),  from  side  to  side. 
Try  to  tug  it  forward  and  check  to  see  if 
the  seat  belt  holds  the  restraint  in 
place.  If  the  restraint  is  not  secure, 
tighten  the  seat  belt  as  necessary,  or 
put  the  restraint  in  another  seat  and 
test  it  again.  You  may  need  to  try  a 
different  child  restraint.  Not  all  child  re¬ 
straints  fit  in  all  types  of  vehicles. 


9.  Check  to  make  sure  the  child  restraint 
is  properly  secured  prior  to  each  use.  If 
the  seat  belt  is  not  locked,  repeat 
steps  3  through  8. 
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Installing  top  tether  strap 

The  child  restraint  top  tether  strap  must  be 
used  when  installing  the  chiid  restraint  with 
seat  belts. 

First,  secure  the  child  restraint  with  the  seat 
belt. 


10.  If  the  child  restraint  is  installed  in  the 
front  passenger  seat,  place  the  ignition 
switch  in  the  ON  position.  The  front 
passenger  air  bag  status  light  ^  (if 
so  equipped)  may  or  may  not  illumi¬ 
nate,  depending  on  the  size  of  the  child 
and  the  type  of  child  restraint  being 
used.  For  additional  information,  refer 
to  "Front  passenger  air  bag  and  status 
light"  in  this  section. 

After  the  child  restraint  is  removed  and  the 
seat  belt  is  fully  retracted,  the  ALR  mode 
(child  restraint  mode)  is  canceled. 
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Single  Cab  models 

(S)  Anchor  points 
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King  Cab®  Rear  Seat  Delete  models 


@  Top  tether  straps 

(B)  Anchor  points 

Bench  seat 

PASSENGER  SEATING  POSITION 

1.  Remove  the  head  restraint/headrest 
and  store  it  in  a  secure  place.  Be  sure  to 
reinstall  the  head  restraint/headrest 
when  the  child  restraint  is  removed.  For 
additional  information,  refer  to  "Head 
restraints/headrests"  in  this  section. 


3.  Secure  the  tether  strap  to  the  tether 
anchor  point  as  shown. 

4.  Tighten  the  tether  strap  according  to 
the  manufacturer's  instructions  to  re¬ 
move  any  slack. 

CENTER  SEATING  POSITION 

1.  Position  the  top  tether  strap  over  the 
seatback. 

2.  Secure  the  tether  strap  to  the  tether 
anchor  point  as  shown. 

3.  Tighten  the  tether  strap  according  to 
the  manufacturer's  instructions  to  re¬ 
move  any  slack. 

If  you  have  any  questions  when  install¬ 
ing  a  top  tether  strap,  it  is  recommended 
that  you  visit  a  NISSAN  dealer  for  this 
service. 


A  WARNING 

Child  restraint  anchorages  are  de¬ 
signed  to  withstand  only  those  loads 
imposed  by  correctly  fitted  child  re¬ 
straints.  Under  no  circumstances  are 
they  to  be  used  to  attach  adult  seat 
belts,  or  other  items  or  equipment  to 
the  vehicle.  Doing  so  could  damage  the 
child  restraint  anchorages.  The  child  re¬ 
straint  will  not  be  properly  installed  us¬ 
ing  the  damaged  anchorage,  and  a 
child  could  be  seriously  injured  or  killed 
in  a  collision. 

BOOSTER  SEATS 

For  additional  information  on  installing  a 
booster  seat  in  your  vehicle,  follow  the  in¬ 
structions  outlined  in  this  section. 

Precautions  on  booster  seats 

AWARNINC 

If  a  booster  seat  and  seat  belt  are  not 
used  properly,  the  risk  of  a  child  being 
injured  or  killed  in  a  sudden  stop  or  col¬ 
lision  greatly  increases: 


2.  Position  the  top  tether  strap  over  the 
seatback. 
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Make  sure  the  shoulder  portion  of 
the  belt  is  away  from  the  child's 
face  and  neck  and  the  lap  portion 
of  the  belt  does  not  cross  the 
stomach. 

Make  sure  the  shoulder  belt  is  not 
behind  the  child  or  under  the 
child's  arm. 

A  booster  seat  must  only  be  in¬ 
stalled  in  a  seating  position  that 
has  a  lap/shoulder  belt. 


A.  Low  back  booster  seat 

B.  High  back  booster  seat 


Booster  seats  of  various  sizes  are  offered 
by  severai  manufacturers.  When  seiecting 
any  booster  seat,  keep  the  following  points 
in  mind: 

•  Choose  only  a  booster  seat  with  a  label 
certifying  that  it  complies  with  Federal 
Motor  Vehicle  Safety  Standard  213  or 
Canadian  Motor  Vehicle  Safety  Stan¬ 
dard  213. 

•  Check  the  booster  seat  in  your  vehicle 
to  be  sure  it  is  compatible  with  the  vehi¬ 
cle's  seat  and  seat  belt  system. 


^  -■ 
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Make  sure  the  child's  head  will  be  prop¬ 
erly  supported  by  the  booster  seat  or 
vehicle  seat.  The  seatback  must  be  at 
or  above  the  center  of  the  child's  ears. 
For  example,  if  a  low  back  booster  seat 
is  chosen,  the  vehicle  seatback  must  be 
at  or  above  the  center  of  the  child's  ears. 
If  the  seatback  is  lower  than  the  center 
of  the  child's  ears,  a  high  back  booster 
seat  should  be  used. 


■  If  the  booster  seat  is  compatible  with 
your  vehicle,  place  the  child  in  the 
booster  seat  and  check  the  various  ad¬ 
justments  to  be  sure  the  booster  seat  is 
compatible  with  the  child.  Always  follow 
all  recommended  procedures. 

All  U.S.  states  and  Canadian  provinces  or 
territories  require  that  infants  and  small 
children  be  restrained  in  an  approved 
child  restraint  at  all  times  while  the  ve¬ 
hicle  is  being  operated. 

The  instructions  in  this  section  apply  to 
booster  seat  installation  in  the  rear  seats  (if 
so  equipped)  or  the  front  passenger  seat. 

Booster  seat  installation 


Follow  these  steps  to  install  a  booster  seat 
in  the  rear  seat  (if  so  equipped)  or  in  the 
front  passenger  seat: 


^WARNING 

To  avoid  injury  to  child,  do  not  use  the 
lap/shoulder  belt  in  the  Automatic 
Locking  Retractor  (ALR)  mode  when  us¬ 
ing  a  booster  seat  with  the  seat  belts. 

For  additional  information,  refer  to  all  Warn¬ 
ings  and  Cautions  in  the  "Child  safety", 
"Child  restraints"  and  "Booster  seats"  sec¬ 
tions  of  this  manual  before  installing  a  child 
restraint. 
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1.  If  you  must  install  a  booster  seat  in 
the  front  seat,  move  the  seat  to  the 
rearmost  position. 


2.  Position  the  booster  seat  on  the  seat. 
Oniy  piace  it  in  a  front-facing  direction. 
Aiways  follow  the  booster  seat  manu¬ 
facturer's  instructions. 


3.  The  booster  seat  should  be  positioned 
on  the  vehicle  seat  so  that  it  is  stable. 

If  necessary,  adjust  or  remove  the  head 
restraint/headrest  to  obtain  the  cor¬ 
rect  booster  seat  fit.  If  the  head 
restraint/headrest  is  removed,  store  it 
in  a  secure  place.  Be  sure  to  reinstall 
the  head  restraint/headrest  when 
the  booster  seat  is  removed.  For  ad¬ 
ditional  information,  refer  to  "Head 
restraints/headrests"  in  this  section. 


If  the  seating  position  does  not  have 
an  adjustable  head  restraint/headrest 
and  it  is  interfering  with  the  proper 
booster  seat  fit,  try  another  seating 
position  or  a  different  booster  seat. 

4.  Position  the  lap  portion  of  the  seat  belt 
low  and  snug  on  the  child's  hips.  Be 
sure  to  follow  the  booster  seat  manu¬ 
facturer's  instructions  for  adjusting  the 
seat  belt  routing. 

5.  Pull  the  shoulder  belt  portion  of  the 
seat  belt  toward  the  retractor  to  take 
up  extra  slack.  Be  sure  the  shoulder 
belt  is  positioned  across  the  top, 
middle  portion  of  the  child's  shoulder. 
Be  sure  to  follow  the  booster  seat 
manufacturer's  instructions  for  adjust¬ 
ing  the  seat  belt  routing. 

6.  Follow  the  warnings,  cautions  and  in¬ 
structions  for  properly  fastening  a  seat 
belt  shown  in  "Three-point  type  seat 
belt  with  retractor"  in  this  section. 
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SUPPLEMENTAL  RESTRAINT  SYSTEM 
(SRS) 


OFF 


_ WR50475 

7  If  the  booster  seat  is  installed  in  the 
front  passenger  seat,  place  the  ignition 
switch  inthe  ON  position.  The  front  pas¬ 
senger  air  bag  status  light  ^  (if  so 
equipped)  may  or  may  not  illuminate, 
depending  on  the  size  of  the  child  and 
the  type  of  booster  seat  being  used.  For 
additional  information,  refer  to  "Front 
passenger  air  bag  and  status  light"  in 
this  section. 


PRECAUTIONS  ON  SRS  (with 
NISSAN  Advanced  Air  Bag  System) 
(if  so  equipped) 

This  SRS  section  contains  important  infor¬ 
mation  concerning  the  following  systems: 

■  Driver  and  front  passenger  supplemen¬ 
tal  front-impact  air  bag  (NISSAN  Ad¬ 
vanced  Air  Bag  System) 

■  Front  seat-mounted  side-impact 
supplemental  air  bag 

■  Roof-mounted  curtain  side-impact  and 
rollover  supplemental  air  bag 

■  Seat  belt  with  pretensioner(s)  (front 
seats) 

Supplemental  front-impact  air  bag  system 

The  NISSAN  Advanced  Air  Bag  System  can 
help  cushion  the  impact  force  to  the  head 
and  chest  of  the  driver  and  right  front  pas¬ 
senger  in  certain  frontal  collisions. 

Front  seat-mounted  side-impact 
supplemental  air  bag  system 

This  system  can  help  cushion  the  impact 
force  to  the  chest  area  of  the  driver  and  right 
front  passenger  in  certain  side  impact  colli¬ 
sions.  The  side  air  bag  is  designed  to  inflate 
on  the  side  where  the  vehicle  is  impacted. 


Roof-mounted  curtain  side-impact  and 
rollover  supplemental  air  bag  system 

This  system  can  help  cushion  the  impact 
force  to  the  head  of  occupants  in  front  and 
rear  outboard  seating  positions  (if  so 
equipped)  in  certain  side  impact  or  rollover 
collisions.  In  a  side  impact,  the  curtain  air 
bags  are  designed  to  inflate  on  the  side 
where  the  vehicle  is  impacted.  In  a  rollover, 
curtain  air  bags  are  designed  to  inflate  and 
remain  inflated  for  a  short  time. 

The  SRS  is  designed  to  supplement  the 
crash  protection  provided  by  the  seat  belts 
and  is  not  a  substitute  for  them.  Seat  belts 
should  always  be  correctly  worn  and  the 
occupant  seated  a  suitable  distance  away 
from  the  steering  wheel,  instrument  panel 
and  door  finishers.  For  additional  informa¬ 
tion,  refer  to  "Seat  belts"  in  this  section. 

The  supplemental  air  bags  operate  only 
when  the  ignition  switch  is  in  the  ON  or 
START  position. 

After  turning  the  ignition  key  to  the  ON 
position,  the  supplemental  air  bag  warn¬ 
ing  light  illuminates.  The  supplemental 
air  bag  warning  light  will  turn  off  after 
about  7  seconds  if  the  system  is  opera¬ 
tional. 
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Always  sit  back  against  the  seatback 
and  as  far  away  as  practical  from  the 
steering  wheel  or  instrument  panel. 
Always  properly  use  the  seat  belts. 

The  driver  and  front  passenger  seat 
belt  buckles  are  equipped  with  sen¬ 
sors  that  detect  if  the  seat  belts  are 
fastened.  The  NISSAN  Advanced  Air 
Bag  System  monitors  the  severity  of  a 
collision  and  inflates  the  air  bags  as 
needed.  Failure  to  properly  wear  seat 
belts  can  increase  the  risk  or  severity 
of  injury  in  an  accident. 

The  front  passenger  seat  is  equipped 
with  an  occupant  classification  sen¬ 
sor  (weight  sensor)  that  turns  the 
front  passenger  air  bag  OFF  under 
some  conditions.  This  sensor  is  only 
used  in  this  seat.  Failure  to  be  properly 
seated  and  wearing  the  seat  belt  can 
increase  the  risk  or  severity  of  injury  in 
an  accident.  For  additional  informa¬ 
tion,  refer  to  "Front  passenger  air  bag 
and  status  light"  in  this  section. 

Keep  hands  on  the  outside  of  the 
steering  wheel.  Placing  them  inside 
the  steering  wheel  rim  could  increase 
the  risk  that  they  are  injured  when  the 
front  air  bag  inflates. 


WR50051 


^WARNING 

■  The  front  air  bags  ordinarily  will  not 
inflate  in  the  event  of  a  side  impact, 
rear  impact,  rollover,  or  lower  severity 
frontal  collision.  Always  wear  your 
seat  belts  to  help  reduce  the  risk  or 
severity  of  injury  in  various  kinds  of 
accidents. 

■  The  front  passenger  air  bag  will  not 
inflate  if  the  passenger  air  bag  status 
light  is  lit  or  if  the  front  passenger  seat 
is  unoccupied.  For  additional  infor¬ 
mation,  refer  to  "Front  passenger  air 
bag  and  status  light"  in  this  section. 
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The  seat  belts  and  the  front  air  bags 
are  most  effective  when  you  are  sit¬ 
ting  well  back  and  upright  in  the  seat. 
The  front  air  bags  inflate  with  great 
force.  Even  with  the  NISSAN  Advanced 
Air  Bag  System,  if  you  are  unre¬ 
strained,  leaning  forward,  sitting  side¬ 
ways  or  out  of  position  in  any  way,  you 
are  at  greater  risk  of  injury  or  death  in 
a  crash.  You  may  also  receive  serious 
or  fatal  injuries  from  the  front  air  bag 
if  you  are  up  against  it  when  it  inflates. 
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The  air  bag  system  monitors  the  se¬ 
verity  of  a  collision  and  then  inflates 
the  air  bags  as  needed.  Failure  to 
properly  wear  seat  belts  can  increase 
the  risk  or  severity  of  injury  in  an 
accident. 
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^WARNING 

■  Never  let  children  ride  unrestrained  or 
extend  their  hands  or  face  out  of  the 
window.  Do  not  attempt  to  hold  them 
in  your  lap  or  arms.  Some  examples  of 
dangerous  riding  positions  are  shown 
in  the  illustrations. 


Children  may  be  severely  injured  or 
killed  when  the  front  air  bags,  side  air 
bags  or  curtain  air  bags  inflate  if  they 
are  not  properly  restrained.  Pre-teens 
and  children  should  be  properly  re¬ 
strained  in  the  rear  seat  (if  so 
equipped),  if  possible. 
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Even  with  the  NISSAN  Advanced  Air 
Bag  System,  never  install  a  rear¬ 
facing  child  restraint  in  the  front  seat. 
An  inflating  air  bag  could  seriously  in¬ 
jure  or  kill  a  child.  A  rear-facing  child 
restraint  must  only  be  used  in  the  rear 
seat  (if  so  equipped). 
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^WARNING 

Front  seat-mounted  side-impact 
supplemental  air  bags  and  roof- 
mounted  curtain  side-impact  and  roll¬ 
over  supplemental  air  bags; 

■  The  side  air  bags  and  curtain  air  bags 
ordinarily  will  not  inflate  in  the  event 
of  a  frontal  impact,  rear  impact,  or 
lower  severity  side  collision.  Always 
wear  your  seat  belts  to  help  reduce 
the  risk  or  severity  of  injury  in  various 
kinds  of  accidents. 
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Do  not  lean  against  doors  or  windows. 


OEi&L.ER  eF3ROCES! 


^WARNING 

The  seat  belts,  the  side  air  bags  and 
curtain  air  bags  are  most  effective 
when  you  are  sitting  well  back  and 
upright  in  the  seat.  The  side  air  bag 
and  curtain  air  bag  inflate  with  great 
force.  Do  not  allow  anyone  to  place 
their  hand,  leg  or  face  near  the  side  air 
bag  on  the  side  of  the  seatback  of  the 
front  seat  or  near  the  side  roof  rails. 
Do  not  allow  anyone  sitting  in  the 
front  seats  or  rear  outboard  seats  (if 
so  equipped)  to  extend  their  hand  out 
of  the  window  or  lean  against  the 
door.  Some  examples  of  dangerous 
riding  positions  are  shown  in  the  pre¬ 
vious  illustrations. 


■  When  sitting  in  the  rear  seat  (if  so 
equipped),  do  not  hold  onto  the  seat- 
back  of  the  front  seat.  If  the  side  air 
bag  inflates,  you  may  be  seriously  in¬ 
jured.  Be  especially  careful  with  chil¬ 
dren,  who  should  always  be  properly 
restrained.  Some  examples  of  dan¬ 
gerous  riding  positions  are  shown  in 
the  illustrations. 

■  Do  not  use  seat  covers  on  the  front 
seatbacks.  They  may  interfere  with 
side  air  bag  inflation. 
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NISSAN  Advanced  Air  Bag  System 
(front  seats) 

1.  Roof-mounted  curtain  side-impact 
and  rollover  supplemental  air  bag  infla- 
tors 

2.  Roof-mounted  curtain  side-impact 
and  rollover  supplemental  air  bags 

3.  Air  bag  Control  Unit  (ACU) 

4.  Supplemental  front-impact  air  bag 
modules 

5.  Crash  zone  sensor 

6.  Occupant  classification  sensor  (weight 
sensor) 

7  Occupant  classification  system  control 
unit 

8.  Seat  belt  buckle  switches 

9.  Seat  belt  with  pretensioner(s)  (front 
seats) 

10.  Front  seat-mounted  side-impact 
supplemental  air  bag  modules 

11.  Satellite  sensor 
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_ WARNING 

To  ensure  proper  operation  of  the  pas¬ 
senger's  NISSAN  Advanced  Air  Bag  Sys¬ 
tem,  please  observe  the  following 
items. 

■  Do  not  allow  a  passenger  in  the  rear 
bench  seats  (if  so  equipped)  to  push 
or  pull  on  the  seatback  pocket. 

■  Do  not  place  heavy  loads  heavier  than 
1  kg  (2.2  lbs.)  on  the  seatback,  head 
restraint  or  in  the  seatback  pocket. 

■  Do  not  store  luggage  behind  the  seat 
that  can  press  into  the  seatback. 

■  Do  not  position  the  front  passenger 
seat  so  it  contacts  the  rear  bench 
seats  (if  so  equipped).  If  the  front  seat 
does  contact  the  rear  bench  seats  (if 
so  equipped),  the  air  bag  system  may 
determine  a  sensor  malfunction  has 
occurred  and  the  front  passenger  air 
bag  status  light  may  illuminate  and 
the  supplemental  air  bag  warning 
light  may  flash. 


■  If  a  forward-facing  child  restraint  is 
installed  in  the  front  passenger  seat, 
do  not  position  the  front  passenger 
seat  so  the  child  restraint  contacts  the 
instrument  panel.  If  the  child  restraint 
does  contact  the  instrument  panel, 
the  system  may  determine  the  seat  as 
occupied  and  the  passenger  air  bag 
may  deploy  in  a  collision.  Also  the 
front  passenger  air  bag  status  light 
may  not  illuminate.  For  additional  in¬ 
formation,  refer  to  "Child  restraints"  in 
this  section. 

■  Confirm  the  operating  condition  with 
the  front  passenger  air  bag  status 
light. 

■  If  you  notice  that  the  front  passenger 
air  bag  status  light  is  not  operating  as 
described  in  this  section,  get  the  oc¬ 
cupant  classification  system  checked. 
It  is  recommended  that  you  take  your 
vehicle  to  a  NISSAN  dealer  for  this 
service. 


■  Until  you  have  confirmed  with  a 
dealer  that  your  passenger  seat  occu¬ 
pant  classification  system  is  working 
properly,  position  the  occupants  in 
the  rear  seating  positions  (if  so 
equipped).  Do  not  use  the  front  seat  or 
transport  a  child  in  the  vehicle  (Single 
Cab  and  King  Cab®  Rear  Seat  Delete 
models  only). 

This  vehicle  is  equipped  with  the  NISSAN 
Advanced  Air  Bag  System  for  the  driver  and 
front  passenger  seats.  All  of  the  informa¬ 
tion,  cautions  and  warnings  in  this 
manual  still  apply  and  must  be  followed. 

The  driver  supplemental  front-impact  air 
bag  is  located  In  the  center  of  the  steering 
wheel.  The  front  passenger  supplemental 
front-impact  air  bag  is  mounted  in  the 
dashboard  above  the  glove  box.  The  front 
air  bags  are  designed  to  inflate  in  higher 
severity  frontal  collisions,  although  they 
may  inflate  if  the  forces  in  another  type  of 
collision  are  similar  to  those  of  a  higher 
severity  frontal  impact.  They  may  not  in¬ 
flate  in  certain  frontal  collisions.  Vehicle 
damage  (or  lack  of  it)  is  not  always  an  indi¬ 
cation  of  proper  front  air  bag  system  op¬ 
eration. 
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The  NISSAN  Advanced  Air  Bag  System 
monitors  information  from  the  crash  zone 
sensor  and  the  Air  bag  Control  Unit  (ACU). 
Inflator  operation  is  based  on  the  severity 
of  a  collision  and  seat  belt  usage  for  the 
driver.  For  the  front  passenger,  the  occu¬ 
pant  classification  sensor  is  also  moni¬ 
tored.  Based  upon  the  information  from 
the  sensor,  only  one  front  air  bag  may  in¬ 
flate  in  a  crash,  depending  on  the  crash 
severity.  Additionally,  the  front  passenger 
air  bag  may  be  automatically  turned  off 
under  some  conditions,  depending  on  the 
weight  detected  on  the  front  passenger 
seat  and  how  the  seat  belt  is  used.  If  the 
front  passenger  air  bag  is  OFF,  the  front 
passenger  air  bag  status  light  will  be  illumi¬ 
nated  (if  the  seat  is  unoccupied,  the  light 
will  not  be  illuminated,  but  the  air  bag  will 
be  off).  For  additional  information,  refer  to 
"Front  passenger  air  bag  and  status  light"  in 
this  section.  One  front  air  bag  inflating  does 
not  indicate  improper  performance  of  the 
system. 

If  you  have  any  questions  about  your  air 
bag  system,  it  is  recommended  that  you 
contact  NISSAN  or  a  NISSAN  dealer.  If  you 
are  considering  modification  of  your  ve¬ 
hicle  due  to  a  disability,  you  may  also  con¬ 
tact  NISSAN.  Contact  information  is  con¬ 
tained  in  the  front  of  this  Owner's  Manual. 


When  a  front  air  bag  inflates,  a  fairly  loud 
noise  may  be  heard,  followed  by  the  re¬ 
lease  of  smoke.  This  smoke  is  not  harmful 
and  does  not  indicate  a  fire.  Care  should  be 
taken  to  not  inhale  it,  as  it  may  cause  irrita¬ 
tion  and  choking.  Those  with  a  history  of  a 
breathing  condition  should  get  fresh  air 
promptly. 

Front  air  bags,  along  with  the  use  of  seat 
belts,  help  to  cushion  the  impact  force  on 
the  face  and  chest  of  the  front  occupants. 
They  can  help  save  lives  and  reduce  seri¬ 
ous  injuries.  Flowever,  an  inflating  front  air 
bag  may  cause  facial  abrasions  or  other 
injuries.  Front  air  bags  do  not  provide  re¬ 
straint  to  the  lower  body. 

Even  with  NISSAN  Advanced  Air  Bags,  seat 
belts  should  be  correctly  worn  and  the 
driver  and  front  passenger  seated  upright 
as  far  as  practical  away  from  the  steering 
wheel  or  instrument  panel.  The  front  air 
bags  inflate  quickly  in  order  to  help  protect 
the  front  occupants.  Because  of  this,  the 
force  of  the  front  air  bag  inflating  can  in¬ 
crease  the  risk  of  injury  if  the  occupant  is 
too  close  to,  or  is  against,  the  front  air  bag 
module  during  inflation. 

The  front  air  bags  deflate  quickly  after  a 
collision.  _ 
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The  front  air  bags  operate  only  when  the 
ignition  switch  is  in  the  ON  position. 

After  placing  the  ignition  switch  in  the 
ON  position,  the  supplemental  air  bag 
warning  light  illuminates.  The  supple¬ 
mental  air  bag  warning  light  will  turn  off 
after  about  7  seconds  if  the  system  is 
operational. 
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^WARNING 

The  front  passenger  air  bag  is  designed 
to  automatically  turn  OFF  under  some 
conditions.  Read  this  section  carefully 
to  learn  how  it  operates.  Proper  use  of 
the  seat,  seat  belt  and  child  restraints  is 
necessary  for  most  effective  protec¬ 
tion.  Failure  to  follow  all  instructions  in 
this  manual  concerning  the  use  of 
seats,  seat  belts  and  child  restraints  can 
increase  the  risk  or  severity  of  injury  in 
an  accident. 


Status  light 

The  front  passenger  seat  is  equipped  with 
an  occupant  classification  sensor  (weight 
sensor)  that  turns  the  front  passenger  air 
bag  on  or  off  depending  on  the  weight  ap¬ 
plied  to  the  front  passenger  seat.  The  sta¬ 
tus  of  the  front  passenger  air  bag  (ON  or 
OFF)  is  indicated  by  the  front  passenger  air 
bag  status  light  "Sk  which  is  located  on 
the  instrument  panel. 

After  the  ignition  switch  is  placed  in  the 
"ON"  position,  the  front  passenger  air  bag 
status  light  on  the  instrument  panel  illumi¬ 
nates  for  about  7  seconds  and  then  turns 
off  or  remains  illuminated  depending  on 
the  front  passenger  seat  occupied  status. 
The  light  operates  as  follows: 

■  Unoccupied  front  passenger's  seat: 
The  ^  light  is  OFF  and  the  front  pas¬ 
senger  air  bag  is  OFF  and  will  not  inflate 
in  a  crash. 


■  Front  passenger  seat  occupied  by  a 
small  adult,  child  or  child  restraint  as 
outlined  in  this  section:  The  ^  light 
may  or  may  not  illuminate,  depending 
on  the  size  of  the  occupant  or  the  type 
of  child  restraint  being  used.  When 
the  "Sk  light  is  illuminated,  the  front 
passenger  air  bag  is  OFF  and  will  not 
inflate  in  a  crash.  For  additional  infor¬ 
mation,  refer  to  "Front  passenger  air 
bag"  in  this  section. 

■  Occupied  front  passenger  seat  and  the 
passenger  meets  the  conditions  as 
outlined  in  this  section:  The  ^  light  is 
OFF  to  indicate  that  the  front  passen¬ 
ger  air  bag  is  operational. 

In  addition  to  the  above,  certain  objects 
placed  on  the  front  passenger  seat  may 
also  cause  the  light  to  operate  as  de¬ 
scribed  above  depending  on  their  weight. 

For  additional  information,  refer  to  "Normal 
operation"  and  "Troubleshooting"  in  this 
section. 
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Front  passenger  air  bag 

The  front  passenger  air  bag  is  designed  to 
automatically  turn  OFF  when  the  vehicle  is 
operated  under  some  conditions  as  de¬ 
scribed  below  in  accordance  with  U.S.  regu¬ 
lations.  If  the  front  passenger  air  bag  is  OFF, 
it  will  not  inflate  in  a  crash.  The  driver  air  bag 
and  other  air  bags  in  your  vehicle  are  not 
part  of  this  system. 

The  purpose  of  the  regulation  is  to  help 
reduce  the  risk  of  injury  or  death  from  an 
inflating  air  bag  to  certain  front  passenger 
seat  occupants,  such  as  children,  by  requir¬ 
ing  the  air  bag  to  be  automatically  turned 
OFF  under  some  conditions.  Certain  sen¬ 
sors  are  used  to  meet  the  requirements. 

The  occupant  classification  sensor  in  this 
vehicle  is  a  weight  sensor.  It  is  designed  to 
detect  an  occupant  and  objects  on  the 
seat  by  weight.  For  example,  if  a  child  up  to 
the  approximate  size  and  weight  of  a  one 
year  old  is  properly  restrained  in  the  front 
passenger  seat,  the  NISSAN  Advanced  Air 
Bag  System  is  designed  to  turn  the  front 
passenger  air  bag  OFF.  For  a  properly  re¬ 
strained  child  who  is  larger  than  the  ap¬ 
proximate  size  and  weight  of  a  one  year 
old,  the  front  passenger  air  bag  may  or 
may  not  be  automatically  turned  OFF,  de¬ 


pending  on  the  size  of  the  child  and  the 
type  of  child  restraint  being  used.  After  in¬ 
stalling  the  child  restraint  and  positioning 
the  child,  place  the  ignition  switch  in  the  ON 
position:  if  the  front  passenger  air  bag  sta¬ 
tus  light  is  illuminated,  the  air  bag  is  OFF.  If 
the  front  passenger  air  bag  status  light  is 
not  illuminated,  the  air  bag  will  inflate  in  a 
crash. 

Front  passenger  seat  adult  occupants  who 
are  properly  seated  and  using  the  seat  belt 
as  outlined  in  this  manual  should  not 
cause  the  front  passenger  air  bag  to  be 
automatically  turned  OFF.  For  small  adults 
it  may  be  turned  OFF,  however  if  the  occu¬ 
pant  takes  his/her  weight  off  the  seat 
cushion  (for  example,  by  not  sitting  upright, 
by  sitting  on  an  edge  of  the  seat,  or  by 
otherwise  being  out  of  position),  this  could 
cause  the  sensor  to  turn  the  air  bag  OFF. 
Always  be  sure  to  be  seated  and  wearing 
the  seat  belt  properly  for  the  most  effective 
protection  by  the  seat  belt  and  supple¬ 
mental  air  bag. 

NISSAN  recommends  that  pre-teens  and 
children  be  properly  restrained  in  a  rear  seat 
(if  so  equipped).  NISSAN  also  recommends 
that  appropriate  child  restraints  and  booster 
seats  be  properly  installed  in  a  rear  seat  (if  so 
equipped).  If  this  is  not  possible,  the  occu- 
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pant  classification  sensor  is  designed  to  op¬ 
erate  as  described  above  to  turn  the  front 
passenger  air  bag  OFF  for  specified  child  re¬ 
straints  as  required  by  the  regulations.  Fail¬ 
ing  to  properly  secure  child  restraints  and  to 
usetheALR  mode  may  allow  the  restraint  to 
tip  or  move  in  a  collision  or  sudden  stop.  This 
can  also  result  in  the  passenger  air  bag  in¬ 
flating  in  a  crash  instead  of  being  OFF.  For 
additional  information,  refer  to  "Child  re¬ 
straints"  in  this  section. 

If  the  front  passenger  seat  is  not  occupied, 
the  front  passenger  air  bag  is  designed  not 
to  inflate  in  a  crash.  However,  heavy  objects 
placed  on  the  seat  could  result  in  air  bag 
inflation,  because  of  the  object's  weight  de¬ 
tected  by  the  occupant  classification  sen¬ 
sor.  Other  conditions  could  also  result  in  air 
bag  inflation,  such  as  if  a  child  is  standing 
on  the  seat,  or  if  two  children  are  on  the 
seat,  contrary  to  the  instructions  in  this 
manual.  Always  be  sure  that  you  and  all 
vehicle  occupants  are  seated  and  re¬ 
strained  properly. 

Using  the  front  passenger  air  bag  status 
light,  you  can  monitor  when  the  front  pas¬ 
senger  air  bag  is  automatically  turned  OFF 
with  the  seat  occupied.  The  light  will  not 
illuminate  when  the  front  passenger  seat  is 
unoccupied. 
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If  an  adult  occupant  is  in  the  seat  but  the 
front  passenger  air  bag  status  light  is  illu¬ 
minated  (indicating  that  the  air  bag  is  OFF), 
it  could  be  that  the  person  is  a  small  adult, 
or  is  not  sitting  on  the  seat  properly  or  not 
using  the  seat  belt  properly. 

If  a  child  restraint  must  be  used  in  the  front 
seat,  the  front  passenger  air  bag  status 
light  may  or  may  not  be  illuminated,  de¬ 
pending  on  the  size  of  the  child  and  the 
type  of  child  restraint  being  used.  Always 
make  sure  that  the  child  restraint  is  in¬ 
stalled  properly,  the  seat  belt  is  used  prop¬ 
erly  and  the  occupant  is  positioned  prop¬ 
erly. 

If  necessary,  a  NISSAN  dealer  can  check 
system  operation  by  using  a  special  tool. 
Until  you  have  confirmed  with  a  dealerthat 
your  air  bag  is  working  properly,  reposition 
the  occupant  or  child  restraint  in  a  rear 
seat  (if  so  equipped).  Do  not  use  the  front 
seat  or  transport  a  child  in  the  vehicle 
(Single  Cab  and  King  Cab®  Rear  Seat  Delete 
models  only). 

The  NISSAN  Advanced  Air  Bag  System  and 
front  passenger  air  bag  status  light  will 
take  a  few  seconds  to  register  a  change  in 
the  front  passenger  seat  status.  For  ex¬ 
ample,  if  a  large  adult  who  is  sitting  in  the 


front  passenger  seat  exits  the  vehicle,  the 
front  passenger  air  bag  status  light  will  go 
from  OFF  to  ON  for  a  few  seconds  and  then 
to  OFF.  This  is  normal  system  operation 
and  does  not  indicate  a  malfunction. 

If  a  malfunction  occurs  in  the  front  passen¬ 
ger  air  bag  system,  the  supplemental  air 
bag  warning  light  */'  ,  located  in  the  me¬ 
ter  and  gauges  area  of  the  instrument 
panel,  will  blink.  Have  the  system  checked.  It 
is  recommended  that  you  visit  a  NISSAN 
dealer  for  this  service. 

Normal  operation 

In  order  for  the  occupant  classification 
sensor  system  to  classify  the  front  passen¬ 
ger  based  on  weight,  please  follow  the  pre¬ 
cautions  and  steps  outlined  below: 

Precautions 

■  Make  sure  that  there  are  no  objects 
weighing  over  2.2  lbs.  (1  kg)  hanging  on 
the  seat  or  placed  in  the  seatback 
pocket. 

■  Make  sure  that  a  child  restraint  or  other 
object  is  not  pressing  against  the  rear 
of  the  seatback. 

■  Make  sure  that  a  rear  passenger  is  not 
pushing  or  pulling  on  the  back  of  the 
front  passenger  seat. 


■  Make  sure  that  the  front  passenger 
seat  or  seatback  is  not  forced  back 
against  an  object  on  the  seat  or  floor 
behind  it. 

■  Make  sure  that  there  is  no  object  placed 
under  the  front  passenger  seat. 

Steps 

1.  Adjust  the  seat  as  outlined  in  the  "Seats" 
section  of  this  manual.  Sit  upright,  lean¬ 
ing  against  the  seatback,  and  centered 
on  the  seat  cushion  with  your  feet  com¬ 
fortably  extended  to  the  floor. 

2.  Make  sure  there  are  no  objects  on  your 
lap. 

3.  Fasten  the  seat  belt  as  outlined  in  the 
"Seat  belts"  section  of  this  manual. 

4.  Remain  in  this  position  for  30  seconds 
allowing  the  system  to  classify  the 
front  passenger  before  the  vehicle  is 
put  into  motion. 

5.  Ensure  proper  classification  by  check¬ 
ing  the  front  passenger  air  bag  status 
light. 
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NOTE: 

This  vehicle's  occupant  classification 
sensor  system  locks  the  classification 
during  driving  so  it  is  important  that  you 
confirm  that  the  front  passenger  is  prop¬ 
erly  classified  prior  to  driving.  Also,  the 
occupant  classification  sensor  system 
may  recalculate  the  weight  of  the  occu¬ 
pant  when  the  vehicle  comes  to  a  stop 
(i.e.  stop  light,  stop  sign,  etc.),  so  front 
passenger  seat  occupants  should  con¬ 
tinue  to  remain  seated  as  outlined 
above. 

Troubleshooting 

If  you  think  the  front  passenger  air  bag 
status  light  is  incorrect: 

1.  Ifthe  light  is  ON  with  no  front  passenger 
and  no  objects  on  the  front  passenger 
seat: 

This  may  be  due  to  the  following  condi¬ 
tions  that  may  be  interfering  with  the 
weight  sensors: 

•  An  object  weighing  over  1  kg  (2.2  lbs.) 
hanging  on  the  seat  or  placed  in  the 
seatback  pocket. 


■  A  rear  passenger  pushing  or  pulling  on 
the  back  of  the  front  passenger  seat. 

■  Forcing  the  front  seat  or  seatback 
against  an  object  on  the  seat  or  floor 
behind  it. 

■  An  object  placed  under  the  front  pas¬ 
senger  seat. 

■  An  object  placed  between  the  seat 
cushion  and  center  console  or  between 
the  seat  cushion  and  the  door. 

Ifthe  vehicle  is  moving,  please  come  to  a 
stop  when  it  is  safe  to  do  so.  Check  and 
correct  any  of  the  above  conditions.  Re¬ 
start  the  vehicle  and  wait  1  minute. 

NOTE: 

A  system  check  will  be  performed  during 
which  the  front  passenger  air  bag  status 
light  will  remain  lit  for  about  7  seconds 
initially. 

If  the  light  is  still  ON  after  this,  the  vehicle 
should  be  checked  as  soon  as  possible.  It  Is 
recommended  that  you  visit  a  NISSAN 
dealer  for  this  service. 

2.  Ifthe  light  is  ON  with  an  adult  occupy¬ 
ing  the  front  passenger  seat: 
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■  Achlld  restraint  or  other  object  pressing 
against  the  rear  of  the  seatback. 
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■  Occupant  is  a  small  adult  —  the  air  bag 
light  is  functioning  as  intended.  The 
front  passenger  air  bag  is  suppressed. 

However,  if  the  occupant  is  not  a  small 
adult,  then  this  may  be  due  to  the  following 
conditions  that  may  be  interfering  with  the 
weight  sensors: 

■  Occupant  is  not  sitting  upright,  leaning 
against  the  seatback,  and  centered  on 
the  seat  cushion  with  his/herfeet  com¬ 
fortably  extended  to  the  floor. 

■  Achild  restraint  or  other  object  pressing 
against  the  rear  of  the  seatback. 

•  A  rear  passenger  pushing  or  pulling  on 
the  back  of  the  front  passenger  seat. 

■  Forcing  the  front  seat  or  seatback 
against  an  object  on  the  seat  or  floor 
behind  it. 

■  An  object  placed  under  the  front  pas¬ 
senger  seat. 

■  An  object  placed  between  the  seat 
cushion  and  center  console  or  between 
the  seat  cushion  and  the  door. 

If  the  vehicle  Is  moving,  please  come  to  a 
stop  when  it  is  safe  to  do  so.  Check  and 
correct  any  of  the  above  conditions.  Re¬ 
start  the  vehicle  and  wait  1  minute. 
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NOTE: 

A  system  check  will  be  performed  during 
which  the  front  passenger  air  bag  status 
light  will  remain  lit  for  about  7  seconds 
initially. 

If  the  light  is  still  ON  after  this,  the  person 
should  be  advised  not  to  ride  in  the  front 
passenger  seat  and  the  vehicle  should  be 
checked  as  soon  as  possible.  It  is  recom¬ 
mended  that  you  visit  a  NISSAN  dealer  for 
this  service. 

Other  supplemental  front-impact  air 
bag  precautions 

^WARNING 

■  Do  not  place  any  objects  on  the  steer¬ 
ing  wheel  pad  or  on  the  instrument 
panel.  Also,  do  not  place  any  objects 
between  any  occupant  and  the  steer¬ 
ing  wheel  or  instrument  panel.  Such 
objects  may  become  dangerous  pro¬ 
jectiles  and  cause  injury  if  the  front  air 
bags  inflate. 

■  Immediately  after  inflation,  several 
front  air  bag  system  components  will 
be  hot.  Do  not  touch  them;  you  may 
severely  burn  yourself. 


■  No  unauthorized  changes  should  be 
made  to  any  components  or  wiring  of 
the  supplemental  air  bag  system.  This 
is  to  prevent  accidental  inflation  of 
the  supplemental  air  bag  or  damage 
to  the  supplemental  air  bag  system. 

■  Do  not  make  unauthorized  changes 
to  your  vehicle's  electrical  system, 
suspension  system  or  front  end  struc¬ 
ture.  This  could  affect  proper  opera¬ 
tion  of  the  front  air  bag  system. 

■  Tampering  with  the  front  air  bag  sys¬ 
tem  may  result  in  serious  personal  in¬ 
jury.  Tampering  includes  changes  to 
the  steering  wheel  and  the  instru¬ 
ment  panel  assembly  by  placing  ma¬ 
terial  over  the  steering  wheel  pad  and 
above  the  instrument  panel  or  by  in¬ 
stalling  additional  trim  material 
around  the  air  bag  system. 

■  Removing  or  modifying  the  front  pas¬ 
senger  seat  may  affect  the  function  of 
the  air  bag  system  and  result  in  seri¬ 
ous  personal  injury. 


Modifying  or  tampering  with  the  front 
passenger  seat  may  result  in  serious 
personal  injury.  For  example,  do  not 
change  the  front  seats  by  placing  ma¬ 
terial  on  the  seat  cushion  or  by  install¬ 
ing  additional  trim  material,  such  as 
seat  covers,  on  the  seat  that  are  not 
specifically  designed  to  assure  proper 
air  bag  operation.  Additionally,  do  not 
stow  any  objects  under  the  front  pas¬ 
senger  seat  or  the  seat  cushion  and 
seatback.  Such  objects  may  interfere 
with  the  proper  operation  of  the  occu¬ 
pant  classification  sensor  (weight 
sensor). 

No  unauthorized  changes  should  be 
made  to  any  components  or  wiring  of 
the  seat  belt  system.  This  may  affect 
the  front  air  bag  system.  Tampering 
with  the  seat  belt  system  may  result 
in  serious  personal  injury. 
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■  It  is  recommended  that  you  visit  a 
NISSAN  dealer  for  work  on  and  around 
the  front  air  bag.  It  is  also  recom¬ 
mended  that  you  visit  a  NISSAN  dealer 
for  installation  of  electrical  equip¬ 
ment.  The  Supplemental  Restraint 
System  (SRS)  wiring  harnesses* 
should  not  be  modified  or  discon¬ 
nected.  Unauthorized  electrical  test 
equipment  and  probing  devices 
should  not  be  used  on  the  air  bag 
system. 

■  A  cracked  windshield  should  be  re¬ 
placed  immediately  by  a  qualified  re¬ 
pair  facility.  A  cracked  windshield 
could  affect  the  function  of  the 
supplemental  air  bag  system. 


PRECAUTIONS  ON  SRS  (without 
NISSAN  Advanced  Air  Bag  System) 
(if  so  equipped) 

This  SRS  section  contains  important  infor¬ 
mation  concerning  the  following  systems: 

■  Driver  and  front  passenger  supplemen¬ 
tal  front-impact  air  bag 

■  Front  seat-mounted  side-impact 
supplemental  air  bag 

■  Roof-mounted  curtain  side-impact  and 
rollover  supplemental  air  bag 

■  Seat  belt  with  pretensioner(s)  (front 
seats) 

Supplemental  front-impact  air  bag  system 


Roof-mounted  curtain  side-impact  and 
rollover  supplemental  air  bag  system 

This  system  can  help  cushion  the  impact 
force  to  the  head  of  occupants  in  front  and 
rear  outboard  seating  positions  in  certain 
side  impact  or  rollover  collisions.  In  a  side 
impact,  the  curtain  air  bags  are  designed 
to  inflate  on  the  side  where  the  vehicle  is 
impacted.  In  a  rollover,  curtain  air  bags  are 
designed  to  inflate  and  remain  inflated  for 
a  short  time. 

The  SRS  is  designed  to  supplement  the 
crash  protection  provided  by  the  seat  belts 
and  is  not  a  substitute  for  them.  Seat  belts 
should  always  be  correctly  worn  and  the 
occupant  seated  a  suitable  distance  away 
from  the  steering  wheel,  instrument  panel 
and  door  finishers.  For  additional  informa¬ 
tion,  refer  to  "Seat  belts"  in  this  section. 

The  supplemental  air  bags  operate  only 
when  the  ignition  switch  is  in  the  ON  or 
START  position. 

After  turning  the  ignition  key  to  the  ON 
position,  the  supplemental  air  bag  warn¬ 
ing  light  illuminates.  The  supplemental 
air  bag  warning  light  will  turn  off  after 
about  7  seconds  if  the  system  is  opera¬ 
tional. 


*The  SRS  wiring  harness  connectors  are 
yellow  and  orange  for  easy  identifica¬ 
tion. 

When  selling  your  vehicle,  we  request  that 
you  inform  the  buyer  about  the  front  air 
bag  system  and  guide  the  buyer  to  the 
appropriate  sections  in  this  Owner's 
Manual. 


This  system  can  help  cushion  the  impact 
force  to  the  head  and  chest  of  the  driver 
and  right  front  passenger  in  certain  frontal 
collisions. 

Front  seat-mounted  side-impact 
supplemental  air  bag  system 

This  system  can  help  cushion  the  impact 
force  to  the  chest  area  of  the  driver  and 
right  front  passenger  in  certain  side  impact 
collisions.  The  side  air  bag  is  designed  to 
inflate  on  the  side  where  th^^iicle  is  im¬ 


pacted. 


Mir 
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^WARNING 

The  front  air  bags  ordinarily  will  not 
inflate  in  the  event  of  a  side  impact, 
rear  impact,  rollover,  or  lower  severity 
frontal  collision.  Always  wear  your 
seat  belts  to  help  reduce  the  risk  or 
severity  of  injury  in  various  kinds  of 
accidents. 


■  The  seat  belts  and  the  front  air  bags 
are  most  effective  when  you  are  sit¬ 
ting  well  back  and  upright  in  the  seat. 
The  front  air  bags  inflate  with  great 
force.  If  you  are  unrestrained,  leaning 
forward,  sitting  sideways  or  out  of  po¬ 
sition  in  any  way,  you  are  at  greater 
risk  of  injury  or  death  in  a  crash.  You 
may  also  receive  serious  or  fatal  inju¬ 
ries  from  the  front  air  bag  if  you  are  up 
against  it  when  it  inflates.  Always  sit 
back  against  the  seatback  and  as  far 
away  as  practical  from  the  steering 
wheel  or  instrument  panel.  Always 
properly  use 'Qiie^ seat  belts. 


The  driver  and  front  passenger  seat 
belt  buckles  are  equipped  with  sen¬ 
sors  that  detect  if  the  seat  belts  are 
fastened.  The  air  bag  system  moni¬ 
tors  the  severity  of  a  collision  and  in¬ 
flates  the  air  bags  as  needed.  Failure 
to  properly  wear  seat  belts  can  in¬ 
crease  the  risk  or  severity  of  injury  in 
an  accident. 

Keep  hands  on  the  outside  of  the 
steering  wheel.  Placing  them  inside 
the  steering  wheel  rim  could  increase 
the  risk  that  they  are  injured  when  the 
front  air  bag  inflates. 

The  air  bag  system  monitors  the  se¬ 
verity  of  a  collision  and  then  inflates 
the  air  bags  as  needed.  Failure  to 
properly  wear  seat  belts  can  increase 
the  risk  or  severity  of  injury  in  an 
accident. 
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Never  let  children  ride  unrestrained  or 
extend  their  hands  or  face  out  of  the 
window.  Do  not  attempt  to  hold  them 
in  your  lap  or  arms.  Some  examples  of 
dangerous  riding  positions  are  shown 
in  the  illustrations. 
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Children  may  be  severely  injured  or 
killed  when  the  front  air  bags,  side  air 
bags  or  curtain  air  bags  inflate  if  they 
are  not  properly  restrained.  Pre-teens 
and  children  should  be  properly  re¬ 
strained  in  the  rear  seat,  if  possible. 
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Even  with  the  air  bag  system,  never 
install  a  rear-facing  child  restraint  in 
the  front  seat.  An  inflating  air  bag 
could  seriously  injure  or  kill  a  child.  A 
rear-facing  child  restraint  must  only 
be  used  in  the  rear  seat. 
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_ WR50431 

Do  not  lean  against  doors  or  windows. 

^WARNING 

Front  seat-mounted  side-impact 
supplemental  air  bags  and  roof- 
mounted  curtain  side-impact  and  roll¬ 
over  supplemental  air  bags; 

■  The  side  air  bags  and  curtain  air  bags 
ordinarily  will  not  inflate  in  the  event 
of  a  frontal  impact,  rear  impact,  or 
lower  severity  side  collision.  Always 
wear  your  seat  belts  to  help  reduce 
the  risk  or  severity  of  injury  in  various 
kinds  of  accidents. 


_ LR50596 

Do  not  lean  against  doors  or  windows. 


^WARNING 

The  seat  belts,  the  side  air  bags  and 
curtain  air  bags  are  most  effective 
when  you  are  sitting  well  back  and 
upright  in  the  seat.  The  side  air  bag 
and  curtain  air  bag  inflate  with  great 
force.  Do  not  allow  anyone  to  place 
their  hand,  leg  or  face  near  the  side  air 
bag  on  the  side  of  the  seatback  of  the 
front  seat  or  near  the  side  roof  rails. 
Do  not  allow  anyone  sitting  in  the 
front  seats  or  rear  outboard  seats  to 
extend  their  hand  out  of  the  window 
or  lean  against  the  door.  Some  ex¬ 
amples  of  dangerous  riding  positions 
are  shown  in  the  previous 
illustrations. 
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■  When  sitting  in  the  rear  seat,  do  not 
hold  onto  the  seatback  of  the  front 
seat.  If  the  side  air  bag  inflates,  you 
may  be  seriously  injured.  Be  espe¬ 
cially  careful  with  children,  who 
should  always  be  properly  restrained. 
Some  examples  of  dangerous  riding 
positions  are  shown  in  the 
illustrations. 

■  Do  not  use  seat  covers  on  the  front 
seatbacks.  They  may  interfere  with 
side  air  bag  inflation. 
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Supplemental  air  bag  system 

1.  Roof-mounted  curtain  side-impact 
and  rollover  supplemental  air  bags  in- 
flators 

2.  Roof-mounted  curtain  side-impact 
and  rollover  supplemental  air  bags 

3.  Air  bag  Control  Unit  (ACU) 

4.  Supplemental  front-impact  air  bag 
modules 

5.  Crash  zone  sensor 

6.  Seat  belt  buckle  switches 

7  Seat  belt  with  pretensioner(s)  (front 
seats) 

8.  Front  seat-mounted  side-impact 
supplemental  air  bag  modules 

9.  Satellite  sensor 

This  vehicle  is  equipped  with  supplemental 
front  air  bag  system  for  the  driver  and  right 
front  passenger  seats.  This  system  is  de¬ 
signed  to  meet  certification  requirements 
under  U.S.  regulations.  It  is  also  permitted  in 
Canada.  However,  all  of  the  information, 
cautions  and  warnings  in  this  manual 
still  apply  and  must  be  followed. 
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The  driver  supplemental  front-impact  air 
bag  is  located  in  the  center  of  the  steering 
wheel.  The  front  passenger  supplemental 
front-impact  air  bag  is  mounted  in  the 
dashboard  above  the  glove  box.  The 
supplemental  front  air  bags  are  designed 
to  inflate  in  higher  severity  frontal  collisions, 
although  they  may  inflate  if  the  forces  in 
another  type  of  collision  are  similar  to 
those  of  a  higher  severity  frontal  impact. 
They  may  not  inflate  in  certain  frontal  colli¬ 
sions.  Vehicle  damage  (or  lack  of  it)  is  not 
always  an  indication  of  proper  front  air  bag 
system  operation. 

The  supplemental  air  bag  system  moni¬ 
tors  information  from  the  crash  zone  sen¬ 
sor,  the  Air  bag  Control  Unit  (ACU)  and  seat 
belt  buckle  sensors  that  detect  if  the  seat 
belts  are  fastened.  Inflator  operation  is 
based  on  the  severity  of  a  collision  and 
whetherthe  seat  belts  are  being  used.  Only 
one  front  air  bag  may  inflate  in  a  crash, 
depending  on  the  crash  severity  and 
whether  the  front  occupants  are  belted  or 
unbelted.  This  does  not  indicate  improper 
performance  of  the  system.  If  you  have  any 
questions  about  the  performance  of  your 
air  bag  system,  it  is  recommended  that  you 
visit  a  NISSAN  dealer  to  obtain  information 
about  the  system. 


If  you  have  any  questions  about  your  air 
bag  system,  it  is  recommended  that  you 
visit  a  NISSAN  dealer  to  obtain  information 
about  the  system.  If  you  are  considering 
modification  of  your  vehicle  due  to  a  dis¬ 
ability,  you  may  also  contact  NISSAN.  Con¬ 
tact  information  is  contained  in  the  begin¬ 
ning  of  this  Owner's  Manual. 

When  a  front  air  bag  inflates,  a  fairly  loud 
noise  may  be  heard,  followed  by  the  re¬ 
lease  of  smoke.  This  smoke  is  not  harmful 
and  does  not  indicate  a  fire.  Care  should  be 
taken  to  not  inhale  it,  as  it  may  cause  irrita¬ 
tion  and  choking.  Those  with  a  history  of  a 
breathing  condition  should  get  fresh  air 
promptly. 

Front  air  bags,  along  with  the  use  of  seat 
belts,  help  to  cushion  the  impact  force  on 
the  face  and  chest  of  the  driver  and  right 
front  passenger.  They  can  help  save  lives 
and  reduce  serious  injuries.  However,  an 
inflating  front  air  bag  may  cause  facial 
abrasions  or  other  injuries.  Front  air  bags 
do  not  provide  restraint  to  the  lower  body. 

Seat  belts  should  be  correctly  worn  and  the 
driver  and  passenger  seated  upright  as  far 
as  practical  away  from  the  steering  wheel 
or  instrument  panel.  The  front  air  bags  in¬ 
flate  quickly  in  order  to  help  protect  the 
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front  occupants.  Because  of  this,  the  force 
of  the  front  air  bag  inflating  can  increase 
the  riskof  injury  if  the  occupant  is  too  close 
to,  or  is  against,  the  front  air  bag  module 
during  inflation. 

The  front  air  bags  deflate  quickly  after  a 
collision. 

The  front  air  bags  operate  only  when  the 
ignition  switch  is  in  the  ON  or  START  po¬ 
sition. 

After  turning  the  ignition  key  to  the  ON 
position,  the  supplemental  air  bag  warn¬ 
ing  light  illuminates.  The  supplemental 
air  bag  warning  light  will  turn  off  after 
about  7  seconds  if  the  system  is  opera¬ 
tional. 


A  WARNING 

Do  not  place  any  objects  on  the  steer¬ 
ing  wheel  pad  or  on  the  instrument 
panel.  Also,  do  not  place  any  objects 
between  any  occupant  and  the  steer¬ 
ing  wheel  or  instrument  panel.  Such 
objects  may  become  dangerous  pro¬ 
jectiles  and  cause  injury  if  the  front  air 
bag  inflates. 
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Immediately  after  inflation,  several 
front  air  bag  system  components  will 
be  hot.  Do  not  touch  them;  you  may 
severely  burn  yourself. 

No  unauthorized  changes  should  be 
made  to  any  components  or  wiring  of 
the  supplemental  air  bag  system.  This 
is  to  prevent  accidental  inflation  of 
the  supplemental  air  bag  or  damage 
to  the  supplemental  air  bag  system. 

Do  not  make  unauthorized  changes 
to  your  vehicle's  electrical  system, 
suspension  system  or  front  end  struc¬ 
ture.  This  could  affect  proper  opera¬ 
tion  of  the  front  air  bag  system. 

If  your  vehicle  has  front  recovery 
hooks  as  original  factory  equipment 
do  not  remove  or  modify  them.  If  it 
was  not  equipped  with  front  recovery 
hooks  do  not  install  them.  Either  ac¬ 
tion  could  affect  proper  operation  of 
the  front  air  bag  system  resulting  in 
injury  or  death. 


■  Tampering  with  the  front  air  bag  sys¬ 
tem  may  result  in  serious  personal  in¬ 
jury.  Tampering  includes  changes  to 
the  steering  wheel  and  the  instru¬ 
ment  panel  assembly  by  placing  ma¬ 
terial  over  the  steering  wheel  pad  and 
above  the  instrument  panel  or  by  in¬ 
stalling  additional  trim  material 
around  the  air  bag  system. 

■  No  unauthorized  changes  should  be 
made  to  any  components  or  wiring  of 
the  seat  belt  system.  This  may  affect 
the  front  air  bag  system.  Tampering 
with  the  seat  belt  system  may  result 
in  serious  personal  injury. 

■  It  is  recommended  that  you  visit  a 
NISSAN  dealer  for  work  on  and  around 
the  front  air  bag.  It  is  also  recom¬ 
mended  that  you  visit  a  NISSAN  dealer 
for  installation  of  electrical  equip¬ 
ment.  The  Supplemental  Restraint 
System  (SRS)  wiring  harness*  should 
not  be  modified  or  disconnected.  Un¬ 
authorized  electrical  test  equipment 
and  probing  devices  should  not  be 
used  on  the  air  bag  system. 


■  A  cracked  windshield  should  be  re¬ 
placed  immediately  by  a  qualified  re¬ 
pair  facility.  A  cracked  windshield 
could  affect  the  function  of  the 
supplemental  air  bag  system. 

*The  SRS  wiring  harness  connectors  are 
yellow  and  orange  for  easy  identifica¬ 
tion. 

When  selling  your  vehicle,  we  request  that 
you  Inform  the  buyer  about  the  front  air 
bag  system  and  guide  the  buyer  to  the 
appropriate  sections  In  this  Owner's 
Manual. 
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FRONT  SEAT-MOUNTED  SIDE- 
IMPACT  SUPPLEMENTAL  AIR  BAG 
AND  ROOF-MOUNTED  CURTAIN 
SIDE-IMPACT  AND  ROLLOVER 
SUPPLEMENTAL  AIR  BAG  SYSTEMS 

The  side  air  bags  are  located  in  the  outside 
of  the  seatback  of  the  front  seats.  The  cur¬ 
tain  air  bags  are  located  in  the  side  roof 
rails.  All  of  the  information,  cautions  and 
warnings  in  this  manual  must  be  fol¬ 
lowed.  The  side  air  bags  and  curtain  air 
bags  are  designed  to  inflate  in  higher  se¬ 
verity  side  collisions,  although  they  may  in¬ 
flate  if  the  forces  in  another  type  of  collision 


are  similar  to  those  of  a  higher  severity 
impact.  They  are  designed  to  inflate  on  the 
side  where  the  vehicle  is  impacted.  They 
may  not  infiate  in  certain  side  collisions. 

Curtain  air  bags  are  also  designed  to  inflate 
in  certain  types  of  rollover  collisions  or  near 
rollovers.  As  a  result,  certain  vehicle  move¬ 
ments  (for  example,  during  severe  off- 
roading)  may  cause  the  curtain  air  bags  to 
inflate. 

Vehicle  damage  (or  lack  of  it)  is  not  always 
an  indication  of  proper  side  air  bag  and 
curtain  air  bag  operation. 

When  the  side  air  bags  and  curtain  air  bags 
inflate,  a  fairiy  loud  noise  may  be  heard, 
followed  by  release  of  smoke.  This  smoke  is 
not  harmful  and  does  not  indicate  a  fire. 
Care  should  be  taken  not  to  inhale  it,  as  it 
may  cause  irritation  and  choking.  Those 
with  a  history  of  a  breathing  condition 
shouid  get  fresh  air  promptly. 

Side  air  bags,  along  with  the  use  of  seat 
belts,  help  to  cushion  the  impact  force  on 
the  chest  of  the  front  occupants.  Curtain 
airbags  help  to  cushion  the  impact  force  to 
the  head  of  occupants  in  the  front  and  rear 
outboard  seating  positions.  They  can  help 
save  lives  and  reduce  serious  injuries.  How¬ 
ever,  an  inflating  side  air  bag  or  curtain  air 
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bag  may  cause  abrasions  or  other  injuries. 
Side  air  bags  and  curtain  air  bags  do  not 
provide  restraint  to  the  lower  body. 

The  seat  belts  should  be  correctly  worn 
and  the  driver  and  front  passenger  seated 
upright  as  far  as  practical  away  from  the 
side  air  bag.  Rear  seat  passengers  should 
be  seated  as  far  away  as  practical  from  the 
door  finishers  and  side  roof  rails.  The  side 
air  bags  and  curtain  air  bags  inflate  quickly 
in  order  to  help  protect  the  occupants.  Be¬ 
cause  of  this,  the  force  of  the  side  air  bag 
and  curtain  air  bag  inflating  can  increase 
the  riskof  injury  if  the  occupant  is  too  close 
to,  or  is  against,  these  air  bag  modules  dur¬ 
ing  inflation.  The  side  air  bag  will  deflate 
quickly  after  the  collision  is  over. 

The  curtain  air  bags  will  remain  inflated  for 
a  short  time. 

The  side  air  bags  and  curtain  air  bags 
operate  only  when  the  ignition  switch  is 
in  the  ON  or  START  position. 

After  placing  the  ignition  switch  in  the 
ON  position,  the  supplemental  air  bag 
warning  light  illuminates.  The  supple¬ 
mental  air  bag  warning  light  will  turn  off 
after  about  7  seconds  if  the  system  is 
operational. 
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_ ^WARNING  I 

Do  not  place  any  objects  near  the 
seatback  of  the  front  seats.  Also,  do 
not  place  any  objects  (an  umbrella, 
bag,  etc.)  between  the  front  door  fin¬ 
isher  and  the  front  seat.  Such  objects 
may  become  dangerous  projectiles 
and  cause  injury  if  a  side  air  bag 
inflates. 

Right  after  inflation,  several  side  air 
bag  and  curtain  air  bag  system  com¬ 
ponents  will  be  hot.  Do  not  touch 
them;  you  may  severely  burn  yourself. 

No  unauthorized  changes  should  be 
made  to  any  components  or  wiring  of 
the  side  air  bag  and  curtain  air  bag 
systems.  This  is  to  prevent  damage  to 
or  accidental  inflation  of  the  side  air 
bag  and  curtain  air  bag  systems. 

Do  not  make  unauthorized  changes 
to  your  vehicle's  electrical  system, 
suspension  system  or  side  panel.  This 
could  affect  proper  operation  of  the 
curtain  air  bag  systems. 


■  Tampering  with  the  side  air  bag  sys¬ 
tem  may  result  in  serious  personal  in¬ 
jury.  For  example,  do  not  change  the 
front  seats  by  placing  material  near 
the  seatbacks  or  by  installing  addi¬ 
tional  trim  material,  such  as  seat  cov¬ 
ers,  around  the  side  air  bag. 

■  It  is  recommended  that  you  visit  a 
NISSAN  dealer  for  work  on  and  around 
the  side  air  bag  and  curtain  air  bag.  It 
is  also  recommended  that  you  visit  a 
NISSAN  dealer  for  installation  of  elec¬ 
trical  equipment.  The  SRS  wiring  har¬ 
nesses*  should  not  be  modified  or  dis¬ 
connected.  Unauthorized  electrical 
test  equipment  and  probing  devices 
should  not  be  used  on  the  side  air  bag 
or  curtain  air  bag  systems. 

*The  SRS  wiring  harness  or  connectors 
are  yellow  or  orange  for  easy  identifica¬ 
tion. 

When  selling  your  vehicle,  we  request  that 
you  inform  the  buyer  about  the  side  air  bag 
and  curtain  air  bag  systems  and  guide  the 
buyer  to  the  appropriate  sections  in  this 
Owner's  Manual. 


SEAT  BELT  WITH  PRETENSIONER(s) 
(front  seats) 


A  WARNING 

The  pretensioner(s)  cannot  be  reused 
after  activation.  They  must  be  re¬ 
placed  together  with  the  retractor 
and  buckle  as  a  unit. 

If  the  vehicle  becomes  involved  in  a 
collision  but  pretensioner(s)  are  not 
activated,  be  sure  to  have  the  preten¬ 
sioner  system  checked  and,  if  neces¬ 
sary,  replaced.  It  is  recommended  that 
you  visit  a  NISSAN  dealer  for  this 
service. 

No  unauthorized  changes  should  be 
made  to  any  components  or  wiring  of 
the  pretensioner  system.  This  is  to 
prevent  damage  to  or  accidental  acti¬ 
vation  of  the  pretensioner(s).  Tamper¬ 
ing  with  the  pretensioner  system  may 
result  in  serious  personal  injury. 
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■  It  is  recommended  that  you  visit  a 
NISSAN  dealer  for  work  on  and  around 
the  pretensioner  system.  It  is  also  rec¬ 
ommended  that  you  visit  a  NISSAN 
dealer  for  installation  of  electrical 
equipment.  Unauthorized  electrical 
test  equipment  and  probing  devices 
should  not  be  used  on  the  preten¬ 
sioner  system. 

■  If  you  need  to  dispose  of  the  preten- 
sioner(s)  or  scrap  the  vehicle,  it  is  rec¬ 
ommended  that  you  visit  a  NISSAN 
dealer  for  this  service.  Incorrect  dis¬ 
posal  procedures  could  cause  per¬ 
sonal  injury. 

The  pretensioner  system  may  activate 
with  the  supplemental  air  bag  system  in 
certain  types  of  coilisions.  Working  with  the 
seat  belt  retractor,  the  pretensioner(s)  help 
tighten  the  seat  belt  when  the  vehicle  be¬ 
comes  involved  In  certain  types  of  colli¬ 
sions,  helping  to  restrain  front  seat  occu¬ 
pants. 

The  pretensioner(s)  are  encased  within  the 
seat  belt  retractor  and  to  the  seat  belt  an¬ 
chor  affixed  to  the  floor  of  the  vehicle. 
These  seat  belts  are  used  the  same  way  as 
conventional  seat  belts. 


When  pretensioner(s)  activate,  smoke  is  re¬ 
leased  and  a  loud  noise  may  be  heard.  This 
smoke  is  not  harmful  and  does  not  indi¬ 
cate  a  fire.  Care  should  be  taken  not  to 
inhale  it,  as  it  may  cause  irritation  and 
choking.  Those  with  a  history  of  a  breath¬ 
ing  condition  should  get  fresh  air  promptly. 
After  the  pretensioner(s')  activation,  load 
limiters  allow  the  seat  belt  to  release  web¬ 
bing  (if  necessary)  to  reduce  forces  against 
the  chest. 

The  supplemental  air  bag  warning 
light  is  used  to  indicate  malfunctions 
in  the  pretensioner  system.  For  additional 
information,  refer  to  "Supplemental  air  bag 
warning  light"  in  this  section.  If  the  opera¬ 
tion  of  the  supplemental  air  bag  warning 
light  indicates  there  is  a  malfunction,  have 
the  system  checked.  It  is  recommended 
that  you  visit  a  NISSAN  dealer  for  this  ser¬ 
vice. 

When  selling  your  vehicle,  we  request  that 
you  inform  the  buyer  about  the  preten¬ 
sioner  system  and  guide  the  buyer  to  the 
appropriate  sections  in  this  Owner's 
Manual. 
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_ WR50885 

1.  SRS  Air  bag  warning  labels 

The  warning  labels  are  located  on  the 
surface  of  the  sun  visor. 

SUPPLEMENTAL  AIR  BAG  WARNING 
LABELS 

Warning  labels  about  the  supplemental 
front-impact  air  bag  system  are  placed  in 
the  vehicle  as  shown  in  the  illustration. 


^WARNING 

Do  not  use  a  rear-facing  child  restraint 
on  a  seat  protected  by  an  air  bag  in 
front  of  it.  If  the  air  bag  deploys,  it  may 
cause  serious  injury  or  death. 


_ LR50100 

SUPPLEMENTAL  AIR  BAG  WARNING 
LIGHT 


The  supplemental  air  bag  warning  light, 
displaying  in  the  instrument  panel, 
monitors  the  circuits  for  the  air  bag  sys¬ 
tems,  pretensioner(s)  and  all  related  wiring. 
When  the  ignition  switch  is  placed  in  the  ON 
position,  the  supplemental  air  bag  warning 
light  illuminates  for  about  7  seconds  and 
then  turns  off  This  means  the  system  is 
operationai. 


if  any  of  the  following  conditions  occur,  the 
front  air  bag,  side  air  bag,  curtain  air  bag 
and  pretensioner  systems  need  servicing: 

■  The  supplemental  air  bag  warning  light 
remains  on  after  approximately  7  sec¬ 
onds. 

•  The  supplemental  air  bag  warning  light 
flashes  intermittently. 

•  The  supplemental  air  bag  warning  light 
does  not  come  on  at  all. 

Under  these  conditions,  the  front  air  bag, 
side  air  bag,  curtain  air  bag  or  pretensioner 
systems  may  not  operate  properly.  They 
must  be  checked  and  repaired,  it  is  recom¬ 
mended  that  you  visit  a  NISSAN  dealer  for 
this  service. 


^WARNING 

If  the  supplemental  air  bag  warning 
light  is  on,  it  could  mean  that  the  front 
air  bag,  side  air  bag,  curtain  air  bag 
and/or  pretensioner  systems  will  not 
operate  in  an  accident.  To  help  avoid 
injury  to  yourself  or  others,  have  your 
vehicle  checked  as  soon  as  possible.  It  is 
recommended  that  you  visit  a  NISSAN 
dealer  for  this  service. 
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Repair  and  replacement 
procedure 

The  front  air  bags,  side  air  bags,  curtain  air 
bags  and  pretensioner(s)  are  designed  to 
inflate  on  a  one-time-only  basis.  As  a  re¬ 
minder,  unless  it  is  damaged,  the  supple¬ 
mental  air  bag  warning  light  remains  illu¬ 
minated  after  inflation  has  occurred. These 
systems  should  be  repaired  and/or  re¬ 
placed  as  soon  as  possible.  It  is  recom¬ 
mended  that  you  visit  a  NISSAN  dealer  for 
this  service. 

When  maintenance  work  is  required  on  the 
vehicle,  the  front  air  bags,  side  air  bags, 
curtain  air  bags,  pretensioner(s)  and  re¬ 
lated  parts  should  be  pointed  out  to  the 
person  performing  the  maintenance.  The 
ignition  switch  should  always  be  placed  in 
the  LOCK  position  when  working  under  the 
hood  or  inside  the  vehicle. 


_ A  WARNING _ 

Once  a  front  air  bag,  side  air  bag,  or 
curtain  air  bag  has  inflated,  the  air 
bag  module  will  not  function  again 
and  must  be  replaced.  Additionally, 
the  activated  pretensioner(s)  must 
also  be  replaced.  The  air  bag  module 
and  pretensioner(s)  should  be  re¬ 
placed.  It  is  recommended  that  you 
visit  a  NISSAN  dealer  for  this  service. 
However,  the  air  bag  module  and  pre- 
tensioner(s)  cannot  be  repaired. 

The  front  air  bag,  side  air  bag,  curtain 
air  bag  systems  and  the  pretensioner 
system  should  be  inspected  if  there  is 
any  damage  to  the  front  end  or  side 
portion  of  the  vehicle.  It  is  recom¬ 
mended  that  you  visit  a  NISSAN  dealer 
for  this  service. 

If  you  need  to  dispose  of  the  supple¬ 
mental  air  bag  or  pretensioner  sys¬ 
tems  or  scrap  the  vehicle,  it  is  recom¬ 
mended  that  you  visit  a  NISSAN 
dealer.  Incorrect  disposal  procedures 
could  cause  personal  injury. 
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■  If  there  is  an  impact  to  your  vehicle 
from  any  direction,  your  Occupant 
Classification  Sensor  (OCS)  (if  so 
equipped)  should  be  checked  to  verify 
it  is  still  functioning  correctly.  It  is  rec¬ 
ommended  that  you  visit  a  NISSAN 
dealer  for  this  service.  The  OCS 
(weight  sensor)  (if  so  equipped) 
should  be  checked  even  if  no  air  bags 
deploy  as  a  result  of  the  impact.  Fail¬ 
ure  to  verify  proper  OCS  (weight  sen¬ 
sor)  (if  so  equipped)  function  may  re¬ 
sult  in  an  improper  air  bag 
deployment  resulting  in  injury  or 
death. 
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2  Instruments  and  controls 


Instrument  panel . 

Meters  and  gauges . 

Speedometer  and  odometer . 

Tachometer . 

Engine  coolant  temperature  gauge  . . . . 

Fuel  gauge . 

Auxiliary  gauges  (if  so  equipped) . 

Diesel  Exhaust  Fluid  (DEF)  Level 

(if  so  equipped) . 

Off-road  monitor  (if  so  equipped) . 

Compass  (if  so  equipped) . 

Warning  lights,  indicator  lights  and  audible 

reminders . 

Checking  lights . 

Warning  lights . 

Indicator  lights . 

Audible  reminders . 

Vehicle  information  display . 

Flow  to  use  the  vehicle  information 

display . 

Startup  display . 

Settings . 

Vehicle  information  display  warnings 
and  indicators . 


.  2-4  Diesel  warnings  and  indicators 

.2-6  (if  so  equipped) . 

.  2-6  Security  systems . 

.  2-8  Vehicle  security  system . 

.  2-8  NISSAN  Vehicle  Immobilizer  System . 

.2-9  Wiper  and  washer  switch . 

2-10  Switch  operation . 

Rain-sensing  auto  wiper  system 

■2-11  (if  so  equipped) . 

2-12  Rear  window  and/or  outside  mirror  defroster 

2-12  switch  (if  so  equipped) . 

Fleadlight  switch . 

2-16  Fleadlight  control  switch . 

2-17  Daytime  Running  Lights  (DRL)  system 

2-17  (Type  A)  (if  so  equipped) . 

2-23  LED  Daytime  Running  Lights  (DRL) 

2-25  system  (Type  B)  (if  so  equipped) . 

2-26  Instrument  brightness  control . 

Turn  signal  switch . 

2-27  Fog  light  switch  (if  so  equipped) . 

2-27  Horn . 


switch . 

rolled  seat  switches 
ed) . 


2-42 

2-43 

2-43 

2-44 

2-46 

2-46 

2-47 

2-48 

2-49 

2-49 

2-52 

2-52 

2-53 

2-53 

2-54 

2-54 

2-55 

2-55 
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Heated  seat  switches  (if  so  equipped) . 2-56 

Heated  rear  seat  switches  (if  so  equipped) . 2-57 

Heated  steering  wheel  switch  (if  so  equipped) . .  2-59 

Warning  systems  switch  (if  so  equipped) . 2-59 

Vehicie  Dynamic  Controi  (VDC)  OFF  switch . 2-60 

Hili  descent  control  switch  (If  so  equipped) . 2-61 

Electronic  locking  rear  differential  (E-Lock) 

system  switch  (if  so  equipped) . 2-62 

Power  inverter  switch  (if  so  equipped) . 2-63 

Front  and  rear  sonar  system  OFF  switch 

(if  so  equipped) . 2-64 

Tow  mode  switch . 2-65 

E-call  (SOS)  button  (If  so  equipped) . 2-65 

Trailer  Brake  Controller  Unit  (TBCU) 

(if  so  equipped) . 2-66 

Rear  Door  Alert  (if  so  equipped) . 2-66 

Power  outlets . 2-67 

12v  Outlets . 2-67 

120v  outlets  (if  so  equipped) . 2-69 

Extended  storage  switch . 2-70 

Storage . 2-71 

Front-door  pockets . 

Rear-door  pockets  (if  so  equipped) . 

Console  side  pockets  (if  so  equipped). . . . 


Seatback  pockets  (if  so  equipped) . 

Under-seat  storage  (if  so  equipped)  . . . . 
Console  box  storage  trays 

(If  so  equipped) . 

Clove  box . 

Console  box  (If  so  equipped) . 

Center  armrest  storage  (if  so  equipped) 
Under  front  seat  storage  bin 

(if  so  equipped) . 

Overhead  sunglasses  storage 

(If  so  equipped) . 

Cup  holders . 

Crocery  hooks  (if  so  equipped) . 

Bed  liner  storage  bins  (if  so  equipped) . . 

Cargo  hooks  (if  so  equipped) . 

C-Channel  cargo  hooks  (if  so  equipped) 

Windows . 

Power  windows . 

Rear  power  window  switch 

(if  so  equipped) . 

Rear  sliding  window  (if  so  equipped) . . . . 


mor  ligiats . 

■^Wisole  light  (if  so  equipped) . 
.i9!51o  lighfs  (if  so  equipped) . . . . 


2-72 

2-73 

2-74 

2-75 

2-75 

2-76 

2-77 

2-77 

2-78 

2-81 

2-81 

2-82 

2-82 

2-83 

2-83 

2-85 

2-86 

2-87 

2-88 

2-88 
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Personal  Lights  (if  so  equipped) . 

HomeLink®  Universal  Transceiver 

(if  so  equipped) . 

Programming  HomeLink® . 

Programming  HomeLink®  for  Canadian 

customers  and  gate  openers . 

Operating  the  HomeLink®  Universal 
Transceiver . 


2-89  Programming  trouble-diagnosis . 2-92 

Clearing  the  programmed  information . 2-92 

2“89  Reprogramming  a  single  HomeLink® 

2-90  button . 2-92 

If  your  vehicle  is  stolen . 2-93 

2-91 


2-92 
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INSTRUMENT  PANEL 


1.  Vents  (R  4-29) 

2.  Turn  signal  switch  (P.  2-53) 

Wiper  and  washer  switch  (P.  2-46) 

3.  Steering  wheel  switch  for  audio 
control* 

Bluetooth®  Hands-Free  Phone 
System* 

Vehicle  information  display 
controls  (P.  2-26) 

4.  Driver  supplemental  air  bag 
(P.  1-53) 

Horn  (P.  2-54) 

5.  Meters  and  gauges  (P.  2-6) 
Warning  and  indicator  lights 
(P.  2-16) 

6.  Cruise  control  switches  (P.  5-41) 

7  Shift  lever  (P.  5-17) 

Tow  mode  switch  (P.  2-65) 

8.  Audio  controls* 

9.  Center  display  (P.  4-3) 

10.  Climate  controls  (P.  4-29) 

11.  Front  passenger  supplemental  air 
bag  (R1-53) 

12.  Clove  box  (P.  2-71) 

13.  Front  passenger  air  bag  status 
light  (if  so  equipped)  (P.  1-53) 

14.  Power  outlet  (R  2-67) 
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15.  Heated  steering  wheel  switch 
(if  so  equipped)  (P.  2-59) 

Warning  systems  switch 

(if  so  equipped)  (P.  2-59) 

16.  Auxiliaryjack* 

USB  port* 

17  Hazard  warning  flasher  switch 
(P.  6-2) 

18.  Trailer  Brake  Controller  Unit  (TBCU) 
(if  so  equipped)  (P.  2-66) 

19.  Climate  control  seat  switch 
(if  so  equipped)  (P.  2-55) 

Heated  front  seat  switches 
(if  so  equipped)  (P.  2-56) 

20.  Vehicle  Dynamic  Control  (VDC)  OFF 
switch  (P  2-60) 

Front  and  rear  sonar  system  OFF 
switch  (if  so  equipped)  (P  2-64) 

21.  4WD  shift  switch  (if  so  equipped) 

(P.  5-45) 

22.  Push-button  ignition  switch 
(P.  5-11) 

23.  Tilt  and  telescopic  steering  wheel 
control  (P.  3-30) 


24.  Headlight  aiming  control 
(if  so  equipped)  (P  2-49) 

Power  inverter  switch 

(if  so  equipped)  (P  2-63) 

Cargo  lamp  switch  (P.  2-55) 
Electronic  locking  rear  differential 
(E-Lock)  system  switch 
(if  so  equipped)  (P  2-62) 

Hill  descent  control  system  switch 
(if  so  equipped)  (P  2-61) 

25.  Headlight  switch  (P.  2-49) 

Fog  light  switch  (if  so  equipped) 

(P  2-54) 

Instrument  brightness  control 
switches  (P.  2-49) 

Trip  reset  switch  (P.  2-6) 

•Refer  to  the  separate  NissanConnect® 
Owner's  Manual 

Refer  to  the  page  number  indicated  in 
parenthesis  for  operating  details. 


OEAUEH  e^fROCESS 


Instruments  and  controls  2-5 


METERS  AND  GAUGES 


SPEEDOMETER  AND  ODOMETER 

This  vehicle  is  equipped  with  a  speedom¬ 
eter  and  odometer.  The  speedometer  is 
located  on  the  right  side  of  the  meter  clus¬ 
ter.  The  odometer  is  located  in  the  vehicle 
information  display  to  the  left  of  the  speed¬ 
ometer  and  can  be  accessed  with  the  ve¬ 
hicle  in  the  ON  position. 


Outside  temperature  display 
4.  Speedometer 
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3.  Vehicle  information  display 
Odometer 


OEi&LER  e^ROCE! 


Speedometer 

The  speedometer  indicates  the  vehicle 
speed. 


Odometer/Twin  trip  odometer 


The  odometer  and  the  twin  trip  odometer 
®  are  displayed  in  the  vehicle  information 
display  when  the  ignition  switch  is  placed 
in  the  ON  position. 

The  odometer  records  the  total  distance 
the  vehicle  has  been  driven. 


The  twin  trip  odometer  records  the  dis¬ 
tance  of  individual  trips. 


Changing  the  display 

Push  the  TRIP  RESET  switch  @  on  the  left 
side  of  the  instrument  panel  to  change  the 
display  as  follows: 

ODO^Tripl  ^  —Trip LIZ  —  ODO 

Resetting  the  trip  odometer 

Pushing  the  TRIP  RESET  switch  @  for  about 
2  seconds  resets  the  currently  displayed 
trip  odometer  to  zero. 
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TACHOMETER 

The  tachometer  indicates  engine  speed  in 
revolutions  per  minute  (rpm).  Do  not  rev 
the  engine  into  the  red  zone 


_ A  CAUTION _ 

When  engine  speed  approaches  the  red 
zone,  reduce  engine  speed.  Operating 
the  engine  in  the  red  zone  may  cause 
serious  engine  damage. 
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ENGINE  COOLANT  TEMPERATURE 
GAUGE 


The  gauge  indicates  the  engine  coolant 
temperature.The  engine  coolanttempera- 
ture  is  within  the  normal  range  @  when 
the  gauge  needle  points  within  the  zone 
shown  in  the  illustration. 

The  engine  coolant  temperature  varies 
with  the  outside  air  temperature  and  driv¬ 
ing  conditions. 
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A  CAUTION 

If  the  gauge  indicates  coolant  tempera¬ 
ture  near  the  hot  (H)  end  of  the  normal 
range,  reduce  vehicle  speed  to  decrease 
temperature.  If  the  gauge  is  over  the 
normal  range,  stop  the  vehicle  as  soon 
as  safely  possible.  If  the  engine  is  over¬ 
heated,  continued  operation  of  the  ve¬ 
hicle  may  seriously  damage  the  engine. 
For  additional  information,  refer  to  "If 
your  vehicle  overheats"  in  the  "In  case 
of  emergency"  section  of  this  manual 
for  immediate  action  required. 
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FUEL  GAUGE 

The  gauge  indicates  the  approximate  fuel 
level  in  the  tank. 

The  gauge  may  move  slightly  during  brak¬ 
ing,  turning,  acceleration,  or  going  up  or 
down  hills. 

The  gauge  needle  returns  to  0  (Empty)  af¬ 
ter  the  ignition  switch  is  placed  in  the  OFF 
position. 

The  low  fuel  warning  light  comes  on  when 
the  amount  of  fuel  in  the  tank  is  getting  low. 


Refill  the  fuel  tank  before  the  gauge  reg¬ 
isters  O  (Empty). 

The  indicates  that  the  fuel-filler 

door  is  located  on  the  driver's  side  of  the 
vehicle. 


^CAUTION 

■  If  the  vehicle  runs  out  of  fuel,  the  O 
Malfunction  Indicator  Light  (MIL)  may 
come  on.  Refuel  as  soon  as  possible.  If 
the  vehicle  has  run  out  of  fuel,  the  sys¬ 
tem  will  need  to  be  primed.  Turn  the 
key  switch  to  ON  for  20-30  seconds 
and  then  back  OFF.  Repeat  3-4  times 
or  until  the  fuel  pressure  builds.  Once 
primed,  start  the  vehicle.  After  a  few 
driving  trips,  the  O  light  should 
turn  off.  If  the  light  remains  on  after  a 
few  driving  trips,  have  the  vehicle  in¬ 
spected.  It  is  recommended  that  you 
visit  a  NISSAN  dealer  for  this  service. 

■  For  additional  information,  refer  to 
"Malfunction  Indicator  Light  (MIL)"  in 
this  section. 
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AUXILIARY  GAUGES  (if  SO 
equipped) 

1.  Exhaust  temperature  gauge  (if  so 
equipped) 

2.  Automatic  Transmission  fluid  tem¬ 
perature  gauge 

3.  Turbo  meter  (if  so  equipped) 

4.  Engine  oil  pressure  gauge 

5.  Engine  oil  temperature  gauge 

6.  Voltmeter 
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Exhaust  temperature  gauge  (if  so 
equipped] 

For  additional  information,  refer  to  the  Ti¬ 
tan  Diesel  Owner's  Manual. 

Automatic  Transmission  fluid  tempera¬ 
ture  gauge 

This  gauge  indicates  the  temperature  of 
the  automatic  transmission  fluid. 


A  CAUTION 

■  This  gauge  is  not  designed  to  indicate 
low  automatic  transmission  fluid 
level.  Use  the  dipstick  to  check  the 
fluid  level.  For  additional  information, 
refer  to  "6-  speed  automatic  trans¬ 
mission  fluid"  in  the  "Do-it-yourself" 
section  of  this  manual. 

■  If  the  gauge  indicates  automatic 
transmission  fluid  temperature  over 
the  normal  range,  stop  the  vehicle  as 
soon  as  safely  possible.  It  is  recom¬ 
mended  that  you  have  the  vehicle 
checked  by  a  NISSAN  dealer.  Contin¬ 
ued  operation  of  the  vehicle  may  seri¬ 
ously  damage  the  transmission. 

Turbo  meter  (if  so  equipped) 

For  additional  information,  refer  to  the  Ti¬ 
tan  Diesel  Owner's  Manual. 

Engine  oil  pressure  gauge 

The  gauge  indicates  the  engine  lubrication 
system  oil  pressure  while  the  engine  is  run¬ 
ning.  The  bar  should  be  in  the  middle  of  the 
gauge  when  the  engine  is  running. 


_ A  CAUTION _ 

■  This  gauge  is  not  designed  to  indicate 
low  engine  oil  level.  Use  the  dipstick  to 
check  the  oil  level.  For  additional  in¬ 
formation,  refer  to  "Engine  oil"  in  the 
"Do-it-yourself"  section  of  this 
manual. 

■  If  the  gauge  needle  does  not  move 
with  the  proper  amount  of  engine  oil, 
it  is  recommended  that  you  have  the 
vehicle  checked  by  a  NISSAN  dealer. 
Continued  vehicle  operation  in  such  a 
condition  could  cause  serious  dam¬ 
age  to  the  engine. 

Engine  oil  temperature  gauge 

This  gauge  measures  the  temperature  of 
the  engine  oil. 

Voltmeter 

When  the  ignition  switch  is  placed  in  the  ON 
position,  the  voltmeter  indicates  the  bat¬ 
tery  voltage.  When  the  engine  is  running,  it 
indicates  the  generator  voltage. 


While  cranking  the  engine,  the  volts  drop 
below  the  normal  range.  If  the  range  is  not 
within  the  normal  range  (11  - 15  volts)  while 
the  engine  is  running,  it  may  indicate  that 
the  charging  system  is  not  functioning 
properly.  Have  the  system  checked.  It  is 
recommended  that  you  visit  a  NISSAN 
dealer  for  this  service. 
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DIESEL  EXHAUST  FLUID  (DEF) 

LEVEL  (if  SO  equipped) 

This  gauge  measures  the  DEF  level  re¬ 
maining  in  the  vehicle.  For  additional  infor¬ 
mation,  refer  to  "Fuel  and  refueling"  in  the 
Titan  Diesel  Owner's  Manual. 
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COMPASS  (if  SO  equipped) 


equipped) 

The  off-road  monitor  displays  the  various 
slopes  of  the  vehicle. 

The  Pitch  Gauge  (left)  indicates  the  angle  of 
the  vehicle  position  up  or  down.  The  value 
will  be  displayed  belowthe  gauge  while  the 
vehicle  graphic  will  rotate  to  indicate  con¬ 
dition  pointed  up  or  down. 

The  Tire  Angle  (center)  indicates  the  angle 
of  the  tires  based  on  turning  of  the  steering 
wheel. The  graphic  image  will  showthe  ac¬ 
tual  vehicle  tire  position  while  the  angle  is 
to  be  displayed  below  as  reference. 
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The  Roll  Gauge  (right)  indicates  the  angle  of 
the  vehicle  position  left  and  right.  The  value 
will  be  displayed  belowthe  gauge  while  the 
vehicle  graphic  will  rotate  to  indicate  con¬ 
dition  of  the  vehicle  leaning  to  the  left  or 
right. 


This  unit  measures  terrestrial  magnetism 
and  indicates  the  direction  of  the  vehicle's 
heading. 

With  the  ignition  switch  placed  in  the  ON 
position,  press  the  -n-  button  as  de¬ 
scribed  in  the  chart  below  to  activate  vari¬ 
ous  features  of  the  automatic  anti-glare 
rearview  mirror. 


Press  and  hold 

the 

button  for 

about: 

Feature: 

(Press  button  again  for  about 

1  second  to  change  settings) 

1  second 

Compass  display  toggles  on/off 

5  seconds 

Compass  zone  can  be  changed 
to  correct  false  compass  read¬ 
ings 

9  seconds 

Compass  enters  calibration 
mode 

For  information  about  the  automatic  anti¬ 
glare  feature,  refer  to  'Automatic  anti-glare 
rearview  mirror"  in  the  "Pre-driving  checks 
and  adjustments"  section  of  this  manual. 
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Press  the  -n-  button  for  about  1  second 
whenthe  ignition  switch  is  placed  inthe  ON 
position  to  toggie  the  compass  display  @ 
on  or  off.  The  display  will  indicate  the  direc¬ 
tion  of  the  vehicle's  heading. 

N:  North 
E:  East 
S:  South 
W:  West 

If  the  display  reads  "C",  calibrate  the  com¬ 
pass  by  driving  the  vehicle  in  three  com¬ 
plete  circles  at  less  than  5  mph  (8  km/h). 


You  can  also  calibrate  the  compass  by  driv¬ 
ing  your  vehicle  on  your  everyday  route. 
The  compass  will  be  calibrated  once  it  has 
tracked  three  complete  circles. 
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Zone  variation  change  procedure 

The  difference  between  magnetic  north 
and  geographical  north  is  known  as  vari¬ 
ance.  In  some  areas,  this  difference  can 
sometimes  be  great  enough  to  cause  false 
compass  readings.  Follow  these  Instruc¬ 
tions  to  set  the  variance  for  your  particular 
location  if  this  happens: 

1.  Press  and  hold  the  d  button  for 
about  11  seconds  or  the  ->}-  button 
for  about  8  seconds.  The  current  zone 
number  will  appear  in  the  display.  Re¬ 
lease  the  button. 

2.  Find  your  current  location  on  the  zone 
map.  Refer  to  the  illustration. 

3.  Press  the  d  or  the  -n-  button  re¬ 
peatedly  to  toggle  through  the  zone 
numbers  until  the  desired  number  ap¬ 
pears  in  the  display.  Once  you  have  se¬ 
lected  a  zone  number,  the  display  will 
show  a  compass  direction  within  a  few 
seconds. 
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NOTE: 


Use  zone  number  5  for  Hawaii. 

Inaccurate  compass  direction 

The  compass  display  is  equipped  with  au¬ 
tomatic  correction  function.  If  the  correct 
direction  is  not  shown,  foiiow  this  proce¬ 
dure. 

1.  With  the  dispiay  turned  on,  press  and 
hoid  the  -N-  for  about  10  seconds. 
The  "C"  icon  in  the  compass  display  will 
illuminate. 

2.  Calibrate  the  compass  by  driving  the 
vehicle  in  three  complete  circles  at  a 
maximum  speed  of  5  mph  (8  km/h). 

3.  After  completing  the  circles,  the  display 
should  return  to  normal. 


A  CAUTION 

■  Do  not  install  a  ski  rack,  antenna,  etc., 
which  are  attached  to  the  vehicle  by 
means  of  a  magnet.  They  affect  the 
operation  of  the  compass. 

■  When  cleaning  the  mirror,  use  a  paper 
towel  or  similar  material  dampened 
with  glass  cleaner.  Do  not  spray  glass 
cleaner  directly  on  the  mirror  as  it 
may  cause  the  liquid  cleaner  to  enter 
the  mirror  housing. 
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WARNING  LIGHTS,  INDICATOR  LIGHTS 
AND  AUDIBLE  REMINDERS 


ABS 


AT 

CHECK 


Anti-lock  Braking  System 
(ABS)  warning  light 


Automatic  Transmission  check  warning 


light 


^  ^  Automatic  Transmission  oil  temperature 

OIL  TEMP  .  , 

-  warning  light 


ATD  Automatic  Transmission  Park  warning 
- -  light  (  f-  1  model) 


BRAKE 


Brake  warning  light 


a 


Q 


Charge  warning  light 

Diesel  Particulate  Filter  (DPF)  warning 
light  (if  so  equipped) 

Door  open  warning  light 


Driver  seat  belt  warning  light  and  chime 


Engine  oil  pressure  warning  light 


Cl) 


Low  DEF  warning  light  (if  so  equipped) 


Low  tire  pressure  warning  light 


ID 
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Malfunction  warning  light  (red) 
^  I  (if  so  equipped) 


Q 


A 


4^ 


Master  warning  light  (if  so  equipped) 


Passenger  seat  belt  warning  light 
(if  so  equipped) 


AY 


Water  in  Fuel  warning  light 
(if  so  equipped) 


ft 


TOW 


Electronic  locking  rear  differential  (E-Lock) 
I  system  ON  indicator  light  (if  so  equipped) 


$0 


Front  fog  light  indicator  light 

(if  so  equipped)g  light  (if  so  equipped) 

Front  passenger  air  bag  status  light 
(if  so  equipped) 
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High  beam  indicator  light  (blue) 

Hill  descent  control  system  ON  indicator 
light  (if  so  equipped) 

Malfunction  Indicator  Light  (MIL)  (yellow) 

Security  indicator  light 

Side  light  and  headlight  indicator  light 
(green) 

Slip  indicator  light 

TOW  mode  ON  indicator  light 

Turn  signal/hazard  indicator  lights 

Vehicle  Dynamic  Control  (VDC)  OFF 
indicator  light 


CHECKING  LIGHTS 

With  all  doors  closed,  apply  the  parking 
brake,  fasten  the  seat  belts  and  place  the 
ignition  switch  in  the  ON  position  without 
starting  the  engine.  The  following  lights  (if 
so  equipped)  will  come  on: 

£3  ,  ,  (©)  or  brake 

The  following  lights  (if  so  equipped)  will 
come  on  briefly  and  then  go  off 

(®)  orABS  ,  ,  ft  ,1  ,  (i)  , 

,  LOCK  ,  ATP  ,  CHKK 

If  any  light  does  not  come  on  or  operate  in 
a  way  other  than  described,  it  may  indicate 
a  burned-out  bulb  and/or  a  system  mal¬ 
function.  Have  the  system  checked.  It  is 
recommended  that  you  visit  a  NISSAN 
dealer  for  this  service. 

Some  indicators  and  warnings  are  also  dis¬ 
played  on  the  vehicle  information  display 
between  the  speedometer  and  tachom¬ 
eter.  For  additional  information,  referto  "Ve¬ 
hicle  information  display"  in  this  section. 


WARNING  LIGHTS 


For  additional  information,  refer  to  'Vehicle 
information  display"  in  this  section. 


ABS  or 


Anti-lock  Braking 
System  (ABS) 
warning  light 


When  the  ignition  switch  is  placed  in  the  ON 
position,  the  ABS  warning  light  illuminates 
and  then  turns  off.  This  indicates  the  ABS  is 
operational. 


If  the  ABS  warning  light  illuminates  while 
the  engine  is  running  or  while  driving,  it 
may  indicate  the  ABS  is  not  functioning 
properly.  Have  the  system  checked.  It  is 
recommended  that  you  visit  a  NISSAN 
dealer  for  this  service. 


If  an  ABS  malfunction  occurs,  the  anti-lock 
function  is  turned  off  The  brake  system 
then  operates  normally  but  without  anti¬ 
lock  assistance.  For  additional  information, 
refer  to  "Brake  system"  in  the  "Starting  and 
driving"  section  of  this  manual. 


AT 

CHECK 


Automatic  Transmission 
check  warning  light 


When  the  ignition  switch  is  placed  in  the  ON 
position,  the  light  comes  on  for  about 
2  seconds.  If  the  light  comes  on  at  any 
other  time,  it  may  indicate  the  automatic 
transmission  system  is  not  functioning 
properly.  Have  the  system  checked.  It  is 
recommended  that  you  visit  a  NISSAN 
dealer  for  this  service. 


A/T  Automatic  Transmission  Oil 

OIL  TEMP 

temperature  warning  light 

This  light  comes  on  when  the  automatic 
transmission  oil  temperature  is  too  high.  If 
the  light  comes  on  while  driving,  reduce  the 
vehicle  speed  as  soon  as  safely  possible 
until  the  light  turns  off. 


^CAUTION 

Continued  vehicle  operation  when  the 
A/T  oil  temperature  warning  light  is  on 
may  damage  the  automatic 
transmission. 
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ATP  Automatic  Transmission 
Park  warning  light  ( 
model) 


^WARNING 

■  If  the  4WD  mode  indicator  is  off  or  the 
ATP  warning  light  is  on,  this  indicates 
that  the  automatic  transmission  P 
(Park)  position  will  not  function  and 
could  result  in  the  vehicle  moving  un¬ 
expectedly,  causing  serious  personal 
injury  or  property  damage.  Always  set 
the  parking  brake.  For  additional  in¬ 
formation,  refer  to  "Using  4-wheel 
drive  (4WD)"  in  the  "Starting  and  driv¬ 
ing"  section  of  this  manual. 

■  If  the  ATP  light  is  on,  this  indicates  that 
the  automatic  transmission  P  (Park) 
position  will  not  function  and  the 
transfer  case  is  in  neutral. 

■  When  parking,  always  make  sure  that 
the  4WD  shift  indicator  light  illumi¬ 
nates  and  the  parking  brake  is  set. 
Failure  to  engage  the  transfer  posi¬ 
tion  in  2WD,  4H  or  4LO  could  result  in 
the  vehicle  moving  unexpectedly,  re¬ 
sulting  in  serious  personal  injury  or 
property  damage. 
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■  Shift  the  4WD  switch  into  the  2WD,  4H 
or  4LO  position  again  to  turn  off  the 
ATP  warning  light  when  the  shift  lever 
is  in  the  P  position  and  the  ATP  warn¬ 
ing  light  is  on.  (Before  shifting  the 
4WD  switch  into  the  4LO  position, 
move  the  shift  lever  to  the  N  position 
once,  shift  the  shift  lever  into  P  again 
and  make  sure  the  ATP  warning  light 
is  off.) 

This  light  indicates  that  the  automatic 
transmission  parking  function  is  not  en¬ 
gaged.  If  the  transfer  control  is  not  secured 
in  any  drive  position  while  the  shift  lever  is 
inthe  P(Parl<)  position, the  transmission  will 
disengage  and  the  drive  wheels  will  not 
lock. 


BRAKE 


Brake  warning 
light 


This  light  functions  for  both  the  parking 
brake  and  the  foot  brake  systems. 


Parking  brake  indicator 

When  the  ignition  switch  is  placed  in  the  ON 
position,  the  light  comes  on  when  the  park¬ 
ing  brake  is  applied. 


Low  brake  fluid  warning  iight 

When  the  ignition  switch  is  placed  in  the  ON 
position,  the  light  warns  of  a  low  brake  fluid 
level.  If  the  light  comes  on  while  the  engine 
is  running,  with  the  parking  brake  not  ap¬ 
plied,  stop  the  vehicle  and  perform  the  fol¬ 
lowing: 

1.  Check  the  brake  fluid  level.  Add  brake 
fluid  as  necessary.  For  additional  infor¬ 
mation,  refer  to  "Brake  fluid"  in  the  "Do- 
it-yourself"  section  of  this  manual. 

2.  If  the  brake  fluid  level  is  correct,  have 
the  warning  system  checked.  It  is  rec¬ 
ommended  that  you  visit  a  NISSAN 
dealer  for  this  service. 
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^WARNING 

■  Your  brake  system  may  not  be  work¬ 
ing  properly  if  the  warning  light  is  on. 
Driving  could  be  dangerous.  If  you 
judge  it  to  be  safe,  drive  carefully  to 
the  nearest  service  station  for  repairs. 
Otherwise,  have  your  vehicle  towed 
because  driving  it  could  be 
dangerous. 

■  Pressing  the  brake  pedal  with  the  en¬ 
gine  stopped  and/or  a  low  brake  fluid 
level  may  increase  your  stopping  dis¬ 
tance  and  braking  will  require  greater 
pedal  effort  and  pedal  travel. 

■  If  the  brake  fluid  level  is  below  the 
MINIMUM  or  MIN  mark  on  the  brake 
fluid  reservoir,  do  not  drive  until  the 
brake  system  has  been  checked.  It  is 
recommended  that  you  visit  a  NISSAN 
dealer  for  this  service. 

Charge  warning  light 

If  this  light  comes  on  while  the  engine  is 
running,  it  may  indicate  the  charging  sys¬ 
tem  is  not  functioning  properly  Turn  the 
engine  off  and  check  the  generator  belt.  If 
the  belt  is  loose,  broken,  missing,  or  if  the 
light  remains  on,  have  the  system  checked. 


It  is  recommended  that  you  visit  a  NISSAN 
dealer  for  this  service. 


^CAUTION 

■  Do  not  ground  electrical  accessories 
directly  to  the  battery  terminal.  Doing 
so  will  bypass  the  variable  voltage 
control  system  (if  so  equipped)  and 
the  vehicle  battery  may  not  charge 
completely.  For  additional  informa¬ 
tion,  refer  to  'Variable  voltage  control 
system"  in  the  "Do-it-yourself"  sec¬ 
tion  of  this  manual. 

■  Do  not  continue  driving  if  the  genera¬ 
tor  belt  is  loose,  broken  or  missing. 


Diesel  Particulate  Filter 
(DPF)  warning  light  (if  so 
equipped) 


For  additional  information,  refer  to  the  Ti¬ 
tan  Diesel  Owner's  Manual. 


Door  open  warning  light 


This  light  comes  on  when  any  of  the  doors 
are  not  closed  securely  while  the  ignition 
switch  is  in  the  ON  position. 


^  Driver  seat  belt  warning 
light  and  chime 

The  light  and  chime  remind  you  to  fasten 
your  seat  belt.  The  light  illuminates  when¬ 
ever  the  ignition  switch  is  placed  in  the  ON 
position  and  remains  illuminated  until  the 
driver's  seat  belt  is  fastened.  At  the  same 
time,  the  chime  sounds  for  about  6  sec¬ 
onds  unless  the  driver's  seat  belt  is  se¬ 
curely  fastened. 

For  additional  information,  refer  to  "Seat 
belts"  in  the  "Safety— Seats,  seat  belts  and 
supplemental  restraint  system"  section  of 
this  manual. 

Engine  oil  pressure 
- warning  light 

This  light  warns  of  low  engine  oil  pressure.  If 
the  light  flickers  or  comes  on  during  nor¬ 
mal  driving,  pull  off  the  road  in  a  safe  area, 
stop  the  engine  immediately,  and  call  a 
NISSAN  dealer  or  other  authorized  repair 
shop. 

The  engine  oil  pressure  warning  light  is 
not  designed  to  indicate  a  low  oil  level. 

Use  the  dipstick  to  check  the  oil  level.  For 
additional  information,  refer  to  "Engine  oil" 
in  the  "Do-it-yourself"  section  of  this 
manual. 
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_ A  CAUTION _ 

Running  the  engine  with  the  engine  oil 
pressure  warning  light  on  could  cause 
serious  damage  to  the  engine  almost 
immediately.  Such  damage  is  not  cov¬ 
ered  by  warranty.  Turn  off  the  engine  as 
soon  as  it  is  safe  to  do  so. 


Low  DEF  warning  light  (if  so 
equipped) 


For  additional  information,  refer  to  the  Ti¬ 
tan  Diesel  Owner's  Manual. 


Low  tire  pressure  warning 
light 


Your  vehicle  is  equipped  with  a  Tire  Pres¬ 
sure  Monitoring  System  (TPMS)  that  moni¬ 
tors  the  tire  pressure  of  all  tires  except  the 
spare. 


The  low  tire  pressure  warning  light  warns 
of  low  tire  pressure  or  Indicates  that  the 
TPMS  is  not  functioning  properly. 

After  the  ignition  switch  is  placed  in  the  ON 
position,  this  light  illuminates  for  about 
1  second  and  turns  off. 


Low  tire  pressure  warning 

If  the  vehicle  is  being  driven  with  low  tire 
pressure,  the  warning  light  will  illumi¬ 
nate.  A  "Tire  Pressure  Low  -  Add  Air" 
warning  also  appears  in  the  vehicle  in¬ 
formation  display  (if  so  equipped). 

When  the  low  tire  pressure  warning  light 
illuminates,  you  should  stop  and  adjust 
the  tire  pressure  of  all  four  tires  to  the 
recommended  COLD  tire  pressure  shown 
on  the  Tire  and  Loading  Information  la¬ 
bel  located  in  the  driver's  door  opening. 
The  low  tire  pressure  warning  light  does 
not  automatically  turn  off  when  the  tire 
pressure  is  adjusted.  After  the  tire  is  in¬ 
flated  to  the  recommended  pressure, 
the  vehicle  must  be  driven  at  speeds 
above  16  mph  (25  km/h)  to  activate  the 
TPMS  and  turn  off  the  low  tire  pressure 
warning  light.  Use  a  tire  pressure  gauge 
to  check  the  tire  pressure. 

For  vehicles  with  a  vehicle  information  dis¬ 
play,  the  'Tire  Pressure  Low  -  Add  Air"  warn¬ 
ing  appears  each  time  the  ignition  switch  is 
placed  Inthe  ON  position  as  long  as  the  low 
tire  pressure  warning  light  remains  illumi¬ 
nated. 


For  additional  Information,  refer  to  "Vehicle 
information  display"  In  this  section,  'Tire 
Pressure  Monitoring  System  (TPMS)"  in  the 
"Starting  and  driving"  and  "In  case  of  emer¬ 
gency"  sections  of  this  manual. 

TPMS  malfunction 

If  the  TPMS  Is  not  functioning  properly,  the 
low  tire  pressure  warning  light  will  flash  for 
approximately  1  minute  when  the  ignition 
switch  is  placed  in  the  ON  position.  The 
light  will  remain  on  after  1  minute.  Flave  the 
system  checked.  It  Is  recommended  that 
you  visit  a  NISSAN  dealer  for  this  service. 
The  "Tire  Pressure  Low  —  Add  Air"  warning 
does  not  appear  if  the  low  tire  pressure 
warning  light  illuminates  to  indicate  a 
TPMS  malfunction. 

For  additional  information,  refer  to  'Tire 
Pressure  Monitoring  System  (TPMS)"  in  the 
"Starting  and  driving"  section  and  'Tire 
pressure"  in  the  "Do-it-yourself"  section  of 
this  manual. 
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A  WARNING 

Radio  waves  could  adversely  affect 
electric  medical  equipment.  Those 
who  use  a  pacemaker  should  contact 
the  electric  medical  equipment 
manufacturer  for  the  possible  influ¬ 
ences  before  use. 

If  the  light  does  not  illuminate  with 
the  ignition  switch  placed  in  the  ON 
position,  have  the  vehicle  checked  as 
soon  as  possible.  It  is  recommended 
that  you  visit  a  NISSAN  dealer  for  this 
service. 


■  If  the  light  illuminates  while  driving, 
avoid  sudden  steering  maneuvers  or 
abrupt  braking,  reduce  vehicle  speed, 
pull  off  the  road  to  a  safe  location  and 
stop  the  vehicle  as  soon  as  possible. 
Driving  with  under-inflated  tires  may 
permanently  damage  the  tires  and  in¬ 
crease  the  likelihood  of  tire  failure.  Se¬ 
rious  vehicle  damage  could  occur  and 
may  lead  to  an  accident  and  could  re¬ 
sult  in  serious  personal  injury  or 
death.  Check  the  tire  pressure  for  all 
four  tires.  Adjust  the  tire  pressure  to 
the  recommended  COLD  tire  pressure 
show  on  the  Tire  and  Loading  Infor¬ 
mation  label  located  in  the  driver's 
door  opening  to  turn  the  low  tire  pres¬ 
sure  warning  light  off.  If  the  light  still 
illuminates  while  driving  after  adjust¬ 
ing  the  tire  pressure,  a  tire  may  be  flat 
or  the  TPMS  may  be  malfunctioning.  If 
you  have  a  flat  tire,  replace  it  with  a 
spare  tire  as  soon  as  possible.  If  no  tire 
is  flat  and  all  tires  are  properly  in¬ 
flated,  have  the  vehicle  checked.  It  is 
recommended  that  you  visit  a  NISSAN 
dealer  for  this  service. 
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When  replacing  a  wheel  without  the 
TPMS  such  as  the  spare  tire,  the  TPMS 
will  not  function  and  the  low  tire  pres¬ 
sure  warning  light  will  flash  for  ap¬ 
proximately  1  minute.  The  light  will  re¬ 
main  on  after  1  minute.  Have  your 
tires  replaced  and/or  TPMS  system 
reset  as  soon  as  possible.  It  is  recom¬ 
mended  that  you  visit  a  NISSAN  dealer 
for  these  services. 

Replacing  tires  with  those  not  origi¬ 
nally  specified  by  NISSAN  could  affect 
the  proper  operation  of  the  TPMS. 


A  CAUTION 

The  TPMS  is  not  a  substitute  for  the 
regular  tire  pressure  check.  Be  sure  to 
check  the  tire  pressure  regularly. 

If  the  vehicle  is  being  driven  at  speeds 
of  less  than  16  mph  (25  km/h),  the 
TPMS  may  not  operate  correctly. 

Be  sure  to  install  the  specified  size  of 
tires  to  the  four  wheels  correctly. 
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Malfunction  warning  light 
(red)  (if  so  equipped) 


If  this  warning  light  iiluminates  this  indi¬ 
cates  either  the  coolant  temperature  is 
above  a  criticai  threshold  or  the  exhaust 
temperatures  are  above  a  critical  thresh¬ 
old.  When  illuminated  this  lamp  indicates 
the  need  to  stop  the  engine  as  soon  as  it 
can  be  safely  done.  The  engine  must  re¬ 
main  shut  down  until  the  engine  can  be 
repaired.  For  additional  information,  refer 
to  the  Titan  Diesel  Owner's  Manual. 


^CAUTION 

■  Continuing  vehicle  operation  without 
proper  servicing  of  the  engine  control 
system  could  lead  to  poor  driveability, 
reduced  fuel  economy,  and  damage 
to  the  engine  control  system,  which 
may  affect  the  vehicle's  warranty 
coverage. 

■  Failure  to  drain  the  water  from  the 
fuel  filter  can  cause  serious  damage 
to  the  engine.  It  is  recommended  that 
you  contact  a  NISSAN  dealer  as  soon 
as  possible. 
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Master  warning  light  (if  so 
equipped) 


This  light  comes  on  when  various  vehicle 
Information  display  warnings  appear. 

■  No  key  warning 

■  Low  fuel  warning 

■  Low  windshield-washer  fluid  warning 

■  Parking  brake  release  warning 

■  Door  open  warning 

■  Loose  fuel  cap  warning 

•  Check  tire  pressure  warning 

■  4WD  error  (if  so  equipped) 


■  Front  &  rear  tire  size  differences  (if  so 
equipped) 


Passenger  seat  belt 
warning  light  (if  so 
equipped) 


The  light  reminds  you  to  notify  the  passen¬ 
ger  to  fasten  their  seat  belt.  The  light  illumi¬ 
nates  wheneverthe  ignition  is  placed  in  the 
ON  or  START  position  and  remains  illumi- 


The  light  will  remain  on  for  a  period  of  time 
when  the  vehicle  is  shifted  out  of  P  (Park) 
and  the  passenger  seat  belt  is  unfastened. 
If  the  passenger  seat  belt  is  fastened,  the 
light  will  turn  off 

For  additional  Information,  refer  to  "Seat 
belts"  in  the  "Safety-Seats,  seat  belts  and 
supplemental  restraint  system"  section  of 
this  manual  for  precautions  on  seat  belt 
usage. 

Supplemental  air  bag 
warning  light 

When  the  ignition  switch  is  placed  in  the  ON 
or  START  position,  the  supplemental  air 
bag  warning  light  illuminates  for  about 
7  seconds  and  then  turns  off.  This  means 
the  system  is  operational. 

If  any  of  the  following  conditions  occur,  the 
front  air  bag,  side  air  bag,  curtain  air  bag, 
and  pretensioner  seat  belt  systems  need 
servicing: 

■  The  supplemental  air  bag  warning  light 
remains  on  after  approximately  7  sec¬ 
onds. 

■  The  supplemental  air  bag  warning  light 
flashes  Intermittently. 
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•  The  supplemental  air  bag  warning  light 
does  not  come  on  at  all. 

It  is  recommended  that  you  visit  a  NISSAN 
dealer  for  these  services. 

Unless  checked  and  repaired,  the  supple¬ 
mental  restraint  system  (air  bag  system) 
and/or  the  pretensioner(s)  may  not  func¬ 
tion  properly.  For  additional  information,  re¬ 
fer  to  "Supplemental  Restraint  System 
(SRS)"  in  the  "Safety— Seats,  seat  belts  and 
supplemental  restraint  system"  section  of 
this  manual. 

^WARNING 

If  the  supplemental  air  bag  warning 
light  is  on,  it  could  mean  that  the  front 
air  bag,  side  air  bag,  curtain  air  bag 
and/or  pretensioner  systems  will  not 
operate  in  an  accident.  To  help  avoid 
injury  to  yourself  or  others,  have  your 
vehicle  checked  as  soon  as  possible.  It  is 
recommended  that  you  visit  a  NISSAN 
dealer  for  this  service. 

=i^r  Water  in  Fuel  warning  light 
— ^ — (if  so  equipped) 

For  additional  information,  refer  to  the  Ti¬ 
tan  Diesel  Owner's  Manual. 


INDICATOR  LIGHTS 


For  additional  information,  refer  to  "Vehicle 
information  display"  in  this  section. 


DIFF 

LOCK 


Electronic  locking  rear 
differential  (E-Lock)  system 
ON  indicator  light  (if  so 
equipped) 


This  light  comes  on  when  the  electronic 
locking  rear  differential  (E-Lock)  system 
clutch  is  fully  engaged. 


The  indicator  light  flashes  when  the  sys¬ 
tem  is  first  turned  on.  When  the  system  fully 
engages,  the  light  remains  on.  Ifthe  switch 
is  on  and  the  indicator  light  continues  to 
flash,  the  system  is  not  engaged. 


For  additional  information,  refer  to  "Elec¬ 
tronic  locking  rear  differential  (E-Lock)  sys¬ 
tem  switch"  in  this  section  and  "Electronic 
locking  rear  differential  (E-Lock)  system"  in 
the  "Starting  and  driving"  section  of  this 
manual. 


Front  fog  light  indicator 
light  (if  so  equipped) 


The  front  fog  light  indicator  light  illumi¬ 
nates  when  the  front  fog  lights  are  on.  For 
additional  information,  refer  to  "Fog  light 
switch"  in  this  section. 


Front  passenger  air  bag 
status  light  (if  so  equipped) 


The  front  passenger  air  bag  status  light  will 
be  lit  and  the  passengerfront  air  bag  will  be 
off  depending  on  how  the  front  passenger 
seat  is  being  used. 


For  additional  information,  refer  to  "Front 
passenger  air  bag  and  status  light"  in  the 
"Safety  —  Seats,  seat  belts  and  supplemen¬ 
tal  restraint  system"  section  of  this  manual. 


High  beam  indicator  light 
(blue) 


This  blue  light  comes  on  when  the  head¬ 
light  high  beams  are  on  and  goes  out  when 
the  low  beams  are  selected. 


The  high  beam  indicator  light  also  comes 
on  when  the  passing  signal  is  activated. 
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Hill  descent  control  system 
ON  indicator  light  (if  so 
equipped) 


When  the  ignition  switch  is  placed  in  the  ON 
position,  this  light  comes  on  briefly  and 
then  turns  off. 


The  light  comes  on  when  the  hill  descent 
control  system  is  activated. 

If  the  hill  descent  control  switch  is  on  and 
the  indicator  light  blinks,  the  system  may 
be  disabled. 

You  may  feel  or  hear  the  system  working; 
this  is  normal. 

If  the  indicator  light  does  not  come  on 
when  the  hill  descent  switch  is  on,  the  sys¬ 
tem  may  not  be  functioning  properly.  Have 
the  system  checked.  It  is  recommended 
that  you  visit  a  NISSAN  dealer  for  this  ser¬ 
vice. 

For  additional  Information,  refer  to  "Hill  de¬ 
scent  control  system  ON  indicator  light"  in 
this  section  and  "Hill  descent  control  sys¬ 
tem"  in  the  "Starting  and  driving"  section  of 
this  manual. 


Malfunction  Indicator  Light 
(MIL)  (yellow) 


If  this  indicator  light  comes  on  steady  or 
blinks  while  the  engine  is  running,  it  may 
indicate  a  potential  emission  control  mal¬ 
function. 


If  this  indicator  light  comes  on  steady  for 
20  seconds  and  then  blinks  for  10  seconds 
when  the  engine  is  not  running,  it  indicates 
that  the  vehicle  is  not  ready  for  an  emission 
control  system  inspection/maintenance 
test.  For  additional  information,  refer  to 
"Readiness  for  inspection/maintenance 
(I/M)  test"  In  the  Technical  and  consumer 
Information"  section  of  this  manual. 

Operation 

The  MIL  will  come  on  in  one  of  two  ways: 
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MIL  on  steady  —  An  emission  control 
system  malfunction  has  been  de¬ 
tected.  Check  the  fuel-filler  cap  if  the 
Loose  Fuel  Cap  warning  appears  in  the 
vehicle  information  display.  If  the  fuel- 
filler  cap  is  loose  or  missing,  tighten  or 
install  the  cap  and  continue  to  drive  the 
vehicle.  The  O  light  should  turn  off 
after  a  few  driving  trips.  If  the  O  light 
does  not  turn  off  after  a  few  driving 
trips,  have  the  vehicle  inspected.  It  is 
recommended  that  you  visit  a  NISSAN 
dealer  for  this  service.  You  do  not  need 
to  have  your  vehicle  towed  to  the 
dealer. 

MIL  blinking  —  An  engine  misfire  has 
been  detected  which  may  damage  the 
emission  control  system.  To  reduce  or 
avoid  emission  control  system  dam¬ 
age: 

-  do  not  drive  at  speeds  above 
45  mph  (72  km/h). 

-  avoid  hard  acceleration  or  decelera¬ 
tion. 

-  avoid  steep  uphill  grades. 

-  if  possible,  reduce  the  amount  of 
cargo  being  hauled  or  towed. 
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The  MIL  may  stop  blinking  and  come  on 
steady.  Have  the  vehicle  inspected.  It  is  rec¬ 
ommended  that  you  visit  a  NISSAN  dealer 
for  this  service.  You  do  not  need  to  have 
your  vehicle  towed  to  the  dealer. 


^CAUTION 

Continued  vehicle  operation  without 
having  the  emission  control  system 
checked  and  repaired  as  necessary 
could  lead  to  poor  driveability,  reduced 
fuel  economy,  and  possible  damage  to 
the  emission  control  system. 


Security  indicator  iight 


This  light  blinks  whenever  the  ignition 
switch  is  placed  in  the  LOCK,  OFF  or  ACC 
position.  This  function  indicates  the  secu¬ 
rity  system  equipped  on  the  vehicle  is  op¬ 
erational. 


For  additional  information,  referto  "Security 
systems"  in  this  section. 


Side  light  and  headlight 
indicator  light  (green) 


The  side  light  and  headlight  indicator  light 
illuminates  when  the  side  lighter  headlight 


position  is  selected.  For  additional  informa¬ 
tion,  refer  to  "Headlight  switch"  in  this  sec¬ 
tion. 


Slip  indicator  light 


This  indicator  will  blink  when  the  Vehicle 
Dynamic  Control  (VDC)  system  is  operat¬ 
ing,  thus  alerting  that  the  vehicle  is  nearing 
its  traction  limits.  The  road  surface  may  be 
slippery. 


TOW 


TOW  mode  ON  indicator 
light 


This  light  comes  on  when  the  tow  mode 
function  is  on. 


^  |A  Turn  signal/hazard 
-  indicator  lights 


The  appropriate  light  flashes  when  the  turn 
signal  switch  is  activated. 


Both  lights  flash  when  the  hazard  switch  is 
turned  on. 


Vehicle  Dynamic  Control 
(VDC)  OFF  indicator  light 


This  indicator  light  comes  on  when  the 
VDC  OFF  switch  is  pushed  to  off.  This  indi¬ 
cates  the  VDC  system  ts  not  opei^ting. 


Push  the  VDC  OFF  switch  again  or  restart 
the  engine  and  the  system  will  operate 
normally.  For  additional  information,  refer 
to  "Vehicle  Dynamic  Control  (VDC)  system" 
in  the  "Starting  and  driving"  section  of  this 
manual. 

The  VDC  light  also  comes  on  when  you 
place  the  ignition  switch  in  the  ON  position. 
The  light  will  turn  off  after  about  2  seconds 
if  the  system  is  operational.  If  the  light  stays 
on  or  comes  on  along  with  the  ft  indi¬ 
cator  light  while  you  are  driving,  have  the 
VDC  system  checked.  It  is  recommended 
that  you  visit  a  NISSAN  dealer  for  this  ser¬ 
vice. 

While  the  VDC  system  is  operating,  you 
might  feel  a  slight  vibration  or  hearthe  sys¬ 
tem  working  when  starting  the  vehicle  or 
accelerating,  but  this  is  normal. 

AUDIBLE  REMINDERS 

Brake  pad  wear  warning 

The  disc  brake  pads  have  audible  wear 
warnings.  When  a  disc  brake  pad  requires 
replacement,  it  makes  a  high  pitched 
scraping  sound  when  the  vehicle  is  in  mo¬ 
tion,  whether  or  not  the  brake  pedal  is  de¬ 
pressed.  Have  the  brakes  checked  as  soon 
as  possible  if  the  warning  sound  is  heard. 
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VEHICLE  INFORMATION  DISPLAY 


Light  reminder  chime 

With  the  ignition  switch  placed  in  the  OFF 
position,  a  chime  sounds  when  the  driver's 
door  is  opened  if  the  headiights  or  parking 
iights  are  on. 

Turn  the  headiight  control  switch  off  before 
leaving  the  vehicle. 

NISSAN  Intelligent  Key®  door 
buzzer 

The  Intelligent  Key  door  buzzer  sounds  If 
the  Intelligent  Key  Is  left  inside  the  vehicle 
when  locking  the  doors.  When  the  buzzer 
sounds,  be  sure  to  check  both  the  vehicle 
and  the  intelligent  Key.  For  additional  Infor¬ 
mation,  refer  to  "NiSSAN  intelligent  Key®"  in 
the  "Pre-driving  checks  and  adjustments" 
section  of  this  manual. 
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The  vehicle  Information  display  is  located 
to  the  left  of  the  speedometer.  It  displays 
such  Items  as: 


Vehicle  settings 

Trip  computer  information 

Drive  system  warnings  and  settings  (if 
so  equipped) 

Cruise  control  system  information 

Blind  Spot  Warning  (BSW)  system  (if  so 
equipped) 


system  (if 
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■  NISSAN  Intelligent  Key®  operation  infor¬ 
mation 

■  Indicators  and  warnings 

■  Tire  Pressure  information 


_ LIC4099 

HOW  TO  USE  THE  VEHICLE 
INFORMATION  DISPLAY 

The  vehicle  information  display  can  be 
navigated  using  the  ENTER  and  but¬ 

tons  located  on  the  steering  wheel. 

1.  ENTER  —  press  to  select  the  vehicle  in¬ 
formation  menu  items.  Additionally,  use 
the  UP/DOWN  T  function  to  navi¬ 
gate  the  menu  items 

2.  —  move  LEFT/RiGHT  to  navigate 
through  the  items  in  the  vehicle  infor¬ 
mation  display 


The  ENTER  button  also  controls  audio 
functions.  For  additional  information,  refer 
to  the  separate  NissanConnect®  Owner's 
Manual. 

STARTUP  DISPLAY 

When  the  vehicle  is  piaced  in  the  ON  or  ACC 
(if  so  equipped)  position,  the  vehicle  infor¬ 
mation  display  may  display  the  following 
screens: 

■  Home 

■  Off  Road 

■  Auxiliary  Gauges  (if  so  equipped) 

■  DEF  Level  (if  so  equipped) 

■  Trip 

■  Fuel  Economy 

■  Navigation  (if  so  equipped) 

■  Audio 

■  Driving  Aids  (if  so  equipped) 

■  Tire  Pressures 

■  Warning  Confirmation 

■  Settings 
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Warning  Confirmation  will  only  display  if 
there  are  any  warnings  present.  For  addi¬ 
tional  information,  refer  to  "Vehicle  infor¬ 
mation  display  warnings  and  indicators"  in 
this  section. 

To  control  which  items  display  in  the  ve¬ 
hicle  information  display,  refer  to  "Settings" 
in  this  section. 

SETTINGS 

The  setting  mode  allows  you  to  change  the 
information  displayed  in  the  vehicle  infor¬ 
mation  display: 

■  Driver  Assistance  (if  so  equipped) 

■  Meter  Settings 

■  Vehicle  Settings 

■  Towing  Settings  (if  so  equipped) 

■  Alarm  (if  so  equipped) 

■  Maintenance 

■  Unit 

■  Language 

■  Factory  Reset 
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Driver  Assistance  (if  so  equipped) 

The  driver  assistance  menu  aiiows  the  user 
to  change  the  various  driving  and  parking 
aids. 


Menu  item 

Result 

Driving  Aids  (if  so  equipped) 

Displays  available  driving  aids.  For  additional  information,  refer  to  "Blind  Spot  Warning  (BSW)"  and  "Rear  Cross  Traf¬ 
fic  Alert  (RCTA)"  in  the  "Starting  and  driving"  section  of  this  manual. 

Biind  Spot  (BSW) 

Allows  user  to  turn  the  Blind  Spot  Warning  (BSW)  and  Rear  Cross  Traffic  Alert  (RCTA)  systems  on  or  off  For  addi¬ 
tional  information,  refer  to  "Blind  Spot  Warning  (BSW)"  and  "Rear  Cross  Traffic  Alert  (RCTA)"  in  the  "Starting  and  driv¬ 
ing"  section  of  this  manual. 

Parking  Aids  (if  so  equipped) 

Displays  available  parking  aids.  For  additional  information,  refer  to  "Front  and  rear  sonar  system"  in  the  "Starting 
and  driving"  section  of  this  manual. 

Moving  Object  (if  so  equipped) 

Allows  user  to  turn  the  Moving  Object  Detection  (MOD)  on  or  off  For  additional  information,  refer  to  "Moving  Ob¬ 
ject  Detection  (MOD)"  in  the  "Monitor,  climate,  audio,  phone  and  voice  recognition  systems"  section  of  this  manual. 

Sensor  (if  so  equipped) 

Allows  the  user  to  turn  the  sensors  on,  off,  or  front  only. 

Display 

Allows  user  to  turn  the  display  on  or  off  in  the  vehicle  information  display. 

Volume 

Allows  user  to  adjust  the  volume  of  warning  chimes. 

Range 

Allows  user  to  set  a  specific  range  for  the  sensors  to  engage. 
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Meter  Settings 


The  meter  settings  allow  the  user  to 
change  the  settings  for  the  vehicle  infor¬ 
mation  display. 


Menu  item 

Result 

Main  Menu  Selection 

Allows  user  to  customize  the  screens  shown  in  the  vehicle  information  display. 

Home 

Allows  user  to  turn  the  home  screen  on  or  off  in  the  vehicle  information  display. 

Off  Road 

Allows  user  to  turn  the  off  road  monitor  on  or  off  in  the  vehicle  information  display.  For  additional 
information,  refer  to  "Off  Road  Monitor"  in  this  section. 

Auxiliary  Gauges 

Allows  user  to  turn  the  auxiliary  gauges  on  or  off  in  the  vehicle  information  display.  For  additional 
information,  refer  to  "Auxiliary  gauges"  in  this  section. 

DEF  Level  (if  so  equipped) 

Allows  user  to  turn  the  DEF  LEVEL  meter  on  or  off  in  the  vehicle  information  display.  For  additional 
information,  refer  to  the  Titan  Diesel  Owner’s  Manual. 

4x4-i  (if  so  equipped) 

Allows  user  to  turn  the  4x4-i  screen  on  or  off  in  the  vehicle  information  display.  For  additional  information, 
refer  to  "Using  4-wheel  drive  (4WD)"  in  the  "Starting  and  driving"  section  of  this  manual. 

Trip 

Allows  user  to  turn  the  trip  on  or  off  in  the  vehicle  information  display. 

Fuel  Economy  (if  so  equipped) 

Allows  user  to  turn  the  fuel  economy  on  or  off  in  the  vehicle  information  display. 

Navigation  (if  so  equipped) 

Allows  user  to  turn  the  navigation  on  or  off  in  the  vehicle  information  display.  For  additional  information,  refer 
to  the  separate  NissanConnect®  Owner's  Manual. 

Audio 

Allows  user  to  turn  the  audio  screen  on  or  off  in  the  vehicle  information  display.  For  additional  information, 
refer  to  the  separate  NissanConnect®  Owner's  Manual. 

Driving  Aids  (if  so  equipped) 

Allows  user  to  turn  the  driving  aids  on  or  off  in  the  vehicle  information  display. 

Tire  Pressures 

Allows  user  to  turn  the  tire  pressures  screen  on  or  off  in  the  vehicle  information  display. 

TPMS  (if  so  equipped) 

Allows  user  to  set  tire  pressure  targets. 

Body  Color 

Allows  user  to  change  the  color  of  the  vehicle  shown  In  the  vehicle  information  display. 

ECO  Drive  Report 

Allows  user  to  access  the  ECO  drive  report. 

Display 

Allows  user  to  turn  the  ECO  drive  report  on  or  off 

View  History 

Allows  user  to  view  and  reset  ECO  drive  report  history. 

Welcome  Effect 
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Vehicle  Settings 

The  vehicle  settings  allow  the  user  to 
change  the  settings  for  lights,  wipers,  lock¬ 
ing,  keys,  and  other  vehicle  settings. 


Menu  item 

Result 

Rear  Door  Alert 

Displays  the  available  rear  Door  Alert  options. 

Alert  and  Horn 

When  selected,  the  alert  is  displayed;  and  the  horn  sounds. 

Alert  Only 

When  selected,  only  the  alert  is  displayed. 

Off 

When  selected,  no  alert  or  horn  will  be  active. 

Lighting 

Displays  available  lighting  features  of  the  vehicle. 

Welcome  Light  {if  so  equipped) 

Allows  user  to  turn  the  welcome  light  on  or  off 

Auto  Room  Lamp 

Allows  user  to  turn  the  auto  room  lamp  feature  on  or  off. 

Light  Sensitivity  (if  so  equipped) 

Allows  user  to  change  when  the  lights  illuminate  based  on  the  brightness  outside  the  vehicle. 

Light  Off  Delay  (if  so  equipped) 

Allows  user  to  change  the  duration  of  time  that  the  automatic  headlights  stay  on  after  the  vehicle  is  shut  off 

Turn  indicator 

Displays  available  turn  indicator  options. 

1  3  Flash  Pass 

Allows  user  to  turn  the  3  flash  pass  on  or  off 

Locking 

Displays  available  locking  options. 

1-Key  Door  Lock  (if  so  equipped) 

Allows  user  to  turn  l-key  door  lock  on  or  off.  When  turned  on,  the  request  switch  on  the  door  is  activated. 

Selective  Unlock 

Allows  user  to  turn  selective  unlock  on  or  off.  When  turned  on,  only  the  driver's  door  is  unlocked  after  the 

door  unlock  operation.  When  the  door  handle  request  switch  on  the  driver's  or  front  passenger's  side  door  is 
pushed  to  be  unlocked,  only  the  corresponding  door  is  unlocked  first.  All  the  doors  can  be  unlocked  if  the 
door  unlock  operation  is  performed  again  within  1  minute.  When  this  item  is  turned  off,  all  the  doors  will  be 
unlocked  after  the  door  unlock  operation  is  performed  once. 

Answer  Bk.  Horn 

Allows  user  to  turn  answer  back  horn  on  or  off. 

Auto  Door  Unlock  (if  so  equipped) 

Displays  available  options  for  the  auto  door  unlock. 

Off 

Doors  will  have  to  be  manually  unlocked. 

IGN  Off 

Doors  will  unlock  when  the  ignition  is  turned  off 

Shift  into  P 

Doors  will  unlock  when  the  vehicle  is  shifted  into  P  (Park). 

Wipers 
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Menu  item 

Result 

Rain  Sensor  (if  so  equipped) 

Allows  user  to  turn  the  rain  sensor  feature  on  or  off  For  additional  information,  refer  to  "Wiper  and  washer 
switch"  in  this  section. 

Speed  Dependent  (if  so  equipped) 

Allows  user  to  turn  the  speed  dependent  feature  on  or  off.  For  additional  information,  refer  to  'Wiper  and 
washer  switch"  in  this  section. 

Memory  Seat  (ADP)  (if  so  equipped) 

Displays  available  memory  seat  options. 

Exit  Seat  Slide 

Allows  the  user  to  turn  the  exit  seat  slide  on  or  off  When  turned  on,  this  feature  will  move  the  driver's  seat 
backward  for  an  easy  exit  when  the  ignition  is  turned  off  and  the  driver's  door  is  opened.  After  getting  into 
the  vehicle  and  placing  the  ignition  switch  in  the  ACC  position,  the  driver's  seat  will  move  to  the  previous  set 
position.  For  additional  information,  refer  to  'Automatic  drive  positioner"  in  the  "Pre-driving  checks  and  ad¬ 
justments"  section  of  this  manual. 

Exit  Steering  Up 

Allows  the  user  to  turn  the  exit  steering  up  feature  on  or  off  When  turned  on,  this  feature  will  move  the  steer¬ 
ing  wheel  upward  for  an  easy  exit  when  the  ignition  is  turned  off  and  the  driver’s  door  is  opened.  After  get¬ 
ting  into  the  vehicle  and  placing  the  ignition  switch  in  the  ACC  position,  the  steering  wheel  moves  to  the  pre¬ 
vious  position.  For  additional  information,  refer  to  "Automatic  drive  positioner"  in  the  "Pre-driving  checks  and 
adjustments"  section  of  this  manual. 

Reverse  Tilt  Mirror  (if  so  equipped) 

Displays  reverse  tilt  mirror  information. 

Towing  Settings  (if  so  equipped) 

Displays  available  towing  settings  options. 

Trailer  light  check 

Allows  user  to  select  a  mode  in  which  the  vehicle  will  test  various  lights  that  could  affect  a  trailer  if  con¬ 
nected  properly.  This  feature  can  also  be  activated  using  the  NISSAN  Intelligent  Key®.  For  additional 
information,  refer  to  "NISSAN  Intelligent  Key®"  in  the  "Pre-driving  checks  and  adjustments"  and  'Towing  a 
trailer"  in  the  Technical  and  consumer  information"  sections  of  this  manual. 
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Alarm 

The  alarm  menu  allows  the  userto  set  spe¬ 
cific  alarmsfor  various  items  on  the  vehicle. 


Menu  item 

Result 

Outside  Temp. 

Allows  userto  turn  the  outside  temp,  alarm  on  or  off. 

Timer  Alert 

Allows  user  to  set  the  timer  alert  alarm. 

Navigation  (if  so  equipped) 

Allows  user  to  turn  the  navigation  alarm  on  or  off 

Phone 

Allows  userto  turn  the  phone  alarm  on  or  off. 

Mail 

Allows  user  to  turn  the  mail  alarm  on  or  off 
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Maintenance 

The  maintenance  menu  allows  the  user  to 
set  reminders  for  various  vehicle  mainte¬ 
nance  items. 


A  WARNING 

The  tire  replacement  indicator  is  not  a 
substitute  for  regular  tire  checks,  in¬ 
cluding  tire  pressure  checks.  For  addi¬ 
tional  information,  refer  to  "Changing 
wheels  and  tires"  in  the  "Do-it-yourself" 
section  of  this  manual.  Many  factors  in¬ 
cluding  tire  inflation,  alignment,  driving 
habits  and  road  conditions  affect  tire 
wear  and  when  tires  should  be  re¬ 
placed.  Setting  the  tire  replacement  in¬ 
dicator  for  a  certain  driving  distance 


does  not  mean  your  tires  will  last  that 
long.  Use  the  tire  replacement  indicator 
as  a  guide  only  and  always  perform 
regular  tire  checks.  Failure  to  perform 
regular  tire  checks,  including  tire  pres¬ 
sure  checks  could  result  in  tire  failure. 
Serious  vehicle  damage  could  occur 
and  may  lead  to  a  collision,  which  could 
result  in  serious  personal  injury  or 
death. 


Menu  item 

Result 

Maintenance 

Allows  user  to  cycle  through  various  maintenance  items  and  set  reminders  to  perform  maintenance  at  spe¬ 
cific  intervals. 

Oil  Control  System  (if  so  equipped) 

Allows  user  to  view  the  oil  control  system  maintenance  interval. 

Oil  Filter  (if  so  equipped) 

Allows  user  to  set  an  oil  filter  reminder  at  a  specific  interval  or  reset  the  current  one. 

Oil  and  Filter  (if  so  equipped) 

Allows  user  to  set  an  oil  and  filter  reminder  at  a  specific  interval  or  reset  the  current  one. 

Air  Filter 

Allows  user  to  set  an  air  filter  reminder  at  a  specific  interval  or  reset  the  current  one. 

Tire 

Allows  user  to  set  a  tire  reminder  at  a  specific  interval  or  reset  the  current  one. 

Brake  Pad 

Allows  user  to  set  a  brake  pad  reminder  at  a  specific  interval  or  reset  the  current  one. 

Brake  Fluid 

Allows  user  to  set  a  brake  fluid  reminder  at  a  specific  interval  or  reset  the  current  one. 

Battery 

Allows  user  to  set  a  battery  reminder  at  a  specific  interval  or  reset  the  current  one. 

Transmission  Fluid 

Allows  user  to  set  a  transmission  fluid  reminder  at  a  specific  interval  or  reset  the  current  one. 

Engine  Coolant 

Allows  user  to  set  an  engine  coolant  reminder  at  a  specific  interval  or  reset  the  current  one. 

DEF  Level  (if  so  equipped) 

Allows  user  to  set  a  DEF  level  reminder  at  a  specific  interval  or  reset  the  current  one. 

Spark  Plug  (if  so  equipped) 

Allows  user  to  set  a  spark  plug  reminder  at  a  specific  interval  or  reset  the  current  one. 

Other 

Allows  user  to  set  a  reminder,  other  than  for  the  maintenance  items  listed  above,  at  a  specific  interval  or  re- 
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Unit 


The  units  menu  allows  the  user  to  change 
the  units  shown  in  the  vehicle  information 
display. 


Menu  item 

Result 

Mileage 

Displays  available  mileage  display  units. 

Pressure 

Displays  available  pressure  display  units. 

Temperature 

Displays  available  temperature  display  units. 

Language 

The  language  menu  allows  the  user  to 
change  the  languages  displayed  in  the  ve¬ 
hicle  information  display 


Menu  item 

Result 

Language 

Displays  available  language  options  for  the  vehicle  information  display. 

Factory  Reset 

The  factory  reset  menu  allows  the  user  to 
restore  the  vehicle  information  display  set¬ 
tings  to  factory  status. 


Menu  item 

Result 

Factory  Reset 

Allows  user  to  reset  the  vehicle  information  display  settings  to  the  original  factory  settings.  Once  selected, 
the  user  can  confirm  or  deny  the  reset. 
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VEHICLE  INFORMATION  DISPLAY 
WARNINGS  AND  INDICATORS 

1.  Door  Open 

2.  Release  Parking  Brake 

3.  Range  XX  miles 

4.  Low  Fuel 

5.  Oil  Level  Low  (For  Diesel  engines  only) 

6.  Low  Oil  Pressure  Stop  Vehicle  (For  Die- 
sei  engines  oniy) 

7  Oil  Level  Sensor  Fault  (For  Diesel  en¬ 
gines  only) 

8.  AT  (Automatic  Transmission)  CFIECK 

9.  AT  (Automatic  Transmission)  Error:  See 
Owner's  Manual 

10.  Tire  Pressure  Low  -  Add  Air 

n.  Low  Tire  Pressure  Error  —  info 

12.  Flat  Tire 

13.  Shipping  Mode  On  Push  Storage  Fuse 

14.  Push  brake  and  start  button  to  drive 

15.  Remote  Engine  Start  Mode  (if  so 
equipped) 

16.  Brightness  indicator 
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17  Low  Outside  Temperature 

18.  Shift  to  Park 

19.  Low  fuel  Pressure:  See  Owner's  Manual 

20.  Low  Washer  Fluid 

21.  Cruise  control  indicator 

22.  4WD  shift  indicators  (if  so  equipped) 

23.  FRT  &  RR  tire  size  difference:  See  Own¬ 
er's  Manual  (if  so  equipped) 

24.  Push  Ignition  to  OFF 

25.  Fleadlight  System  Error:  See  Owner's 
Manual  (if  so  equipped) 

26.  Key  iD  Incorrect 
27  No  Key  Detected 

28.  Key  System  Error:  See  Owner's  Manual 

29.  Key  Battery  Low 

30.  Power  will  turn  off  to  save  the  battery 

31.  Power  turned  off  to  save  the  battery 

32.  Reminder:  Turn  OFF  Headlights 

33.  4WD  Error:  See  Owner's  Manual  (if  so 
equipped) 

34.  Battery  Voltage  Low  Charge  Battery 

35.  Main 


36.  Parking  Sensor  Error:  See  Owner's 
Manuai  (if  so  equipped) 

37  TPMS  Error:  See  Owner's  Manual 

38.  4WD  MODE  SHIFTING  (if  SO  equipped) 

39.  Loose  Fuel  Cap  (if  so  equipped) 

40.  Biind  Spot  Warning  (BSW)  and  Rear 
Cross  Traffic  Alert  (RCTA)  Indicator  (if  so 
equipped) 

41.  Malfunction:  See  Owner's  Manual  (if  so 
equipped) 

42.  Side  Radar  Obstruction  (if  so  equipped) 

43.  Rear  Door  Alert  Is  activated  (if  so 
equipped) 

44.  Check  Rear  Seat  For  All  Articles  (if  so 
equipped) 

Door  Open 

This  warning  illuminates  when  a  door  has 
been  opened. 

Release  Parking  Brake 

This  warning  iliuminates  in  the  message 
area  of  the  vehicle  information  display 
when  the  parking  brake  is  set  and  the  ve¬ 
hicle  is  driven.  Press  the  brake  pedal  to  re¬ 
lease  the  parking  brake. 
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Range  XX  miles 

This  warning  iiluminatesto  indicatethe  ap¬ 
proximate  distance  remaining  before  the 
fuei  reaches  0  (Empty). 

Low  Fuel 

This  warning  iiiuminates  whenthefuel  level 
in  the  fuel  tank  is  getting  low.  Refuel  as 
soon  as  it  is  convenient,  preferably  before 
the  fuel  gauge  reaches  0  (Empty).  There 
will  be  a  small  reserve  of  fuel  in  the  tank 
when  the  fuel  gauge  needle  reaches  O 
(Empty). 

Oil  Level  Low  (For  Diesel  engines  only) 

If  the  Oil  Level  Low  indicator  is  displayed, 
the  engine  oil  level  is  low.  If  the  low  level 
reminder  is  displayed,  check  the  level  using 
the  engine  oil  dipstick. 

^CAUTION 

The  oil  level  should  be  checked  regu¬ 
larly  using  the  engine  oil  dipstick.  Oper¬ 
ating  with  an  insufficient  amount  of  oil 
can  damage  the  engine  and  such  dam¬ 
age  is  not  covered  by  the  warranty. 


Low  Oil  Pressure  Stop  Vehicle  (For  Diesel 
engines  only) 

This  warning  appears  in  the  message  area 
of  the  vehicle  information  display  if  low  oil 
pressure  is  detected.  This  gauge  is  not  de¬ 
signed  to  indicate  low  oil  level.  The  low  oil 

pressure  warning  is  not  designed  to  indi¬ 
cate  a  low  oil  level.  Use  the  dipstick  to 
check  the  oil  level.  For  additional  informa¬ 
tion,  refer  to  “Engine  oil"  in  the  "Do-it- 
yourself"  section  of  this  manual. 

Oil  Level  Sensor  Fault  (For  Diesel  en¬ 
gines  only) 

This  warning  appears  in  the  message  area 
of  the  vehicle  information  display  if  the  oil 
level  sensor  malfunctions.  It  is  recom¬ 
mended  that  you  visit  a  NISSAN  dealer  to 
have  this  system  checked. 

AT  (Automatic  Transmission)  CHECK 

If  the  AT  Check  warning  appears  while  the 
engine  is  running,  or  while  driving,  it  may 
indicate  that  the  AT  is  not  functioning  prop¬ 
erly  and  may  need  servicing.  Have  the  sys¬ 
tem  checked,  and  if  necessary,  repaired 
promptly.  It  is  recommended  that  you  visit 
a  NISSAN  dealer  for  this  service. 
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AT  (Automatic  Transmission)  Error:  See 
Owner's  Manual 

Ifthis  message  appears  while  the  engine  is 
running,  or  while  driving,  it  may  indicate 
that  the  AT  is  not  functioning  properly  and 
may  need  servicing.  Have  the  system 
checked,  and  if  necessary,  repaired 
promptly.  It  is  recommended  that  you  visit 
a  NISSAN  dealer  for  this  service. 

Tire  Pressure  Low  -  Add  Air 

This  warning  appears  when  the  low  tire 
pressure  warning  light  in  the  meter  illumi¬ 
nates  and  lowtire  pressure  is  detected. The 
warning  appears  each  time  the  ignition 
switch  is  placed  in  the  ON  position  as  long 
as  the  low  tire  pressure  warning  light  re¬ 
mains  illuminated.  Ifthis  warning  appears, 
stop  the  vehicle  and  adjust  the  tire  pres¬ 
sures  of  all  four  tires  to  the  recommended 
COLD  tire  pressure  shown  on  the  Tire  and 
Loading  Information  label.  For  additional 
information,  refer  to  "Low  tire  pressure 
warning  light"  in  this  section  and  'Tire  Pres¬ 
sure  Monitoring  System  (TPMS)"  in  the 
"Starting  and  driving"  section  of  this 
manual. 
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Low  Tire  Pressure  Error  —  Info 

This  warning  appears  when  the  low  tire 
pressure  warning  light  in  the  meter  illumi¬ 
nates  and  low  tire  pressure  is  detected. 
Press  the  ENTER  button  for  information 
about  the  low  tire  pressure.  For  additional 
information,  refer  to  "Low  tire  pressure 
warning  light"  in  this  section  and  "Tire  Pres¬ 
sure  Monitoring  System  (TPMS)"  in  the 
"Starting  and  driving"  section  of  this 
manual. 

Flat  Tire 

This  warning  appears  when  the  low  tire 
pressure  warning  light  in  the  meter  illumi¬ 
nates  and  one  or  more  flat  tires  are  de¬ 
tected  while  driving. 

Shipping  Mode  On  Push  Storage  Fuse 

This  warning  may  appear  if  the  extended 
storage  switch  is  not  pushed  in.  When  this 
warning  appears,  push  in  the  extended 
storage  switch  to  turn  off  the  warning.  For 
additional  information,  refer  to  "Extended 
storage  switch"  in  this  section. 

Push  brake  and  start  button  to  drive 

This  indicator  appears  when  the  shift  lever 
is  in  the  P  (Park)  position. 
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This  indicator  means  that  the  engine  will 
start  by  pushing  the  ignition  switch  with 
the  brake  pedal  depressed.  You  can  start 
the  engine  from  any  position  of  the  ignition 
switch. 

Remote  Engine  Start  Mode  (if  so 
equipped] 

This  warning  appears  in  the  vehicle  infor¬ 
mation  display  when  the  vehicle  has  been 
started  using  the  remote  start  function.  To 
start  the  vehicle,  apply  the  brake  and  place 
the  ignition  switch  in  the  ON  position. 

Brightness  indicator 

This  indicator  appears  when  the  vehicle 
Information  display  screen  brightness  is 
being  adjusted. 

Low  Outside  Temperature 

This  warning  appears  if  the  outside  tem¬ 
perature  is  below  37°F  (3°C).  The  tempera¬ 
ture  can  be  changed  to  display  in  Celsius  or 
Fahrenheit.  For  additional  Information,  re¬ 
fer  to  "Settings"  in  this  section. 

Shift  to  Park 

This  warning  illuminates  when  the  ignition 
switch  is  in  the  ACC  or  OFF  po^on  and  the 
shift  leveCtSTrotfn^s^Ptf^arkp^fetipn.  Also, 


a  chime  sounds  when  the  ignition  switch  is 
in  the  ACC  or  OFF  position. 

If  this  warning  illuminates,  move  the  shift 
lever  to  the  P  (Park)  position  and  start  the 
engine. 

Low  fuel  Pressure;  See  Owner's  Manual 

This  warning  appears  when  the  fuel  pres¬ 
sure  is  low.  Check  the  fuel  level  and  refuel  If 
needed,  if  the  warning  remains  illuminated, 
have  the  system  checked.  It  is  recom¬ 
mended  that  you  visit  a  NISSAN  dealer  for 
this  service.  For  additional  information,  re¬ 
fer  to  "Diesel  fuel  system"  in  the  "Introduc¬ 
tion"  of  the  Titan  Diesel  Owner's  Manual. 


_ A  caution _ 

Since  the  fuel  pump  is  lubricated  by  the 
fuel  itself,  prolonged  driving  with  low 
fuel  levels  may  cause  progressive  dam¬ 
age  to  the  fuel  pump.  This  may  cause 
the  pump  to  fail. 

Low  Washer  Fluid 

This  warning  illuminates  when  the 
windshield-washer  fluid  is  at  a  low  level. 
Add  windshield-washer  fluid  as  necessary. 
For  additional  information,  refer  to 
"Windshield-washer  fluid"  in  the  "Do-it- 
yourself"  section  of  this  manual. 
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Cruise  control  indicator 

This  indicator  shows  the  cruise  control  sys¬ 
tem  status. 

For  additional  information,  refer  to  "Cruise 
control"  in  the  "Starting  and  driving"  section 
of  this  manual. 

4WD  shift  indicators  (if  so  equipped) 

These  indicators  show  which  4WD  mode  is 
selected.  For  additional  information,  refer 
to  "Using  4-wheel  drive  (4WD)"  in  the  "Start¬ 
ing  and  driving"  section  of  this  manual. 

FRT  &  RR  tire  size  difference;  See  Own¬ 
er's  Manual  (if  so  equipped) 

This  warning  may  appear  if  there  is  a  large 
difference  between  the  diameters  of  the 
front  and  rear  wheels.  Pull  off  the  road  in  a 
safe  area,  with  the  engine  idling.  Checkthat 
all  the  tire  sizes  are  the  same,  that  the  tire 
pressure  is  correct  and  that  the  tires  are 
not  excessively  worn.  For  additional  infor¬ 
mation,  refer  to  "Wheels  and  tires"  in  the 
Technical  and  consumer  information"  of 
this  manual. 

Push  Ignition  to  OFF 

After  the  Push  ignition  to  OFF  warning  illu¬ 
minates,  the  warning  will  illuminate  if  the 


ignition  switch  is  placed  in  the  ACC  position 
when  the  shift  lever  is  moved  to  the  P  (Park) 
position. 

To  turn  off  the  Push  warning,  place  the  ig¬ 
nition  switch  in  the  ON  position  and  then  in 
the  LOCK  position. 

Headlight  System  Error:  See  Owner's 
Manual  (if  so  equipped) 

This  warning  appears  when  the  LED  head¬ 
lights  are  not  functioning  properly. 

If  this  warning  appears,  have  your  system 
checked.  It  is  recommended  that  you  visit  a 
NISSAN  dealer  for  this  service. 

Key  ID  Incorrect 

This  warning  appears  when  the  ignition 
switch  is  placed  from  the  OFF  position  and 
the  Intelligent  Key  is  not  recognized  by  the 
system.  You  cannot  start  the  engine  with 
an  unregistered  key. 

For  additional  information,  refer  to  "NISSAN 
Intelligent  Key®"  in  the  "Pre-driving  checks 
and  adjustments"  section  of  this  manual. 

No  Key  Detected 

This  warning  appears  when  the  Intelligent 
Key  is  left  outside  the  vehftMWtth  the  igni¬ 


tion  switch  in  the  ON  position.  Make  sure 
the  Intelligent  Key  is  inside  the  vehicle. 

For  additional  information,  refer  to  "NISSAN 
Intelligent  Key®"  in  the  "Pre-driving  checks 
and  adjustments"  section  of  this  manual. 

Key  System  Error:  See  Owner's  Manual 

After  the  ignition  switch  is  pushed  to  the 
ON  position,  this  light  comes  on  for  a  period 
of  time  and  then  turns  off. 

The  Key  System  Error  message  warns  of  a 
malfunction  with  the  Intelligent  Key  sys¬ 
tem.  If  the  light  comes  on  while  the  engine 
is  stopped,  it  may  be  impossible  to  start 
the  engine. 

If  the  light  comes  on  while  the  engine  is 
running, you  can  drive  the  vehicle.  However, 
in  these  cases,  have  the  system  checked.  It 
is  recommended  that  you  visit  a  NISSAN 
dealer  for  this  service. 

Key  Battery  Low 

This  indicator  illuminates  when  the  Intelli¬ 
gent  Key  battery  is  running  out  of  power. 

If  this  indicator  illuminates,  replace  the  bat¬ 
tery  with  a  new  one.  For  additional  infor¬ 
mation,  refer  to  "Battery  replacement"  in 
the  "Do-it-yourself"  section  of  this  manual. 
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Power  will  turn  off  to  save  the  battery 

This  message  appears  in  the  vehicle  infor¬ 
mation  display  after  a  period  of  time  if  the 
ignition  switch  is  in  the  ACC  or  the  ON  po¬ 
sition  and  if  the  vehicle  is  in  P  (Park).  For 
additional  information,  refer  to  "Push¬ 
button  ignition  switch  positions"  in  the 
"Starting  and  driving"  section  of  this 
manual. 

Power  turned  off  to  save  the  battery 

This  warning  appears  after  the  ignition 
switch  is  automatically  turned  off  to  save 
the  battery. 

Reminder:  Turn  OFF  Headlights 

This  warning  appears  when  the  headlights 
are  left  in  the  ON  position  when  exiting  the 
vehicle.  Place  the  headlight  switch  in  the 
OFF  or  AUTO  position.  For  additional  Infor¬ 
mation,  refer  to  "Headlight  switch"  in  this 
section. 

4WD  Error;  See  Owner's  Manual  (if  so 
equipped) 

This  warning  appears  when  the  4-wheel 
drive  system  is  not  functioning  properly 
while  the  engine  Is  running. 
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Battery  Voltage  Low  Charge  Battery 

This  warning  appears  when  the  battery  Is 
low  and  needs  to  be  charged. 

Maintenance  indicators 

When  engine  oil  service  is  due,  one  or  more 
of  these  icons  will  appear  automatically  to 
remind  you.  For  additional  information,  re¬ 
fer  to  "Engine  oil"  in  the  "Do-it-yourself"  sec¬ 
tion  of  this  manual. 

These  will  also  appear  when  the  user-set 
reminders  are  met.  For  additional  informa¬ 
tion,  refer  to  "Vehicle  information  display"  in 
this  section. 

Parking  Sensor  Error:  See  Owner's 
Manual  (if  so  equipped) 

This  warning  illuminates  when  there  is  an 
error  with  the  system.  For  additional  infor¬ 
mation,  refer  to  "Front  and  rear  sonar  sys¬ 
tem"  in  the  "Starting  and  driving"  section  of 
this  manual. 

TPMS  Error:  See  Owner's  Manual 

This  warning  appears  when  there  Is  an  er¬ 
ror  with  your  TPMS.  If  this  warning  comes 
on,  have  the  system  checked.  It  is  recom- 
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4WD  MODE  SHIFTING  (if  so  equipped) 

This  message  appears  when  the  vehicle  is 
shifting  into  4WD.  For  additional  informa¬ 
tion,  refer  to  "Using  4-wheel  drive  (4WD)"  in 
the  "Starting  and  driving"  section  of  this 
manual. 

Loose  Fuel  Cap  (if  so  equipped) 

This  warning  appears  when  the  fuel-filler 
cap  is  not  tightened  correctly  after  the  ve¬ 
hicle  has  been  refueled.  For  additional  in¬ 
formation,  refer  to  "Fuel-filler  door"  in  the 
"Pre-driving  checks  and  adjustments"  sec¬ 
tion  of  this  manual. 

Blind  Spot  Warning  (BSW)  and  Rear 
Cross  Traffic  Alert  (RCTA)  indicator  (if  so 
equipped) 

This  indicator  shows  when  the  BSW  and 
RCTA  systems  are  engaged. 

For  additional  information,  refer  to  "Blind 
Spot  Warning  (BSW)"  and  "Rear  Cross  Traffic 
Alert  (RCTA)"  in  the  "Starting  and  driving" 
section  ofthis  manual. 

Malfunction:  See  Owner's  Manual  (if  so 
equipped) 

This  warning  appears  when  one  or  more  of 
the  following  systems  (if  so  equipped)  is 
not  functioning  properly: 


•  Blind  Spot  Warning  (BSW) 

•  Rear  Cross  Traffic  alert  (RCTA) 

If  one  or  more  of  these  warning  appears, 
have  the  system  checked.  It  is  recom¬ 
mended  that  you  visit  a  NISSAN  dealer  for 
this  service. 

Side  Radar  Obstruction  (if  so  equipped) 

This  message  appears  when  the  Blind 
Spot  Warning  (BSW)  or  Rear  Cross  Traffic 
Alert  (RCTA)  systems  become  unavailable 
because  a  radar  blockage  is  detected.  For 
additional  information,  refer  to  "Blind  Spot 
Warning  (BSW)"  or  "Rear  Cross  Traffic  Alert 
(RCTA)"  in  the  "Starting  and  driving"  section 
of  this  manual. 

Rear  Door  Alert  is  activated  (if  so 
equipped) 

When  the  system  is  enabled,  this  message 
appears  when  the  Rear  Door  Alert  system 
is  active  and  can  remind  the  driver  to  check 
the  back  seat. 

•  Using  the  steering  wheel  switch,  a  driver 
can  select  "Dismiss  Message"  to  clear 
the  display  for  a  period  of  time.  If  no 
selection  is  made,  this  message  auto¬ 
matically  turns  off  after  a  period  of  time. 


■  Using  the  steering  wheel  switch,  a  driver 
can  select  "Disable  Alert"  to  disable  the 
horn  alert  for  the  remainder  of  the  cur¬ 
rent  trip. 

^WARNING 

Selecting  "Dismiss  Message"  during  a 
stop  within  a  trip  temporarily  dismisses 
the  message  for  that  stop  without  turn¬ 
ing  the  system  off.  Alerts  can  be  pro¬ 
vided  for  other  stops  during  the  trip.  Se¬ 
lecting  "Disable  Alert"  turns  off  the  Rear 
Door  Alert  system  for  the  remainder  of 
a  trip  and  no  audible  alert  will  be 
provided. 

NOTE: 

This  system  is  disabled  until  a  driver  en¬ 
ables  it  using  the  vehicle  information 
display.  For  additional  information,  refer 
to  "How  to  use  the  vehicle  information 
display"  in  this  section. 

For  additional  information,  refer  to  "Rear 
Door  Alert"  in  this  section. 
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Check  Rear  Seat  For  All  Articles  (if  so 
equipped) 

When  the  system  is  enabled,  this  message 
appears  when  the  vehicle  comes  to  a  com¬ 
plete  stop,  the  vehicle  is  transitioned  from 
the  D  (Drive)  position  to  P  (Park)  position, 
and  the  driver  exits  the  vehicle.  This  mes¬ 
sage  alerts  the  driver,  after  a  period  of  time, 
to  check  for  items  in  the  rear  seat  after  the 
audible  alert  has  been  provided. 

NOTE: 

This  system  is  disabled  until  a  driver  en¬ 
ables  it  using  the  vehicle  information 
display.  For  additional  information,  refer 
to  "How  to  use  the  vehicle  information 
display"  in  this  section. 

For  additional  information,  refer  to  "Rear 
Door  Aiert"  in  this  section. 
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DEF  Low 
XX%  Refill  Soon 


DEF  Empty 

DEF  System  Error 

Refill  DEF 

SMPH  Speed  Limit 

See  Owner's  Manual 

See  Dealer 

DEF  Low  XX% 
Limited  Engine  Power 
Soon 


Exhaust  Filter  Overloaded 

DEF  System  Error 

See  Owner's  Manual 

See  Dealer 

For  Drive  Pattern 

DEF  Low 

DEF  System  Error 

Limited  Engine 
Power  in 

SMPH  Speed  Limit 

XXX  Miles 

XX  miles 

DEF  Empty 
Smph  Limit  Soon 
See  Owner's  Manual 


DEF  System  Error 
SMPH  Speed  Limit  Soon 


Exhaust  Filter  Regeneration 
Started 


Exhaust  Filter  Overloaded 
Engine  Power  Reduced 
See  Owner's  Manual 


Exhaust  Filter  Overloaded 
Immediate  Service  Required 


Engine  Warming 

Keep  Foot 
on  Brake 


Engine  Shutdown: 
Stop  Safely 


Engine  Power 
Reduced 


Service  Air  Filter 


Engine  Oil 
Service  Due  XX 


Coolant  Level  Low 
See  Owner's  Manual 
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DIESEL  WARNINGS  AND 
INDICATORS  (if  SO  equipped) 


These  warning  and  indicators  apply  to  the 
diesel-oniy  models.  For  additional  informa¬ 
tion,  refer  to  the  Titan  Diesel  Owner's 
Manual. 
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SECURITY  SYSTEMS 


_ LIC0359 

Your  vehicle  has  two  types  of  security  sys¬ 
tems: 

•  Vehicle  security  system 

•  NISSAN  Vehicle  Immobilizer  System 

VEHICLE  SECURITY  SYSTEM 

The  vehicle  security  system  provides  visual 
and  audible  alarm  signals  If  someone 
opens  the  doors  or  hood  when  the  system 
Is  armed.  It  Is  not,  however,  a  motion  detec¬ 
tion  type  system  that  activates  when  a  ve¬ 
hicle  is  moved  or  when  a  vibration  occurs. 

The  system  helps  deter  vehicle  theft  but 
cannot  prevent  it,  nor  can  it  prevent  the 


theft  of  interior  or  exterior  vehicle  compo¬ 
nents  in  all  situations.  Always  secure  your 
vehicle  even  if  parking  for  a  brief  period. 
Never  leave  your  keys  In  the  vehicle,  and 
always  lock  the  vehicle  when  unattended. 
Be  aware  of  your  surroundings,  and  park  in 
secure,  well-lit  areas  whenever  possible. 

Many  devices  offering  additional  protec¬ 
tion,  such  as  component  locks,  identifica¬ 
tion  markers,  and  tracking  systems,  are 
available  at  auto  supply  stores  and  spe¬ 
cialty  shops.  A  NISSAN  dealer  may  also  offer 
such  equipment.  Check  with  your  insur¬ 
ance  company  to  see  if  you  may  be  eligible 
for  discounts  for  various  theft  protection 
features. 

How  to  arm  the  vehicle  security 
system 

1.  Close  all  windows.  (The  system  can  be 
armed  even  if  the  windows  are  open.) 

2.  Remove  the  Intelligent  Key  from  the  ve¬ 
hicle. 

3.  Close  all  doors.  Lock  all  doors.  The 
doors  can  be  locked  with  the  Intelligent 
Key,  door  handle  request  switch,  or  me- 
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4.  Confirm  that  the  security  indica¬ 
tor  light  stays  on  for  about  30  seconds. 
The  vehicle  security  system  is  now  pre¬ 
armed.  The  vehicle  security  system  will 
automatically  shift  Into  the  armed 
phase.  The  security  light  begins 
to  flash  once  every  three  seconds.  If 
during  the  pre-armed  phase  one  ofthe 
following  occurs,  the  system  will  not 
arm: 

■  Any  door  Is  unlocked  with  the  mechani¬ 
cal  key  (If  so  equipped),  the  Intelligent 
Key  or  door  request  switch. 

■  Ignition  switch  is  placed  in  ACC  or  ON 
position. 

■  If  the  key  is  turned  slowly  when  lock¬ 
ing  the  door,  the  system  may  not  arm. 
Furthermore,  if  the  key  is  turned  be¬ 
yond  the  vertical  position  toward  the 
unlock  position  to  remove  the  key, 
the  system  may  be  disarmed  when 
the  key  is  removed.  If  the  indicator 
light  fails  to  glow  for  a  period  of  time, 
unlock  the  door  once  and  lock  it 
again. 


Instruments  and  controls  2-43 


■  Even  when  the  driver  and/or  passen¬ 
gers  are  in  the  vehicle,  the  system  will 
activate  with  all  the  doors,  hood  and 
locked  with  the  ignition  switch  placed 
in  the  LOCK  position.  When  placing 
the  ignition  switch  in  the  ACC  or  ON 
position,  the  system  will  be  released. 

•  The  lockable  bedside  storage  com¬ 
partment  (if  so  equipped)  is  not  pro¬ 
tected  by  the  vehicle  security  system. 

Vehicle  security  system  activation 

The  vehicle  security  system  wili  give  the 

following  alarm: 

•  The  headlights  blink  and  the  horn 
sounds  intermittently  but  synchro¬ 
nously. 

•  The  alarm  automatically  turns  off  after 
a  period  of  time.  However,  the  alarm 
reactivates  if  the  vehicle  is  tampered 
with  again. 

The  alarm  is  activated  by: 

■  opening  any  door  or  hood  without  us¬ 
ing  the  key  (if  so  equipped)  or  intelligent 
Key  (even  if  the  door  is  unlocked  by  re¬ 
leasing  the  door  inside  lock  knob). 
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Howto  stop  an  activated  alarm 

The  alarm  stops  only  by  unlocking  the  driv¬ 
er's  door  with  the  key  (if  so  equipped),  the 
key  fob  (if  so  equipped),  or  by  pressing 
the  |3  button  on  the  intelligent  Key  (if  so 
equipped). 

NISSAN  VEHICLE  IMMOBILIZER 
SYSTEM 

The  NISSAN  Vehicle  Immobilizer  System 
will  not  allow  the  engine  to  start  without 
the  use  of  a  registered  key. 

If  the  engine  fails  to  start  using  a  registered 
key  (for  example,  when  interference  is 
caused  by  another  registered  key,  an  auto¬ 
mated  toll  road  device  or  automatic  pay¬ 
ment  device  on  the  key  ring),  restart  the 
engine  using  the  following  procedures: 

1.  Leave  the  ignition  switch  placed  in  the 
ON  position  for  approximately  5  sec¬ 
onds. 

2.  Place  the  ignition  switch  in  the  OFF  or 
LOCK  position  and  wait  approximately 
10  seconds. 

3.  Repeat  steps  1  and  2. 
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4.  Restart  the  engine  while  holding  the 
device  (which  may  have  caused  the  in¬ 
terference)  separate  from  the  regis¬ 
tered  key. 

If  the  no  start  condition  re-occurs,  NISSAN 
recommends  placing  the  registered  key  on 
a  separate  key  ring  to  avoid  interference 
from  other  devices. 

FCC  Notice: 

For  USA: 

This  device  complies  with  part  15  of  the 
FCC  Rules.  Operation  is  subject  to  the  fol¬ 
lowing  two  conditions:  (1)  This  device 
may  not  cause  harmful  interference,  and 
(2)  this  device  must  accept  any  interfer¬ 
ence  received,  including  interference 
that  may  cause  undesired  operation. 

NOTE: 

Changes  or  modifications  not  expressly 
approved  by  the  party  responsible  for 
compliance  could  void  the  user's  author¬ 
ity  to  operate  the  equipment. 


For  Canada: 

This  device  complies  with  Industry 
Canada  licence-exempt  RSS  standard(s). 
Operation  is  subject  to  the  following  two 
conditions:  (1)  this  device  may  not  cause 
interference,  and  (2)  this  device  must  ac¬ 
cept  any  interference,  including  interfer¬ 
ence  that  may  cause  undesired  opera¬ 
tion  of  the  device. 
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Security  indicator  light 

The  security  indicator  light  blinks  whenever 
the  ignition  switch  is  placed  in  the  OFF, 
LOCK  or  ACC  position. 

This  function  indicates  the  NISSAN  Vehicle 
Immobilizer  System  is  operational. 

If  the  NISSAN  Vehicle  Immobilizer  System  is 
malfunctioning,  the  light  will  remain  on 
while  the  ignition  switch  is  placed  in  the  ON 
position. 
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If  the  light  still  remains  on  and/or  the 
engine  will  not  start,  seek  service  for  the 
NISSAN  Vehicle  Immobilizer  System  as 
soon  as  possible.  Please  bring  all  regis¬ 
tered  keys  that  you  have.  It  is  recom¬ 
mended  that  you  visit  a  NISSAN  dealer 
for  this  service. 
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WIPER  AND  WASHER  SWITCH 
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Type  A  (if  so  equipped) 

SWITCH  OPERATION 


A  WARNING 

In  freezing  temperatures  the  washer 
solution  may  freeze  on  the  windshield 
and  obscure  your  vision  which  may  lead 
to  an  accident.  Warm  the  windshield 
with  the  defroster  before  you  wash  the 
windshield. 


2-46  Instruments  and  controls 


Type  B  (if  so  equipped) 

A  CAUTION 

■  Do  not  operate  the  washer  continu¬ 
ously  for  more  than  30  seconds. 

■  Do  not  operate  the  washer  if  the 
windshield-washer  fluid  reservoir  is 
empty. 
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■  Do  notfillthe  windshield-washerfluidi 
reservoir  with  windshield-washer 
fluid  concentrates  at  full  strength. 
Some  methyl  alcohol  based 
windshield-washer  fluid  concen¬ 
trates  may  permanently  stain  the 
grille  if  spilled  while  filling  the 
windshield-washer  fluid  reservoir. 

■  Pre-mix  windshield-washer  fluid  con¬ 
centrates  with  water  to  the  manufac¬ 
turer's  recommended  levels  before 
pouring  the  fluid  into  the  windshield- 
washer  fluid  reservoir.  Do  not  use  the 
windshield-washer  fluid  reservoir  to 
mix  the  windshield-washer  fluid  con¬ 
centrate  and  water. 


NOTE: 

If  the  windshield  wiper  operation  is  in¬ 
terrupted  by  snow  or  ice,  the  wiper  may 
stop  moving  to  protect  its  motor.  If  this 
occurs,  turn  the  wiper  switch  to  the  OFF 
position  and  remove  the  snow  or  ice  that 
is  on  and  around  the  wiper  arms.  In  ap¬ 
proximately  1  minute,  turn  the  switch  on 
again  to  operate  the  wiper. 

The  windshield  wiper  and  washer  operates 
when  the  ignition  switch  is  in  the  ON  posi¬ 
tion. 


Rotate  the  end  of  the  lever  to  operate  the 
wiper  at  the  following  speed: 

®  Intermittent  (INT)  —  intermittent  op¬ 
eration  can  be  adjusted  by  turning  the 
knob  toward  ®  (Slower)  or  (§)  (Faster). 
Also,  the  intermittent  operation  speed 
varies  in  accordance  with  the  vehicle 
speed.  (For  example,  when  the  vehicle 
speed  is  high,  the  intermittent  opera¬ 
tion  speed  will  be  faster.) 

(2)  Low  (LO)  —  continuous  low  speed  op¬ 
eration 

(3)  High  (HI)  —  continuous  high  speed  op¬ 
eration 

Rotate  the  lever  the  opposite  direction  ® 
to  have  one  sweep  operation  (MIST)  of  the 
wiper. 

Press  the  button  on  the  end  of  the  lever  ® 
to  operate  the  washer.  The  wiper  will  also 
operate  several  times. 

NOTE: 

The  Speed  Dependent  feature  may  be 
disabled.  For  additional  information,  re¬ 
fer  to  "Vehicle  information  display"  in 
this  section. 
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RAIN-SENSING  AUTO  WIPER 
SYSTEM  (if  so  equipped) 

I  A  CAUTION 

■  Do  not  touch  the  rain  sensor  and 
around  it  when  the  wiper  switch  is  in 
the  AUTO  position  and  the  ignition 
switch  is  in  the  ON  position.  The  wip¬ 
ers  may  operate  unexpectedly  and 
cause  an  injury  or  may  damage  a 
wiper. 


The  rain-sensing  auto  wipers  are  in¬ 
tended  for  use  during  rain.  If  the 
switch  is  left  in  the  AUTO  position,  the 
wipers  may  operate  unexpectedly 
when  dirt,  fingerprints,  oil  film  or  in¬ 
sects  are  stuck  on  or  around  the  sen¬ 
sor.  The  wipers  may  also  operate 
when  exhaust  gas  or  moisture  affect 
the  rain  sensor. 

When  the  windshield  glass  is  coated 
with  water  repellent,  the  speed  of  the 
rain-sensing  auto  wipers  may  be 
higher  even  though  the  amount  of  the 
rainfall  is  small. 

Be  sure  to  turn  off  the  rain-sensing 
auto  wiper  system  when  you  use  a  car 
wash. 

The  rain-sensing  auto  wipers  may  not 
operate  if  rain  does  not  hit  the  rain 
sensor  even  if  it  is  raining. 

Using  Genuine  NISSAN  wiper  blades  is 
recommended  for  proper  operation 
of  the  rain-sensing  auto  wiper  sys¬ 
tem.  For  additional  information,  refer 
to  "Windshield  wiper  blades"  in  the 
"Do-it-yourself"  section  of  this 
manual. 
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REAR  WINDOW  AND/OR  OUTSIDE 
MIRROR  DEFROSTER  SWITCH  (if  SO 
equipped) 


The  rain-sensing  auto  wiper  system  can 
automatically  turn  on  the  wipers  and  ad¬ 
just  the  wiper  speed  depending  on  the 
rainfall  and  the  vehicle  speed  by  using  the 
rain  sensor  located  on  the  upper  part  of 
the  windshield. 

To  set  the  raln-sensing  auto  wiper  system, 
rotate  the  lever  to  the  AUTO  position  (T). 
The  wiper  will  sweep  once  while  the  igni¬ 
tion  switch  is  in  the  ON  position. 

The  rain  sensor  sensitivity  level  can  be  ad¬ 
justed  by  turning  the  knob  toward  the  front 
(§)  (High)  or  toward  the  rear  @  (Low). 

-  High  —  High  sensitive  operation 

-  Low  —  Low  sensitive  operation 

To  turn  the  rain-sensing  auto  wiper  system 
off  rotate  the  lever  to  the  OFF  position,  or 
rotate  the  lever  to  the  LO  or  HI  position. 

NOTE: 

The  Rain  Sensor  feature  may  be  dis¬ 
abled.  For  additional  information,  refer 
to  'Vehicle  information  display"  in  this 
section. 
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Type  B  (if  so  equipped) 

To  defrost  the  rear  window  glass  and/or 
outside  mirrors,  start  the  engine  and  push 
the  rear  window/outside  mirror  defroster 
switch  on.  The  indicator  light  on  the  switch 
will  illuminate.  Push  the  switch  again  to 
turn  the  defroster  off. 

The  defroster  automatically  turns  off  after 
approximately  15  minutes. 


HEADLIGHT  SWITCH 


NOTE: 

If  the  rear  power  window  (if  so  equipped) 
is  open  while  the  defroster  switch  is  on, 
the  rear  window  defroster  will  automati¬ 
cally  shut  off.  The  heated  outside  mirrors 
(if  so  equipped)  will  remain  on.  The  rear 
window  defroster  will  automatically  turn 
on  when  the  rear  power  window  is  fully 
closed  if  the  switch  is  on. 

^CAUTION 

When  cleaning  the  inner  side  of  the  rear 
window,  be  careful  not  to  scratch  or 
damage  the  rear  window  defroster. 
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HEADLIGHT  CONTROL  SWITCH 
Lighting 


@  Rotate  the  switch  to  the  position, 
and  the  front  parking,  tail,  license  plate, 
map  lights  (if  so  equipped),  and  instru¬ 
ment  panel  lights  will  come  on. 

(2)  Rotate  the  switch  to  the  position, 
and  the  headlights  will  come  on.  All 
other  lights,  except  the  map  lights  (if  so 
equipped),  will  remain  on. 
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A  CAUTION 

Use  the  headlights  with  the  engine  run¬ 
ning  to  avoid  discharging  the  vehicle 
battery. 


Autolight  system  (if  so  equipped) 
The  autolight  system  allows  the  headlights 
to  be  set  so  they  turn  on  and  off  automati¬ 
cally.  The  autolight  system  can: 

■  Turn  on  the  headlights,  front  parking, 
tail,  license  plate  and  instrument  panel 
lights  automatically  when  it  is  dark. 

■  Turn  off  all  the  lights  when  it  is  light. 

■  Keep  all  the  lights  on  for  a  period  of  time 
afteryou  place  the  ignition  switch  in  the 
OFF  position  and  all  doors  are  closed. 
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NOTE: 

Autolight  activation  sensitivity  and  the 
time  delay  for  autolight  shutoff  can  be 
adjusted.  For  additional  information,  re¬ 
fer  to  "Vehicle  information  display"  in 
this  section. 

To  turn  on  the  autolight  system: 

1.  Turn  the  headlight  switch  to  the  AUTO 
position  {T). 

2.  Place  the  Ignition  switch  in  the  ON  po¬ 
sition. 

3.  The  autolight  system  automatically 
turns  the  headlights  on  and  off 

Initially  if  the  ignition  switch  is  placed  in  the 
OFF  position  and  a  door  is  opened  and  left 
open,  the  headlights  remain  on  for  a  period 
of  time.  If  another  door  is  opened  while  the 
headlights  are  on,  then  the  timer  is  reset. 

To  turn  the  autolight  system  off  turn  the 
switch  to  the  OFF, 5DQS  ,  or  position. 
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Be  sure  you  do  not  put  anything  on  top 
of  the  autolight  sensor  ®  located  on  the 
top  side  of  the  instrument  panel.  The  au¬ 
tolight  sensor  controls  the  autolight;  if  it 
is  covered,  the  autolight  sensor  reacts  as 
if  it  is  dark  out  and  the  headlights  will 
illuminate.  If  this  occurs  while  parked 
with  the  engine  off  and  the  ignition 
switch  placed  in  the  ON  position,  your 
vehicle's  battery  could  become  dis¬ 
charged. 


@  To  select  the  high  beam  function,  en¬ 
sure  the  low  beams  are  on  using  the 
headlight  control  switch,  then  push  the 
iever  forward.  The  high  beam  lights 
come  on  and  the  blue  iO  indicator 
light  illuminates. 

(2)  Puii  the  lever  back  to  return  to  the  low 
beam. 
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@  Pulling  and  releasing  the  lever  flashes 
the  headlight  high  beams  on  and  off. 
The  low  beams  need  not  be  engaged 
for  this  function. 

Battery  saver  system 
If  the  ignition  switch  is  placed  in  the  OFF 
position  while  the  headlight  switch  is  in 
theSDriE  or  position,  the  headlights 

will  turn  off  after  a  period  of  time. 

After  the  headlights  automatically  turn  off 
with  the  headlight  switch  in  theSDQE 
or  position,  the  headlights  will  illumi¬ 
nate  again  if  the  headlight  switch  is  moved 
to  the  OFF  position  and  then  turned  to 
theSDQE  or  position. 

^CAUTION 

Even  though  the  battery  saver  feature 
automatically  turns  off  the  headlights 
after  a  period  of  time,  you  should  turn 
the  headlight  switch  to  the  OFF  position 
when  the  engine  is  not  running  to  avoid 
discharging  the  vehicle  battery. 
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Manual  headlight  aiming  control 
(if  so  equipped) 

Depending  on  the  number  of  occupants  in 
the  vehicle  and  the  load  it  is  carrying,  the 
headlight  axis  may  be  higher  than  desired. 
If  the  vehicle  is  traveling  on  a  hilly  road,  the 
headlights  may  directly  hit  the  rearview 
mirror  of  the  vehicle  ahead  or  the  wind¬ 
shield  of  the  oncoming  vehicle.  The  light 
axis  can  be  lowered  with  the  operation  of 
the  switch. 

The  larger  the  number  designated  on  the 
switch,  the  lower  the  axis. 
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When  traveling  without  a  heavy  load  or  on  a 
flat  road,  select  position  0. 


Select  the  switch  position  by  referring  to 
the  following  sample. 


Vehicle  Load 

Switch 

Position 

Driver  only  or  Driver/front 
passenger 

0 

Driver/front  seat  passenger/ 
rear  seat  passengers 

1 

Driver/front  seat  passenger/ 
rear  seat  passengers/cargo 
or  driver/cargo/no  trailer 

2 

Fully  loaded/no  trailer 

3 

DAYTIME  RUNNING  LIGHTS  (DRL) 
SYSTEM  (Type  A)  (if  SO  equipped) 


The  lights  in  the  fog  light  area  automati¬ 
cally  illuminate  at  100%  intensity  when  the 
engine  is  started  and  the  parking  brake 
released.  The  Daytime  Running  Lights 
(DRL)  operate  with  the  headlight  switch  in 
the  OFF  position. 

If  the  parking  brake  is  applied  before  the 
engine  is  started,  the  DRL  do  not  illuminate. 
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The  DRL  illuminate  when  the  parking  brake 
is  released.  The  DRL  remain  on  while  the 
engine  is  running. 

It  is  necessary  at  dusktoturn  the  headlight 
switch  on  for  interior  controls  and  switches 
to  illuminate,  as  those  remain  off  while  the 
switch  is  in  the  OFF  position. 

^WARNING 

When  the  DRL  system  is  active,  tail 
lights  on  your  vehicle  are  not  on.  It  is 
necessary  at  dusk  to  turn  on  your  head¬ 
lights.  Failure  to  do  so  could  cause  an 
accident  injuring  yourself  and  others. 

LED  DAYTIME  RUNNING  LIGHTS 
(DRL)  SYSTEM  (Type  B)  (if  SO 
equipped) 

The  LED  portion  of  the  headlights  auto¬ 
matically  illuminates  at  100%  intensity 
when  the  engine  is  started  and  the  parking 
brake  released.  The  LED  Daytime  Running 
Lights  (LED  DRL)  operate  with  the  headlight 
switch  in  the  OFF  position.  When  you  turn 
the  headlight  switch  to  the  position 
for  full  illumination,  the  LED  lights  switch 
from  LED  DRL  to  the  park  function. 


If  the  parking  brake  is  applied  before  the 
engine  is  started,  the  LED  DRLdo  not  illumi¬ 
nate.  The  LED  DRL  illuminate  when  the 
parking  brake  is  released.  The  LED  DRL  re¬ 
main  on  while  the  engine  is  running. 

It  is  necessary  at  dusk  to  turn  the  headlight 
switch  ON  for  interior  controls  and 
switches  to  illuminate,  as  those  remain  off 
while  the  switch  is  in  the  OFF  position. 


INSTRUMENT  BRIGHTNESS 
CONTROL 

Press  the  "+"  button  to  increase  the  bright¬ 
ness  of  instrument  panel  lights. 

Press  the button  to  decrease  the  bright¬ 
ness  of  instrument  panel  lights. 


^WARNING 

When  the  LED  DRL  system  is  active,  tail 
lights  on  your  vehicle  are  not  on.  It  is 
necessary  at  dusk  to  turn  on  your  head¬ 
lights.  Failure  to  do  so  could  cause  an 
accident  injuring  yourself  and  others. 
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Turn  signal 

®  Move  the  lever  up  or  down  to  signal  the 
turning  direction.  When  the  turn  is 
completed,  the  turn  signal  cancels  au¬ 
tomatically. 


Lane  change  signal 


@ 


Move  the  lever  up  or  down  until  the 
turn  signal  begins  to  flash,  but  the  lever 
does  not  latch,  to  signal  a  lane  change. 
Flold  the  lever  until  the  lane  change  is 
completed. 
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FOG  LIGHT  SWITCH  (if  SO  equipped) 


HORN 


Move  the  lever  up  or  down  until  the 
turn  signal  begins  to  flash,  but  the  lever 
does  not  latch,  and  release  the  lever. 
The  turn  signal  will  automatically  flash 
three  times. 

Choose  the  appropriate  method  to  signal 
a  lane  change  based  on  road  and  traffic 
conditions. 

NOTE: 

The  3  flash  pass  turn  indicator  may  be 
disabled.  For  additional  information,  re¬ 
fer  to  'Vehicle  information  display"  in 
this  section. 
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To  turn  the  fog  lights  on,  turn  the  headlight 
switch  to  the  position,  then  push  the 
fog  light  switch  @  on. 

To  turn  the  fog  lights  on  with  the  headlight 
switch  IntheAUTO  position  (if  so  equipped), 
the  headlights  must  be  on,  then  push  the 
fog  light  switch  on. 

To  turn  the  fog  lights  off,  push  the  fog  light 
switch  again. 

The  headlights  must  be  on  and  the  low 
beams  selected  for  the  fog  lights  to  oper¬ 
ate.  The  fog  lights  automatically  turn  off 
when  the  high  beam  headlights  are  se¬ 
lected 
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To  sound  the  horn,  push  near  the  horn  icon 
on  the  steering  wheel. 

^WARNING 

Do  not  disassemble  the  horn.  Doing  so 
could  affect  proper  operation  of  the 
supplemental  front  air  bag  system. 
Tampering  with  the  supplemental  front 
air  bag  system  may  result  in  serious 
personal  injury. 
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CARGO  LAMP  SWITCH 


CLIMATE  CONTROLLED  SEAT 
SWITCHES  (if  SO  equipped) 


CARGO 

LAMP 

/ 
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To  turn  on  the  cargo  lamp  and  the  under 
rail  bed  lamps  (if  so  equipped)  push  the 
switch  down  to  the  ON  position.  The  tail¬ 
gate  lights  (if  so  equipped)  will  also  illumi¬ 
nate  when  the  cargo  lamp  switch  is  in  the 
ON  position. 

^CAUTION 

Do  not  use  for  extended  periods  of  time 
with  the  engine  stopped.  This  could  re¬ 
sult  in  a  discharged  battery. 


^WARNING 

Do  not  use  or  allow  occupants  to  use 
the  climate  controlled  seats  if  you  or  the 
occupants  cannot  monitor  seat  tem¬ 
peratures  or  have  an  inability  to  feel 
pain  in  those  body  parts  in  contact  with 
the  seat.  Use  of  the  climate  controlled 
seats  by  such  people  could  result  in  se¬ 
rious  injury. 

^CAUTION 

■  The  battery  could  run  down  if  the  cli¬ 
mate  control  seat  is  operated  while 
the  engine  is  not  running. 

■  Do  not  use  the  climate  control  seat  for 
extended  periods  or  when  no  one  is 
using  the  seat. 

■  Do  not  put  anything  on  the  seat  which 
insulates  heat,  such  as  a  blanket, 
cushion,  seat  cover,  etc.  Otherwise, 
the  seat  may  become  overheated. 

■  Do  not  place  anything  hard  or  heavy 
on  the  seat  or  pierce  it  with  a  pin  or 
similar  objects.  This  may  result  in 
damage  to  the  climate  controlled 
seat. 


Any  liquid  spilled  on  the  seat  should 
be  removed  immediately  with  a  dry 
cloth. 

The  climate  controlled  seat  has  an  air 
filter.  Do  not  operate  the  climate  con¬ 
trolled  seat  without  an  air  filter.  This 
may  result  in  damage  to  the  system. 

When  cleaning  the  seat,  never  use 
gasoline,  benzine,  thinner,  or  any 
similar  materials. 

If  any  malfunctions  are  found  or  the 
climate  controlled  seat  does  not  oper¬ 
ate,  turn  the  switch  off  and  have  the 
system  checked.  It  is  recommended 
that  you  visit  a  NISSAN  dealer  for  this 
service. 
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HEATED  SEAT  SWITCHES  (if  SO 
equipped) 
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The  climate  controlled  seat  warms  up  or 
cools  down  the  front  seat  by  blowing  warm 
or  cool  air  from  under  the  surface  of  the 
seat.  The  climate  control  switch  is  located 
on  the  center  console. 

The  climate  controlled  seat  can  be  oper¬ 
ated  as  follows: 

1.  Start  the  engine. 

2.  Turn  the  control  knob  ®  to  the  heat 
side  ®  or  the  cool  side  @.  The  indica¬ 
tor  light  ®  on  the  control  knob  will  illu¬ 
minate. 
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3.  Adjust  the  desired  amount  of  air  using 
the  control  knob.  The  climate  con¬ 
trolled  seat  blower  remains  on  low 
speed  for  approximately  60  seconds 
after  turning  the  switch  on  or  selecting 
the  desired  temperature. 

4.  When  the  vehicle's  interior  is  warmed 
or  cooled,  or  before  you  leave  the  ve¬ 
hicle,  be  sure  to  turn  the  control  knob 
to  the  Off  (center)  position.  The  indica¬ 
tor  light  ®  on  the  control  knob  goes  off 
with  the  switch  in  the  off  (center)  posi¬ 
tion. 

To  check  the  air  filter  for  the  climate  con¬ 
trolled  seat,  it  is  recommended  that  you 
contact  a  NISSAN  dealer. 
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^WARNING 

Do  not  use  or  allow  occupants  to  use 
the  seat  heater  if  you  or  the  occupants 
cannot  monitor  elevated  seat  tempera¬ 
tures  or  have  an  inability  to  feel  pain  in 
body  parts  that  contact  the  seat.  Use  of 
the  seat  heater  by  such  people  could 
result  in  serious  injury. 

^CAUTION 

■  Do  not  use  the  seat  heater  for  ex¬ 
tended  periods  or  when  no  one  is  us¬ 
ing  the  seat. 

■  Do  not  put  anything  on  the  seat  which 
insulates  heat,  such  as  a  blanket, 
cushion,  seat  cover,  etc.  Otherwise, 
the  seat  may  become  overheated. 

■  Do  not  place  anything  hard  or  heavy 
on  the  seat  or  pierce  it  with  a  pin  or 
similar  object.  This  may  result  in  dam¬ 
age  to  the  heater. 

■  Any  liquid  spilled  on  the  heated  seat 
should  be  removed  immediately  with 
a  dry  cloth. 

■  When  cleaning  the  seat,  never  use 
gasoline,  benzine,  thinner,  or  any 
similar  materials. 


HEATED  REAR  SEAT  SWITCHES  (if  SO 

equipped) 


If  any  malfunctions  are  found  or  the 
heated  seat  does  not  operate,  turn 
the  switch  off  and  have  the  system 
checked.  It  is  recommended  that  you 
visit  a  NISSAN  dealer  for  this  service. 

The  battery  could  run  down  if  the  seat 
heater  is  operated  while  the  engine  is 
not  running. 


2.  Push  the  LO  or  HI  position  of  the  switch, 
as  desired,  depending  on  the  tempera¬ 
ture.  The  indicator  light  in  the  switch 
will  illuminate. 


The  heater  is  controlled  by  a  thermo¬ 
stat,  automatically  turning  the  heater 
on  and  off.  The  indicator  light  will  re¬ 
main  on  as  long  as  the  switch  is  on. 


3. 


When  the  seat  is  warmed  or  before  you 
leave  the  vehicle,  be  sure  to  turn  the 
switch  off. 


A  WARNING 

Do  not  use  or  allow  occupants  to  use 
the  seat  heater  if  you  or  the  occupants 
cannot  monitor  elevated  seat  tempera¬ 
tures  or  have  an  inability  to  feel  pain  in 
body  parts  that  contact  the  seat.  Use  of 
the  seat  heater  by  such  people  could 
result  in  serious  injury. 


A  CAUTION 

The  battery  could  run  down  if  the  seat 
heater  is  operated  while  the  engine  is 
not  running. 

Do  not  use  the  seat  heater  for  ex¬ 
tended  periods  or  when  no  one  is  us¬ 
ing  the  seat. 

Do  not  put  anything  on  the  seat  which 
insulates  heat,  such  as  a  blanket, 
cushion,  seat  cover,  etc.  Otherwise, 
the  seat  may  become  overheated. 

Do  not  place  anything  hard  or  heavy 
on  the  seat  or  pierce  it  with  a  pin  or 
similar  object.  This  may  result  in  dam¬ 
age  to  the  heater. 

Any  liquid  spilled  on  the  heated  seat 
should  be  removed  immediately  with 
a  dry  cloth. 
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■  When  cleaning  the  seat,  never  use 
gasoline,  benzine,  thinner,  or  any 
similar  materials. 

■  If  any  malfunctions  are  found  or  the 
heated  seat  does  not  operate,  turn 
the  switch  off  and  have  the  system 
checked.  It  is  recommended  that  you 
visit  a  NISSAN  dealer  for  this  service. 
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The  rear  seats  are  warmed  by  built-in  heat¬ 
ers.  The  switches  are  located  on  the  rear  of 
the  front  center  console  and  can  be  oper¬ 
ated  Independently  of  each  other. 


1.  Start  the  engine. 

2.  Push  the  LO  or  Hi  position  of  the  switch, 
as  desired.  The  indicator  light  in  the 
switch  will  illuminate. 


The  heater  is  controlled  by  a  thermo¬ 
stat,  automatically  turning  the  heater 
on  and  off  The  indicator  light  will  re¬ 
main  on  as  long  as  the  switch  is  on. 


3.  When  the  seat  is  warmed  or  before  you 
leave  the  vehicle,  be  sure  to  turn  the 
switch  off. 
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HEATED  STEERING  WHEEL  SWITCH  (if 

SO  equipped) 


WARNING  SYSTEMS  SWITCH  (if  SO 

equipped) 


The  heated  steering  wheel  system  is  de¬ 
signed  to  operate  only  when  the  surface 
temperature  of  the  steering  wheel  is  below 
68°F  (20°C). 


Push  the  heated  steering  wheel  switch  to 
warm  the  steering  wheel  after  the  engine 
starts.  The  indicator  light  will  come  on. 

If  the  surface  temperature  of  the  steering 
wheel  is  below  68°F  (20°C),  the  system  will 
heat  the  steering  wheel  and  cycle  off  and 
on  to  maintain  a  temperature  above  68°F 
(20°C).  The  indicator  light  will  remain  on  as 
long  as  the  system  is  on. 


Push  the  switch  again  to  turn  the  heated 
steering  wheel  system  off  manually.  The 
indicator  light  will  go  off.  The  switch  will  turn 
off  automatically  30  minutes  after  activa¬ 
tion,  once  this  happens  the  switch  will  need 
to  be  pressed  again  to  restart  the  cycle. 

NOTE: 

If  the  surface  temperature  of  the  steer¬ 
ing  wheel  is  above  68°F  (20° C)  when  the 
switch  is  turned  on,  the  system  will  not 
heat  the  steering  wheel.  This  is  not  a 
malfunction. 


LSD2208 

The  warning  systems  switch  is  used  to  turn 
on  and  off  the  Blind  Spot  Warning  (B5W) 
system  that  is  activated  using  the  settings 
menu  on  the  vehicle  information  display. 

When  the  warning  systems  switch  is 
turned  off  the  indicator  ©  on  the  switch  is 
off.  The  indicator  will  also  be  off  if  the  warn¬ 
ing  system  is  deactivated  using  the  set¬ 
tings  menu. 

The  B5W  system  will  turn  on  the  BSW/RCTA 
indicator  light,  located  next  to  the  outside 
mirrors,  if  the  radar  detects  a  vehicle  in  the 
detection  zone.  If  the  turn  signal  is  acti¬ 
vated  in  the  direction  of  the  detected  ve¬ 
hicle,  a  chime  sounds  twice  and  the 
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BSW/RCTA  indicator  light  will  flash.  For  ad¬ 
ditional  information,  refer  to  "Blind  Spot 
Warning  (BSW)"  in  the  "Starting  and  driving" 
section  of  this  manual. 
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VEHICLE  DYNAMIC  CONTROL  (VDC) 
OFF  SWITCH 


_ LIC3544 

The  vehicle  should  be  driven  with  the  VDC 
system  on  for  most  driving  conditions. 

If  the  vehicle  is  stuck  in  mud  or  snow,  the 
VDC  system  reduces  the  engine  output  to 
reduce  wheel  spin.  The  engine  speed  will 
be  reduced  even  if  the  accelerator  is  de¬ 
pressed  to  the  floor,  if  maximum  engine 
power  is  needed  to  free  a  stuck  vehicle, 
turn  the  VDC  system  off. 

To  turn  off  the  VDC  system,  push  the  VDC 
OFF  switch.  The  S  indicator  will  come 
on. 


Push  the  VDC  OFF  switch  again  or  restart 
the  engine  to  turn  on  the  system.  For  addi¬ 
tional  information,  refer  to  "Vehicle  Dy¬ 
namic  Control  (VDC)  system"  in  the  "Start¬ 
ing  and  driving"  section  of  this  manual. 


OEAUEH  ef»fiOCEi 


HILL  DESCENT  CONTROL  SWITCH  (if 

SO  equipped) 


LIC3447 

_ A  WARNING _ 

Never  rely  solely  on  the  hill  descent 
control  system  to  control  vehicle 
speed  when  driving  on  steep  downhill 
grades.  Always  drive  carefully  when 
using  the  hill  descent  control  system 
and  decelerate  the  vehicle  speed  by 
depressing  the  brake  pedal  if  neces¬ 
sary.  Be  especially  careful  when  driv¬ 
ing  on  frozen,  muddy  or  extremely 
steep  downhill  roads.  Failure  to  con¬ 
trol  vehicle  speed  may  result  in  a  loss 
of  control  of  the  vehicle  and  possible 
serious  injury  or  death. 


■  The  hill  descent  control  may  not  con¬ 
trol  the  vehicle  speed  on  a  hill  under 
all  load  or  road  conditions.  Always  be 
prepared  to  depress  the  brake  pedal 
to  control  vehicle  speed.  Failure  to  do 
so  may  result  in  a  collision  or  serious 
personal  injury. 

A  CAUTION 

When  the  hill  descent  control  system 
operates  continuously  for  a  long  time, 
the  temperature  of  the  brake  pads  may 
increase  and  the  hill  descent  control 
system  may  be  temporarily  disabled 
(the  indicator  light  will  blink).  If  the  indi¬ 
cator  light  does  not  come  on  continu¬ 
ously  after  blinking,  stop  using  the 
system. 

The  hill  descent  control  system  is  designed 
to  reduce  driver  workload  when  going 
down  steep  hills.  The  hill  descent  control 
system  helps  to  control  vehicle  speed  so 
the  driver  can  concentrate  on  steering  the 
vehicle. 

To  activate  the  hill  descent  control  system: 

■  activate  the  4H  or  4LO  switch, 

■  the  transmission  shift  le^  must  be  in 

fo  r  wantnrreWsc^ea  — 


■  the  hill  descent  control  system  switch 
must  be  ON. 

The  vehicle  speed  must  be  kept  below 
15  mph  (25  km/h). 

The  hill  descent  control  indicator  light  will 
come  on  when  the  system  Is  activated. 
Also,  the  stop/tail  lights  illuminate  while  the 
hill  descent  control  system  applies  the 
brakes  to  control  vehicle  speed. 

You  may  hear  a  noise  from  under  the  hood 
or  feel  a  vibration  from  the  actuator  when  it 
is  operating.  This  is  normal  and  indicates 
the  hill  descent  control  system  is  working 
properly. 

If  the  accelerator  or  brake  pedal  is  de¬ 
pressed  while  the  hill  descent  control  sys¬ 
tem  is  on,  the  system  will  stop  operating 
temporarily.  As  soon  as  the  accelerator  or 
brake  pedal  is  released,  the  hill  descent 
control  system  begins  to  function  again  if 
the  hill  descent  control  operating  condi¬ 
tions  are  fulfilled. 

The  hill  descent  control  indicator  light 
blinks  if  the  switch  is  on  and  all  conditions 
for  system  activation  are  not  met  or  if  the 
system  becomes  disengaged  for  any  rea¬ 
son. 
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ELECTRONIC  LOCKING  REAR 
DIFFERENTIAL  (E-Lock)  SYSTEM 
SWITCH  (if  SO  equipped) 


To  turn  off  the  hill  descent  control  system, 
push  the  switch  to  the  OFF  position. 

For  additional  information,  refer  to  "Flill  de¬ 
scent  control  system  ON  indicator  light"  in 
this  section  and  "Hill  descent  control  sys¬ 
tem"  in  the  "Starting  and  driving"  section  of 
this  manual. 
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The  E-Lock  system  can  help  provide  added 
traction  if  the  vehicle  is  stuck  or  becoming 
stuck. 

To  activate  the  E-Lock  system: 

■  the  4WD  switch  must  be  in  the  4LO  po¬ 
sition  (4-wheel  drive  vehicles), 

■  the  vehicle  must  be  stopped  or  moving 
at  4  mph  (7  km/h)  or  less,  and 

■  the  E-Lock  system  switch  must  be 
turned  ON. 


When  the  E-Lock  system  switch  is  turned 
ON,  the  indicator  light  will  flash  until  the 
system  engages.  However,  if  all  operation 
conditions  listed  above  are  not  met  or  the 
system  becomes  disengaged,  the  indica¬ 
tor  light  will  continue  to  flash. 

The  Anti-lock  Braking  System  (AB5)  system 
is  disabled  and  the  ABS  light  illuminates 
when  the  E-Lock  system  is  on. 

For  additional  information,  refer  to  "Elec¬ 
tronic  locking  rear  differential  (E-Lock)  sys¬ 
tem"  in  the  "Starting  and  driving"  section  of 
this  manual  for  further  explanation  and 
system  limitations. 


A  WARNING 

Never  leave  the  E-Lock  system  ON 
when  driving  on  paved  or  hard¬ 
surfaced  roads.  Turning  the  vehicle 
may  result  in  the  rear  wheels  slipping 
and  result  in  an  accident  and  personal 
injury.  After  using  the  E-Lock  system 
to  free  the  vehicle,  turn  the  system 
OFF. 
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POWER  INVERTER  SWITCH  (if  SO 
equipped) 


Use  the  E-lock  system  only  in  an 
emergency  when  it  is  not  possible  to 
free  a  stuck  vehicle  even  using  4LO. 
Never  use  the  E-Lock  system  on  a  slip¬ 
pery  road  surface  such  as  snow  or  ice 
surface.  Using  the  E-Lock  system 
when  driving  in  these  road  conditions 
may  cause  unexpected  movement  of 
the  vehicle  during  engine  braking,  ac¬ 
celerating  or  turning,  which  may  re¬ 
sult  in  an  accident  and  serious  per¬ 
sonal  injury. 

Observe  the  above  warnings.  Other¬ 
wise,  loss  of  normal  steering  control 
may  result.  This  may  result  in  an  acci¬ 
dent  and  serious  personal  injury. 


_ A  CAUTION 

After  using  the  E-Lock  system,  or  dur¬ 
ing  normal  driving,  turn  the  switch 
OFF  to  prevent  possible  damage  to 
drivetrain  components  from  ex¬ 
tended  use. 

When  the  E-Lock  system  is  in  opera¬ 
tion,  turning  the  vehicle  becomes  dif¬ 
ficult.  This  can  be  dangerous,  espe¬ 
cially  at  high  speeds.  Doing  so  could 
damage  drivetrain  components. 


■  Do  not  operate  the  E-Lock  system 
when  the  vehicle  is  turning  or  when 
one  side  wheel  is  rotating.  Otherwise, 
the  drivetrain  components  could  be 
damaged. 

■  The  E-Lock  system  operates  only 
when  the  engine  is  running. 

■  In  4H  mode,  the  E-Lock  system  does 
not  operate  when  the  E-Lock  system 
switch  is  turned  to  the  ON  position. 
(The  E-Lock  system  indicator  light  will 
flash.) 

■  Avoid  quick  starts  while  the  E-Lock 
system  is  in  operation.  Otherwise  the 
drivetrain  components  could  be 
damaged. 

■  Observe  the  above  cautions.  Other¬ 
wise,  loss  of  normal  steering  may 
result. 
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To  use  the  outlets  for  devices  that  require 
120v  power,  place  the  ignition  In  the  ON 
position  and  push  the  power  inverter 
switch. 

The  400W  or  150W  on  the  switch  will  illumi¬ 
nate  according  to  the  mode  selected.  Only 
the  ISOW  is  available  when  the  ignition 
switch  is  placed  in  the  ON  position  and  the 
vehicle  is  being  driven.  For  additional  infor¬ 
mation,  refer  to  "120v  outlets"  in  this  section 
regarding  using  devices  that  require  the 
power  inverter  switch  activated. 
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FRONT  AND  REAR  SONAR  SYSTEM 
OFF  SWITCH  (if  SO  equipped) 


A  CAUTION 

■  Use  power  outlets  with  the  engine 
running  to  avoid  discharging  the  ve¬ 
hicle  battery. 

■  Do  not  attempt  to  use  this  while 
driving. 

■  Do  not  use  double  adapters  or  more 
than  one  electrical  accessory,  doing 
so  could  significantly  drain  the  bat¬ 
tery  of  your  vehicle. 
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The  Front  and  rear  sonar  system  OFF 
switch  on  the  instrument  panel  allows  the 
driver  to  turn  the  Front  and  rear  sonar  sys¬ 
tem,  Moving  Object  Detection  (MOD)  (if  so 
equipped),  and  Rear  Cross  Traffic  Alert 
(RCTA)  system  on  and  off  To  turn  the  sys¬ 
tems  on  and  off,  the  ignition  switch  must 
be  in  the  ON  position. 


The  indicator  light  on  the  switch  will  Illumi¬ 
nate  when  the  systems  are  turned  on. 


If  the  indicator  light  flashes  when  the  Front 
and  rear  sonar  system,  MOD  (if  so 
equipped),  or  RCTA  systems  are  not  turned 
off  it  ma\/Jnrlic^tP  a  malfi  'p^flqn  One  Or 
more  oft 
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The  Front  and  rear  sonar  system,  MOD  (if  so 
equipped),  or  RCTA  systems  will  be  turned 
on  automatically  under  the  following  con¬ 
ditions: 

•  When  the  ignition  switch  is  switched 
from  the  OFF  position  to  the  ON  posi¬ 
tion. 

■  When  the  shift  lever  is  shifted  into  the  R 
(Reverse)  position. 

■  When  the  vehicle  speed  increases  to 
6  mph  (10  km/h)  and  decreases. 

The  automatic  turning  on  function  can  be 
turned  on  and  off  for  these  systems  in  the 
vehicle  information  display.  For  additional 
information,  refer  to  "Settings"  in  the  "In¬ 
strument  and  controls"  section  of  this 
manual. 

For  additional  information,  refer  to  "Front 
and  rear  sonar  system"  in  the  "Starting  and 
driving"  section  of  this  manual,  or  the  "Mov¬ 
ing  Object  Detection  (MOD)"  in  the  "Monitor, 
climate,  audio,  phone  and  voice  recogni¬ 
tion  systems"  section  of  this  manual. 


TOW  MODE  SWITCH 


E-CALL  (SOS)  BUTTON  (if  SO 
equipped) 


Tow  mode  should  be  used  when  pulling  a 
heavy  trailer  or  hauling  a  heavy  load.  Driv¬ 
ing  the  vehicle  in  the  tow  mode  with  no 
trailer/load  or  light  trailer/light  load  will  not 
cause  any  damage.  However,  fuel 
economy  may  be  reduced,  and  the 
transmission/engine  driving  characteris¬ 
tics  may  feel  unusual. 

Push  the  tow  mode  switch  to  activate  tow 
mode.  The  TOW  indicator  light  illuminates 
when  tow  mode  is  selected.  Push  the  tow 
mode  switch  again  to  turn  tow  mode  off 

Tow  mode  is  automatically  canceled  when 
the  ignition  switch  is  placed  in  the  OFF  po¬ 
sition. 


For  additional  information,  refer  to  Tow 
mode"  in  the  Technical  and  consumer  in¬ 
formation"  section  of  this  manual. 
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The  E-call  (SOS)  system  button  is  used  in 
combination  with  a  NissanConnect®  Ser¬ 
vices  subscription  to  call  for  assistance  in 
case  of  an  emergency. 

Pushing  the  button  will  (with  a  paid  subscrip¬ 
tion)  reach  a  Response  Specialist  that  will 
provide  assistance  based  on  the  situation 
described  by  the  vehicle's  occupant.  For  ad¬ 
ditional  information,  or  to  enroll  your  vehicle, 
refer  to  www.NissanUSA.com/connect  or  call 
855-426-6628. 
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TRAILER  BRAKE  CONTROLLER  UNIT  REAR  DOOR  ALERT  (if  SO  equipped) 
(TBCU)  (if  SO  equipped) 
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The  TBCU  on  the  instrument  panel  allows 
the  driver  to  adjust  the  braking  force  ap¬ 
plied  to  the  trailer  brakes. 

For  additional  information,  refer  to  'Towing 
a  trailer"  in  the  'Technical  and  consumer 
information"  section  of  this  manual. 


The  Rear  Door  Alert  system  functions  un¬ 
der  certain  conditions  to  indicate  there 
may  be  an  object  or  passenger  in  the  rear 
seat(s).  Check  the  seat(s)  before  exiting  the 
vehicle. 

The  Rear  Door  Alert  system  is  initially  dis¬ 
abled.  The  driver  can  enable  the  system 
using  the  vehicle  information  display.  For 
additional  information,  refer  to  "Vehicle  in¬ 
formation  display  warnings  and  indicators" 
in  this  section. 

When  the  system  is  enabled: 

■  The  system  is  activated  when  a  rear 
door  is  opened  and  closed  approxi¬ 
mately  10  minutes  before  the  vehicle  is 
started.  When  the  vehicle  is  started  and 
the  system  is  activated,  a  visual  mes¬ 
sage  appears  in  the  vehicle  information 
display.  For  additional  information,  refer 
to  "Rear  Door  Alert  is  activated"  in  this 
section. 
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If  a  rear  door  is  opened  and  closed  but 
the  vehicle  is  not  started  within  approxi¬ 
mately  10  minutes,  the  system  will  not 
be  activated.  A  rear  door  must  be 
opened  and  closed  and  the  car  started 
within  m  mini  itp-;  fnr .tfcia. to  ac¬ 
tivate.' 


When  the  Rear  Door  Alert  system  is  acti¬ 
vated  and  a  driver  exits  the  vehicle  after 
arriving  at  a  destination: 

■  When  the  driver  puts  the  vehicle  in  the  P 
(Park)  position,  a  message  appears  in 
the  vehicle  information  display  for  a 
driver  to  "Dismiss  Message"  or  "Disable 
Alert"  if  desired. 

•  With  the  system  enabled,  when  the 
driver  exits  the  vehicle,  an  audible  alert 
(horn  sound)  will  occur  unless  a  rear 
door  is  opened  and  closed  within  a 
short  time  to  deactivate  the  alert. 

■  If  the  doors  are  locked  before  the  alert  is 
deactivated  by  opening  a  rear  door,  the 
horn  will  sound. 

■  If  the  audible  horn  alert  occurs,  a  mes¬ 
sage  will  also  appear  in  the  vehicle  in¬ 
formation  display  that  states,  "Check 
Rear  Seat  for  All  Articles". 


A  WARNING 

■  If  the  driver  selects  "Disable  Alert",  no 
audible  alert  will  be  provided  regard¬ 
less  of  rear  door  open/close  status. 
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POWER  OUTLETS 


■  There  may  be  times  when  there  is  an 
object  or  passenger  in  the  rear  seat(s) 
but  the  audible  alert  does  not  sound. 
For  example,  this  may  occur  if  the  en¬ 
gine  is  turned  off  and  then  on  again  in  a 
short  period  of  time  during  a  trip,  or  if 
rear  seat  passengers  enter  or  exit  the 
vehicle  during  a  trip. 

■  The  system  does  not  directly  detect 
objects  or  passengers  in  the  rear 
seat(s).  Instead,  it  can  detect  when  a 
rear  door  is  opened  and  closed,  indicat¬ 
ing  that  there  may  be  something  in  the 
rear  seat(s). 

NOTE: 

There  may  be  times  when  the  horn 
sounds  but  there  are  no  objects  or  pas¬ 
sengers  in  the  rear  seat(s). 

For  additional  information,  refer  to  "Rear 
Door  Alert  is  activated"  in  this  section. 
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j2V  OUTLETS 

The  power  outlets  are  for  powering  electri¬ 
cal  accessories  such  as  cellular  tele¬ 
phones. 
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Inside  center  console  (if  so  equipped) 

The  power  outlets  located  on  the  instru¬ 
ment  panel,  Inside  the  center  armrest  (If  so 
equipped),  and  on  the  back  of  the  center 
console  (if  so  equipped)  are  powered  only 
when  the  Ignition  switch  is  placed  in  the 
ACC  or  ON  position. 

Open  the  cap  to  use  a  power  outlet. 
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^CAUTION 

■  The  outlet  and  plug  may  be  hot  during 
or  immediately  after  use. 

■  Only  certain  power  outlets  are  de¬ 
signed  for  use  with  a  cigarette  lighter 
unit.  Do  not  use  any  other  power  out¬ 
let  for  an  accessory  lighter.  It  is  rec¬ 
ommended  that  you  visit  a  NISSAN 
dealer  for  additional  information. 

■  Do  not  use  with  accessories  that  ex¬ 
ceed  a  12  volt,  120W  (10A]  power  draw. 
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Do  not  use  double  adapters  or  more 
than  one  electrical  accessory. 

Use  power  outlets  with  the  engine 
running  to  avoid  discharging  the  ve¬ 
hicle  battery. 

Avoid  using  power  outlets  when  the 
air  conditioner,  headlights,  or  rear 
window  defroster  (if  so  equipped)  is 
on. 

Before  inserting  or  disconnecting  a 
plug,  be  sure  the  electrical  accessory 
being  used  is  turned  OFF. 

Push  the  plug  in  as  far  as  it  will  go.  If 
good  contact  is  not  made,  the  plug 
may  overheat  or  the  internal  tem¬ 
perature  fuse  may  open. 

When  not  in  use,  be  sure  to  close  the 
cap.  Do  not  allow  water  or  any  other 
liquid  to  contact  the  outlet. 


OEiAL.ER  eF3ROCESS 
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In  truck  box  (if  so  equipped) 


Center  console  (if  so  equipped) 


^20\J  OUTLETS  (if  SO  equipped) 


Before  Drive  (idling)  (Park) 

When  shifting  out  of  Park 

When  shifting  back  to 
(idling)  (Park) 

Switch  Reset 

Options 

What  is  plugged  IN 

Indicator 

Inverter 

Status 

Indicator 

Inverter 

Status 

Indicator 

Inverter 

Status 

Indicator 

Inverter 

Status 

Nothing  plugged  but  switch  is 
on 

150  and  400 

ON 

150 

ON 

150  and  400 

ON 

NOT 

NECESSARY 

NOT 

NECESSARY 

Devlce<150\A/ 

150  and  400 

ON 

150 

ON 

150  and  400 

ON 

NOT 

NECESSARY 

NOT 

NECESSARY 

1 50W>device<400W 

150  and  400 

ON 

OFF 

OFF 

ON 

ON 

150  and  400 

ON 

Device>400W 

150  and  400 

OFF 

OFF 

OFF 

OFF 

OFF 

OFF** 

OFF** 

**  OFF  means  that  the  inverter  system  cannot  be  reset  until  a  (device  that  is  within  the  specifiecJ  range  of  operation  is  plugged  in.  Therefore,  the  switch  indicators 
and  inverter  would  remain  OFF.  There  may  be  a  very  short  period  of  time  where  the  switch  ind^ators  are  on,  but  once  the  inverter  reaches  its  peak  saturation 
point  (temp  and  power  level),  it  will  shut  off  both  the  inverter  and 


ePROCEl 
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EXTENDED  STORAGE  SWITCH 


Do  not  use  the  outlet  located  in  the  truck 
box  with  accessories  that  exceed  120  volt. 
Do  not  use  double  adapters  or  more  than 
one  electrical  accessory.  When  the  dual 
wall  bed  liner  is  installed  (if  so  equipped), 
the  power  outlet  is  still  accessible  through 
the  access  door  in  the  bed  liner. 


A  CAUTION 

■  Operation  of  the  120  volt  system  with 
the  ignition  in  the  ON  position  and  the 
engine  not  running  (idle)  will  drain  the 
battery  charge.  This  could  lead  to  a 
dead  battery  or  no  start  condition. 

■  The  outlet  and  plug  may  be  hot  during 
or  immediately  after  use. 

■  Use  power  outlets  with  the  engine 
running  to  avoid  discharging  the  ve¬ 
hicle  battery. 

■  Do  not  use  double  adaptors  or  more 
than  one  electrical  accessory. 

■  Avoid  using  power  outlets  when  the 
air  conditioner,  headlights  or  rear  win¬ 
dow  defroster  is  on. 

■  Before  inserting  or  disconnecting  a 
plug,  be  sure  the  electrical  accessory 
being  used  is  turned  OFF. 
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Push  the  plug  in  as  far  as  it  will  go.  If 
good  contact  is  not  made,  the  plug 
may  overheat  or  the  internal  tem¬ 
perature  fuse  may  open. 

When  not  in  use,  be  sure  to  close  the 
cap.  Do  not  allow  water  or  any  other 
liquid  to  contact  the  outlet. 


OEiALER  eF3ROCESS 
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The  extended  storage  switch  is  used  when 
shipping  the  vehicie.  It  is  iocated  in  the  fuse 
panei  inside  the  glove  box.  To  reach  it,  open 
the  glove  box  @  on  the  instrument  panel, 
then  open  the  fuse  panel  cover 

If  any  electrical  equipment  does  not  oper¬ 
ate,  ensure  the  extended  storage  switch  is 
ON  by  pushing  it  fully  in  place,  as  shown. 


OEi&LER  ef»fiOCEi 


STORAGE 
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REAR-DOOR  POCKETS  (if  SO 
equipped) 
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LIC5215 


equipped) 


equipped) 

The  seatback  pocket(s)  may  be  located  on 
the  back  of  the  driver's  and/or  passenger's 
seat,  there  may  be  one  or  two  pockets 
equipped.  The  pockets  can  be  used  to 
store  maps. 


OEi&LER  e^f^OCES! 


_ A  WARNING _ 

To  ensure  proper  operation  of  the  pas¬ 
senger's  NISSAN  Advanced  Air  Bag  Sys¬ 
tem,  please  observe  the  following 
items; 

■  Do  not  allow  a  passenger  in  the  rear 
seat  to  push  or  pull  on  the  seatback 
pocket  or  head  restraint/headrest. 

■  Do  not  place  heavy  loads  heavier  than 
2.2  lbs.  (1  kg]  on  the  seatback,  head 
restraint/headrest  or  in  the  seatback 
pocket. 


Rear  seat  (driver's  side  shown) 


UNDER-SEAT  STORAGE  (if  SO 
equipped) 

To  access  the  storage  bin,  iift  the  bench 
seat  toward  the  rearofthe  vehicle,  then  lift 
the  cover  the  same  direction.  The  cover 
may  be  locked  @  if  so  equipped. 


A  CAUTION 

To  avoid  damaging  the  tray  under  the 
seat,  cargo  in  the  trays  should  not  ex¬ 
ceed  20  lbs.  (9.08kg). 


OEiALER  e^ROCESS 


_ UC3408 

To  adjust  the  divider  @,  pull  it  straight  up 
and  reposition  it  to  the  desired  location, 
sliding  it  straight  down. 

Both  sides  of  the  storage  bin,  under  the 
rear  seat  on  the  driver's  and  passenger's 
sides,  operate  similarly.  They  can  be  ac¬ 
cessed  simultaneously  or  independently  of 
each  other. 

Further,  to  create  a  flat  floor  space  for  stor¬ 
age,  rather  than  access  the  storage  bin,  lift 
the  bench  seat  as  before,  then  lift  the  tab 
(2)  and  rotate  the  bin  cover  toward  the 
front  of  the  vehicle.  Use  the  tab  as  a  leg  to 
support  the  cover  as  the  new  floor  space. 
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Cargo  can  be  secured  to  the  extended 
floor  with  bungee  cords.  Secure  the  bun¬ 
gee  cords  to  the  loops  In  the  extended 
floor. 


A  CAUTION 

To  avoid  damaging  the  extended 
floor,  the  leg  of  the  extended  floor 
must  be  perpendicular  to  the  floor  be¬ 
fore  any  weight  is  applied. 

To  avoid  damaging  the  extended 
floor,  ensure  that  the  under-seat  stor¬ 
age  area  is  completely  stowed  before 
lowering  the  rear  seat  bottom. 


A  CAUTION 

■  To  avoid  damaging  the  extended 
floor,  the  weight  secured  should  not 
exceed  247  lbs.  (112  kg). 

■  To  avoid  damaging  the  bungee  hook 
loops,  do  not  exceed  35  lbs.  (16  kg)  of 
force  to  any  given  loop. 
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CONSOLE  BOX  STORAGE  TRAYS  (if 
SO  equipped) 


OEi&LER  e^ROCE! 


GLOVE  BOX 


CONSOLE  BOX  (if  SO  equipped) 


Open  the  glove  box  by  puiling  the  handie. 

Use  the  master  key  to  lock  or  unlock  the 
glove  box  lock.  The  valet  key  cannot  be 
used  to  lock  or  unlock  the  glove  box  lock. 


A  WARNING 

Keep  glove  box  lid  closed  while  driving 
to  help  prevent  injury  in  an  accident  or  a 
sudden  stop. 


A  WARNING 

The  center  console  box  should  not  be 
used  while  driving  so  full  attention  may 
be  given  to  vehicle  operation. 
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CENTER  ARMREST  STORAGE  (if  SO 
equipped) 


To  access  the  center  armrest  storage  area, 
iower  the  center  armrest  and  lift  the  lid. 


^CAUTION 

The  center  armrest  storage  should  not 
be  used  while  driving  so  full  attention 
may  be  given  to  vehicle  operation. 
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Bench  seat  (center) 


UNDER  FRONT  SEAT  STORAGE  BIN 
(if  SO  equipped) 

To  access  the  storage  bin,  lift  the  center  of 
the  front  bench  seat  toward  the  front  of  the 
vehicle. 


^CAUTION 

■  To  avoid  damaging  the  tray  under  the 
seat,  cargo  in  the  tray  should  not  ex¬ 
ceed  20  lbs.  (9.08  kg). 

■  The  cushion  storage  bin  should  not  be 
used  while  driving  so  full  attention 
may  be  given  to  vehicle  operation. 


OVERHEAD  SUNGLASSES 
STORAGE  (if  SO  equipped) 

To  open  the  sunglasses  holder,  push  and 
release. 

Only  store  one  pair  of  sunglasses  in  the 
holder. 


A  WARNING 

Keep  the  sunglasses  holder  closed 
while  driving  to  avoid  obstructing  the 
driver's  view  and  to  help  prevent  an 
accident. 


OEi&LER  e^ROCE! 
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A  CAUTION 

■  Do  not  use  for  anything  other  than 
sunglasses. 

■  Do  not  leave  sunglasses  in  the  sun¬ 
glasses  holder  while  parking  in  direct 
sunlight.  The  heat  may  damage  the 
sunglasses. 
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Front  —  Type  A  (if  so  equipped) 


CUP  HOLDERS 


A  WARNING 

Avoid  abrupt  starting  and  braking 
when  the  cup  holder  is  being  used  to 
prevent  spilling  the  drink.  If  the  liquid  is 
hot,  it  can  scald  you  or  your  passenger. 


_ A  CAUTION _ 

Use  only  soft  cups  in  the  cup  holder. 
Hard  objects  can  injure  you  in  an 
accident. 


Front  —  Type  B  (if  so  equipped) 
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Armrest  (if  so  equipped) 


(if  so  equipped) 


_ LIC5724 

2nd  row  (door  armrest)  (if  so  equipped) 


OEi&LER  e?;%OCES! 
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2nd  row  bench  (if  so  equipped) 


Rear  bottle  holder  (if  so  equipped) 


^CAUTION 

Do  not  use  bottle  holder  for  any  other 
objects  that  could  be  thrown  about  in 
the  vehicle  and  possibly  injure  people 
during  sudden  braking  or  an  accident. 

Do  not  use  bottle  holder  for  open  liq¬ 
uid  containers. 


2-80  Instruments  and  controls 


OEi&L.ER  e^fROCES! 


GROCERY  HOOKS  (if  SO  equipped) 


The  grocery  hooks  allow  for  standard  size 
plastic  grocery  bags  to  hang  side  by  side. 

To  access  the  grocery  hooks,  fold  up  the 
rear  bench  seat.  For  additional  information, 
refer  to  "Folding  the  rear  bench  seat  up"  in 
the  "Safety  —  Seats,  seat  belts  and  supple¬ 
mental  restraint  system"  section  of  this 
manual. 


A  CAUTION 

Do  not  apply  a  total  load  of  more  than 
18  lbs.  (8  kg)  to  a  single  grocery  hook. 


equipped) 

To  open  the  bed  liner  storage  bins  on  the 
top  of  the  wheel  wells,  unlock  the  bln  and 
lift  the  lid  toward  the  inside  ofthe  truck  bed. 

To  close,  replace  the  lid  and  lock  the  bin. 
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To  open  the  bed  iiner  storage  bins  on  the 
tail  gate  end  of  the  bed  liner,  lift  the  tab 
away  from  the  truck  bed,  pull  the  lid  up  and 
away  from  the  truck. 


Instruments  and  controls  2-81 
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CARGO  HOOKS  (if  SO  equipped) 


When  securing  items  using  cargo  hooks, 
iocated  on  the  rear  door  pillars,  do  not  ap¬ 
ply  a  load  more  than  110  lbs.  (490  N)  to  a 
single  hook. 

The  cargo  hooks  that  are  located  on  the 
floor  should  have  loads  less  than  110  lbs. 
(490  N)  to  a  single  hook. 

The  cargo  hooks  can  be  used  to  secure 
cargo  with  ropes  or  other  types  of  straps. 
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_ ^^WARNINC 

■  Properly  secure  all  cargo  with  ropes  or 
straps  to  help  prevent  it  from  sliding 
or  shifting.  Do  not  place  cargo  higher 
than  the  seatbacks.  In  a  sudden  stop 
or  collision,  unsecured  cargo  could 
cause  personal  injury. 

■  Use  suitable  ropes  and  hooks  to  se¬ 
cure  cargo. 

■  Never  allow  anyone  to  ride  in  the 
cargo  area.  It  is  extremely  dangerous 
to  ride  in  a  cargo  area  inside  of  a  ve¬ 
hicle.  In  a  collision,  people  riding  in 
these  areas  are  more  likely  to  be  seri¬ 
ously  injured  or  killed. 

■  Do  not  allow  people  to  ride  in  any  area 
of  your  vehicle  that  is  not  equipped 
with  seats  and  seat  belts. 

■  The  child  restraint  top  tether  strap 
may  be  damaged  by  contact  with 
items  in  the  cargo  area.  Secure  any 
items  in  the  cargo  area.  Your  child 
could  be  seriously  injured  or  killed  in  a 
collision  if  the  top  tether  strap  is 
damaged. 

■  Be  sure  everyone  in  your  vehicle  is  in  a 
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C-CHANNEL  CARGO  HOOKS  (if  SO 

equipped) 

The  C-Channei  cargo  hooks,  located  on  the 
back  panel,  can  be  used  to  secure  cargo 
with  ropes  or  other  types  of  straps. 

When  securing  Items  using  C-Channei 
cargo  hooks,  located  on  the  back  panel,  do 
not  apply  a  load  more  than  110  lbs.  (490  N) 
to  a  single  hook. 


WINDOWS 


^WARNING 

Properly  secure  all  cargo  with  ropes  or 
straps  to  help  prevent  it  from  sliding 
or  shifting.  Do  not  place  cargo  higher 
than  the  seatbacks.  In  a  sudden  stop 
or  collision,  unsecured  cargo  could 
cause  personal  injury. 

Use  suitable  ropes  and  hooks  to  se¬ 
cure  cargo. 

Never  allow  anyone  to  ride  in  the 
cargo  area.  It  is  extremely  dangerous 
to  ride  in  a  cargo  area  inside  of  a  ve¬ 
hicle.  In  a  collision,  people  riding  in 
these  areas  are  more  likely  to  be  seri¬ 
ously  injured  or  killed. 

Do  not  allow  people  to  ride  in  any  area 
of  your  vehicle  that  is  not  equipped 
with  seats  and  seat  belts. 

The  child  restraint  top  tether  strap 
may  be  damaged  by  contact  with 
items  in  the  cargo  area.  Secure  any 
items  in  the  cargo  area.  Your  child 
could  be  seriously  injured  or  killed  in  a 
collision  if  the  top  tether  strap  is 
damaged. 

Be  sure  everyone  in  your  vehicle  is  in  a 
seat  and  using  a  seat  belt  properly. 


POWER  WINDOWS 

^WARNING 

■  Make  sure  that  all  passengers  have 
their  hands,  etc.,  inside  the  vehicle 
while  it  is  in  motion  and  before  closing 
the  windows.  Use  the  window  lock 
switch  to  prevent  unexpected  use  of 
the  power  windows. 

■  To  help  avoid  risk  of  injury  or  death 
through  unintended  operation  of  the 
vehicle  and/or  its  systems,  including 
entrapment  in  windows  or  inadver¬ 
tent  door  lock  activation,  do  not  leave 
children,  people  who  require  the  as¬ 
sistance  of  others  or  pets  unattended 
in  your  vehicle.  Additionally,  the  tem¬ 
perature  inside  a  closed  vehicle  on  a 
warm  day  can  quickly  become  high 
enough  to  cause  a  significant  risk  of 
injury  or  death  to  people  and  pets. 

The  power  windows  operate  when  the  ig¬ 
nition  switch  is  piaced  in  the  ON  position  or 
fora  period  of  time  afterthe  ignition  switch 
is  placed  in  the  OFF  position.  If  the  driver's 
or  passenger's  door  is  opened  during  this 
period  of  time,  the  power  to  the  windows  is 
canceled. 


2.  Power  door  lock  switch 

5.  Front  passenger  side  automatic 

window  switch 

4.  Right  rear  passenger  window 
switch  (if  so  equipped) 

5.  Left  rear  passenger  window  switch 
(if  so  equipped) 

6.  Driver  side  automatic  window 
switch 
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Driver's  side  power  window 
switch 

The  driver's  side  control  panel  is  equipped 
with  switches  to  open  or  close  the  front 
and  rear  (if  so  equipped)  passenger  win¬ 
dows. 

To  open  a  window,  push  the  switch  and 
hold  it  down.  To  close  a  window,  pull  the 
switch  and  hold  it  up.  To  stop  the  opening 
or  closing  function  at  any  time,  simply  re¬ 
lease  the  switch. 
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Front  passenger's  power  window 
switch 


The  passenger's  window  switch  operates 
only  the  corresponding  passenger's  win¬ 
dow.  To  open  the  window,  push  the  switch 
and  hold  it  down  @.  To  close  the  window, 
pull  the  switch  up  (2). 


_ WIC0261 

Rear  power  window  switch  (if  so 
equipped) 

The  rear  power  window  switches  open  or 
close  only  the  corresponding  windows.  To 
open  the  window,  push  the  switch  and  hold 
it  down  @.  To  close  the  window,  pull  the 
switch  up  (2). 

Locking  passengers'  windows 

When  the  window  lock  switch  is  depressed, 
only  the  driver's  side  window  can  be 
opened  or  closed.  Push  it  again  to  cancel 
the  window  lock  function. 


OEi&LER  e?;%OCES! 
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Automatic  operation 

To  fuiiy  open  a  window  equipped  with  au¬ 
tomatic  operation,  push  the  window 
switch  down  to  the  second  detent  and  re¬ 
lease  it;  it  need  not  be  held.  The  window 
automatically  opens  all  the  way.  To  stop 
the  window,  lift  the  switch  up  while  the  win¬ 
dow  is  opening. 

To  fully  close  a  window  equipped  with  au¬ 
tomatic  operation,  pull  the  switch  up  to  the 
second  detent  and  release  it;  it  need  not  be 
held.  To  stop  the  window,  push  the  switch 
down  while  the  window  is  closing. 


Auto-reverse  function 

The  auto-reverse  function  can  be  acti¬ 
vated  when  a  window  is  closed  by  auto¬ 
matic  operation. 

Depending  on  the  environment  or  driv¬ 
ing  conditions,  the  auto-reverse  func¬ 
tion  may  be  activated  if  an  impact  or 
load  similar  to  something  being  caught 
in  the  window  occurs. 

^WARNING 

There  are  some  small  distances  imme¬ 
diately  before  the  closed  position  which 
cannot  be  detected.  Make  sure  that  all 
passengers  have  their  hands,  etc.,  in¬ 
side  the  vehicle  before  closing  the 
window. 

If  the  vehicle's  battery  Is  disconnected,  re¬ 
placed,  or  jump  started,  the  power  window 
auto-reverse  function  may  not  operate 
properly.  Have  the  power  window  auto¬ 
reverse  system  re-initialized.  It  Is  recom¬ 
mended  that  you  visit  a  NiSSAN  dealer  for 
this  service. 

If  the  control  unit  detects  something 
caught  in  a  window  equipped  with  auto¬ 
matic  operation  as  it  is  closing,  the  window 
will  be  Immediately  lowered. 
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REAR  POWER  WINDOW  SWITCH  (If 
SO  equipped) 

^WARNING 

■  You  must  ensure  all  occupants  and 
objects  are  free  of  the  rear  window 
area  prior  to  and  during  operation. 
Failure  to  do  so  may  result  in  injury 
and/or  damage  to  the  rear  window 
system. 

■  The  rear  window  is  not  designed  to 
carry  long  items  through  it. 
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■  Do  not  place  objects  through  the 
opened  rear  window.  Do  not  use  the 
rear  window  as  a  cargo  area  pass¬ 
through.  This  may  result  in  damage  to 
the  rear  window  system,  or  personal 
injury. 


A  WARNING 

■  To  help  avoid  risk  of  injury  or  death 
through  unintended  operation  of  the 
vehicle  and  or  its  systems,  including 
entrapment  in  windows  or  inadver¬ 
tent  door  lock  activation,  do  not  leave 
children,  people  who  require  the  as¬ 
sistance  of  others  or  pets  unattended 
in  your  vehicle.  Additionally,  the  tem¬ 
perature  inside  a  closed  vehicle  on  a 
warm  day  can  quickly  become  high 
enough  to  cause  a  significant  risk  of 
injury  or  death  to  people  and  pets. 

To  open  the  rear  power  window,  push  in 
and  hold  the  switch. 

To  ciose  the  rear  power  window,  pull  out 
and  hold  the  switch. 

To  stop  the  opening  or  closing  function  at 
any  time,  simply  release  the  switch. 
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NOTE: 

If  the  rear  power  window  is  opened  while 
the  defroster  switch  is  on,  the  rear  win¬ 
dow  defroster  (if  so  equipped)  will  auto¬ 
matically  shut  off.  The  heated  outside 
mirrors  (if  so  equipped)  will  remain  on. 
The  rear  window  defroster  will  auto¬ 
matically  turn  on  when  the  rear  power 
window  is  fully  closed  if  the  switch  is  on. 
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REAR  SLIDING  WINDOW  (if  SO 
equipped) 

A  WARNING 

■  You  must  ensure  all  occupants  and 
objects  are  free  of  the  rear  window 
area  prior  to  and  during  operation. 
Failure  to  do  so  may  result  in  injury 
and/or  damage  to  the  rear  window 
system. 

■  The  rear  window  is  not  designed  to 
carry  long  items  through  it. 


INTERIOR  LIGHTS 


■  Do  not  place  objects  through  the 
opened  rear  window.  Do  not  use  the 
rear  window  as  a  cargo  area  pass¬ 
through.  This  may  result  in  damage  to 
the  rear  window  system,  or  personal 
injury. 

Squeeze  the  handles  of  the  lever  then 
slide  the  window  open 
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The  interior  light  has  a  three-position 
switch  and  operates  regardless  of  ignition 
switch  position. 

When  the  switch  is  in  the  ON  position 
the  interior  lights  illuminate,  regardless  of 
door  position.  The  lights  will  go  off  after  a 
period  of  time  unless  the  ignition  switch  is 
placed  in  the  ON  position. 


When  the  switch  is  in  the  DOOR  or  normal 
operation  position  ®,  the  interior  lights, 
puddle  lights  (if  so  equipped),  and  cargo 
light  will  stay  on  for  a  period  of  time  when: 


•  The  doors  are  unlocked  by  the  keyfob,  a 
key  or  the  power  door  lock  switch  while 
all  doors  are  closed  and  the  ignition 
switch  is  in  the  OFF  position. 

■  The  driver's  door  is  opened  and  then 
closed  while  the  key  is  removed  from 
the  ignition  switch. 

■  The  key  (if  so  equipped)  is  removed 
from  the  ignition  switch  while  all  doors 
are  closed. 

The  lights  will  turn  off  while  the  timer  is 
activated  when: 

•  The  driver's  door  is  locked  by  the  key 
fob,  a  key,  or  the  power  door  lock  switch. 

■  The  ignition  switch  is  turned  ON. 

When  the  switch  is  in  the  OFF  position  ®, 
the  interior  lights  do  not  illuminate,  regard¬ 
less  of  door  position. The  puddle  lights  (if  so 
equipped)  and  cargo  light  come  on  when 
any  front  or  rear  passenger  door  is  opened. 

The  lights  will  turn  off  automatically  after  a 
period  of  time  while  doors  are  open  to  pre¬ 
vent  the  battery  from  becoming  dis¬ 
charged. 
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^CAUTION 

Do  not  use  for  extended  periods  of  time 
with  the  engine  stopped.  This  could  re¬ 
sult  in  a  discharged  battery. 
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CONSOLE  LIGHT  (if  SO  equipped) 

The  console  light  will  turn  on  whenever  the 
parking  lights  or  headlights  are  illuminated. 


The  console  light  brightness  can  be  ad¬ 
justed  with  the  illumination  brightness 
control. 
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MAP  LIGHTS  (if  SO  equipped) 

To  turn  the  map  lights  on,  push  the 
switches.  To  turn  them  off,  push  the 
switches  again. 

^CAUTION 

Do  not  use  for  extended  periods  of  time 
with  the  engine  stopped.  This  could  re¬ 
sult  in  a  discharged  battery. 


HOMELINK®  UNIVERSAL 
TRANSCEIVER  (if  SO  equipped) 
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Rear  personal  lights 

PERSONAL  LIGHTS  (if  SO  equipped) 

To  turn  the  rear  personal  lights  on,  push  the 
switch.  To  turn  them  off,  push  the  switch 
again. 


The  HomeLink®  Universal  Transceiver  pro¬ 
vides  a  convenient  way  to  consolidate  the 
functions  of  up  to  three  individual  hand¬ 
held  transmitters  into  one  built-in  device. 

HomeLink®  Universal  Transceiver: 

■  Will  operate  most  radio  frequency  de¬ 
vices  such  as  garage  doors,  gates, 
home  and  office  lighting,  entry  door 
locks  and  security  systems. 

■  is  powered  by  your  vehicle's  battery.  No 
separate  batteries  are  required,  if  the 
vehicle's  battery  is  discharged  or  is  dis¬ 
connected,  HomeLink®  will  retain  all 
programming. 

When  the  HomeLink®  Universal  Trans¬ 
ceiver  is  programmed,  retain  the  original 
transmitterfor future  programming  pro¬ 
cedures  (Example:  new  vehicle  pur¬ 
chases).  Upon  sale  of  the  vehicle,  the 
programmed  HomeLink®  Universal 
Transceiver  buttons  should  be  erased  for 
security  purposes.  For  additional  infor¬ 
mation,  refer  to  "Programming 
HomeLink®"  in  this  section. 


^WARNING 

Do  not  use  the  HomeLink®  Universal 
Transceiver  with  any  garage  door 
opener  that  lacks  safety  stop  and  re¬ 
verse  features  as  required  by  federal 
safety  standards.  (These  standards 
became  effective  for  opener  models 
manufactured  after  April  1,  1982).  A 
garage  door  opener  which  cannot  de¬ 
tect  an  object  in  the  path  of  a  closing 
garage  door  and  then  automatically 
stop  and  reverse,  does  not  meet  cur¬ 
rent  federal  safety  standards.  Using  a 
garage  door  opener  without  these 
features  increases  the  risk  of  serious 
injury  or  death. 

During  the  programming  procedure 
your  garage  door  or  security  gate  will 
open  and  close  (if  the  transmitter  is 
within  range).  Make  sure  that  people 
or  objects  are  clear  of  the  garage  door, 
gate,  etc.  that  you  are  programming. 
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■  Your  vehicle's  engine  should  be 
turned  off  while  programming  the 
HomeLink®  Universal  Transceiver.  Do 
not  breathe  exhaust  gases;  they  con¬ 
tain  colorless  and  odorless  carbon 
monoxide.  Carbon  monoxide  is  dan¬ 
gerous.  It  can  cause  unconsciousness 
or  death. 

PROGRAMMING  HOMELINK® 

If  you  have  any  questions  or  are  having 
difficulty  programming  your  HomeLink® 
buttons,  refer  to  the  HomeLink®  website  at: 
www.homelink.com  or  call  1-800-355-3515. 

NOTE: 

Place  the  ignition  switch  in  the  ACC  posi¬ 
tion  when  programming  HomeLink®.  It  is 
also  recommended  that  a  new  battery 
be  placed  in  the  hand-held  transmitter 
of  the  device  being  programmed  to 
HomeLink®  for  quicker  programming 
and  accurate  transmission  of  the  radio 
frequency. 
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1.  Position  the  end  of  your  hand-held 
transmitter  1-3  in  (2-8  cm)  away  from 
the  HomeLink®  surface,  keeping  the 
HomeLink®  indicator  light  (i)  in  view. 
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2.  Using  both  hands,  simultaneously 
press  and  hold  the  desired  HomeLink® 
button  and  hand-held  transmitter  but¬ 
ton.  DO  NOT  release  until  the 
HomeLink®  indicator  light  (i)  flashes 
slowly  and  then  rapidly.  When  the  indi¬ 
cator  light  flashes  rapidly,  both  buttons 
may  be  released.  (The  rapid  flashing 
indicates  successful  programming.) 


NOTE: 

Some  devices  may  require  you  to  replace 
Step  2  with  the  cycling  procedure  noted 
in  "Programming  HomeLink®  for  Cana¬ 
dian  customers  and  gate  openers"  in  this 
section. 

3.  Press  and  hold  the  programmed 
HomeLink®  button  and  observe  the  in¬ 
dicator  light. 

•  If  the  indicator  light  ®  is 

solid/continuous,  programming  is 
complete  and  your  device  should 
activate  when  the  HomeLink®  button 
is  pressed  and  released. 

■  If  the  indicator  light  @  blinks  rapidly 
for  2  seconds  and  then  turns  to  a 
solid/continuous  light,  continue 
with  Steps  4-6  for  a  rolling  code  de¬ 
vice.  A  second  person  may  make  the 
following  steps  easier.  Use  a  ladder  or 
other  device.  Do  not  stand  on  your 
vehicle  to  perform  the  next  steps. 

4.  At  the  receiver  located  on  the  garage 
door  opener  motor  in  the  garage,  lo¬ 
cate  the  "learn"  or  "smart"  button  (the 
name  and  color  ofthe  button  may  vary 
by  manufacturer  but  it  is  usually  lo¬ 
cated  near  where  the  hanging  an¬ 


tenna  wire  is  attached  to  the  unit).  If 
there  is  difficulty  locating  the  button, 
reference  the  garage  door  opener's 
manual. 

5.  Press  and  release  the  "learn"  or  "smart" 
button. 

6.  Return  to  the  vehicle  and  firmly  press 
and  hold  the  trained  HomeLink®  but¬ 
ton  for  2  seconds  and  release.  Repeat 
the  "press/hold/release"  sequence  up 
to  three  times  to  complete  the  training 
process.  HomeLink®  should  now  acti¬ 
vate  your  rolling  code  equipped  device. 

7  If  you  have  any  questions  or  are  having 
difficulty  programming  your 
HomeLink®  buttons,  refer  to  the 
HomeLink®  web  site  at: 
www.homelink.com  or  call  1-800-355- 
3515. 

PROGRAMMING  HOMELINK®  FOR 
GANADIAN  GUSTOMERS  AND  GATE 
OPENERS 


Canadian  radio-frequency  laws  require 
transmitter  signals  to  'time-out"  (or  quit) 
after  several  seconds  of  transmission  - 
which  may  not  be  long  enough  for 
HomeLink®  to  oic^^  the  signal  during 
training  "^tmffarW^^^anadian  lew,  some 
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U.S.  gate  operators  are  designed  to  tim¬ 
eout"  in  the  same  manner. 

If  you  live  in  Canada  or  you  are  having  diffi¬ 
culties  training  a  gate  operator  or  garage 
door  opener  by  using  the  'Training"  proce¬ 
dures,  replace  "Programming  HomeLink®" 
step  2  with  the  following: 

NOTE: 

When  programming  a  garage  door 
opener,  etc.,  unplug  the  device  during 
the  "cycling"  process  to  prevent  possible 
damage  to  the  garage  door  opener  com¬ 
ponents. 

1.  For  additional  information,  refer  to  "Pro¬ 
gramming  HomeLink®"  step  1  in  this 
section. 

2.  Using  both  hands,  simultaneously 
press  and  hold  the  desired  HomeLink® 
button  and  the  hand-held  transmitter 
button.  During  training,  your  hand-held 
transmitter  may  automatically  stop 
transmitting.  Continue  to  press  and 
hold  the  desired  HomeLink®  button 
while  you  press  and  re-press  ("cycle") 
your  hand-held  transmitter  every 
2  seconds  until  the  frequency  signal 
has  been  learned.  The  HomeLink®  indi¬ 
cator  light  will  flash  slowly  and  then 
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rapidly  after  several  seconds  upon 
successful  training.  DO  NOT  release  un¬ 
til  the  HomeLink®  indicator  light  flashes 
slowly  and  then  rapidly.  When  the  indi¬ 
cator  light  flashes  rapidly,  both  buttons 
may  be  released.  The  rapid  flashing  in¬ 
dicates  successful  training. 

Proceed  with  "Programming 
HomeLink®"  step  3  to  complete. 

If  the  device  was  unplugged  during  the 
programming  procedure,  remember 
to  plug  it  back  in  when  programming  is 
completed. 

OPERATING  THE  HOMELINK® 
UNIVERSAL  TRANSCEIVER 

The  HomeLink®  Universal  Transceiver,  after 
it  is  programmed,  can  be  used  to  activate 
the  programmed  device.  To  operate,  sim¬ 
ply  press  and  release  the  appropriate  pro¬ 
grammed  HomeLink®  Universal  Trans¬ 
ceiver  button.  The  amber  Indicator  light  will 
illuminate  while  the  signal  is  being  trans¬ 
mitted. 

For  convenience,  the  hand-held  transmit¬ 
ter  of  the  device  may  also  be  used  at  any 
time. 
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PROGRAMMING  TROUBLE- 
DIAGNOSIS 

If  the  HomeLink®  does  not  quickly  learn  the 
hand-held  transmitter  information: 

■  Replace  the  hand-held  transmitter  bat¬ 
teries  with  new  batteries. 

■  Position  the  hand-held  transmitter  with 
its  battery  area  facing  away  from  the 
HomeLink®  surface. 

■  Press  and  hold  both  the  HomeLink® 
and  hand-held  transmitter  buttons 
without  Interruption. 

■  Position  the  hand-held  transmitter  1  - 
3  inches  (26  -  76  mm)  away  from  the 
HomeLink®  surface.  Hold  the  transmit¬ 
ter  in  that  position  for  up  to  15  seconds. 
If  HomeLink®  is  not  programmed  within 
that  time,  try  holding  the  transmitter  in 
another  position  -  keeping  the  indicator 
light  in  view  at  all  times. 

If  you  have  any  questions  or  are  having 
difficulty  programming  your  HomeLink® 
buttons,  refertothe  HomeLink®  web  site  at: 
www.homelink.com  or  call  1-800-355-3515. 
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CLEARING  THE  PROGRAMMED 
INFORMATION 

The  following  procedure  clears  the  pro¬ 
grammed  Information  from  both  buttons. 
Individual  buttons  cannot  be  cleared.  How¬ 
ever,  Individual  buttons  can  be  repro¬ 
grammed.  For  additional  information,  refer 
to  “Reprogramming  a  single  HomeLink® 
button"  in  this  section. 

To  clear  all  programming: 

1.  Press  and  hold  the  two  outer 
HomeLink®  buttons  until  the  indicator 
light  begins  to  flash  in  approximately 
10  seconds.  Do  not  hold  for  longer  than 
20  seconds. 

2.  Release  both  buttons. 

HomeLink®  is  now  in  the  programming 
mode  and  can  be  programmed  at  any 
time  beginning  with  "Programming 
HomeLink®"  -  Step  1. 

REPROGRAMMING  A  SINGLE 
HOMELINK®  BUTTON 

To  reprogram  a  HomeLink®  Universal 
Transceiver  button,  compiete  the  following: 

1.  Press  and  hold  the  desired  HomeLink® 
button.  DO  NOT  release  the  button. 


2.  The  indicator  light  will  begin  to  flash 
after  20  seconds.  Without  releasing  the 
HomeLink®  button,  proceed  with  "Pro¬ 
gramming  HomeLink®"  -  Step  1. 

For  questions  or  comments,  contact 
HomeLink®  at:  www.homelink.com  or 
1-800-355-3515  (except  Mexico). 

The  HomeLink®  Universal  Transceiver  but¬ 
ton  has  now  been  reprogrammed.  The 
new  device  can  be  activated  by  pressing 
the  HomeLink®  button  that  was  just  pro¬ 
grammed.  This  procedure  will  not  affect 
any  other  programmed  HomeLink®  but¬ 
tons. 

IF  YOUR  VEHICLE  IS  STOLEN 

If  your  vehicle  Is  stolen,  you  should  change 
the  codes  of  any  non-rolling  code  device 
that  has  been  programmed  Into 
HomeLink®.  Consult  the  Owner's  Manual  of 
each  device  or  call  the  manufacturer  or 
dealer  of  those  devices  for  additional  infor¬ 
mation. 

When  your  vehicle  is  recovered,  you  will 
need  to  reprogram  the  HomeLink®  Uni¬ 
versal  Transceiver  with  your  new  trans¬ 
mitter  information. 


FCC  Notice: 

For  USA: 

This  device  complies  with  Part  15  of  the 
FCC  Rules.  Operation  is  subject  to  the  fol¬ 
lowing  two  conditions:  (1)  This  device 
may  not  cause  interference,  and  (2)  this 
device  must  accept  any  interference  re¬ 
ceived,  including  interference  that  may 
cause  undesired  operation. 

NOTE: 

Changes  or  modifications  not  expressly 
approved  by  the  party  responsible  for 
compliance  could  void  the  user's  author¬ 
ity  to  operate  the  equipment. 

For  Canada: 

This  device  complies  with  Industry 
Canada  licence-exempt  RSS  standard(s). 
Operation  is  subject  to  the  following  two 
conditions:  (1)  this  device  may  not  cause 
interference,  and  (2)  this  device  must  ac¬ 
cept  any  interference,  including  interfer¬ 
ence  that  may  cause  undesired  opera¬ 
tion  of  the  device. 
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3  Pre-driving  checks  and  adjustments 


Keys . 3-2 

NISSAN  Intelligent  Key® . 

NISSAN  Vehicle  Immobilizer  System 

keys . 

Doors . 

Locking  with  key . 

Locking  with  inside  lock  knob . 

Locking  with  power  door  lock  switch  . 

Rear  doors  (King  Cab®  models) . 

Automatic  door  locks  (If  so  equipped) 

Child  safety  rear  door  lock 

(if  so  equipped) . 

NISSAN  Intelligent  Key® . 

Operating  range . 

Door  locks/unlocks  precaution . 

NISSAN  Intelligent  Key®  Operation  .... 

How  to  use  the  remote  keyless  entry 

function . 

Warning  signals . 

Troubleshooting  guide . 

Remote  Engine  Start  (if  so  equipped) .... 

Remote  Engine  Start  operating  range 
Remote  starting  the  vehicle . 


Extending  engine  run  time . 3-25 

Canceling  a  Remote  Engine  Start . 3-25 

Conditions  the  Remote  Engine  Start  will 

network . 3-26 

Hood . 3-27 

Fuel-filler  door . 3-27 

Diesel  fuel  engines . 3-28 

Gasoline  fuel  engines . 3-28 

Steering  wheel . 3-30 

Manual  operation  (if  so  equipped) . 3-31 

Automatic  operation  (if  so  equipped) . 3-31 

Sun  visors . 3-32 

Vanity  mirrors  (if  so  equipped) . 3-33 

Card  holder  (driver's  side  only) . 3-33 

Mirrors . 3-33 

Manual  anti-glare  rearview  mirror 

(if  so  equipped) . 3-33 

Automatic  anti-glare  rearview  mirror 

(if  so  equipped) . 3-34 

Outside  mirrors . 3-35 

Truck  box . 3-39 


3-2 

3-4 

3-5 

3-6 

3-7 

3-7 

3-8 
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3-10 
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3-12 

3-12 

3-13 


3-16 

3-21 
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. 3-39 

hooks . 3-43 
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Automatic  drive  positioner  (if  so  equipped) . 3-43 

Memory  storage  function . 3-44 


Entry/exit  function 
System  operation  . 
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KEYS 


2.  Transponder  chip 

3.  Key  number  plate 

A  key  number  plate  is  supplied  with  your 
keys.  Record  the  key  number  and  keep  it  in 
a  safe  place  (such  as  your  wallet),  not  in  the 
vehicle.  If  you  lose  your  keys,  it  is  recom¬ 
mended  that  you  visit  a  NISSAN  dealer  for 
duplicates  by  using  the  key  number. 
NISSAN  does  not  record  key  numbers  so  it 
is  very  important  to  keep  track  of  your  key 
number  plate. 


A  key  number  is  only  necessary  when  you 
have  lost  all  your  keys.  If  you  still  have  a  key, 
it  can  be  duplicated  without  knowing  the 
key  number. 


1.  Intelligent  Key  (two  sets) 

2.  Mechanical  key 

3.  Key  number  plate  (one  plate) 
NISSAN  INTELLIGENT  KEY® 

Your  vehicle  can  only  be  driven  with  the 
Intelligent  Keys  which  are  registered  to 
your  vehicle's  Intelligent  Key  system  com¬ 
ponents  and  NISSAN  Vehicle  Immobilizer 
System  components. 
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Never  leave  the  keys  in  the  vehicle. 


As  many  as  four  Intelligent  Keys  can  be 
registered  and  used  with  one  vehicle.  The 
new  keys  must  be  registered  prior  to  the 
use  with  the  Intelligent  Key  system  and 
NISSAN  Vehicle  Immobilizer  System  of  your 
vehicle.  It  is  recommended  that  you  visit  a 
NISSAN  dealer  for  this  service.  Since  the 
registration  process  requires  erasing  all 
memory  in  the  Intelligent  Key  components 
when  registering  new  keys,  be  sure  to  take 
all  Intelligent  Keys  that  you  have  to  the 
NISSAN  dealer. 


A  key  number  plate  is  supplied  with  your 
keys.  Record  the  key  number  and  keep  it  in 
a  safe  place  (such  as  your  wallet),  not  in  the 
vehicle.  If  you  lose  your  keys,  it  is  recom¬ 
mended  that  you  visit  a  NISSAN  dealer  for 
duplicates  by  using  the  key  number. 
NISSAN  does  not  record  key  numbers  so  it 
is  very  important  to  keep  track  of  your  key 
number  plate. 

A  key  number  is  only  necessary  when  you 
have  lost  all  keys  and  do  not  have  one  to 
duplicate  from.  If  you  still  have  a  key,  it  can 
be  duplicated  without  knowing  the  key 
number. 

^CAUTION 

Listed  below  are  conditions  or  occur¬ 
rences  which  will  damage  the  Intelli¬ 
gent  Key: 

■  Do  not  allow  the  Intelligent  Key,  which 
contains  electrical  components,  to 
come  into  contact  with  water  or  salt 
water.  This  could  affect  the  system 
function. 

■  Do  not  drop  the  Intelligent  Key. 

■  Do  not  strike  the  Intelligent  Key 
sharplvagainstanother^object. 


■  Do  not  change  or  modify  the  Intelli¬ 
gent  Key. 

■  Wetting  may  damage  the  Intelligent 
Key.  If  the  Intelligent  Key  gets  wet,  im¬ 
mediately  wipe  until  it  is  completely 
dry. 

■  Do  not  place  the  Intelligent  Key  for  an 
extended  period  in  an  area  where 
temperatures  exceed  60°C  (140°  F). 

■  Do  not  attach  the  Intelligent  Key  with 
a  key  holder  that  contains  a  magnet. 

■  Do  not  place  the  Intelligent  Key  near 
equipment  that  produces  a  magnetic 
field,  such  as  a  TV,  audio  equipment 
and  personal  computers. 

If  an  Intelligent  Key  Is  lost  or  stolen,  NISSAN 
recommends  erasing  the  ID  code  of  that 
Intelligent  Key  from  the  vehicle.  This  may 
prevent  the  unauthorized  use  of  the  Intelli¬ 
gent  Key  to  operate  the  vehicle.  For  infor¬ 
mation  regarding  the  erasing  procedure,  it 
is  recommended  that  you  visit  a  NISSAN 
dealer. 
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The  Intelligent  Key  contains  the  mechani¬ 
cal  key 

To  remove  the  mechanical  key,  release  the 
lock  knob  on  the  back  of  the  Intelligent  Key. 

To  install  the  mechanical  key, firmly  insert  it 
into  the  Intelligent  Key  until  the  lock  knob 
returns  to  the  lock  position. 

Use  the  mechanical  key  to  lock  or  unlock 
the  driver's  door  or  tailgate. 


^CAUTION 

Always  carry  the  mechanical  key  in¬ 
stalled  in  the  Intelligent  Key  slot. 

For  additional  information,  refer  to  “Doors" 
or  'Tailgate"  in  this  section. 

Valet  hand-off 

When  you  have  to  leave  a  key  with  a  valet, 
give  them  the  Intelligent  Key  itself  keep  the 
mechanical  key  and  master  key  with  you  to 
protect  your  belongings. 

To  prevent  the  glove  box  from  being 
opened  during  valet  hand-off  follow  the 
procedures  below: 

1.  Remove  the  mechanical  key  from  the 
Intelligent  Key. 

2.  Lock  the  glove  box  with  the  mechani¬ 
cal  key  or  master  key. 

3.  Hand  the  Intelligent  Key  without  the 
mechanical  key  to  the  valet,  keep  the 
mechanical  and  master  key  with  you. 

For  additional  information,  refer  to  "Stor¬ 
age"  in  the  "Instruments  and  controls"  sec¬ 
tion  of  this  manual  and  'Tailgate"  in  this 
section. 
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NISSAN  VEHICLE  IMMOBILIZER 
SYSTEM  KEYS 

You  can  only  drive  your  vehicle  using  the 
Intelligent  Keys  which  are  registered  to  the 
NISSAN  Vehicle  Immobilizer  System  com¬ 
ponents  in  your  vehicle. 

The  mechanical  key  can  be  used  for  all  the 
locks. 

Never  leave  the  keys  in  the  vehicle. 

Additional  or  replacement  keys: 

If  you  still  have  a  key,  the  key  number  is  not 
necessary  when  you  need  extra  NISSAN 
Vehicle  Immobilizer  System  keys.  Your  ex¬ 
isting  key  can  be  duplicated  without  know¬ 
ing  the  key  number.  As  many  as  four 
NISSAN  Vehicle  Immobilizer  System  keys 
can  be  used  with  one  vehicle.  You  should 
bring  all  NISSAN  Vehicle  Immobilizer  Sys¬ 
tem  keys  that  you  have  to  the  NISSAN 
dealer  for  registration.  This  is  because  the 
registration  process  will  erase  the  memory 
of  all  key  codes  previously  registered  into 
the  NISSAN  Vehicle  Immobilizer  System.  Af¬ 
ter  the  registration  process,  these  compo¬ 
nents  will  only  recognize  keys  coded  into 
the  NISSAN  Vehicle  Immobilizer  System 
during  registration.  Any  key  that  is  not 


DOORS 


given  to  the  dealer  at  the  time  of  registra¬ 
tion  will  no  longer  be  able  to  start  your 
vehicle. 


A  CAUTION 

Do  not  allow  the  immobilizer  system 
key,  which  contains  an  electrical  tran¬ 
sponder,  to  come  into  contact  with  wa¬ 
ter  or  salt  water.  This  could  affect  sys¬ 
tem  function. 


When  the  doors  are  locked  using  one  of  the 
following  methods,  the  doors  cannot  be 
opened  using  the  inside  or  outside  door 
handles.  The  doors  must  be  unlocked  to 
open  the  doors. 


A  WARNING 

■  Always  have  the  doors  locked  while 
driving.  Along  with  the  use  of  seat 
belts,  this  provides  greater  safety  in 
the  event  of  an  accident  by  helping  to 
prevent  persons  from  being  thrown 
from  the  vehicle.  This  also  helps  keep 
children  and  others  from  unintention¬ 
ally  opening  the  doors,  and  will  help 
keep  out  intruders. 

■  Before  opening  any  door,  always  look 
for  and  avoid  oncoming  traffic. 


To  help  avoid  risk  of  injury  or  death 
through  unintended  operation  of  the 
vehicle  and  or  its  systems,  including 
entrapment  in  windows  or  inadver¬ 
tent  door  lock  activation,  do  not  leave 
children,  people  who  require  the  as¬ 
sistance  of  others  or  pets  unattended 
in  your  vehicle.  Additionally,  the  tem¬ 
perature  inside  a  closed  vehicle  on  a 
warm  day  can  quickly  become  high 
enough  to  cause  a  significant  risk  of 
injury  or  death  to  people  and  pets. 
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Driver's  side 

LOCKING  WITH  KEY 

To  lock  or  unlock  the  vehicle,  turn  the  key  as 
shown. 

Manual 

To  lock  a  door,  turn  the  key  toward  the  front 
of  the  vehicle  ®.  To  unlock,  turn  the  key 
toward  the  rear  of  the  vehicle 


Power  (if  so  equipped) 


The  power  door  lock  system  allows  you  to 
lock  or  unlock  all  doors  at  the  same  time. 

Turning  the  key  toward  the  front  (T)  of  the 
vehicle  locks  all  doors. 

Turning  the  key  one  time  toward  the  rear 

(2)  of  the  vehicle  unlocks  that  door.  From 
that  position,  returning  the  key  to  neutral 

(3)  (where  the  key  can  only  be  removed  and 
Inserted)  and  turning  it  toward  the  rear 
again  within  5  seconds  unlocks  all  doors 


Opening  and  closing  windows  (if 
so  equipped) 

The  driver's  door  key  operation  allows  you 
to  open  and  close  windows  equipped  with 
automatic  operation  at  the  same  time. 

■  To  open  the  windows,  turn  the  driver's 
door  key  toward  the  rear  of  the  vehicle 

for  longer  than  1  second 

■  To  Close  the  windows,  turn  the  driver's 
door  key  toward  the  front  of  the  vehicle 

for  longer  than  1  second 

Windows  stop  when  the  key  cylinder  is  re¬ 
leased. 
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Inside  lock 

LOCKING  WITH  INSIDE  LOCK  KNOB 

To  lock  the  door  without  the  key,  move  the 
inside  lock  to  the  lock  position  ®,  then 
close  the  door. 

To  unlock  the  door  without  the  key,  move 
the  inside  lock  knob  to  the  unlock  position 


LOCKING  WITH  POWER  DOOR 
LOCK  SWITCH 


To  lock  all  the  doors  and  the  tailgate  lock  (if 
so  equipped)  without  a  key,  push  the  door 
lock  switch  (driver's  or  front  passenger's 
side)  to  the  lock  position  ®.  When  locking 
the  door  this  way,  be  certain  not  to  leave 
the  key  inside  the  vehicle. 

To  unlock  all  the  doors  and  the  tailgate  lock 
(if  so  equipped)  without  a  key,  push  the 
door  lock  switch  (driver's  or  front  passen¬ 
ger's  side)  to  the  unlock  position 
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Lockout  protection 

With  the  Intelligent  Key  left  in  the  vehicle,  if 
all  doors  are  locked,  then  closed,  a  chime 
will  sound  after  the  last  door  is  closed  and 
all  doors  will  unlock  automatically. 

These  functions  help  to  prevent  the  Intelli¬ 
gent  Key  from  being  accidentally  locked 
inside  the  vehicle. 
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REAR  DOORS  (King  Cab®  models)  2.  From  the  outside,  pull  the  door  handle 

(A)  toward  you. 

1.  Open  the  driver's  or  passenger's  door. 
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3.  Open  the  door  to  the  desired  position. 


NOTE: 


Be  careful  when  opening  and  exiting 
the  driver's  side  rear  door  if  the  fuel- 
filler  door  is  open.  This  may  cause  dam¬ 
age  to  the  driver's  side  rear  door  or  fuel- 
filler  door  if  you  open  fully  and  they 
make  contact. 

AUTOMATIC  DOOR  LOCKS  (if  SO 

equipped) 


The  automatic  door  unlock  function  can 
be  changed  (if  so  equipped]  using  the 
"Vehicle  Settings"  of  the  vehicle  informa¬ 
tion  display.  For  additional  information 
refer  to  "Vehicle  information  display"  in 
the  "Instruments  and  Controls"  section 
of  this  manual. 


■  All  doors  lock  automatically  when  the 
vehicle  speed  reaches  15  mph 
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CHILD  SAFETY  REAR  DOOR  LOCK 

(if  SO  equipped) 


Child  safety  locks  help  prevent  the  rear 
doors  from  being  opened  accidentaily  es¬ 
pecially  when  small  children  are  in  the  ve¬ 
hicle. 

The  child  safety  lock  levers  are  located  on 
the  edge  of  the  rear  doors. 

When  the  lever  is  in  the  unlock  position  ®, 
the  door  can  be  opened  from  the  outside 
or  the  inside. 


When  the  lever  is  in  the  LOCK  position  0, 
the  door  can  be  opened  only  from  the 
outside. 


_ A  WARNING _ 

■  Radio  waves  could  adversely  affect 
electric  medical  equipment.  Those 
who  use  a  pacemaker  should  contact 
the  electric  medical  equipment 
manufacturer  for  the  possible  influ¬ 
ences  before  use. 

■  The  Intelligent  Key  transmits  radio 
waves  when  the  buttons  are  pressed. 
The  FAA  advises  the  radio  waves  may 
affect  aircraft  navigation  and  com¬ 
munication  systems.  Do  not  operate 
the  Intelligent  Key  while  on  an  air¬ 
plane.  Make  sure  the  buttons  are  not 
operated  unintentionally  when  the 
unit  is  stored  for  a  flight. 

■  Never  leave  the  Intelligent  Key  in  the 
vehicle  when  you  leave  the  vehicle. 

The  Intelligent  Key  system  can  operate  all 
the  door  locks  using  the  remote  control 
function  or  pushing  the  request  switch  (if 
so  equipped)  on  the  vehicle  without  taking 
the  key  out  from  a  pocket  or  purse.  The 
operating  environment  and/or  conditions 
may  affect  the  Intelligent  Key  system  op¬ 
eration. 

Be  sure  to  read  the  following  before  using 
the  Intelligent  Key  system. 
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^CAUTION 

Be  sure  to  carry  the  Intelligent  Key  with 
you  when  operating  the  vehicle. 

The  Intelligent  Key  is  capable  of  receiving 
and  transmitting  radio  waves.  The  Intelli¬ 
gent  Key  system  transmits  weak  radio 
waves  from  various  distances.  Environ¬ 
mental  conditions  may  interfere  with  the 
operation  of  the  Intelligent  Key  system  un¬ 
der  the  following  operating  conditions: 

•  When  operating  near  a  location  where 
strong  radio  waves  are  transmitted, 
such  as  a  TV  tower,  power  station  and 
broadcasting  station. 

•  When  in  possession  of  wireless  equip¬ 
ment,  such  as  a  cellular  telephone, 
transceiver,  or  a  CB  radio. 

•  When  the  Intelligent  Key  is  in  contact 
with  or  covered  by  metallic  materials. 

•  When  any  type  of  radio  wave  remote 
control  is  used  nearby. 

•  When  the  Intelligent  Key  is  placed  near 
an  electric  appliance  such  as  a  personal 
computer. 

•  When  the  vehicle  is  parked  near  a  park¬ 
ing  meter. 


In  such  cases,  correct  the  operating  condi¬ 
tions  before  using  the  Intelligent  Key  func¬ 
tion  or  use  the  mechanical  key. 

Although  the  life  of  the  battery  varies  de¬ 
pending  on  the  operating  conditions,  the 
battery's  life  is  approximately  two  years.  If 
the  battery  is  discharged,  replace  it  with  a 
new  one. 

When  the  Intelligent  Key  battery  is  low,  a 
yellow  indicator  illuminates  with  the  mes¬ 
sage  'Warning,  Key  ID  Incorrect"  in  the  ve¬ 
hicle  information  display.  When  the  Intelli¬ 
gent  Key  battery  is  low,  the  NISSAN 
Intelligent  Key®  warning  light  (if  so 
equipped)  will  blink  green.  For  additional 
information,  refer  to  'Vehicle  information 
display  warnings  and  indicators"  in  the  "In¬ 
struments  and  controls"  section  of  this 
manual. 

Since  the  Intelligent  Key  is  capable  of  re¬ 
ceiving  radio  waves,  if  the  key  is  left  near 
equipment  which  transmits  strong  radio 
waves,  such  as  signals  from  a  TV  and  per¬ 
sonal  computer,  the  battery  life  may  be¬ 
come  shorter. 

For  additional  information,  refer  to  "Battery 
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As  many  as  four  Intelligent  Keys  can  be 
registered  and  used  with  one  vehicle.  For 
information  about  the  purchase  and  use  of 
additional  Intelligent  Keys,  it  is  recom¬ 
mended  that  you  visit  a  NISSAN  dealer. 


Pre-driving  checks  and  adjustments  3-11 


LPD2338 


OPERATING  RANGE 

The  Intelligent  Key  functions  can  only  be 
used  when  the  Intelligent  Key  is  within  the 
specified  operating  range  from  the  request 
switch  ®  (if  so  equipped). 

When  the  Intelligent  Key  battery  is  dis¬ 
charged  or  strong  radio  waves  are  present 
near  the  operating  location,  the  Intelligent 
Key  operating  range  becomes  narrower, 
and  the  Intelligent  Key  may  not  function 
properly 

The  operating  range  is  within  31.50  in 
(80  cm)  from  each  request  switch  @. 

3-12  Pre-driving  checks  and  adjustments 


If  the  Intelligent  Key  is  too  close  to  the  door 
glass  or  handle,  the  request  switches  may 
not  function. 

When  the  Intelligent  Key  is  within  the  oper¬ 
ating  range,  it  is  possible  for  anyone,  even 
someone  who  does  not  carry  the  Intelli¬ 
gent  Key,  to  push  the  request  switch  to 
lock/unlock  the  doors. 
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DOOR  LOGKS/UN LOOKS 
PREGAUTION 

■  Do  not  push  the  door  handle  request 
switch  (if  so  equipped)  with  the  Intelli¬ 
gent  Key  held  in  your  hand  as  illustrated. 
The  close  distance  to  the  door  handle 
will  cause  the  Intelligent  Key  system  to 
have  difficulty  recognizing  that  the  In¬ 
telligent  Key  is  outside  the  vehicle. 

■  After  locking  with  the  door  handle  re¬ 
quest  switch  (if  so  equipped),  verify  the 
doors  are  securely  locked  by  testing 
them. 


To  prevent  the  Intelligent  Key  from  be¬ 
ing  left  inside  the  vehicle,  make  sure  you 
carry  the  Intelligent  Key  with  you  and 
then  lock  the  doors. 

Do  not  pull  the  door  handle  before 
pushing  the  door  handle  request 
switch  (if  so  equipped).  The  door  will  be 
unlocked  but  will  not  open.  Release  the 
door  handle  once  and  pull  it  again  to 
open  the  door. 


OPERATION 

You  can  lock  or  unlock  the  doors  without 
taking  the  Intelligent  Key  out  of  your  pocket 
or  bag. 

When  you  carry  the  Intelligent  Key  with  you, 
you  can  lock  or  unlock  all  doors  by  pushing 
the  door  handle  request  switch  (if  so 
equipped)  within  the  range  of  operation. 


1.  Move  the  shift  lever  to  the  P  (Park)  posi¬ 
tion,  place  the  ignition  switch  in  the 
LOCK  position  and  make  sure  you  carry 
the  Intelligent  Key  with  you. 

2.  Close  the  driver's  door  and  press  the 
driver's  door  request  switch  OR  close 
all  doors  and  press  any  door  request 
switch  while  carrying  the  Intelligent  Key 
with  you. 

3.  Push  the  door  handle  request  switch  (if 
so  equipped)  while  carrying  the  Intelli¬ 
gent  Key  with  you. 
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4.  All  doors  and  the  tailgate  lock  (if  so 
equipped)  will  lock. 

5.  The  hazard  indicator  lights  flash  twice, 
the  outside  chirp  sounds  twice,  and  the 
front  and  tail  lights  may  turn  on  for 
10  seconds. 


Request  switches  (if  so  equipped)  for 
all  doors  can  be  deactivated  when  the 
"1-Key  Door  Lock"  setting  is  switched 
to  OFF  in  the  Vehicle  Settings  of  the 
vehicle  information  display.  For  addi¬ 
tional  information,  refer  to  "Vehicle 
information  display"  in  the  "Instru¬ 
ments  and  controls"  section  of  this 
manual. 

Doors  and  the  tailgate  lock  (if  so 
equipped)  will  lock  with  the  door 
handle  request  switch  ®  while  the 
ignition  switch  is  not  in  the  LOCK  po¬ 
sition. 


Doors  do  not  lock  by  pushing  the  door 
handle  request  switch  while  the  driv¬ 
er's  door  is  open.  However,  doors  lock 
with  the  mechanical  key  even  if  any 
door  is  open. 


Doors  and  the  tailgate  lock  (if  so 
equipped)  do  not  lock  with  the  door 
handle  request  switch  if  the  Intelli¬ 
gent  Key  is  inside  the  vehicle.  A  beep 
will  sound  to  warn  you.  However, 
when  an  Intelligent  Key  is  inside  the 
vehicle,  djjoi^  can  be  locked  with  an- 
^entj^y. 


,  dooi^ 
other  Int^« 


_ A  CAUTION  I 

■  After  locking  the  doors  using  the  re¬ 
quest  switch  (if  so  equipped),  make 
sure  that  the  doors  have  been  se¬ 
curely  locked  by  operating  the  door 
handles. 

■  When  locking  the  doors  using  the  re¬ 
quest  switch  (if  so  equipped),  make 
sure  to  have  the  Intelligent  Key  in  your 
possession  before  operating  the  re¬ 
quest  switch  (if  so  equipped)  to  pre¬ 
vent  the  Intelligent  Key  from  being 
left  in  the  vehicle. 

■  The  request  switch  is  operational  only 
when  the  Intelligent  Key  has  been  de¬ 
tected  by  the  Intelligent  Key  system. 

Lockout  protection 

To  prevent  the  Intelligent  Key  from  being 
accidentally  locked  In  the  vehicle,  lockout 
protection  is  equipped  with  the  Intelligent 
Key  system. 

When  any  door  is  open,  the  doors  are 
locked,  and  then  the  Intelligent  Key  is  put 
inside  the  vehicle  and  all  the  doors  are 
closed;  a  chime  will  sound  and  the  lock  will 
automatically  unlock. 
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NOTE: 


The  doors  may  not  lock  when  the  Intelli¬ 
gent  Key  is  in  the  same  hand  that  is  op¬ 
erating  the  request  switch  to  lock  the 
door.  Put  the  Intelligent  Key  in  a  purse, 
pocket  or  your  other  hand. 


^CAUTION 

The  lockout  protection  may  not  func¬ 
tion  under  the  following  conditions: 

■  When  the  Intelligent  Key  is  placed  on 
top  of  the  instrument  panel. 

■  When  the  Intelligent  Key  is  placed  in¬ 
side  the  glove  box  or  a  storage  bin. 

■  When  the  Intelligent  Key  is  placed  in¬ 
side  the  door  pockets. 

■  When  the  Intelligent  Key  is  placed  in¬ 
side  or  near  metallic  materials. 


1.  Carry  the  Intelligent  Key. 

2.  Push  the  door  handle  request  switch  (if 
so  equipped). 

3.  The  door  will  unlock  and  the  hazard 
indicator  lights  flash  once,  the  outside 
chirp  sounds  once,  and  the  front  and 
tail  lights  may  turn  on  for  30  seconds. 

4.  Push  the  door  handle  request  switch 
again  within  one  minute. 

5.  The  outside  chirp  will  sound  once  and 
the  remaining  doors  and  tailgate  lock 
(if  so  equipped)  will  unlock.^ 


If  "Selective  Unlock"  is  turned  OFF  in 
the  Vehicle  Settings,  all  doors  and 
tailgate  lock  (if  so  equipped)  will  un¬ 
lock  upon  the  first  request  switch  0 
press. 

The  request  switch  can  be  deacti¬ 
vated  when  the  "1-Key  Door  Lock"  is 
switched  to  OFF  in  the  Vehicle  Set¬ 
tings  of  the  vehicle  information  dis¬ 
play.  For  additional  information,  refer 
to  "Vehicle  information  display"  in  the 
"Instruments  and  controls"  section  of 
this  manual. 
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If  a  door  handle  is  pulled  while  unlocking 
the  doors,  that  door  may  not  be  unlocked. 
Returning  the  door  handle  to  its  original 
position  will  unlock  the  door.  If  the  door 
does  not  unlock  after  returning  the  door 
handle,  push  the  door  handle  request 
switch  to  unlock  the  door. 

All  doors  will  be  locked  automatically  un¬ 
less  one  of  the  following  operations  is  per¬ 
formed  within  one  minute  after  pushing 
the  request  switch. 

•  Opening  any  door. 

•  Pushing  the  ignition  switch. 

The  interior  light  timer  illuminates  for  a  pe¬ 
riod  of  time  when  a  door  is  unlocked  and 
the  room  light  switch  is  in  the  DOOR  posi¬ 
tion. 

The  interior  light  can  be  turned  off  without 
waiting  by  performing  one  of  the  following 
operations: 

•  Placing  the  ignition  switch  in  the  ON  po¬ 
sition. 

■  Locking  the  doors  and  tailgate  lock  (if  so 
equipped)  with  the  remote  control. 

■  Switching  the  room  light  switch  to  the 
OFF  position. 
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■  Switching  the  "Auto  Room  Lamp"  to  the 
OFF  position  in  Vehicle  Settings  of  the 
vehicle  information  display.  For  addi¬ 
tional  information,  refer  to  "Vehicle  in¬ 
formation  display"  in  the  "Instruments 
and  controls"  section  of  this  manual. 

HOW  TO  USE  THE  REMOTE 
KEYLESS  ENTRY  FUNCTION 

The  remote  keyless  entry  function  can  op¬ 
erate  all  door  locks  using  the  remote  key¬ 
less  function  of  the  Intelligent  Key.  The  re¬ 
mote  keyless  function  can  operate  at  a 
distance  of  33  ft  (10  m)  away  from  the  ve¬ 
hicle.  The  operating  distance  depends 
upon  the  conditions  around  the  vehicle. 

The  remote  keyless  entry  function  will  not 
function  under  the  following  conditions: 

■  When  the  Intelligent  Key  is  not  within  the 
operational  range. 

■  When  the  Intelligent  Key  battery  is  dis¬ 
charged. 

■  When  the  doors  are  open  or  not  closed 
securely. 
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A  CAUTION 

When  locking  the  doors  using  the  Intel¬ 
ligent  Key,  be  sure  not  to  leave  the  key  in 
the  vehicle. 


^CAUTION 

After  locking  the  doors  using  the  Intel¬ 
ligent  Key,  be  sure  that  the  doors  have 
been  securely  locked  by  operating  the 
door  handles. 


1.  Place  the  ignition  switch  in  the  LOCK 
position. 


1.  Pressthe  |3  button  on  the  Intelligent 
Key. 


2.  Close  all  doors  and  tailgate. 

3.  Press  the  Q  button  on  the  Intelli¬ 
gent  Key. 

4.  The  hazard  indicator  lights  flash  twice, 
the  horn  beeps  once,  and  the  front  and 
tail  lights  may  turn  on  for  10  seconds. 

5.  All  doors  and  tailgate  lock  (if  so 
equipped)  will  be  locked. 


2.  The  driver's  door  will  unlock,  the  hazard 
indicator  light  flash  once,  and  the  front 
and  tail  lights  may  turn  on  for  30  sec¬ 
onds. 

3.  Press  the  |3  button  again  within 
one  minute. 

4.  The  remaining  doors  and  tailgate  lock 
(if  so  equipped)  will  unlock. 
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NOTE: 

If  Selective  Unlock  is  turned  off  in  the 
Vehicle  Settings,  all  doors  and  tailgate 
lock  (if  so  equipped]  will  unlock  upon  the 
first  |3  press  of  the  Intelligent  Key  re¬ 
mote.  For  additional  information,  refer  to 
"Vehicle  information  display"  in  the  "In¬ 
struments  and  controls"  section  of  this 
manual. 

All  doors  and  tailgate  lock  (If  so  equipped) 
wiil  be  locked  automatically  unless  one  of 
the  following  operations  Is  performed 
within  one  minute  after  pressing  the  3 
button: 

•  Opening  any  doors. 

•  Pushing  the  ignition  switch. 

The  interior  light  illuminates  for  a  period  of 
time  when  a  door  is  unlocked  and  the 
room  light  switch  is  in  the  DOOR  position. 

The  light  can  be  turned  off  without  waiting 
by  performing  one  of  the  following  opera¬ 
tions: 

•  Placing  the  ignition  switch  in  the  ON  po¬ 
sition. 

■  Locking  the  doors  with  the  Intelligent 
Key. 
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■  Switching  the  room  light  switch  to  the 
OFF  position. 

■  Switching  the  Auto  Room  Lamp  to  the 
OFF  position  in  Vehicle  Settings  of  the 
vehicle  information  display.  For  addi¬ 
tional  information,  refer  to  "Vehicle  in¬ 
formation  display"  in  the  "Instruments 
and  controls"  section  of  this  manual. 

Opening  windows  (if  so  equipped) 

The  Intelligent  Key  allows  you  to  simultane¬ 
ously  open  windows  equipped  with  auto¬ 
matic  operation. 

■  To  open  the  windows,  press  the  3 
button  on  the  Intelligent  Key  for  longer 
than  3  seconds  after  all  doors  are  un¬ 
locked. 

The  door  windows  will  open  while  pressing 
the  |3  button  on  the  Intelligent  Key. 

The  door  windows  cannot  be  closed  by 
using  the  Intelligent  Key. 
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Using  the  panic  alarm 

If  you  are  near  your  vehicle  and  feel  threat¬ 
ened,  you  may  activate  the  panic  alarm  to 
call  attention  by  pressing  and  holding 
the  Ih  button  on  the  Intelligent  Key  for 

longer  than  1  second. 

The  panic  alarm  and  headlights  will  stay  on 
for  a  period  of  time. 

The  panic  alarm  stops  when: 

•  It  has  run  for  a  period  of  time,  or 

•  Any  button  is  pressed  on  the  Intelligent 
Key. 


The  request  switch  (if  so  equipped)  on 
the  driver's  door  is  pushed  and  the  in- 
teiiigent  Key  is  in  range  of  the  door 
handie. 


Trailer  light  check  (if  so  equipped) 


This  functionality  allows  the  customer  to 
confirm  trailer  light  operation,  without  the 
need  of  a  second  person  to  press  the  brake 
pedal  or  activate  each  turn  signal  light  The 
trailer  light  check  can  be  performed  by  the 
Intelligent  Key  or  through  the  Vehicle  Set¬ 
tings  in  the  vehicle  information  display.  For 
additional  information,  refer  to  'Vehicle  in¬ 
formation  display"  in  the  "Instruments  and 
controls"  section  of  this  manual. 


To  activate  the  trailer  light  check  function 
with  your  Intelligent  Key,  perform  the  fol¬ 
lowing: 

1.  Aim  the  Intelligent  Key  at  the  vehicle. 

2.  Press  and  release  the  @  LOCK 
button. 

3.  Within  2  seconds,  press  and  hold 
the  @  LOCK  button  again  for  at 
least  2  seconds,  until  the  horn  beeps 
once  and  the  park  lights  turn  on. 

The  following  events  will  occur: 

■  The  left  turn  signal  light  on  the  vehicle 
and  the  trailer  will  flash  for  5  seconds. 

•  The  right  turn  signal  light  on  the  vehicle 
and  the  trailer  will  flash  for  5  seconds. 

■  The  brake  lights  on  the  vehicle  and  the 
trailer  will  turn  ON  for  5  seconds. 


OEAUEH  ef»fiOCESS 


Pre-driving  checks  and  adjustments  3-19 


NOTE: 

If  the  ignition  switch  is  in  the  OFF  posi¬ 
tion,  the  park  lights  will  turn  off  after  the 
events  above  occur.  If  ignition  switch  is 
in  the  ON  position,  lights  will  stay  on  for 
45  seconds  after  trailer  light  check.  If  the 
trailer  lights  do  not  work  properly,  check 
the  connections  and  bulbs.  If  the  vehicle 
lights  do  not  turn  on,  check  the  bulbs.  If 
the  trailer  light  check  routine  fails  to 
start,  ensure  the  following  vehicle  condi¬ 
tions: 

•  The  vehicle  is  NOT  moving,  0  mph 
(0  km/h) 

•  Brake  switch  is  NOT  depressed 

■  Left  or  right  flasher  is  OFF 

■  Trailer  light  check  configuration  is  NOT 
disabled  and  available  in  the  meter 
towing  settings 

•  The  hazard  switch  is  NOT  turned  ON 

■  The  shift  position  is  fully  in  P  (Park)  posi¬ 
tion 

■  Vehicle  is  within  Remote  Keyless  Entry 
range 
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Answer  back  horn  feature 

If  desired,  the  answer  back  horn  feature 
can  be  deactivated  using  the  Intelligent 
Key.  When  it  is  deactivated  and  the 
LOCK  @  button  is  pressed,  the  hazard 
indicator  lights  flash  twice.  When  the 
UNLOCK  |3  button  is  pressed,  neither 
the  hazard  indicator  lights  nor  the  horn 
operates. 


NOTE: 

If  you  change  the  answer  back  horn  and 
light  flash  feature  with  the  Intelligent 
Key  while  the  ignition  is  in  the  ON  posi¬ 
tion,  the  vehicle  information  display 
screen  will  show  the  previous  mode.  The 
vehicle  information  display  screen  will 
show  the  current  mode  after  the  ignition 
switch  has  been  cycled  from  the  OFF  to 
the  ON  position.  The  vehicle  information 
display  screen  can  also  be  used  to 
change  the  answer  back  horn  mode.  For 
additional  information  refer  to  "Vehicle 
information  display"  in  the  "Instruments 
and  controls"  section  of  this  manual. 

To  deactivate:  Press  and  hold  the  Q 
and  |3  buttons  for  at  least  2  seconds. 

The  hazard  indicator  lights  will  flash  three 
times  to  confirm  that  the  answer  back 
horn  feature  has  been  deactivated. 

To  activate:  Press  and  hold  the  @ 
and  |3  buttons  for  at  least  2  seconds 
once  more. 

The  hazard  indicator  lights  will  flash  once 
and  the  horn  will  sound  once  to  confirm 
that  the  horn  beep  feature  has  been  reac¬ 
tivated. 
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Deactivating  the  horn  beep  feature  does 
not  silence  the  horn  if  the  alarm  is  trig¬ 
gered. 


Intelligent  Key  button  operation 
light 


The  light  blinks  only  when  you  push  any 
button  on  the  Intelligent  Key.  The  light  illu¬ 
mination  only  signifies  that  the  key  fob  has 
transmitted  a  signal.  You  may  look  and/or 
listen  to  verify  that  the  vehicle  has  per¬ 
formed  the  intended  operation.  The  num¬ 
ber  of  blinks  identifies  each  registered  key 
(i.e.  1  blink  =  1st  key. ..,4  blinks  =  4th  key)  for 
your  own  identification  purposes.  If  the 
light  does  not  blink,  your  battery  may  be 
too  weak  to  communicate  to  the  vehicle.  If 
this  occurs,  the  battery  nna^need  to  be 
replacedrh^Of'  a'yefitttrhal  i^^^Mtion  re¬ 


garding  the  replacement  of  a  battery,  refer 
to  "Battery  replacement"  in  the  "Do-it- 
yourself"  section  of  this  manual. 

WARNING  SIGNALS 

To  help  prevent  the  vehicle  from  moving 
unexpectedly  by  erroneous  operation  of 
the  Intelligent  Key  or  to  help  prevent  the 
vehicle  from  being  stolen,  a  chime  or  chirp 
sounds  from  inside  and  outside  the  vehicle 
and  a  warning  is  displayed  in  the  instru¬ 
ment  panel. 

When  a  chime  or  beep  sounds  or  a  warning 
is  displayed,  be  sure  to  check  the  vehicle 
and  the  Intelligent  Key. 

For  additional  information,  refer  to 
Troubleshooting  guide"  in  this  section  and 
"Vehicle  information  display"  in  the  "Instru¬ 
ments  and  controls"  section  of  this  manual. 
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TROUBLESHOOTING  GUIDE 


Verify  the  location  of  all  Intelligent  Keys  that 
are  programmed  for  the  vehicle.  If  another 
Intelligent  Key  is  in  range  or  inside  the  ve¬ 
hicle,  the  vehicle  system  may  respond  dif¬ 
ferently  than  expected. 


Symptom 

Possible  Cause 

Remedy 

When  pushing  the  ignition  switch  to 
stop  the  engine 

The  red  "Shift  to  Park"  warning  ap¬ 
pears  on  the  vehicle  information  dis¬ 
play  and  the  inside  warning  chime 
sounds  continuously. 

The  shift  lever  is  not  in  the  P  (Park) 
position. 

Move  the  shift  lever  to  the  P  (Park) 
position. 

When  opening  the  driver's  door  to  get 
out  of  the  vehicle 

The  door  open  warning  appears  on 
the  display  and  the  inside  warning 
chime  sounds  continuously. 

The  ignition  switch  is  in  the  ACC 
position. 

Place  the  ignition  switch  in  the  ON  po¬ 
sition  or  close  the  driver's  door. 

When  closing  the  door  after  getting 
out  of  the  vehicle 

The  yellow  "No  Key  Detected"  warning 
appears  on  the  vehicle  information 
display,  the  outside  chime  sounds 
three  times  and  the  inside  warning 
chime  sounds  for  approximately  three 
seconds. 

The  Intelligent  Key  is  not  detected  in¬ 
side  of  the  vehicle. 

Place  the  ignition  switch  in  the  OFF 
position. 

The  Rear  Door  Alert  (if  so  equipped) 
warning  message  appears  on  the 
display,  the  horn  sounds  three  times 
twice,  or  a  Check  Back  Seat  For  All  Ar¬ 
ticles  warning  appears  on  the  display. 

The  Rear  Door  Alert  (if  so  equipped)  is 
activated. 

Check  the  back  seat  for  all  articles, 
press  the  ENTER  button  to  clear  the 
Rear  Door  Alert  (if  so  equipped)  warn¬ 
ing  message. 

The  red  "Shift  to  Park"  warning  ap¬ 
pears  on  the  vehicle  information  dis¬ 
play  and  the  inside  and  outside 
chimes  sound  continuously. 

The  ignition  switch  is  in  the  ACC  or 

OFF  position  and  the  shift  lever  is  not 
in  the  P  (Park)  position. 

Carry  the  Intelligent  Key  with  you. 
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Symptom 

Possible  Cause 

Remedy 

When  closing  the  door  with  the  inside 
lock  knob  turned  to  LOCK 

The  outside  chime  sounds  for  approxi¬ 
mately  three  seconds  and  all  the 
doors  unlock. 

The  Intelligent  Key  is  inside  the  vehicle. 

Carry  the  Intelligent  Key  with  you. 

When  pushing  the  door  handle  re¬ 
quest  switch  or  (If  so  equipped) 
the  Q  button  on  the  Intelligent 

Key  to  lock  the  door 

The  outside  chime  sounds  for  approxi¬ 
mately  three  seconds. 

The  Intelligent  Key  is  inside  the  vehicle. 

Carry  the  Intelligent  Key  with  you. 

When  pushing  the  ignition  switch  to 
start  the  engine 

The  Intelligent  Key  battery  indicator 
appears  on  the  display. 

The  battery  charge  is  low. 

Replace  the  battery  with  a  new  one. 

For  additional  Information,  refer  to 
"Battery  replacement"  in  the  "Do-it- 
yourself"  section  of  this  manual. 

The  yellow  "Key  ID  incorrect"  warning 
appears  on  the  vehicle  information 
display . 

The  Intelligent  Key  is  not  detected  in¬ 
side  of  the  vehicle. 

Carry  the  registered  Intelligent  Key 
with  you. 
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REMOTE  ENGINE  START  (if  SO 
equipped) 


telligent  Key®  if  the  vehicle  has  Remote  En¬ 
gine  Start.  This  feature  allows  the  engine  to 
start  from  outside  the  vehicle. 

The  following  features  may  be  affected 
when  the  Remote  Engine  Start  feature  is 
used: 

•  Vehicles  with  a  manual  climate  control 
system  (if  so  equipped)  will  default  to 
the  last  used  heating  or  cooling  mode. 


■  Vehicles  with  an  automatic  climate 
control  system  (if  so  equipped)  will  de¬ 
fault  to  either  heating  or  cooling  mode. 
For  additional  information,  refer  to  "Re¬ 
mote  Engine  Start  with  Intelligent  Cli¬ 
mate  Control"  in  the  "Monitor,  climate, 
audio,  phone  and  voice  recognition  sys¬ 
tems"  section  of  this  manual. 

Laws  in  some  local  communities  may  re¬ 
strict  the  use  of  remote  starters.  For  ex¬ 
ample,  some  laws  require  a  person  using 
Remote  Engine  Start  to  have  the  vehicle  in 
view.  Check  local  regulations  for  any  re¬ 
quirements. 

Other  conditions  may  affect  the  function  of 
the  Remote  Engine  Start  feature.  For  addi¬ 
tional  information,  refer  to  "Conditions  the 
Remote  Engine  Start  will  not  work"  in  this 
section. 

Other  conditions  can  affect  the  perfor¬ 
mance  of  the  Intelligent  Key  transmitter. 
For  additional  information,  refer  to  "NISSAN 
Intelligent  Key®"  in  this  section. 
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REMOTE  ENGINE  START 
OPERATING  RANGE 

^WARNING 

To  help  avoid  risk  of  injury  or  death 
through  unintended  operation  of  the 
vehicle  and/or  its  systems,  including 
entrapment  in  windows  or  inadvertent 
door  lock  activation,  do  not  leave  chil¬ 
dren,  people  who  require  the  assistance 
of  others  or  pets  unattended  in  your  ve¬ 
hicle.  Additionally,  the  temperature  in¬ 
side  a  closed  vehicle  on  a  warm  day  can 
quickly  become  high  enough  to  cause  a 
significant  risk  of  injury  or  death  to 
people  and  pets. 


_ A  CAUTION _ 

When  the  Intelligent  Key  battery  is  dis¬ 
charged  or  other  strong  radio  wave 
sources  are  present  near  the  operating 
location,  the  Intelligent  Key  operating 
range  becomes  narrower,  and  the  Intel¬ 
ligent  Key  may  not  function  properly. 

The  Remote  Engine  Start  function  can  only 
be  used  when  the  Intelligent  Key  is  within 
the  specified  operating  range  from  the  ve¬ 
hicle. 


The  Remote  Engine  Start  operating  range 
is  approximately  197  ft  (60  m)  from  the  ve¬ 
hicle. 

REMOTE  STARTING  THE  VEHICLE 

To  use  the  Remote  Engine  Start  feature  to 
start  the  engine  perform  the  following: 

1.  Aim  the  Intelligent  Key  at  the  vehicle. 

2.  Press  the  @  button  to  lock  all 
doors. 

3.  Within  5  seconds  press  and  hold 
the  o  button  until  the  turn  signal 
lights  flash  and  the  tail  lamps  turn  on.  If 
the  vehicle  is  not  within  view  press  and 
hold  the  o  button  for  at  least  2  sec¬ 
onds. 

The  following  events  will  occur  when  the 
engine  starts: 

•  The  parking  lights  will  turn  on  and  re¬ 
main  on  as  long  as  the  engine  is  run¬ 
ning. 

•  The  doors  will  be  locked  and  the  climate 
control  system  may  come  on. 


■  The  engine  will  continue  to  run  for 
10  minutes.  Repeat  the  steps  to  extend 
the  time  for  an  additional  10  minutes. 
For  additional  information,  refer  to  "Ex¬ 
tending  engine  run  time"  in  this  section. 

Depress  and  hold  the  brake  then  push  the 
push-button  ignition  switch  to  the  ON  po¬ 
sition  before  driving.  For  additional  infor¬ 
mation,  refer  to  "Driving  the  vehicle"  in  the 
"Starting  and  driving"  section  of  this 
manual. 

EXTENDING  ENGINE  RUN  TIME 

The  Remote  Engine  Start  feature  can  be 
extended  one  time  by  performing  the 
steps  listed  in  "Remote  starting  the  vehicle" 
in  this  section.  Run  time  will  be  calculated 
as  follows: 

■  The  first  10  minute  run  time  will  start 
when  the  Remote  Engine  Start  function 
is  performed. 

■  The  second  10  minutes  will  start  imme¬ 
diately  when  the  Remote  Engine  Start 
function  is  performed  again.  For  ex¬ 
ample,  if  the  engine  has  been  running 
for  5  minutes,  and  10  minutes  are 


■  Extending  engine  run  time  will  count  to¬ 
wards  the  two  Remote  Engine  Start 
limit. 

A  maximum  of  two  Remote  Engine  Starts, 
or  a  single  Remote  Engine  Start  with  an 
extension,  are  allowed  between  ignition 
cycles.  The  ignition  switch  must  be  cycled 
to  the  ON  position  and  then  back  to  the 
OFF  position  before  the  Remote  Engine 
Start  procedure  can  be  used  again. 

GANGELING  A  REMOTE  ENGINE 
START 

To  cancel  a  Remote  Engine  Start,  perform 
one  of  the  following: 

■  Aim  the  intelligent  Key  at  the  vehicle 
and  press  O  until  the  parking  lights 
turn  off. 

•  Turn  on  the  hazard  warning  flashers. 

■  Cycle  the  ignition  switch  on  and  then 
off. 

■  The  extended  engine  run  time  has  ex¬ 
pired. 

■  The  first  10  minute  timer  has  expired. 

■  The  engine  hood  has  been  opened. 

■  The  shift  lever  is  moved  out  of  park. 


added,  the  engine  will  run  for  a  total  of 
15 
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•  The  alarm  sounds  due  to  illegal  entry 
into  the  vehicle. 

•  The  ignition  switch  is  pushed  without 
an  intelligent  Key  in  the  vehicle. 

•  The  ignition  switch  is  pushed  with  an 
intelligent  Key  in  the  vehicle  but  the 
brake  pedal  is  not  depressed. 

CONDITIONS  THE  REMOTE  ENGINE 
START  WILL  NOT  WORK 
The  Remote  Engine  Start  will  not  operate  if 
any  of  the  following  conditions  are  present: 

•  The  ignition  switch  is  placed  in  the  ON 
position. 

•  The  hood  is  not  securely  closed. 

•  The  hazard  warning  lights  are  on. 

•  The  engine  is  still  running.  The  engine 
must  be  completely  stopped.  Wait  at 
least  6  seconds  if  the  engine  goes  from 
running  to  off.  This  is  not  applicable 
when  extending  engine  run  time. 

•  The  o  button  is  not  pressed  and 
held  for  at  least  2  seconds. 

•  The  o  button  is  not  pressed  and 
held  within  5  seconds  of  pressing  the 
lock  button. 
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■  The  brake  is  pressed. 

■  The  doors  are  not  closed  and  locked. 

■  The  1-Key  Indicator  Light  remains  solid 
in  the  vehicle  information  display. 

■  The  alarm  sounds  due  to  illegal  entry 
into  the  vehicle. 

■  Two  Remote  Engine  Starts,  or  a  single 
Remote  Engine  Start  with  an  extension, 
have  already  been  used. 

■  The  vehicle  is  not  in  P  (Park). 

■  There  is  a  detected  registered  key  al¬ 
ready  inside  of  the  vehicle. 

■  The  remote  start  function  has  been 
switched  to  the  OFF  position  in  Vehicle 
Settings  of  the  vehicle  information  dis¬ 
play.  For  additional  information,  refer  to 
'Vehicle  information  display"  in  the  "In¬ 
struments  and  controls"  section  of  this 
manual. 

The  Remote  Engine  Start  may  display  a 
warning  or  indicator  in  the  vehicle  informa¬ 
tion  display.  For  additional  information,  re¬ 
fer  to  'Vehicle  information  display"  in  the 
"Instruments  and  controls"  section  of  this 
manual. 
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HOOD 


FUEL-FILLER  DOOR 


1.  Pull  the  hood  lock  release  handle  @ 
located  below  the  driver  side  instru¬ 
ment  panel.  The  hood  will  spring  up 
slightly. 

2.  Push  the  lever  at  the  front  of  the  hood 
to  the  side  @  as  illustrated  with  your 
fingertips  and  raise  the  hood. 

When  closing  the  hood,  lower  it  slowly  and 
make  sure  it  locks  into  place. 


^WARNING 

■  Make  sure  the  hood  is  completely 
closed  and  latched  before  driving. 
Failure  to  do  so  could  cause  the  hood 
to  fly  open  and  result  in  an  accident. 

■  If  you  see  steam  or  smoke  coming 
from  the  engine  compartment,  to 
avoid  injury  do  not  open  the  hood. 
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DIESEL  FUEL  ENGINES 


For  additional  information,  refer  to  the  Ti¬ 
tan  Diesel  Owner's  Manual. 
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King  Cab®  models  only 


A  CAUTION 

Be  careful  when  opening  and  exiting 
the  driver's  side  rear  door  if  the  fuel- 
filler  door  is  open.  This  may  cause  dam¬ 
age  to  the  driver's  side  rear  door  or  fuel- 
filler  door  if  you  open  fully  and  they 
make  contact. 


A  WARNING 

Gasoline  is  extremely  flammable  and 
highly  explosive  under  certain  condi¬ 
tions.  You  could  be  burned  or  seri¬ 
ously  injured  if  it  is  misused  or  mis¬ 
handled.  Always  stop  the  engine  and 
do  not  smoke  or  allow  open  flames  or 
sparks  near  the  vehicle  when 
refueling. 
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Do  not  attempt  to  top  off  the  fuel  tank 
after  the  fuel  pump  nozzle  shuts  off 
automatically.  Continued  refueling 
may  cause  fuel  overflow,  resulting  in 
fuel  spray  and  possibly  a  fire. 

Use  only  an  original  equipment  type 
fuel-filler  cap  as  a  replacement.  It  has 
a  built-in  safety  valve  needed  for 
proper  operation  of  the  fuel  system 
and  emission  control  system.  An  in¬ 
correct  cap  can  result  in  a  serious  mal¬ 
function  and  possible  injury.  It  could 
also  cause  the  O  Malfunction  Indi¬ 
cator  Light  (MIL)  to  come  on. 

Never  pour  fuel  into  the  throttle  body 
to  attempt  to  start  your  vehicle. 

Do  not  fill  a  portable  fuel  container  in 
the  vehicle  or  trailer.  Static  electricity 
can  cause  an  explosion  of  flammable 
liquid,  vapor  or  gas  in  any  vehicle  or 
trailer.  To  reduce  the  risk  of  serious 
injury  or  death  when  filling  portable 
fuel  containers: 

-  Always  place  the  container  on  the 
ground  when  filling. 

-  Do  not  use  electronic  devices  when 
filling. 


-  Keep  the  pump  nozzle  in  contact 
with  the  container  while  you  are 
filling  it. 

-  Use  only  approved  portable  fuel 
containers  for  flammable  liquid. 


A  CAUTION 

■  Do  not  use  E-15  or  E-85  fuel  in  your 
vehicle.  For  additional  information, 
refer  to  "Fuel  recommendation"  in  the 
"Technical  and  consumer  informa¬ 
tion"  section  of  this  manual. 

■  The  Loose  Fuel  Cap  warning  message 
will  appear  if  the  fuel-filler  cap  is  not 
properly  tightened.  It  may  take  a  few 
driving  trips  for  the  message  to  be 
displayed.  Failure  to  tighten  the  fuel- 
filler  cap  properly  after  the  Loose  Fuel 
Cap  warning  message  appears  may 
cause  the  O  Malfunction  Indicator 
Light  (MIL)  to  illuminate. 


Failure  to  tighten  the  fuel-filler  cap 
properly  may  cause  the  O  Mal¬ 
function  Indicator  Light  (MIL)  to  illumi¬ 
nate.  If  the  O  light  illuminates  be¬ 
cause  the  fuel-filler  cap  is  loose  or 
missing,  tighten  or  install  the  cap  and 
continue  to  drive  the  vehicle. 
The  O  light  should  turn  off  after  a 
few  driving  trips.  If  the  O  light  does 
not  turn  off  after  a  few  driving  trips, 
have  the  vehicle  inspected.  It  is  rec¬ 
ommended  that  you  visit  a  NISSAN 
dealer  for  this  service. 

For  additional  information,  refer  to 
"Malfunction  Indicator  Light  (MIL)"  in 
the  "Instruments  and  controls"  sec¬ 
tion  of  this  manual. 

If  fuel  is  spilled  on  the  vehicle  body, 
flush  it  away  with  water  to  avoid  paint 
damage. 
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STEERING  WHEEL 


1.  Turn  the  fuel-filler  cap  counterclock¬ 
wise  to  remove. 

2.  Loop  the  tether  strap  around  the  hook 
@  while  refueling. 

To  install  the  fuel-filler  cap: 

1.  Insert  the  fuel-filler  cap  straight  into  the 
fuel-filler  tube. 

2.  Turn  the  fuel-filler  cap  clockwise  until  a 
single  click  is  heard. 
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The  Loose  Fuel  Cap  warning  appears  in  the 
vehicle  information  display  when  the  fuel- 
filler  cap  is  not  tightened  correctly  afterthe 
vehicle  has  been  refueled.  It  may  take  a  few 
driving  trips  for  the  message  to  be  dis¬ 
played.  To  turn  off  the  warning,  perform  the 
following: 

1.  Remove  and  install  the  fuel-filler  cap  as 
previously  described  as  soon  as  pos¬ 
sible. 

Tighten  the  fuel-filler  cap  until  a  single 
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^WARNING 

Do  not  adjust  the  steering  wheel  while 
driving.  You  could  lose  control  of  your 
vehicle  and  cause  an  accident. 

Do  not  adjust  the  steering  wheel  any 
closer  to  you  than  is  necessary  for 
proper  steering  operation  and  com¬ 
fort.  The  driver's  air  bag  inflates  with 
great  force.  If  you  are  unrestrained, 
leaning  forward,  sitting  sideways  or 
out  of  position  in  any  way,  you  are  at 
greater  risk  of  injury  or  death  in  a 
crash.  You  may  also  receive  serious  or 
fatal  injuries  from  the  air  bag  if  you 
are  up  against  it  when  it  inflates.  Al¬ 
ways  sit  back  against  the  seatback 
and  as  far  away  as  practical  from  the 
steering  wheel.  Always  use  the  seat 
belts. 
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MANUAL  OPERATION  (if  SO 
equipped) 

Tilt  and  telescopic  operation 

Pull  the  lock  lever  ®  down: 

•  Adjust  the  steering  wheel  up  or  down  in 
direction  @  to  the  desired  position. 

•  Adjust  the  steering  wheel  forward  or 
backward  in  direction  @  to  the  desired 
position. 

Push  the  lock  lever  ®  up  firmly  to  lock  the 
steering  wheel  in  place. 


AUTOMATIC  OPERATION  (if  SO 
equipped) 


Tilt  and  telescopic  operation 

To  adjust  the  steering  wheel  move  the 
switch  ®  in  the  following  directions: 

■  Adjust  the  steering  wheel  up  or  down  in 
direction  @  to  the  desired  tilt  position. 

■  Adjust  the  steering  wheel  forward  or 
backward  in  direction  @  to  the  desired 
telescopic  position. 
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A  CAUTION 

For  vehicles  with  automatic  drive  posi¬ 
tioner:  Failure  to  reset  the  tilt  and  tele¬ 
scoping  functions  of  the  steering 
wheel,  after  the  vehicle's  battery  has 
been  discharged,  may  prevent  the 
steering  wheel  position  from  being 
adjusted. 

For  vehicies  with  automatic  drive  posi¬ 
tioner:  Both  the  tiit  and  telescopic  steering 
operation  must  be  reset  after  the  vehicle's 
battery  has  been  discharged  in  order  to 
prevent  the  tilt  and  telescopic  operation 
from  locking  in  one  position.  When  the  bat¬ 
tery  has  been  recharged  or  replaced,  per¬ 
form  the  following: 

■  For  tilt  operation:  Adjust  the  switch  ® 
so  the  steering  wheel  moves  to  the 
highest  position  @  that  can  be 
reached. 

•  For  telescopic  operation:  Adjust  the 
switch  ®  so  the  steering  wheel  moves 
to  the  most  forward  and  backward  po¬ 
sition  @  that  can  be  reached. 

Performing  these  operations  resets  the 
range  of  the  steering  wheel's  tilt  and  tele¬ 
scopic  function. 
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SUN  VISORS 


Entry/Exit  function  (if  so 
equipped) 

The  automatic  drive  positioner  system  (if 
so  equipped)  will  make  the  steering  wheel 
move  up  automatically  when  the  driver's 
door  is  opened  and  the  ignition  switch  is  in 
the  LOCK  position.  This  iets  the  driver  get 
into  and  out  of  the  seat  more  easily.  The 
steering  wheel  moves  back  into  position 
when  the  driver's  door  is  closed  and  the 
ignition  switch  is  pushed. 

For  additional  information,  refer  to  "Auto¬ 
matic  drive  positioner"  in  this  section. 
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1.  To  block  glare  from  the  front,  swing 
down  ®  the  sun  visor. 

2.  To  block  glare  from  the  side,  remove 
the  sun  visor  from  the  center  mount 
and  swing  the  visor  to  the  side  (2). 

3.  To  extend  the  sun  visor,  slide  @  in  or 
out  as  needed. 


^CAUTION 

Do  not  store  the  sun  visor  before  re¬ 
turning  the  extension  to  its  original 
position. 

Do  not  pull  the  extension  sun  visor 
forcedly  downward. 


MIRRORS 
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VANITY  MIRRORS  (if  SO  equipped) 

To  access  the  vanity  mirror,  pull  the  sun 
visor  down  and  flip  open  the  mirror  cover 
Some  vanity  mirrors  are  illuminated  and 
turn  on  when  the  mirror  cover  is  open. 


CARD  HOLDER  (driver's  side  only) 


To  access  the  card  holder,  slide  card  in  the 
card  holder.  Do  not  view  information  while 
operating  the  vehicle. 


MANUAL  ANTI-GLARE  REARVIEW 
MIRROR  (if  SO  equipped) 

Use  the  night  position  @  to  reduce  glare 
from  the  headlights  of  vehicles  behind  you 
at  night. 

Use  the  day  position  (2)  when  driving  in 
daylight  hours. 

^WARNING 

Use  the  night  position  only  when  neces¬ 
sary,  because  it  reduces  rear  view 
clarity. 
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AUTOMATIC  ANTI-GLARE 
REARVIEW  MIRROR  (if  SO  equipped) 

The  inside  mirror  is  designed  so  that  it  au¬ 
tomatically  dims  during  night  time  condi¬ 
tions  and  according  to  the  intensity  of  the 
headlights  of  the  vehicle  following  you.  The 
automatic  anti-glare  feature  is  activated 
when  the  ignition  switch  is  in  the  ON  posi¬ 
tion. 

The  indicator  light  (2)  will  illuminate  when 
the  automatic  anti-glare  feature  is  operat¬ 
ing. 

NOTE: 

Do  not  hang  any  objects  over  the  sen¬ 
sors  ®  or  apply  glass  cleaner  to  the  sen¬ 
sors.  Doing  so  will  reduce  the  sensitivity 
of  the  sensors,  resulting  in  improper  op¬ 
eration. 


(if  so  equipped) 

Type  A  (If  so  equipped) 

To  turn  off  the  automatic  anti-glare  feature, 
press  the  O  button.  The  indicator  light 
will  turn  off 

To  turn  on  the  automatic  anti-glare  feature 
again,  press  the  |  button.  The  indicator 
light  will  turn  on. 

For  additional  information,  refer  to  the 
"HomeLink®  Universal  Transceiver"  in  the 
"Instruments  and  controls"  section  of  this 
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Type  B  -  With  compass  (if  so  equipped) 

Type  B  (if  so  equipped) 


■  To  turn  off  the  anti-glare  feature,  press 
the  d  button.  The  indicator  light  will 
turn  off. 

•  To  turn  on  the  anti-glare  feature,  press 
the  d  button  again.  The  indicator 
light  will  turn  on. 

For  additional  information  about  the  com¬ 
pass  and  compass  features  ®,  refer  to 
"Compass"  in  the  "Instruments  and  con¬ 
trols"  section  of  this  manual. 


manual. 
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For  additional  information,  refer  to  the 
"HomeLink®  Universal  Transceiver"  in  the 
"Instruments  and  controls"  section  of  this 
manual. 

OUTSIDE  MIRRORS 


A  WARNING 

Objects  viewed  in  the  outside  mirror 
on  the  passenger  side  are  closer  than 
they  appear.  Be  careful  when  moving 
to  the  right.  Using  only  this  mirror 
could  cause  an  accident.  Use  the  in¬ 
side  mirror  or  glance  over  your  shoul¬ 
der  to  properly  Judge  distances  to 
other  objects. 

Do  not  adjust  the  mirrors  while  driv¬ 
ing.  You  could  lose  control  of  your  ve¬ 
hicle  and  cause  an  accident. 


Manual  control  type  (if  so 
equipped) 


The  outside  mirrors  can  be  moved  in  any 
direction  for  a  better  rearview. 


equipped) 

The  outside  mirror  remote  control  will  op¬ 
erate  only  when  the  Ignition  switch  Is 
placed  In  the  ACC  or  ON  position. 

Rotate  the  control  dial  to  select  the  right  or 
left  mirror.  Adjust  the  mirror  to  the  desired 
position  by  moving  the  control  dial. 

Return  the  control  dial  to  the  center  (neu¬ 
tral)  position  to  prevent  accidentally  mov¬ 
ing  the  mirror. 
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Trailer  tow  mirrors  (if  so  equipped) 


Use  the  outside  mirror  remote  control  to 
adjust  the  top  portion  of  the  trailer  tow 
mirror. 

The  lower  portion  of  the  trailer  tow  mirror 
can  be  moved  manually  in  any  direction  for 
a  better  rearview. 


^WARNING 

Objects  viewed  in  the  convex  portion  of 
the  trailer  tow  mirror  are  closer  than 
they  appear.  Be  careful  when  changing 
lanes  or  turning.  Using  only  the  convex 
mirror  could  cause  an  accident.  Use  the 
other  mirrors  or  glance  over  your  shoul¬ 
der  to  properlyjudge  distances  to  other 
objects. 
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Pull  the  trailer  tow  mirror  outward  to  ex¬ 
tend  it  to  the  desired  position  for  better 
visibility  while  towing  a  trailer. 

^WARNING 

Do  not  extend  or  retract  mirrors  while 
driving.  You  may  lose  control  of  your  ve¬ 
hicle  and  cause  an  accident. 

^CAUTION 

Driving  in  tight  spaces  with  mirrors  ex¬ 
tended  may  cause  damage  to  the 
vehicle. 


Power  folding  outside  mirrors  (if 
so  equipped) 


^CAUTION 

Do  not  manually  fold  the  power  folding 
mirrors.  Manually  folding  the  mirrors 
can  damage  the  mirrors. 

Push  the  switch  to  open  or  close  the  mir¬ 
rors. 


If  one  of  the  mirrors  are  manually  operated 
or  bumped,  the  mirror  body  can  become 
loose  at  the  pivot  point.  To  correct  elec¬ 
tronic  mirror  operation,  cycle  the  mirrors  by 
pushing  the  "CLOSE"  switch  until  com¬ 
pletely  closed,  then  push  the  "OPEN"  switch 
until  the  mirrors  are  in  the  open  position 


Manual  folding  outside  mirrors  (if 
so  equipped) 

Pull  the  outside  mirror  toward  the  door  to 
fold  it. 

Reverse  tilt-down  feature  (if  so 
equipped) 

The  reverse  tilt-down  feature  will  turn  both 
outside  mirror  surfaces  downward  to  pro¬ 
vide  better  rear  visibility  close  to  the  vehicle 
when  the  mirror  control  switch  is  in  either 
the  L  or  R  position. 
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The  mirrors  automatically  return  to  their 
original  position  when  you  shift  out  of  R 
(Reverse). 

The  outside  mirror  surfaces  will  return  to 
their  original  position  when  one  of  the  fol¬ 
lowing  conditions  has  occurred: 

•  The  shift  lever  is  moved  to  any  position 
other  than  R  (Reverse). 

•  The  outside  mirror  control  switch  is  set 
to  the  neutral  or  center  position. 

•  The  ignition  switch  is  placed  in  the  OFF 
position. 


NOTE: 

If  the  outside  mirror  control  switch  is  in 
the  center  position,  the  mirror  surface 
will  NOT  turn  downward  when  the  shift 
lever  is  moved  to  R  (Reverse). 

For  additional  Information,  refer  to  "Auto¬ 
matic  drive  positioner"  In  this  section. 

Automatic  anti-glare  outside 
mirror  (if  so  equipped) 

The  outside  mirror  will  automatically  dim 
during  nighttime  conditions  to  reduce  the 
glare  from  the  headlights  of  trailing  ve¬ 
hicles.  The  automatic  anti-glare  feature 
operates  only  when  the  ignition  switch  is 
placed  In  the  ON  position. 

The  automatic  anti-glare  feature  will  be  on 
when  starting  the  vehicle.  The  indicator 
light  on  the  automatic  anti-glare  rearview 
mirror  will  illuminate  when  the  automatic 
anti-glare  feature  is  operating. 

To  turn  off  the  anti-glare  feature,  press 
the  d  button  on  the  rearview  mirror. 
The  indicator  light  will  turn  off 
To  turn  on  the  anti-glare  feature  again, 
press  the  d  button  on  the  rea.rview  mir- 
ror.  The  inC!lftr(s(^|PIWtf  turn 
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For  additional  information  on  the  auto¬ 
matic  anti-glare  rearview  mirror,  refer  to 
"Automatic  anti-glare  rearview  mirror"  in 
this  section. 

Heated  mirrors  (If  so  equipped) 

Some  outside  mirrors  can  be  heated  to 
defrost,  defog,  or  de-ice  for  improved  vis¬ 
ibility.  For  additional  information,  refer  to 
"Rear  window  and/or  outside  mirror  de¬ 
froster  switch"  in  the  "Instruments  and  con¬ 
trols"  section  of  this  manual. 


TRUCK  BOX 
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TAILGATE 

Opening  the  tailgate 

Pull  the  tailgate  handle  upward  and  lower 
the  tailgate.  The  support  cables  hold  the 
tailgate  open. 

When  closing  the  tailgate,  make  sure  the 
latches  are  securely  locked. 

Do  not  drive  the  vehicle  with  the  tailgate 
down,  unless  equipped  with  NISSAN's 
Bed  Extender  (accessory)  or  equivalent 
in  the  extended  position. 


For  additional  information  on  proper  truck 
box  loading,  refer  to  "Vehicle  loading  infor¬ 
mation"  in  the  'Technical  and  consumer  in¬ 
formation"  section  of  this  manual. 


_ A  WARNING _ 

■  Never  allow  anyone  to  ride  in  the 
cargo  area  or  on  the  rear  seat  (if  so 
equipped)  when  it  is  in  the  folded  po¬ 
sition.  Use  of  these  areas  by  passen¬ 
gers  without  proper  restraints  could 
result  in  serious  injury  or  death  in  an 
accident  or  sudden  stop. 

■  It  is  extremely  dangerous  to  ride  in  a 
cargo  area  inside  a  vehicle.  In  a  colli¬ 
sion,  people  riding  in  these  areas  are 
more  likely  to  be  seriously  injured  or 
killed. 

■  Do  not  allow  people  to  ride  in  any  area 
of  your  vehicle  that  is  not  equipped 
with  seats  and  seat  belts. 

■  Be  sure  everyone  in  your  vehicle  is  in  a 
seat  and  using  a  seat  belt  properly. 
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Disconnecting  the  rear  camera 

Before  removing  the  taiigate  disconnect 
the  rear  camera  by  performing  the  follow¬ 
ing: 

1.  Open  the  tailgate  to  access  the  rear 
camera  connector  bracket  ®  located 
on  the  rear  sill. 

2.  Remove  the  connector  bracket  (2) 
from  the  sill  by  pressing  the  locking  tab 
inward,  in  the  direction  shown,  while 
pulling  the  bracket  apart. 


3.  Disconnect  the  chassis  wiring  harness 
@  by  pressing  inward  on  the  locking 
tab,  in  the  direction  shown,  while  pulling 
the  connectors  apart.  Hold  the  con¬ 
nector  firmly  to  prevent  the  connector 
in  the  chassis  harness  from  falling  into 
the  sill. 

4.  Use  the  supplied  chassis  plug  and 
bracket  and  connect  them  to  the 
chassis  wiring  harness  to  avoid  con¬ 
tamination  to  the  terminals  which  will 
lead  to  malfunction  of  the  rear  camera. 
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5. 
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Insert  the  bracket  back  into  the  sill. 
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6.  Take  the  tailgate  plug  from  the  glove 
box  and  connect  it  to  the  tailgate  wir¬ 
ing  harness  to  avoid  contamination 
which  will  lead  to  malfunction  of  the 
rear  camera. 

7  Remove  the  tailgate.  For  additional  in¬ 
formation,  refer  to  "Removing  the  tail¬ 
gate"  in  this  section. 
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Removing  the  tailgate 

1.  Disconnect  the  wiring  harness  for  the 
rear  camera  (if  so  equipped).  For  addi¬ 
tional  information,  refer  to  "Disconnect¬ 
ing  the  rear  camera"  in  this  section. 

2.  Release  the  tailgate  support  cables. 


^CAUTION 

■  The  tailgate  is  heavy.  Two  people 
should  remove  or  install  it.  Be  careful 
not  to  drop  it  during  removal. 

■  After  releasing  the  support  cables,  do 
not  let  the  tailgate  rest  on  the 
bumper. 

3.  Hold  the  tailgate  at  a  45  degree  angle. 

4.  Pull  the  tailgate  out  from  the  left  side 
hinge. 

5.  Slide  the  tailgate  out  of  the  right  side 
hinge. 

Installing  the  tailgate 

1.  Insert  the  tailgate  into  the  right  side 
hinge. 

2.  Hold  the  tailgate  at  a  45  degree  angle 
and  insert  into  the  left  side  hinge. 

3.  Continue  to  hold  the  tailgate  at  a  45 
degree  angle  and  attach  the  tailgate 
support  cables. 


Prs' 


4.  For  vehicles  with  rear  camera:  Be  sure 
the  taiigate  harness  is  not  hanging  be¬ 
low  the  tailgate  and  keep  the  tailgate 
open.  For  additional  information,  refer 
to  "Connecting  the  rear  camera"  in  this 
section  before  closing  the  tailgate. 

5.  For  vehicles  without  rear  camera:  Close 
the  tailgate  securely. 
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Connecting  the  rear  camera 

Before  closing  the  tailgate  reconnect  the 
rear  camera  by  performing  the  following: 

1.  After  attaching  the  rear  tailgate  to  the 
truck,  keep  the  tailgate  open  and  check 
that  the  tailgate  harness  is  not  hanging 
below  the  tailgate. 

2.  Remove  the  connector  bracket  (2) 
from  the  sill  by  pressing  the  locking  tab 
inward,  in  the  direction  shown,  while 
pulling  the  bracket  apart. 


ness  ®.  Keep  the  connector  and 
bracket  in  a  safe  place  such  as  the 
glove  box. 

4.  Disconnect  the  tailgate  plug  from  the 
tailgate  wiring  harness.  Keep  the  tail¬ 
gate  plug  in  a  safe  place  such  as  the 
glove  box. 

5.  Connect  the  tailgate  wiring  harness  to 
the  chassis  wiring  harness. 

6.  Securely  fix  the  rear  camera  connector 
bracket  @  to  the  rear  sill. 


3.  Disconnect  the  chassis  plug  and  ' 
bracket  from  the  chassis  wiring  har- 
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Locking  the  Tailgate 

To  unlock  the  tailgate,  turn  the  key  toward 
the  passenger  side  of  the  vehicle©.  To 
lock,  turn  the  key  toward  the  driver  side  @. 

If  your  vehicle  is  equipped  with  an  elec¬ 
tronic  tailgate,  you  may  use  the  door 
handle  request  switch  (if  so  equipped)  or 
l-key  to  lock  or  unlock  the  tailgate.  For  ad¬ 
ditional  information  please  referto  "NISSAN 
Intelligent  Key®  Operation"  in  the  this  sec¬ 
tion  of  the  manual. 
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TIE  DOWN  HOOKS 


For  your  convenience,  tie  down  hooks  are 
placed  at  each  corner  of  the  truck  box. 
These  may  be  used  to  help  secure  cargo 
loaded  into  the  truck  box. 

•  The  weight  of  the  cargo  load  must  be 
evenly  distributed  over  the  rear  axles. 

•  All  cargo  should  be  securely  fastened 
with  ropes  or  straps  to  prevent  it  from 
shifting  or  sliding  within  the  vehicle. 


^WARNING 

■  Properly  secure  all  cargo  with  ropes  or 
straps  to  help  prevent  it  from  sliding 
or  shifting.  In  a  sudden  stop  or  colli¬ 
sion,  unsecured  cargo  could  cause 
personal  injury. 
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AUTOMATIC  DRIVE  POSITIONER  (if  SO 
equipped) 

The  automatic  drive  positioner  system  has 
two  features: 

■  Memory  storage  function 

■  Entry/exit  function 
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MEMORY  STORAGE  FUNCTION 


Two  positions  for  the  driver's  seat,  steering 
column,  and  outside  mirrors  (if  so 
equipped)  can  be  stored  in  the  automatic 
drive  positioner  memory.  Follow  these  pro¬ 
cedures  to  set  the  memory  system. 

1.  Place  the  Ignition  in  the  ON  or  ACC  po¬ 
sition  (the  vehicle  should  be  stopped 
while  setting  the  memory). 

2.  Adjust  the  driver's  seat,  steering  col¬ 
umn,  and  outside  mirrors  (if  so 
equipped)  to  the  desired  positions  by 
manually  operating  each  adjusting 
switch.  For  additional  information,  refer 
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to  "Seats"  in  the  "Safety— Seats,  seat 
belts  and  supplemental  restraint  sys¬ 
tem"  section  of  this  manual,  and  "Steer¬ 
ing  wheel"  and  "Outside  mirrors"  in  this 
section. 

3.  Push  the  SET  switch  and,  within  5  sec¬ 
onds,  push  the  memory  switch  (1  or  2). 

4.  The  indicator  light  for  the  pushed 
memory  switch  will  come  on  and  stay 
on  for  approximately  5  seconds. 

5.  The  chime  will  sound  when  the 
memory  is  stored. 

NOTE: 

If  a  NEW  memory  position  is  stored  in  the 
same  memory  switch,  the  previous 
memory  position  will  be  overwritten  by 
the  new  stored  position. 

Confirming  memory  storage 

■  Push  the  SET  switch. 

■  If  a  memory  position  has  been  stored  in 
the  switch  (1  or  2)  then  the  indicator  light 
for  the  respective  switch  will  stay  on  for 
approximately  5  seconds. 


Linking  a  key  fob  to  a  stored 
memory  position 

Each  key  fob  can  be  linked  to  a  stored 
memory  position  (memory  switch  1  or  2) 
with  the  following  procedure. 

1.  Follow  steps  1-3  in  the  "Memory  storage 
function"  section  for  storing  the 
memory  position. 

2.  The  indicator  light  for  the  pushed 
memory  switch  will  come  on.  While  the 
indicator  light  is  on  for  5  seconds,  press 
the  i3  button  on  the  key  fob.  The 
hazard  lights  will  flash  twice.  The  indi¬ 
cator  light  of  the  linked  memory  switch 
will  blink  and  click  twice.  After  the  indi¬ 
cator  light  goes  off  the  key  fob  is  linked 
to  that  memory  setting. 

Once  it  is  linked,  when  the  ignition  switch  is 
in  the  OFF  position,  pressing  the  |3  but¬ 
ton  on  the  key  fob  wili  move  the  driver's 
seat,  steering  wheel  and  outside  mirrors  to 
the  linked  memory  switch  position. 

NOTE: 

If  a  new  memory  position  is  stored  in  the 
linked  memory  switch,  then  the  key  fob 
will  link  the  new  position  and  overwrites 
the  previous  position. 
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ENTRY/EXIT  FUNCTION 
This  system  is  designed  so  that  the  driver's 
seat  and  steering  column  will  automati¬ 
cally  move  when  the  shift  lever  is  in  the  P 
(Park)  position.  This  allows  the  driver  to 
easily  get  in  and  out  of  the  driver's  seat. 

The  driver's  seat  will  slide  backward  and 
the  steering  column  will  move  up: 

•  When  the  driver's  door  is  opened  with 
the  ignition  switch  in  the  OFF  position. 

•  When  the  ignition  switch  is  changed 
from  ACC  to  OFF  with  the  driver's  door 
open. 

The  driver's  seat  and  steering  wheei  wiil 
return  to  the  previous  position: 

•  When  the  ignition  switch  is  changed 
from  ACC  or  ON  while  the  shift  iever  is  in 
the  P  (Park)  position. 

The  entry/exit  function  can  be  adjusted  or 
canceled  through  the  vehicle  settings  in 
the  vehicle  information  display  by  perform¬ 
ing  the  following: 

•  Switch  the  Exit  Seat  Slide  from  ON  to 
OFF. 

•  Switch  the  Exit  Steering  UP  from  ON  to 
OFF. 


Restarting  the  entry/exit  function 

If  the  battery  cable  is  disconnected,  or  if  the 
fuse  opens,  the  stored  memory  positions 
will  be  lost  and  some  of  the  functions  will 
be  restricted: 

1.  Drive  the  vehicle  over  25  mph  (40  km/h). 
OR 

2.  Open  and  close  the  driver's  door  more 
than  two  times  with  the  ignition  switch 
in  the  OFF  position. 

The  entry/exit  function  should  now  work 
properly. 

SYSTEM  OPERATION 


The  automatic  drive  positioner  system  will 
not  work  or  will  stop  operating  under  the 
following  conditions: 

■  When  the  vehicle  speed  is  above  4  mph 
(7  km/h). 


When  any  of  the  memory  switches  are 
pushed  while  the  automatic  drive  posi¬ 
tioner  is  operating. 


When  the  switch  for  the  driver's  seat 
and  steering  column  is  pushed  while 

the  a^^n^j^y^p-j^^^^ger  is  oper- 
atinc 


When  the  seat  has  already  been  moved 
to  the  memorized  position. 

When  no  seat  position  is  stored  in  the 
memory  switch. 

When  the  shift  lever  is  moved  from  P 
(Park)  to  any  other  position. 


OEi&LER  e^ROCE! 


Pre-driving  checks  and  adjustments  3-45 


4  Monitor,  climate,  audio,  phone  and 
voice  recognition  systems 


NissanConnect®  Owner's  Manual . 

Rearview  Monitor  (if  so  equipped) . 

Rearview  Monitor  system  operation . . . . 

How  to  read  the  displayed  lines . 

Difference  between  predicted  and 

actual  distances . 

Howto  park  with  predicted  course 

lines . 

Adjusting  the  screen . 

How  to  turn  on  and  off  predicted 

course  lines . 

Rearview  Monitor  system  limitations  . . . 

System  maintenance . 

Intelligent  Around  View  Monitor 

(if  so  equipped) . 

Intelligent  Around  View  Monitor  system 

operation . 

Difference  between  predicted  and 

actual  distances . 

Howto  park  with  predicted  course 

lines . 

Howto  switch  the  display . 

Adjusting  the  screen . 


Intelligent  Around  View  Monitor  system 

limitations . 

System  maintenance . 

Moving  Object  Detection  (MOD) 

(if  so  equipped) . 

MOD  system  operation . 

Turning  MOD  on  and  off  (if  so  equipped) . 

MOD  system  limitations . 

System  maintenance . 

Vents . 

Heater  and  air  conditioner  (manual) 

(if  so  equipped) . 

Controls . 

Heater  operation . 

Air  conditioner  operation . 

Air  flow  charts . 

Heater  and  air  conditioner  (automatic) 

(if  so  equipped) . 

Automatic  operation . 

Manual  operation . 

Operating  tips . 

Servicing  air  conditioner . 

Eharging  port . 


OEi&LER  e^ROCES 


4-21 

4-23 

4-24 

4-25 

4-27 

4-27 

4-28 

4-29 

4-29 

4-30 

4-31 

4-33 

4-34 

4-38 

4-39 

4-40 

4-42 

4-43 

4-43 


Antenna . 4-44 

Rear  Seat  Infotainment  (RSI)  (if  so  equipped) . . .  .4-44 

Welcome . 4-45 

Getting  started . 4-45 

Control  description . 4-51 

Remote  control  operation . 4-52 

Remote  control  buttons . 4-53 

Wireless  headphone  operation . 4-54 

General  operation . 4-55 

DVD  operation . 4-57 

DVD  playback  controls . 4-58 

CD  operation . 4-61 

CD  playback  controls . 4-62 


HDMI/MHL  connection . 4-62 

USB/SD  card  operation . 4-64 

Slingplayer® . 4-69 

Miracast® . 4-72 

Using  the  mobile  application  on  your 

mobile  device . 4-72 

SmartStream . 4-73 

Settings . 4-74 

Troubleshooting . 4-82 

Specifications . 4-85 

Compliance  information . 4-86 

Car  phone  or  CB  radio . 4-89 


e;3ROCESS 


NISSANCONNECT®  OWNER'S 
MANUAL 


Refer  to  the  NissanConnect®  Owner's 
Manual  that  includes  the  following  infor¬ 
mation. 

•  NissanConnect®  Services  (if  so 
equipped) 

•  Navigation  system  (if  so  equipped) 

■  Audio  system 

■  Apple  CarPlay™ 

■  Android  Auto™ 

•  Bluetooth®  Hands-Free  Phone  system 

•  Viewing  information 

•  Other  settings 

•  Voice  recognition 

•  General  system  information 
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REARVIEW  MONITOR  (if  SO 
equipped) 
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A  WARNING 

■  Failure  to  follow  the  warnings  and  in¬ 
structions  for  proper  use  of  the  Rear- 
View  Monitor  system  could  result  in 
serious  injury  or  death. 

■  Rearview  Monitor  is  a  convenience 
feature  and  is  not  a  substitute  for 
proper  backing.  Always  turn  and  look 
out  the  windows  and  check  mirrors  to 
be  sure  that  it  is  safe  to  move  before 
operating  the  vehicle.  Always  back  up 
slowly. 

■  The  system  is  designed  as  an  aid  to 
the  driver  in  showing  large  stationary 
objects  directly  behind  the  vehicle,  to 
help  avoid  damaging  the  vehicle. 

■  The  distance  guide  line  and  the  ve¬ 
hicle  width  line  should  be  used  as  a 
reference  only  when  the  vehicle  is  on  a 
level  paved  surface.  The  distance 
viewed  on  the  monitor  is  for  reference 
only  and  may  be  different  than  the 
actual  distance  between  the  vehicle 
and  displayed  objects. 


_ A  caution  ' 

Do  not  scratch  the  camera  lens  when 
cleaning  dirt  or  snow  from  the  front  of 
the  camera. 

The  Rearview  Monitor  system  automati¬ 
cally  shows  a  rearview  of  the  vehicle  when 
the  shift  lever  is  shifted  into  the  R  (Reverse) 
position.  While  in  R  (Reverse),  pressing  the 
CAMERA  will  cycle  through  guideline  op¬ 
tions.  The  radio  can  still  be  heard  while  the 
RearView  Monitor  is  active. 


^ ^ 
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To  display  the  rearview,the  RearView  Moni¬ 
tor  system  uses  a  camera  located  just 
above  the  vehicle's  license  plate  @  on  the 
tailgate. 

REARVIEW  MONITOR  SYSTEM 
OPERATION 

With  the  ignition  switch  in  the  ON  position, 
move  the  shift  lever  to  the  R  (Reverse)  po¬ 
sition  to  operate  the  RearView  Monitor. 
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HOWTO  READ  THE  DISPLAYED 
LINES 

Guiding  lines  which  indicate  the  vehicle 
width  and  distances  to  objects  with  refer¬ 
ence  to  the  vehicle  body  line  ®  are  dis¬ 
played  on  the  monitor. 


Vehicle  width  guide  lines  @ 

Indicate  the  vehicle  width  when  backing 
up. 

Predicted  course  lines  ® 

Indicate  the  predicted  course  when  back¬ 
ing  up.  The  predicted  course  lines  will  be 
displayed  on  the  monitor  when  the  shift 
lever  is  in  the  R  (Reverse)  position  and  the 
steering  wheel  is  turned.  The  predicted 
course  lines  will  move  depending  on  how 
much  the  steering  wheel  is  turned  and  wili 
not  be  displayed  while  the  steering  wheel  Is 
In  the  straight-ahead  position. 

The  vehicle  width  guide  lines  and  the  width 
ofthe  predicted  course  lines  are  widerthan 
the  actual  width  and  course. 

Center  guide  lines  ® 

Indicates  the  vehicle's  center  to  improve 
trailer  hitching  guidance. 


DIFFERENCE  BETWEEN  PREDICTED 
AND  ACTUAL  DISTANCES 

The  displayed  guidelines  and  their  loca¬ 
tions  on  the  ground  are  for  approximate 
reference  only.  Objects  on  uphill  or  downhill 
surfaces  or  projecting  objects  will  be  actu¬ 
ally  located  at  distances  different  from 
those  displayed  in  the  monitor  relative  to 
the  guidelines  (refer  to  illustrations).  When 
in  doubt,  turn  around  and  view  the  objects 
as  you  are  backing  up,  or  park  and  exit  the 
vehicle  to  view  the  positioning  of  objects 
behind  the  vehicle. 


Distance  guide  lines 

Indicate  distances  from  the  vehicle  body. 

■  Red  line  approx.  1.5  ft  (0.5  m) 

•  Yellow  line  (2):  approx.  3  ft  (1  m) 

•  Green  line  (3):  approx.  7  ft  (2  m) 
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Backing  up  on  a  steep  uphill 

When  backing  up  the  vehicle  up  a  hiii,  the 
distance  guide  lines  and  the  vehicie  width 
guide  lines  are  shown  closer  than  the  actual 
distance.  Note  that  any  object  on  the  hill  is 
further  than  it  appears  on  the  monitor. 


Backing  up  on  a  steep  downhill 

When  backing  up  the  vehicle  down  a  hill,  the 
distance  guide  lines  and  the  vehicle  width 
guide  lines  are  shown  fartherthan  the  actual 
distance.  Note  that  any  object  on  the  hill  is 
closer  than  it  appears  on  the  monitor. 
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Backing  up  near  a  projecting 
object 

The  vehicle  may  seem  to  nearly  clear  the 
object  in  the  display.  However,  the  vehicle 
may  hit  the  object  if  it  projects  over  the 
actual  backing  up  course. 
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Backing  up  behind  a  projecting 
object 

The  position  ©  is  shown  farther  than  the 
position  (b)  in  the  dispiay.  However,  the  po¬ 
sition  ©  is  actualiy  atthe  same  distance  as 
the  position  ®.  The  vehicie  may  hit  the 


object  when  backing  up  to  the  position  ® 
if  the  object  projects  over  the  actual  back¬ 
ing  up  course. 

HOWTO  PARKWiTH  PREDiCTED 
COURSE  LiNES 

^WARNING 

■  If  the  tires  are  replaced  with  different 
sized  tires,  the  predicted  course  lines 
may  be  displayed  incorrectly. 

■  On  a  snow-covered  or  slippery  road, 
there  may  be  a  difference  between 
the  predicted  course  line  and  the  ac¬ 
tual  course  line. 

■  If  the  battery  is  disconnected  or  be¬ 
comes  discharged,  the  predicted 
course  lines  may  be  displayed  incor¬ 
rectly.  If  this  occurs,  please  perform 
the  following  procedures; 

-  Turn  the  steering  wheel  from  lock 
to  lock  while  the  engine  is  running. 

-  Drive  the  vehicle  on  a  straight  road 
for  more  than  5  minutes. 

■  When  the  steering  wheel  is  turned 
with  the  ignition  switch  in  the  ACC  po¬ 
sition,  the  predicted  course  lines  may 
be  rii«rpiaf«^ncolfBBetl7.  ^ 
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1.  Visually  checkthatthe  parking  space  is 
safe  before  parking  your  vehicle. 

2.  The  rearviewofthe  vehicle  is  displayed 
on  the  screen  ®  when  the  shift  lever  is 
moved  to  the  R  (Reverse)  position. 
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3.  Slowly  back  up  the  vehicle  adjusting 
the  steering  wheel  so  that  the  pre¬ 
dicted  course  lines  (§)  enter  the  park¬ 
ing  space  ©. 


4.  Maneuver  the  steering  wheel  to  make 
the  vehicle  width  guide  lines  @  parallel 
to  the  parking  space  ©  while  referring 
to  the  predicted  course  lines. 

5.  When  the  vehicle  is  parked  in  the  space 
completely,  move  the  shift  lever  to  the 
P  (Park)  position  and  apply  the  parking 
brake. 
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ADJUSTING  THE  SCREEN 

1.  Press  the  CAMERA  button. 

2.  Touch  the  "Display  Settings"  key. 

3.  Touch  the  “Brightness",  "Contrast",  Tint", 
"Color",  or  "Black  Level"  key. 

4.  Adjust  the  item  by  touching  the "+"  or"-" 
key  on  the  touch-screen  display. 

NOTE: 

Do  not  adjust  any  of  the  display  settings 
of  the  Rearview  Monitor  while  the  ve¬ 
hicle  is  moving. 
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HOWTO  TURN  ON  AND  OFF 
PREDICTED  COURSE  LINES 

To  toggle  ON  and  OFF  the  predicted  course 
lines  while  in  the  P  (Park)  position: 

1.  Press  the  CAMERA  button. 

2.  Touch  the  "Predicted  Course  Lines"  key 
to  turn  the  feature  ON  or  OFF 

To  toggle  ON  and  OFF  the  predicted  course 
lines  or  center  guide  line  while  in  the  R  (Re¬ 
verse)  position,  press  the  CAMERA  button. 

REARVIEW  MONITOR  SYSTEM 
LIMITATIONS 


A  WARNING 

Listed  below  are  the  system  limitations 
for  Rearview  Monitor.  Failure  to  operate 
the  vehicle  in  accordance  with  these 
system  limitations  could  result  in  seri¬ 
ous  injury  or  death. 

■  The  system  cannot  completely  elimi¬ 
nate  blind  spots  and  may  not  show 
every  object. 


■  Underneath  the  bumper  and  the  cor¬ 
ner  areas  of  the  bumper  cannot  be 
viewed  on  the  RearView  Monitor  be¬ 
cause  of  its  monitoring  range  limita¬ 
tion.  The  system  will  not  show  small 
objects  below  the  bumper,  and  may 
not  show  objects  close  to  the  bumper 
or  on  the  ground. 

■  Objects  viewed  in  the  RearView  Moni¬ 
tor  differ  from  actual  distance  be¬ 
cause  a  wide-angle  lens  is  used. 

■  Objects  in  the  RearView  Monitor  will 
appear  visually  opposite  compared  to 
when  viewed  in  the  rearview  and  out¬ 
side  mirrors. 

■  Use  the  displayed  lines  as  a  reference. 
The  lines  are  highly  affected  by  the 
number  of  occupants,  fuel  level,  ve¬ 
hicle  position,  road  conditions  and 
road  grade. 

■  Make  sure  that  the  tailgate  is  securely 
closed  when  backing  up. 

■  Do  not  put  anything  on  the  rearview 
camera.  The  rearview  camera  is  in¬ 
stalled  on  the  tailgate. 


■  When  washing  the  vehicle  with  high 
pressure  water,  be  sure  not  to  spray  it 
around  the  camera.  Otherwise,  water 
may  enter  the  camera  unit  causing 
water  condensation  on  the  lens,  a 
malfunction,  fire  or  an  electric  shock. 

■  Do  not  strike  the  camera.  It  is  a  preci¬ 
sion  instrument.  Otherwise,  it  may 
malfunction  or  cause  damage  result¬ 
ing  in  a  fire  or  an  electric  shock. 

The  following  are  operating  limitations  and 
do  not  represent  a  system  malfunction: 

■  When  the  temperature  is  extremely 
high  or  low,  the  screen  may  not  clearly 
display  objects. 

■  When  strong  light  directly  shines  on  the 
camera,  objects  may  not  be  displayed 
clearly. 

■  Vertical  lines  may  be  seen  in  objects  on 
the  screen.  This  is  due  to  strong  re¬ 
flected  light  from  the  bumper. 

■  The  screen  may  flicker  under  fluores¬ 
cent  light. 


The  colors  of  objects  on  the  RearView 
Monitor  may  differ  somewhat  from  the 
actual  color  of  objects. 
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Objects  on  the  monitor  may  not  be 
clear  in  a  dark  environment. 

There  may  be  a  delay  when  switching 
between  views. 

If  dirt,  rain  or  snow  accumuiate  on  the 
camera,  RearView  Monitor  may  not  dis¬ 
play  objects  clearly.  Clean  the  camera. 

Do  not  use  wax  on  the  camera  lens. 
Wipe  off  any  wax  with  a  clean  cloth 
dampened  with  a  diluted  mild  cleaning 
agent,  then  wipe  with  a  dry  cloth. 


_ A  CAUTION 

Do  not  use  alcohol,  benzine  or  thinner 
to  clean  the  camera.  This  will  cause 
discoloration. 

Do  not  damage  the  camera  as  the 
monitor  screen  may  be  adversely 
affected. 
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If  dirt,  rain  or  snow  accumulates  on  the 
camera  @,  the  RearView  Monitor  may  not 
display  objects  clearly.  Clean  the  camera 
by  wiping  it  with  a  cloth  dampened  with  a 
diluted  mild  cleaning  agent  and  then  wip¬ 
ing  it  with  a  dry  cloth. 
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INTELLIGENT  AROUND  VIEW 
MONITOR  (if  SO  equipped) 
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A  WARNING 

■  Failure  to  follow  the  warnings  and  in¬ 
structions  for  the  proper  use  of  the 
Intelligent  Around  View  Monitor  sys¬ 
tem  could  result  in  serious  injury  or 
death. 

■  The  Intelligent  Around  View  Monitor  is 
a  convenience  feature  and  is  not  a 
substitute  for  proper  vehicle  opera¬ 
tion  because  it  has  areas  where  ob¬ 
jects  cannot  be  viewed.  The  four  cor¬ 
ners  of  the  vehicle  in  particular,  are 
areas  where  objects  do  not  always 
appear  in  the  bird's-eye,  front,  or  rear 
views.  Always  check  your  surround¬ 
ings  to  be  sure  that  it  is  safe  to  move 
before  operating  the  vehicle.  Always 
operate  the  vehicle  slowly. 

■  The  driver  is  always  responsible  for 
safety  during  parking  and  other 
maneuvers. 


A  CAUTION 

Do  not  scratch  the  camera  lens  when 
cleaning  dirt  or  snow  from  the  front  of 
the  camera. 


The  Intelligent  Around  View  Monitor  sys¬ 
tem  is  designed  as  an  aid  to  the  driver  in 
situations  such  as  slot  parking  or  parallel 
parking. 

The  monitor  displays  various  views  of  the 
position  of  the  vehicle  in  a  split  screen  for¬ 
mat.  Not  all  views  are  available  at  all  times. 

Available  views: 

■  Front  View 

An  approximately  150-degree  view  of 
the  front  of  the  vehicle. 

■  Rearview 

An  approximately  150-degree  view  of 
the  rear  of  the  vehicle. 

■  Bird's-Eye  View 

The  surrounding  views  of  the  vehicle 
from  above. 

■  Front-Side  View 

The  view  around  and  ahead  of  the  front 
passenger's  side  wheel. 

■  Rear-Wide  View 

An  approximately  180-degree  view  of 
the  rear  of  the  vehicle. 
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To  display  the  multiple  views,  the  Intelligent 
Around  View  Monitor  system  uses  cam¬ 
eras  located  in  the  front  grille,  on  the  vehi¬ 
cle's  outside  mirrors  and  one  on  the  tail¬ 
gate  @. 

INTELLIGENT  AROUND  VIEW 
MONITOR  SYSTEM  OPERATION 

With  the  ignition  switch  in  the  ON  position, 
move  the  shift  lever  to  the  R  (Reverse)  po¬ 
sition  to  operate  the  Intelligent  Around 
View  Monitor. 
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When  the  camera  is  first  activated  with  the 
bird's-eye  view  in  the  display,  a  red  icon  (if  so 
equipped)  will  flash  on  the  screen.  This  in¬ 
dicates  that  the  sonar  system  (if  so 
equipped)  is  activated.  For  additional  infor¬ 
mation  on  the  front  and  rear  sonar  system 
(if  so  equipped),  refer  to  "Front  and  rear  so¬ 
nar  system"  in  the  "Starting  and  driving" 
section  of  this  manual. 

The  screen  displayed  on  the  Intelligent 
Around  View  Monitor  will  automatically  re¬ 
turn  to  the  previous  screen  3  minutes  after 
the  CAMERA  button  has  been  pressed  with 
the  shift  lever  In  a  position  other  than  the  R 
(Reverse)  position. 

Available  views 

^WARNING 

■  The  distance  guide  lines  and  the  ve-' 
hide  width  lines  should  be  used  as  a 
reference  only  when  the  vehicle  is  on  a 
paved,  level  surface.  The  apparent 
distance  viewed  on  the  monitor  may 
be  different  than  the  actual  distance 
between  the  vehicle  and  displayed 
objects. 


■  Use  the  displayed  lines  and  the  bird's- 
eye  view  as  a  reference.  The  lines  and 
the  bird's-eye  view  are  greatly  af¬ 
fected  by  the  number  of  occupants, 
cargo, fuel  level,  vehicle  position,  road 
condition  and  road  grade. 

■  If  the  tires  are  replaced  with  different 
sized  tires,  the  predicted  course  lines 
and  the  bird's-eye  view  may  be  dis¬ 
played  incorrectly. 

■  When  driving  the  vehicle  up  a  hill,  ob¬ 
jects  viewed  in  the  monitor  are  fur¬ 
ther  than  they  appear.  When  driving 
the  vehicle  down  a  hill,  objects  viewed 
in  the  monitor  are  closer  than  they 
appear. 

■  Objects  in  the  rear  view  will  appear 
visually  opposite  compared  to  when 
viewed  in  the  monitor  and  outside 
mirrors. 

■  Use  the  mirrors  or  actually  look  to 
properly  judge  distances  to  other 
objects. 

■  On  a  snow-covered  or  slippery  road, 
there  may  be  a  difference  between 
the  predicted  course  lines  and  the  ac¬ 
tual  course  line. 


The  vehicle  width  and  predicted 
course  lines  are  wider  than  the  actual 
width  and  course. 

The  displayed  lines  will  appear 
slightly  off  to  the  right,  because  the 
rearview  camera  is  not  installed  in  the 
rear  center  of  the  vehicle. 
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Front  view 


Front  and  rear  view 

Guiding  lines  that  indicate  the  approximate 
vehicle  width  and  distance  to  objects  with 
reference  to  the  vehicle  body  line  ®  are 
displayed  on  the  monitor. 

Distance  guide  lines: 


Rearview 

■  Green  line  approximately  10  ft  (3  m) 
(if  so  equipped) 


Vehicle  width  guide  lines  @ 


Indicate  the  approximate  vehicle  width 
when  backing  up. 

Predicted  course  lines  ® 


Indicate  distances  from  the  vehicle  body: 

•  Red  line  ®:  approximately  1.5  ft  (0.5  m) 

•  Yellow  line  (2):  approximately  3  ft  (1  m) 

•  Green  line  (3):  approximately  7  ft  (2  m) 
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Indicate  the  predicted  course  when  oper¬ 
ating  the  vehicle.  The  predicted  course 
lines  will  be  displayed  on  the  monitor  when 
the  steering  wheel  is  turned.  The  predicted 
course  lines  willjriove  depending  on  how 
much  the^steering  w1®(Wte^Pi!}Sf^and  will 

j  ■vmaf’ 

voice  recognition 


not  be  displayed  while  the  steering  wheel  is 
in  the  straight-ahead  position. 

Center  guide  lines  0 

Indicates  the  vehicle's  center  to  improve 
trailer  hitching  guidance. 

The  front  view  will  not  be  displayed  when 
the  vehicle  speed  is  above  6  mph  (10  km/h). 

NOTE: 

When  the  monitor  displays  the  front 
view  and  the  steering  wheel  turns  about 
90  degrees  or  less  from  the  straight¬ 
ahead  position,  both  the  right  and  left 
predicted  course  lines  ®  are  displayed. 
When  the  steering  wheel  turns  about  90 
degrees  or  more,  a  line  is  displayed  only 
on  the  opposite  side  of  the  turn. 
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Bird's-eye  view 


The  bird's-eye  view  shows  the  overhead 
view  of  the  vehicle,  which  helps  confirm  the 
vehicle  position  and  the  predicted  course 
to  a  parking  space. 

The  vehicle  icon  @  shows  the  position  of 
the  vehicle.  Note  that  the  apparent  dis¬ 
tance  between  objects  viewed  inthe  bird's- 
eye  view  may  differ  somewhat  from  the 
actual  distance  to  the  vehicle. 

The  areas  that  the  cameras  cannot  cover 
(2)  are  indicated  in  black. 


The  non-viewable  area  (2)  is  highlighted  in 
yellow  for  several  seconds  after  the  bird's- 
eye  view  is  displayed.  It  will  be  shown  only 
the  first  time  after  the  ignition  switch  is 
placed  in  the  ON  position. 

^WARNING 

■  Objects  in  the  bird's-eye  view  will  ap¬ 
pear  further  than  the  actual  distance. 

■  Tall  objects,  such  as  a  curb  or  vehicle, 
may  be  misaligned  or  not  displayed  at 
the  seam  of  the  views. 

■  Objects  that  are  above  the  camera 
cannot  be  displayed. 

■  The  view  of  the  bird's-eye  view  may  be 
misaligned  when  the  camera  position 
alters. 

■  A  line  on  the  ground  may  be  mis¬ 
aligned  and  is  not  seen  as  being 
straight  at  the  seam  of  the  views.  The 
misalignment  will  increase  as  the  line 
proceeds  away  from  the  vehicle. 


Guiding  lines 

Guiding  lines  that  indicate  the  approximate 
width  and  the  front  end  of  the  vehicle  are 
displayed  on  the  monitor. 

Thefront-of-vehicle  line  @  shows  the  front 
part  of  the  vehicle. 

The  side-of-vehicle  line  (2)  shows  the  ap¬ 
proximate  vehicle  width  including  the  out¬ 
side  mirrors. 


The  extensions  @  of  both  the  front  ©and 
side  @  lines  are  shown  with  a  green  dotted 
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Rear-wide  view 
Rear-wide  view 

The  rear-wide  view  shows  a  wider  area  on 
the  entire  screen  and  allows  the  checking 
of  the  blind  corners  on  right  and  left  sides. 
The  rear-wide  view  displays  an  approxi¬ 
mately  180-degree  area.  The  predicted 
course  lines  are  not  displayed  when  using 
the  rear-wide  view. 


Distance  guide  lines 

Indicates  distances  from  the  vehicle  body: 

■  Red  line  approximately  1.5  ft  (0.5  m) 

■  Yellow  line  (5):  approximately  3  ft  (1  m) 

■  Green  line  approximately  7  ft  (2  m) 

Vehicle  width  guide  lines  ® 

Indicate  the  vehicle  width  when  backing 
up. 

Center  guide  lines  ® 

Indicates  the  vehicle's  center  to  Improve 
trailer  hitching  guidance. 

DIFFERENCE  BETWEEN  PREDICTED 
AND  ACTUAL  DISTANCES 

The  displayed  guidelines  and  their  loca¬ 
tions  on  the  ground  are  for  approximate 
reference  only.  Objects  on  uphill  or  downhill 
surfaces  or  projecting  objects  will  be  actu¬ 
ally  located  at  distances  different  from 
those  displayed  in  the  monitor  relative  to 
the  guidelines  (refer  to  illustrations).  When 
in  doubt,  turn  around  and  view  the  objects 
as  you  are  backing  up,  or  park  and  exit  the 
vehicle  to  view  the  positioning  of  objects 
behind  the  vehicle. 
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Backing  up  on  a  steep  uphill 

When  backing  up  the  vehicle  up  a  hill,  the 
distance  guide  lines  and  the  vehicle  width 
guide  lines  are  shown  closerthan  the  actual 
distance.  Note  that  any  object  on  the  hill  Is 
further  than  It  appears  on  the  monitor. 
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Backing  up  on  a  steep  downhill 

When  backing  up  the  vehicle  down  a  hill, 
the  distance  guide  lines  and  the  vehicle 
width  guide  lines  are  shown  farther  than 
the  actual  distance.  Note  that  any  object 


on  the  hill  is  closer  than  it  appears  on  the 
monitor. 


Backing  up  near  a  projecting 
object 


The  vehicle  may  seem  to  nearly  clear  the 
object  in  the  display.  However,  the  vehicle 
may  hit  the  object  if  it  projects  over  the 
actual  backing  up  course. 
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object  when  backing  up  to  the  position  ® 
if  the  object  projects  over  the  actual  back¬ 
ing  up  course. 

HOWTO  PARK  WITH  PREDICTED 
COURSE  LINES 


Backing  up  behind  a  projecting 
object 

The  position  ©  is  shown  farther  than  the 
position  @  in  the  display.  However,  the  po¬ 
sition  ©  is  actually  at  the  same  distance  as 
the  position  ®.  The  vehicle  may  hit  the 


Awarninc 


If  the  tires  are  replaced  with  different 
sized  tires,  the  predicted  course  lines 
may  be  displayed  incorrectly. 

On  a  snow-covered  or  slippery  road, 
there  may  be  a  difference  between 
the  predicted  course  line  and  the  ac¬ 
tual  course  line. 

If  the  battery  is  disconnected  or  be¬ 
comes  discharged,  the  predicted 
course  lines  may  be  displayed  incor¬ 
rectly.  If  this  occurs,  please  perform 
the  following  procedures: 

-  Turn  the  steering  wheel  from  lock 
to  lock  while  the  engine  is  running. 

-  Drive  the  vehicle  on  a  straight  road 
for  more  than  5  minutes. 

When  the  steering  wheel  is  turned 
with  the  ignition  switch  in  the  ACC  po¬ 
sition,  the  predicted  course  lines  may 
be  dispfaye 
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■  There  is  the  possibility  that  when  the 
vehicle  mirrors  are  extended  for  tow¬ 
ing,  the  mirrors  may  be  shown  in  the 
bird's-eye  view  and  front  side  view. 
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1.  Visually  checkthatthe  parking  space  is 
safe  before  parking  your  vehicle. 

2.  The  rearviewofthe  vehicle  is  displayed 
on  the  screen  (a)  when  the  shift  lever  is 
moved  to  the  R  (Reverse)  position. 
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3.  Slowly  back  up  the  vehicle  adjusting 
the  steering  wheel  so  that  the  pre¬ 
dicted  course  lines  ®  enter  the  park¬ 
ing  space  ©. 

4.  Maneuver  the  steering  wheel  to  make 
the  vehicle  width  guide  lines  ®  parallel 
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to  the  parking  space  ©  while  referring 
to  the  predicted  course  lines. 

5.  When  the  vehicle  is  parked  in  the  space 
completely,  move  the  shift  lever  to  the 
P  (Park)  position  and  apply  the  parking 
brake. 

HOWTO  SWITCH  THE  DISPLAY 

With  the  ignition  switch  in  the  ON  position, 
press  the  CAMERA  button  or  move  the  shift 
lever  to  the  R  (Reverse)  position  to  operate 
the  Intelligent  Around  View  Monitor. 

The  Intelligent  Around  View  Monitor  dis¬ 
plays  different  split  screen  views  depend¬ 
ing  on  the  position  of  the  shift  lever.  Press 
the  CAMERA  button  to  switch  between  the 
available  views. 

If  the  shift  lever  is  in  the  R  (Reverse)  position, 
the  available  views  are: 

■  Rear  view/bird's-eye  view  split  screen 

■  Rear  view/front-side  view  split  screen 

■  Rear-wide  view 

If  the  shift  lever  is  in  the  P  (Park)  or  D  (Drive) 
position,  the  available  views  are: 

■  Front  view/bird's-eye  view  split  screen 

■  Front  view/front-side  view  split  screen 
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The  display  will  switch  from  the  Intelligent 
Around  View  Monitor  screen  when: 

•  The  shift  lever  is  in  the  D  (Drive)  position 
and  the  vehicle  speed  increases  above 
approximately  6  mph  (10  km/h) 

■  A  different  screen  is  selected. 
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ADJUSTING  THE  SCREEN 
T  Press  the  CAMERA  button. 

2.  Touch  the  "Display  Settings"  key. 

3.  Touch  the  "Brightness",  "Contrast",  Tint", 
"Color",  or  "Black  Level"  key. 

4.  Adjust  the  item  by  touching  the "+"  or"-" 
key  on  the  touch-screen  display. 


NOTE: 

Do  not  adjust  any  of  the  display  settings 
of  the  Intelligent  Around  View  Monitor 
while  the  vehicle  is  moving.  Make  sure 
the  parking  brake  is  firmly  applied. 
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INTELLIGENT  AROUND  VIEW 
MONITOR  SYSTEM  LIMITATIONS 


^WARNING 

Listed  below  are  the  system  limitations 
for  Intelligent  Around  View  Monitor. 
Failure  to  operate  the  vehicle  in  accor¬ 
dance  with  these  system  limitations 
could  result  in  serious  injury  or  death. 

■  Do  not  use  the  Intelligent  Around  View 
Monitor  with  the  outside  mirrors  in 
the  stored  position,  and  make  sure 
that  the  tailgate  is  securely  closed 
when  operating  the  vehicle  using  the 
Intelligent  Around  View  Monitor. 

■  The  apparent  distance  between  ob¬ 
jects  viewed  on  the  Intelligent  Around 
View  Monitor  differs  from  the  actual 
distance. 

■  The  cameras  are  installed  on  the  front 
grille,  the  outside  mirrors  and  above 
the  rear  license  plate.  Do  not  put  any¬ 
thing  on  the  vehicle  that  covers  the 
cameras. 

■  When  washing  the  vehicle  with  high 
pressure  water,  be  sure  not  to  spray  it 
around  the  cameras.  Otherwise,  wa¬ 
ter  may  enter  the  camera  unit  causing 
water  condensation  on  the  lens,  a 
malfunction,  fire  or  an  electric  shock. 
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■  Do  not  strike  the  cameras.  They  are 
precision  instruments.  Doing  so  could 
cause  a  malfunction  or  cause  damage 
resulting  in  a  fire  or  an  electric  shock. 

There  are  some  areas  where  the  system 
will  not  show  objects  and  the  system  does 
not  warn  of  moving  objects.  When  in  the 
front  or  rear  view  display,  an  object  below 
the  bumper  or  on  the  ground  may  not  be 
viewed  ©.when  in  the  bird's-eye  view,  a  tall 
object  near  the  seam  @  of  the  camera 
viewing  areas  will  not  appear  in  the  moni¬ 
tor. 

The  following  are  operating  limitations  and 
do  not  represent  a  system  malfunction: 

•  There  may  be  a  delay  when  switching 
between  views. 

■  When  the  temperature  is  extremely 
high  or  low,  the  screen  may  not  display 
objects  clearly. 

■  When  strong  light  directly  shines  on  the 
camera,  objects  may  not  be  displayed 
clearly. 

■  The  screen  may  flicker  under  fluores¬ 
cent  light. 
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The  colors  of  objects  on  the  Intelligent 
Around  View  Monitor  may  differ  some¬ 
what  from  the  actual  color  of  objects. 

Objects  on  the  Intelligent  Around  View 
Monitor  may  not  be  clear  and  the  color 
of  the  object  may  differ  in  a  dark  envi¬ 
ronment. 

There  may  be  differences  in  sharpness 
between  each  camera  view  of  the 
bird's-eye  view. 

Do  not  use  wax  on  the  camera  lens. 
Wipe  off  any  wax  with  a  clean  cloth  that 
has  been  dampened  with  a  diluted  mild 
cleaning  agent,  then  wipe  with  a  dry 
cloth. 
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System  temporarily  unavailable 

When  the  "I"  icon  is  displayed  on  the  screen, 
there  are  abnormal  conditions  in  the  Intel¬ 
ligent  Around  View  Monitor.  This  will  not 
hinder  normal  driving  operation  but  it  is 
recommended  that  the  system  be  in¬ 
spected.  It  is  recommended  that  you  visit  a 
NISSAN  dealer  for  this  service. 


When  the  "[X]"  icon  is  displayed  on  the 
screen,  the  camera  image  may  be  receiv¬ 
ing  temporary  electronic  disturbances 
from  surrounding  devices.  This  will  not  hin¬ 
der  normal  driving  operation  but  it  is  rec¬ 
ommended  that  the  system  be  inspected 
if  it  occurs  frequently.  It  is  recommended 
that  you  visit  a  NISSAN  dealer  for  this  ser¬ 
vice. 
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SYSTEM  MAINTENANCE 


A  CAUTION 

Do  not  use  alcohol,  benzine  or  thinner 
to  clean  the  camera.  This  will  cause 
discoloration. 

Do  not  damage  the  cameras  as  the 
monitor  screen  may  be  adversely 
affected. 


If  dirt,  rain  or  snow  accumulates  on  any  of 
the  cameras  ®,  the  Intelligent  Around  View 
Monitor  may  not  display  objects  clearly. 
Clean  the  camera  by  wiping  with  a  cloth 
dampened  with  a  diluted  mild  cleaning 
agent  and  then  wiping  with  a  dry  cloth. 


Monitor,  climate,  audio,  phone  and  voice  recognition  systems  4-23 
OEi&LER  e?;%OCESS 


MOVING  OBJECT  DETECTION  (MOD) 

(if  SO  equipped) 
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_ A  WARNING _ 

■  Failure  to  follow  the  warnings  and  in¬ 
structions  for  proper  use  of  the  Mov¬ 
ing  Object  Detection  system  could  re¬ 
sult  in  serious  injury  or  death. 

■  The  MOD  system  is  not  a  substitute 
for  proper  vehicle  operation  and  is  not 
designed  to  prevent  contact  with  ob¬ 
jects  surrounding  the  vehicle.  When 
maneuvering,  always  use  the  outside 
mirrors  and  rearview  mirror  and  turn 
and  check  the  surroundings  to  ensure 
it  is  safe  to  maneuver. 

■  The  system  is  deactivated  at  speeds 
above  6  mph  (10  km/h).  It  is  reacti¬ 
vated  at  lower  speeds. 

■  The  MOD  system  is  not  designed  to 
detect  surrounding  stationary 
objects. 

The  MOD  system  can  inform  the  driver  of 
moving  objects  near  the  vehicle  when 
backing  out  of  garages,  maneuvering  in 
parking  lots  and  in  other  such  instances. 

The  MOD  system  detects  moving  objects 
by  using  image  processing  technology  on 
the  image  shown  in  the  display. 


MOD  SYSTEM  OPERATION 

The  MOD  system  will  turn  on  automatically 
under  the  following  conditions; 

■  When  the  shift  lever  is  in  the  R  (Reverse) 
position. 

■  When  vehicle  speed  decreases  below 
approximately  6  mph  (10  km/h)  and  the 
camera  screen  is  displayed. 


_ LHA4190 

Front  and  bird's-eye  views 

The  MOD  system  operates  in  the  following 
conditions  when  the  camera  view  is  dis¬ 
played: 


When  the  shift  lever  is  in  the  P  (Park)  or  N 
(Neutral)  position  and  the  vehicle  is 
stopped,  the  MOD  system  detects  mov¬ 
ing  objects  in  the  bird's-eye  view.  The 
MOD  system  will  not  operate  if  the  out¬ 
side  mirrors  are  moving  in  or  out,  in  the 
stowed  position,  or  if  either  front  door  is 
opened. 
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Rear  and  bird's-eye  views 

When  the  shift  lever  is  in  the  D  (Drive) 
position  and  the  vehicle  speed  is  below 
approximately  6  mph  (10  km/h),  the 
MOD  system  detects  moving  objects  in 
the  front  view. 

When  the  shift  lever  is  in  the  R  (Reverse) 
position  and  the  vehicle  speed  is  below 
approximately  6  mph  (10  km/h),  the 
MOD  system  detects  moving  objects  in 
the  rear  view.  The  MOD  system  will  not 
operate  if  the  tailgate  is  open. 


_ LHA4990 

Rear  and  front-side  views 

The  MOD  system  does  not  detect  moving 
objects  in  the  front-side  view.  The  MOD 
icon  is  not  displayed  on  the  screen  when  in 
this  view. 

When  the  MOD  system  detects  moving  ob¬ 
jects  near  the  vehicle,  a  chime  will  be  heard 
and  a  yellow  frame  will  be  displayed  on  the 
view  where  the  objects  are  detected.  While 
the  MOD  system  continues  to  detect  mov¬ 
ing  objects,  the  yellow  frame  continues  to 
be  displayed. 
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Rear-wide  view 

NOTE: 

While  the  RCTA  chime  (if  so  equipped]  is 
beeping,  the  MOD  system  will  not  chime. 

In  the  bird's-eye  view,  the  yellow  frame  @  is 
displayed  on  each  camera  image  (front, 
rear,  right,  left)  depending  on  where  mov¬ 
ing  objects  are  detected. 

The  yellow  frame  (5)  is  displayed  on  each 
view  in  the  front  view  and  rear  view  modes. 


A  blue  MOD  icon  @is  displayed  in  the  view 
where  the  MOD  system  is  operative.  A  gray 
MOD  icon  is  displayed  in  the  view  where  the 
MOD  system  is  not  operative. 

If  the  MOD  system  is  turned  off,  the  MOD 
icon  (3)  is  not  displayed. 

TURNING  MOD  ON  AND  OFF  (if  SO 
equipped) 

Some  vehicies  include  the  option  to  allow 
the  MOD  system  to  be  turned  on  or  off 

To  turn  the  MOD  system  on  or  off 

1.  Press  the  or  ►  button  on  the 
steering  wheel  and  select  "Settings"  in 
the  vehicle  information  display. 

2.  Using  the  i  buttons,  select  "Driver 
Assistance"  and  press  the  OK  button. 

3.  Select  "Parking  Aids". 

4.  Toggle  ON  or  OFF  "Moving  Object"  us¬ 
ing  the  OK  button. 


MOD  SYSTEM  LIMITATIONS 

^WARNING 

Listed  below  are  the  system  limitations 
for  MOD.  Failure  to  operate  the  vehicle 
in  accordance  with  these  system  limita¬ 
tions  could  result  in  serious  injury  or 
death. 

■  Do  not  use  the  MOD  system  when 
towing  a  trailer.  The  system  may  not 
function  properly. 

■  Excessive  noise  (for  example,  audio 
system  volume  or  open  vehicle  win¬ 
dow)  will  interfere  with  the  chime 
sound,  and  it  may  not  be  heard. 

■  The  MOD  system  performance  will  be 
limited  according  to  environmental 
conditions  and  surrounding  objects 
such  as; 

-  When  there  is  low  contrast  be¬ 
tween  background  and  the  moving 
objects. 

-  When  there  is  a  blinking  source  of 
light. 

-  When  strong  light  such  as  another 
vehicle's  headlight  or  sunlight  is 
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-  When  camera  orientation  is  not  in 
its  usual  position,  such  as  when  a 
mirror  is  folded. 

-  When  there  is  dirt,  water  drops  or 
snow  on  the  camera  lens. 

-  When  the  position  of  the  moving 
objects  in  the  display  is  not 
changed. 

The  MOD  system  might  detect  flowing 
water  droplets  on  the  camera  lens, 
white  smoke  from  the  muffler,  mov¬ 
ing  shadows,  etc. 

The  MOD  system  may  not  function 
properly  depending  on  the  speed,  di¬ 
rection,  distance  or  shape  of  the  mov¬ 
ing  objects. 

If  your  vehicle  sustains  damage  to  the 
parts  where  the  camera  is  installed, 
leaving  it  misaligned  or  bent,  the 
sensing  zone  may  be  altered  and  the 
MOD  system  may  not  detect  objects 
properly. 

When  the  temperature  is  extremely 
high  or  low,  the  screen  may  not  dis¬ 
play  objects  clearly.  This  is  not  a 
malfunction. 
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NOTE: 

The  blue  MOD  icon  will  change  to  orange 
if  one  of  the  following  has  occurred: 

•  When  the  system  is  malfunctioning. 

•  When  the  component  temperature 
reaches  a  high  level  (Icon  will  blink). 

•  When  the  Rear  View  camera  has  de¬ 
tected  a  blockage  (icon  will  blink). 

If  the  icon  light  continues  to  illuminate 
orange,  have  the  MOD  system  checked.  It 
is  recommended  that  you  visit  a  NISSAN 
dealer  for  this  service. 


_ A  CAUTION 

Do  not  use  alcohol,  benzine  or  thinner 
to  clean  the  camera.  This  will  cause 
discoloration. 

Do  not  damage  the  camera  as  the 
monitor  screen  may  be  adversely 
affected. 
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If  dirt,  rain  or  snow  accumulates  on  any  of 
the  cameras  the  MOD  system  may  not 
operate  properly.  Clean  the  camera  by  wip¬ 
ing  with  a  cloth  dampened  with  a  diluted 
mild  cleaning  agent  and  then  wiping  with  a 
dry  cloth. 


VENTS 


HEATER  AND  AIR  CONDITIONER 

(manual)  (if  so  equipped) 


Adjust  air  flow  direction  for  the  driver's  and 
passenger's  side  vents  ®,  center  vents 
and  rear  passengers' vents  (if  so  equipped) 
(®  by  moving  the  vent  slide  and/or  vent 
assemblies. 


A  WARNING 

The  air  conditioner  cooling  function 
operates  only  when  the  engine  is 
running. 

Do  not  leave  children  or  adults  who 
would  normally  require  the  assis¬ 
tance  of  others  alone  in  your  vehicle. 
Pets  should  also  not  be  left  alone. 
They  could  accidentally  injure  them¬ 
selves  or  others  through  inadvertent 
operation  of  the  vehicle.  Also,  on  hot, 
sunny  days,  temperatures  in  a  closed 
vehicle  could  quickly  become  high 
enough  to  cause  severe  or  possibly 
fatal  injuries  to  people  or  animals. 

Do  not  use  the  recirculation  mode  for 
long  periods  as  it  may  cause  the  inte¬ 
rior  air  to  become  stale  and  the  win¬ 
dows  to  fog  up. 


NOTE: 

■  Odors  from  inside  and  outside  the  ve¬ 
hicle  can  build  up  in  the  air  condi¬ 
tioner  unit.  Odor  can  enter  the  pas¬ 
senger  compartment  through  the 
vents. 
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When  parking,  set  the  heater  and  air 
conditioner  controls  to  turn  off  air  re¬ 
circulation  to  allow  fresh  air  into  the 
passenger  compartment.  This  should 
help  reduce  odors  inside  the  vehicle. 


1  2  3 
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CONTROLS 


4.  Air  recirculation  button 


1.  Sf  Fan  speed  control  dial  /  system 
OFF  dial  /  A/C  (air  conditioning)  button 

2.  Airflow  control  buttons 


3.  Temperature  controjdi^^^\AX  A/C 
button” 
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5.  ^  Outside  mirror  (if  SO  equipped)  de¬ 
froster  switch 

6.  Front  windshield  defrost  button 
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Fan  speed  control  dial 

The  Sf  fan  speed  control  dial  turns  the 
fan  on  and  off  and  controls  fan  speed. 

Fan  speed  control  dial  —  OFF  mode 
Setting  the  SS  fan  speed  control  dial  to  the 
off  position  will  turn  off  the  fan  and  the  air 
recirculation  indicator  light  will  turn  on.  To  get 
fresh  air  in  fan  off  mode,  press  thed^  air 
recirculation  button  to  turn  off  the  indicator. 
In  fan  off  mode,  the  mode  buttons  can  be 
selected  to  change  the  air  vent  distribution  (if 
the  air  recirculation  mode  is  off). 

Air  flow  control  buttons 

The  air  flow  control  buttons  allow  you  to 

select  the  air  flow  outlets. 

MAX  —  Air  flows  from  center  and  side 
A/C  vents  with  maximum  cooling. 
A*  —  Air  flows  from  center  and  side 
vents. 

—  Air  flows  from  center  and  side 
vents  and  foot  outlets. 

—  Airflows  mainly  from  foot 
outlets. 

‘ft  —  Air  flows  from  defroster  out¬ 
lets  and  foot  outlets. 

—  Airflows  mainly  from  defroster 
outlets. 


Temperature  control  dial 

The  temperature  control  dial  allows  you  to 
adjust  the  temperature  of  the  outlet  air.  To 
lower  the  temperature,  turn  the  dial  to  the 
left.  To  Increase  the  temperature,  turn  the 
dial  to  the  right. 

Air  recirculation  button 

ON  position  (Indicator  light  on] 

interior  air  is  recirculated  inside  the  vehicle. 

Press  thed^  button  to  the  ON  position 
when: 

■  driving  on  a  dusty  road. 

■  to  prevent  traffic  fumes  from  entering 
passenger  compartment. 

■  for  maximum  cooling  when  using  the 
air  conditioner. 

OFF  position  (Indicator  light  off) 

if  outside  air  is  desired  in  off  mode,  press 
the  recirculation  button  until  the  indicator 
turns  off. 

if  fogging  occurs,  press  the  front 

windshield  defrost  button. 


A/C  (air  conditioner)  button 

start  the  engine,  turn  the  SS  fan  speed 
control  dial  to  the  desired  position  and 
press  the  button  to  turn  on  the  air 
conditioner.  To  turn  off  the  air  conditioner, 
press  the  button  again. 

The  air  conditioner  cooling  function  op¬ 
erates  only  when  the  engine  is  running. 

Outside  mirror  defroster  (if  so 
equipped) 

For  additional  information,  refer  to  "Rear 
window  and/or  outside  mirror  (if  so 
equipped)  defroster  switch"  in  the  "Instru¬ 
ments  and  controls"  section  of  this  manual. 

HEATER  OPERATION 

Heating 

This  mode  is  used  to  direct  heated  air  to 
the  foot  outlets.  Some  air  also  flows  from 
the  defrost  outlets. 

1.  Press  thePf^  button  to  the  OFF  posi¬ 
tion  for  normal  heating.  The  indicator 
light  on  the  button  will  go  off. 

2.  Press  the  airflow  control  button. 


Monitoiyclimate,  audio,  phone  and  voice  recognition  systems  4-31 


eF3ROCE< 


3.  Turn  the  Sf  fan  speed  control  dial  to 
the  desired  position. 

4.  Turn  the  temperature  control  dial  to 
the  desired  position  between  the 
middle  and  the  hot  position. 

Ventilation 

This  mode  directs  outside  air  to  the  side 
and  center  vents. 

1.  Press  thetf^  button  to  the  off  posi¬ 
tion.  The  indicator  light  on  thetf^ 
button  will  go  off 

2.  Press  the  r>  air  flow  control  button. 

3.  Turn  the  Sf  fan  speed  control  dial  to 
the  desired  position. 

4.  Turn  the  temperature  control  dial  to 
the  desired  position. 

Defrosting  or  defogging 

This  mode  directs  the  air  to  the  defrost 

outlets  to  defrost/defog  the  windows. 

1.  Press  the  defrost/defog  button. 

2.  Turn  the  Sf  fan  speed  control  dial  to 
the  desired  position. 


3.  Turn  the  temperature  control  dial  to 
the  desired  position  between  the 
middle  and  the  hot  position. 

■  To  quickly  remove  ice  or  fog  from  the 
windows,  turn  the  SS  fan  speed  con¬ 
trol  dial  to  the  highest  setting  and  the 
temperature  control  to  the  full  HOT  po¬ 
sition. 

■  When  the  position  is  selected,  the 
air  conditioner  automatically  turns  on  if 
the  outside  temperature  is  more  than 
36°F  (2°C).  This  dehumidifies  the  air  which 
helps  defog  the  windshield.  Thetf^ 
mode  automatically  turns  off,  allowing 
outside  air  to  be  drawn  into  the  passen¬ 
ger  compartment  to  further  improve  the 
defogging  performance.  Under  this  con¬ 
dition,  the  indicator  light  on  the  A/C  but¬ 
ton  indicator  will  not  turn  on  if  the  user 
had  selected  the  A/C  off.  Turning  off  the 
air  conditioning  via  the  A/C  button  is  not 
allowed  In  this  mode.  If  the  A/C  button 
indicator  was  on  when  entering  this 
mode,  and  the  A/C  button  is  selected  in 
this  mode,  the  A/C  button  indicator  will 
turn  off  but  the  A/C  compressor  will  still 
be  automatically  enabled.  The  recircula¬ 
tion  button  indicator  will  not  illuminate  if 
the  button  is  pressed  in  this  mode. 
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Bi-ievel  heating 

The  bi-level  mode  directs  warmed  air  to 
the  side  and  center  vents  and  to  the  front 
and  rear  floor  outlets. 

1.  Press  thetf^  button  to  the  off  posi¬ 
tion.  The  indicator  light  on 
thetf^  button  will  go  off. 

2.  Press  the  airflow  control  button. 

3.  Turn  the  SS  fan  speed  control  dial  to 
the  desired  position. 

4.  Turn  the  temperature  control  dial  to 
the  desired  position. 

Heating  and  defogging 

This  mode  heats  the  interior  and  defogs 

the  windshield. 

1.  Press  the  airflow  control  button. 

2.  Turn  the  SS  fan  speed  control  dial  to 
the  desired  position. 

3.  Turn  the  temperature  control  dial  to 
the  desired  position  between  the 
middle  and  the  hot  position. 
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When  the  position  is  selected,  the 
air  conditioner  automatically  turns  on  if 
the  outside  temperature  is  more  than 
36°F  (2°C).  If  the  ^  air  flow  control 
button  is  selected  for  more  than  1  min¬ 
ute,  the  air  conditioning  system  will 
continue  to  operate  until  the  SS  fan 
speed  control  dial  is  turned  to  OFF,  the 
vehicle  is  shut  off,  or  the  A/C  button  is 
used  to  turn  off  the  compressor  even  if 
the  air  flow  control  dial  is  turned  to  a 
position  other  than  the  position. 
This  dehumidifies  the  air  which  helps 
defog  the  windshield.  Under  this  condi¬ 
tion,  the  indicator  light  on  the  A/C  but¬ 
ton  indicator  will  not  turn  on  if  the  user 
had  selected  A/C  off.  Turning  off  the  air 
conditioning  via  the  A/C  button  is  not 
allowed  in  this  mode.  If  the  A/C  button 
indicator  was  on  when  entering  this 
mode,  and  the  A/C  button  is  selected  in 
this  mode,  the  A/C  compressor  will  still 
be  automatically  enabled.  It  is  recom¬ 
mended  thattf^  mode  be  turned  off 
for  maximum  befogging.  The  recircula¬ 
tion  button  can  be  selected  in  this 
mode  to  block  outside  odors.  Flowever, 
for  maximum  befogging  in  this  mode,  it 
is  recommended  to  turn  recirculation 
off  when  possible. 


Operating  tips 

Clear  snow  and  ice  from  the  wiper  blades 
and  air  inlet  in  front  of  the  windshield. 
This  improves  heater  operation. 

AIR  CONDITIONER  OPERATION 

Start  the  engine,  turn  the  Sf  fan  speed 
control  dial  to  the  desired  position,  and 
press  the  button  to  activate  the  air 
conditioner.  When  the  air  conditioner  is  on, 
cooling  and  dehumidifying  functions  are 
added  to  the  heater  operation. 

The  air  conditioner  cooling  function  op¬ 
erates  only  when  the  engine  is  running. 

Cooling 

This  mode  is  used  to  cool  and  dehumidify 
the  air. 


■  For  quick  cooling  when  the  outside 
temperature  is  high,  press  thep^ 
button  to  the  on  position.  Be  sure  to 
return  thep^  to  the  off  position  for 
normal  cooling.  The  indicator  light  on 
theP^  button  will  go  off.  You  may 
also  select  MAX  A/C  for  quick  cooling. 

Dehumidified  heating 

This  mode  is  used  to  heat  and  dehumidify 

the  air. 

1.  Press  thetf^  button  to  the  off  posi¬ 
tion.  The  indicator  light  on  thetf^ 
button  will  go  off. 

Press  the  airflow  control  button. 

Turn  the  Sf  fan  speed  control  dial  to 
the  desired  position. 


1  Press  thetf^  button  to  the  off  posi¬ 
tion. 

2.  Press  the  ^  air  flow  control  button. 

3.  Turn  the  Sf  fan  speed  control  dial  to 
the  desired  position. 

4.  Press  the  button. 


4.  Press  the  button  on. 

5.  Turn  the  temperature  control  dial  to 
the  desired  position. 

Dehumidified  defogging 

This  mode  is  used  to  defog  the  windows 

and  dehumidify  the  air. 


5.  Turn  the  temperature  control  dial  to 
the  desired  position  between  the 
midn^% 


1.  Press  the  front  defroster  button. 
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2.  Turn  the  Sf  fan  speed  control  dial  to 
the  desired  position. 

When  the  or  ^  positions  are  se¬ 
lected,  the  air  conditioner  automatically 
turns  on  If  the  outside  temperature  is  more 
than  36°F  (2°C).  The  air  conditioning  system 
will  continue  to  operate  until  the  Sf  fan 
speed  control  dial  is  turned  to  OFF,  the  air 
conditioner  is  turned  OFF,  or  the  vehicle  is 
shut  off  If  a  position  other  than  the 
front  defrost  air  flow  button  is  selected,  the 
A/C  compressor  will  not  turn  off  even  if  the 
user  had  selected  A/C  off  prior  to  entering 

defrost.  In  front  defrost  or  'r'  foot 
defrost  the  indicator  light  on  the  A/C  but¬ 
ton  will  not  turn  on  if  the  user  had  selected 
A/C  off  Turning  off  the  air  conditioning  via 
the  A/C  button  is  not  allowed  in  this  mode. 
If  the  A/C  button  indicator  was  on  when 
entering  this  mode,  and  the  A/C  button  is 
selected  in  this  mode,  the  A/C  button  indi¬ 
cator  will  turn  off  but  the  A/C  compressor 
will  still  be  automatically  enabled.  This  de- 
humidifies  the  air  which  helps  defog  the 
windshield.  Thecf^  mode  automatically 
turns  off  allowing  outside  air  to  be  drawn 
into  the  passenger  compartment  to  fur¬ 
ther  improve  the  defogging  performance. 


3.  Turn  the  temperature  control  dial  to 
the  desired  position. 

Operating  tips 

■  Keep  the  windows  closed  while  the  air 
conditioner  is  in  operation. 

■  After  parking  in  the  sun,  drive  for  2  or 
3  minutes  with  the  windows  open  to 
vent  hot  air  from  the  passenger  com¬ 
partment.  Then,  close  the  windows. 
This  allows  the  air  conditioner  to  cool 
the  interior  more  quickly. 

■  The  air  conditioning  system  should 
be  operated  for  approximately 
10  minutes  at  least  once  a  month. 
This  helps  prevent  damage  to  the 
system  due  to  lack  of  lubrication. 

■  A  visible  mist  may  be  seen  coming  from 
the  ventilators  in  hot,  humid  conditions 
as  the  air  is  cooled  rapidly.  This  does  not 
indicate  a  malfunction. 
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■  If  the  engine  coolant  temperature 
gauge  indicates  engine  coolant  tem¬ 
perature  over  the  normal  range,  turn 
the  air  conditioner  off.  For  additional 
information,  refer  to  "If  your  vehicle 
overheats"  in  the  "In  case  of  emer¬ 
gency"  section  of  this  manual. 

AIR  FLOWCHARTS 
The  following  charts  show  the  button  and 
dial  positions  for  MAXIMUM  AND  QUICK 
heating,  cooling  or  defrosting.  For  addi¬ 
tional  information  on  heating  and  cooling, 
refer  to  "Heater  and  air  conditioner 
(manual)"  in  this  section.  The  air  recircula¬ 
tion  )  button  should  always  be  in 

the  OFF  position  for  heating  and  defrost¬ 
ing. 


Defrosting/ 
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Heating 


I ;  Air  passed 
through  heater 


Fan  speed  control  dial/ 
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Cooling 
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HEATER  AND  AIR  CONDITIONER 

(automatic)  (if  so  equipped) 


1.  'Sv'  Front  defroster  button 

2.  Temperature  control  dial  (driver's 
side)/AUTO  button 

3.  Display  screen 

4.  Temperature  control  dial  (passen¬ 
ger's  side)/DUAL  button 


5.  Fresh  air  intake  button 

6.  Air  recirculation  button 
7  A/C  (air  conditioner)  button 

8.  MODE  (manual  airflow  control) 
button^ 

9-  Sg  ^frr-speed-e©i^R)l  buttons 
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10.  ON-OFF  button 

11-  Rear  window 

and/or^  outside  mirror  (if  so 
equipped)  defroster  switch 

^WARNING 

■  The  air  conditioner  cooling  function 
operates  only  when  the  engine  is 
running. 

■  Do  not  leave  children  or  adults  who 
would  normally  require  the  assis¬ 
tance  of  others  alone  in  your  vehicle. 
Pets  should  also  not  be  left  alone. 
They  could  accidentally  injure  them¬ 
selves  or  others  through  inadvertent 
operation  of  the  vehicle.  Also,  on  hot, 
sunny  days,  temperatures  in  a  closed 
vehicle  could  quickly  become  high 
enough  to  cause  severe  or  possibly 
fatal  injuries  to  people  or  animals. 

■  Do  not  use  the  recirculation  mode  for 
long  periods  as  it  may  cause  the  inte¬ 
rior  air  to  become  stale  and  the  win¬ 
dows  to  fog  up. 


NOTE: 

•  Odors  from  inside  and  outside  the  ve¬ 
hicle  can  build  up  in  the  air  condi¬ 
tioner  unit.  Odor  can  enter  the  pas¬ 
senger  compartment  through  the 
vents. 

■  When  parking,  set  the  heater  and  air 
conditioner  controls  to  turn  off  air  re¬ 
circulation  to  allow  fresh  air  into  the 
passenger  compartment.  This  should 
help  reduce  odors  inside  the  vehicle. 

AUTOMATIC  OPERATION 

Cooling  or  heating  (auto) 

This  mode  may  be  normally  used  all  year 
round  as  the  system  automatically  works 
to  keep  a  constant  temperature.  Air  flow 
distribution  and  fan  speed  are  also  con¬ 
trolled  automatically. 

1.  Press  the  AUTO  button  on. 

2.  Turn  the  temperature  dial  to  the  left  or 
right  to  set  the  desired  temperature. 
Driver  and  passenger  temperatures 
can  be  set  independently.  Press  the 
DUAL  button  to  activate  dual  climate 
control  functions.  Turn  the  passenger's 


side  temperature  control  dial  to  the  left 
or  right  to  set  the  desired  passenger's 
temperature. 

Adjust  the  temperature  dial  to  about 
75°F  (24°C)  for  normal  operation. 

The  temperature  of  the  passenger 
compartment  will  be  maintained  auto¬ 
matically.  Air  flow  distribution,  fan  speed 
and  A/C  on/off  are  also  controlled  auto¬ 
matically.  The  A/C  button  indicator  will 
remain  in  the  last  user  setting.  Under 
this  condition,  the  indicator  light  on  the 
A/C  button  indicator  will  not  turn  on  if 
the  user  had  not  selected  the  A/C  but¬ 
ton  off.  Turning  off  the  air  conditioning 
via  the  A/C  button  is  not  allowed  in  this 
mode.  If  the  A/C  button  indicator  was 
on  when  entering  this  mode,  and  the 
A/C  button  is  selected  in  this  mode,  the 
A/C  button  indicator  will  turn  off,  but  the 
A/C  compressor  will  still  be  automati¬ 
cally  enabled.  For  additional  informa¬ 
tion,  refer  to  "Air  flow  control"  in  this  sec¬ 
tion. 

To  turn  offthe  compressor,  turn  off  auto 
mode,  then  turn  the  A/C  on  then  off 
until  the  A/C  button  indicator  is  not  lit. 


■  A  visible  mist  may  be  seen  coming  from 
the  vents  in  hot,  humid  conditions  as 
the  air  is  cooled  rapidly.  This  does  not 
indicate  a  malfunction. 

Heating  (A/C  OFF) 

The  air  conditioner  does  not  activate.  When 
you  need  to  heat  only,  use  this  mode. 

1.  Press  the  AUTO  button. 

2.  Turn  the  temperature  control  dial  to 
the  left  or  the  right  to  set  the  desired 
temperature.  Driver  and  passenger 
temperatures  can  be  set  indepen¬ 
dently.  Press  the  DUAL  button  to  acti¬ 
vate  dual  climate  control  functions. 
Turn  the  passenger's  side  temperature 
control  dial  to  the  left  or  right  to  set  the 
desired  passenger's  temperature. 

■  The  temperature  of  the  passenger 
compartment  will  be  maintained  auto¬ 
matically.  Air  flow  distribution  and  fan 
speed  are  also  controlled  automatically. 

■  Do  not  set  the  temperature  lower  than 
the  outside  air  temperature.  Otherwise, 
the  system  may  not  work  properly. 

■  Not  recommended  if  windows  fog  up. 
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Dehumidified  defrosting  or 
defogging 

1.  Press  the  defroster  control  but¬ 
ton  to  turn  the  system  on.  The  indicator 
light  in  the  button  will  illuminate. 

2.  Turn  the  temperature  dial  to  the  left  or 
right  to  set  the  desired  temperature. 

■  To  quickly  remove  ice  from  the  outside 
of  the  windows,  press  the  Sf  fan 
speed  control  button  to  the  maximum 
position. 

•  As  soon  as  possible  after  the  wind¬ 
shield  is  clean,  press  the  AUTO  button  to 
return  to  the  auto  mode. 


When  the  control  is  activated,  the 
air  conditioner  will  automatically  be 
turned  on  at  outside  temperatures 
above  36°F  (2°C).  This  dehumidifies  the 
air  which  helps  defog  the  windshield. 
Under  this  condition,  the  indicator  light 
on  the  A/C  button  indicatorwill  not  turn 
on  if  the  user  had  selected  A/C  off  prior 
to  entering  this  mode.  Turning  off  the  air 
condition  via  the  A/C  button  is  not  al¬ 
lowed  in  this  mode.  If  the  A/C  button 
indicator  was  on  when  entering  this 
mode,  and  the  A/C  button  is  seiected  in 
this  mode,  the  A/C  compressor  will  still 
be  automatically  enabled.  The  air  recir¬ 
culation  mode  automatically  turns  off 
allowing  outside  airto  be  drawn  into  the 
passenger  compartment  to  further  im¬ 
prove  the  defogging  performance. 


turned  on.  In  Remote  Engine  Start  defrost¬ 
ing  mode,  the  rear  window  defroster  and 
heated  steering  wheel  (if  so  equipped)  may 
be  activated  automatically. 

Voice  Recognition  logic  (If  so 
equipped) 

When  the  climate  control  system  is  on,  the 
front  and  rear  (if  so  equipped)  fan  speeds 
may  be  automatically  lowered  so  that 
commands  are  more  easily  recognized. 
Fan  speed  can  be  adjusted  using  the  fan 

speed  *  decrease  and  *  increase 
buttons,  if  desired. 

MANUAL  OPERATION 

Fan  speed  control 

Press  the  Sf  fan  speed  control  buttons 
to  manually  control  the  fan  speed. 

Press  the  AUTO  button  to  return  to  auto¬ 
matic  control  of  the  fan  speed. 

When  adjusting  the  manual  fan  from  auto 
mode,  the  outlet  direction  (floor, 
floor/defrost,  vent,  bi-level)  will  still  auto¬ 
matically  change.  To  fix  the  outlet  to  a 
manual  mode,  select  the  desired  air  flow 
location  using  the  MODE  button. 


Remote  Engine  Start  with 
Intelligent  Climate  Control  (If  so 
equipped) 

Vehicles  equipped  with  automatic  climate 
controls  and  Remote  Engine  Start  function 
may  go  into  automatic  heating  or  cooling 
mode  when  Remote  Engine  Start  is  acti¬ 
vated  depending  on  outside  and  cabin 
temperatures.  During  this  period,  the  cli¬ 
mate  control  display  and  buttons  will  be 
inoperable  until  the  ignition  switch  is 
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Temperature  control  dial 

The  temperature  control  dial  allows  you  to 
adjust  the  temperature  of  the  outlet  air.  To 
lower  the  temperature,  turn  the  dial  to  the 
left.  To  increase  the  temperature,  turn  the 
dial  to  the  right.  Temperature  can  be  ad¬ 
justed  on  the  driver's  and  passenger's  side. 

Air  recirculation 

Press  thed^  air  recirculation  button  to 
recirculate  interior  air  inside  the  vehicle 
when: 

•  driving  on  a  dusty  road 

•  to  prevent  traffic  fumes  from  entering 
passenger  compartment. 

•  for  maximum  cooling  when  using  the 
air  conditioning  system. 

Press  the  AUTO  button  to  return  to  auto¬ 
matic  mode. 

The  air  recirculation  button  will  not  be  acti¬ 
vated  when  the  air  conditioner  is  in 
mode. 


When  the  outside  temperature  exceeds 
70°F  (2TC),the  air  conditioning  system  may 
default  to  air  recirculation  mode  automati¬ 
cally  to  reduce  overall  power  consumption. 
To  exit  air  recirculation  mode,  select  the 
fresh  air  intake  button  to  enter  fresh  air 
mode. 

In  Floor/Defrost  mode,  the  recirculation 
button  can  be  selected  to  block  outside 
odors.  However, for  maximum  defogging  in 
this  mode,  it  is  recommended  to  turn  recir¬ 
culation  off  when  possible. 

Fresh  air  intake 

Press  the  fresh  air  intake  button  to 
draw  outside  air  into  the  passenger  com¬ 
partment. 

Automatic  intake  air  control 

In  the  AUTO  mode,  the  intake  air  will  be 
controlled  automatically.  When  the  outside 
temperature  exceeds  70°F  (2TC),  the  air 
conditioning  system  may  default  to  air  re¬ 
circulation  mode  automatically  to  reduce 
overall  power  consumption.  To  exit  air  re¬ 
circulation  mode,  select  the  fresh  air  intake 
button  to  enter  fresh  air  mode.  The  air  re¬ 
circulation  indicator  will  turn  off  the  fresh 
air  indicator  will 
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To  manually  control  the  intake  air,  press 
the  fresh  air  intake  button.  To  return 
to  the  automatic  control  mode  if 
the  fresh  air  indicator  is  illuminated, 
press  and  hold  the  fresh  air  intake 
button  for  about  2  seconds.  The  fresh  air 
indicator  and  air  recirculation  indicator 
lights  will  flash  twice,  and  then  the  intake  air 
will  be  controlled  automatically.  To  return 
to  the  automatic  control  mode  if 
theP^  air  recirculation  icon  is  illumi¬ 
nated,  press  and  hold  theT^  air  recircu¬ 
lation  button  for  about  2  seconds. 
TheP^  air  recirculation  indicator 
and  fresh  air  intake  indicator  lights 
will  flash  twice  and  the  intake  air  will  be 
controlled  automatically. 

A/C  (air  conditioner)  button 

start  the  engine,  turn  the  Sf  fan  speed 
control  buttons  to  the  desired  position  and 
press  the  button  to  turn  on  the  air 
conditioner.  To  turn  off  the  air  conditioner, 
press  the  button  again. 

The  air  conditioner  cooling  function  op¬ 
erates  only  when  the  engine  is  running. 
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Air  flow  control 


Press  the  MODE  button  to  manually  control 
air  flow  and  select  the  air  outlet. 

A*  —  Air  flows  from  center  and  side 
vents. 

—  Air  flows  from  center  and  side 
vents  and  foot  outlets. 

—  Airflows  mainly  from  foot 
outlets. 

^  —  Ai  r  f I  ows  fro  m  d  ef roste  rand 
foot  outlets. 

To  turn  system  off 

Press  the  ON-OFF  button. 

Rear  window  and/or  outside 
mirror  (if  so  equipped)  defroster 
switch 

For  additional  information,  refer  to  "Rear 
window  and/or  outside  mirror  (if  so 
equipped)  defroster  switch"  in  the  "instru¬ 
ments  and  controls"  section  of  this  manual. 


The  sunload  sensor  (if  so  equipped)  lo¬ 
cated  on  the  top  center  of  the  instrument 
panel,  helps  the  system  maintain  a  con¬ 
stant  temperature.  Do  not  put  anything  on 
or  around  this  sensor. 


When  the  climate  system  is  in  auto¬ 
matic  operation  and  the  engine  coolant 
temperature  and  outside  air  tempera¬ 
ture  are  low,  the  air  flow  outlet  may  de¬ 
fault  to  defroster  mode  for  a  maximum 
of  2  minutes  30  seconds.  This  is  not  a 
malfunction.  After  the  engine  coolant 
temperature  warms  up,  the  airflow  out¬ 
let  will  return  to  foot  mode  and  opera¬ 
tion  will  continue  normally. 

When  the  outside  and  interior  cabin 
temperatures  are  moderateto  high,  the 
Intake  setting  may  default  to  turn  off  air 
recirculation  to  allow  fresh  air  into  the 
passenger  compartment.  You  may  no¬ 
tice  air  flow  from  the  foot  mode,  bl-level 
mode,  or  side  demist  vent  outlets  for  a 
maximum  of  15  seconds.  This  may  oc¬ 
cur  when  previous  climate  setting  was 
system  off  This  is  not  a  malfunction. 
After  the  initial  warm  air  is  expelled,  the 
Intake  will  return  to  automatic  control, 
airflow  outlet  will  return  to  previous  set¬ 
tings,  and  operation  will  continue  nor¬ 
mally.  To  exit,  press  any  climate  control 
button. 

Keep  the  windows  closed  while  the  air 
conditioner  is  in  operation. 
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USB/iPod®  CHARGING  PORT 


SERVICING  AIR  CONDITIONER 


If  you  feel  that  the  air  flow  mode  you 
have  selected  and  the  outlets  the  air  Is 
coming  out  do  not  match,  select 
the  mode. 

When  you  change  the  air  flow  mode, 
you  mayfeel  airfiowfrom  the  feet  vents 
for  just  a  moment.  This  Is  not  a  mal¬ 
function. 


The  air  conditioner  system  in  your  NISSAN 
vehicle  is  charged  with  a  refrigerant  de¬ 
signed  with  the  environment  in  mind. 

This  refrigerant  does  not  harm  the 
earth's  ozone  layer. 

Special  charging  equipment  and  lubricant 
is  required  when  servicing  your  NISSAN  air 
conditioner.  Using  improper  refrigerants  or 
lubricants  will  cause  severe  damage  to 
your  air  conditioner  system.  For  additional 
information,  refer  to  "Air  conditioner  sys¬ 
tem  refrigerant  and  oil  recommendations" 
in  the  'Technical  and  consumer  informa¬ 
tion"  section  of  this  manual. 

It  is  recommended  that  you  visit  a  NISSAN 
dealer  to  service  your  "environmentally 
friendly"  air  conditioner  system. 


_ A  WARNING _ 

The  air  conditioner  system  contains  re¬ 
frigerant  under  high  pressure.  To  avoid 
personal  injury,  any  air  conditioner  ser¬ 
vice  should  be  done  only  by  an  experi¬ 
enced  technician  with  proper 
equipment. 
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2nd  row 


There  is  a  USB/iPod®  charging  port  located 
in  the  2nd  row  on  the  back  of  the  center 
console.  This  port  will  charge  compatible 
devices. 

NOTE: 

The  USB/iPod®  charging  port  will  not  op¬ 
erate  the  display  screen  or  the  Rear  Seat 
Infotainment  (RSI)  (if  so  equipped).  Only 
the  USB  connection  port  located  in  the 
console  box  will  allow  operation  of 
USB/iPod®  devices  through  the  audio 
system. 
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ANTENNA 


The  antenna  cannot  be  shortened,  but  can 
be  removed.  When  you  need  to  remove  the 
antenna,  turn  the  antenna  rod  counter¬ 
clockwise. 

To  install  the  antenna  rod,  turn  the  antenna 
rod  clockwise  and  hand  tighten. 


A  CAUTION 

■  Always  properly  tighten  the  antenna 
rod  during  installation  or  the  antenna 
rod  may  break  during  vehicle 
operation. 

■  Be  sure  that  the  antenna  is  removed 
before  the  vehicle  enters  an  auto¬ 
matic  carwash. 


REAR  SEAT  INFOTAINMENT  (RSI)  (if 

SO  equipped) 


A  WARNING 

It  is  unlawful  in  most  jurisdictions  for 
a  person  to  drive  a  motor  vehicle 
which  is  equipped  with  a  television 
monitor  or  screen  that  is  visible,  di¬ 
rectly  or  indirectly,  to  the  driver  while 
operating  the  vehicle.  In  the  interest 
of  safety,  the  unit  should  never  be  in¬ 
stalled  where  it  will  be  directly  or  indi¬ 
rectly  visible,  by  the  operator  of  the 
motor  vehicle. 

If  your  vehicle  is  equipped  with  a  wire¬ 
less  rear  seat  audio  system  or  any 
other  wireless  infrared  device,  make 
sure  it  is  powered  off  when  operating 
the  RSI  system.  If  both  systems  are 
powered  on  at  the  same  time,  the  two 
systems  may  obstruct  each  other, 
possibly  creating  undesirable  audio 
interference  through  the  wireless 
headphones. 
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■  For  safety  reasons  when  changing 
discs,  it  is  recommended  that  the  ve¬ 
hicle  is  not  in  motion,  and  that  you  do 
not  allow  children  to  unfasten  safety 
belts  to  change  discs  or  make  any  ad¬ 
justments  to  the  system.  System  ad¬ 
justments  can  be  accomplished  using 
the  remote  control,  while  safety  belts 
remain  fastened. 

■  Enjoy  your  RSI  system  but  remember 
that  safety  of  all  passengers  remains 
the  number  one  priority.  Devices  in¬ 
stalled  in  the  USB,  HDMI,  or  head¬ 
phone  jack  may  protrude  and  create  a 
potential  eye  impact  hazard  for  un¬ 
belted  passengers  during  a  vehicle 
accident.  To  reduce  the  risk  of  injury, 
use  only  SD  cards  (hidden  on  left  side 
of  driver  side  monitor)  or  low-profile 
USB  storage  devices. 
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A  CAUTION 

■  Do  not  touch  the  inner  pins  of  the 
jacks  on  the  front  panel.  Electrostatic 
discharge  may  cause  permanent 
damage  to  the  device. 

■  The  LCD  display  screen  is  not  touch¬ 
screen.  Do  not  put  pressure  or  add 
suction  cups  on  the  screen. 

■  Caution  children  to  avoid  touching  or 
scratching  the  screen,  as  it  may  be¬ 
come  dirty  or  damaged. 

■  Be  sure  to  run  the  vehicle  engine  while 
using  the  system.  Using  this  system 
without  running  the  engine  can  result 
in  battery  drain.  To  avoid  the  risk  of 
battery  drain,  please  remember  to 
turn  off  the  system  when  the  vehicle 
is  not  in  use. 

WELCOME 

Thank  you  for  purchasing  this  advanced 
Rear  Seat  infotainment  (RSI)  system  with 
built-in  Wi-Fi  and  DVD  player.  Before  oper¬ 
ating  this  system,  read  this  sectioni  thor¬ 
oughly  and  retain  it  for  future  reference. 


System  features 

■  Twin  8-inch  Color  TFT-LCD  Panels  with 
1024x600  Resolution 

■  Top-load  DVD  Player  (Driver  Side  Only) 

■  Internal  Wi-Fi  Network 

■  Bluetooth®  4.1  Audio  Streaming 

■  Miracast®/Smart  View  Capability 

■  SmartStream  Content  Sharing 

■  USB  2.0  Port,  SDXC  Card  Input 

■  FIDMI  1.4  Input  with  MHL  2.0  Support 

■  Exclusive  Slingplayer®  Application 

■  3.5mm  Stereo  Fleadphone  Output 

■  Front  Panel  Capacitive  Touch  Controls 

■  Infrared  Wireless  Fleadphones 

■  Full-Function  Slimline  Remote  Control 

■  Monitor  Screen  Sharing 


Turning  the  monitor  on  or  off 

1.  Press  the  O  button  on  the  top  of  the 
monitor  or  the  remote  control  to  turn 
the  monitor  on  or  off  When  in  use,  the 
front  panel  controls  will  illuminate. 

2.  After  the  monitor  has  been  turned  on 
and  is  displaying  a  picture,  the 
up/down  viewing  angle  can  be  ad¬ 
justed  to  optimize  the  picture  quality. 
Press  the  push-button  latch  located  on 
the  top  of  the  monitor  to  pivot  the 
screen. 
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Power  up  tips 

1.  After  the  ignition  is  turned  on,  there  is  a 
12  second  delay  before  the 
monitor  O  (power)  button  is  oper¬ 
able. 

2.  On  some  vehicles  after  the  ignition  is 
turned  off,  the  system  will  continue  to 
work  for  10  minutes,  or  until  the  driver's 
door  is  opened. 

3.  Remember  to  turn  the  monitor  off  and 
pivot  the  screen  to  the  locked  (latched) 
position  when  not  in  use. 

Audio  options 

Wireless  headphones 

Each  monitor  includes  a  built-in  dual  chan¬ 
nel  infrared  transmitter  for  use  with  wire¬ 
less  headphones.  The  wireless  head¬ 
phones  must  be  used  within  a  line  of  sight 
from  the  transmitter  as  infrared  signals,  like 
visible  light,  travel  only  in  a  straight  line. 

How  to  use  the  wireless  headphones 

When  placing  the  headphones  on  your 
head,  make  sure  to  observe  the  left  and 
right  orientation. The  headphones  must  be 
oriented  correctly  (facing  forward)  to  re¬ 
ceive  the  audio  signal.  Press 
the  d  (power)  button  on  the  head¬ 


phones,  then  select  channel  'A"  to  listen  to 
monitor  A,  or  channel  "B"  to  listen  to  moni¬ 
tor  B.  Adjust  the  audio  level  using  the  vol¬ 
ume  control  on  each  headphone. 

Wired  headphones 

There  is  a  3.5mm  stereo  headphone  out¬ 
put  on  each  monitor  which  can  be  used 
with  most  standard  stereo  headphones 
(wired  headphones  sold  separately). 

Bluetooth®  streaming  audio 

To  listen  to  audio  throughout  the  entire  ve¬ 
hicle,  the  system  includes  the  ability  to 
stream  audio  over  a  Bluetooth®  connec¬ 
tion  to  the  vehicle's  stereo  system. 

When  monitor  A  is  selected  as  the  source 
to  stream  from,  the  audio  output  to  the 
wireless  and  wired  headphones  will  be  dis¬ 
abled  (only  on  monitor  A).  To  use  the  wire¬ 
less  or  wired  headphones  with  monitor  A, 
you  must  turn  off  the  Bluetooth®  stream¬ 
ing  feature.  To  enable/disable  Bluetooth® 
streaming,  navigate  to  the  "SETTINGS" 
menu,  or  presses  on  the  remote  control 
during  content  playback.  For  additional  in¬ 
formation,  refer  to  "Settings"  in  this  section. 
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Notes  on  discs 

■  To  keep  a  disc  clean,  do  not  touch  its 
surface.  Handle  the  disc  by  its  edge. 

■  Keep  your  discs  in  their  cases  or  sleeves 
when  not  in  use.  Also,  do  not  subject 
disc  to  heat/high  temperature.  Avoid 
leaving  them  in  a  parked  vehicle  or  on  a 
dashboard/rear  tray. 

■  Do  not  attach  labels,  or  use  discs  with 
sticky  ink/residue.  The  following  mal¬ 
functions  may  result  from  using  such 
discs: 


Inability  to  eject  a  disc  due  to  a  label 
or  sticker  peeling  off  and  Jamming 
the  disc  mechanism. 


■  Inability  to  read  audio  data  correctly 
(i.e.,  playback  skipping,  or  no  play¬ 
back)  due  to  heat  shrinking  of  a 
sticker  or  label  causing  a  disc  to 
warp. 

Before  playing,  clean  the  discs  with  a 
commercially  available  cleaning  cloth. 
Wipe  each  disc  from  the  center  out.  Do 
not  use  solvents  such  as  benzene,  thin¬ 
ner,  commercially  available  cleaners,  or 
antistatic  spray  intended  for  analog 
discs. 


■  Use  only  normal,  circular  discs.  If  you 
insert  irregular,  non-round,  shaped 
discs  they  mayjam  in  the  DVD  player  or 
not  play  properly. 

Region  coding 

DVD  players  and  discs  are  coded  by  region. 
These  regional  codes  must  match  in  order 
for  the  disc  to  play.  The  system  is  preset  to 
the  region  code  designated  for  your  area 
by  the  DVD  Copy  Control  Association.  Other 
regions  may  not  be  played  in  this  system. 

Supported  disc  types 

DVD-Video:  DVD  contains  video 
DVD  +/-  R:  DVD  contains  video 
CD-DA:  CD  contains  audio 
CD-Video:  CD  contains  video 
CD-R/RW:  CD  contains  audio 

Unsupported  disc  types 

Super  Audio  CD 
Optical  disc  CD-I 
CD-ROM 
DVD-ROM 
DVD-RAM 
DualDiSC 
DIVX 
MiniDisc 


AVCHD 
HD  DVD 
Blu-ray 

Loading  and  playing  discs 

Press  the  O  (power)  button  to  turn  the 
monitor  on.  Insert  the  disc  about  halfway 
into  the  disc  compartment  slot  on  the  driv¬ 
er's  side  monitor,  with  the  disc's  label  facing 
the  rear  of  the  vehicle.  Do  NOT  insert  the 
disc  at  an  angle.  The  disc  must  be  inserted 
straight  into  the  player. 

The  disc  will  load  automatically  and  begin 
to  play.  Some  discs  may  start  at  the  root 
menu,  where  playback  must  be  selected  to 
start  a  movie.  Depending  on  the  disc  and 
playback  location  on  the  disc,  a  "  S)  "icon 
may  be  displayed  in  the  upper-left  comer 
of  the  screen  indicating  that  playback  is 
not  possible  during  certain  times. 

DVD  playback  will  automatically  play  on 
each  monitor  if  there  is  no  content  already 
playing.  You  may  also  select  "DVD"  from  the 
source  menu  to  begin  DVD  playback  mode. 
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Media  compatibility 

For  a  list  of  compatible  media  formats  for 
this  system,  refer  to  "Storage  device  for¬ 
matting"  in  this  section. 

■  The  metadata  or  file  information  of 
some  audio  and  video  files  may  not  be 
correctly  displayed. 

■  It  is  not  possible  to  play  content  that  is 
protected  by  DRM  (Digital  Rights  Man¬ 
agement). 

•  There  may  be  a  delay  before  playback 
begins  when  using  USB  flash  drives  or 
SD  cards  with  complex  folder  hierar¬ 
chies  or  many  files. 

■  Some  audio,  video,  and  image  files  may 
be  incompatible  with  this  system  due 
to  file  characteristics,  fileformat,  record¬ 
ing  software  used,  directory  structure, 
and/or  the  type  of  audio/video  encod¬ 
ing  used. 


Storage  device  formatting 

This  system  is  compatible  with  several 
types  of  formatting  for  USB  flash  drives  and 
SD  cards.  Refer  to  the  documentation  that 
comes  with  your  storage  device  for  more 
details  on  how  to  format. 

FAT32  -  USB  and  SDHC 

Good  for  smaller  capacity  storage  devices, 
but  individual  files  on  the  drive  must  be 
<4GB.  This  format  is  good  for  music  and 
images. 

EX-FAT  -  USB  and  SDXC 

Better  choice  for  larger  capacity  storage 
devices  with  files  that  are  >4GB.This  format 
is  better  for  larger  files  such  as  full-length 
movies. 

NTFS  -  USB  and  SDXC 

Best  choice  for  very  large  capacity  storage 
devices  -  with  no  limitations  on  file  size.  This 
format  can  be  used  for  all  file  sizes. 
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Supported  Formats 


Format 

Extension 

Supported  Variations/Codecs 

VIDEO 

ASF 

.wmv 

H.263,  H.264,  MPEG-2  Part  2,  WMV 

AVI 

.avi 

H.263,  H.264,  MPEG-2  Part  2,  Xvid,  WMV 

MP4 

.mp4,  .m4v 

H.263,  H.264,  MPEG-2  Part  2,  MPEG-4  Part  2 

Matroska 

.mkv 

H.263,  H.264,  MPEG-2  Part  2,  MPEG-4  Part  2,  WMV 

MPEG 

.mpg,  .mpeg,  .vob 

H.264,  MPEG-2  Part  2,  MPEG-4  Part  2 

AUDIO 

AAC 

.m4a,  .aac 

ASF 

.wma 

WMA,  WMA  Lossless,  WAAA  Voice,  WMA  Pro 

FI_AC 

.flac 

FLAC  1.2.1 

Matroska 

.mka 

MPEG 

.mpl,  .mp2,  .mp3 

MPEG-1  Audio  Layer  1,  2, 3,  MPEG-2/2.5  Audio  Layer  1,  2,  3 

OGG 

■ogg 

WAV 

.wav 

PHOTO 

BMP 

.bmp 

GIF 

.gif 

JPEG 

■jpg.  Jpeg 

PNG 

■png 

TIFF 

.tiff  .tif 

WebP 

.webp 

Video  Profiles  Supported: 

ASF:  WMVZ  W/V\V8,  WMV9;  H.264:Baseline,  Main,  Extended,  High  MPEC-2  Part  2:5innple,  Main,  High; 


MPEG-4  Part  2:Simple,  Advanced  Simple  Profile, Xvid 


_ j 
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Monitor  A  (Drivers  Side)  With  DVD 
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3  SD  Card  Slot 

Play  videos,  music,  and  images  stored 
on  most  SD  cards.  The  full-size  SD  card 
slot  is  accessible  on  the  left  side  of  the 
monitor  when  the  screen  is  in  the  open 
position. 

4  Monitor  screen  display 

Includes  an  8-inch  TFT  Liquid  Crystal 
Display  with  1024  x  600  resolution. 

5  Headphone  output  jack 

Connect  wired  headphones  using  a 
3.5mm  stereo  connector. 

6  USB  2.0  port 

Play  videos,  music,  and  images  stored 
on  most  USB  devices.  Provides  up  to 
2  amps  of  output  to  charge  most  mo¬ 
bile  devices. 

7  HDMIport 

Connect  an  external  audio/video 
source  using  a  full-size  HDMI  connector. 
Supports  MHL  2.0  playback  and  charg¬ 
ing. 


Monitor  B  (Passenger's  Side)  Without  DVD 


CONTROL  DESCRIPTION 

1.  Screen  latch 

Press  the  push-button  latch  located  on 
the  top  of  the  monitor  to  pivot  the 
screen.  Remember  to  turn  the  monitor 


off  and  pivot  the  screen  to  the  locked 
(latched)  position  when  not  in  use. 

2  Eject 

Press  this  button  to  eject  a  disc. 


8  Front  panel  controls 

Capacitive-touch  buttons  provide  user 
interface  navigation.  Select,  Back,  and 
Home  functions. 
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9  Power  (Monitor  A) 

Press  this  button  to  turn  the  monitor 
on.  Press  again  to  turn  the  monitor  off. 
Press  and  hold  for  6  seconds  to  reset 
the  system  (Monitor  A  only) 

Power  (Monitor  B) 

Press  this  button  to  turn  the  monitor 
on.  Press  again  to  turn  the  monitor  off. 

10.  Disc  slot 

Play  DVDs  and  CDs  using  standard  size 
DVD  or  CD  discs. 


A  CAUTION 

■  Do  not  use  any  harsh  solvents  or 
chemicals  when  cleaning  the  monitor. 

■  Do  not  use  any  abrasive  cleaners  that 
may  scratch  the  screen.  Use  only  a 
lightly  dampened  lint  free  cloth  to 
wipe  the  screen  if  it  is  dirty. 

■  The  LCD  display  screen  is  not  touch¬ 
screen.  Do  not  put  pressure  or  add 
suction  cups  on  the  screen. 

■  Caution  children  to  avoid  touching  or 
scratching  the  screen,  as  it  may  be¬ 
come  dirty  or  damaged. 

■  Place  the  monitor  in  the  fully  closed 
position  when  not  in  use. 
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REMOTE  CONTROL  OPERATION 


Before  use 

Before  attempting  to  operate  your  remote 
control,  turn  the  remote  control  face  down 
and  remove  the  battery  insulator  by  pulling 
the  clear  plastic  tab  away  from  the  remote 
control. 

Replacing  the  battery 

1.  Turn  the  remote  control  face  down.  Use 
a  coin  to  turn  the  battery  cover 
counter-clockwise  and  remove  It. 
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2.  Replace  the  battery  with  a  CR2032  or 
equivalent.  Make  sure  that  proper  po¬ 
larity  is  observed.  The  positive  (+)  side  of 
the  battery  should  face  upwards. 

3.  Place  the  cover  back  into  position  and 
turn  it  clockwise  until  it  locks  into  piace. 

The  remote  control  will  only  operate  this 
device,  it  is  not  a  universal  remote  control 
and  will  not  control  other  equipment. 


A  WARNING 

Always  ensure  that  the  battery  is  in¬ 
serted  in  the  correct  direction  as 
shown  in  the  battery  compartment. 

When  the  battery  fails  to  function,  re¬ 
place  it  immediately. 

Keep  the  battery  out  of  the  reach  of 
children.  In  case  the  battery  is  acci¬ 
dentally  swallowed,  immediately  con¬ 
sult  a  doctor.  Also,  when  disposing  of 
used  batteries,  please  comply  with 
governmental  regulations  or  environ¬ 
mental  public  institution  rules  that 
apply  in  your  country/area. 

Remove  the  battery  if  the  remote  con¬ 
trol  is  not  used  for  a  month  or  longer. 

Storage  in  extreme  cold  can  weaken 
the  battery.  Keep  the  remote  control 
stored  in  a  cool,  dry  place. 


1  Power 

Press  this  button  to  turn  the  monitor 
on.  Press  again  to  turn  the  monitor  off. 


2  Monitor  A 

Press  this  button  to  transmit  the  re¬ 
mote  control  codes  and  functions  to 
operate  monitor  A  (Driver  side). 

3.  Directional  pad 

Press  these  buttons  to 
increase/decrease  the  volume  or  navi¬ 
gate  up/down  when  displaying  a 
menu  or  file  list. 

4.  Home 

Press  this  button  to  return  to  the  home 
screen. 

5  Back 

Press  this  button  to  go  back  to  the  pre¬ 
vious  screen. 

6.  Monitor  B 

Press  this  button  to  transmit  the  re¬ 
mote  control  codes  and  functions  to 
operate  monitor  B  (Passenger  side). 

7  Select 

Press  this  button  to  make  a  selection 
when  displaying  a  menu  or  file  list. 

8  Menu 

Press  this  button  to  open  the  context 
menu  (when  available). 
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NOTE: 


You  must  first  select  the  desired  monitor 
(press  A  or  B]  to  control  it.  Example  - 
Press  A,  then  press  Power  to  turn  moni¬ 
tor  A  on/off. 


Monitor  A/B 
Select  Switch 


Volume  Control 


WIRELESS  HEADPHONE 
OPERATION 

Installing  the  batteries 

Before  attempting  to  operate  the  headphones, 
install  the  batteries  as  described  below: 
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1.  Use  a  coin  to  remove  the  headphone 
battery  cover 

2.  Install  two  "AAA"  batteries  into  the 
headphones.  Make  sure  that  proper 
polarity  (+  or  -)  is  observed. 

3.  Reinstall  headphone  battery  cover. 


OEi&LER  e^ROCE! 


Headphone  operation 

Press  the  power  button  on  the  head¬ 
phones  to  turn  on  and  offthe  headphones. 
The  red  LED  will  illuminate  when  the  head¬ 
phone  Is  turned  on.  Set  the  select  switch  to 
"A"  or  "B"  for  use  with  the  "A"  monitor  or  "B" 
monitor  respectiveiy.  Use  the  volume 
thumb  wheel  to  adjust  the  volume  level  for 
the  headphone  audio. 

NOTE: 

If  the  headphones  are  accidentally  left 
on  and  system  is  powered  off,  a  battery 
saver  feature  will  automatically  turn  off 
the  headphones  after  approximately 
3  minutes. 


A  CAUTION 

Always  ensure  that  the  batteries  are 
inserted  with  the  positive  and  nega¬ 
tive  terminals  in  the  correct  direction 
as  shown  in  the  battery 
compartment. 

Different  types  of  batteries  have  dif¬ 
ferent  characteristics.  Do  not  mix  dif¬ 
ferent  types. 


■  Do  not  mix  old  and  new  batteries.  Mix¬ 
ing  old  and  new  batteries  will  shorten 
battery  life  and/or  cause  chemical 
leaks  from  the  old  batteries. 

■  When  batteries  fail  to  function,  re¬ 
place  them  immediately. 

■  Keep  the  batteries  out  of  the  reach  of 
children.  In  case  the  batteries  are  ac¬ 
cidentally  swallowed,  immediately 
consult  a  doctor.  Also,  when  disposing 
of  used  batteries,  please  comply  with 
governmental  regulations  or  environ¬ 
mental  public  institution  rules  that 
apply  in  your  country/area. 

■  Remove  the  batteries  if  the  head¬ 
phones  are  not  used  for  a  month  or 
longer. 


Navigating  menus 

When  fuiiy  powered  on,  the  Home  screen 
can  be  accessed  at  any  time  by  pressing 
the  A  button  on  the  remote  control,  or 
the  A  button  on  the  monitor. 

The  main  menu  is  located  on  the  far-left 
side  of  the  screen  and  allows  users  to  se¬ 
lect  a  source,  change  settings,  USB  fast- 
charge  certain  devices,  and  mirror  content 
playing  from  the  opposite  monitor. 
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To  the  right  of  the  mainmenuisa  preview 
menu,  which  gives  a  preview  of  the  high¬ 
lighted  option  in  the  main  menu.  The  pre¬ 
view  menu  options  will  change  with  each 
selection. 

Press  ^  or  ▼  to  scroll  through  the 
options  in  each  menu.  The  current  selec¬ 
tion  is  highlighted  in  the  center  of  the  menu 
when  scrolling  up  and  down.  Press  ^ 
or  ►  when  an  item  is  highlighted  to  se¬ 
lect  the  item.  Press  or  to  move 
back  one  level  in  the  menu. 

Mirror 

For  additional  information  on  how  to  mir¬ 
ror  content  playing  from  the  opposite 
monitor,  refer  to  "Mirroring  content"  and 
"Using  Miracast®"  in  this  section. 

Fast-Charge  (USB) 

For  additional  information,  refer  to  "Fast- 
Charge  (USB)"  in  this  section 

Settings 

For  additional  information,  refer  to  "Set¬ 
tings"  in  this  section. 


The  following  sources  can  be  accessed 
from  the  main  menu: 

DVD 

Play  DVD  movies  and  audio  CDs  using 
standard  size  DVD  or  CD  discs. 

HDMI 

Play  content  from  an  external  audio/video 
source. 

USB 

Play  videos,  music,  and  images  stored  on 
most  USB  devices. 


SD  CARD 

Play  videos,  music,  and  images  stored  on 
most  SD  cards. 

Slingplayer® 

Stream  content  wirelessly  from  a  Slingbox® 
(sold  separately)  to  the  RSI  system.  ‘Re¬ 
quires  external  internet  connection. 

Miracast® 

Stream  content  wirelessly  from  a  Miracast- 
enabled  device  to  the  RSI  system. 

SmartStream 

Stream  content  wirelessly  between  mobile 
devices  and  to  the  RSI  system.  ‘Requires 
compatible  UPnP  application  to  be  in¬ 
stalled  on  the  mobile  device.  For  additional 
information,  refer  to  "SmartStream"  in  this 
section. 

NOTE: 

The  top  left  corner  of  the  screen  includes 
a  graphic  representation  that  shows  the 
navigational  path  of  the  current  menu. 
For  example:  Home  >  Source  >  DVD. 
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NOTE: 


Volume  control 

Volume  level  can  be  adjusted  by 
pressing  ^  or  ▼  any  time  video  is 
playing,  or  by  selecting  the  volume  icon  in 
the  playback  controls  menu. 


For  hearing  protection,  there  is  a  maxi¬ 
mum  volume  setting  to  limit  the  audio 
output  of  the  front  panel  3.5mm  head¬ 
phone  output.  Using  the  directional  pad 
on  the  remote  navigate  to  "SETTINGS" 
then  "AUDIO"  then  "HEADPHONES"  to  ad¬ 
just  the  maximum  volume.  Once  set,  the 
maximum  volume  is  limited  to  this  set¬ 
ting. 


Playing  a  disc 

Insert  a  disc  into  the  top  slot  of  monitor  A 
with  the  label  facing  the  rear  of  the  vehicle. 
If  the  disc  is  supported  and  there  is  no 
content  already  playing,  the  disc  will  auto¬ 
matically  begin  playing. 


When  a  disc  is  inserted,  playback  will  auto¬ 
matically  begin  on  both  monitors  A  and  B  (if 
there  is  no  content  already  playing).  If  a  disc 
was  previously  inserted,  using  the  direc¬ 
tional  pad  on  the  remote  select  "SOURCE", 
then  "DVD"  from  the  Home  screen  to  begin 
or  resume  playback. 


I 
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Some  DVDs  may  start  at  the  root  menu, 
where  playback  must  be  selected  to  start  a 
movie.  Use  the  remote  control  or  front 
panel  buttons  to  navigate  through  the  DVD 
menu  and  begin  playback. 

The  system  supports  DVD  parental  con¬ 
trols  that  provide  the  ability  to  limit  content 
playback  based  on  the  Motion  Picture  As¬ 
sociation  of  America  (MPAA)  ratings.  For 
additional  information,  refer  to  "About  pa¬ 
rental  lock"  In  this  section. 

Mirroring  content 

To  mirror  the  content  of  the  opposite 
monitor,  using  the  directional  pad  on  the 
remote,  select  "MIRROR"  from  the  Home 
Screen.  This  will  allow  the  identical  content 
to  play  on  both  monitors. 


tion  or  option.  The  playback  controls  will 
disappear  after  approximately  5  seconds 
of  no  activity. 
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DVD  PLAYBACK  CONTROLS 

During  video  playback,  press  ^  to  dis¬ 
play  the  playback  controls.  Press  ► 
or  to  navigate  the  controls. 

Press  ^  to  select  the  highlighted  func- 
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1.  Context  Menu 

Press  on  the  remote  to  open  the 
context  menu.  The  menu  options  will 
vary,  depending  on  the  source. 

2.  Progess  Bar 

Shows  elapsed  time,  total  time,  and 
video  progress  bar  indicator. 

3.  Volume 

Select  to  display  the  volume  level  indi¬ 
cator.  Press  ^  or  ▼  to  increase 
or  decrease  the  volume. 

4  Night  Mode 

Select  to  dim  the  screen  and  reduce 
eye  strain  during  operation  at  night. 

5  Previous 

Select  to  go  to  the  beginning  of  the 
chapter.  Select  again  to  go  to  the  pre¬ 
vious  chapter. 

6.  Rewind 

Select  to  rewind  at  2x,  4x,  8x,  and  16x 
speeds.  Select  ^  to  resume  play¬ 
back. 

7  Stop 

Select  to  stop  DVD  playback  and  return 
to  the  menu. 


8.  Play/Pause 

Select  once  to  pause  DVD  playback. 
Select  again  to  resume  DVD  playback. 

9.  Fast  Forward 

Select  to  fast  forward  at  2x,  4x,  8x,  and 
16x  speeds.  Select  ^  to  resume 
playback. 

10  Next 

Select  to  go  to  the  next  chapter. 

11  Repeat 

Select  once  to  repeat  the  entire  DVD. 
Select  again  to  repeat  the  currently 
playing  chapter  one  time. 

12  Eject 

Select  to  eject  the  disc. 
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Context  menu 

Presses  on  the  remote  to  open  the  con¬ 
text  menu  during  DVD  playback.  The  con¬ 
text  menu  provides  options  to  adjust  the 
display  settings,  audio  settings,  subtitle 
settings,  and  multicast  (on/off).  Press  ^ 
to  select  or  toggle  the  highlighted  item  on 
the  menu.  Presses  to  exit  the  context 
menu. 


Display  settings 

Brightness  is  adjustable  between  Low,  Me¬ 
dium,  High,  and  Default. 

Contrast  is  adjustable  between  Low,  Me- 
I - ^  ^  dium.  High,  and  Default. 
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Sharpness  is  adjustable  between  Low,  Me¬ 
dium,  High,  and  Defauit. 

Aspect  Ratio  is  adjustabie  between  Pan  & 
Scan,  Letter  Box,  Widescreen,  and  Defauit. 

Audio  settings 

The  Audio  settings  ailow  you  to  set  the 
default  audio  language  for  DVD  playback.  If 
the  selected  language  is  included  on  the 
DVD,  the  selected  audio  will  be  heard  in  that 
language. 

Preferred  language 

Preferred  Language  is  selectable  between 
English,  French,  Spanish,  Chinese  (Simpli¬ 
fied),  Chinese  (Traditional),  Dutch,  Portu¬ 
guese,  Italian,  Korean,  Russian,  Arabic,  and 
Default.  The  preferred  language  must  be 
included  on  DVD  in  order  for  it  to  be  dis¬ 
played.  Refer  to  the  DVD  Jacket  for  more 
information. 

Language  switch 

Language  Switch  provides  the  ability  to  se¬ 
lect  between  various  audio  streams  (lan¬ 
guages)  included  on  a  DVD.  Audio  streams 
must  be  included  on  the  DVD  to  be  heard. 
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Subtitle  settings 

The  Subtitle  settings  allow  you  to  set  the 
default  subtitle  language  for  DVD  playback. 
If  the  selected  subtitle  language  is  included 
on  the  DVD,  the  selected  subtitle  audio  will 
be  displayed  during  movie  playback. 

Subtitle  switch 

Subtitle  Switch  (Off/On)  allows  the  subtitles 
to  be  displayed  during  DVD  playback. 


Preferred  Language 

Preferred  Language  is  selectable  between 
English,  French,  Spanish,  Chinese  (Simpli¬ 
fied),  Chinese  (Traditional),  Dutch,  Portu¬ 
guese,  Italian,  Korean,  Russian,  Arabic,  and 
Default.  The  preferred  language  must  be 
included  on  DVD  in  order  for  it  to  be  dis¬ 
played.  Refer  to  the  DVD  Jacket  for  more 
information. 

Language  Switch 

Language  Switch  provides  the  ability  to  se¬ 
lect  between  the  various  subtitles  included 
on  a  DVD.  Subtitles  must  be  included  on  the 
DVD  to  be  seen  during  DVD  playback. 

Multicast 

Multicast  (Off/On)  provides  the  ability  to 
watch  a  DVD  over  the  built-in  Wi-Fi  network 
using  an  application  installed  on  a  mobile 
device.  When  turned  on,  the  DVD  content 
will  be  "cast"  over  the  network  to  allow  us¬ 
ers  with  multiple  mobile  devices  to  enjoy 
the  same  movie.  ‘Requires  application  to 
be  installed  on  the  mobile  device. 
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Bluetooth 


Selecting  "BLUETOOTH"  allows  the 
Bluetooth®  feature  to  be  turned  off/on,  au¬ 
dio  source  selection,  and  lip-sync  adjust¬ 
ments.  For  additional  information,  refer  to 
"Bluetooth®  streaming  and  Lip-Sync  ad¬ 
justment"  in  this  section. 
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CD  OPERATION 
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CD  PLAYBACK  CONTROLS 

During  audio  playbackthe  controls  are  dis¬ 
played  at  all  times. 

1.  Context  Menu 

Press  on  the  remote  to  open  the 
context  menu.  The  menu  options  will 
vary,  depending  on  the  source. 

2.  Progress  Bar 

Shows  elapsed  time,  total  time,  and 
progress  bar  Indicator. 

3  Volume 

Select  to  display  the  volume  level  Indi¬ 
cator.  Press  or  ▼  to  increase 
or  decrease  the  volume. 

4.  Night  Mode 

Select  to  dim  the  screen  and  reduce 
eye  strain  during  operation  at  night. 

5.  Previous 

Select  to  go  to  the  beginning  of  the 
track.  Select  again  to  go  to  the  previous 
track. 

6  Rewind 

Select  to  rewind  at  2x,  4x,  8x,  and  16x 
speeds.  Select  to  resume  playback. 


7  Stop 

Select  to  stop  CD  playback. 

8  Play/Pause 

Select  once  to  pause  CD  playback.  Se¬ 
lect  again  to  resume  CD  playback. 

9.  Fast  Forward 

Select  to  fast  forward  at  2x,  4x,  8x,  and 
16x  speeds.  Select  ^  to  resume 
playback. 

10  Next 

Select  to  go  to  the  next  track. 

11.  Repeat 

Select  once  to  repeat  the  entire  CD.  Se¬ 
lect  again  to  repeat  the  currently  play¬ 
ing  track 

12  Eject 

Select  to  eject  the  disc. 


HDMI/MHL  CONNECTION 
HDMI  connection 

Display  content  from  an  external  source  con¬ 
nected  to  the  system  using  the  HDMI  port 
located  on  the  front  of  monitor  A.  A  standard 
HDMI  cable  Is  required  (sold  separately). 

To  access  the  HDMI  source,  using  the  direc¬ 
tional  pad  on  the  remote,  select  "SOURCE" 
from  the  Home  Screen  and  navigate  to 
HDMI  in  the  menu.  When  HDMI  is  high¬ 
lighted,  a  preview  of  the  HDMI  input  will  be 
displayed  in  the  preview  screen. 
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Press  to  return  to  the  source  menu. 


NOTE: 


NOTE: 


HDMI  connected  devices  are  indepen¬ 
dent  and  must  be  controlled  directly 
from  the  source  device. 

MHL  connection 

The  system  also  allows  mobile  devices 
supporting  Mobile  High-Definition  Link 
(MHL)  to  be  connected.  An  MHL-to-HDMI 
cable  is  required  (sold  separately). 

Mobile  High-Definition  Link  (MHL)  is  an  in¬ 
dustry  standard  mobile  audio/  video  inter¬ 
face  that  allows  connection  of  smart¬ 
phones,  tablets,  and  other  portable 
consumer  electronics  devices  to  the  sys¬ 
tem.  MHL  transports  high-quality  uncom¬ 
pressed  audio  and  video  from  a  mobile 
source  device  to  the  system  and  at  the 
same  time  provides  power  to  recharge  the 
device. 

NOTE: 

MHL  connected  devices  are  independent 
and  must  be  controlled  directly  from  the 
source  device. 
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USB  operation 

Insert  a  USB  device  into  the  USB  port  lo¬ 
cated  on  the  front  of  monitor  A.  Using  the 
directional  pad  on  the  remote,  select 
"SOURCE"  from  the  Home  Screen  and  navi¬ 
gate  to  "USB"  in  the  menu.  When  USB  is 
highlighted,  music,  video  and  photo  icons 
will  appear  in  the  preview  menu  to  the 
right.  The  front  panel  USB  port  provides  up 
to  2  amps  of  outputto  charge  most  mobile 
devices.  Please  note  this  system  does  not 
support  USB  data  transfer  or  audio/  video 
playback  from  mobile  devices. 


When  inserting  a  USB  storage  device 
with  a  large  library  of  content,  there  may 
be  a  delay  before  the  content  is  acces¬ 
sible. 
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Fast-Charge  allows  you  to  charge  certain 
USB  devices  faster  than  normal.  To  enable, 
using  the  directional  pad  on  the  remote, 
select  "FAST-CHARGE"  when  highlighted  in 
the  main  menu.  The  USB  icon  will  display  a 
green  lightning  bolt  when  active. 

NOTE: 

Enabling  the  Fast-Charge  mode  disables 
the  USB  port  from  reading  data  or  con¬ 
tent  from  USB  devices.  When  selecting 
USB  as  the  source,  the  Fast-Charge  fea¬ 
ture  is  automatically  disabled. 


USB/SD  CARD  OPERATION 


SD  card  operation 

Insert  a  full-size  SD  card  into  the  SD  card 
slot  located  on  the  left  side  monitor  A.  Us¬ 
ing  the  directional  pad  on  the  remote,  se¬ 
lect  "SOURCE"  from  the  Home  Screen  and 
navigate  to  "SD  CARD"  in  the  menu.  When 
SD  Card  is  highlighted,  music,  video  and 
photo  icons  will  appear  in  the  preview 
menu  to  the  right. 

Basic  navigation 

USB  and  SD  card  are  characterized  by 
three  different  categories  which  are  videos. 


music,  and  photos.  Each  media  type  will 
show  a  preview  of  the  available  content. 
After  selecting  a  media  type,  navigate  the 
content,  and  select  the  desired  file  or 
photo.  When  a  media  item  is  highlighted, 
the  preview  image  is  enlarged  and  sur¬ 
rounded  by  a  white  border.  If  available,  the 
item's  metadata  (video  title,  filename,  or 
photo  name)  will  be  displayed  in  the  infor¬ 
mation  bar  at  the  bottom  of  the  screen. 

Context  menu 

Press  on  the  remote  while  navigating 
content  to  open  the  context  menu.  The 
context  menu  provides  options  to  adjust 
the  page  view,  sorting,  and  searching.  The 
options  will  vary,  depending  on  the  content. 
Press  to  select  or  toggle  the  high- 
lighted  item  on  the  menu.  Presses  to 
exit  the  context  menu. 

Page  view  —  music  and  videos 

Using  the  directional  pad  on  the  remote, 
select  "PACE  VIEW"  to  change  between  List 
or  Grid.  List  provides  an  alphanumeric  text 
listing  of  all  content,  whereas  Grid  provides 
an  alphanumeric  thumbnail  graphic  view 
of  the  content. 
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Using  the  directional  pad  on  the  remote, 
select  "PAGE  VIEW"  to  change  between  Grid, 
Overview,  Slideshow,  or  Full  Screen.  Grid 
provides  a  large  thumbnail  graphic  view, 
whereas  Overview  provides  a  small 
thumbnail  graphic  view  of  the  content. 
Slideshow  will  play  photos  in  sequence  and 
Full  Screen  fills  the  entire  screen. 


LHA4897 

Search 

Search  provides  an  easy  way  to  find  and 
play  content  by  name.  Using  the  directional 
pad  on  the  remote,  select  "SEARCH"  to  dis¬ 
play  the  on-screen  keyboard.  Use  the  di¬ 
rectional  pad  to  navigate  the  keyboard  and 
enter  the  first  few  characters  of  the  file¬ 
name.  Once  the  desired  file  is  displayed, 
press  23  to  hide  the  keyboard. 
Press  ^  to  begin  playback. 


Sorting  —  videos 

Using  the  directional  pad  on  the  remote, 
select  "SORTING"  to  select  between  Title, 
Rating,  Year,  Filename,  or  Genre. 

Sorting  —  music 

Using  the  directional  pad  on  the  remote, 
select  "SORTING"  to  select  between  Artist, 
Album,  Year,  Filename,  Song,  or  Genre. 

Sorting  —  photos 

Using  the  directional  pad  on  the  remote, 
select  "SORTING"  to  select  between  Date  or 
Filename. 


Wonitor,  climatG,  audio,  phone  and  voice  recognition  systems  4-65 


OEi&LER  e^ROCE! 


1.  Context  Menu 


LHA4898 


USB/SD  card  video  playback 
controls 

During  video  playback,  press  to  dis¬ 
play  the  playback  controls.  Press  ► 
or  to  navigate  the  controls. 


Press  ^  to  select  the  highlighted  func¬ 
tion  or  option.  The  playback  controls  will 
disappear  after  approximately  5  seconds 
of  no  activity. 


Press  on  the  remote  to  open  the 
context  menu.  The  menu  options  will 
vary,  depending  on  the  source. 

2.  Progress  Bar 

Shows  elapsed  time,  total  time  and 
video  progress  bar  indicator. 

3  Volume 

Select  to  display  the  volume  level  Indi¬ 
cator.  Press  ^  or  ▼  to  increase 
or  decrease  the  volume. 

4.  Night  Mode 

Select  to  dim  the  screen  and  reduce 
eye  strain  during  operation  at  night. 

5.  Previous 

Select  to  go  to  the  beginning  of  the 
chapter.  Select  again  to  go  to  the  pre¬ 
vious  chapter. 

6  Rewind 

Select  to  rewind  at  2x,  4x,  8x,  and  16x 
speeds.  Select  ^  to  resume  play¬ 
back. 

7  Stop 

Select  to  stop  DVD  playback  and  return 
to  the  menu. 
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8  Play/Pause 

Select  once  to  pause  DVD  playback. 
Select  again  to  resume  DVD  playback. 

9.  Fast  Forward 

Select  to  fast  forward  at  2x,  4x,  8x,  and 
16x  speeds.  Select  ^  to  resume 
playback. 

10  Next 

Select  to  go  to  the  next  chapter. 

11.  Repeat 

Select  once  to  repeat  the  entire  DVD. 
Select  again  to  repeat  the  currently 
playing  chapter  one  time. 


Using  the  directional  pad  on  the  remote, 
select  VIDEOS"  to  navigate  the  content. 
When  a  media  item  is  highlighted  in  Grid 
mode,  the  preview  image  is  enlarged  and 
surrounded  by  a  white  border.  The  video 
title  will  be  displayed  in  the  information  bar 
at  the  bottom  of  the  screen.  Press  ^  to 
begin  playback.  When  choosing  a  video 
that  has  previously  been  started,  a  "Re¬ 
sume"  option  is  available. 


Context  menu 

Presses  on  the  remote  to  open  the  con¬ 
text  menu  during  playback.  The  context 
menu  provides  options  to  adjust  the  dis¬ 
play  settings,  aspect  settings,  and 
Bluetooth®  settings.  Press  to  select 
or  toggle  the  highlighted  item  on  the 
menu.  Press  to  exit  the  context  menu. 

Display  settings 

Brightness  is  adjustable  between  Low,  Me¬ 
dium,  High,  and  Default. 

Contrast  is  adjustable  between  Low,  Me¬ 
dium,  High,  and  Default. 

Sharpness  is  adjustable  between  Low,  Me¬ 
dium,  High,  and  Default. 

Aspect  is  adjustable  between  Preserve, 
Crop,  and  Stretch. 

Bluetooth®  settings 

Selecting  "BLUETOOTH"  allows  the 
Bluetooth®  feature  to  be  turned  off/on,  au¬ 
dio  source  selection,  and  lip-sync  adjust¬ 
ments.  For  additional  information,  refer  to 
"Lip-Sync  adjustments"  in  this  section. 
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Playing  music 

Navigating  through  a  music  library  is  iden¬ 
tical  to  navigating  through  the  video  library. 
The  default  sorting  option  for  music  is  Art¬ 
ist.  Selecting  an  artist  will  then  sort  by  Al¬ 
bum  and  will  display  all  available  albums  by 
that  artist.  There  is  also  an  option  to  Play 
ALL  albums  from  the  selected  artist. 

Select  an  album  to  display  all  songs  in  the 
album.  Press  or  ▼  to  navigate  the 
songs.  Press  ^  to  begin  playback. 


During  playback,  press  to  select  the 
Now  Playing  screen.  The  Now  Playing 
screen  includes  the  following  controls:  Pre¬ 
vious  Song,  Next  Song,  Rewind,  Fast- 
Forward,  Play/Pause,  Shuffle,  Repeat,  Vol¬ 
ume  Control,  and  Night  mode. 

Press  O  to  return  to  the  Playlist  screen. 
The  audio  will  continue  to  play  while  navi¬ 
gating  the  playlist  screen.  The  system  will 
return  to  the  Now  Playing  screen  after  ap¬ 
proximately  15  seconds  of  no  activity. 
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Navigating  photos 
To  view  photos,  using  the  directional  pad 
on  the  remote  navigate  to  "SOURCE"  then 
"USB"  or  "SD  CARD"  then  "PHOTOS"  from  the 
home  screen.  Storage  device  must  be  con¬ 
nected  to  display  to  read  media.  Use  the 
directional  pad  to  highlight  the  photo  then 
press  ^  to  view. 

Highlight  the  vertical  arrows  on  menu  to 
access  the  page  selector  feature  to  quickly 
scan  photos. 

Presses  to  highlight  additional  options 
including  Sorting,  Page  View,  Set  As  Back¬ 
ground,  and  Search. 


Sorting  lets  you  arrange  the  photos  by  file¬ 
name  or  date. 

Page  View  allows  the  user  to  view  photos  in 
Fullscreen,  Grid,  Overview,  or  Slideshow. 

Set  As  Background  sets  the  selected  photo 
as  the  home  screen  background. 

Search  prompts  the  user  to  input  a  file¬ 
name  or  date  to  find  a  photo. 


About  Slingplayer® 

A  Slingbox®  (sold  separately)  connects  to 
your  home  network  and  sits  between  your 
cable  or  set-top  box  and  your  TV.  When 
accessed  remotely,  your  Slingbox®  slings 
your  content  to  the  RSI  system.  To  use 
Slingplayer®,  an  external  internet  connec¬ 
tion  is  required.  For  additional  information, 
refer  to  "Using  WI-FI"  In  this  section  to  en¬ 
able  Client  Mode  in  the  Wi-Fi  Settings  and 
allow  the  system  to  connect  to  a  WI-FI 
hotspot. 


Using  Slingplayer® 

Using  the  directional  pad  on  the  remote, 
select  "SOURCE"  from  the  Flome  Screen 
and  navigate  to  "SLINGPLAYER"  In  the 
menu.  The  first  use  of  Slingplayer®  will 
prompt  you  for  login  credentials.  Use  the 
remote  control  to  navigate  the  on-screen 
keyboard  and  enter  the  e-mail  address 
and  password  associated  with  your  Sling¬ 
player®  account. 
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Slingplayer®  options 

Once  logged  in,  the  main  Slingplayer® 
menu  page  is  displayed  with  3  options: 

1.  Select  "DIRECTORY"  to  watch  live  televi¬ 
sion  from  a  Slingbox®. 

2.  Select  "SETTINGS"  to  change  the  set¬ 
tings  of  the  Slingplayer®  application. 

3.  Select  "HELP"  to  display  information  on 
how  to  properly  use  the  Slingplayer® 
application. 


_ LHA4905 

Connect  to  a  live  video  stream 

Press  to  access  the  navigational 

menu  that  will  display  two  sets  of  Menu 
Control  Bars.  The  upper  Menu  Control  Bar 
displays  types  of  controls.  Press  to 
select  the  desired  type  of  control. 
Press  to  hide  the  menus  and  return 
to  the  live  stream. 


slingplayer®  control  options  include: 

•  Main 

•  DVR 

•  Directional  Pad 

■  Number 

■  Miscellaneous 


4-70  Monitor,  climate,  audio,  phone  and  voice  recognition  syst^^ 


OEi&LER  e?;%OCE< 


Press  ^  to  display  the  upper  and  lower 
Menu  Control  Bar  for  Slingplayer®.  By  de¬ 
fault,  the  "Main"  icon  on  the  upper  Menu 
Control  Bar  is  highlighted,  showing  the 
"Main"  menu  options  in  the  lower  Menu 

Control  Bar.  Press  ▼  or  ^  to  navi¬ 
gate  to  the  lower  options  and  select 
"GUIDE".  This  will  launch  the  Program 
Cuide.  Once  the  guide  has  loaded,  use  the 
directional  pad  and  press  to  select 
the  desired  channel  or  program. 
Press  23  multiple  times  or  to  exit. 


Connection  quality 
The  quality  of  a  mobile  network  connec¬ 
tion,  whether  it's  Wi-Fi  or  a  mobile  hotspot 
can  vary,  due  to  network  conditions.  Con¬ 
nection  speed  and  bandwidth  can  fluctu¬ 
ate,  creating  conditions  that  aren't  optimal 
for  smooth  streaming. 

Slingbox®  compatibility 

The  following  legacy  Slingbox®  devices  are 
not  supported:  Slingbox  PRO,  Slingbox  AV, 
Slingbox  TUNER,  Slingbox  Classic. 

Visit  www.slingbox.com  for  more  informa¬ 
tion  on  Slingbox  or  where  to  purchase. 


Siiogmedia 
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Exiting  Slingplayer® 

There  are  two  ways  to  exit  the  Slingplayer® 

application.  Press  A  or  23  while  on 
the  main  screen  to  return  to  the  main 
menu.  When  exiting  the  application,  you  will 
be  prompted  to  confirm:  "Are  you  sure  you 
want  to  exit  Slingplayer?  There  will  be  no 
data  usage  once  exited".  Select  'Yes"  to  re¬ 
turn  to  the  Home  Screen  or  select  “No"  to 
return  to  the  stream. 
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About  Miracast® 

Miracast®  is  a  dedicated  wireiess  connec¬ 
tion  technoiogy  that  aiiows  content 
streaming  between  a  mobiie  device  and 
the  RSI  system.  The  connection  is  made 
without  cables  or  a  network  connection.  It 
provides  the  ability  to  "cast"  (display)  con¬ 
tent,  such  as  images  or  videos  from  the 
mobile  device  to  the  RSI  system.  There  is  no 
need  for  an  external  Internet  connection 
and  the  ability  to  connect  is  inside 
Miracast-certified  devices. 


Using  Miracast® 

Using  the  directional  pad  on  the  remote 
select  "SOURCE"  from  the  Home  Screen 
and  navigate  to  "MIRACAST"  in  the  menu. 
"Ready  to  Connect"  will  be  displayed.  En¬ 
able  Screen  Mirroring  on  the  mobile  device 
and  look  for  "RSI-MIracast"  in  the  list  of  pos¬ 
sible  devices  to  connect  to.  Note  that  Mira¬ 
cast®  may  be  labeled  differently,  depend¬ 
ing  on  the  mobile  device  and  its  operating 
system.  If  Miracast®  is  not  available,  lookfor 
Smart  View  or  Screen  Mirroring  in  the  set¬ 
tings  menu  of  your  mobile  device.  Remem¬ 
ber  to  end  your  Miracast®  connection 
when  finished  to  avoid  draining  the  battery 
of  your  mobile  device. 

This  screen  must  be  active  to  be  able  to 
connect  your  mobile  device  to  the  monitor. 

Visit  www.wi-fi.org  for  a  current  list  of  Mira¬ 
cast®  certified  devices. 

USING  THE  MOBILE  APPLICATION 
ON  YOUR  MOBILE  DEVICE 

Download  the  free  "VOXX-RSI"  mobile  appli¬ 
cation  on  your  mobile  device  from  Apple 
ITunes  or  Google  Play  store.  A  full  version  of 
the  RSI  Owner's  Manual  is  also  included 
within  the  mobile  application. 
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_ A  WARNING _ 

THIS  MOBILE  APP  IS  NOT  FOR  DRIVER 
USE 

To  reduce  risk  of  a  crash  which  can  re¬ 
sult  in  death  or  serious  injury,  always 
drive  carefully  and  in  accordance  with 
traffic  laws.  The  driver  should  not  use 
the  mobile  app  while  the  vehicle  is  in 
motion.  Mobile  app  use  may  only  be  ex¬ 
ercised  by  the  driver  after  you  have 
stopped  your  vehicle  in  an  appropriate 
location  permitted  by  law.  The  mobile 
app  is  specifically  designed  to  be  used 
by  passengers  other  than  the  driver, 
provided  it  does  not  interfere  with  driv¬ 
ing,  and  does  not  distract  the  driver's 
attention  to  the  road. 


About  SmartStream 

SmartStream  is  a  wireless  connection 
technology  that  allows  content  streaming 
between  a  mobile  device  and  the  RSI  sys¬ 
tem  and  between  mobile  devices.  Content 
Is  streamed  over  the  built-in  Wi-Fi  network 
using  an  application  installed  on  a  mobile 
device.  There  Is  no  need  for  an  external 
Internet  connection. 


Using  SmartStreann 

Before  using  the  SmartStream  feature,  a 
compatible  UPnP  application  is  required  to 
be  downloaded  and  Installed  on  your  mo¬ 
bile  device.  To  stream  content  from  a  mo¬ 
bile  device,  you  must  first  connect  it  to  the 
RSI  network. 

Connecting  a  mobile  device  to 
the  RSI  network: 

1.  Using  the  directional  pad  on  the  re¬ 
mote,  select  "SOURCE"  from  the  Home 
Screen  and  then  select  "SMART- 
STREAM"  in  the  menu.  A  device  connec¬ 
tion  screen  will  be  displayed  on  the 
monitor. 

2.  Navigate  to  the  'Wi-Fi"  settings  menu  of 
the  mobile  device  and  establish  a  con¬ 
nection  to  the  network  named  "RSI- 
WiFi". 


NOTE: 

Access  Point  must  be  selected  to  use  the 
SmartStream  feature.  For  additional  in¬ 
formation,  refer  to  "Using  Wi-Fi"  in  this 
section. 


3.  When  prompted,  enter  the  network 
password  to  join  the  RSI-WiFi  network. 

Select  the  Show  Password  check  box  in 
the  Wi-Fi  Settings  menu  to  display  the 
current  password.  For  additional  infor¬ 
mation,  refer  to  "Using  Wi-Fi"  in  this  sec¬ 
tion. 

" - \  - — "" 
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Steaming  content  from  a  mobile 
device: 

1.  Once  connected,  launch  the  applica¬ 
tion,  and  select  SmartStream  on  the 
mobiie  device. 

2.  Choose  the  desired  monitor  to  stream 
to  by  selecting  Monitor  A  or  Monitor  B. 
Note:  To  stream  content  from  a  mobiie 
device  the  monitor  must  be  set  to 
SmartStream  in  the  source  menu. 


3.  Seiectthe  desired  source  content  from 
the  list  of  avaiiabie  devices.  Content 
can  be  browsed  from  ail  devices  that 
are  connected  to  the  RSI  Wi-FI  network 
and  have  a  compatible  UPnP  applica¬ 
tion  installed. 

4.  After  selecting  a  content  source,  navi¬ 
gate  through  the  folders,  and  select 
the  desired  file  to  stream  to  the  moni¬ 
tor.  Once  the  file  is  selected.  It  will  begin 
streaming  to  the  monitor  that  was  se¬ 
lected  In  step  2  above. 

5.  Playback  controls  are  available  from 
the  Now  Playing  screen  in  the  UPnP 
application  and  from  the  monitor. 
Press  ^  to  display  the  playback 
controls  on  the  monitor. 

NOTE: 

■  Content  protected  with  DRM  (Digital 
Rights  Management]  cannot  be 
streamed  using  the  SmartStream 
feature. 

■  A  wired  connection  (HDMI  or  MHL)  is 
required  to  stream  protected  content 
from  a  mobile  device  to  the  RSI  system. 
For  additional  information,  refer  to 
"HDMI/MHL  connection"  in  this  section. 
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SETTINGS 

The  following  settings  can  be  accessed 
from  the  main  menu: 


Wi-Fi 

Change  the  SSID  (network  name),  change 
the  password  of  the  network,  and  toggle 
between  Client  Mode  or  Access  Point. 

Read  Back 

A  text-to-speech  aid  that  enables  the  sys¬ 
tem  to  read  text  items  displayed  on  the 
screen.  This  feature  guides  the  user 
through  operating  the  RSI  system. 
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Display 

Adjust  Brightness,  Contrast,  and  Sharp¬ 
ness  settings. 

Audio 

Select  the  monitor  to  use  for  Bluetooth® 
audio  streaming  and  set  the  maximum 
volume  level  when  using  wired  head¬ 
phones. 

Advanced 

Change  the  language  of  the  GUI  (Graphic 
User  Interface),  reset  the  RSI  system,  and 
update  the  software. 

Customize 

Change  the  background  image  of  the 
home  screen  using  content  from  an  SD 
card  or  USB  storage  device. 

Parental 

Set  or  change  the  password  to  limit  DVD 
content  playback  using  parental  control 
based  on  the  Motion  Picture  Association  of 
America  (MPAA)  ratings. 

Bluetooth 

Control  Bluetooth®  audio  streaming 
(On/Off)  and  select  from  the  available  list  of 
paired  devices. 


Access  Point 

Access  Point  is  used  when  connecting 
other  mobile  devices  to  the  RSI's  built-in 
internal  network.  This  mode  allows  the  RSI 
system  to  connect  to  devices  "inside"  the 
vehicle,  using  an  optional  UPnP  application 
installed  on  a  mobile  device. 

To  change  the  SSID,  navigate  the  keyboard 
and  enter  the  desired  network  name.  Se¬ 
lect  Enter  when  complete.  The  default  SSID 
name  is  RSI-WiFi. 


To  change  the  network  password,  navigate 
the  keyboard  and  enter  the  desired  nu¬ 
meric  password.  Select  Enter  when  com¬ 
plete.  Select  the  Show  Password  check  box 
to  display  the  current  password.  Select 
Save  to  save  the  SSID  and  password. 

Client  Mode 

Client  Mode  is  used  when  connecting  the 
RSI  system  to  an  external  network  or  to  the 
internet  using  a  mobile  hotspot.  This  mode 
allows  the  RSI  system  to  connect  "outside" 
the  vehicle. 

Enable  Client  mode  by  highlighting  the  Sta¬ 
tus  switch.  The  switch  will  turn  green  when 
on.  The  RSI  system  will  begin  searching  for 
available  wireless  networks  and  display 
them  below.  Navigate  to  the  desired  net¬ 
work  and  press  ^  to  select  it.  Enter  the 
password  (if  necessary)  to  complete  the 
connection.  The  system  will  automatically 
connect  to  the  last  connected  network  un¬ 
til  Client  Mode  is  disabled. 

NOTE: 

Client  mode  will  use  data  from  the  exter¬ 
nal  Wi-Fi  connection.  Use  with  care  as 
additional  data  is  consumed  when  using 
mobile  device  data  plans. 
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Using  Read  Back* 

Enable  the  Read  Back  feature  by  highlight¬ 
ing  the  Status  switch.  The  switch  will  turn 
green  when  on.  Highlight  the  Save  button 
and  press  to  enable  Read  Back.  When 
enabled,  the  RSI  system  will  read  the  text  of 
menu  items  displayed  on  the  screen,  pro¬ 
viding  audible  guidance  on  howto  use  the 
system.  A  blue  bar  will  also  appear  at  the 
top  of  each  screen  indicating  the  Read 
Back  feature  is  enabled. 


Speech  Volume 

Speech  Volume  can  be  adjusted  to  match 
the  media  volume  (spoken  text  volume  is 
the  same  volume  level  as  the  content  be¬ 
ing  played).  To  reduce  the  Speech  Volume 
to  be  lower  than  the  volume  level  content 
being  played,  set  it  to  75%,  50%,  or  25%  of 
the  media  volume. 

Speech  Rate 

Speech  Rate  can  be  adjusted  between 
Normal,  Fast,  or  Slow.  This  setting  controls 
how  fast  the  spoken  text  is  pronounced. 

‘Complies  with  FCC/Accessibility  rule  21st 
Century  Communications  and  Video  Ac¬ 
cessibility  Act  (CVAA). 
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Display  settings 

Brightness 

Brightness  is  a  measurement  of  the 
amount  of  light  the  monitor  produces.  For 
displaying  movies,  a  brighter  luminance 
rating  is  desirable.  Select  between  Low,  Me¬ 
dium,  High,  and  Default  (High). 

Contrast 

Contrast  is  a  ratio  of  difference  of  the  moni¬ 
tor's  ability  to  produce  bright  whites  and 
dark  blacks.  Select  between  Low,  Medium, 
High,  and  Default  (High). 
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Sharpness 

Sharpness  is  edge  contrast  that  is  visible 
along  edges  of  content.  Decreasing  the 
sharpness  will  create  a  softer  image.  In¬ 
creasing  the  sharpness  will  affect  the  con¬ 
trast  only  along/near  edges  of  the  image 
while  leaving  smooth  areas  of  the  image 
alone.  Select  between  Low,  Medium,  High, 
and  Default  (Low). 


Audio  settings 


Headphones 

For  hearing  protection, there  is  a  maximum 
volume  setting  to  limit  the  audio  output  of 
the  front  panel  3.5mm  headphone  output. 
Select  the  desired  maximum  volume  from 
0  - 100  and  select  Save  to  store  the  value. 

Bluetooth  Source 

When  Bluetooth®  is  enabled  and  a  connec¬ 
tion  is  established  to  the  vehicle's  stereo 
system,  choose  the  monitor  to  be  used  as 
the  source  to  stream  audio  from.  Select 
Monitor  A  to  stream  audio  from  the  Driver 
side  monitor  or  select  Monitor  B  to  stream 


audio  from  the  Passenger  side  monitor.  Se¬ 
lect  OK  to  confirm  and  store  the  desired 
monitor. 


NOTE: 

■  When  monitor  A  is  selected  as  the 
source  to  stream  from,  the  audio  out¬ 
put  to  the  wireless  and  wired  head¬ 
phones  will  be  disabled  (only  on 
monitor  A). 
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To  use  the  wireless  or  wired  head¬ 
phones  with  monitor  A,  you  must  turn 
off  the  Bluetooth®  streaming  feature. 
For  additional  information,  refer  to 
"Bluetooth®  streaming"  in  this  sec¬ 
tion. 


Language 

The  system  language  used  for  the  GUI 
(Graphic  User  Interface)  can  be  changed  to 
any  of  the  following  languages  English, 
Spanish,  French,  Arabic,  Simplified  Ghinese, 
Traditional  Ghinese,  and  Hebrew.  To 
change  the  language,  highlight  and  select 
the  current  language  and  a  drop-down  list 
will  appear  containing  the  available  lan¬ 
guages.  Ghoose  the  desired  language  and 
select  Save  to  display  the  confirmation  dia¬ 
log  box.  Select  Yes  to  confirm  and  reboot 
the  RSI  system.  __r 
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Reset 

A  master  reset  will  return  the  RSI  system 
settings  to  the  factory  defaults.  Any  user 
options  and  customization  will  be  lost  and 
reset  back  to  factory  default  settings.  To 
reset  the  system,  select  Yes  when  the  dia¬ 
log  confirmation  box  appears. 

Update 

Displays  the  current  software  version  Infor¬ 
mation.  Select  Update  to  begin  a  software 
update  (reserved  for  future  use). 


NOTE: 


Background 

Customize  the  RSI  system  by  changing  the 
background  image  of  the  main  menu 
screen  on  each  monitor.  Select  a  source  to 
load  the  image  from.  Options  include  USB, 
SD  card,  or  Local  (internal  memory). 

Select  a  source  then  navigate  the  content 
and  select  the  new  background  image. 
Choose  the  desired  image  and  display  the 
confirmation  dialog  box.  Select  Yes  to  con¬ 
firm.  Press  A  to  view  the  new  back¬ 
ground  image. 


Each  monitor  can  have  its  own  back¬ 
ground  image. 

The  Local  source  stores  the  10  most 
recent  background  images. 

To  restore  the  default  background 
image,  perform  a  factory  reset.  For 
additional  information,  refer  to  "Ad¬ 
vanced  settings"  in  this  section. 
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Bluetooth®  Streaming 
To  access  "BLUETOOTH"  from  the  home 
screen  use  the  directional  pad  on  the  re¬ 
mote  and  navigate  to  "SETTINGS"  then 
"BLUETOOTH".  Status  button  Indicates  If  the 
Bluetooth®  is  enabled  when  green  or  dis¬ 
abled  when  red.  Highlight  and  press  ^ 
to  enable  or  disable  Bluetooth®. 

Once  enabled,  the  RSI  will  automatically 
search  for  available  devices  In  pairing 
mode.  Using  the  directional  pad  on  the  re¬ 
mote,  select  "Device  name"  then  "Connect" 
to  pair.  Input  the  PIN  from  connecting  de¬ 
vice  (if  prompted).  Device  name  will  display 
"Connected"  once  paired  properly.  Select 
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"OK"  to  confirm  changes  and  close  the  win¬ 
dow.  To  unpair  a  Bluetooth®  device,  select 
Device  name  then  Unpair. 

If  the  device  is  not  listed,  select  Refresh 
Symbol  and  the  device  will  appear  in  Avail¬ 
able  device  list.  If  device  does  not  appear, 
double  check  that  the  device  is  in  pairing 
mode  (refer  to  the  device's  manual  for  in¬ 
structions). 

Bluetooth®  equipped  vehicles  can  stream 
audio  from  the  display  through  vehicle's 
sound  system  once  paired.  For  additional 
information,  refer  to  the  separate 
NissanConnect®  Owner's  Manual. 
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Lip-Sync  adjustment 

Lip-Sync  adjustments  can  be  accessed  by 
pressing  on  the  remote,  then  select¬ 
ing  "BLUETOOTH".  Highlight  the  numerical 
value  and  press  ^  .  Use  the  directional 
pad  to  synchronize  video  and  audio  play¬ 
back  due  to  small  delay  inherent  in  some 
Bluetooth®  devices.  Press  to  set 

value.  Highlight  save  and  press  ^  to  exit. 
To  select  which  Monitor  will  stream 
Bluetooth®,  using  the  directional  pad  on 
the  remote  select  "SETTINGS:  then  "AUDIO" 
then  "BLUETOOTH"  from  the  home  screen. 
Highlight  "MONITOR  A'  or  "MONITOR  B"  and 
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press  .  Selecting  Monitor  A  or  B  to 
stream  Bluetooth®  can  also  be  achieved  by 
pressing's  while  video  is  playing. 
Presses  then  "BLUETOOTH",  then  "SE¬ 
LECT".  Highlight  "MONITOR  A",  "OFF",  or 
"MONITOR  B".  Highlight  "SAVE"  and 
press  to  set  configuration  and  close 
the  window. 
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Some  DVDs  may  have  a  parental  rating 
level  assigned  to  the  entire  disc  or  to  cer¬ 
tain  scenes/chapters  on  the  disc.  Parental 
Lock  allows  the  playback  limitation  level  to 
be  set.  This  prohibits  the  playing  discs  that 
are  not  suitable  for  children  or  have  alter¬ 
native  scenes.  The  rating  levels  range  from 
1  to  8.  They  are  country  dependent,  but  in 
general  they  are  defined  as  follows: 

1  KID  SAFE: 

Kids  material;  recommended  children  and 
viewers  of  all  ages. 


2C: 

General  Audience;  recommended  for  all 
ages. 

3  PC: 

Parental  Guidance  suggested. 

4  PC-13: 

Unsuitable  for  children  under  age  13. 

5/6  PCR/R: 

Parental  Guidance/Restricted  content  not 
suitable  for  children  under  the  age  of  17 

7  NC-17 

No  children  under  age  17 

8  Adult: 

Mature  content;  should  be  viewed  only  by 
an  adult  due  to  graphic  sexual  material, 
violence,  or  language. 

Once  a  rating  level  is  set,  DVDs  that  are 
rated  above  that  level  will  not  play  unless  a 
4-digit  password  is  entered  and  higher- 
level  rating  is  chosen. 
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Changing  parental  lock 

To  set  the  parental  lock  using  the  direc¬ 
tional  pad  on  the  remote,  select  "SETTINGS" 
then  PARENTAL"  from  the  home  screen. 
Choose  password  with  directional  pad  and 

press  ^  to  enter,  press  ^  again  to 
confirm  your  password.  Once  the  pass¬ 
word  is  selected,  the  parental  rating  menu 
will  appear  to  select  highest  playable  DVD 
rating  from  1  -  8. 
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For  example,  to  set  the  ratings  limit  for  PG 
and  below,  select  "RATINGS"  then  "3"  using 
the  directional  pad  and  press  ^  ,  based 
on  the  rating  levels.  For  additional  informa¬ 
tion,  refer  to  "About  parental  lock"  in  this 
section. 

TROUBLESHOOTING 


To  change  password,  select  "SETTINGS" 
then  "PARENTAL"  from  the  home  screen. 
Enter  the  current  password,  select  “PASS¬ 
WORD"  then  "MODIFY"to  set  new  password, 
press  once  to  enter,  and  select  again 
to  confirm.  To  exit  "PARENTAL"  menu 
press  A  . 


To  remove  the  parental  lock  password,  se¬ 
lect  "SETTINGS"  then  "PARENTAL  from  the 
home  screen.  Enter  the  current  password. 
Select  "PASSWORD"  then  "REMOVE", 
press  to  enter,  and  select  again  to 
confirm.  To  exit  Parental  menu  press  A 


Symptom 

Remedy 

Monitor  does  not  power  on 

Verify  the  vehicle  is  in  the  ON  or  ACC  position. 

Verify  the  battery  is  installed  correctly  in  the  remote  control. 

Verify  the  in-line  fuse  protection  is  good.  Refer  to  the  RSI  system  installation  instructions  for  vehicle-specific  fuse  location. 

Monitor  front  panel  controls 
flash  red 

For  further  diagnosis,  it  is  recommended  that  you  visit  a  NISSAN  dealer. 

System  frozen  -  will  not  re- 
spond 

Soft  reset  the  system  by  pressing  and  holding  the  power  button  on  the  top  of  the  driver  side  monitor  for  5  seconds. 

Hard  reset  the  system  by  turning  the  ignition  off,  then  back  on. 

Disc  will  not  play 

Insert  the  disc  with  label  side  facing  the  rear  of  the  vehicle. 

Check  if  the  disc  is  defective  by  trying  another  disc. 

Check  the  type  of  disc  being  played.  This  unit  only  plays  DVD  (Single,  Dual  Layer),  DVD-R/+R,  DVD+R  Dual  layer,  DVD-RW/+RW,  CD, 

CD-R,  and  CD-RW. 

The  unit  and  the  disc  are  coded  by  region.  If  the  region  codes  don't  match,  the  DVD  can't  be  played. 

Disc  plays,  but  stops  inter- 
mittently 

The  disc  may  be  dirty  and  need  cleaning. 

Condensation  may  have  formed  inside  the  unit.  Remove  the  disc  and  allow  unit  to  dry  out. 

The  disc  may  be  scratched  too  badly  to  play. 

No  picture 

Check  that  the  signal  source  is  connected. 

Check  the  menu  source  setting.  Match  your  monitor  mode  with  the  source  correctly. 

Distorted  picture 

Check  the  disc  for  fingerprints  and  clean  with  a  soft  cloth,  wiping  from  center  to  edge. 
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Symptom 

Remedy 

Cannot  advance  through  a 
DVD  movie 

You  cannot  advance  through  the  opening  credits  and  warning  information  that  appears  at  the  beginning  of  DVDs  because  the 
disc  is  programmed  to  prohibit  these  actions. 

Some  discs  may  not  allow  this  function.  Try  another  disc. 

No  sound  or  distorted 

sound 

Make  sure  that  the  external  media  device  is  connected  properly,  and  all  cables  are  securely  inserted  into  the  appropriate  jacks. 

Verify  that  the  batteries  in  the  headphones  are  fresh. 

If  you  are  using  the  wireless  headphones,  make  sure  you  turn  on  the  power  and  select  the  correct  monitor  (A  or  B). 

Verify  the  volume  is  turned  up  on  headphones  and  the  system. 

Verify  nothing  is  blocking  the  path  between  the  monitor  IR  sensor  and  headphones. 

When  placing  the  headphones  on  your  head,  make  sure  to  observe  the  Left  and  Right  orientation.  The  headphones  must  be  ori¬ 
ented  correctly  (facing  forward)  to  receive  the  audio  signal. 

Monitor  feels  warm 

When  the  monitor  is  in  use  for  a  long  period  of  time,  the  surface  will  be  warm.  This  is  normal. 

Player  does  not  respond  to 
all  commands  during  play¬ 
back 

The  DVD  may  not  permit  some  commands.  Refer  to  the  specific  instructions  included  with  the  DVD  for  more  information. 

A  Parental  Setting  message 
is  displayed,  prohibiting 
movie  playback 

Enter  the  4-digit  Parental  Password  using  the  remote  and  then  press  ^  .  For  additional  information,  refer  to  "Changing  paren¬ 
tal  lock"  in  this  section. 

Cannot  connect  mobile  de- 

vice  to  the  internal  RSI  Wi-Fi 

network 

Check  to  make  sure  Wi-Fi  is  enabled  on  the  mobile  device. 

Check  to  make  sure  RSI  is  set  to  Access  Point  mode. 

Check  to  make  sure  the  correct  password  is  used.  For  additional  information,  refer  to  "Using  Wi-Fi"  in  this  section. 

Cannot  connect  RSI  system 
to  an  external  Wi-Fi  network 

Check  to  make  sure  RSI  is  set  to  Client  Mode.  Check  to  make  sure  the  correct  password  is  used.  For  additional  information,  refer 
to  "Using  Wi-Fi"  in  this  section. 

Cannot  establish  a 

Bluetooth®  connection 

Check  to  make  sure  Bluetooth®  is  enabled  on  the  RSI  system.  For  additional  information,  refer  to  "Bluetooth®  streaming"  in  this 
section. 

Cannot  establish  a  Mira- 

cast®  connection  to  the  RSI 
system 

Check  to  make  sure  mobile  device  supports  Miracast®.  Visit  vwwv.wi-fi.org  for  a  current  list  of  Miracast®  certified  devices. 

Check  to  make  sure  Miracast®  is  enabled  on  the  mobile  device. 

Select  Miracast®  source  from  the  RSI  main  menu. 

Monitor,  climate,  audio,  phone  and  voice  recognition  systems  4-83 


OEi&LER  e?;%OCE< 


Symptom 
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Cannot  play  certain  files 
from  USB  or  SD  cards 

Audio/video  files  embedded  with  DRM  are  not  compatible. 

Some  USB  storage  devices  and  SD  cards  may  not  be  compatible.  Replace  the  external  storage  device  (USB,  SD). 

Due  to  ongoing  technological  advancements,  some  USB  flash  drives  and  SD  cards  may  be  incompatible  with  this  system. 

Cannot  connect  to  external 
Singbox® 

Check  to  make  sure  RSI  is  set  to  Client  Mode.  For  additional  information,  refer  to  "Using  W-Fi"  in  this  section. 

Check  network  upload  speed  from  your  home  (or  wherever  the  Singbox®  is  located). 

Confirm  hotspot  or  Wi-Fi  download  speed/connection  quality. 

Check  that  your  Singbox®  is  properly  set  up. 

Cannot  share  content  from 

a  mobile  device  to  the  RSI 
system 

A  compatible  UPnP  app  is  required  to  be  installed  on  the  mobile  device. 

Audio/video  files  embedded  with  DRM  cannot  be  streamed  to  the  RSI  system. 

Cannot  share  content  be- 
tween  mobile  devices  using 
the  internal  Wi-Fi  network 

Check  to  make  sure  Wi-Fi  is  enabled  on  the  mobile  device. 

Check  to  make  sure  RSI  is  set  to  Access  Point  mode.  For  additional  information,  refer  to  "Using  W-Fi"  in  this  section. 
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SPECIFICATIONS 


LCD  Backlight  Type 

LED 

Display  Type 

8.0  inch  (Diagonal)  a-Si  TFT  Active  Matrix,  1024x3{RGB)  x  600  resolution 

Supported  Disc  Types 

DVD  (Single,  Dual  Layer),  DVD-R/+R,  DVD+R  Dual  layer,  DVD-RW/+RW,  CD,  CD-R,  CD-RW 

Frequency  Response 

3.5mm  Audio  Output;  200Hz  ~  16kHz  +/-  6dB 

HDMI  Support 

Version  1.4b,  HDCP  2.1  Compliant 

MHL  Support 

Version  2.0, 900mA  Maximum  Charging  Output 

Wireless  Audio 

2-Channel  Stereo  Headphone  Operation,  (Typical  Infrared  Reception/Range:  0.9m;  80°,  1.8m;  50°) 

Wi-Fi  Network 

802.11b/g/n,  TX/RX  Frequency;  2412  MHz  -  2484  MHz,  Antenna  1:  802.11b,  802.11g,  802.11n  HT20,  802.11n  HT40,  MIMO  Antenna  1+2:  802. 

11n  HT20 

Wi-Fi  Modulation 

802.nb:  DSSS  (DBPSK  /  DQPSK  /  CCK),  802.ng/n:  OFDM  (BPSK  /  QPSK  /  16QAM  /  64QAM) 

Bluetooth®  Support 

Version  4.1 

Bluetooth®  BR/EDR 

TX/RX  Frequency;  2402  MHz  -  2480  MHz,  Channels:  79,  Bluetooth  BR  (IMbps):  GFSK  Modulation,  Bluetooth  EDR  (2Mbps);  n/4-DQPSK 

Modulation,  Bluetooth  EDR  (3Mbps):  8-DPSK  Modulation 

Bluetooth®  LE 

TX/RX  Frequency:  2402  MHz  -  2480  MHz,  Channels:  40,  Carrier  Frequency  of  Each  Channel:,  (37  hopping  +  3  Advertising  channel). 

Type  of  Modulation:  Bluetooth  LE;  GFSK 

USB  Support 

Version  1.1,  Version  2.0  High  Speed,  10  watt  (2  Amp)  Maximum  Charging  Output 

SD  Card  Support 

SD,  SDHC,  SDXC 
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COMPLIANCE  INFORMATION 
FCC  Notice 

This  device  compiies  with  Part  15  of  FCC 
Rules  and  Industry  Canada  license-exempt 
RSS  standard(s).  Operation  is  subject  to  the 
foiiowing  two  conditions:  (1)  this  device  may 
not  cause  interference,  and  (2)  this  device 
must  accept  any  interference,  including  in¬ 
terference  that  may  cause  undesired  op¬ 
eration  of  this  device. 

This  transmitter  must  not  be  co-iocated  or 
operated  in  conjunction  with  any  other  an¬ 
tenna  or  transmitter.  The  Bluetooth®  an¬ 
tenna  cannot  be  removed  (or  replaced)  by 
user. 

Alteration  or  modifications  carried  out 
without  appropriate  authorization  may  in¬ 
validate  the  user's  right  to  operate  the 
equipment. 


ence  to  radio  communications.  However, 
there  is  no  guarantee  that  interference  will 
not  occur  in  a  particular  installation.  If  this 
equipment  does  cause  harmful  interfer¬ 
ence  to  radio  or  television  reception,  which 
can  be  determined  by  turning  the  equip¬ 
ment  off  and  on,  the  user  is  encouraged  to 
try  to  correct  the  interference  by  one  or 
more  of  the  following  measures: 

■  Reorient  or  relocate  the  receiving  an¬ 
tenna. 

■  Increase  the  separation  between  the 
equipment  and  receiver. 

■  Connect  the  equipment  into  an  outlet 
on  a  circuit  different  from  that  to  which 
the  receiver  is  connected. 

■  Consult  the  dealer  or  an  experienced 
radio/  TV  technician  for  help. 


@  Bluetooth^ 
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Bluetooth® 

The  Bluetooth®  word  mark  and  logos  are 
registered  trademarks  owned  by  the 
Bluetooth  SIC,  Inc.  and  any  use  of  such 
marks  by  Voxx  Automotive  Corporation  is 
under  license.  Other  trademarks  and  trade 
names  are  those  of  their  respective  own¬ 
ers. 

DVD  Video  Playback 

This  item  incorporates  copy  protection 
technology  that  is  protected  by  U.S.  pat¬ 
ents  and  other  intellectual  property  rights 
of  Rovi  Corporation.  Reverse  engineering 
and  disassembly  are  prohibited. 


This  equipment  has  been  tested  and  found 
to  comply  with  the  limits  for  a  Class  B  digi¬ 
tal  device,  pursuant  to  Part  15  of  the  FCC 
Rules.  These  limits  are  designed  to  provide 
reasonable  protection  against  harmful  in¬ 
terference  in  a  residential  installation.  This 
equipment  generates,  uses  and  can  radi¬ 
ate  radio  frequency  energy  and,  if  not  in¬ 
stalled  and  used  in  accordance  with  the 
instructions,  may  cause  harmful  interfer-  ^ 
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AAC 

AAC  is  short  for  Advanced  Audio  Coding 
and  refers  to  an  audio  compression  tech¬ 
nology  standard  used  with  MPEG-2  and 
MPEG-4.  Severai  applications  can  be  used 
to  encode  AAC  flies,  but  file  formats  and 
extensions  differ  depending  on  the  appii- 
cation  which  is  used  to  encode. 

FLAG 

Copyright  ©  2000-2009  Josh  Coalson 
Copyright  ©  2011-2013  Xiph.Org  Foundation 
Redistribution  and  use  in  source  and  bi¬ 
nary  forms,  with  or  without  modification, 
are  permitted  provided  that  the  foiiowing 
conditions  are  met: 

Redistributions  of  source  code  must  retain 
the  above  copyright  notice,  this  list  of  con¬ 
ditions  and  the  following  disciaimer. 
Redistributions  in  binary  form  must  repro¬ 
duce  the  above  copyright  notice,  this  iist  of 
conditions  and  the  foiiowing  disciaimer  in 
the  documentation  and/or  other  materi¬ 
als  provided  with  the  distribution. 

Neither  the  name  of  the  Xiph.org  Founda¬ 
tion  nor  the  names  of  its  contributors  may 
be  used  to  endorse  or  promote  products 
derived  from  this  software  without  specific 
prior  written  permission. 


THIS  SOFTWARE  IS  PROVIDED  BYTHE  COPY¬ 
RIGHT  HOLDERS  AND  CONTRIBUTORS  "AS 
IS"  AND  ANY  EXPRESS  OR  IMPLIED  WARRAN¬ 
TIES,  INCLUDING,  BUT  NOT  LIMITED  TO,  THE 
IMPLIED  WARRANTIES  OF  MERCHANTABIL¬ 
ITY  AND  FITNESS  FOR  A  PARTICULAR  PUR¬ 
POSE  ARE  DISCLYMMED.  IN  NO  EVENT  SHALL 
THE  FOUNDATION  OR  CONTRIBUTORS  BE 
LIABLE  FORANYDIRECT,  INDIRECT,  INCIDEN¬ 
TAL,  SPECIAL,  EXEMPLARY,  OR  CONSEQUEN¬ 
TIAL  DAMAGES  (INCLUDING,  BUT  NOT  LIM¬ 
ITED  TO,  PROCUREMENT  OF  SUBSTITUTE 
GOODS  OR  SERVICES;  LOSS  OF  USE,  DATA, 
OR  PROFITS;  OR  BUSINESS  INTERRUPTION) 
HOWEVER  CAUSED  AND  ON  ANY  THEORY 
OF  LIABILITY,  WHETHER  IN  CONTRACT, 
STRICT  LIABILITY,  OR  TORT  (INCLUDING 
NEGLIGENCE  OR  OTHERWISE)  ARISING  IN 
ANY  WAY  OUT  OF  THE  USE  OF  THIS  SOFT¬ 
WARE,  EVEN  IF  ADVISED  OF  THE  POSSIBILITY 
OF  SUCH  DAMAGE. 


MP3 

Supply  of  this  product  only  conveys  a  li¬ 
cense  for  private,  non-commercial  use  and 
does  not  convey  a  license  nor  imply  any 
right  to  use  this  product  in  any  commercial 
(i.e.  revenuegenerating)  real  time  broad¬ 
casting  (terrestrial,  satellite,  cable  and/or 
any  other  media),  broadcasting/streaming 
via  internet,  intranets  and/or  other  net¬ 
works  or  in  other  electronic  content  distri¬ 
bution  systems,  such  as  pay-audio  or 
audio-on-demand  applications.  An  inde¬ 
pendent  license  for  such  use  is  required. 
For  details,  please  visit 

http://wvwv.mp3licensing.com. 

WMA/WMV 

Windows  Media  is  either  a  registered  trade¬ 
mark  or  trademark  of  Microsoft 
Corporation  in  the  United  States  and/or 
other  countries.  This  product  includes 
technology  owned  by  Microsoft 
Corporation  and  cannot  be  used  or  distrib¬ 
uted  without  a  license  from  Microsoft  Li¬ 
censing,  Inc. 

SD/SDHC/SDXC 

SD,  5DHC  and  5DXC  Logos  are  trademarks 
or  registered  trademarks  of  SD-3C  LLC  in 
the  United  States,  other  countries  or  both. 
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Homi 

HIGH-DEFINITION  MULTIMEDIA  INTERFACE 
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HDMI 

The  terms  HDMI  and  HDMI  High-Definition 
Muitimedia  interface,  and  the  HDMi  Logo 
are  trademarks  or  registered  trademarks 
of  HDMI  Licensing,  LLC  in  the  United  States 
and  other  countries. 

MHL 

MHL,  the  MHL  Logo,  and  Mobile  High- 
Definition  Link  are  trademarks  or  regis¬ 
tered  trademarks  of  MHL,  LLC  in  the  United 
States  and  other  countries. 


m  DOLBY 

DIGITAL 
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Dolby  Digital 

This  product  wiil  down-mix  Dolby  Digital 
signals  internally  and  the  sound  will  be  out¬ 
put  in  stereo.  Manufactured  under  license 
from  Dolby  Laboratories.  Dolby  and  the 
double-D  symbol  are  trademarks  of  Dolby 
Laboratories. 

European  Waste  Electrical  and 
Electronic  Equipment  (WEEE) 
Notice 

In  accordance  with  Directive  2012/19/EU  of 
the  European  Parliament  on  waste  electri¬ 
cal  and  electronic  equipment  (WEEE): 
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The  symbol  above  indicates  that  separate 
collection  of  electrical  and  electronic 
equipment  is  required.  When  this  product 
has  reached  the  end  of  its  serviceable  life,  it 
cannot  be  disposed  of  as  unsorted  munici¬ 
pal  waste.  It  must  be  collected  and  treated 
separately.  It  has  been  determined  by  the 
European  Parliament  that  there  are  poten¬ 
tial  negative  effects  on  the  environment 
and  human  health  as  a  result  of  the  pres¬ 
ence  of  hazardous  substances  in  electrical 
and  electronic  equipment.  It  is  the  users' 
responsibility  to  utilize  the  available  collec¬ 
tion  system  to  ensure  WEEE  is  properly 
treated. 


CAR  PHONE  OR  CB  RADIO 


All  Other  trademarks  and  their  respective 
logos  cited  herein  are  the  property  of  their 
respective  owners. 


When  installing  a  CB,  ham  radio  or  car 
phone  in  your  vehicle,  be  sure  to  observe 
the  following  precautions;  otherwise,  the 
new  equipment  may  adversely  affect  the 
engine  control  system  and  other  electronic 
parts. 


A  WARNING 

■  A  cellular  phone  should  not  be  used 
for  any  purpose  while  driving  so  full 
attention  may  be  given  to  vehicle  op¬ 
eration.  Some  jurisdictions  prohibit 
the  use  of  cellular  phones  while 
driving. 

■  If  you  must  make  a  call  while  your  ve¬ 
hicle  is  in  motion, the  handsfree  cellu¬ 
lar  phone  operational  mode  (if  so 
equipped]  is  highly  recommended. 
Exercise  extreme  caution  at  all  times 
so  full  attention  may  be  given  to  ve¬ 
hicle  operation. 

■  If  you  are  unable  to  devote  full  atten¬ 
tion  to  vehicle  operation  while  talking 
on  the  phone,  pull  off  the  road  to  a 
safe  location  and  stop  your  vehicle. 
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A  CAUTION 

■  Keep  the  antenna  as  far  away  as  pos¬ 
sible  from  the  electronic  control 
modules. 

■  Keep  the  antenna  wire  more  than  8  in 
(20  cm)  away  from  the  electronic  con¬ 
trol  system  harnesses.  Do  not  route 
the  antenna  wire  next  to  any  harness. 

■  Adjust  the  antenna  standing-wave 
ratio  as  recommended  by  the 
manufacturer. 

■  Connect  the  ground  wire  from  the  CB 
radio  chassis  to  the  body. 

■  For  additional  information,  it  is  rec¬ 
ommended  that  you  visit  a  NISSAN 
dealer  for  this  service. 
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5  Starting  and  driving 


Precautions  when  starting  and  driving  . . . 

Exhaust  gas  (carbon  monoxide) . 

Three-way  catalyst  (if  so  equipped) . . . . 
Tire  Pressure  Monitoring  System 

(TPMS) . 

On-pavement  and  off-road  driving 

precautions . 

Avoiding  collision  and  rollover . 

Off-road  recovery . 

Rapid  air  pressure  loss . 

Drinking  alcohol/drugs  and  driving  . . . . 

Driving  safety  precautions . 

Push-button  ignition  switch . 

Operating  range . 

Push-button  ignition  switch  positions  . 

Emergency  engine  shut  off . 

NISSAN  Intelligent  Key®  battery 

discharge . 

NISSAN  Vehicle  Immobilizer  System  . . . 

Before  starting  the  engine . 

Starting  the  engine  (gasoline  engine  only) 
Remote  Engine  Start  (if  so  equipped) . . 

Starting  the  engine  (diesel  only) . 

Driving  the  vehicle . 
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Engine  protection  mode . 

Automatic  transmission  (A/T) . 

Parking  brake . 

Blind  Spot  Warning  (BSW)  (if  so  equipped) . 

BSW  system  operation . 

How  to  enable/disable  the  BSW  system  . . . 

BSW  system  limitations . 

BSW  driving  situations . 

System  temporarily  unavailable . 

System  maintenance . 

Rear  Cross  Traffic  Alert  (RCTA)  (if  so  equipped) 

RCTA  system  operation . 

How  to  enable/disable  the  RCTA 

system . 

RCTA  system  limitations . 

System  temporarily  unavailable . 

System  maintenance . 

Cruise  control . 

Precautions  on  cruise  control . 

Cruise  control  operations . 

Break-in  schedule . 

uel  efficient  driving  tips . 

Injwusii  ig  fuel  economy . 
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Using  4-Wheel  Drive  (4WD)  (if  so  equipped) . 5-45 

Transfer  case  shifting  procedures . 5-46 

Electronic  locking  rear  differential  (E-Lock) 

system  (if  so  equipped) . 5-52 

ECO  Drive  Report  (if  so  equipped) . 5-53 

Parking/parking  on  hills . 5-54 

Power  steering . 5-55 

Brake  system . 5-55 

Brake  precautions . 5-55 

Anti-lock  Braking  System  (ABS) . 5-56 

Brake  Assist . 5-57 

Active  Brake  Limited  Slip  (ABLS)  system . 5-58 

Vehicle  Dynamic  Control  (VDC)  system . 5-59 

Brake  force  distribution . 5-60 

Hill  descent  control  system  (If  so  equipped) . 5-61 

Hill  start  assist  system . 5-62 


Front  and  rear  sonar  system  (if  so  equipped) . . .  5-63 


System  operation . 5-64 

How  to  enable/disable  the  sonar 

system . 5-66 

Sonar  limitations . 5-67 

System  maintenance . 5-68 

Cold  weather  driving . 5-68 

Freeing  a  frozen  door  lock . 5-68 

Antifreeze . 5-68 

Battery . 5-68 

Draining  of  coolant  water . 5-69 

Tire  equipment . 5-69 

Special  winter  equipment . 5-69 

Driving  on  snow  or  ice . 5-69 

Engine  block  heater  (if  so  equipped) . 5-70 
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PRECAUTIONS  WHEN  STARTING  AND 
DRIVING 


A  WARNING 

■  Do  not  leave  children  or  adults  who 
would  normally  require  the  assis¬ 
tance  of  others  alone  in  your  vehicle. 
Pets  should  also  not  be  left  alone. 
They  could  accidentally  injure  them¬ 
selves  or  others  through  inadvertent 
operation  of  the  vehicle.  Also,  on  hot, 
sunny  days,  temperatures  in  a  closed 
vehicle  could  quickly  become  high 
enough  to  cause  severe  or  possibly 
fatal  injuries  to  people  or  animals. 

■  Properlysecure  all  cargo  with  ropes  or 
straps  to  help  prevent  it  from  sliding 
or  shifting.  Do  not  place  cargo  higher 
than  the  seatbacks.  In  a  sudden  stop 
or  collision,  unsecured  cargo  could 
cause  personal  injury. 

EXHAUST  GAS  (carbon  monoxide) 

AWARNINC 

■  Do  not  breathe  exhaust  gases;  they 
contain  colorless  and  odorless  carbon 
monoxide.  Carbon  monoxide  is  dan¬ 
gerous.  It  can  cause  unconsciousness 
or  death. 


If  you  suspect  that  exhaust  fumes  are 
entering  the  vehicle,  drive  with  all 
windows  fully  open,  and  have  the  ve¬ 
hicle  inspected  immediately. 

Do  not  run  the  engine  in  closed  spaces 
such  as  a  garage. 

Do  not  park  the  vehicle  with  the  en¬ 
gine  running  for  any  extended  length 
of  time. 

Keep  the  rear  vent  windows,  liftgates, 
doors  and  trunk  lids  (if  so  equipped] 
closed  while  driving,  otherwise  ex¬ 
haust  gases  could  be  drawn  into  the 
passenger  compartment.  If  you  must 
drive  with  one  of  these  open,  follow 
these  precautions: 

1.  Open  all  the  windows. 

2.  Set  the  air  recirculation  but¬ 

ton  to  off  and  the  fan  control  dial  to 
high  to  circulate  the  air. 

If  electrical  wiring  or  other  cable  con¬ 
nections  must  pass  to  a  trailer 
through  the  seal  on  the  liftgate  or  the 
body,  follow  the  manufacturer's  rec¬ 
ommendation  to  prevent  carbon 
monoxide  entry  into  the  vehicle. 


■  The  exhaust  system  and  body  should 
be  inspected  by  a  qualified  mechanic 
whenever: 

a.  The  vehicle  is  raised  for  service. 

b.  You  suspect  that  exhaust  fumes 
are  entering  into  the  passenger 
compartment. 

c.  You  notice  a  change  in  the  sound  of 
the  exhaust  system. 

d.  You  have  had  an  accident  involving 
damage  to  the  exhaust  system, 
underbody,  or  rear  of  the  vehicle. 


NOTE: 

If  the  vehicle  engine  experiences  exces¬ 
sive  fuel  consumption  or  produces  ex¬ 
cessive  smoke  it  is  recommended  that 
you  visit  a  NISSAN  dealer  for  service. 

THREE-WAY  CATALYST  (if  SO 
equipped) 

The  three-way  catalyst  is  an  emission  con¬ 
trol  device  installed  in  the  exhaust  system. 
Exhaust  gases  in  the  three-way  catalyst 
are  burned  at  high  temperatures  to  help 
reduce  pollutants. 
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A  WARNING 

The  exhaust  gas  and  the  exhaust  sys¬ 
tem  are  very  hot.  Keep  people,  ani¬ 
mals  or  flammable  materials  away 
from  the  exhaust  system 
components. 

Do  not  stop  or  park  the  vehicle  over 
flammable  materials  such  as  dry 
grass,  waste  paper  or  rags.  They  may 
ignite  and  cause  a  fire. 


Do  not  use  leaded  gasoline.  Deposits 
from  leaded  gasoline  will  seriously  re¬ 
duce  the  three-way  catalyst's  ability 
to  help  reduce  exhaust  pollutants. 

Keep  your  engine  tuned  up.  Malfunc¬ 
tions  in  the  ignition,  fuel  injection,  or 
electrical  systems  can  cause  overrich 
fuel  flow  into  the  three-way  catalyst, 
causing  it  to  overheat.  Do  not  keep 
driving  if  the  engine  misfires,  or  if  no¬ 
ticeable  loss  of  performance  or  other 
unusual  operating  conditions  are  de¬ 
tected.  Have  the  vehicle  inspected 
promptly.  It  is  recommended  that  you 
visit  a  NISSAN  dealer  for  this  service. 


■  Avoid  driving  with  an  extremely  low 
fuel  level.  Running  out  of  fuel  could 
cause  the  engine  to  misfire,  damag¬ 
ing  the  three-way  catalyst. 

■  Do  not  race  the  engine  while  warming 
it  up. 

■  Do  not  push  or  tow  your  vehicle  to 
start  the  engine. 

TIRE  PRESSURE  MONITORING 
SYSTEM  (TPMS) 

Each  tire,  including  the  spare  (if  provided), 
should  be  checked  monthly  when  cold  and 
inflated  to  the  inflation  pressure  recom¬ 
mended  by  the  vehicle  manufacturer  on 
the  vehicle  placard  ortire  inflation  pressure 
label.  (If  your  vehicle  has  tires  of  a  different 
size  than  the  size  indicated  on  the  vehicle 
placard  or  tire  inflation  pressure  label,  you 
should  determine  the  proper  tire  inflation 
pressure  for  those  tires.) 

As  an  added  safety  feature,  your  vehicle 
has  been  equipped  with  a  Tire  Pressure 
Monitoring  System  (TPMS)  that  illuminates 
a  low  tire  pressure  telltale  when  one  or 
more  of  your  tires  is  significantly  under¬ 
inflated.  Accordingly,  when  the  low  tire 
pressur^elltal^Huminates,  you  should 
stop  andprge{iJ|PlWres  as  soop  as  pos- 
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sible,  and  inflate  them  to  the  proper  pres¬ 
sure.  Driving  on  a  significantly  under¬ 
inflated  tire  causes  the  tire  to  overheat  and 
can  lead  to  tire  failure.  Under-inflation  also 
reduces  fuel  efficiency  and  tire  tread  life, 
and  may  affect  the  vehicle's  handling  and 
stopping  ability. 

Please  note  that  the  TPMS  is  not  a  substi¬ 
tute  for  proper  tire  maintenance,  and  it  is 
the  driver's  responsibility  to  maintain  cor¬ 
rect  tire  pressure,  even  if  under-inflation 
has  not  reached  the  level  to  trigger  illumi¬ 
nation  oftheTPMS  low  tire  pressure  telltale. 

Your  vehicle  has  also  been  equipped  with  a 
TPMS  malfunction  indicator  to  indicate 
when  the  system  is  not  operating  properly. 
The  TPMS  malfunction  indicator  is  com¬ 
bined  with  the  low  tire  pressure  telltale. 
When  the  system  detects  a  malfunction, 
the  telltale  will  flash  for  approximately  one 
minute  and  then  remain  continuously  illu¬ 
minated.  This  sequence  will  continue  upon 
subsequent  vehicle  start-ups  as  long  as 
the  malfunction  exists.  When  the  malfunc¬ 
tion  indicator  is  illuminated,  the  system 
may  not  be  able  to  detect  or  signal  low  tire 
pressure  as  intended.  TPMS  malfunctions 
may  occur  for  a  variety  of  reasons,  includ¬ 
ing  the  installation  of  replacement  or  alter¬ 
nate  tires  or  wheels  on  the  vehicle  that 
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prevent  the  TPMS  from  functioning  prop- 
eriy.  Always  check  the  TPMS  malfunction 
telltale  after  replacing  one  or  more  tires  or 
wheels  on  your  vehicle  to  ensure  that  the 
replacement  or  alternate  tires  and  wheels 
allow  the  TPMS  to  continue  to  function 
properly 

Additional  information: 

•  When  replacing  a  wheel  without  the 
TPMS  such  as  the  spare  tire,  the  TPMS 
does  not  monitor  the  tire  pressure  of 
the  spare  tire. 

•  The  TPMS  will  activate  only  when  the 
vehicle  Is  driven  at  speeds  above 
16  mph  (25  km/h).  Also,  this  system  may 
not  detect  a  sudden  drop  in  tire  pres¬ 
sure  (for  example,  a  flat  tire  while  driv¬ 
ing). 

■  The  lowtire  pressure  warning  light  does 
not  automatically  turn  off  when  the  tire 
pressure  is  adjusted.  After  your  tires  are 
inflated  to  the  recommended  pressure, 
the  vehicle  must  be  driven  at  speeds 
above  16  mph  (25  km/h)  to  activate  the 
TPMS  and  turn  off  the  lowtire  pressure 
warning  light.  Use  a  tire  pressure  gauge 
to  check  the  tire  pressure. 
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The  "Tire  Pressure  Low  -  Add  Air"  warn¬ 
ing  appears  in  the  vehicle  Information 
display  when  the  low  tire  pressure 
warning  light  is  illuminated  and  lowtire 
pressure  is  detected.  The  'Tire  Pressure 
Low  -  Add  Air"  warning  turns  off  when 
the  lowtire  pressure  warning  light  turns 
off. 

The  Tire  Pressure  Low  -  Add  Air"  warn¬ 
ing  does  not  appear  If  the  low  tire  pres¬ 
sure  warning  light  Illuminates  to  indi¬ 
cate  a  TPMS  malfunction. 

Tire  pressure  rises  and  falls  depending 
on  the  heat  caused  by  the  vehicle's  op¬ 
eration  and  the  outside  temperature. 
Do  not  reduce  the  tire  pressure  after 
driving  because  the  tire  pressure  rises 
after  driving.  Low  outside  temperature 
can  lower  the  temperature  of  the  air 
inside  the  tire  which  can  cause  a  lower 
tire  inflation  pressure.  This  may  cause 
the  low  tire  pressure  warning  light  to 
illuminate.  If  the  warning  light  illumi¬ 
nates,  check  the  tire  pressure  for  all  four 
tires. 

The  Tire  and  Loading  information  label 
is  located  in  the  driver's  door  opening. 
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For  additional  information,  refer  to  "Low  tire 
pressure  warning  light"  in  the  "Instruments 
and  controls"  section  and  "Tire  Pressure 
Monitoring  System  (TPMS)"  in  the  "In  case  of 
emergency"  section  of  this  manual. 


_ A  WARNING _ 

Radio  waves  could  adversely  affect 
electric  medical  equipment.  Those 
who  use  a  pacemaker  should  contact 
the  electric  medical  equipment 
manufacturer  for  the  possible  influ¬ 
ences  before  use. 


If  the  low  tire  pressure  warning  light 
illuminates  while  driving,  avoid  sud¬ 
den  steering  maneuvers  or  abrupt 
braking,  reduce  vehicle  speed,  pull  off 
the  road  to  a  safe  location  and  stop 
the  vehicle  as  soon  as  possible.  Driv¬ 
ing  with  under-inflated  tires  may  per¬ 
manently  damage  the  tires  and  in¬ 
crease  the  likelihood  of  tire  failure. 
Serious  vehicle  damage  could  occur 
and  may  lead  to  an  accident  and  could 
result  in  serious  personal  injury. 
Check  the  tire  pressure  for  all  four 
tires.  Adjust  the  tire  pressure  to  the 
recommended  COLD  tire  pressure 
shown  on  the  Tire  and  Loading  Infor¬ 
mation  label  to  turn  the  low  tire  pres¬ 
surewarning  light  off.  If  you  have  a  flat 
tire,  replace  it  with  a  spare  tire  as  soon 
as  possible.  (For  additional  informa¬ 
tion,  refer  to  "Flat  tire"  in  the  "In  case  of 
emergency"  section  for  changing  a 
flat  tire.) 


■  When  replacing  a  wheel  without  the 
TPMS  such  as  the  spare  tire,  when  a 
spare  tire  is  mounted  or  a  wheel  is 
replaced,  tire  pressure  will  not  be  indi¬ 
cated,  the  TPMS  will  not  function  and 
the  low  tire  pressure  warning  light  will 
flash  for  approximately  1  minute.  The 
light  will  remain  on  after  1  minute. 
Have  your  tires  replaced  and/or  TPMS 
system  reset  as  soon  as  possible.  It  is 
recommended  that  you  visit  a  NISSAN 
dealer  for  this  service. 

■  Replacing  tires  with  those  not  origi¬ 
nally  specified  by  NISSAN  could  affect 
the  proper  operation  of  the  TPMS. 

■  Do  not  inject  any  tire  liquid  or  aerosol 
tire  sealant  into  the  tires,  as  this  may 
cause  a  malfunction  of  the  tire  pres¬ 
sure  sensors. 


_ A  CAUTION _ 

Do  not  place  metalized  film  or  any 
metal  parts  (antenna,  etc.)  on  the  win¬ 
dows.  This  may  cause  poor  reception  of 
the  signals  from  the  tire  pressure  sen¬ 
sors,  and  the  TPMS  will  not  function 
properly. 


Some  devices  and  transmitters  may  tem¬ 
porarily  interfere  with  the  operation  of  the 
TPMS  and  cause  the  low  tire  pressure 
warning  light  to  illuminate. 

Some  examples  are: 

■  Facilities  or  electric  devices  using  simi¬ 
lar  radio  frequencies  are  near  the  ve¬ 
hicle. 

■  If  a  transmitter  set  to  similar  frequen¬ 
cies  is  being  used  in  or  near  the  vehicle. 

■  If  a  computer  (or  similar  equipment)  or 
a  DC/AC  converter  is  being  used  in  or 
near  the  vehicle. 

The  low  tire  pressure  warning  light  may 
illuminate  in  the  following  cases: 

■  If  the  vehicle  is  equipped  with  a  wheel 
and  tire  without  TPMS. 

■  If  the  TPMS  has  been  replaced  and  the 
ID  has  not  been  registered. 

■  If  the  wheel  is  not  originally  specified  by 
NISSAN. 
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FCC  Notice: 

For  USA: 

This  device  complies  with  Part  15  of  the 
FCC  Rules.  Operation  is  subject  to  the  fol¬ 
lowing  two  conditions:  (1)  This  device 
may  not  cause  harmful  interference,  and 
(2)  this  device  must  accept  any  interfer¬ 
ence  received,  including  interference 
that  may  cause  undesired  operation. 

NOTE: 

Changes  or  modifications  not  expressly 
approved  by  the  party  responsible  for 
compliance  could  void  the  user's  author¬ 
ity  to  operate  the  equipment. 

For  Canada: 

This  device  complies  with  Industry 
Canada  licence-exempt  RSS  standard(s). 
Operation  is  subject  to  the  following  two 
conditions:  (1)  this  device  may  not  cause 
harmful  interference,  and  (2)  this  device 
must  accept  any  interference  received, 
including  interference  that  may  cause 
undesired  operation  of  the  device. 


TPMS  with  Easy-Fill  Tire  Alert 

^WARNING 

After  rotating  the  tires,  do  not  use  the 
Easy-Fill  Tire  Alert  to  adjust  the  tire 
pressure.  Instead  use  a  gauge  to  adjust 
the  tires  to  the  correct  pressure  in  ac¬ 
cordance  with  Tire  and  Loading  Infor¬ 
mation  label. 

When  adding  air  to  an  under-inflated  tire, 
the  TPMS  with  Easy-Fill  Tire  Alert  provides 
visuai  and  audible  signals  outside  the  ve¬ 
hicle  to  help  you  Inflate  the  tires  to  the  rec¬ 
ommended  COLD  tire  pressure. 

Vehicle  set-up 

1.  Parkthe  vehicle  in  a  safe  and  level  place. 

2.  Apply  the  parking  brake  and  place  the 
shift  iever  in  the  P  (Park)  position. 

3.  Place  the  Ignition  switch  in  the  ON  po¬ 
sition.  Do  not  start  the  engine. 

Operation 

1.  Add  air  to  the  tire. 

2.  After  a  few  seconds,  the  hazard  indica¬ 
tors  will  start  flashing. 


3.  When  the  designated  pressure  is 

reached,  the  horn  beeps  once  and  the 

hazard  indicators  stop  flashing. 

4.  Perform  the  above  steps  for  each  tire. 

■  if  the  tire  is  over-inflated  more  than 
approximately  4  psi  (30  kPa),the  horn 
beeps  and  the  hazard  indicators 
flash  three  times.  To  correct  the  pres¬ 
sure,  push  the  core  of  the  valve  stem 
on  the  tire  briefly  to  release  pressure. 
When  the  pressure  reaches  the  des¬ 
ignated  pressure,  the  horn  beeps 
once. 

■  if  the  hazard  indicator  does  not  flash 
within  approximately  15  seconds  af¬ 
ter  starting  to  inflate  the  tire,  it  indi¬ 
cates  that  the  Easy-Fill  Tire  Alert  is 
not  operating. 

■  The  TPMS  wili  not  activate  the  Easy- 
Fill  Tire  Alert  under  the  following  con¬ 
ditions: 

-  if  there  is  interference  from  an  exter¬ 
nal  device  or  transmitter. 

-  The  air  pressure  from  the  inflation 
device  is  not  sufficient  to  inflate  the 
tire. 
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-  There  is  a  malfunction  in  the  TPMS. 


-  There  is  a  malfunction  in  the  horn  or 
hazard  indicators. 

-  The  identification  code  of  the  tire 
pressure  sensor  is  not  registered  to 
the  system. 

-  The  battery  of  the  tire  pressure  sen¬ 
sor  is  low. 

■  If  the  Easy-Fill  Tire  Alert  does  not  op¬ 
erate  due  to  TPMS  interference,  move 
the  vehicle  about  3  ft  (1  m)  backward 
or  forward  and  try  again. 

If  the  Easy-Fill  Tire  Alert  is  networking,  use  a 
tire  pressure  gauge. 

ON-PAVEMENT  AND  OFF-ROAD 
DRIVING  PRECAUTIONS 

Utility  vehicles  have  a  significantly 
higher  rollover  rate  than  other  types  of 
vehicles. 

They  have  higher  ground  clearance  than 
passenger  cars  to  make  them  capable  of 
performing  in  a  variety  of  on-pavement 
and  off-road  applications.  This  gives  them 
a  higher  center  of  gravity  than  ordinary  ve¬ 
hicles.  An  advantage  of  higher  ground 
clearance  Isa  better  view  of  the  road,  allow¬ 
ing  you  to  anticipate  problems.  Flowever, 
they  are  not  designed  for  cornering  at  the 


same  speeds  as  conventional  2-Wheel 
Drive  vehicles  any  more  than  low-slung 
sports  cars  are  designed  to  perform  satis¬ 
factorily  under  off-road  conditions.  If  at  all 
possible,  avoid  sharp  turns  at  high  speeds. 
As  with  other  vehicles  of  this  type,  failure  to 
operate  this  vehicle  correctly  may  result  in 
loss  of  control  or  vehicle  rollover.  In  a  roll¬ 
over  crash,  an  unbelted  person  is  signifi¬ 
cantly  more  likely  to  die  than  a  person 
wearing  a  seat  belt. 

For  additional  information,  refer  to  "Driving 
safety  precautions"  in  this  section. 

AVOIDING  GOLLISION  AND 
ROLLOVER 


I  A  WARNING _ 

Failure  to  operate  this  vehicle  in  a  safe 
and  prudent  manner  may  result  in  loss 
of  control  or  an  accident. 

Be  alert  and  drive  defensively  at  all  times. 
Obey  all  traffic  regulations.  Avoid  excessive 
speed,  high  speed  cornering,  or  sudden 
steering  maneuvers,  because  these  driving 
practices  could  cause  you  to  lose  control  of 
your  vehicle. 

As  with  any  vehicle,  loss  of  control  could 
result  in  a  collision  with  other  vehicles  or 
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objects  or  cause  the  vehicle  to  roll  over, 
particularly  if  the  loss  of  control  causes 
the  vehicle  to  slide  sideways. 

Be  attentive  at  all  times,  and  avoid  driving 
when  tired.  Never  drive  when  under  the  in¬ 
fluence  of  alcohol  or  drugs  (including  pre¬ 
scription  or  over-the-counter  drugs  which 
may  cause  drowsiness).  Always  wear  your 
seat  belt  as  outlined  in  the  "Safety  -  Seats, 
seat  belts  and  supplemental  restraint  sys¬ 
tem"  section  of  this  manual,  and  also  in¬ 
struct  your  passengers  to  do  so. 

Seat  belts  help  reduce  the  risk  of  injury  in 
collisions  and  rollovers.  In  a  rollover  crash, 
an  unbelted  or  improperly  belted  person 
is  significantly  more  likely  to  be  injured 
or  killed  than  a  person  properly  wearing 
a  seat  belt. 

OFF-ROAD  REGOVERY 

While  driving,  the  right  side  or  left  side 
wheels  may  unintentionally  leave  the  road 
surface.  If  this  occurs,  maintain  control  of 
the  vehicle  by  following  the  procedure  be¬ 
low.  Please  note  that  this  procedure  is  only 
a  general  guide. The  vehicle  must  be  driven 
as  appropriate  based  on  the  conditions  of 
the  vehicle,  road  and  traffic. 

1.  Remain  calm  and  do  not  overreact. 
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2.  Do  not  apply  the  brakes. 

3.  Maintain  a  firm  grip  on  the  steering 
wheel  with  both  hands  and  try  to  hold  a 
straight  course. 

4.  When  appropriate,  slowly  release  the 
accelerator  pedal  to  gradually  slow  the 
vehicle. 

5.  If  there  is  nothing  in  the  way,  steer  the 
vehicle  to  follow  the  road  while  vehicle 
speed  is  reduced.  Do  not  attempt  to 
drive  the  vehicle  back  onto  the  road 
surface  until  vehicle  speed  is  reduced. 

6.  When  it  is  safe  to  do  so,  gradually  turn 
the  steering  wheel  until  both  tires  re¬ 
turn  to  the  road  surface.  When  all  tires 
are  on  the  road  surface,  steer  the  ve¬ 
hicle  to  stay  in  the  appropriate  driving 
lane. 

•  If  you  decide  that  it  is  not  safe  to  re¬ 
turn  the  vehicle  to  the  road  surface 
based  on  vehicle,  road  or  traffic  con¬ 
ditions,  gradually  slow  the  vehicle  to  a 
stop  in  a  safe  place  off  the  road. 
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RAPID  AIR  PRESSURE  LOSS 

Rapid  air  pressure  loss  or  a  "blow-out"  can 
occur  ifthetire  is  punctured  or  is  damaged 
due  to  hitting  a  curb  or  pothole.  Rapid  air 
pressure  loss  can  also  be  caused  by  driving 
on  under-inflated  tires. 

Rapid  air  pressure  loss  can  affect  the  han¬ 
dling  and  stability  of  the  vehicle,  especially 
at  highway  speeds. 

Help  prevent  rapid  air  pressure  loss  by 
maintaining  the  correct  air  pressure  and 
visually  inspecting  the  tires  for  wear  and 
damage.  For  additional  information,  refer 
to  "Wheels  and  tires"  in  the  "Do-it-yourself" 
section  of  this  manual.  If  a  tire  rapidly  loses 
air  pressure  or  "blows-out"  while  driving, 
maintain  control  of  the  vehicle  by  following 
the  procedure  below.  Please  note  that  this 
procedure  is  only  a  general  guide.  The  ve¬ 
hicle  must  be  driven  as  appropriate  based 
on  the  conditions  of  the  vehicle,  road  and 
traffic. 
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_ A  WARNING _ 

The  following  actions  can  increase  the 
chance  of  losing  control  of  the  vehicle  if 
there  is  a  sudden  loss  of  tire  air  pres¬ 
sure.  Losing  control  of  the  vehicle  may 
cause  a  collision  and  result  in  personal 
injury. 

■  The  vehicle  generally  moves  or  pulls 
in  the  direction  of  the  flat  tire. 

■  Do  not  rapidly  apply  the  brakes. 

■  Do  not  rapidly  release  the  accelerator 
pedal. 

■  Do  not  rapidly  turn  the  steering  wheel. 

1.  Remain  calm  and  do  not  overreact. 

2.  Maintain  a  firm  grip  on  the  steering 
wheel  with  both  hands  and  try  to  hold  a 
straight  course. 

3.  When  appropriate,  slowly  release  the 
accelerator  pedal  to  gradually  slow  the 
vehicle. 

4.  Gradually  steer  the  vehicle  to  a  safe 
location  off  the  road  and  away  from 
traffic  if  possible. 

5.  Lightly  apply  the  brake  pedal  to  gradu¬ 
ally  stop  the  vehicle. 


6.  Turn  on  the  hazard  warning  flashers 
and  contact  a  roadside  emergency 
service  to  change  the  tire.  For  addi¬ 
tional  information,  refer  to  "Changing  a 
flat  tire"  in  the  "In  case  of  emergency" 
section  of  this  manual. 

DRINKING  ALCOHOL/DRUGS  AND 
DRIVING 

^WARNING 

Never  drive  under  the  influence  of  alco¬ 
hol  or  drugs.  Alcohol  in  the  bloodstream 
reduces  coordination,  delays  reaction 
time  and  impairs  judgement.  Driving 
after  drinking  alcohol  increases  the 
likelihood  of  being  involved  in  an  acci¬ 
dent  injuring  yourself  and  others.  Addi¬ 
tionally,  if  you  are  injured  in  an  accident, 
alcohol  can  increase  the  severity  of  the 
injury. 


NISSAN  is  committed  to  safe  driving.  How¬ 
ever,  you  must  choose  not  to  drive  under 
the  influence  of  alcohol.  Every  year  thou¬ 
sands  of  people  are  injured  or  killed  in 
alcohol-related  collisions.  Although  the  lo¬ 
cal  laws  vary  on  what  is  considered  to  be 
legally  intoxicated,  the  fact  is  that  alcohol 
affects  all  people  differently  and  most 
people  underestimate  the  effects  of  alco¬ 
hol. 

Remember,  drinking  and  driving  dont  mix! 
That  is  true  for  drugs  (over-the-counter, 
prescription)  and  illegal  drugs,  too.  Dont 
drive  if  your  ability  to  operate  your  vehicle  is 
impaired  by  alcohol,  drugs,  or  some  other 
physical  condition. 

DRIVING  SAFETY  PREGAUTIONS 

Your  NISSAN  is  designed  for  both  normal 
and  off-road  use.  However,  avoid  driving  in 
deep  water  or  mud  as  your  NiSSAN  is 
mainiy  designed  for  leisure  use,  unlike  a 
conventionai  off-road  vehicle. 

Remember  that  2-Wheel  Drive  models  are 
less  capable  than  4-Wheel  Drive  (4WD) 
models  for  rough  road  driving  and  extrica¬ 
tion  when  stuck  in  deep  snow  or  mud,  or 
the  like. 
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Please  observe  the  following  precautions: 


_ A  WARNING _ 

Drive  carefully  when  off  the  road  and 
avoid  dangerous  areas.  Every  person 
who  drives  or  rides  in  this  vehicle 
should  be  seated  with  their  seat  belt 
fastened.  This  will  keep  you  and  your 
passengers  in  position  when  driving 
over  rough  terrain. 

Do  not  drive  across  steep  slopes.  In¬ 
stead  drive  either  straight  up  or 
straight  down  the  slopes.  Off-road  ve¬ 
hicles  can  tip  over  sideways  much 
more  easily  than  they  can  forward  or 
backward. 

Many  hills  are  too  steep  for  any  ve¬ 
hicle.  If  you  drive  up  them,  you  may 
stall.  If  you  drive  down  them,  you  may 
not  be  able  to  control  your  speed.  If 
you  drive  across  them,  you  may  roll 
over. 

Do  not  shift  gears  while  driving  on 
downhill  grades  as  this  could  cause 
loss  of  control  of  the  vehicle. 
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■  stay  alert  when  driving  to  the  top  of  a 
hill.  At  the  top  there  could  be  a  drop¬ 
off  or  other  hazard  that  could  cause 
an  accident. 

■  If  your  engine  stalls  or  you  cannot 
make  it  to  the  top  of  a  steep  hill,  never 
attempt  to  turn  around.  Your  vehicle 
could  tip  or  roll  over.  Always  back 
straight  down  in  R  (Reverse)  gear  and 
apply  brakes  to  control  your  speed. 

■  Heavy  braking  going  down  a  hill  could 
cause  your  brakes  to  overheat  and 
fade,  resulting  in  loss  of  control  and 
an  accident.  Apply  brakes  lightly  and 
use  a  low  gear  to  control  your  speed. 

■  Unsecured  cargo  can  be  thrown 
around  when  driving  over  rough  ter¬ 
rain.  Properly  secure  all  cargo  so  it  will 
not  be  thrown  forward  and  cause  in¬ 
jury  to  you  or  your  passengers. 

■  Secure  heavy  loads  in  the  cargo  area 
as  far  forward  and  as  low  as  possible. 
Do  not  equip  the  vehicle  with  tires 
larger  than  specified  in  this  manual. 
This  could  cause  your  vehicle  to  roll 
over. 


Do  not  grip  the  inside  or  spokes  of  the 
steering  wheel  when  driving  off-road. 
The  steering  wheel  could  move  sud¬ 
denly  and  injure  your  hands.  Instead 
drive  with  your  fingers  and  thumbs  on 
the  outside  of  the  rim. 

Before  operating  the  vehicle,  ensure 
that  the  driver  and  all  passengers 
have  their  seat  belts  fastened. 

Lower  your  speed  when  encountering 
strong  crosswinds.  With  a  higher  cen¬ 
ter  of  gravity,  your  NISSAN  is  more  af¬ 
fected  by  strong  side  winds.  Slower 
speeds  ensure  better  vehicle  control. 

Do  not  drive  beyond  the  performance 
capability  of  the  tires,  even  with  4WD 
engaged. 

For  4WD  equipped  vehicles,  do  not  at¬ 
tempt  to  raise  two  wheels  off  the 
ground  and  shift  the  transmission  to 
any  drive  or  reverse  position  with  the 
engine  running.  Doing  so  may  result 
in  drivetrain  damage  or  unexpected 
vehicle  movement  which  could  result 
in  serious  vehicle  damage  or  personal 
injury. 


■  Do  not  attempt  to  test  a  4WD 
equipped  vehicle  on  a  2-wheel  dyna¬ 
mometer  (such  as  the  dynamometers 
used  by  some  states  for  emissions 
testing)  or  similar  equipment  even  if 
the  other  two  wheels  are  raised  off  the 
ground.  Make  sure  you  inform  test  fa¬ 
cility  personnel  that  your  vehicle  is 
equipped  with  4WD  before  it  is  placed 
on  a  dynamometer.  Using  the  wrong 
test  equipment  may  result  in  drive- 
train  damage  or  unexpected  vehicle 
movement  which  could  result  in  seri¬ 
ous  vehicle  damage  or  personal 
injury. 

■  Accelerating  quickly,  sharp  steering 
maneuvers  or  sudden  braking  may 
cause  loss  of  control. 

■  If  at  all  possible,  avoid  sharp  turning 
maneuvers,  particularly  at  high 
speeds.  Your  NISSAN  4WD  vehicle  has 
a  higher  center  of  gravity  than  a  pas¬ 
senger  car.  The  vehicle  is  not  de¬ 
signed  for  cornering  at  the  same 
speeds  as  passenger  cars.  Failure  to 
operate  this  vehicle  correctly  could 
result  in  loss  of  control  and/or  a  roll¬ 
over  accident. 
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PUSH-BUTTON  IGNITION  SWITCH 


Always  use  tires  of  the  same  type, 
size,  brand,  construction  (bias,  bias- 
belted,  or  radial),  and  tread  pattern  on 
all  four  wheels.  Install  tire  chains  on 
the  rear  wheels  when  driving  on  slip¬ 
pery  roads  and  drive  carefully. 

Be  sure  to  check  the  brakes  immedi¬ 
ately  after  driving  in  mud  or  water.  For 
additional  information,  refer  to  "Wet 
brakes"  in  this  section. 

Avoid  parking  your  vehicle  on  steep 
hills.  If  you  get  out  of  the  vehicle  and  it 
rolls  forward,  backward  or  sideways, 
you  could  be  injured. 

Whenever  you  drive  off-road  through 
sand,  mud  or  water  as  deep  as  the 
wheel  hub,  more  frequent  mainte¬ 
nance  may  be  required.  For  additional 
information,  refer  to  "Maintenance 
schedules"  in  the  "Maintenance  and 
schedules"  section  of  this  manual. 


^WARNING 

Do  not  operate  the  push-button  igni¬ 
tion  switch  while  driving  the  vehicle  ex¬ 
cept  in  an  emergency.  (The  engine  will 
stop  when  the  ignition  switch  is  pushed 
three  consecutive  times  in  quick  suc¬ 
cession  or  the  ignition  switch  is  pushed 
and  held  for  more  than  2  seconds.)  If  the 
engine  stops  while  the  vehicle  is  being 
driven,  this  could  lead  to  a  crash  and 
serious  injury. 
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When  the  ignition  switch  is  pushed  without 
depressing  the  brake  pedai,  the  ignition 
switch  position  will  illuminate  as  follows: 

Push  center: 

■  Once  to  change  to  ACC. 

■  Two  times  to  change  to  ON. 

•  Three  times  to  return  to  OFF. 

The  ignition  switch  will  automatically  re¬ 
turn  to  the  LOCK  position  when  any  door  is 
either  opened  or  closed  with  the  switch  in 
the  OFF  position. 

The  ignition  lock  is  designed  so  that  the 
ignition  switch  position  cannot  be  placed 
in  the  OFF  position  until  the  shift  lever  is 
moved  to  the  P  (Park)  position. 

When  the  ignition  switch  cannot  be  pushed 
toward  the  OFF  position,  proceed  as  fol¬ 
lows: 

1.  Move  the  shift  lever  into  the  P  (Park) 
position. 

2.  Push  the  ignition  switch.  The  ignition 
switch  position  will  change  to  the  ON 
position. 

3.  Push  the  Ignition  switch  again  to  the 
OFF  position. 
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The  shift  lever  can  be  moved  from  the  P 
(Park)  position  if  the  ignition  switch  is  in 
the  ON  position  and  the  brake  pedal  is 
depressed. 

If  the  battery  of  the  vehicle  is  discharged, 
the  push-button  ignition  switch  cannot 
be  moved  from  the  LOCK  position. 

Some  indicators  and  warnings  for  opera¬ 
tion  are  displayed  in  the  meter.  For  addi¬ 
tional  information,  refer  to  "Vehicle  infor¬ 
mation  display  warnings  and  indicators"  in 
the  "Instruments  and  controls"  section  of 
this  manual. 
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The  Intelligent  Key  functions  can  only  be 
used  when  the  Intelligent  Key  is  within  the 
specified  operating  range. 

When  the  Intelligent  Key  battery  is  almost 
discharged  or  strong  radio  waves  are  pres¬ 
ent  near  the  operating  location,  the  Intelli¬ 
gent  Key  system's  operating  range  be¬ 
comes  narrower  and  may  not  function 
properly. 
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If  the  Intelligent  Key  is  within  the  operating 
range,  it  is  possible  for  anyone,  even  some¬ 
one  who  does  not  carry  the  Intelligent  Key, 
to  push  the  ignition  switch  to  start  the  en¬ 
gine. 

The  operating  range  of  the  engine  start 
function  is  inside  of  the  vehicle  @. 

■  The  luggage  area  is  not  included  in  the 
operating  range,  but  the  Intelligent  Key 
may  function. 

■  If  the  Intelligent  Key  is  placed  on  the 
instrument  panel  or  inside  the  glove 
box,  storage  bin  or  door  pocket,  the  In¬ 
telligent  Key  may  not  function. 

•  If  the  Intelligent  Key  is  placed  near  the 
door  or  window  outside  the  vehicle,  the 
Intelligent  Key  may  function. 

PUSH-BUTTON  IGNITION  SWITCH 
POSITIONS 

LOCK  (Normal  parking  position) 

The  ignition  switch  can  only  be  locked  in 
this  position. 

The  ignition  switch  will  be  unlocked  when  it 
is  pushed  to  the  ACC  position  while  carry¬ 
ing  the  Intelligent  Key. 


The  ignition  switch  will  lock  when  any  door 
is  opened  or  closed  with  the  ignition 
switched  off. 

ACC  (Accessories) 

This  position  activates  electrical  accesso¬ 
ries,  such  as  the  radio,  when  the  engine  is 
not  running. 

ACC  has  a  battery  saver  feature  that  will 
place  the  ignition  switch  inthe  OFF  position 
after  a  period  of  time  under  the  following 
conditions: 

•  All  doors  are  closed. 

•  The  shift  lever  is  in  P  (Park). 

•  The  hazard  lamps  are  off. 

•  The  turn  signals  are  off 

The  battery  saver  feature  will  be  canceled  if 
any  of  the  following  occur: 

•  Any  door  is  opened. 

•  The  shift  lever  is  moved  out  of  the  P 
(Park)  position. 

•  The  ignition  switch  changes  position. 

•  The  hazard  lamps  are  turned  on. 


ON  (Normal  operating  position) 

This  position  turns  on  the  ignition  system 
and  electrical  accessories. 

ON  has  a  battery  saver  feature  that  will 
place  the  ignition  switch  in  the  OFF  posi¬ 
tion,  if  the  vehicle  is  not  running,  after  some 
time  under  the  following  conditions: 

■  All  doors  are  closed. 

■  The  shift  lever  is  in  P  (Park). 

■  The  hazard  lamps  are  off 

■  The  turn  signals  are  off. 

The  battery  saver  feature  will  be  canceled  if 
any  of  the  following  occur: 

■  Any  door  is  opened. 

■  The  shift  lever  is  moved  out  of  the  P 
(Park)  position. 

■  The  ignition  switch  changes  position. 

■  The  hazard  lamps  are  turned  on. 

■  The  turn  signals  are  turned  on. 
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_ A  CAUTION _ 

Do  not  leave  the  vehicle  with  the  igni¬ 
tion  switch  in  the  ACC  or  ON  position 
when  the  engine  is  not  running  for  an 
extended  period.  This  can  discharge  the 
battery. 

OFF 

The  ignition  switch  is  in  the  OFF  position 
when  the  engine  is  turned  off  using  the 
ignition  switch. 

EMERGENCY  ENGINE  SHUT  OFF 

To  shut  off  the  engine  in  an  emergency 
situation  while  driving,  perform  the  follow¬ 
ing  procedure: 

■  Rapidly  push  the  ignition  switch  three 
consecutive  times  in  less  than  1.5  sec¬ 
onds,  or 

•  Push  and  hold  the  ignition  switch  for 
more  than  2  seconds. 
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BATTERY  DISCHARGE 

If  the  battery  of  the  NISSAN  Intelligent  Key® 
is  discharged,  or  environmental  conditions 
interfere  with  the  Intelligent  Key  operation, 
start  the  engine  according  to  the  following 
procedure: 

1.  Place  the  shift  lever  in  the  P  (Park)  posi¬ 
tion. 

2.  Firmly  apply  the  foot  brake. 

3.  Touch  the  ignition  switch  with  the  intel¬ 
ligent  Key  as  illustrated.  (A  chime  will 
sound.) 
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After  step  3  is  performed,  when  the 
ignition  switch  is  pushed  without  de¬ 
pressing  the  brake  pedal,  the  ignition 
switch  position  will  change  to  the  ON 
position. 

4.  Push  the  Ignition  switch  while  depress¬ 
ing  the  brake  pedal  within  10  seconds 
afterthe  chime  sounds.  The  engine  will 
start. 

NOTE: 

■  When  the  ignition  switch  is  pushed  to 
the  ON  position  or  the  engine  is 
started  by  the  above  procedure,  the 
Intelligent  Key  battery  discharge  in¬ 
dicator  appears  in  the  vehicle  infor¬ 
mation  display  even  when  the  Intelli¬ 
gent  Key  is  inside  the  vehicle.  This  is 
not  a  malfunction.  To  turn  off  the  In¬ 
telligent  Key  battery  discharge  indi¬ 
cator,  touch  the  ignition  switch  with 
the  Intelligent  Key  again. 

■  If  the  Intelligent  Key  battery  dis¬ 
charge  indicator  appears,  replace  the 
battery  as  soon  as  possible.  For  addi¬ 
tional  information,  refer  to  "Battery 
replacement"  in  the  "Do-it-yourself" 
section  of  this  manual. 
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NISSAN  VEHICLE  IMMOBILIZER 
SYSTEM 

The  NISSAN  Vehicle  Immobilizer  System 
will  not  allow  the  engine  to  start  without 
the  use  of  the  registered  key. 

If  the  engine  fails  to  start  using  a  registered 
key  (for  example,  when  interference  is 
caused  by  another  registered  key,  an  auto¬ 
mated  toll  road  device  or  automatic  pay¬ 
ment  device  on  the  key  ring),  restart  the 
engine  using  the  following  procedures: 

1.  Leave  the  ignition  switch  in  the  ON  po¬ 
sition  for  approximately  5  seconds. 

2.  Place  the  ignition  switch  in  the  OFF  or 
LOCK  position,  and  wait  approximately 
10  seconds. 

3.  Repeat  steps  1  and  2. 

4.  Restart  the  engine  while  holding  the 
device  (which  may  have  caused  the  in¬ 
terference)  separate  from  the  regis¬ 
tered  key. 

If  the  no  start  condition  re-occurs,  NISSAN 
recommends  placing  the  registered  key  on 
a  separate  key  ring  to  avoid  interference 
from  other  devices. 


BEFORE  STARTING  THE  ENGINE 


•  Make  sure  the  area  around  the  vehicle  is 
clear. 

•  Check  fluid  levels  such  as  engine  oil, 
coolant,  brake  fluid,  Diesel  Exhaust  Fluid 
(Diesel  only)  and  windshield-washer 
fluid  as  frequently  as  possible,  or  at  least 
whenever  you  refuel. 

•  Check  that  all  windows  and  lights  are 
clean. 

•  Visually  inspect  tires  for  their  appear¬ 
ance  and  condition.  Also  check  tires  for 
proper  inflation. 

•  Check  that  all  doors  are  closed. 

•  Position  seat  and  adjust  head 
restraints/headrests. 

•  Adjust  inside  and  outside  mirrors. 

•  Fasten  seat  belts  and  ask  all  passen¬ 
gers  to  do  likewise. 

•  Check  the  operation  of  warning  lights 
when  the  ignition  switch  is  placed  in  the 
ON  position.  For  additional  information, 
refer  to  "Warning  lights,  indicator  lights 
and  audible  reminders"  in  the  "Instru¬ 
ments  and  controls"  section  of  this 
manual. 


STARTING  THE  ENGINE  (gasoline 
engine  only) 

1  Apply  the  parking  brake. 

2.  Move  the  shift  lever  to  P  (Park)  or  N 
(Neutral).  P  (Park)  is  recommended. 

The  starter  is  designed  not  to  oper¬ 
ate  unless  the  shift  lever  is  in  either  P 
(Park)  or  N  (Neutral). 

3.  Push  the  ignition  switch  to  the  ON  po¬ 
sition.  Depress  the  brake  pedal  and 
push  the  ignition  switch  to  start  the 
engine. 

To  start  the  engine  immediately,  push 
and  release  the  ignition  switch  while 
depressing  the  brake  pedal  with  the 
ignition  switch  in  any  position. 

■  If  the  engine  is  very  hard  to  start  in 
extremely  cold  weather  or  when  re¬ 
starting,  depress  the  accelerator 
pedal  a  little  (approximately  1/3  to  the 
floor)  and  while  holding,  crankthe  en¬ 
gine.  Release  the  accelerator  pedal 
when  the  engine  starts. 

■  If  the  engine  is  very  hard  to  start  be¬ 
cause  it  is  flooded,  depress  the  accel¬ 
erator  pedal  all  the  way  to  the  floor 
and  hold  it.  Push  the  ignition  switch 
to  the  ON  position  to  start  cranking 
the  engine^fte^  or  6  seconds,  stop 
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switch  to  the  LOCK  position.  After 
cranking  the  engine,  release  the  ac¬ 
celerator  pedal.  Crank  the  engine 
with  your  foot  off  the  accelerator 
pedal  by  depressing  the  brake  pedal 
and  pushing  the  ignition  switch  to 
start  the  engine.  If  the  engine  starts, 
but  fails  to  run,  repeat  the  above  pro¬ 
cedure. 


A  CAUTION 

Do  not  operate  the  starter  for  more 
than  15  seconds  at  a  time.  If  the  engine 
does  not  start,  push  the  ignition  switch 
to  the  OFF  position  and  wait  10  seconds 
before  cranking  again,  otherwise  the 
starter  could  be  damaged. 

4  Warm-up 

Allow  the  engine  to  idle  for  at  least 
30  seconds  after  starting.  Do  not  race 
the  engine  while  warming  it  up.  Drive  at 
a  moderate  speed  for  a  short  distance 
first,  especially  in  cold  weather.  In  cold 
weather,  keep  the  engine  running  for  a 
minimum  of  2  to  3  minutes  before 
shutting  it  off.  Starting  and  stopping 
the  engine  over  a  short  period  of  time 
may  make  the  vehicle  more  difficult  to 
start. 
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STARTING  THE  ENGINE  (diesel  only) 


5.  To  Stop  the  engine,  move  the  shift  lever 
to  the  P  (Park)  position  and  push  the 
ignition  switch  to  the  OFF  position. 

In  preparation  for  the  next  engine  start,  the 
engine  may  have  a  slightly  delayed  shutoff 
after  placing  the  ignition  switch  in  the  OFF 
position,  depending  on  the  driving  condi¬ 
tions. 

NOTE: 

Care  should  be  taken  to  avoid  situations 
that  can  lead  to  potential  battery  dis¬ 
charge  and  potential  no-start  conditions 
such  as: 

1.  Installation  or  extended  use  of  elec¬ 
tronic  accessories  that  consume  bat¬ 
tery  power  when  the  engine  is  not 
running  (phone  chargers,  CPS,  DVD 
players,  etc.]. 

2.  The  vehicle  is  not  driven  regularly 
and/or  only  driven  short  distances. 

In  these  cases,  the  battery  may  need  to 
be  charged  to  maintain  battery  health. 
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REMOTE  ENGINE  START  (if  SO 

equipped) 

Vehicles  started  with  the  Remote  Engine 
Start  require  the  ignition  switch  to  be 
placed  in  the  ON  position  before  the  shift 
lever  can  be  moved  from  the  P  (Park)  posi¬ 
tion.  To  place  the  ignition  switch  in  the  ON 
position,  follow  these  steps: 

1.  Make  sure  that  the  Intelligent  Key  is  on 
you. 

2.  Apply  the  brake. 

3.  Push  the  ignition  switch  once  to  the  ON 
position. 

For  additional  information,  refer  to  "NISSAN 
Intelligent  Key®"  in  the  "Pre-driving  checks 
and  adjustments"  section  of  this  manual. 
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For  additional  information  on  starting  your 
diesel  engine,  refer  to  the  Titan  Diesel  Own¬ 
er's  Manual. 


DRIVING  THE  VEHICLE 


ENGINE  PROTECTION  MODE 

The  engine  has  an  engine  protection  mode 
to  reduce  the  chance  of  damage  if  the 
coolant  temperature  becomes  too  high 
(for  example,  when  climbing  steep  grades 
in  high  temperatures  with  heavy  loads, 
such  as  when  towing  a  trailer).  When  the 
engine  temperature  reaches  a  certain 
level: 

•  The  engine  coolant  temperature  gauge 
will  move  toward  the  H  position. 

•  Engine  power  may  be  reduced. 

•  The  air  conditioning  cooling  function 
may  be  automatically  turned  off  for  a 
short  time  (the  blower  will  continue  to 
operate). 

Engine  power  and,  under  some  conditions, 
vehicle  speed  will  decrease.  Vehicle  speed 
can  be  controlled  with  the  accelerator 
pedal,  but  the  vehicle  may  not  accelerate  at 
the  desired  speed.  The  transmission  will 
downshift  or  upshift  as  it  reaches  pre¬ 
scribed  shift  points.  You  can  also  shift 
manually. 

As  driving  conditions  change  and  engine 
coolant  temperature  is  reduced,  vehicle 
speed  can  be  increased  using  the  accel¬ 


erator  pedal,  and  the  air  conditioning  cool¬ 
ing  function  will  automatically  be  turned 
back  on. 

The  Malfunction  Indicator  Light  (MIL)  may 
also  come  on  if  the  engine  coolant  tem¬ 
perature  is  not  reduced  or  the  air  condi¬ 
tioning  cooling  function  does  notturn  back 
on.  If  only  it  remains  on,  you  do  not  need  to 
have  your  vehicle  towed,  but  have  it  in¬ 
spected  soon.  It  is  recommended  that  you 
visit  a  NISSAN  dealer  for  this  service.  For 
additional  information,  refer  to  "Malfunc¬ 
tion  Indicator  Light  (MIL)"  in  the  "Instru¬ 
ments  and  controls"  section  of  this  manual. 

^WARNING 

Overheating  can  result  in  reduced  en¬ 
gine  power  and  vehicle  speed.  The  re¬ 
duced  speed  may  be  lower  than  other 
traffic,  which  could  increase  the  chance 
of  a  collision.  Be  especially  careful  when 
driving.  If  the  vehicle  cannot  maintain  a 
safe  driving  speed,  pull  to  the  side  of  the 
road  in  a  safe  area.  Allow  the  engine  to 
cool  and  return  to  normal  operation.  For 
additional  information,  refer  to  "If  your 
vehicle  overheats"  in  the  "In  case  of 
emergency"  section  of  this  manual. 


OEiALER  eF3ROCESS 


_ A  CAUTION _ 

Running  the  engine  with  the  engine  oil 
pressure  warning  light  on  could  cause 
serious  damage  to  the  engine  almost 
immediately.  Such  damage  is  not  cov¬ 
ered  by  warranty.  Turn  off  the  engine  as 
soon  as  it  is  safe  to  do  so. 

AUTOMATIC  TRANSMISSION  (A/T) 

AWARNINC 

■  Do  not  depress  the  accelerator  pedal 
while  shifting  from  P  (Park)  or  N  (Neu¬ 
tral]  to  R  (Reverse)  or  D  (Drive).  Always 
depress  the  brake  pedal  until  shifting 
is  completed.  Failure  to  do  so  could 
cause  you  to  lose  control  and  have  an 
accident. 

■  Cold  engine  idle  speed  is  high,  so  use 
caution  when  shifting  into  a  forward 
or  reverse  gear  before  the  engine  has 
warmed  up. 

■  Never  shift  to  either  the  P  (Park)  or  R 
(Reverse)  position  while  the  vehicle  is 
moving  forward  and  P  (Park)  or  D 
(Drive)  position  while  the  vehicle  is  re¬ 
versing.  This  could  cause  an  accident 
or  damage  the  transmission. 
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■  Except  in  an  emergency,  do  not  shift 
to  the  N  (Neutral)  position  while  driv¬ 
ing.  Coasting  with  the  transmission  in 
the  N  (Neutral)  position  may  cause  se¬ 
rious  damage  to  the  transmission. 

■  Do  not  downshift  abruptly  on  slippery 
roads.  This  may  cause  a  loss  of 
control. 


A  CAUTION 

To  avoid  possible  damage  to  your  ve¬ 
hicle,  when  stopping  the  vehicle  on  an 
uphill  grade,  do  not  hold  the  vehicle  by 
depressing  the  accelerator  pedal.  The 
foot  brake  should  be  used  for  this 
purpose. 

The  A/T  in  your  vehicle  is  electronically  con¬ 
trolled  to  produce  maximum  power  and 
smooth  operation. 

The  recommended  operating  procedures 
for  this  transmission  are  shown  on  the  fol¬ 
lowing  pages.  Follow  these  procedures  for 
maximum  vehicle  performance  and  driv¬ 
ing  enjoyment. 
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Starting  the  vehicle 

Awarninc 

■  Do  not  depress  the  accelerator  pedal 
while  shifting  from  P  (Park)  or  N  (Neu¬ 
tral)  to  R  (Reverse)  or  D  (Drive).  Always 
depress  the  brake  pedal  until  shifting 
is  completed.  Failure  to  do  so  could 
cause  you  to  lose  control  and  have  an 
accident. 

■  Cold  engine  idle  speed  is  high,  so  use 
caution  when  shifting  into  a  forward 
or  reverse  gear  before  the  engine  has 
warmed  up. 

■  Never  shift  to  either  the  P  (Park)  or  R 
(Reverse)  position  while  the  vehicle  is 
moving  forward  and  P  (Park)  or  D 
(Drive)  position  while  the  vehicle  is  re¬ 
versing.  This  could  cause  an  accident 
or  damage  the  transmission. 

■  Except  in  an  emergency,  do  not  shift 
to  the  N  (Neutral)  position  while  driv¬ 
ing.  Coasting  with  the  transmission  in 
the  N  (Neutral)  position  may  cause  se¬ 
rious  damage  to  the  transmission. 

■  Do  not  downshift  abruptly  on  slippery 
roads.  This  may  cause  a  loss  of 
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_ A  CAUTION _ 

To  avoid  possible  damage  to  your  ve¬ 
hicle,  when  stopping  the  vehicle  on  an 
uphill  grade,  do  not  hold  the  vehicle  by 
depressing  the  accelerator  pedal.  The 
foot  brake  should  be  used  for  this 
purpose. 

1.  After  starting  the  engine,  fully  depress 
the  foot  brake  pedal  before  moving  the 
shift  lever  out  of  the  P  (Park)  position. 

2.  Keep  the  foot  brake  pedal  depressed 
and  move  the  shift  lever  into  a  driving 
gear. 

3.  Release  the  foot  brake,  then  gradually 
start  the  vehicle  in  motion. 

The  automatic  transmission  is  designed 
so  the  foot  brake  pedal  MUST  be  de¬ 
pressed  before  shifting  from  P  (Park)  to 
any  drive  position  while  the  ignition 
switch  is  in  the  ON  position. 

The  shift  lever  cannot  be  moved  out  of 
the  P  (Park)  position  and  into  any  of  the 
other  gear  positions  if  the  ignition 
switch  is  placed  in  the  LOCK  or  OFF  posi¬ 
tion. 


© 
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To  move  the  shift  lever: 


^  :  Shift  while  depressing  the  brake 

pedal 

:  Shift  without  depressing  the  brake 

pedal 

Shifting 

After  starting  the  engine,  fully  depress  the 
brake  pedal  and  move  the  shift  lever  out  of 
the  P  (Park)  position. 


^WARNING 

Apply  the  parking  brake  if  the  shift  lever 
is  in  any  position  while  the  engine  is  not 
running.  Failure  to  do  so  could  cause 
the  vehicle  to  move  unexpectedly  or  roll 
away  and  result  in  serious  personal  in¬ 
jury  or  property  damage. 

If  the  Ignition  switch  is  placed  in  the  OFF  or 
ACC  position  for  any  reason  while  the  ve¬ 
hicle  is  in  N  (Neutral),  or  any  D  (Drive)  posi¬ 
tion,  the  ignition  switch  cannot  be  placed  in 
the  LOCK  position.  Move  the  shift  lever  to 
the  P  (Park)  position,  then  the  ignition 
switch  can  be  placed  in  the  LOCK  position. 

P  (Park) 

^CAUTION 

To  prevent  transmission  damage,  use 
the  P  (Park)  position  only  when  the  ve¬ 
hicle  is  completely  stopped. 

Use  the  P  (Park)  shift  lever  position  when 
the  vehicle  is  parked  or  when  starting  the 
engine.  Make  sure  the  vehicle  is  completely 
stopped. 

The  brake  pedal  should  be  depressed  to 
move  the  shift  lever  from  N  (Neutral)  or 
any  drive  position  to  P  (Park). 


Apply  the  parking  brake.  When  parking  on  a 
hill,  apply  the  parking  brake  first,  then  move 
the  shift  lever  Into  the  P  (Park)  position. 

R  (Reverse) 


CAUTION_ I 

To  prevent  transmission  damage,  use 
the  R  (Reverse)  position  only  when  the 
vehicle  is  completely  stopped. 

Use  the  R  (Reverse)  position  to  back  up. 
Make  sure  the  vehicle  is  completely 
stopped  before  selecting  the  R  (Reverse) 
position  The  brake  pedal  must  be  de¬ 
pressed  to  move  the  shift  lever  from  P 
(Park),  N  (Neutral)  or  any  drive  position  to 
R  (Reverse). 

N  (Neutral) 

Neither  forward  nor  reverse  gear  is  en¬ 
gaged.  The  engine  can  be  started  in  this 
position.  You  may  shift  to  N  (Neutral)  and 
restart  a  stalled  engine  while  the  vehicle  Is 
moving. 

D  (Drive) 

Use  this  position  for  all  normal  forward 
driving. 
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Manual  shift  mode 

When  the  manual  shift  mode  switch  is 
pushed  while  driving,  the  transmission  en¬ 
ters  the  manual  shift  mode.  Shift  ranges 
can  be  selected  manually. 

In  the  manual  shift  mode,  the  shift  range  is 
displayed  on  the  position  indicator  in  the 
meter.  After  pushing  the  manual  shift 
mode  switch,  the  position  indicator  varies 
depending  on  the  gear  position  and  ve¬ 
hicle  speed. 
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Shift  ranges  up  or  down  one  by  one  as 
follows: 

Ml  < - ►  M2  < - ►  M3  < - ►  M4  < - ►  M5  < - ►  M6 

<  - ►  M7*  < - ►  D 

*lf  SO  equipped 

m7  (Seventh)  (if  so  equipped) 

Use  this  position  for  all  normal  forward 
driving  at  highway  speeds. 

Ml  < - ►  M2  < - ►  M3  < - ►  M4  < - ►  M5  < - ►  M6 

<  - ►  M7 

M7  will  be  displayed  on  the  position  indica¬ 
tor  in  the  meter. 

M6  (Sixth) 

Use  this  position  for  all  normal  forward 
driving  at  highway  speeds. 

Ml  < - ►  M2  < - ►  M3  < - ►  M4  < - ►  M5  < - ►  M6 

M6  will  be  displayed  on  the  position  indica¬ 
tor  in  the  meter 

N\S  (Fifth) 

Use  this  position  for  all  normal  forward 
driving  at  highway  speeds. 

Ml  < - ►  M2  < - ►  M3  < - ►  M4  < - ►  M5 
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M4  (Fourth) 

For  driving  up  or  down  long  slopes  where 
engine  braking  would  be  advantageous. 

Shift  ranges  up  or  down  one  by  one  as 
follows: 

Ml  < - ►  M2  < - ►  M3  < - ►  M4 

M4  will  be  displayed  on  the  position  Indica¬ 
tor  in  the  meter. 

(V\3  (Third) 

Use  for  hill  climbing  or  engine  braking  on 
downhill  grades. 

Shift  ranges  up  or  down  one  by  one  as 
follows: 

Ml  < - ►  M2  < - ►  M3 

M3  will  be  displayed  on  the  position  indica¬ 
tor  in  the  meter. 

M2  (Second) 

Use  for  hill  climbing  or  engine  braking  on 
downhill  grades. 

Shift  ranges  up  or  down  one  by  one  as 
follows: 

Ml  < - ►  M2 

M2  will  be  displayed  on  the  position  indica¬ 
tor  in  the  meter. 


mi  (First) 

Use  this  position  when  climbing  steep  hills 
slowly  or  driving  slowly  through  deep  snow, 
sand  or  mud,  or  for  maximum  engine  brak¬ 
ing  on  steep  downhill  grades. 

Ml  will  be  displayed  on  the  position  indica¬ 
tor  on  the  meter. 

•  Remember  not  to  drive  at  high  speeds 
for  extended  periods  of  time  In  lower 
than  M4  range.  This  reduces  fuel 
economy. 

When  shifting  up 

Push  the  shift  switch  to  the  +  (up)  side. 
(Shifts  to  higher  range.) 

When  shifting  down 

Push  the  shift  switch  to  the  -  (down)  side. 
(Shifts  to  lower  range.) 

•  The  transmission  will  automatically 
downshift  the  gears.  (For  example,  if  you 
select  the  3rd  range,  the  transmission 
will  shift  down  between  the  3rd  and  1st 
gears.) 

•  Pushing  the  shift  switch  rapidly  will  shift 
the  ranges  in  succession. 


When  canceling  the  manual  shift  mode 

Press  and  hold  the  +(UP)  button  to  return 
the  transmission  to  the  normal  driving 
mode. 

■  In  the  manual  shift  mode,  the  trans¬ 
mission  may  not  shift  to  the  selected 
gear  immediately  because  of  vehicle 
speed.  The  transmission  will  upshift 
or  downshift  when  vehicle  speed 
matches  the  programmed  transmis¬ 
sion  shift  points.  This  helps  maintain 
driving  performance  and  reduces  the 
chance  of  vehicle  damage  or  loss  of 
control. 

■  In  the  manual  shift  mode,  the  trans¬ 
mission  will  not  upshift  to  a  higher 
gear  than  is  manually  selected.  When 
the  vehicle  speed  decreases,  the 
transmission  automatically  shifts 
down  and  shifts  to  1st  gear  before  the 
vehicle  comes  to  a  stop. 
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Shift  lock  release 


If  the  battery  is  discharged,  the  shift  lever 
may  not  be  moved  from  the  P  (Park)  posi¬ 
tion  even  with  the  brake  pedal  depressed. 

To  move  the  shift  lever,  release  the  shift 
lock.  The  shift  lever  can  be  moved  to  N 
(Neutral).  However,  for  models  without  the 
NISSAN  Vehicle  Immobilizer  System,  the 
steering  wheel  will  be  locked  unless  the 
Ignition  switch  is  placed  In  the  ON  position. 
This  allows  the  vehicle  to  be  moved  if  the 
battery  is  discharged. 
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To  push  the  shift  lock  release,  complete  the 
following  procedure: 

1.  Place  the  ignition  switch  in  the  LOCK 
position. 

2.  Apply  the  parking  brake. 

3.  Remove  the  shift  lock  release  cover.  If  a 
screwdriver  is  used  to  remove  the 
cover,  it  should  be  wrapped  in  a  protec¬ 
tive  cloth  to  prevent  damage  to  the 
cover  and  surrounding  plastic. 

4.  Insert  a  small  object  or  finger  in  the 
shift  lock  release  slot  and  push. 

5.  Move  the  shift  lever  to  the  N  (Neutral) 
position  while  holding  the  shift  lock  re¬ 
lease. 

6.  Now  the  vehicle  may  be  moved  to  the 
desired  location. 

If  the  shift  lever  cannot  be  moved  out  of  P 
(Park),  have  the  automatic  transmission 
system  checked  as  soon  as  possible.  It  is 
recommended  that  you  visit  a  NISSAN 
dealer  for  this  service. 


_ A  WARNING _ 

If  the  shift  lever  cannot  be  moved  from 
the  P  (Park)  position  while  the  engine  is 
running  and  the  brake  pedal  is  de¬ 
pressed,  the  stop  lights  may  not  work. 
Malfunctioning  stop  lights  could  cause 
an  accident  injuring  yourself  and 
others. 

Accelerator  downshift 
—  in  D  (Drive)  position  — 

For  passing  or  hill  climbing,  depress  the 
accelerator  pedal  to  the  floor.  This  shifts 
the  transmission  down  into  a  lower  gear, 
depending  on  the  vehicle  speed. 

Fail-safe 

When  the  fail-safe  operation  occurs,  please 
note  that  the  transmission  will  be  locked  in 
any  of  the  forward  gears  according  to  the 
condition. 
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If  the  vehicle  is  driven  under  extreme 
conditions,  such  as  excessive  wheel 
spinning  and  subsequent  hard  braking, 
the  fail-safe  system  may  be  activated. 
This  will  occur  even  if  all  electrical  cir¬ 
cuits  are  functioning  properly.  In  this 
case,  place  the  ignition  switch  in  the  OFF 
position  and  wait  for  3  seconds.  Then 
place  the  ignition  switch  back  in  the  ON 
position.  The  vehicle  should  return  to  its 
normal  operating  condition.  If  it  does  not 
return  to  its  normal  operating  condition, 
have  the  transmission  checked  and  re¬ 
paired,  if  necessary.  It  is  recommended 
that  you  visit  a  NISSAN  dealer  for  this 
service. 
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PARKING  BRAKE 


BLIND  SPOT  WARNING  (BSW)  (if  SO 
equipped) 


^WARNING 

Be  sure  the  parking  brake  is  fully  re¬ 
leased  before  driving.  Failure  to  do  so 
can  cause  brake  failure  and  lead  to  an 
accident. 

Do  not  release  the  parking  brake  from 
outside  the  vehicle. 

Do  not  use  the  shift  lever  in  place  of 
the  parking  brake.  When  parking,  be 
sure  the  parking  brake  is  fully 
engaged. 

To  help  avoid  risk  of  injury  or  death 
through  unintended  operation  of  the 
vehicle  and/or  its  systems,  do  not 
leave  children,  people  who  require  the 
assistance  of  others  or  pets  unat¬ 
tended  in  your  vehicle.  Additionally, 
the  temperature  inside  a  closed  ve¬ 
hicle  on  a  warm  day  can  quickly  be¬ 
come  high  enough  to  cause  a  signifi¬ 
cant  risk  of  injury  or  death  to  people 
and  pets. 


To  engage;  Firmly  depress  the  parking 
brake. 

To  release: 

1.  Firmly  apply  the  foot  brake. 

2.  Move  the  shift  lever  to  the  P  (Park)  po¬ 
sition. 

3.  Firmly  depress  the  parking  brake  pedal 
and  it  will  release. 


^WARNING 

Failure  to  follow  the  warnings  and  in¬ 
structions  for  proper  use  of  the  BSW 
system  could  result  in  serious  injury  or 
death. 

■  The  BSW  system  is  not  a  replacement 
for  proper  driving  procedures  and  is 
not  designed  to  prevent  contact  with 
vehicles  or  objects.  When  changing 
lanes,  always  use  the  side  and  rear 
mirrors  and  turn  and  look  in  the  direc¬ 
tion  your  vehicle  will  move  to  ensure  it 
is  safe  to  change  lanes.  Never  rely 
solely  on  the  BSW  system. 

The  BSW  system  helps  alert  the  driver  of 
other  vehicles  in  adjacent  lanes  when 
changing  lanes. 


4. 


Before  driving,  be  sure  the  brake  warn¬ 
ing  light  goes  out. 
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The  BSW  system  uses  radar  sensors  ® 
installed  near  the  rear  bumper  to  detect 
other  vehicles  In  an  adjacent  lane. 
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The  radar  sensors  can  detect  vehicles  on 
either  side  of  your  vehicle  within  the  detec¬ 
tion  zone  shown  as  illustrated.  This  detec¬ 
tion  zone  starts  from  the  outside  mirror  of 
your  vehicle  and  extends  approximately 
10  ft  (3.0  m)  behind  the  rear  bumper,  and 
approximately  10  ft  (3.0  m)  sideways. 
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1.  Side  BSW/RCTA  Indicator  Light 

2.  BSW/RCTA  indicator 

BSW  SYSTEM  OPERATION 

The  BSW  system  operates  above  approxi¬ 
mately  20  mph  (32  km/h). 

If  the  radar  sensors  detect  a  vehicle  in  the 
detection  zone,  the  side  BSW/RCTA  indica¬ 
tor  light  (1)  illuminates.  If  the  turn  signal  is 
then  activated,  the  system  chimes  (twice) 
and  the  side  BSW/RCTA  indicator  light 
flashes.  The  side  BSW/RCTA  indicator  light 
continues  to  flash  until  the  detected  ve¬ 
hicle  leaves  the  detection  zone. 

The  side  BSW/RCTA  indicator  light  illumi¬ 
nates  for  a  few  seconds  when  the  ignition 
switch  is  placed  In  the  ON  position. 

The  brightness  of  the  side  BSW/RCTA  indi¬ 
cator  light  is  adjusted  automatically  de¬ 
pending  on  the  brightness  of  the  ambient 
light. 

If  a  vehicle  comes  into  the  detection  zone 
after  the  driver  activates  the  turn  signal, 
then  only  the  side  BSW/RCTA  indicator  light 
flashes  and  no  chime  sounds.  For  addi¬ 
tional  information,  refer  to  "BSW  driving 
situations"  in  this  section. 
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HOW  TO  ENABLE/DISABLE  THE 
BSW  SYSTEM 

When  the  BSW  system  is  enabled  in  the 
vehicle  information  display,  the  system  can 
be  turned  off  temporarily  by  pushing  the 
warning  systems  switch.  For  additional  in¬ 
formation,  refer  to  'Warning  systems 
switch"  in  the  "Instruments  and  controls" 
section  ofthis  manual. 

Perform  the  following  steps  to  enable  or 
disable  the  BSW  system: 

1.  Press  the  *  ►  button  until  "Settings" 
displays  in  the  vehicle  information  dis¬ 
play.  Use  the  T  button  to  select 
"Driver  Assistance"  and  press  ENTER. 
Select  "Driving  Aids"  and  press  ENTER. 

2.  Select  "Blind  Spot  (BSW)"  and  press  the 
ENTER  button. 

NOTE: 

■  When  enabling/disabling  the  system, 
the  system  will  retain  current  set¬ 
tings  even  if  the  engine  is  restarted. 

■  When  the  BSW  system  is  turned  on, 
the  BSW/RCTA  indicator  (white)  in  the 
vehicle  information  display  illumi¬ 
nates. 
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BSW  SYSTEM  LIMITATIONS 


A  WARNING 

Listed  below  are  the  system  limitations 
for  the  BSW  system.  Failure  to  operate 
the  vehicle  in  accordance  with  these 
system  limitations  could  result  in  seri¬ 
ous  injury  or  death. 

■  The  BSW  system  cannot  detect  all  ve¬ 
hicles  under  all  conditions. 

■  The  radar  sensors  may  not  be  able  to 
detect  and  activate  BSW  when  certain 
objects  are  present  such  as: 

-  Pedestrian,  bicycles,  animals. 

-  Vehicles  such  as  motorcycles,  low 
height  vehicles,  or  high  ground 
clearance  vehicles. 

-  Oncoming  vehicles. 

-  Vehicles  remaining  in  the  detec¬ 
tion  zone  when  you  accelerate 
from  a  stop. 

-  A  vehicle  merging  into  an  adjacent 
lane  at  a  speed  approximately  the 
same  as  your  vehicle. 

-  Avehicle  approaching  rapidlyfrom 
behind. 


-  A  vehicle  which  your  vehicle  over¬ 
takes  rapidly. 

-  A  vehicle  that  passes  through  the 
detection  zone  quickly. 

-  When  overtaking  several  vehicles 
in  a  row,  the  vehicles  after  the  first 
vehicle  may  not  be  detected  if  they 
are  traveling  close  together. 

■  The  radar  sensor's  detection  zone  is 
designed  based  on  a  standard  lane 
width.  When  driving  in  a  wider  lane, 
the  radar  sensors  may  not  detect  ve¬ 
hicles  in  an  adjacent  lane.  When  driv¬ 
ing  in  a  narrow  lane,  the  radar  sensors 
may  detect  vehicles  driving  two  lanes 
away. 

■  The  radar  sensors  are  designed  to  ig¬ 
nore  most  stationary  objects;  how¬ 
ever,  objects  such  as  guardrails,  walls, 
foliage  and  parked  vehicles  may  oc¬ 
casionally  be  detected.  This  is  a  nor¬ 
mal  operation  condition. 

■  The  following  conditions  may  reduce 
the  ability  of  the  radar  to  detect  other 
vehicles; 


-  Severe  weather 
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-  Ice/frost/snow/dirt  build-up  on 
the  vehicle 

■  Do  not  attach  stickers  (including 
transparent  material],  install  accesso¬ 
ries  or  apply  additional  paint  near  the 
radar  sensors.  These  conditions  may 
reduce  the  ability  of  the  radar  to  de¬ 
tect  other  vehicles. 

■  Excessive  noise  (for  example,  audio 
system  volume,  open  vehicle  window) 
will  interfere  with  the  chime  sound, 
and  it  may  not  be  heard. 
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Illustration  1  -  Approaching  from  behind 

BSW  DRIVING  SITUATIONS 


Another  vehicle  approaching 
from  behind 

Illustration  1:  The  side  BSW/RCTA  indicator 
light  iliuminates  if  a  vehicle  enters  the  de¬ 
tection  zone  from  behind  in  an  adjacent 
lane. 


Indicator 

on 

Indicator 

off 

Indicator 

flashing 


o 
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Illustration  2  -  Approaching  from  behind 
Illustration  2:  If  the  driver  activates  the 
turn  signal  when  another  vehicle  is  in  the 
detection  zone,  then  the  system  chimes 
(twice)  and  the  side  indicator  light  flashes. 

NOTE: 

■  The  radar  sensors  may  not  detect  ve¬ 
hicles  which  are  approaching  rapidly 
from  behind. 


If  the  driver  activates  the  turn  signal 
before  a  vehicle  enters  the  detection 
zone,  the  side  indicator  light  will  flash 
but  no  chime  will  sound  when  the 
other  vehicle  is  detected. 
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Illustration  3  -  Overtaking  another 
vehicle 


Overtaking  another  vehicle 

Illustration  3:  The  side  indicator  light  illu¬ 
minates  if  you  overtake  a  vehicle  and  that 
vehicle  stays  in  the  detection  zone  for  ap¬ 
proximately  2  seconds. 


Illustration  4  -  Overtaking  another 
vehicle 


Illustration  4:  If  the  driver  activates  the 
turn  signal  while  another  vehicle  is  in  the 
detection  zone,  then  the  system  chimes 
(twice)  and  the  side  indicator  light  flashes. 

NOTE: 


When  overtaking  several  vehicles  in  a 
row,  the  vehicles  after  the  first  vehicle 
may  not  be  detected  if  they  are  trav¬ 
eling  close  together. 


The  radar  sensors  may  not  detect 
slowei^jaDwiK^ehul^^^they  are 
pas 


If  the  driver  activates  the  turn  signal 
before  a  vehicle  enters  the  detection 
zone,  the  side  indicator  light  will  flash 
but  no  chime  will  sound  when  the 
other  vehicle  is  detected. 
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Illustration  5  -  Entering  from  the  side 

Entering  from  the  side 

Illustration  5:  The  side  indicator  iight  illu¬ 
minates  if  a  vehicle  enters  the  detection 
zone  from  either  side. 
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Illustration  6  -  Entering  from  the  side 
Illustration  6:  if  the  driver  activates  the 
turn  signal  while  another  vehicle  Is  In  the 
detection  zone,  then  the  system  chimes 
(twice)  and  the  side  indicator  light  flashes. 

NOTE: 

■  If  the  driver  activates  the  turn  signal 
before  a  vehicle  enters  the  detection 
zone,  the  side  indicator  light  will  flash 
but  no  chime  will  sound  when  the 
other  vehicle  is  detected. 
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The  radar  sensors  may  not  detect  a 
vehicle  which  is  traveling  at  about  the 
same  speed  as  your  vehicle  when  it 
enters  the  detection  zone. 


SYSTEM  TEMPORARILY 
UNAVAILABLE 


When  radar  blockage  is  detected,  the  sys¬ 
tem  will  be  deactivated  automatically.  The 
"Side  Radar  Obstruction"  warning  message 
will  appear  and  the  BSW/RCTA  indicator 
(white)  will  blink  ®  in  the  vehicle  informa¬ 
tion  display. 

The  system  is  not  available  until  the  condi¬ 
tions  no  ionger  exist. 

The  radar  sensors  may  be  blocked  by  tem¬ 
porary  ambient  conditions  such  as  splash¬ 
ing  water,  mist  or  fog.  The  blocked  condi¬ 
tion  may  also  be  caused  by  objects  such  as 
ice,  frost  or  dirt  obstructing  the  radar  sen¬ 
sors. 

NOTE: 

If  the  BSW  system  stops  working,  the 
RCTA  system  (if  so  equipped)  will  also 
stop  working. 

Action  to  take: 

When  the  above  conditions  no  longer  exist, 
the  system  will  resume  automatically. 
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Malfunction 


If  the  BSW  system  malfunctions,  it  will  turn 
off  automatically.  The  system  malfunction 
warning  message  with  the  BSW/RCTA  indi¬ 
cator  (orange)  will  appear  in  the  vehicle  in¬ 
formation  display. 

NOTE: 

If  the  BSW  system  stops  working,  the 
RCTA  system  (if  so  equipped)  will  also 
stop  working. 

Action  to  take: 

Stop  the  vehicle  in  a  safe  location,  place  the 
vehicle  in  the  P  (Park)  position,  turn  the  en¬ 
gine  off  and  restart  the  engine.  If  the  mes¬ 
sage  continues  to  appear,  have  the  system 
checked.  It  is  recommended  that  you  visit  a 
NISSAN  dealer  for  this  service. 


SYSTEM  MAINTENANCE 


The  two  radar  sensors  @  for  the  BSW  and 
RCTA  systems  are  located  near  the  rear 
bumper.  Always  keep  the  area  near  the  ra¬ 
dar  sensors  clean. 

The  radar  sensors  may  be  blocked  by  tem¬ 
porary  ambient  conditions  such  as  splash¬ 
ing  water,  mist  or  fog. 

The  blocked  condition  may  also  be  caused 
by  objects  such  as  ice,  frost  or  dirt  ob¬ 
structing  the  radar  sensors. 

Check  for  ancUjemoy^bJects  obstructing 
the  area  a!Wfffl||p^^Har  sensors. 


Do  not  attach  stickers  (including  transpar¬ 
ent  material),  install  accessories  or  apply 
additional  paint  near  the  radar  sensors. 

Do  not  strike  or  damage  the  area  around 
the  radar  sensors.  It  is  recommended  that 
you  visit  a  NISSAN  dealer  if  the  area  around 
the  radar  sensors  is  damaged  due  to  a 
collision. 

Radio  frequency  statement 

For  USA 

FCC  ID:  OAYSRR2B  or  OAYSRR3B 

This  device  complies  with  Partis  of  the  FCC 
Rules. 

Operation  is  subject  to  the  following  two 
conditions: 

1.  This  device  may  not  cause  harmful  in¬ 
terference,  and 

2.  This  device  must  accept  any  interfer¬ 
ence  received,  including  interference 
that  may  cause  undesired  operation. 

FCC  Warning 

Changes  or  modifications  not  expressly 
approved  by  the  party  responsible  for 
compliance  could  void  the  user's  authority 
to  operate  the  equipment. 
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REAR  CROSS  TRAFFIC  ALERT  (RCTA) 

(if  so  equipped) 


For  Canada 

Applicable  law:  Canada  310 

This  device  complies  with  Industry  Canada 
licence-exempt  RS5  standard(s).  Operation 
is  subject  to  the  following  two  conditions: 

1.  This  device  may  not  cause  interference, 
and 

2.  This  device  must  accept  any  interfer¬ 
ence,  including  interference  that  may 
cause  undesired  operation  of  the  de¬ 
vice. 

Frequency  bands:  24.05  -  24.25GHz 

Output  power:  less  than  20  milliwatts 

Droit  applicable:  Canada  310 

Le  present  appareil  est  conforme  aux  CNR 
dindustrie  Canada  applicables  aux  appar- 
eils  radio  exempts  de  licence.  L'exploitation 
est  autorisee  aux  deux  conditions  suiv- 
antes: 

1.  L'appareil  ne  doit  pas  produire  de 
brouillage,  et 

2.  L'utilisateur  de  l'appareil  doit  accepter 
tout  brouillage  radioelectrique  subi, 
meme  si  le  brouillage  est  susceptible 
d'en  compromettre  lefonctionnement. 


Bandes  de  frequences:  24.05  -  24.25CHz 
Puissance  emise:  Moins  de  20  milliwatts 
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I_ A  WARNING 

Failure  to  follow  the  warnings  and  in¬ 
structions  for  proper  use  of  the  RCTA 
system  could  result  in  serious  injury  or 
death. 

■  The  RCTA  system  is  not  a  replacement 
for  proper  driving  procedures  and  is 
not  designed  to  prevent  contact  with 
vehicles  or  objects.  When  backing  out 
of  a  parking  space,  always  use  the 
side  and  rear  mirrors  and  turn  and 
look  in  the  direction  your  vehicle  will 
move.  Never  rely  solely  on  the  RCTA 
system. 

The  RCTA  system  will  assist  you  when 
backing  out  from  a  parking  space.  When 
the  vehicle  is  in  reverse,  the  system  is  de¬ 
signed  to  detect  other  vehicles  approach¬ 
ing  from  the  right  or  left  of  the  vehicle.  If  the 
system  detects  cross  traffic,  it  will  alert  you. 
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1.  Side  BSW/RCTA  Indicator  Light 

2.  BSW/RCTA  Indicator 

RCTA  SYSTEM  OPERATION 

The  RCTA  system  can  help  alert  the  driver 
of  an  approaching  vehicle  when  the  driver 
is  backing  out  of  a  parking  space. 

When  the  shift  position  is  in  R  (Reverse)  and 
the  vehicle  speed  is  less  than  approxi¬ 
mately  5  mph  (8  km/h),  the  RCTA  system  is 
operational. 

If  the  radar  detects  an  approaching  vehicle 
from  the  side,  the  system  chimes  a  sound 
(single  beep)  and  the  side  BSW/RCTA  indi¬ 
cator  light  on  the  side  of  the  vehicle  is  ap¬ 
proaching  from  flashes. 
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The  RCTA  system  uses  radar  sensors  @ 
installed  on  both  sides  near  the  rear  bum¬ 
per  to  detect  an  approaching  vehicle. 


The  radar  sensors  ®  can  detect  an  ap¬ 
proaching  vehicle  from  up  to  approxi¬ 
mately  66  ft  (20  m)  away. 
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HOW  TO  ENABLE/DISABLE  THE 
ROTA  SYSTEM 

When  the  RCTA  system  is  enabled  in  the 
vehicle  information  display,  the  system  can 
be  turned  off  temporarily  by  pushing  the 
Front  and  rear  sonar  system  OFF  switch. 
For  additional  information,  refer  to  "Front 
and  rear  sonar  system  OFF  switch"  in  the 
"Instruments  and  controls"  section  of  this 
manual. 

Perform  the  following  steps  to  enable  or 
disable  the  RCTA  system: 

1.  Press  the  <  ►  button  until  "Settings" 
displays  in  the  vehicle  information  dis¬ 
play.  Use  the  Y  button  to  select 
"Driver  Assistance"  and  press  ENTER. 
Select  "Driving  Aids"  and  press  ENTER. 

2.  Select  "Blind  Spot  (BSW)"  and  press  the 
ENTER  button. 

NOTE: 

When  enabling/disabling  the  system, 
the  system  setting  will  be  retained  even 
if  the  engine  is  restarted. 
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RCTA  SYSTEM  LIMITATIONS 


A  WARNING 

Listed  below  are  the  system  limitations 
for  the  RCTA  system.  Failure  to  operate 
the  vehicle  in  accordance  with  these 
system  limitations  could  result  in  seri¬ 
ous  injury  or  death. 

■  Always  check  surroundings  and  turn 
to  check  what  is  behind  you  before 
backing  up.  The  radar  sensors  detect 
approaching  (moving)  vehicles.  The 
radar  sensors  cannot  detect  every 
object  such  as: 

-  Pedestrians,  bicycles,  motorcycles, 
animals  or  child-operated  toy 
vehicles 

-  A  vehicle  that  is  passing  at  speeds 
greater  than  approximately 
19  mph  (30  km/h) 

-  A  vehicle  that  is  passing  at  speeds 
lower  than  approximately  5  mph 
(8  km/h) 

■  The  radar  sensors  may  not  detect  ap¬ 
proaching  vehicles  in  certain 
situations: 

-  Illustration  (a):  when  a  vehicle 
parked  next  to  you  obstructs  the 
beam  of  the  radar  sensor. 
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-  Illustration  (b):  When  the  vehicle  is 
parked  in  an  angled  parking  space. 

-  Illustration  ©:  When  the  vehicle  is 
parked  on  inclined  ground. 

-  Illustration  @:When  an  approach¬ 
ing  vehicle  turns  into  your  vehicle's 
parking  lot  aisle. 

-  Illustration  (f):  When  the  angle 
formed  by  your  vehicle  and  ap¬ 
proaching  vehicle  is  small. 

■  The  following  conditions  may  reduce 
the  ability  of  the  radar  to  detect  other 
vehicles: 

-  Severe  weather 

-  Road  spray 

-  Ice/frost/snow/dirt  build-up  on 
the  vehicle 

■  Do  not  attach  stickers  (including 
transparent  material),  install  accesso¬ 
ries  or  apply  additional  paint  near  the 
radar  sensors.  These  conditions  may 
reduce  the  ability  of  the  radar  to  de¬ 
tect  other  vehicles. 

■  Excessive  noise  (e.g.,  audio  system 
volume,  open  vehicle  window)  will  in¬ 
terfere  with  the  chime  sound,  and  it 
may  not  be  heard. 
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In  the  case  of  several  vehicles  approach¬ 
ing  in  a  row  (Illustration  1)  or  in  the  oppo¬ 
site  direction  (Illustration  2),  a  chime  may 
not  be  sounded  by  the  RCTA  system  af¬ 
ter  the  first  vehicle  passes  the  sensors. 
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Illustration  2 


SYSTEM  TEMPORARILY 
UNAVAILABLE 


When  radar  blockage  is  detected,  the  sys¬ 
tem  will  be  deactivated  automatically.  The 
"Side  Radar  Obstruction"  warning  message 
will  appear  and  the  BSW/RCTA  indicator 
(white)  will  blink  ®  in  the  vehicle  informa¬ 
tion  display. 

The  systems  are  not  available  until  the 
conditions  no  longer  exist. 

The  radar  sensors  may  be  blocked  by  tem¬ 
porary  ambient  conditions  such  as  splash¬ 
ing  water,  mist  or  fog. 

The  blocked  condition  may  also  be  caused 
by  objects  such  as  ice,  frost  or  dirt  ob¬ 
structing  the  radar  sensors. 

NOTE: 

If  the  BSW  system  stops  working,  the 
RCTA  system  (if  so  equipped)  will  also 
stop  working. 

Action  to  take 

When  the  above  conditions  no  longer  exist, 
the  system  will  resume  automatically. 
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Malfunction 


When  the  RCTA  system  malfunctions,  it  will 
turn  off  automatically.  The  system  mal¬ 
function  warning  message  with  the 
BSW/RCTA  indicator  (orange)  will  appear  in 
the  vehicle  information  display 

NOTE: 

If  the  BSW  system  stops  working,  the 
RCTA  system  (if  so  equipped)  will  also 
stop  working. 

Action  to  take 

Stop  the  vehicle  in  a  safe  location,  place  the 
vehicle  in  the  P  (Park)  position,  turn  the  en¬ 
gine  off  and  restart  the  engine.  If  the  mes¬ 
sage  continues  to  appear,  have  the  system 
checked.  It  is  recommended  that  you  visit  a 
NISSAN  dealer  for  this  service. 


SYSTEM  MAINTENANCE 


The  two  radar  sensors  @  for  the  BSW  and 
RCTA  systems  are  located  near  the  rear 
bumper.  Always  keep  the  area  near  the  ra¬ 
dar  sensors  clean. 

The  radar  sensors  may  be  blocked  by  tem¬ 
porary  ambient  conditions  such  as  splash¬ 
ing  water,  mist  or  fog. 

The  blocked  condition  may  also  be  caused 
by  objects  such  as  ice,  frost  or  dirt  ob¬ 
structing  the  radar  sensors. 

Check  for  ancUjemoy^bJects  obstructing 
the  area  sensors. 


Do  not  attach  stickers  (including  transpar¬ 
ent  material),  install  accessories  or  apply 
additional  paint  near  the  radar  sensors. 

Do  not  strike  or  damage  the  area  around 
the  radar  sensors.  It  is  recommended  that 
you  visit  a  NISSAN  dealer  if  the  area  around 
the  radar  sensors  is  damaged  due  to  a 
collision. 

Radio  frequency  statement 

For  USA 

FCC  ID:  OAYSRR2B  or  OAYSRR3B 

This  device  complies  with  Partis  of  the  FCC 
Rules. 

Operation  is  subject  to  the  following  two 
conditions: 

1.  This  device  may  not  cause  harmful  in¬ 
terference,  and 

2.  This  device  must  accept  any  interfer¬ 
ence  received,  including  interference 
that  may  cause  undesired  operation. 

FCC  Warning 

Changes  or  modifications  not  expressly 
approved  by  the  party  responsible  for 
compliance  could  void  the  user's  authority 
to  operate  the  equipment. 
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CRUISE  CONTROL 


For  Canada 

Applicable  law:  Canada  310 

This  device  complies  with  Industry  Canada 
licence-exempt  RSS  standard(s).  Operation 
is  subject  to  the  following  two  conditions: 

1.  This  device  may  not  cause  interference, 
and 

2.  This  device  must  accept  any  interfer¬ 
ence,  including  interference  that  may 
cause  undesired  operation  ofthe  device. 

Frequency  bands:  24.05  -  24.25GHz 

Output  power:  less  than  20  milliwatts 

Droit  applicable:  Canada  310 

Le  present  appareil  est  conforme  aux  CNR 
dlndustrie  Canada  applicables  aux  appareils 
radio  exempts  de  licence.  L'exploitation  est 
autorisee  aux  deux  conditions  suivantes: 

1.  L'appareil  ne  doit  pas  produire  de 
brouillage,  et 

2.  L'utilisateur  de  l'appareil  doit  accepter 
tout  brouillage  radioelectrique  subi, 
meme  si  le  brouillage  est  susceptible 
d'en  compromettre  lefonctionnement. 

Bandes  de  frequences:  24.05  -  24.25GHz 

Puissance  emise:  Moins  de  20  milliwatts 


CONTROL 

1.  CANCEL  switch 

2.  ACCEL/RES  switch 

3.  COAST/SET  switch 

4.  ON/OFF  switch 

■  If  the  cruise  control  system  malfunc¬ 
tions,  it  cancels  automatically.  The 
(green)  indicator  illuminates  in  the  ve¬ 
hicle  information  display  then  blinks  to 
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Ifthe  (green)  indicator  blinks,  push 

the  ON/OFF  switch  off  and  have  the 
system  checked.  It  is  recommended 
that  you  visit  a  NISSAN  dealer  for  this 
service. 

The  (green)  indicator  may  blink 

when  the  ON/OFF  switch  is  pushed  ON 
while  pushing  the  ACCEL/RES, 
COAST/SET,  or  CANCEL  switch.  To  prop¬ 
erly  set  the  cruise  control  system,  use 
the  following  procedures. 


A  WARNING 

Do  not  use  the  cruise  control  when  driv¬ 
ing  under  the  following  conditions: 

■  When  it  is  not  possible  to  keep  the 
vehicle  at  a  set  speed. 

■  In  heavy  traffic  or  in  traffic  that  varies 
in  speed. 

■  On  winding  or  hilly  roads. 

■  On  slippery  roads  (rain,  snow,  ice,  etc.). 

■  In  very  windy  areas. 

Doing  so  could  cause  a  loss  of  vehicle 
control  and  result  in  an  accident. 
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CRUISE  CONTROL  OPERATIONS 
The  cruise  control  allows  driving  at  a  speed 
between  25  -  89  mph  (40  - 144  km/h)  with¬ 
out  keeping  your  foot  on  the  accelerator 
pedal. 

To  turn  on  the  cruise  control,  push  the 
ON/OFF  switch  on.  The  (white)  indi¬ 
cator  in  the  vehicle  information  display  will 
illuminate. 

To  set  cruising  speed,  accelerate  the  ve¬ 
hicle  to  the  desired  speed,  push  the 
COAST/SET  switch  and  release  it.  The 
(green)  indicator  in  the  vehicle  information 
dispiay  wiil  illuminate.  Take  your  foot  off  the 
acceierator  pedal.  Your  vehicle  maintains 
the  set  speed. 

•  To  pass  another  vehicle,  depress  the 
accelerator  pedal.  When  you  release  the 
pedal,  the  vehicle  returns  to  the  previ¬ 
ously  set  speed. 

•  The  vehicle  may  not  maintain  the  set 
speed  when  going  up  or  down  steep 
hills.  If  this  happens,  drive  without  the 
cruise  control. 


To  cancel  the  preset  speed,  use  one  of  the 

following  three  methods: 

■  Push  the  CANCEL  switch;  the  indi¬ 
cator  in  the  vehicle  information  display 
goes  out. 

■  Tap  the  brake  pedal;  the  indicator 
goes  out. 

■  Push  the  ON/OFF  switch  off.  The 
indicator  in  the  vehicle  information  dis¬ 
play  goes  out. 

The  cruise  control  is  automatically  can¬ 
celed  and  the  indicator  in  the  vehicle 
information  display  goes  out  if 

■  You  depress  the  brake  pedal  while 
pushing  the  ACCEL/RES  or  COAST/SET 
switch.  The  preset  speed  is  deleted 
from  memory. 

■  The  vehicle  slows  down  more  than 
8  mph  (13  km/h)  below  the  set  speed. 

■  You  move  the  shift  lever  to  N  (Neutral). 

To  reset  at  a  faster  cruising  speed,  use 

one  of  the  following  three  methods: 

■  Depress  the  accelerator  pedal.  When 
the  vehicle  attains  the  desired  speed, 
push 
switc 


■  Push  and  hold  the  ACCEL/RES  switch. 
When  the  vehicle  attains  the  speed  you 
desire,  release  the  switch. 

■  Push  and  release  the  ACCEL/RES 
switch.  Each  time  you  do  this,  the  set 
speed  increases  by  about  1  mph 
(1.6  km/h). 

To  reset  at  a  slower  cruising  speed,  use 

one  of  the  following  three  methods: 

■  Lightly  tap  the  brake  pedal.  When  the 
vehicle  attains  the  desired  speed,  push 
the  COAST/SET  switch  and  release  it. 

■  Push  and  hold  the  COAST/SET  switch. 
Release  the  switch  when  the  vehicle 
slows  to  the  desired  speed. 

■  Push  and  release  the  COAST/SET 
switch.  Each  time  you  do  this,  the  set 
speed  decreases  by  about  1  mph 
(1.6  km/h). 

To  resume  the  preset  speed,  push  and 
release  the  ACCEL/RES  switch.  The  vehicle 
returns  to  the  last  set  cruising  speed  when 
the  vehicle  speed  is  over  25  mph  (40  km/h). 
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BREAK-IN  SCHEDULE 


_ A  CAUTION 

During  the  first  1,200  miles  (2,000  km], 
follow  these  recommendations  to  ob¬ 
tain  maximum  engine  performance 
and  ensure  the  future  reliability  and 
economy  of  your  new  vehicle.  Failure  to 
follow  these  recommendations  may  re¬ 
sult  in  shortened  engine  life  and  re¬ 
duced  engine  performance. 

•  Avoid  driving  for  long  periods  at  con¬ 
stant  speed,  either  fast  or  slow,  and  do 
not  run  the  engine  over  4,000  rpm. 

•  Do  not  accelerate  at  full  throttle  In  any 
gear. 

•  Avoid  quick  starts. 

•  Avoid  hard  braking  as  much  as  pos¬ 
sible. 

•  Do  not  tow  a  trailer  for  the  first  500  miles 
(805  kilometers).  Your  engine,  axle  or 
other  parts  could  be  damaged. 


FUEL  EFFICIENT  DRIVING  TIPS 


Follow  these  easy-to-use  Fuel  Efficient 
Driving  Tips  to  help  you  achieve  the  most 
fuel  economy  from  your  vehicle. 

1  Use  Smooth  Accelerator  and  Brake 

Pedal  Application 

■  Avoid  rapid  starts  and  stops. 

■  Use  smooth,  gentle  accelerator  and 
brake  application  whenever  possible. 

■  Maintain  constant  speed  while  com¬ 
muting  and  coast  whenever  pos¬ 
sible. 

2.  Maintain  Constant  Speed 

•  Lookaheadtotry  and  anticipate  and 
minimize  stops. 

■  Synchronizing  your  speed  with  traffic 
lights  allows  you  to  reduce  your  num¬ 
ber  of  stops. 

■  Maintaining  a  steady  speed  can  mini¬ 
mize  red  light  stops  and  improve  fuel 
efficiency. 

5.  Use  Air  Conditioning  (A/C)  at  Higher 

Vehicle  Speeds 

■  Below  40  mph  (64  km/h).  It  Is  more 
effijcient  to  o^i^indows  to  cool  the 
\/phtrfp~rli||jB^yti  irprl  er|[gi,ne  load. 


■  Above  40  mph  (64  km/h),  it  is  more 
efficient  to  use  A/C  to  cool  the  vehicle 
due  to  Increased  aerodynamic  drag. 

■  Recirculating  the  cool  air  in  the  cabin 
when  the  A/C  is  on  reduces  cooling 
load. 

4  Drive  at  Economical  Speeds  and  Dis¬ 
tances 

•  Observing  the  speed  limit  and  not 
exceeding  60  mph  (97  km/h)  (where 
legally  allowed)  can  improve  fuel  effi¬ 
ciency  due  to  reduced  aerodynamic 
drag. 

■  Maintaining  a  safe  following  distance 
behind  other  vehicles  reduces  un¬ 
necessary  braking. 

■  Safely  monitoring  traffic  to  anticipate 
changes  in  speed  permits  reduced 
braking  and  smooth  acceleration 
changes. 

■  Select  a  gear  range  suitable  to  road 
conditions. 

5  Use  Cruise  Control 

■  Using  cruise  control  during  highway 
driving  helps  maintain  a  steady 
speed. 
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INCREASING  FUEL  ECONOMY 


■  Cruise  control  is  particularly  effective 
in  providing  fuel  savings  when  driving 
on  flat  terrains. 

6  Plan  for  the  Shortest  Route 

•  Utilize  a  map  or  navigation  system  to 
determine  the  best  route  to  save 
time. 

7  Avoid  Idling 

•  Shutting  off  your  engine  when  safe 
for  stops  exceeding  30-60  seconds 
saves  fuel  and  reduces  emissions. 

8.  Buy  an  Automated  Pass  for  Toll  Roads 

■  Automated  passes  permit  drivers  to 
use  special  lanes  to  maintain  cruis¬ 
ing  speed  through  the  toll  and  avoid 
stopping  and  starting. 

9  Winter  Warm  Up 

■  Limit  idling  time  to  minimize  impact 
to  fuel  economy. 

■  Vehicles  typically  need  no  more  than 
30  seconds  of  idling  at  start-up  to 
effectively  circulate  the  engine  oil  be¬ 
fore  driving. 

•  Your  vehicle  will  reach  its  ideal  oper¬ 
ating  temperature  more  quickly 
while  driving  versus  idling. 
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10  Keeping  your  Vehicle  Cool 

■  Park  your  vehicle  in  a  covered  parking 
area  or  in  the  shade  whenever  pos¬ 
sible. 

■  When  entering  a  hot  vehicle,  opening 
the  windows  will  help  to  reduce  the 
inside  temperature  faster,  resulting  in 
reduced  demand  on  your  A/C  sys¬ 
tem. 
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■  Keep  your  engine  tuned  up. 

■  Follow  the  recommended  scheduled 
maintenance. 

■  Keep  the  tires  inflated  to  the  correct 
pressure.  Low  tire  pressure  increases 
tire  wear  and  lowers  fuel  economy. 

■  Keep  the  wheels  in  correct  alignment. 
Improper  alignment  increases  tire  wear 
and  lowers  fuel  economy. 

■  For  vehicles  equipped  with  ,  use 
4FI  or  4L  position  only  when  necessary. 
4-Wheel  Drive  operation  lowers  fuel 
economy. 

■  Use  the  recommended  viscosity  engine 
oil.  For  additional  information,  refer  to 
"Engine  oil  and  oil  filter  recommenda¬ 
tions"  in  the  'Technical  and  consumer 
information"  section  of  this  manual. 


USING  4-WHEEL  DRIVE  (4WD)  (if  SO 
equipped) 


A  WARNING 

For  4WD  equipped  vehicles,  do  not  at¬ 
tempt  to  raise  two  wheels  off  the 
ground  and  shift  the  transmission  to 
any  drive  or  reverse  position  with  the 
engine  running.  Doing  so  may  result 
in  drivetrain  damage  or  unexpected 
vehicle  movement  which  could  result 
in  serious  vehicle  damage  or  personal 
injury. 

Do  not  attempt  to  test  a  4WD 
equipped  vehicle  on  a  2-wheel  dyna¬ 
mometer  (such  as  the  dynamometers 
used  by  some  states  for  emissions 
testing)  or  similar  equipment  even  if 
the  othertwo  wheels  are  raised  off  the 
ground.  Make  sure  you  inform  test  fa¬ 
cility  personnel  that  your  vehicle  is 
equipped  with  4WD  before  it  is  placed 
on  a  dynamometer.  Using  the  wrong 
test  equipment  may  result  in  drive- 
train  damage  or  unexpected  vehicle 
movement  which  could  result  in  seri¬ 
ous  vehicle  damage  or  personal 
injury. 


A  CAUTION 

■  Do  not  drive  the  vehicle  in  the  41-1  or 
4LO  position  on  dry  hard  surface 
roads.  Driving  on  dry,  hard  surfaces  in 
4H  or  4LO  may  cause  unnecessary 
noise,  tire  wear  and  increased  fuel 
consumption. 

If  the  4WD  vehicle  information  display 
warning  message  turns  on  when  you 
are  driving  on  dry  hard  surface  roads: 

-  In  the  4H  position,  shift  the  4WD 
shift  switch  to  2WD. 

-  In  the  4LO  position,  stop  the  ve¬ 
hicle,  move  the  shift  lever  to  the  N 
(Neutral)  position  with  the  brake 
pedal  depressed,  and  shift  the 
4WD  shift  switch  to  2WD. 

■  If  the  vehicle  information  display 
warning  message  is  still  on  after  the 
above  operation,  have  your  vehicle 
checked  as  soon  as  possible.  It  is  rec¬ 
ommended  that  you  visit  a  NISSAN 
dealer  for  this  service. 
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TRANSFER  CASE  SHIFTING 
PROCEDURES 


The  part  time  4WD  system  provides  3  posi¬ 
tions  (2WD,  4H  and  4LO),  so  you  can  select 
the  desired  drive  mode  according  to  the 
driving  conditions. 


2WD  or  4WD  shift  procedure: 


4WD  shift  switch 
position 


Wheels  driven 


4WD  shift 


Indicator _ 

Transfer  4LO  posi¬ 
tion 


Use  conditions 


4WD  shift  procedure 


2WD 


Rear  wheels 


4H 


Four  wheels 


4LO 


N  (Neutral) 


May  blink 


Four  wheels 


Illuminated 


For  driving  on  dry  paved 
roads  (Economy  drive) 


For  driving  on  rocky  sandy  or 
snow-covered  roads 


N  (Neutral)  disengages  the 
automatic  transmission 
(A/T)  mechanical  parking 
lock,  which  will  allow  the  ve¬ 
hicle  to  roll.  Do  not  leave  the 
transfer  shift  position  in  N 
(Neutral).*2 _ 

For  use  when  maximum 
power  and  traction  is  re¬ 
quired  (for  example,  on  steep 
grades  or  rocky  sandy, 
muddy  roads) 


Move  the  4WD  switch. 

2WD  <->  4H 

The  4WD  shift  indicator  will  indicate  that  the 
transfer  shift  position  is  engaged. 

IT  IS  NOT  NECESSARYTO  MOVE  THE  SHIFT 
LEVER  TO  THE  N  (NEUTRAL)  POSITION  iN 
THIS  OPERATION.  PERFORM  THIS  OPERA- 
TION  WHEN  DRIVING  STRAIGHT. _ 

1.  Stop  the  vehicle. 

2.  With  the  brake  pedal  depressed,  move 
the  shift  lever  to  the  N  (Neutral)  position. 

3.  With  the  brake  pedal  depressed,  de¬ 
press  and  turn  the  4WD  shift  switch  to 
4LOor4H. 

THE  TRANSFER  CASE  DOES  NOT  ENGAGE 
BETWEEN  4H  AND  4LO  (OR  4LO  TO  4H)  UN¬ 
LESS  YOU  HAVE  FIRST  STOPPED  THE  VE¬ 
HICLE,  DEPRESSED  THE  BRAKE  PEDAL  AND 
MOVED  THE  SHIFT  LEVER  TO  N  (NEUTRAL).  *3 
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1:  Before  moving  the  shift  lever  from  N  (Neutral),  wait  until  the  4LO  indicator  stays  on  steady.  This  indicates  that  the  4\a/D  shift  procedure 
is  completed  and  the  transfer  gear  is  correctly  set  in  the  4LO  position,  if  the  vehicle  is  shifted  into  gear  before  the  indicator  is  on  steady, 
the  transfer  gear  may  grind,  not  engage  correctly  or  stay  in  the  N  (Neutral)  position. 

-  if  the  4\a/D  vehicle  information  display  warning  message  illuminates,  perform  the  following  procedure  to  return  the  transfer  case  to 
the  correct  operating  condition. 

1.  Turn  off  the  engine  by  placing  the  ignition  switch  in  the  OFF  position. 

2.  Start  the  engine. 

-  Checkthat  the  4WD  vehicle  information  display  warning  message  turns  off  If  the  warning  message  in  the  vehicle  information  display 
stays  on,  have  the  system  checked.  It  is  recommended  that  you  visit  a  NISSAN  dealer  for  this  service. 

3.  Apply  the  parking  brake,  depress  the  brake  pedal  and  move  the  shift  lever  to  the  N  (Neutral)  position. 

4.  With  the  brake  pedal  depressed,  move  the  4WD  shift  switch  to  the  desired  mode. 

-  Be  sure  to  wait  until  the  transfer  gear  change  completes  before  shifting  the  shift  lever  from  the  N  (Neutral)  position. 

2:  While  changing  in  and  out  of  4LO,the  ignition  switch  must  be  in  the  ON  position  and  the  vehicle's  engine  must  be  running  for  a  shift  to 
take  place  and  for  the  4WD  shift  and  4LO  position  indicators  to  be  operable.  Otherwise,  the  shift  will  not  take  place  and  no  indicators 
will  be  on  or  flashing. 

3:  Make  sure  the  transfer  4LO  position  indicator  turns  on  when  you  shift  the  4WD  shift  switch  to  4LO.  The  ^  indicator  light  will  also  turn 
on  when  4LO  is  selected.  For  additional  information,  refer  to  "Vehicle  Dynamic  Control  (VDC)  system"  in  this  section. 
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The  transfer  case  4WD  shift  switch  is  used 
to  select  either  2WD  or  4WD  depending  on 
the  driving  conditions.  There  are  three 
types  of  drive  modes  available:  2WD,4H  and 
4LO. 

The4WD  shift  switch  electronically  controls 
the  transfer  case  operation.  Rotate  the 
switch  to  move  between  each  mode:  2VJD, 
4H  and  4LO. 

To  change  into  or  out  of  4LO,  the  vehicle 
MUST  be  stationary,  move  the  shift  lever 
to  N  (Neutral),  and  depress  the  brake 
pedal.  The  switch  must  be  pushed  and 
turned  to  select  4LO. 


A  WARNING 

■  When  parking,  apply  the  parking 
brake  before  stopping  the  engine  and 
make  sure  that  the  4WD  shift  indica¬ 
tor  is  on  and  the  Automatic  Transmis¬ 
sion  Park  (ATP)  warning  light  goes  off. 
Otherwise,  the  vehicle  could  unex¬ 
pectedly  move  even  if  the  A/T  is  in  the 
P  (Park)  position. 
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The  4LO  indicator  must  stop  blinking 
and  remain  illuminated  or  turn  off  be¬ 
fore  shifting  the  transmission  into 
gear.  If  the  shift  lever  is  shifted  from 
the  N  (Neutral)  position  to  any  other 
gear  when  the  4LO  indicator  is  blink¬ 
ing,  the  vehicle  may  move 
unexpectedly. 

A  CAUTION 

Never  shift  the  4WD  shift  switch  be¬ 
tween  4LO  and  41-1  while  driving. 

The  4H  position  provides  greater  trac¬ 
tion.  Avoid  excessive  speed,  as  it  will 
cause  increased  fuel  consumption 
and  higher  oil  temperatures,  and 
could  damage  drivetrain  compo¬ 
nents.  Speeds  over  62  mph 
(100  km/h)  in  4H  is  not  recommended. 

The  4LO  position  provides  maximum 
power  and  traction.  Avoid  raising  ve¬ 
hicle  speed  excessively,  as  the  maxi¬ 
mum  speed  is  approximately  31  mph 
(50  km/h). 

When  driving  straight,  shift  the  4WD 
shift  switch  to  the  2WD  or  4H  position. 
Do  not  move  the  4WD  shift  switch 
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■  Do  not  shift  the  4WD  shift  switch  (be¬ 
tween  2WD  and  4H)  while  driving  on 
steep  downhill  grades.  Use  the  engine 
brake  and  low  A/T  gears  (Ml  or  M2)  for 
engine  braking. 

■  Do  not  operate  the  4WD  shift  switch 
(between  2WD  and  4H)  with  the  rear 
wheels  spinning. 

■  Do  not  drive  on  dry  hard  surface  roads 
in  the  4H  or  4LO  position.  Driving  on 
dry  hard  surfaces  in  4H  or  4LO  may 
cause  unnecessary  noise  and  tire 
wear.  NISSAN  recommends  driving  in 
the  2WD  position  under  these 
conditions. 

■  The  4WD  transfer  case  may  not  be 
shifted  between  41-1  and  4LO  at  low 
ambient  temperatures  and  the  trans¬ 
fer  4LO  position  indicator  may  blink 
even  when  the  4WD  shift  switch  is 
shifted.  After  driving  for  a  while  you 
can  change  the  4WD  transfer  case  be¬ 
tween  4H  and  4LO. 

When  driving  on  rough  roads, 

•  Set  the  4WD  shift  switch  to  4H  or  4LO. 

■  Drive  carefully  according  to  the  road 
surface  conditions. 


When  the  vehicle  is  stuck, 

•  Set  the  4WD  shift  switch  to  4H  or  4LO. 

•  Place  stones  or  wooden  blocks  under 
the  tires  to  free  the  vehicle. 

•  Use  the  Electronic  locking  rear  differen¬ 
tial  (E-Lock)  system  (if  so  equipped).  For 
additional  information,  refer  to  "Elec¬ 
tronic  locking  rear  differential  (E-lock) 
system"  in  this  section. 

•  If  it  is  difficult  to  free  the  vehicle,  rock  the 
vehicle  back  and  forth  between  reverse 
and  drive  gears. 

•  If  the  vehicle  is  stuck  deep  in  mud,  place 
stones  or  wooden  blocks  under  the 
tires.  Then  try  the  recovery  procedures 
above.  Tire  chains  may  be  effective. 


A  CAUTION 

Do  not  spin  the  tires  excessively.  Tires 
will  sink  deep  into  the  mud,  making  it 
difficult  to  free  the  vehicle. 

Avoid  shifting  gears  with  the  engine 
running  at  high  speeds  as  this  may 
cause  malfunction. 


4WD  shift  switch  operations 

■  shift  the  4WD  shift  switch  to  either  the 
2WD,  4H  or  4LO  position,  depending  on 
driving  conditions. 

■  If  the  4WD  shift  switch  is  operated 
while  making  a  turn,  accelerating  or 
decelerating  or  if  the  key  switch  is 
turned  off  while  in  the  4H  or  4LO,  you 
may  feel  a  jolt.  This  is  not  abnormal. 

■  You  may  hear  some  noise  as  the  sys¬ 
tem  shifts  or  engages.  This  is  not  ab¬ 
normal. 


A  CAUTION 

When  driving  straight,  shift  the  4WD 
shift  switch  to  the  2WD  or  4H  position. 
Do  not  move  the  4WD  shift  switch 
when  making  a  turn  or  reversing. 

Do  not  shift  the  4WD  shift  switch 
while  driving  on  steep  downhill 
grades.  Use  the  engine  brake  and  low 
automatic  transmission  gears  (M1  or 
M2]  for  engine  braking. 

Do  not  operate  the  4WD  shift  switch 
with  the  rear  wheels  spinning. 

Before  placing  the  4WD  shift  switch  in 
the  4H  position  from  2WD,  ensure  the 
vehicle  speed  is  less  than  62  mph 
(100  km/h).  Failure  to  do  so  can  dam¬ 
age  the  4WD  system. 

Never  shift  the  4WD  shift  switch  be¬ 
tween  4LO  and  4I-I  while  driving. 
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4WD  shift  indicator 

The  4WD  shift  indicator  is  located  in  the 
vehicle  information  display. 

While  the  engine  is  running,  the  4WD  shift 
indicator  will  illuminate  the  position  se¬ 
lected  by  the  4WD  shift  switch. 

•  The  4WD  shift  indicator  may  come  on 
while  shifting  from  one  drive  mode  to 
the  other.  When  the  shifting  is  com¬ 
pleted,  the  4WD  shift  indicator  will 
stay  on. 
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If  the  4WD  vehicle  information  display 
warning  message  comes  on,  the  4WD 
indicator  goes  out. 


A  CAUTION 

If  the  4WD  shift  indicator  indication 
changes  to  2WD  when  the  4WD  shift 
switch  is  shifted  to  the  4H  position  at 
low  ambient  temperatures,  the  2WD 
mode  may  be  being  engaged  due  to 
malfunctioning  drive  system.  If  the  in¬ 
dicator  does  not  return  to  normal  and 
the  4WD  vehicle  information  display 
warning  message  comes  on,  have  the 
system  checked.  It  is  recommended 
that  you  visit  a  NISSAN  dealer  for  this 
service. 
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Warning  message 


Warning  message 

Warning  message  comes  on  when: 

Vehicle  information  display 

4WD  Error; 

4WD 

See  Own 

er's  Manual 

There  is  a  malfunction  in  the  4-Wheel  Drive  system 

FRT  Sc  RR  tire  size  difference:  See  Owner's  Manual 

The  difference  in  wheel  rotation  is  large 

A  CAUTION 

■  If  the  warning  message  comes  on 
during  operation  or  rapidly  after 
stopping  the  vehicle  for  a  while,  have 
your  vehicle  checked  as  soon  as  pos¬ 
sible.  It  is  recommended  that  you  visit 
a  NISSAN  dealer  for  this  service. 

■  Shifting  between  41-1  and  4LO  is  not 
recommended  when  the  4WD  warn¬ 
ing  message  turns  on. 

■  When  the  warning  message  comes 
on,  the  2WD  mode  may  be  engaged 
even  if  the  4WD  shift  switch  is  in  41-1.  Be 
especially  careful  when  driving.  If  cor¬ 
responding  parts  are  malfunctioning, 
the  4WD  mode  will  not  be  engaged 
even  if  the  4WD  shift  switch  is  shifted. 

■  Do  not  drive  the  vehicle  in  the  41-1  or 
4LO  position  on  dry  hard  surface 
roads.  Driving  on  dry,  hard  surfaces  in 
4H  or  4LO  may  cause  unnecessary 
noise,  tire  wear  and  increased  fuel 
consumption. 

If  the  4WD  warning  message  turns  on 
when  you  are  driving  on  dry  hard  sur¬ 
face  roads; 
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-  In  the  4H  position,  shift  the  4WD 
shift  switch  to  2WD. 

-  In  the  4LO  position,  stop  the  ve¬ 
hicle,  move  the  automatic  trans¬ 
mission  shift  lever  to  the  N  (Neu¬ 
tral]  position  with  the  brake  pedal 
depressed,  and  shift  the  4WD  shift 
switch  to  2WD. 

■  If  the  warning  message  is  still  on  after 
the  above  operation,  have  your  ve¬ 
hicle  checked  as  soon  as  possible.  It  is 
recommended  that  you  visit  a  NISSAN 
dealer  for  this  service. 

■  The  transfer  case  may  be  damaged  if 
you  continue  driving  with  the  warning 
message  on. 
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ELECTRONIC  LOCKING  REAR 
DIFFERENTIAL  (E-Lock)  SYSTEM  (if 
SO  equipped) 

The  E-Lock  system  can  provide  additional 
traction  and  should  only  be  used  when  a 
vehicle  has  become  or  is  becoming  stuck. 
This  system  operates  by  electronically 
"locking"  the  two  rear  drive  wheels  to¬ 
gether,  allowing  them  to  turn  at  the  same 
speed.  The  system  is  used  when  it  is  not 
possible  to  free  a  stuck  vehicle  even  when 
using  the  4LO  position  (4-Wheel  Drive  ve¬ 
hicles). 

When  added  traction  is  required,  activate 
the  E-Lock  system  by  pushing  the  switch 
on.  For  additional  information,  refer  to 
"Electronic  locking  rear  differential  (E-Lock) 
system  switch"  in  the  "Instruments  and 
controls"  section  of  this  manual.  Once  the 
system  fully  engages,  the  indicator  light  in 
the  instrument  panel  will  remain  on.  When 
the  system  is  activated,  both  rear  wheels 
will  engage,  providing  added  traction. 

The  rear  wheels  may  momentarily  slip  or 
move  to  engage  the  system,  and  the  sys¬ 
tem  will  only  engage  up  to  approximately 
4  mph  (7  km/h).  Once  the  vehicle  is  free,  the 
system  should  be  turned  off  and  driving 
resumed. 

The  Anti-lock  Braking  System  (ABS)  is  dis¬ 
abled  and  the  ABS  warning  light  illumi¬ 
nates  when  fhs  E'^odriystem  i«n. 
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^WARNING 

Never  leave  the  E-Lock  system  on 
when  driving  on  paved  or  hard¬ 
surfaced  roads.  Turning  the  vehicle 
may  result  in  the  rear  wheels  slipping 
and  result  in  an  accident  and  personal 
injury.  After  using  the  E-Lock  system 
to  free  the  vehicle,  turn  the  system  off. 

Use  the  E-Lock  system  only  in  an 
emergency  when  it  is  not  possible  to 
free  a  stuck  vehicle  even  when  using 
4LO.  Never  use  the  E-Lock  system  on  a 
slippery  road  surface  such  as  snow  or 
ice  surface.  Using  the  E-Lock  system 
when  driving  in  these  road  conditions 
may  cause  unexpected  movement  of 
the  vehicle  during  engine  braking,  ac¬ 
celerating  or  turning,  which  may  re¬ 
sult  in  an  accident  and  serious  per¬ 
sonal  injury. 

Observe  the  above  warnings.  Other¬ 
wise,  ioss  of  normal  steering  control 
may  result.  This  may  result  in  an  acci¬ 
dent  and  serious  personal  injury. 


ECO  DRIVE  REPORT  (if  SO  equipped) 


_ A  CAUTION _ 

After  using  the  E-Lock  system,  or  during 
normal  driving,  turn  the  switch  off  to  pre¬ 
vent  possible  damage  to  the  drivetrain 
components  from  extended  use. 

Avoid  quick  starts  while  the  E-Lock  sys¬ 
tem  is  in  operation.  Otherwise,  the  drive- 
train  components  could  be  damaged. 

When  the  E-Lock  system  is  in  opera¬ 
tion,  turning  the  vehicle  becomes  dif¬ 
ficult.  This  can  be  dangerous,  espe¬ 
cially  at  high  speeds.  Doing  so  could 
damage  the  drivetrain  components. 

Do  not  operate  the  E-Lock  system 
when  the  vehicle  is  turning  or  when 
one  side  wheel  is  rotating.  Otherwise, 
the  drivetrain  components  could  be 
damaged. 

The  E-Lock  system  operates  only 
when  the  engine  is  running. 

In  4H  mode,  the  E-Lock  system  does 
not  operate  when  the  E-Lock  system 
switch  is  turned  to  the  ON  position.  (The 
E-Lock  system  indicator  light  willflash.) 

Observe  the  above  cautions.  Other¬ 
wise,  loss  of  normal  steering  control 
may  result. 


mpg 
30  - 

20  - 


INI 


Current  1 5.5 
Best  1 6.0 


_ LSD2472 

When  the  ignition  switch  is  in  the  OFF  posi¬ 
tion,  the  ECO  management  display  ap¬ 
pears. 

(2)  Previous  5  times  (History) 

(2)  Current  fuei  economy 

(3)  Best  fuel  economy 


The  resuit  of  ECO  evaluation  is  displayed 
30  seconds  after  the  ignition  switch  is 
placed  in  the  ON  position  and  the  vehicle  is 
driven  at  least  1/3  miles  (500  meters). 


(J)  The  average  fuel  economy  for  the  pre- 
vi  O  . 


(2)  The  average  fuel  economy  since  the 
last  reset  will  be  displayed. 

(J)  The  best  fuel  economy  of  the  past  his¬ 
tory  will  be  displayed. 

The  ECO  Drive  Report  can  be  set  to  be  ON 
or  OFF. 
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PARKING/PARKING  ON  HILLS 


^WARNING 

■  Do  not  stop  or  park  the  vehicle  over 
flammable  materials  such  as  dry 
grass,  waste  paper  or  rags.  They  may 
ignite  and  cause  a  fire. 
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Safe  parking  procedures  require  that 
both  the  parking  brake  be  set  and  the 
transmission  placed  into  P  (Park).  Fail¬ 
ure  to  do  so  could  cause  the  vehicle  to 
move  unexpectedly  or  roll  away  and 
result  in  an  accident.  Make  sure  the 
shift  lever  has  been  pushed  as  far  for¬ 
ward  as  it  can  go  and  cannot  be 
moved  without  depressing  the  foot 
brake  pedal. 

Never  leave  the  engine  running  while 
the  vehicle  is  unattended. 
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■  To  help  avoid  risk  of  injury  or  death 
through  unintended  operation  of  the 
vehicle  and/or  its  systems,  do  not 
leave  children,  people  who  require  the 
assistance  of  others  or  pets  unat¬ 
tended  in  your  vehicle.  Additionally, 
the  temperature  inside  a  closed  ve¬ 
hicle  on  a  warm  day  can  quickly  be¬ 
come  high  enough  to  cause  a  signifi¬ 
cant  risk  of  injury  or  death  to  people 
and  pets. 

1.  Firmly  apply  the  parking  brake. 

2.  Move  the  shift  lever  to  the  P  (Park)  po¬ 
sition. 

3.  To  help  prevent  the  vehicle  from  rolling 
into  traffic  when  parked  on  an  incline,  it 
is  a  good  practice  to  turn  the  wheels  as 
illustrated. 

■  HEADED  DOWNHILL  WITH  CURB  (A): 

Turn  the  wheels  into  the  curb  and 
move  the  vehicle  forward  until  the  curb 
side  wheel  gently  touches  the  curb. 

•  HEADED  UPHILL  WITH  CURB  (§): 

Turn  the  wheels  away  from  the  curb 
and  move  the  vehicle  back  until  the 
curb  side  wheel  gently  touches  the 
curb. 


•  HEADED  UPHILL  OR  DOWNHILL,  NO 
CURB  ©: 

Turn  the  wheels  toward  the  side  of  the 
road  so  the  vehicle  will  move  away 
from  the  center  of  the  road  if  It  moves. 

4.  Place  the  Ignition  switch  in  the  LOCK 
position. 


POWER  STEERING 


The  power  assisted  steering  uses  a  hy¬ 
draulic  pump,  driven  by  the  engine,  to  as¬ 
sist  steering. 

If  the  engine  stops  or  the  drive  belt  breaks, 
you  will  still  have  control  of  the  vehicle. 
However,  much  greater  steering  effort  is 
needed,  especially  in  sharp  turns  and  at 
low  speeds. 

^WARNING 

If  the  engine  is  not  running  or  is  turned 
off  while  driving,  the  power  assist  for 
the  steering  will  not  work.  Steering  will 
be  harder  to  operate. 
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BRAKE  SYSTEM 


The  brake  system  has  two  separate  hy¬ 
draulic  circuits.  If  one  circuit  malfunctions, 
you  will  still  have  braking  at  two  wheels. 

BRAKE  PRECAUTIONS 

Using  the  brakes 

Avoid  resting  your  foot  on  the  brake  pedal 
while  driving.  This  will  overheat  the  brakes, 
wear  out  the  brake  pads  faster,  and  reduce 
gas  mileage. 

To  help  reduce  brake  wear  and  to  prevent 
the  brakes  from  overheating,  reduce  speed 
and  downshift  to  a  lower  gear  before  going 
down  a  slope  or  long  grade.  Overheated 
brakes  may  reduce  braking  performance 
and  could  result  in  loss  of  vehicle  control. 


_ A  WARNING _ 

While  driving  on  a  slippery  surface,  be 
careful  when  braking,  accelerating  or 
downshifting.  Abrupt  braking  or  ac¬ 
celerating  could  cause  the  wheels  to 
skid  and  result  in  an  accident. 

If  the  engine  is  not  running  or  is 
turned  off  while  driving,  the  power  as¬ 
sist  for  the  brakes  will  not  work.  Brak¬ 
ing  will  be  harder. 
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Wet  brakes 

When  the  vehicle  is  washed  or  driven 
through  water,  the  brakes  may  get  wet.  As 
a  result,  your  braking  distance  will  be  lon¬ 
ger  and  the  vehicle  may  pull  to  one  side 
during  braking. 

To  dry  the  brakes,  drive  the  vehicle  at  a  safe 
speed  while  lightly  pressing  the  brake 
pedal  to  heat  up  the  brakes.  Do  this  until 
the  brakes  return  to  normal.  Avoid  driving 
the  vehicle  at  high  speeds  until  the  brakes 
function  correctly. 

Parking  brake  break-in 

Break  in  the  parking  brake  shoes  whenever 
the  stopping  effect  of  the  parking  brake  is 
weakened  or  whenever  the  parking  brake 
shoes  and/or  drums/rotors  are  replaced, 
in  order  to  assure  the  best  braking  perfor¬ 
mance. 

This  procedure  is  described  in  the  vehicle 
service  manual.  It  is  recommended  that 
you  visit  a  NISSAN  dealer  for  this  service. 
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ANTI- LOCK  BRAKING  SYSTEM  (ABS) 

^WARNING 

■  The  ABS  is  a  sophisticated  device,  but 
it  cannot  prevent  accidents  resulting 
from  careless  or  dangerous  driving 
techniques.  It  can  help  maintain  ve¬ 
hicle  control  during  braking  on  slip¬ 
pery  surfaces.  Remember  that  stop¬ 
ping  distances  on  slippery  surfaces 
will  be  longer  than  on  normal  sur¬ 
faces  even  with  ABS.  Stopping  dis¬ 
tances  may  also  be  longer  on  rough, 
gravel  or  snow  covered  roads,  or  if  you 
are  using  tire  chains.  Always  maintain 
a  safe  distance  from  the  vehicle  in 
front  of  you.  Ultimately,  the  driver  is 
responsible  for  safety. 

■  Tire  type  and  condition  may  also  af¬ 
fect  braking  effectiveness. 

-  When  replacing  tires,  install  the 
specified  size  of  tires  on  all  four 
wheels. 
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-  When  installing  a  spare  tire,  make 
sure  that  it  is  the  proper  size  and 
type  as  specified  on  the  Tire  and 
Loading  Information  label.  For  ad¬ 
ditional  information,  refer  to  "Tire 
and  Loading  Information  label"  in 
the  "Technical  and  consumer  infor¬ 
mation"  section  of  this  manual. 

-  For  additional  information,  refer  to 
"Wheels  and  tires"  in  the  "Do-it- 
yourself"  section  of  this  manual. 

The  ABS  controls  the  brakes  so  the  wheels 
do  not  lock  during  hard  braking  or  when 
braking  on  slippery  surfaces.  The  system 
detects  the  rotation  speed  at  each  wheel 
and  varies  the  brake  fluid  pressure  to  pre¬ 
vent  each  wheel  from  locking  and  sliding. 
By  preventing  each  wheel  from  locking,  the 
system  helps  the  driver  maintain  steering 
control  and  helps  to  minimize  swerving 
and  spinning  on  slippery  surfaces. 

Using  the  system 

Depress  the  brake  pedal  and  hold  it  down. 
Depress  the  brake  pedal  with  firm  steady 
pressure,  but  do  not  pump  the  brakes.  The 
Anti-lock  Braking  System  will  operate  to 
prevent  the  wheels  from  locking  up.  Steer 
the  vehicle  to  avoid  obstacles. 


A  WARNING 

Do  not  pump  the  brake  pedal.  Doing  so 
may  result  in  increased  stopping 
distances. 

Self-test  feature 

The  Anti-lock  Braking  System  (ABS)  in¬ 
cludes  electronic  sensors,  electric  pumps, 
hydraulic  solenoids  and  a  computer.  The 
computer  has  a  built-in  diagnostic  feature 
that  tests  the  system  each  time  you  start 
the  engine  and  move  the  vehicle  at  a  low 
speed  in  forward  or  reverse.  When  the  self¬ 
test  occurs,  you  may  hear  a  "clunk"  noise 
and/or  feel  a  pulsation  in  the  brake  pedal. 
This  is  normal  and  does  not  indicate  a  mal¬ 
function.  If  the  computer  senses  a  mal¬ 
function,  it  switches  the  ABS  off  and  illumi¬ 
nates  the  ABS  warning  light  on  the 
instrument  panel.  The  brake  system  then 
operates  normally,  but  without  anti-lock 
assistance. 

If  the  ABS  warning  light  illuminates  during 
the  self-test  or  while  driving,  have  the  ve¬ 
hicle  checked.  It  is  recommended  that  you 
visit  a  NISSAN  dealer  for  this  service. 


Normal  operation 

The  Anti-lock  Braking  System  (ABS)  oper¬ 
ates  at  speeds  above  3-6  mph  (5  - 
10  km/h).  The  speed  varies  according  to 
road  conditions. 

When  the  ABS  senses  that  one  or  more 
wheels  are  closeto  locking  up,  the  actuator 
rapidly  applies  and  releases  hydraulic  pres¬ 
sure.  This  action  is  similar  to  pumping  the 
brakes  very  quickly.  You  may  feel  a  pulsa¬ 
tion  in  the  brake  pedal  and  hear  a  noise 
from  under  the  hood  or  feel  a  vibration 
from  the  actuator  when  it  is  operating.  This 
is  normal  and  indicates  that  the  ABS  is  op¬ 
erating  properly.  However,  the  pulsation 
may  indicate  that  road  conditions  are  haz¬ 
ardous  and  extra  care  is  required  while 
driving. 

BRAKE  ASSIST 

When  the  force  applied  to  the  brake  pedal 
exceeds  a  certain  level,  the  Brake  Assist  is 
activated  generating  greater  braking  force 
than  a  conventional  brake  booster  even 
with  light  pedal  force. 
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_ A  WARNING _ 

The  Brake  Assist  is  only  an  aid  to  assist 
braking  operation  and  is  not  a  collision 
warning  or  avoidance  device.  It  is  the 
driver's  responsibility  to  stay  alert,  drive 
safely  and  be  in  control  of  the  vehicle  at 
all  times. 
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ACTIVE  BRAKE  LIMITED  SLIP  (ABLS) 
SYSTEM 


The  ABLS  system  uses  automatic  brak¬ 
ing  to  transfer  power  from  a  slipping 
drive  wheel  to  the  wheel  on  the  same 
axle  with  more  traction.  The  ABLS  sys¬ 
tem  applies  braking  to  the  slipping 
wheel,  which  helps  redirect  power  to 
the  other  wheel. 

On  4-Wheel  Drive  (4WD)  models  the 
ABLS  system  operates  in  both  4H  and 
4LO  modes.  If  4WD  mode  is  engaged, 
the  ABLS  system  operates  for  both 
drive  axles.  On  2-Wheel  Drive  vehicles, 
the  ABLS  system  operates  on  the  drive 
axle  only. 

The  ABLS  system  is  always  on.  In  some 
conditions,  the  system  may  automati¬ 
cally  turn  the  ABLS  system  off  If  the  sys¬ 
tem  is  automatically  turned  off  normal 
brake  function  will  continue.  ABLS  will 
function  even  when  the  Vehicle  Dy¬ 
namic  Control  system  is  turned  off 

The  ABLS  system  does  not  operate  if 
both  wheels  on  a  drive  axle  are  slipping. 


_ A  WARNING _ 

The  ABLS  system  helps  provide  in¬ 
creased  traction,  but  will  not  prevent 
accidents  due  to  abrupt  steering  op¬ 
eration  or  by  careless  driving  or  dan¬ 
gerous  driving  practices.  Reduce  ve¬ 
hicle  speed  and  be  especially  careful 
when  driving  and  cornering  on  slip¬ 
pery  surfaces.  Always  drive  carefully. 

Do  not  modify  the  vehicle's  suspen¬ 
sion.  If  suspension  parts  such  as 
shock  absorbers,  struts,  springs,  sta¬ 
bilizer  bars,  bushings  and  wheels  are 
not  NISSAN  approved  for  your  vehicle 
or  are  extremely  deteriorated,  the 
ABLS  system  may  not  operate  prop¬ 
erly.  This  could  adversely  affect  ve¬ 
hicle  handling  performance,  and  the 
slip  indicator  light  may  illuminate. 

If  brake  related  parts  such  as  brake 
pads,  rotors  and  calipers  are  not 
NISSAN  recommended  or  are  ex¬ 
tremely  deteriorated,  the  ABLS  sys¬ 
tem  may  not  operate  properly  and  the 
slip  indicator  light  may  illuminate. 


■  If  wheels  or  tires  other  than  the 
NISSAN  recommended  ones  are  used, 
the  ABLS  system  may  not  operate 
properly  and  the  slip  indicator  light 
may  illuminate. 
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VEHICLE  DYNAMIC  CONTROL  (VDC) 
SYSTEM 


The  VDC  system  uses  various  sensors  to 
monitor  driver  inputs  and  vehicle  motion. 
Under  certain  driving  conditions,  the  VDC 
system  helps  to  perform  the  following 
functions: 

•  Controls  brake  pressure  to  reduce 
wheel  slip  on  one  slipping  drive  wheel 
so  power  is  transferred  to  a  non¬ 
slipping  drive  wheel  on  the  same  axle. 

•  Controls  brake  pressure  and  engine 
output  to  reduce  drive  wheel  slip  based 
on  vehicle  speed  (traction  control  func¬ 
tion). 

•  If  the  4WD  transfer  case  is  shifted  into 
4LO  the  ^  indicator  light  will  come 
on  and  the  VDC  system  will  be  turned 
off.  For  additional  information,  refer  to 
"Using  4-\A/heel  Drive  (4WD)"  in  this  sec¬ 
tion. 

•  Controls  brake  pressure  at  individual 
wheels  and  engine  output  to  help  the 
driver  maintain  control  of  the  vehicle  in 
the  following  conditions: 

-  Understeer  (vehicle  tends  to  not  fol¬ 
low  the  steered  path  despite  in¬ 
creased  steering  input) 

-  Oversteer  (vehicle  tends  to  spin  due 
to  certain  road  or  driving  conditions) 


The  VDC  system  can  help  the  driver  to 
maintain  control  of  the  vehicle,  but  it  can¬ 
not  prevent  loss  of  vehicle  control  in  all  driv¬ 
ing  situations. 

When  the  VDC  system  operates,  the  ft 
indicator  light  in  the  instrument  panel 
flashes  so  note  the  following: 

■  The  road  may  be  slippery  or  the  system 
may  determine  some  action  is  required 
to  help  keep  the  vehicle  on  the  steered 
path. 

■  You  may  feel  a  pulsation  in  the  brake 
pedal  and  hear  a  noise  or  vibration  from 
underthe  hood. This  is  normal  and  Indi¬ 
cates  that  the  VDC  system  is  working 
properly. 

■  Adjust  your  speed  and  driving  to  the 
road  conditions. 

For  additional  information,  refer  to  "Slip  in¬ 
dicator  light"  and  'Vehicle  Dynamic  Control 
(VDC)  OFF  indicator  light"  in  the  "Instru¬ 
ments  and  controls"  section  of  this  manual. 

If  a  malfunction  occurs  in  the  system, 
the  ft  indicator  light  will  come  on  in  the 
instrument  panel.  The  VDC  system  auto- 
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The  VDC  OFF  switch  Is  used  to  turn  off  the 
VDC  system.  The  ^  indicator  light  illu¬ 
minates  to  Indicate  the  VDC  system  Is  off 
When  the  VDC  OFF  switch  is  used  to  turn  off 
the  system,  the  VDC  system  still  operates 
to  prevent  one  drive  wheel  from  slipping  by 
transferring  power  to  a  non-slipping  drive 
wheel.  The  ft  indicator  light  flashes  if 
this  occurs.  All  other  VDC  functions  are  off 
and  the  ft  indicator  light  will  not  flash. 
The  VDC  system  is  automatically  reset  to 
ON  when  the  ignition  switch  is  placed  in  the 
OFF  position  then  back  to  the  ON  position. 

The  computer  has  a  built-in  diagnostic  fea¬ 
ture  that  tests  the  system  each  time  you 
start  the  engine  and  move  the  vehicle  for¬ 
ward  or  in  reverse  at  a  slow  speed.  When 
the  self-test  occurs,  you  may  hear  a  clunk 
noise  and/or  feel  a  pulsation  in  the  brake 
pedal.  This  is  normal  and  is  not  an  indica¬ 
tion  of  a  malfunction. 
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A  WARNING 

■  The  VDC  system  is  designed  to  help 
the  driver  maintain  stability  but  does 
not  prevent  accidents  due  to  abrupt 
steering  operation  at  high  speeds  or 
by  careless  or  dangerous  driving 
techniques.  Reduce  vehicle  speed  and 
be  especially  careful  when  driving  and 
cornering  on  slippery  surfaces  and  al¬ 
ways  drive  carefully. 

■  Do  not  modify  the  vehicle's  suspen¬ 
sion.  If  suspension  parts  such  as 
shock  absorbers,  struts,  springs,  sta¬ 
bilizer  bars,  bushings  and  wheels  are 
not  NISSAN  recommended  for  your 
vehicle  or  are  extremely  deteriorated, 
the  VDC  system  may  not  operate 
properly.  This  could  adversely  affect 
vehicle  handling  performance,  and 
the  ft  indicator  light  may  flash  or 
the  ft  indicator  light  may 
illuminate. 


If  brake  related  parts  such  as  brake 
pads,  rotors  and  calipers  are  not 
NISSAN  recommended  or  are  ex¬ 
tremely  deteriorated,  the  VDC  system 
may  not  operate  properly  and 
the  ft  indicator  light  may 
illuminate. 

If  engine  control  related  parts  are  not 
NISSAN  recommended  or  are  ex¬ 
tremely  deteriorated,  the  ft  indi¬ 
cator  light  may  illuminate. 

When  driving  on  extremely  inclined 
surfaces  such  as  higher  banked  cor¬ 
ners,  the  VDC  system  may  not  operate 
properly  and  the  ft  indicator  light 
may  flash  or  the  ft  indicator  light 
may  illuminate.  Do  not  drive  on  these 
types  of  roads. 

When  driving  on  an  unstable  surface 
such  as  a  turntable,  ferry,  elevator  or 
ramp,  the  ft  indicator  light  may 
flash  or  the  ft  indicator  light  may 
illuminate.  This  is  not  a  malfunction. 
Restart  the  engine  after  driving  onto 
a  stable  surface. 


■  If  wheels  or  tires  other  than  the 
NISSAN  recommended  ones  are  used, 
the  VDC  system  may  not  operate 
properly  and  the  ft  indicator  light 
may  flash  or  the  ft  indicator  light 
may  illuminate. 

■  The  VDC  system  is  not  a  substitute  for 
winter  tires  or  tire  chains  on  a  snow 
covered  road. 

BRAKE  FORCE  DISTRIBUTION 
During  braking  while  driving  through  turns, 
the  system  optimizes  the  distribution  of 
force  to  each  of  the  front  and  rear  wheeis 
depending  on  the  radius  of  the  turn. 


A  WARNING 

The  VDC  system  is  designed  to  help 
the  driver  maintain  stability  but  does 
not  prevent  accidents  due  to  abrupt 
steering  operation  at  high  speeds  or 
by  careless  or  dangerous  driving 
techniques.  Reduce  vehicle  speed  and 
be  especially  careful  when  driving  and 
cornering  on  slippery  surfaces  and  al¬ 
ways  drive  carefully. 
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HILL  DESCENT  CONTROL  SYSTEM  (if 
SO  equipped) 


■  Do  not  modify  the  vehicle's  suspen¬ 
sion.  If  suspension  parts  such  as 
shock  absorbers,  struts,  springs,  sta¬ 
bilizer  bars,  bushings  and  wheels  are 
not  NISSAN  recommended  for  your 
vehicle  or  are  extremely  deteriorated, 
the  VDC  system  may  not  operate 
properly.  This  could  adversely  affect 
vehicle  handling  performance,  and 
the  ft  indicator  light  may  flash  or 
the  ft  indicator  light  may 
illuminate. 

•  If  brake  related  parts  such  as  brake 
pads,  rotors  and  calipers  are  not 
NISSAN  recommended  or  are  ex¬ 
tremely  deteriorated,  the  VDC  system 
may  not  operate  properly  and 
the  ft  indicator  light  may 
illuminate. 

■  If  engine  control  related  parts  are  not 
NISSAN  recommended  or  are  ex¬ 
tremely  deteriorated,  the  ft  indi¬ 
cator  light  may  illuminate. 


■  When  driving  on  extremely  inclined 
surfaces  such  as  higher  banked  cor¬ 
ners,  the  VDC  system  may  not  operate 
properly  and  the  ft  indicator  light 
may  flash  or  the  ft  indicator  light 
may  illuminate.  Do  not  drive  on  these 
types  of  roads. 

■  When  driving  on  an  unstable  surface 
such  as  a  turntable,  ferry,  elevator  or 
ramp,  the  ft  indicator  light  may 
flash  or  the  ft  indicator  light  may 
illuminate.  This  is  not  a  malfunction. 
Restart  the  engine  after  driving  onto 
a  stable  surface. 

■  If  wheels  or  tires  other  than  the 
NISSAN  recommended  ones  are  used, 
the  VDC  system  may  not  operate 
properly  and  the  ft  indicator  light 
may  flash  or  the  ft  indicator  light 
may  illuminate. 

■  The  VDC  system  is  not  a  substitute  for 
winter  tires  or  tire  chains  on  a  snow 
covered  road. 


A  WARNING 

Never  rely  solely  on  the  hill  descent 
control  system  to  control  vehicle 
speed  when  driving  on  steep  downhill 
grades.  Always  drive  carefully  and  at¬ 
tentively  when  using  the  hill  descent 
control  system  and  decelerate  the  ve¬ 
hicle  speed  by  depressing  the  brake 
pedal  if  necessary.  Be  especially  care¬ 
ful  when  driving  on  frozen,  muddy  or 
extremely  steep  downhill  roads.  Fail¬ 
ure  to  control  vehicle  speed  may  re¬ 
sult  in  a  loss  of  control  of  the  vehicle 
and  possible  serious  injury  or  death. 

The  hill  descent  control  may  not  con¬ 
trol  the  vehicle  speed  on  a  hill  under 
all  load  or  road  conditions.  Always  be 
prepared  to  depress  the  brake  pedal 
to  control  vehicle  speed.  Failure  to  do 
so  may  result  in  a  collision  or  serious 
personal  injury. 


The  hill  descent  control  system  can  only  be 
activated  when  the  4H  or  4LO  position  is 
engaged. 
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HILL  START  ASSIST  SYSTEM 


The  hill  descent  control  system  helps 
maintain  vehicle  speed  when  driving  under 
15  mph  (25  km/h)  on  steeper  downhill 
grades.  Hill  descent  control  is  useful  when 
engine  braking  alone  cannot  control  ve¬ 
hicle  speed.  Hill  descent  control  applies  the 
vehicle  brakes  to  control  vehicle  speed  al¬ 
lowing  the  driver  to  concentrate  on  steer¬ 
ing  while  reducing  the  burden  of  brake  and 
accelerator  operation. 

If  the  hill  descent  control  system  ON  indica¬ 
tor  light  is  blinking,  the  hill  descent  control 
is  engaged;  however,  the  hill  descent  con¬ 
trol  will  not  control  the  vehicle  speed. 

•  Once  the  system  is  activated,  the  indi¬ 
cator  light  will  remain  on  in  the  instru¬ 
ment  panel.  For  additional  Information, 
refer  to  "Hill  descent  control  system  ON 
indicator  light"  in  the  "Instruments  and 
controls"  section  of  this  manual. 

■  You  may  hear  a  noise  from  under  the 
hood  or  feel  a  vibration  from  the  actua¬ 
tor  when  it  is  operating.  This  indicates 
that  the  hill  descent  control  system  is 
working  properly. 
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If  the  accelerator  or  brake  pedal  is  de¬ 
pressed  while  the  hill  descent  control  sys¬ 
tem  Is  on,  the  system  will  stop  operating 
temporarily.  As  soon  as  the  accelerator  or 
brake  pedal  Is  released,  the  hill  descent 
control  system  begins  to  function  again  if 
the  hill  descent  control  operating  condi¬ 
tions  are  fulfilled. 

For  the  best  results,  when  descending 
steep  downhill  grades,  the  hill  descent  con¬ 
trol  switch  should  be  ON  and  the  shift  lever 
In  Ml  (First)  for  engine  braking.  For  addi¬ 
tional  information,  refer  to  "Hill  descent 
control  switch"  in  the  "Instruments  and 
controls"  section  of  this  manual. 
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A  WARNING 

Never  rely  solely  on  the  hill  start  assist 
system  to  prevent  the  vehicle  from 
moving  backward  on  a  hill.  Always 
drive  carefully  and  attentively.  De¬ 
press  the  brake  pedal  when  the  ve¬ 
hicle  is  stopped  on  a  steep  hill.  Be  es¬ 
pecially  careful  when  stopped  on  a  hill 
on  frozen  or  muddy  roads.  Failure  to 
prevent  the  vehicle  from  rolling  back¬ 
wards  may  result  in  a  loss  of  control  of 
the  vehicle  and  possible  serious  injury 
or  death. 

The  hill  start  assist  system  is  not  de¬ 
signed  to  hold  the  vehicle  at  a  stand¬ 
still  on  a  hill.  Depress  the  brake  pedal 
when  the  vehicle  is  stopped  on  a 
steep  hill.  Failure  to  do  so  may  cause 
the  vehicle  to  roll  backwards  and  may 
result  in  a  collision  or  serious  personal 
injury. 

The  hill  start  assist  may  not  prevent 
the  vehicle  from  rolling  backwards  on 
a  hill  under  all  load  or  road  conditions. 
Always  be  prepared  to  depress  the 
brake  pedal  to  prevent  the  vehicle 
from  rolling  backwards.  Failure  to  do 
so  may  result  in  a  collision  or  serious 
personal  injury. 


FRONT  AND  REAR  SONAR  SYSTEM  (if 
SO  equipped) 


When  the  vehicle  is  stopped  on  a  hill,  the  hill 
start  assist  system  automatically  keeps 
the  brakes  applied.  This  helps  prevents  the 
vehicle  from  rolling  backward  in  the  time  it 
takes  the  driver  to  release  the  brake  pedal 
and  apply  the  accelerator  when  the  vehicle 
is  stopped  on  a  hill. 

Hill  start  assist  will  operate  automatically 
under  the  following  conditions: 

•  The  shift  lever  is  shifted  to  a  forward  or 
reverse  gear. 

•  The  vehicle  is  stopped  completely  on  a 
hill  by  applying  the  brake. 

The  maximum  holding  time  is  2  seconds. 
After  2  seconds  the  vehicle  will  begin  to  roll 
back  and  hill  start  assist  will  stop  operating 
completely. 
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The  front  and  rear  sonar  system  sounds  a 
tone  to  inform  the  driver  of  obstacles  near 
the  bumper. 


Hill  start  assist  will  not  operate  when  the 
shift  lever  is  shifted  into  N  (Neutral)  or  P 
(Park)  or  on  a  flat  and  level  road.  When 
the  ft  indicator  light  illuminates  in  the 
meter,  the  hill  start  assist  system  will  not 
operate. 


When  the  "DISPLAY"  key  is  ON,  the  sonar 
view  will  automatically  appear  in  the  meter. 


A  WARNING 

The  front  and  rear  sonar  system  is  a 
convenience  but  it  is  not  a  substitute 
for  proper  parking. 

The  driver  is  always  responsible  for 
safety  during  parking  and  other  ma¬ 
neuvers.  Always  look  around  and 
check  that  it  is  safe  to  do  so  before 
parking. 

Read  and  understand  the  limitations 
of  the  front  and  rear  sonar  system  as 
contained  in  this  section.  The  colors  of 
the  corner  sonar  indicator  and  the 
distance  guide  lines  in  the  front/rear 
view  indicate  different  distances  to 
the  object. 

Inclement  weather  or  ultrasonic 
sources  such  as  an  automatic  car 
wash,  a  truck's  compressed-air 
brakes  or  a  pneumatic  drill  may  affect 
the  function  of  the  system;  this  may 
include  reduced  performance  or  a 
false  activation. 

This  function  is  designed  as  an  aid  to 
the  driver  in  detecting  large  station¬ 
ary  objects  to  help  avoid  damaging 
the  vehicle. 
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■  The  system  is  not  designed  to  prevent 
contact  with  small  or  moving  objects. 
Always  move  slowly.  The  system  will 
not  detect  small  objects  below  the 
bumper,  and  may  not  detect  objects 
close  to  the  bumper  or  on  the  ground. 

■  The  system  may  not  detect  the  fol¬ 
lowing  objects;  fluffy  objects  such  as 
snow,  cloth,  cotton,  glass,  wool,  etc.; 
thin  objects  such  as  rope,  wire  and 
chain,  etc.;  or  wedge-shaped  objects. 

If  your  vehicle  sustains  damage  to  the 
bumper  fascia,  leaving  it  misaligned  or 
bent,  the  sensing  zone  may  be  altered 
causing  inaccurate  measurement  of  ob¬ 
stacles  or  false  alarms. 


A  CAUTION 

■  Excessive  noise  (such  as  audio  system 
volume  or  an  open  vehicle  window) 
will  interfere  with  the  tone  and  it  may 
not  be  heard. 
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■  Keep  the  sonar  sensors  (located  on 
the  bumper  fascia)  free  from  snow,  ice 
and  large  accumulations  of  dirt.  Do 
not  clean  the  sensors  with  sharp  ob¬ 
jects.  If  the  sensors  are  covered,  the 
accuracy  of  the  sonar  function  will  be 
diminished. 

SYSTEM  OPERATION 

The  system  informs  with  a  visual  and  au¬ 
dible  alert  of  front  obstacles  when  the  shift 
lever  is  in  the  D  (Drive)  position  and  both 
front  and  rear  obstacles  when  the  shift  le¬ 
ver  is  in  the  R  (Reverse)  position. 

Sonar  Operation  Table 


FR  Sensor 

RR  Sensor 

Range 

Sound 

Display 

Sound 

Display 

P 

X 

t 

X 

t 

R 

o 

o 

o 

o 

N 

X 

t 

X 

t 

D 

o 

o 

X 

t 

o  -  Display/Beep  when  detect 

t  -  Display  on  camera  view 

X  -  No  Display  and  Beep 
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The  system  is  deactivated  at  speeds  a  bove 
6  mph  (10  km/h).  It  is  reactivated  at  lower 
speeds. 

The  intermittent  tone  will  stop  after  3  sec¬ 
onds  when  an  obstacle  is  detected  by  only 
the  corner  sensor  and  the  distance  does 
not  change.  The  tone  will  stop  when  the 
obstacle  gets  away  from  the  vehicle. 

When  the  object  is  detected,  the  indicator 
(green)  appears  and  blinks  and  the  tone 
sounds  intermittently.  When  the  vehicle 
moves  closer  to  the  object,  the  color  of  the 
indicator  turns  yellow  and  the  rate  of  the 
blinking  increases.  When  the  vehicle  is  very 
close  to  the  object,  the  indicator  stops 
blinking  and  turns  red,  and  the  tone 
sounds  continuously. 


When  the  corner  of  the  vehicle  moves 
closer  to  an  object,  the  corner  sonar  indi¬ 
cator  (A)  appears. 
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The  system  Indicators  ®  will  appear  when 
the  vehicle  moves  closer  to  an  object. 
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HOW  TO  ENABLE/DISABLE  THE 
SONAR  SYSTEM 


The  system  is  automatically  activated 
when  the  ignition  is  in  the  ON  position  and 
the  shift  lever  is  in  the  R  (Reverse)  position. 

Perform  the  following  steps  to  enable  or 
disable  the  sonar  system: 

1.  Push  the  Front  and  rear  sonar  system 
OFF  switch  (the  orange  light  will  go  out) 
to  turn  the  system  off. 

2.  To  turn  the  system  back  on,  push  the 
switch  (the  orange  light  will  illuminate) 
and  the  system  will  be  enabled.  For  ad¬ 
ditional  information,  refer  to  "Front  and 
rear  sonar  system  OFF  switch"  and  "Ve¬ 
hicle  information  display"  in  the  "Instru¬ 
ments  and  controls"  section  of  this 
manual. 

NOTE: 

The  system  will  automatically  be  turned 
on  when  the  engine  is  restarted. 


SONAR  LIMITATIONS 


A  WARNING 

Listed  below  are  the  system  limitations 
for  the  sonar  system.  Failure  to  operate 
the  vehicle  in  accordance  with  these 
system  limitations  could  result  in  seri¬ 
ous  injury  or  death. 

■  The  driver  is  always  responsible  for 
safety  during  parking  and  other  ma¬ 
neuvers.  Always  turn  and  look  back 
before  backing  up.  The  sonar  system 
is  not  a  substitute  for  proper 
procedures. 

■  Read  and  understand  the  limitations 
of  the  sonar  system  as  contained  in 
this  section.  Inclement  weather  may 
affect  the  function  of  the  sonar  sys¬ 
tem;  this  may  include  reduced  perfor¬ 
mance  or  a  false  activation. 

■  This  system  is  not  designed  to  pre¬ 
vent  contact  with  small  or  moving 
objects. 


■  The  system  is  designed  as  an  aid  to 
the  driver  in  detecting  large  station¬ 
ary  objects  to  help  avoid  damaging 
the  vehicle.  The  system  will  not  detect 
small  objects  below  the  bumper,  and 
may  not  detect  objects  close  to  the 
bumper  or  on  the  ground. 

■  The  system  is  deactivated  at  speeds 
above  6  mph  (10  km/h).  It  is  reacti¬ 
vated  at  lower  speeds. 

■  Inclement  weather  or  ultrasonic 
sources  such  as  an  automatic  car 
wash,  a  truck's  compressed-air 
brakes  or  a  pneumatic  drill  may  affect 
the  function  of  the  system;  this  may 
include  reduced  performance  or  a 
false  activation. 

■  The  system  is  not  designed  to  prevent 
contact  with  small  or  moving  objects. 
Always  move  slowly.  The  system  will 
not  detect  small  objects  below  the 
bumper  or  on  the  ground. 

■  The  system  may  not  detect  the  fol¬ 
lowing  objects:  fluffy  objects  such  as 
snow,  cloth,  cotton,  glass-wool,  etc.; 
thin  objects  such  as  rope,  wire  and 
chain,  etc.;  or  wedge-shaped  objects. 
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The  system  may  not  detect  objects  at 
speeds  above  3  mph  (5  km/h]  and 
may  not  detect  certain  angular  or 
moving  objects. 

The  system  is  deactivated  at  speeds 
above  6  mph  (10  km/h)  and  is  reacti¬ 
vated  at  lower  speeds. 
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COLD  WEATHER  DRIVING 


Do  not  attach  stickers  (including  transpar¬ 
ent  material),  install  accessories  or  apply 
additional  paint  near  the  sonar  sensors. 

Do  not  strike  or  damage  the  area  around 
the  sonar  sensors.  It  is  recommended  that 
you  consult  a  NISSAN  dealer  if  the  area 
around  the  sonar  sensors  is  damaged  due 
to  a  collision. 


FREEING  A  FROZEN  DOOR  LOCK 

To  prevent  a  door  lock  from  freezing,  apply 
de-icer  through  the  key  hole.  If  the  lock 
becomes  frozen,  heat  the  key  before  in¬ 
serting  it  into  the  key  hole  or  use  the  re¬ 
mote  keyless  entry  key  fob. 

ANTIFREEZE 

In  the  winter  when  it  is  anticipated  that  the 
temperature  will  drop  below  32°F  (0°C), 
check  the  antifreeze  to  assure  proper  win¬ 
ter  protection.  For  additional  information, 
refer  to  "Engine  cooling  system"  in  the  "Do- 
it-yourself"  section  of  this  manual. 

BATTERY 


The  sonar  sensors  @  are  located  on  the 
front  and  rear  bumpers.  Always  keep  the 
area  near  the  sonar  sensors  clean. 

The  sonar  sensors  may  be  blocked  by  tem¬ 
porary  ambient  conditions  such  as  splash¬ 
ing  water,  mist  or  fog. 

The  blocked  condition  may  also  be  caused 
by  objects  such  as  ice,  frost  or  dirt  ob¬ 
structing  the  sonar  sensors. 

Check  for  and  remove  objects  obstructing 
the  area  around  the  sonar  sensors. 


If  the  battery  is  not  fully  charged  during 
extremely  cold  weather  conditions,  the 
battery  fluid  may  freeze  and  damage  the 
battery.  To  maintain  maximum  efficiency, 
the  battery  should  be  checked  regularly. 
For  additional  information,  referto  "Battery" 
in  the  "Do-it-yourself"  section  of  this 
manual. 
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DRAINING  OF  COOLANT  WATER 

If  the  vehicle  is  to  be  left  outside  without 
antifreeze,  drain  the  cooling  system,  includ¬ 
ing  the  engine  block.  Refill  before  operating 
the  vehicle.  For  additional  information,  refer 
to  "Changing  engine  coolant"  in  the  "Do-it- 
yourself"  section  of  this  manual. 

TIRE  EOUIPMENT 

1.  SUMMER  tires  have  a  tread  designed  to 
provide  superior  performance  on  dry 
pavement.  However,  the  performance 
of  these  tires  will  be  substantially  re¬ 
duced  in  snowy  and  icy  conditions.  If 
you  operate  your  vehicle  on  snowy  or 
icy  roads,  NISSAN  recommends  the  use 
of  MUD  &  SNOW  or  ALL  SEASON  TIRES 
on  all  four  wheels.  It  is  recommended 
that  you  visit  a  NISSAN  dealer  for  the  tire 
type,  size,  speed  rating  and  availability 
information. 

2.  For  additional  traction  on  icy  roads, 
studded  tires  may  be  used.  However, 
some  U  S.  states  and  Canadian  prov¬ 
inces  prohibit  their  use.  Check  local, 
state  and  provincial  laws  before  install¬ 
ing  studded  tires. 


Skid  and  traction  capabilities  of  studded 
snow  tires  on  wet  or  dry  surfaces  may  be 
poorer  than  that  of  non-studded  snow 
tires. 

3.  Tire  chains  may  be  used.  For  additional 
information,  refer  to  "Tire  chains"  in  the 
"Do-it-yourself"  section  of  this  manual. 

SPECIAL  WINTER  EQUIPMENT 

It  is  recommended  that  the  following  items 
be  carried  in  the  vehicle  during  winter: 

■  A  scraper  and  stiff-bristled  brush  to  re¬ 
move  ice  and  snow  from  the  windows 
and  wiper  blades. 

■  A  sturdy,  flat  board  to  be  placed  under 
the  jack  to  give  it  firm  support. 

■  A  shovel  to  dig  the  vehicle  out  of  snow¬ 
drifts. 


■  Extra  washer  fluid  to  refill  the 
windshield-washer  fluid  reservoir. 

DRIVING  ON  SNOW  OR  ICE 

^WARNING 

■  Wet  ice  (32°F,  0°C  and  freezing  rain), 
very  cold  snow  or  ice  can  be  slick  and 
very  hard  to  drive  on.  The  vehicle  will 
have  much  less  traction  or  "grip"  un¬ 
der  these  conditions.  Try  to  avoid  driv¬ 
ing  on  wet  ice  until  the  road  is  salted 
or  sanded. 

■  Whatever  the  condition,  drive  with 
caution.  Accelerate  and  slow  down 
with  care.  If  accelerating  or  down¬ 
shifting  too  fast,  the  drive  wheels  will 
lose  even  more  traction. 

■  Allow  more  stopping  distance  under 
these  conditions.  Braking  should  be 
started  sooner  than  on  dry  pavement. 

■  Allow  greater  following  distances  on 
slippery  roads. 
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■  Watch  for  slippery  spots  (glare  ice). 
These  may  appear  on  an  otherwise 
clear  road  in  shaded  areas.  If  a  patch 
of  ice  is  seen  ahead,  brake  before 
reaching  it.  Try  not  to  brake  while  on 
the  ice,  and  avoid  any  sudden  steering 
maneuvers. 

■  Do  not  use  the  cruise  control  (if  so 
equipped)  on  slippery  roads. 

■  Snow  can  trap  dangerous  exhaust 
gases  under  your  vehicle.  Keep  snow 
clear  of  the  exhaust  pipe  and  from 
around  your  vehicle. 

ENGINE  BLOCK  HEATER  (if  SO 
equipped) 

Engine  block  heaters  are  used  to  assist 
with  cold  temperature  starting. 

•  Engine  block  heaters  should  be  used 
when  the  outside  temperature  is  0°F 
(-17°C)  or  lower. 

•  Engine  block  heaters  run  continuously 
while  plugged  into  the  correct  voltage 
electrical  outlet. 


_ ^^WARNINC 

Do  not  use  your  engine  block  heater 
with  an  ungrounded  electrical  system 
or  a  2-pronged  adapter.  You  can  be  se¬ 
riously  injured  by  an  electrical  shock  if 
you  use  an  ungrounded  connection. 

Disconnect  and  properly  store  the  en¬ 
gine  block  heater  cord  before  starting 
the  engine.  Damage  to  the  cord  could 
result  in  an  electrical  shock  and  can 
cause  serious  injury. 

Use  a  heavy-duty  3-wire,  3-pronged 
extension  cord  rated  for  at  least  10  A. 
Plug  the  extension  cord  into  a  Ground 
Fault  Interrupt  (CFI)  protected, 
grounded  HO-VAC  outlet.  Failure  to 
use  the  proper  extension  cord  or  a 
grounded  outlet  can  result  in  a  fire  or 
electrical  shock  and  cause  serious 
personal  injury. 


To  use  the  engine  block  heater: 

1.  Turn  the  engine  off. 

2.  Open  the  hood  and  unwrap  the  engine 
block  heater  cord. 

3.  Plug  the  engine  block  heater  cord  Into 
a  grounded  3-wire,  3-pronged  exten¬ 
sion  cord. 

4.  Plug  the  extension  cord  into  a  Ground 
Fault  Interrupt  (GFI)  protected, 
grounded  no-volt  AG  (VAG)  outlet. 

5.  The  engine  block  heater  must  be 
plugged  in  for  at  least  2-4  hours,  de¬ 
pending  on  outside  temperatures,  to 
properly  warm  the  engine  coolant.  Use 
an  appropriate  timerto  turn  the  engine 
block  heater  on. 

6.  Before  starting  the  engine,  unplug  and 
properly  store  the  cord  to  keep  It  away 
from  moving  parts. 
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NOTE: 


When  using  the  engine  block  heater  (if  so 
equipped)  on  an  Applied  Vehicle  (engine 
block  heater  is  plugged  in): 

■  Vehicle  should  be  parked  on  a  level 
surface. 

Or 

•  If  a  level  surface  is  not  available,  the 
vehicle  should  be  parked  with  the 
front  of  the  truck  lower  than  the  rear 
(nose  down). 


^CAUTION 

Use  of  the  engine  block  heater  when 
parked  with  the  front  of  the  vehicle 
higher  than  the  rear  (5  degrees  or  more) 
may  cause  the  engine  block  heater  to 
become  damaged  and/or  inoperative. 
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MEMO 
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6  In  case  of  emergency 


Hazard  warning  flasher  switch  . 6-2 

Emergency  engine  shut  off . 6-2 

Flat  tire . 6-3 

Tire  Pressure  Monitoring  System 

(TPMS) . 6-3 

Changing  a  flat  tire . 6-4 

Jump  starting . 6-14 


Push  starting . 6-16 

If  your  vehicle  overheats . 6-16 

Towing  your  vehicle . 6-17 

Towing  recommended  by  NISSAN . 6-17 

Vehicle  recovery 

(freeing  a  stuck  vehicle) . 6-19 
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HAZARD  WARNING  FLASHER  SWITCH 


Push  the  switch  on  to  warn  other  drivers 
when  you  must  stop  or  park  under  emer¬ 
gency  conditions.  All  turn  signal  lights  flash. 


^WARNING 

■  If  stopping  for  an  emergency,  be  sure 
to  move  the  vehicle  well  off  the  road. 

■  Do  not  use  the  hazard  warning  flash¬ 
ers  while  moving  on  the  highway  un¬ 
less  unusual  circumstances  force  you 
to  drive  so  slowly  that  your  vehicle 
might  become  a  hazard  to  other 
traffic. 

■  Turn  signals  do  not  work  when  the 
hazard  warning  flasher  lights  are  on. 

The  flashers  will  operate  with  the  ignition 
switch  placed  in  any  position. 

Some  jurisdictions  may  prohibit  the  use 
of  the  hazard  warning  flasher  switch 
while  driving. 


6-2  In  case  of  emergency 
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EMERGENCY  ENGINE  SHUT  OFF 


To  shut  off  the  engine  in  an  emergency 
situation  while  driving,  perform  the  follow¬ 
ing  procedure: 

-  Rapidly  push  the  push-button  ignition 
switch  three  consecutive  times  in  less 
than  1.5  seconds,  or 

-  Push  and  hold  the  push-button  ignition 
switch  for  more  than  2  seconds. 


FLAT  TIRE 


TIRE  PRESSURE  MONITORING 
SYSTEM  (TPMS) 

This  vehicle  is  equipped  with  TPMS.  It  moni¬ 
tors  tire  pressure  of  ali  tires  except  the 
spare.  When  the  low  tire  pressure  warning 
light  is  lit  on  vehicles  equipped  with  a  trip 
computer  (if  so  equipped),  and  the  Tire 
Pressure  Low  — Add  Air  warning  appears  in 
the  vehicle  information  display  (if  so 
equipped),  one  or  more  of  your  tires  is  sig¬ 
nificantly  under-inflated.  If  equipped,  the 
system  also  displays  pressure  of  all  tires 
(except  the  spare  tire)  on  the  display  screen 
by  sending  a  signal  from  a  sensor  that  is 
installed  in  each  wheel.  If  the  vehicle  is  be¬ 
ing  driven  with  low  tire  pressure,  the  TPMS 
will  activate  and  warn  you  of  it  by  the  low 
tire  pressure  warning  light.  This  system  will 
activate  only  when  the  vehicle  is  driven  at 
speeds  above  16  mph  (25  km/h).  For  addi¬ 
tional  information,  refer  to  'Warning  lights, 
indicator  lights  and  audible  reminders"  in 
the  "Instruments  and  controls"  section  and 
'Tire  Pressure  Monitoring  System  (TPMS)"  in 
the  "Starting  and  driving"  section  of  this 
manual. 


^WARNING 

■  Radio  waves  could  adversely  affect 
electric  medical  equipment.  Those 
who  use  a  pacemaker  should  contact 
the  electric  medical  equipment 
manufacturer  for  the  possible  influ¬ 
ences  before  use. 

■  If  the  low  tire  pressure  warning  light 
illuminates  while  driving,  avoid  sud¬ 
den  steering  maneuvers  or  abrupt 
braking,  reduce  vehicle  speed,  pull  off 
the  road  to  a  safe  location  and  stop 
the  vehicle  as  soon  as  possible.  Driv¬ 
ing  with  under-inflated  tires  may  per¬ 
manently  damage  the  tires  and  in¬ 
crease  the  likelihood  of  tire  failure. 
Serious  vehicle  damage  could  occur 
and  may  lead  to  an  accident  and  could 
result  in  serious  personal  injury. 
Check  the  tire  pressure  for  all  four 
tires.  Adjust  the  tire  pressure  to  the 
recommended  COLD  tire  pressure 
shown  on  the  Tire  and  Loading  Infor¬ 
mation  label  to  turn  the  low  tire  pres¬ 
sure  warning  light  OFF.  If  the  light  still 


illuminates  while  driving  after  adjust¬ 
ing  the  tire  pressure,  a  tire  may  be  flat 
or  the  TPMS  may  be  malfunctioning.  If 
you  have  a  flat  tire,  replace  it  with  a 
spare  tire  as  soon  as  possible.  If  no  tire 
is  flat  and  all  tires  are  properly  in¬ 
flated,  have  the  vehicle  checked.  It  is 
recommended  that  you  visit  a  NISSAN 
dealer  for  this  service 

When  replacing  a  wheel  without  the 
TPMS  such  as  the  spare  tire,  TPMS  will 
not  function  and  the  low  tire  pressure 
warning  light  will  flash  for  approxi¬ 
mately  one  minute.  The  light  will  re¬ 
main  on  after  one  minute.  Have  your 
tires  replaced  and/or  TPMS  system 
reset  as  soon  as  possible.  It  is  recom¬ 
mended  that  you  visit  a  NISSAN  dealer 
for  these  services. 

Replacing  tires  with  those  not  origi¬ 
nally  specified  by  NISSAN  could  affect 
the  proper  operation  of  the  TPMS. 

Do  not  inject  any  tire  liquid  or  aerosol 
tire  sealant  into  the  tires,  as  this  may 
cause  a  malfunction  of  the  tire  pres¬ 
sure  sensors. 
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CHANGING  A  FLAT  TIRE 


Ifyou  have  a  flat  tire,  follow  the  instructions 
below: 

Stopping  the  vehicle 

1.  Safely  move  the  vehicle  off  the  road  and 
away  from  traffic. 

2.  Turn  on  the  hazard  warning  flashers. 

3.  Park  on  a  level  surface  and  apply  the 
parking  brake.  Move  the  shift  lever  to  P 
(Park). 

4.  Turn  off  the  engine. 

5.  Raise  the  hood  to  warn  other  traffic 
and  to  signal  professional  road  assis¬ 
tance  personnel  that  you  need  assis¬ 
tance. 

6.  Have  all  passengers  get  out  of  the  ve¬ 
hicle  and  stand  in  a  safe  place,  away 
from  traffic  and  clear  of  the  vehicle. 


_ A '''EARNING 

Make  sure  the  parking  brake  is  se¬ 
curely  applied  and  the  shift  lever  is 
shifted  into  P  (Park). 

Never  change  tires  when  the  vehicle  is 
on  a  slope,  ice  or  slippery  areas.  This  is 
hazardous. 

Never  change  tires  if  oncoming  traffic 
is  close  to  your  vehicle.  Wait  for  pro¬ 
fessional  road  assistance. 


A.  Tire  stoppers 

B.  Flat  Tire 

Blocking  wheels 


Place  tire  stoppers,  supplied  with  jack,  at 
both  the  front  and  back  of  the  wheel  diago¬ 
nally  opposite  the  flat  tire  to  prevent  the 
vehicle  from  moving  when  it  is  Jacked  up. 


A  WARNING 

Be  sure  to  block  the  wheel  as  the  vehicle 
may  move  and  result  in  personal  injury. 


6-4  In  case  of  emergency 
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Getting  the  spare  tire  and  tools 
(Crew  and  King  Cab®  models) 

1.  Fold  up  the  right  rear  bench  seat.  For 
additional  information,  refer  to  "Folding 
the  rear  bench  seat  up"  in  the  "Safety- 
Seats,  seat  belts  and  supplemental  re¬ 
straint  system"  section  of  this  manual. 


3.  Release  the  straps  (§). 

4.  Collapse  the  jack  to  remove  it  from  the 
storage  location.  Loosen  the  Jack  with 
your  fingers  until  the  Jack  is  free. 

5.  Remove  thejack  and  tool  kit. 
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6.  Assemble  the  pieces  of  the  Jack  rod. 
Find  the  oval-shaped  opening  above 
the  license  plate,  slightly  to  the  left  of 
the  middle  (driver's  side).  Pass  the 
T-shaped  end  of  the  jack  rod  through 
the  opening  and  direct  it  toward  the 
spare  tire  winch,  located  directly  above 
the  spare  tire. 

^CAUTION 

Do  not  insert  thejack  rod  straight  as  it  is 
designed  to  be  inserted  at  an  angle  as 
shown. 
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7  Fit  the  square  end  of  the  jack  rod  into 
the  square  hole  of  the  wheel  nut 
wrench  to  form  a  handle. 


8.  Seat  the  T-shaped  end  of  the  Jack  rod 
into  the  T-shaped  opening  of  the  tire 
winch.  Apply  pressure  to  keep  thejack 
rod  engaged  in  the  spare  tire  winch 
and  turn  thejack  rod  counterclockwise 
to  lower  the  spare  tire. 

9.  Once  the  spare  tire  is  completely  low¬ 
ered,  reach  under  the  vehicle,  guide  the 
retainer  chain  through  the  center  of 
the  tire  and  carefully  slide  the  tire  from 
under  the  rear  of  the  vehicle. 

6-6  In  case  of  emergency 


10.  Securely  store  the  flat  tire  beneath  the 
vehicle,  from  where  the  full  size  spare 
was  removed.  To  reinstall  the  wheel,  re¬ 
move  the  center  cap  (if  so  equipped) 
and  insert  the  retainer  chain  through 
the  wheel.  Be  sure  the  rubber  spacer  (if 
so  equipped)  is  centered  on  the  wheel 
before  lifting.  Use  the  assembled  jack¬ 
ing  rod  to  slowly  rotate  the  winch  clock¬ 
wise  to  raise  the  wheel  to  the  vehicle. 

11.  To  reinstall  thejack  and  tool  kit,  reverse 
steps  1  through  5. 

NOTE: 

Inspect  the  spacer  every  six  years  and 
replace  as  necessary.  It  is  recommended 
that  you  visit  a  NISSAN  dealer  for  this 
service. 

^CAUTION 

■  Be  sure  to  center  the  spare  tire  sus¬ 
pending  plate  on  the  wheel  and  then 
lift  the  spare  tire. 

■  Failure  to  use  the  spacer  may  allow 
the  chain  to  get  stuck  on  the  wheel 
nut  holes. 
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Getting  the  spare  tire  and  tools 
(Single  Cab  models) 

1.  Move  the  front  passenger  seat  to  ac¬ 
cess  the  tools.  For  additional  informa¬ 
tion  about  seat  functions,  refer  to  " 
Seats"  in  the  "Safety-Seats,  seat  belts 
and  supplemental  restraint  system" 
section  of  this  manual. 


compartment. 

3.  Release  the  straps  ®. 

4.  Remove  the  tire  stopper  bag  ®. 

5.  Remove  the  tool  kit  and  jack  ©. 
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6.  Assemble  the  pieces  of  the  Jack  rod. 
Find  the  oval-shaped  opening  above 
the  license  plate,  slightly  to  the  left  of 
the  middle  (driver's  side).  Pass  the 
T-shaped  end  of  the  Jack  rod  through 
the  opening  and  direct  it  toward  the 
spare  tire  winch,  located  directly  above 
the  spare  tire. 

^CAUTION 

Do  not  insert  the  jack  rod  straight  as  it  is 
designed  to  be  inserted  at  an  angle  as 
shown. 
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7  Fit  the  square  end  of  the  Jack  rod  into 
the  square  hole  of  the  wheel  nut 
wrench  to  form  a  handle. 


8.  Seat  the  T-shaped  end  of  the  Jack  rod 
into  the  T-shaped  opening  of  the  tire 
winch.  Apply  pressure  to  keep  thejack 
rod  engaged  in  the  spare  tire  winch 
and  turn  thejack  rod  counterclockwise 
to  lower  the  spare  tire. 

9.  Once  the  spare  tire  is  completely  low¬ 
ered,  reach  underthe  vehicle,  guide  the 
retainer  chain  through  the  center  of 
the  tire  and  carefully  slide  the  tire  from 
underthe  rear  of  the  vehicle. 
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10.  Securely  store  the  flat  tire  beneath  the 
vehicle,  from  where  the  full  size  spare 
was  removed.  To  reinstall  the  wheel,  re¬ 
move  the  center  cap  (if  so  equipped) 
and  insert  the  retainer  chain  through 
the  wheel.  Be  sure  the  rubber  spacer  (if 
so  equipped)  is  centered  on  the  wheel 
before  lifting.  Use  the  assembled  jack¬ 
ing  rodto  slowly  rotate  the  winch  clock¬ 
wise  to  raise  the  wheel  to  the  vehicle. 

n.  To  reinstall  the  Jack  and  tool  kit,  reverse 
steps  1  through  5. 

NOTE: 

Inspect  the  spacer  every  six  years  and 
replace  as  necessary.  It  is  recommended 
that  you  visit  a  NISSAN  dealer  for  this 
service. 


A  CAUTION 

■  Be  sure  to  center  the  spare  tire  sus¬ 
pending  plate  on  the  wheel  and  then 
lift  the  spare  tire. 

■  Failure  to  use  the  spacer  may  allow 
the  chain  to  get  stuck  on  the  wheel 
nut  holes. 


6-8  In  case  of  emergency 


Getting  the  spare  tire  and  tools 
(King  Cab®  models  not  equipped 
with  rear  seat) 


1.  Open  the  passenger  side  rear  door  and 
remove  the  lid  from  the  tool  storage 
compartment. 
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2.  Release  the  straps  (§). 

3.  Remove  the  tire  stopper  bag  (g). 

4.  Lift  the  storage  cover  ©  to  access  the 
Jack. 

5.  Remove  the  tool  kit  and  Jack. 


_ WCE0150 

6.  Assemble  the  pieces  of  the  jack  rod. 
Find  the  oval-shaped  opening  above 
the  license  plate,  slightly  to  the  left  of 
the  middle  (driver's  side).  Pass  the 
T-shaped  end  of  the  jack  rod  through 
the  opening  and  direct  it  toward  the 
spare  tire  winch,  located  directly  above 
the  spare  tire. 

^CAUTION 

Do  not  insert  the  jack  rod  straight  as  it  is 
designed  to  be  inserted  at  an  angle  as 
shown. 


7  Fit  the  square  end  of  the  jack  rod  into 
the  square  hole  of  the  wheel  nut 
wrench  to  form  a  handle. 


10.  Securely  store  the  flat  tire  beneath  the 
vehicle,  from  where  the  full  size  spare 
was  removed.  To  reinstall  the  wheel,  re¬ 
move  the  center  cap  (if  so  equipped) 
and  insert  the  retainer  chain  through 
the  wheel.  Be  sure  the  rubber  spacer  (if 
so  equipped)  is  centered  on  the  wheel 
before  lifting.  Use  the  assembled  jack¬ 
ing  rod  to  slowly  rotate  the  winch  clock¬ 
wise  to  raise  the  wheel  to  the  vehicle. 

11.  To  reinstall  the  jack  and  tool  kit,  reverse 
steps  1  through  5. 

NOTE: 

Inspect  the  spacer  every  six  years  and 
replace  as  necessary.  It  is  recommended 
that  you  visit  a  NISSAN  dealer  for  this 
service. 


8.  Seat  the  T-shaped  end  of  the  jack  rod 
into  the  T-shaped  opening  of  the  tire 
winch.  Apply  pressure  to  keep  the  jack 
rod  engaged  in  the  spare  tire  winch 
and  turn  thejack  rod  counterclockwise 
to  lower  the  spare  tire. 


9.  Once  the  spare  tire  is  completely  low¬ 
ered,  reach  under  the  vehicle,  guide  the 
retainer  chain  through  the  center  of 
the  tire  and  carefully,s.lide  the  tire  from 
under  the  r^r-afthe  vehicl^ 


OEiALER  e^ROCES! 


^CAUTION 

Be  sure  to  center  the  spare  tire  sus¬ 
pending  plate  on  the  wheel  and  then 
lift  the  spare  tire. 

Failure  to  use  the  spacer  may  allow 
the  chain  to  get  stuck  on  the  wheel 
nut  holes. 
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Removing  bolt-on  wheel  caps  (if 
so  equipped) 


A  CAUTION 

Do  not  use  your  hands  to  pry  off  wheel 
caps  or  wheel  covers.  Doing  so  could 
result  in  personal  injury. 

The  wheel  cap  ®  is  only  attached  with  the 
wheel  nuts  and  is  separate  from  the  wheel 

To  remove  the  wheel  cap,  remove  the 
wheel  nuts  after  the  jack  is  securely  sup¬ 
porting  the  vehicle  and  the  tire  clears  the 
ground. 

6-10  In  case  of  emergency 


For  additional  information,  refer  to  "Jacking 
up  vehicle  and  removing  the  damaged  tire" 
in  this  section. 

Take  care  not  to  scratch  the  wheel  cap  or 
wheel  surface. 

Jacking  up  vehicle  and  removing 
the  damaged  tire  (all  models) 

Awarninc  I 

■  Never  get  under  the  vehicle  while  it  is 
supported  only  by  the  Jack.  If  it  is  nec¬ 
essary  to  work  under  the  vehicle,  sup¬ 
port  it  with  safety  stands. 

■  Use  only  the  jack  provided  with  your 
vehicle  to  lift  the  vehicle.  Do  not  use 
the  jack  provided  with  your  vehicle  on 
other  vehicles.  The  jack  is  designed 
for  lifting  only  your  vehicle  during  a 
tire  change. 

■  Use  the  correct  jack-up  points.  Never 
use  any  other  part  of  the  vehicle  for 
jack  support. 

■  Never  jack  up  the  vehicle  more  than 
necessary. 

■  Never  use  blocks  on  or  under  the  jack. 
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Do  not  start  or  run  the  engine  while 
vehicle  is  on  the  jack.  It  may  cause  the 
vehicle  to  move.  This  is  especially  true 
for  vehicles  with  limited  slip 
differentials. 

Do  not  allow  passengers  to  stay  in  the 
vehicle  while  it  is  on  the  jack. 

Never  run  the  engine  with  a  wheel(s) 
off  the  ground.  It  may  cause  the  ve¬ 
hicle  to  move. 


Always  refer  to  the  illustration  for  the  cor¬ 
rect  placement  and  jack-up  points  for  your 
specific  vehicle  model  and  jack  type. 

Carefully  read  the  caution  label  attached 
to  the  jack  body  and  the  following  in¬ 
structions. 


Loosen  each  wheel  nut  one  or  two 
turns  by  turning  counterclockwise  with 
the  wheel  nut  wrench.  Do  not  remove 
the  wheel  nuts  until  the  tire  is  off  the 
ground. 


2.  Place  the  jack  directly  under  the 
jack-up  point  as  illustrated  so  the  top 
of  the  jack  contacts  the  vehicle  at  the 
jack-up  point.  Align  thejack  head  under 
the  arrow  stamped  on  the  side  of  the 
frame  or  rear  as  shown. 

Thejack  should  be  used  on  firm  and 
level  ground. 
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5.  Remove  the  wheel  nuts  and  then  re¬ 
move  the  tire. 


3.  Install  the  assembled  jack  rod  Into  the 
Jack  as  shown. 

4.  To  lift  the  vehicle,  securely  hold  the  jack 
lever  and  rod.  Carefully  raise  the  vehicle 
until  the  tire  clears  the  ground. 


_ WCE0065 

Installing  the  spare  tire 

The  spare  tire  is  designed  for  emergency 
use.  For  additional  information,  refer  to 
"Wheels  and  tires"  in  the  "Do-it-yourself" 
section  of  this  manual. 

1.  Clean  any  mud  or  dirt  from  the  surface 
between  the  wheel  and  hub. 

2.  Carefully  put  the  spare  tire  on  and 
tighten  the  wheel  nuts  finger  tight. 

3.  With  the  wheel  nut  wrench,  tighten 
wheel  nuts  alternately  and  evenly  in  the 
sequence  illustrated  (@,@,@,®,(D,®) 
until  they  are  tight. 


6-12  In  case  of  emergency 


OEi&LER  eF3ROCES! 


4.  Lower  the  vehicle  slowly  until  the  tire 
touches  the  ground.  Then,  with  the 
wheel  nut  wrench,  tighten  the  wheel 
nuts  securely  in  the  sequence  illus¬ 
trated  (@,@,@,®,(D,®).  Lower  the 
vehicle  completely 

^WARNING 

■  Incorrect  wheel  nuts  or  improperly 
tightened  wheel  nuts  can  cause  the 
wheel  to  become  loose  or  come  off. 
This  could  cause  an  accident. 

■  Do  not  use  oil  or  grease  on  the  wheel 
studs  or  nuts.  This  could  cause  the 
nuts  to  become  loose. 

■  Retighten  the  wheel  nuts  when  the 
vehicle  has  been  driven  for  600  miles 
(1,000  km)  (also  in  cases  of  a  flat  tire, 
etc.). 

As  soon  as  possible,  tighten  the  wheel 

nuts  to  the  specified  torque  with  a 

torque  wrench. 

Wheel  nut  tightening  torque: 

Non-XD  models: 

98ft-lb  (133  N-m) 


XD  models: 

131ft-lb(177  N-m) 

The  wheel  nuts  must  be  kept  tightened 
to  specification  at  all  times.  It  is  recom¬ 
mended  that  wheel  nuts  be  tightened  to 
specifications  at  each  lubrication  inter¬ 
val. 

Adjust  tire  pressure  to  the  COLD  pres¬ 
sure. 

COLD  pressure:  After  vehicle  has  been 
parked  for  3  hours  or  more  or  driven  less 
than  1  mi.  (1.6  km). 

COLD  tire  pressures  are  shown  on  the 
Tire  and  Loading  Information  label  af¬ 
fixed  to  the  driver  side  center  pillar. 

After  adjusting  tire  pressure  to  the  COLD 
tire  pressure,  the  display  (if  so  equipped) 
of  the  tire  pressure  information  may 
show  higher  pressure  than  the  COLD  tire 
pressure  after  the  vehicle  has  been 
driven  more  than  1  mi.  (1.6  km).  This  is 
because  the  tire  pressure  increases  as 
the  tire  temperature  rises.  This  does  not 
indicate  a  system  malfunction. 
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5.  Securely  store  the  tools  and  jacking 
equipment  in  the  vehicle.  For  additional 
Information,  refer  to  the  "Getting  the 
spare  tire  and  tools  (Crew  and  King 
Cab®  models),"  "Getting  the  spare  tire 
and  tools  (Single  Cab  models)"  or  "Get¬ 
ting  the  spare  tire  and  tools  (King  Cab® 
models  not  equipped  with  rear  seat)"  in 
this  section. 


A  WARNING 

Always  make  sure  that  the  spare  tire 
and  Jacking  equipment  are  properly 
secured  after  use.  Such  items  can  be¬ 
come  dangerous  projectiles  in  an  ac¬ 
cident  or  sudden  stop. 

The  spare  tire  is  designed  for  emer¬ 
gency  use.  For  additional  information, 
refer  to  "Wheels  and  tires"  in  the  "Do- 
it-yourself"  section  of  this  manual. 
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JUMP  STARTING 


To  startyour  engine  with  a  booster  battery, 
the  instructions  and  precautions  below 
must  be  followed. 


A  WARNING 

■  If  done  incorrectly,  jump  starting  can 
lead  to  a  battery  explosion,  resulting 
in  severe  injury  or  death.  It  could  also 
damage  your  vehicle. 

■  Explosive  hydrogen  gas  is  always 
present  in  the  vicinity  of  the  battery. 
Keep  all  sparks  and  flames  away  from 
the  battery. 

■  Do  not  allow  battery  fluid  to  come  into 
contact  with  eyes,  skin,  clothing  or 
painted  surfaces.  Battery  fluid  is  a 
corrosive  sulfuric  acid  solution  which 
can  cause  severe  burns.  If  the  fluid 
should  come  into  contact  with  any¬ 
thing,  immediately  flush  the  con¬ 
tacted  area  with  water. 

■  Keep  battery  out  of  the  reach  of 
children. 

■  The  booster  battery  must  be  rated  at 
12  volts.  Use  of  an  improperly  rated 
battery  can  damage  your  vehicle. 
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I-  Whenever  working  on  or  near  a  bat- 
tery,  always  wear  suitable  eye  protec¬ 
tors  (for  example,  goggles  or  indus¬ 
trial  safety  spectacles)  and  remove 
rings,  metal  bands,  or  any  other  jew¬ 
elry.  Do  not  lean  over  the  battery 
when  jump  starting. 

■  Do  not  attempt  to  jump  start  a  frozen 
battery.  It  could  explode  and  cause 
serious  injury. 

■  Your  vehicle  has  an  automatic  engine 
cooling  fan.  It  could  come  on  at  any 
time.  Keep  hands  and  other  objects 
away  from  it. 


OEi&LER  e^fROCE! 


A  WARNING 

Always  follow  the  instructions  below. 
Failure  to  do  so  could  result  in  damage 
to  the  charging  system  and  cause  per¬ 
sonal  injury. 

1.  If  the  booster  battery  is  in  another  ve¬ 
hicle,  position  the  two  vehicles  to  bring 
their  batteries  near  each  other. 

Do  not  allow  the  two  vehicles  to 
touch. 


Apply  the  parking  brake.  Move  the  shift 
lever  to  P  (Park).  Switch  off  aii  unneces¬ 
sary  eiectricai  systems  (iights,  heater, 
air  conditioner,  etc.). 

3.  Place  the  ignition  switch  in  the  LOCK 
position. 

4.  Ensure  the  vent  caps  are  level  and 
tight. 

5.  Connect  the  jumper  cables  in  the  se¬ 
quence  illustrated  (®,  (§),  ©,  @). 
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A  CAUTION 

'  Always  connect  positive  (+]  to  posi¬ 
tive  (+)  and  negative  (-)  to  body 
ground  (for  example,  strut  mounting 
bolt,  engine  lift  bracket,  etc.)  —  not  to 
the  battery. 

'  Make  sure  the  Jumper  cables  do  not 
touch  moving  parts  in  the  engine 
compartment  and  that  the  cable 
clamps  do  not  contact  any  other 
metal. 

6.  Start  the  engine  of  the  booster  vehicle 
and  let  it  run  for  a  few  minutes. 

7  Keep  the  engine  speed  of  the  booster 
vehicle  at  about  2,000  rpm  and  start  the 
engine  of  the  vehicle  being  Jump 
started. 


_ A  CAUTION _ I 

Do  not  keep  the  starter  motor  engaged 
for  more  than  10  seconds.  If  the  engine 
does  not  start  right  away,  place  the  ig¬ 
nition  switch  in  the  OFF  position  and 
wait  3  to  4  seconds  before  trying  again. 

8.  After  starting  the  engine,  carefully  dis¬ 
connect  the  negative  cable  and  then 
the  positive  cable. 
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PUSH  STARTING 


IF  YOUR  VEHICLE  OVERHEATS 


Do  not  attempt  to  start  the  engine  by 
pushing. 


A  CAUTION 

■  Automatic  transmission  models  can¬ 
not  be  push-started  or  tow-started. 
Attempting  to  do  so  may  cause  trans¬ 
mission  damage. 

■  Three  way  catalyst  equipped  models 
should  not  be  started  by  pushing 
since  the  three  way  catalyst  may  be 
damaged. 

■  Never  try  to  start  the  vehicle  by  tow¬ 
ing  it;  when  the  engine  starts,  the  for¬ 
ward  surge  could  cause  the  vehicle  to 
collide  with  the  tow  vehicle. 


_ A  WARNING _ 

■  Do  not  continueto  drive  if  your  vehicle 
overheats.  Doing  so  could  cause  en¬ 
gine  damage  or  a  vehicle  fire. 

■  To  avoid  the  danger  of  being  scalded, 
never  remove  the  radiator  or  coolant 
reservoir  cap  while  the  engine  is  still 
hot.  When  the  radiator  or  coolant  res¬ 
ervoir  cap  is  removed,  pressurized  hot 
water  will  spurt  out,  possibly  causing 
serious  injury. 

■  Do  not  open  the  hood  if  steam  is  com¬ 
ing  out. 

If  your  vehicle  is  overheating  (indicated  by 
an  extremely  high  temperature  gauge 
reading),  or  if  you  feel  a  lack  of  engine 
power,  detect  abnormal  noise,  etc.  take  the 
following  steps: 

1.  Move  the  vehicle  safely  off  the  road,  ap¬ 
ply  the  parking  brake  and  move  the 
shift  lever  to  P  (Park). 


Do  not  stop  the  engine. 

Turn  off  the  air  conditioner.  Open  all  the 
windows,  move  the  heater  or  air  condi¬ 
tioner  temperature  control  to  maxi¬ 
mum  to  high 

speed^"""^ 


3.  If  engine  overheating  is  caused  by 
climbing  a  long  hill  on  a  hot  day,  run  the 
engine  at  a  fast  idle  (approximately 
1,500  rpm)  until  the  temperature  gauge 
indication  returns  to  normal. 

4.  Get  out  of  the  vehicle.  Look  and  listen 
for  steam  or  coolant  escaping  from  the 
radiator  before  opening  the  hood.  If 
steam  or  coolant  is  escaping,  turn  off 
the  engine.  Do  not  open  the  hood  fur¬ 
ther  until  no  steam  or  coolant  can  be 
seen. 

5.  Open  the  engine  hood. 


AWARNINC 

If  steam  or  water  is  coming  from  the 
engine,  stand  clear  to  prevent  getting 
burned. 

6.  Visually  check  drive  belts  for  damage 
or  looseness.  Also  check  if  the  cooling 
fan  is  running.  The  radiator  hoses  and 
radiator  should  not  leak  water.  If  cool¬ 
ant  is  leaking,  the  water  pump  belt  is 
missing  or  loose,  or  the  cooling  fan 
does  not  run,  stop  the  engine. 
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TOWING  YOUR  VEHICLE 


^WARNING 

Be  careful  not  to  allow  your  hands,  hair, 
jewelry  or  clothing  to  come  into  contact 
with,  or  get  caught  in,  engine  belts  or 
the  engine  cooling  fan.  The  engine  cool¬ 
ing  fan  can  start  at  anytime. 

7  After  the  engine  cools  down,  check  the 
coolant  level  in  the  engine  coolant  res- 
ervoirtankwith  the  engine  running.  Add 
coolant  to  the  engine  coolant  reservoir 
tank  if  necessary.  It  is  recommended 
that  you  visit  a  NISSAN  dealer  for  this 
service. 


When  towing  your  vehicle,  all  jurisdictional 
and  local  regulations  for  towing  must  be 
followed.  Incorrect  towing  equipment 
could  damage  your  vehicle.  Towing  in¬ 
structions  are  available  from  a  NISSAN 
dealer.  Local  service  operators  are  gener¬ 
ally  familiar  with  the  applicable  laws  and 
procedures  for  towing.  To  assure  proper 
towing  and  to  prevent  accidental  damage 
to  your  vehicle,  NISSAN  recommends  hav¬ 
ing  a  service  operator  tow  your  vehicle.  It  is 
advisable  to  have  the  service  operator 
carefully  read  the  following  precautions: 


_ A  WARNING _ 

■  Never  ride  in  a  vehicle  that  is  being 
towed. 

■  Never  get  under  your  vehicle  after  it 
has  been  lifted  by  a  tow  truck. 

■  If  your  vehicle  has  front  recovery 
hooks  as  original  factory  equipment, 
do  not  remove  or  modify  them.  If  it 
was  not  equipped  with  front  recovery 
hooks,  do  not  install  them.  Either  ac¬ 
tion  could  affect  proper  operation  of 
the  front  air  bag  system  resulting  in 
injury  or  death. 


OEiALER  e^ROCESS 


A  CAUTION 

■  When  towing,  make  sure  that  the 
transmission,  axles,  steering  system 
and  powertrain  are  in  working  condi¬ 
tion.  If  any  of  these  conditions  apply, 
dollies  or  a  flatbed  tow  truck  must  be 
used. 

■  Always  attach  safety  chains  before 
towing. 

For  additional  information,  refer  to  "Flat 
towing  for  2-Wheel  Drive  (2WD)  vehicle"  or 
"Flat  towing  for  4-Wheel  Drive  (4WD)  ve¬ 
hicle"  in  the  "Technical  and  consumer  infor¬ 
mation"  section  of  this  manual. 

TOWING  RECOMMENDED  BY 
NISSAN 

NISSAN  recommends  towing  your  vehicle 
based  upon  the  type  of  drivetraln.  For  addi¬ 
tional  information,  refer  to  the  diagrams  in 
this  section  to  ensure  that  your  vehicle  Is 
properly  towed. 
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Four-Wheel  Drive  (4WD)  models 
with  automatic  transmission 

NISSAN  recommends  that  towing  dollies 
be  used  when  towing  your  vehicle  or  place 
the  vehicle  on  a  flatbed  truck  as  illustrated. 


A  CAUTION 

Never  tow  4WD  models  equipped  with 
an  automatic  transmission  with  any  of 
the  wheels  on  the  ground  as  this  may 
cause  serious  and  expensive  damage 
to  the  transfer  case  and  transmission. 
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NISSAN  recommends  that  your  vehicle  be 
towed  with  the  driving  (rear)  wheels  off  the 
ground  or  place  the  vehicle  on  a  flatbed 
truck  as  illustrated. 


models  with  the  rear  wheels  on  the 
ground  or  four  wheels  on  the  ground 
(forward  or  backward],  as  this  may 
cause  serious  and  expensive  damage 
to  the  transmission.  If  it  is  necessary 
to  tow  the  vehicle  with  the  front 
wheels  raised  always  use  towing  dol¬ 
lies  under  the  rear  wheels. 

When  towing  automatic  transmission 
models  with  the  front  wheels  on  the 
ground  or  on  towing  dollies: 
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-  Place  the  ignition  switch  in  the  OFF 
position  and  secure  the  steering 
wheel  in  a  straight-ahead  position 
with  a  rope  or  similar  device.  Never 
secure  the  steering  wheel  by  plac¬ 
ing  the  ignition  switch  in  the  LOCK 
position.  This  may  cause  damage 
to  the  lock  mechanism  (for  models 
with  a  steering  lock  mechanism). 

When  towing  long  distances  or  speeds  in 
excess  of  60  mph  (97  km/h),  remove  the 
propeller  shaft  before  towing  to  prevent 
damage  to  the  transmission.  It  is  recom¬ 
mended  that  you  visit  a  NISSAN  dealer  for 
additional  information. 

VEHICLE  RECOVERY  (freeing  a 
stuck  vehicle) 

There  are  two  options  to  recover  a  stuck 
vehicle:  pulling  and  rocking.  For  additional 
information  regarding  these  options, 
please  refer  to  the  following  sections. 
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Pulling  a  stuck  vehicle 


A  WARNING 

To  avoid  vehicle  damage,  serious  per¬ 
sonal  injury  or  death  when  recovering  a 

stuck  vehicle; 

■  Contact  a  professional  towing  service 
to  recover  the  vehicle  if  you  have  any 
questions  regarding  the  recovery 
procedure. 

■  Attach  recovery  devices  only  to  main 
structural  members  of  the  vehicle  or 
the  recovery  hooks  (if  so  equipped). 

■  Do  not  use  the  vehicle  tie-downs  to 
tow  or  free  a  stuck  vehicle. 

■  Only  use  devices  specifically  designed 
for  vehicle  recovery  and  follow  the 
manufacturer's  instructions. 

■  Always  pull  the  recovery  device 
straight  out  from  the  front  of  the  ve¬ 
hicle.  Never  pull  at  an  angle. 

■  Route  recovery  devices  so  they  do  not 
touch  any  part  of  the  vehicle  except 
the  attachment  point. 


If  your  vehicle  is  stuck  in  sand,  snow,  mud, 
etc.,  use  a  tow  strap  or  other  device  de¬ 
signed  specifically  for  vehicle  recovery.  Al¬ 
ways  follow  the  manufacturer's  instruc¬ 
tions  for  the  recovery  device. 

Rocking  a  stuck  vehicle 


AWARNINC 

■  stand  clear  of  a  stuck  vehicle. 

■  Do  not  spin  your  tires  at  high  speed. 
This  could  cause  them  to  explode  and 
result  in  serious  injury.  Parts  of  your 
vehicle  could  also  overheat  and  be 
damaged. 

If  your  vehicle  is  stuck  in  sand,  snow,  mud, 

etc.,  use  the  following  procedure: 

1.  Turn  off  the  Vehicle  Dynamic  Control 
(VDC)  system. 

2.  Activate  the  Electronic  Locking  Rear 
Differential  (E-Lock)  system  (if  so 
equipped).  For  additional  information, 
refer  to  "Electronic  Locking  Rear  Differ¬ 
ential  (E-Lock)  system"  in  the  "Starting 
and  driving"  section  of  this  manual. 

3.  Make  sure  the  area  in  front  and  behind 
the  vehicle  ^lear  of  obstructions. 


4.  Turn  the  steering  wheel  right  and  leftto 
clear  an  area  around  the  front  tires. 

5.  Slowly  rock  the  vehicle  forward  and 
backward. 

■  Shift  back  and  forth  between  R  (Re¬ 
verse)  and  D  (Drive). 

■  Apply  the  accelerator  as  little  as  pos¬ 
sible  to  maintain  the  rocking  motion. 

■  Release  the  accelerator  pedal  before 
shifting  between  R  (Reverse)  and  D 
(Drive). 

■  Do  not  spin  the  tires  above  34  mph 
(55  km/h)  or  above  12  mph  (20  km/h) 
if  the  E-Lock  system  (if  so  equipped) 
is  engaged. 

6.  If  the  vehicle  cannot  be  freed  after  a 
few  tries,  contact  a  professional  towing 
service  to  remove  the  vehicle. 
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7  Appearance  and  care 
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CLEANING  EXTERIOR 


In  order  to  maintain  the  appearance  of 
your  vehicle,  it  is  important  to  take  proper 
care  of  it. 

To  protect  the  paint  surfaces,  wash  your 
vehicle  as  soon  as  you  can: 

■  After  a  rainfall  to  prevent  possible  dam¬ 
age  from  acid  rain. 

•  After  driving  on  coastal  roads. 

•  When  contaminants  such  as  soot,  bird 
droppings,  tree  sap,  metal  particles  or 
bugs  get  on  the  paint  surface. 

•  When  dust  or  mud  builds  up  on  the  sur¬ 
face. 

Whenever  possible,  store  or  park  your  ve¬ 
hicle  inside  a  garage  or  in  a  covered  area. 

When  it  is  necessary  to  park  outside,  park  in 
a  shady  area  or  protect  the  vehicle  with  a 
body  cover. 

Be  careful  not  to  scratch  the  paint  sur¬ 
face  when  putting  on  or  removing  the 
body  cover. 
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WASHING 

Wash  dirt  off  with  a  wet  sponge  and  plenty 
of  water.  Clean  the  vehicle  thoroughly  us¬ 
ing  a  mild  soap,  a  special  vehicle  soap  or 
general  purpose  dishwashing  liquid  mixed 
with  clean,  lukewarm  (never  hot)  water. 

^CAUTION 

■  Do  not  use  car  washes  that  use  acid  in 
the  detergent.  Some  car  washes,  es¬ 
pecially  brushless  ones,  use  some 
acid  for  cleaning.  The  acid  may  react 
with  some  plastic  vehicle  compo¬ 
nents,  causing  them  to  crack.  This 
could  affect  their  appearance,  and 
also  could  cause  them  not  to  function 
properly.  Always  check  with  your  car 
wash  to  confirm  that  acid  is  not  used. 

■  Do  not  wash  the  vehicle  with  strong 
household  soap,  strong  chemical  de¬ 
tergents,  gasoline  or  solvents. 

■  Do  not  wash  the  vehicle  in  direct  sun¬ 
light  or  while  the  vehicle  body  is  hot, 
as  the  surface  may  become 
water-spotted. 
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■  Avoid  using  tight-napped  or  rough 
cloths,  such  as  washing  mitts.  Care 
must  be  taken  when  removing 
caked-on  dirt  or  other  foreign  sub¬ 
stances  so  the  paint  surface  is  not 
scratched  or  damaged. 

Rinse  the  vehicle  thoroughly  with  plenty  of 
clean  water. 

Inside  edges,  seams  and  folds  on  the 
doors,  hatches  and  hood  are  particularly 
vulnerable  to  the  effects  of  road  salt.  There¬ 
fore,  these  areas  must  be  cleaned  regularly. 
Take  care  that  the  drain  holes  in  the  lower 
edge  of  the  door  are  open.  Spray  water 
under  the  body  and  In  the  wheel  wells  to 
loosen  the  dirt  and  wash  away  road  salt. 

A  damp  chamois  can  be  used  to  dry  the 
vehicle  to  avoid  water  spots. 

WAXING 

Regular  waxing  protects  the  paint  surface 
and  helps  retain  new  vehicle  appearance. 
Polishing  Is  recommended  to  remove 
built-up  wax  residue  and  to  avoid  a  weath¬ 
ered  appearance  before  re-applying  wax. 

A  NISSAN  dealer  can  assist  you  in  choosing 
the  proper  product. 


•  Wax  your  vehicle  only  after  a  thorough 
washing.  Follow  the  Instructions  sup¬ 
plied  with  the  wax. 

•  Do  not  use  a  wax  containing  any  abra¬ 
sives,  cutting  compounds  or  cleaners 
that  may  damage  the  vehicle  finish. 

Machine  compounding  or  aggressive  pol¬ 
ishing  on  a  base  coat/clear  coat  paint  fin¬ 
ish  may  dull  the  finish  or  leave  swirl  marks. 

REMOVING  SPOTS 

Remove  tar  and  oil  spots,  industrial  dust, 
Insects,  and  tree  sap  as  quickly  as  possible 
from  the  surface  of  the  paint  to  avoid  last¬ 
ing  damage  or  staining.  Special  cleaning 
products  are  available  at  a  NISSAN  dealer 
or  any  automotive  accessory  store.  It  is 
recommended  that  you  visit  a  NISSAN 
dealer  for  these  products. 

UNDERBODY 

In  areas  where  road  salt  is  used  in  winter,  it 
is  necessary  to  clean  the  underbody  regu¬ 
larly  in  order  to  prevent  dirt  and  salt  from 
building  up  and  causing  the  acceleration  of 
corrosion  on  the  underbody  and  suspen¬ 
sion.  Before  the  winter  period  and  again  in 
the  spring,  the  underseal  must  be  checked 
and,  if  necessary,  re-treated. 


GLASS 

Use  glass  cleaner  to  remove  smoke  and 
dust  film  from  the  glass  surfaces.  It  is  nor¬ 
mal  for  glass  to  become  coated  with  a  film 
after  the  vehicle  is  parked  in  the  hot  sun. 
Glass  cleaner  and  a  soft  cloth  will  easily 
remove  this  film. 

^CAUTION 

When  cleaning  the  inside  of  the  win¬ 
dows,  do  not  use  sharp-edged  tools, 
abrasive  cleaners  or  chlorine-based 
disinfectant  cleaners.  They  could  dam¬ 
age  the  electrical  conductors,  radio  an¬ 
tenna  elements  or  rear  window  de¬ 
froster  elements. 

ALUMINUM  ALLOY  WHEELS  (if  SO 
equipped) 

Wash  the  wheels  regularly  with  a  sponge 
dampened  in  a  mild  soap  solution,  espe¬ 
cially  during  winter  months  in  areas  where 
road  sait  is  used,  if  not  removed,  road  salt 
can  discolor  the  wheels. 
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^  CAUTION_ I 

Follow  the  directions  below  to  avoid 
staining  or  discoloring  the  wheels: 

■  Do  not  use  a  cleaner  that  uses  strong 
acid  or  alkali  contents  to  clean  the 
wheels. 

■  Do  not  apply  wheel  cleaners  to  the 
wheels  when  they  are  hot.  The  wheel 
temperature  should  be  the  same  as 
ambient  temperature. 

■  Do  not  use  chrome  cleaner  on  any 
wheel.  Doing  so  can  damage  the 
chrome-like  coating  on  the  wheel. 

■  Rinse  the  wheel  to  completely  remove 
the  cleaner  within  15  minutes  after 
the  cleaner  is  applied. 

GHROME  PARTS 

Clean  all  chrome  parts  regularly  with  a 
non-abrasive  chrome  polish  to  maintain 
the  finish. 

^CAUTION 

Do  not  use  chrome  cleaner  on  any 
wheel.  Doing  so  can  damage  the 
chrome-like  coating  on  the  wheel. 
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CLEANING  INTERIOR 


TIRE  DRESSINGS 

NISSAN  does  not  recommend  the  use  of 
tire  dressings.  Tire  manufacturers  apply  a 
coating  to  the  tires  to  help  reduce  discolor¬ 
ation  of  the  rubber.  If  a  tire  dressing  is  ap¬ 
plied  to  the  tires,  it  may  react  with  the  coat¬ 
ing  and  form  a  compound.  This  compound 
may  come  off  the  tire  while  driving  and 
stain  the  vehicle  paint. 

If  you  choose  to  use  a  tire  dressing,  take  the 
following  precautions; 

•  Use  a  water-based  tire  dressing.  The 
coating  on  the  tire  dissolves  more  easily 
than  with  an  oil-based  tire  dressing. 

■  Apply  a  light  coat  of  tire  dressing  to  help 
prevent  it  from  entering  the  tire 
tread/grooves  (where  it  would  be  diffi¬ 
cult  to  remove). 

■  Wipe  off  excess  tire  dressing  using  a  dry 
towel.  Make  sure  the  tire  dressing  is 
completely  removed  from  the  tire 
tread/grooves. 

•  Allow  the  tire  dressing  to  dry  as  recom¬ 
mended  by  the  tire  dressing  manufac¬ 
turer. 


Occasionally  remove  loose  dust  from  the 
interiortrim,  plastic  parts  and  seats  using  a 
vacuum  cleaner  or  soft  bristled  brush.  Wipe 
the  vinyl  and  leather  surfaces  (if  so 
equipped)  with  a  clean,  soft  cloth  damp¬ 
ened  in  mild  soap  solution,  then  wipe  clean 
with  a  dry,  soft  cloth. 

Regular  care  and  cleaning  is  required  in 
order  to  maintain  the  appearance  of  the 
leather  (if  so  equipped). 

Before  using  any  fabric  protector,  read  the 
manufacturer's  recommendations.  Some 
fabric  protectors  contain  chemicals  that 
may  stain  or  bleach  the  seat  material. 

Use  a  cloth  dampened  only  with  water  to 
clean  the  meter  and  gauge  lens. 

^WARNING 

Do  not  use  water  or  acidic  cleaners  (hot 
steam  cleaners)  on  the  seat.  This  can 
damage  the  seat  or  occupant  classifi¬ 
cation  sensor  (if  so  equipped).  This  can 
also  affect  the  operation  of  the  air  bag 
system  and  result  in  serious  personal 
injury. 
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[  A  CAUTION _ 

■  Never  use  benzine,  thinner  or  any 
similar  material. 

■  Small  dirt  particles  can  be  abrasive 
and  damaging  to  leather  surfaces 
and  should  be  removed  promptly.  Do 
not  use  saddle  soap,  car  waxes,  pol¬ 
ishes,  oils,  cleaning  fluids,  solvents, 
detergents  or  ammonia-based  clean¬ 
ers  as  they  may  damage  the  leather's 
natural  finish. 

■  Never  use  fabric  protectors  unless 
recommended  by  the  manufacturer. 

■  Do  not  use  glass  or  plastic  cleaner  on 
meter  or  gauge  lens  covers.  It  may 
damage  the  lens  cover. 

AIR  FRESHENERS 

Most  air  fresheners  use  a  solvent  that 
could  affect  the  vehicle  Interior.  If  you  use 
an  air  freshener,  take  the  following  precau¬ 
tions: 

■  Hanging-type  air  fresheners  can  cause 
permanent  discoloration  when  they 
contact  vehicle  interior  surfaces.  Place 
the  air  freshener  in  a  location  that  al¬ 
lows  it  to  hang  free  and  not  contact  an 
interior  surface. 
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•  Liquid-type  air  fresheners  typically  clip 
on  the  vents.  These  products  can  cause 
Immediate  damage  and  discoloration 
when  spilled  on  Interior  surfaces. 

Carefully  read  and  follow  the  manufactur¬ 
er's  instructions  before  using  the  air  fresh¬ 
eners. 


FLOOR  MATS  (if  SO  equipped) 


■  Properly  position  the  mats  in  the 
floorwell  using  the  floor  mat  position¬ 
ing  hook.  For  additional  information, 
refer  to  "Floor  mat  installation"  in  this 
section. 

■  Make  sure  the  floor  mat  does  not  in¬ 
terfere  with  pedal  operation. 

■  Periodically  check  the  floor  mats  to 
make  sure  they  are  properly  installed. 

■  After  cleaning  the  vehicle  interior, 
check  the  floor  mats  to  make  sure 
they  are  properly  installed. 

The  use  of  Genuine  NISSAN  floor  mats  can 
extend  the  life  of  your  vehicle  carpet  and 
make  it  easier  to  clean  the  interior.  Mats 
should  be  maintained  with  regular  clean¬ 
ing  and  replaced  if  they  become  exces¬ 
sively  worn. 

Floor  mat  installation 

Your  vehicle  is  equipped  with  floor  mat  po¬ 
sitioning  hook(s).The  numberand  shape  of 
the  floor  mat  positioning  hooks  for  each 
seating  position  varies  depending  on  the 
vehicle. 


_ ^WARNING 

To  avoid  potential  pedal  interference  that 

may  result  in  a  collision,  injury  or  death: 

■  NEVER  place  a  floor  mat  on  top  of  an¬ 
other  floor  mat  in  the  driver  front  po¬ 
sition  or  install  them  upside  down  or 
backwards. 

■  Use  only  Genuine  NISSAN  floor  mats, 
or  equivalent  floor  mats,  that  are  spe¬ 
cifically  designed  for  use  in  your  ve- 
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When  installing  Genuine  NISSAN  floor  mats, 
followthe  installation  instructions  provided 
with  the  mat  and  the  following: 

1.  With  the  ignition  in  the  OFF  position,  the 
shift  lever  in  P  (Park)  position  and  with 
the  parking  brake  fully  applied,  position 
the  floor  mat  in  the  floorwell  so  that  the 
floor  mat  grommet  holes  are  aligned 
with  the  hook(s). 

2.  Secure  the  grommet  holes  into  the 
hook(s)  and  ensure  that  the  floor  mat  is 
properly  positioned. 

3.  Make  sure  the  floor  mat  does  not  inter¬ 
fere  with  pedal  operation.  With  the  igni¬ 
tion  still  in  the  OFF  position,  the  shift 
lever  in  the  P  (Park)  position  and  with 
the  parking  brake  applied,  fully  apply 
and  release  all  pedals.  The  floor  mat 
must  not  interfere  with  pedal  opera¬ 
tion  or  prevent  the  pedal  from  return¬ 
ing  to  its  normal  position. 

It  is  recommended  that  you  visit  a  NISSAN 
dealer  for  details  about  installing  the  floor 
mats  in  your  vehicle. 


The  illustration  shows  the  location  of  the 
floor  mat  positioning  hooks. 


SEAT  BELTS 

The  seat  belts  can  be  cleaned  by  wiping 
them  with  a  sponge  dampened  in  a  mild 
soap  solution.  Allow  the  belts  to  dry  com¬ 
pletely  in  the  shade  before  using  them.  For 
additional  information,  refer  to  "Seat  belt 
maintenance"  in  the  "Safety— Seats,  seat 
belts  and  supplemental  restraint  system" 
section  of  this  manual. 
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^WARNING 

Do  not  allow  wet  seat  belts  to  roll  up  in 
the  retractor.  NEVER  use  bleach,  dye  or 
chemical  solvents  to  clean  the  seat 
belts,  since  these  materials  may  se¬ 
verely  weaken  the  seat  belt  webbing. 
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CORROSION  PROTECTION 


MOST  COMMON  FACTORS 
CONTRIBUTINC  TO  VEHICLE 
CORROSION 

Most  vehicle  corrosion  is  caused  by: 

•  The  accumulation  of  moisture- 
retaining  dirt  and  debris  in  body  panel 
sections,  cavities,  and  other  areas. 

•  Damage  to  paint  and  other  protective 
coatings  caused  by  gravel  and  stone 
chips  or  minor  traffic  collisions. 

ENVIRONMENTAL  FACTORS 
INFLUENCE  THE  RATE  OF 
CORROSION 

Moisture 

Accumulation  of  sand,  dirt  and  water  on 
the  vehicle  body  underside  can  accelerate 
corrosion.  Wet  floor  coverings  will  not  dry 
completely  inside  the  vehicle  and  should 
be  removed  for  drying  to  avoid  floor  panel 
corrosion. 

Relative  humidity 

Corrosion  will  be  accelerated  in  areas  of 
high  relative  humidity,  especially  those  ar¬ 
eas  where  the  temperatures  stay  above 


freezing  and  where  atmospheric  pollution 
exists  and  road  salt  is  used. 

Temperature 

High  temperatures  accelerate  the  rate  of 
corrosion  to  those  parts  which  are  not  well 
ventilated. 

Air  pollution 

Industrial  pollution,  the  presence  of  salt  in 
the  air  in  coastal  areas,  or  heavy  road  salt 
use  accelerates  the  corrosion  process. 
Road  salt  also  accelerates  the  disintegra¬ 
tion  of  paint  surfaces. 

PROTECT  YOUR  VEHICLE  FROM 
CORROSION 

■  Wash  and  wax  your  vehicle  often  to 
keep  the  vehicle  clean. 

■  Always  check  for  minor  damage  to  the 
paint  and  repair  it  as  soon  as  possible. 

■  Keep  drain  holes  at  the  bottom  of  the 
doors  open  to  avoid  water  accumula¬ 
tion. 

■  Check  the  underbody  for  accumulation 
of  sand,  dirt  or  salt.  If  present,  wash  with 
water  as  soon  amgssilgte 
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A  CAUTION 

■  NEVER  remove  dirt,  sand  or  other  de¬ 
bris  from  the  passenger  compart¬ 
ment  by  washing  it  out  with  a  hose. 
Remove  dirt  with  a  vacuum  cleaner  or 
broom. 

■  Never  allow  water  or  other  liquids  to 
come  in  contact  with  electronic  com¬ 
ponents  inside  the  vehicle  as  this  may 
damage  them. 

Chemicals  used  for  road  surface  de-icing 
are  extremely  corrosive.  They  accelerate 
corrosion  and  deterioration  of  underbody 
components  such  as  the  exhaust  system, 
fuel  and  brake  lines,  brake  cables,  floor  pan 
and  fenders. 

In  winter,  the  underbody  must  be 
cleaned  periodically. 

For  additional  protection  against  rust  and 
corrosion,  which  may  be  required  in  some 
areas,  it  is  recommended  that  you  visit  a 
NISSAN  dealer. 
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8  Do-it-yourself 


Maintenance  precautions . 

Engine  compartment  check  locations . 

Engine  cooling  system . 

Checking  engine  coolant  level . 

Changing  engine  coolant . 

Engine  oil . 

Checking  engine  oil  level . 

Changing  engine  oil . 

Changing  engine  oil  filter . 

Fuel  filter  (CUMMINS  5.0L) . 

Fuel  filter  replacement  (stage  1) . 

Fuel  filter  replacement  (stage  2) . 

Draining  water . 

Fuel  system  priming . 

Diesel  Particulate  Filter  (DPF) . 

Automatic  regeneration . 

6- speecl  Automatic  Transmission  Fluid  (ATF) 
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Battery . 

Jump  starting . 

Variable  voltage  control  (If  so  equipped) 

Drive  belt . 

Spark  plugs  (gasoline  engine  only) . 

Replacing  spark  plugs . 

Air  cleaner . 

In-cabin  microfilter . 

Windshield  wiper  blades . 

Cleaning  . 

Replacing . 

Brakes . 

Fuses . 

Engine  compartment . 

Passenger  compartment . 

Battery  replacement . 


NISSAN  Intelligent  Key® . 

Lights . 

Fleadlights . 

Fog  lights  (if  so  equipped)  . . . 
Daytime  Running  Light  (DRL) 

(if  so  equipped) . 

Exterior  and  Interior  lights  . . . 
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MAINTENANCE  PRECAUTIONS 


When  performing  any  inspection  or  main¬ 
tenance  work  on  your  vehicle,  always  take 
care  to  prevent  serious  accidental  injury  to 
yourself  or  damage  to  the  vehicle.  The  fol¬ 
lowing  are  general  precautions  which 
should  be  closely  observed. 


A  WARNING 

■  Park  the  vehicle  on  a  level  surface,  ap¬ 
ply  the  parking  brake  securely  and 
block  the  wheels  to  prevent  the  ve¬ 
hicle  from  moving.  Move  the  shift  le¬ 
ver  to  P  (Park) 

■  Be  sure  the  ignition  switch  is  in  the 
OFF  or  LOCK  position  when  perform¬ 
ing  any  parts  replacement  or  repairs. 

■  If  you  must  work  with  the  engine  run¬ 
ning,  keep  your  hands,  clothing,  hair 
and  tools  away  from  moving  fans, 
belts  and  any  other  moving  parts. 

■  It  is  advisable  to  secure  or  remove  any 
loose  clothing  and  remove  any  jew¬ 
elry,  such  as  rings,  watches,  etc.  be¬ 
fore  working  on  your  vehicle. 

■  Always  wear  eye  protection  whenever 
you  work  on  your  vehicle. 


The  automatic  engine  cooling  fan  (if  so 
equipped)  may  come  on  at  any  time 
without  warning,  even  if  the  ignition 
switch  is  in  the  OFF  position  and  the 
engine  is  not  running.  To  avoid  injury, 
always  disconnect  the  negative  bat¬ 
tery  cable  before  working  near  the  fan. 
If  you  must  run  the  engine  in  an  en¬ 
closed  space  such  as  a  garage,  be  sure 
there  is  proper  ventilation  for  exhaust 
gases  to  escape. 

Never  get  under  the  vehicle  while  it  is 
supported  only  by  a  Jack.  If  it  is  neces¬ 
sary  to  work  under  the  vehicle,  sup¬ 
port  it  with  safety  stands. 

Keep  smoking  materials,  flame  and 
sparks  away  from  the  fuel  tank  and 
battery. 

Because  the  fuel  lines  on  gasoline  en¬ 
gine  models  are  under  high  pressure 
even  when  the  engine  is  off,  it  is  rec¬ 
ommended  that  you  visit  a  NISSAN 
dealer  for  service  of  the  fuel  filter  or 
fuel  lines. 


A  CAUTION 


J 


Do  not  work  under  the  hood  while  the 
engine  is  hot.  Turn  the  engine  off  and 
wait  UE 
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■  Avoid  contact  with  used  engine  oil  and 
coolant.  Improperly  disposed  engine 
oil,  engine  coolant  and/or  other  vehicle 
fluids  can  damage  the  environment.  Al¬ 
ways  conform  to  local  regulations  for 
disposal  of  vehicle  fluid. 

■  Never  leave  the  engine  or  automatic 
transmission  related  component  har¬ 
nesses  disconnected  while  the  igni¬ 
tion  switch  is  in  the  ON  position. 

■  Never  connect  or  disconnect  the  bat¬ 
tery  or  any  transistorized  component 
while  the  ignition  switch  is  in  the  ON 
position. 

This  "Do-it-yourself"  section  gives  instruc¬ 
tions  regarding  only  those  items  which  are 
relatively  easy  for  an  owner  to  perform. 

A  Genuine  NISSAN  service  manual  is  also 
available.  For  additional  Information,  refer 
to  "Owner's  Manual/Service  Manual  order 
information"  in  the  Technical  and  con¬ 
sumer  information"  section  of  this  manual. 

You  should  be  aware  that  incomplete  or 
improper  servicing  may  result  in  operating 
difficulties  or  excessive  emissions,  and 
could  affect  warranty  coverage.  If  in  doubt 
about  any  servicing,  it  is  recommended 
that  you  have  it  done  by  a  NISSAN  dealer. 
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ENGINE  COMPARTMENT  CHECK 
LOCATIONS 
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VKSeVD  engine  (non-XD  model) 

1.  Windshield-washer  fluid  reservoir 

2.  Fuse  box 

3.  Engine  oil  dipstick 

4.  Power  steering  fluid  reservoir 

5.  Engine  oil  filler  cap 

6.  Brake  fluid  reservoir 
7  Air  cleaner 

8.  Fuse/Fusible  link  box 

9.  Drive  belt  location 

10.  Radiator  cap 

11.  Battery 

12.  Engine  coolant  reservoir 
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VK56VD  engine  (XD  model) 

1.  Windshield-washer  fluid  reservoir 

2.  Fuse  box 

3.  Engine  oil  dipstick 

4.  Power  steering  fluid  reservoir 

5.  Engine  oil  filler  cap 

6.  Brake  fluid  reservoir 
7  Air  cleaner 

8.  Fuse/Fusible  link  box 

9.  Engine  coolant  reservoir 

10.  Drive  belt  location 

11.  Battery 

12.  Radiator  cap 

For  additional  information  on  the  Cum¬ 
mins  5.0L  engine,  refer  to  the  Titan  Diesel 
Owner's  Manual. 
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ENGINE  COOLING  SYSTEM 


The  engine  cooling  system  is  filled  at  the 
factory  with  a  pre-diluted  mixture  of  50% 
Genuine  NISSAN  Long  Life 
Antifreeze/Coolant  (blue)  and  50%  waterto 
provide  year-round  antifreeze  and  coolant 
protection.  The  antifreeze  solution  con¬ 
tains  rust  and  corrosion  inhibitors.  Addi¬ 
tional  engine  cooling  system  additives  are 
not  necessary. 


A  WARNING 

Never  remove  the  radiator  or  coolant 
reservoir  cap  when  the  engine  is  hot. 
Wait  until  the  engine  and  radiator  cool 
down.  Serious  burns  could  be  caused 
by  high  pressure  fluid  escaping  from 
the  radiator.  For  additional  informa¬ 
tion  on  precautions,  refer  to  "If  your 
vehicle  overheats"  found  in  the  "In 
case  of  emergency"  section  of  this 
manual. 

The  radiator  is  equipped  with  a  pres¬ 
sure  type  radiator  cap.  To  prevent  en¬ 
gine  damage,  it  is  recommended  that 
you  use  only  a  Genuine  NISSAN  radia¬ 
tor  cap. 


_ A  CAUTION _ 

■  Never  use  any  cooling  system  addi¬ 
tives  such  as  radiator  sealer.  Additives 
may  clog  the  cooling  system  and 
cause  damage  to  the  engine,  trans¬ 
mission  and/or  cooling  system. 

■  When  adding  or  replacing  coolant,  it  is 

recommended  that  you  use  only  Genu¬ 
ine  NISSAN  Long  Life 

Antifreeze/Coolant  (blue)  or  equiva¬ 
lent.  Genuine  NISSAN  Long  Life 
Antifreeze/Coolant  (blue)  is  pre-diluted 
to  provide  antifreeze  protection  to  -34° 
F  (-37°  C).  If  additional  freeze  protection 
is  needed  due  to  weather  where  you 
operate  your  vehicle,  add  Genuine 
NISSAN  Long  Life  Antifreeze/Coolant 
(blue)  concentrate  following  the  direc¬ 
tions  on  the  container.  If  an  equivalent 
coolant  other  than  Genuine  NISSAN 
Long  Life  Antifreeze/Coolant  (blue)  is 
used,  follow  the  coolant  manufactur¬ 
er's  instructions  to  maintain  minimum 
antifreeze  protection  to  -34°  F  (-37°  C). 
The  use  of  other  types  of  coolant  solu¬ 
tions  other  than  Genuine  NISSAN  Long 
Life  Antifreeze/Coolant  (blue)  or 
equivalent  may  damage  the  engine 
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■  The  life  expectancy  of  the  factory-fill 
coolant  is  105,000  miles  (168,000  km) 
or  7  years.  Mixing  any  other  type  of 
coolant  other  than  Genuine  NISSAN 
Long  Life  Antifreeze/Coolant  (blue), 
including  Genuine  NISSAN  Long  Life 
Antifreeze/Coolant  (green),  or  the  use 
of  non-distilled  water  may  reduce  the 
life  expectancy  of  the  factory-fill  cool¬ 
ant.  For  additional  information,  refer 
to  the  "Maintenance  and  schedules" 
section  of  this  manual. 

For  additional  information  on  the  Cum¬ 
mins  5.0L  engine  cooling  system,  refer  to 
the  Titan  Diesel  Owner's  Manual. 
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VKBeVD  engine  (non-XD  model] 

CHECKING  ENGINE  COOLANT 
LEVEL 

Check  the  coolant  level  in  the  reservoir 
when  the  engine  is  cold.  If  the  coolant 
level  is  below  the  MIN  level  add  coolant 
to  the  MAX  level  ®.  if  the  reservoir  is  empty, 
check  the  coolant  level  In  the  radiator 
when  the  engine  is  cold.  If  there  Is  insuffi¬ 
cient  coolant  In  the  radiator,  fill  the  radiator 
with  coolant  up  to  the  filler  opening  and 
also  add  it  to  the  reservoir  up  to  the  MAX 
level  ®. 
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This  vehicle  contains  Genuine  NISSAN  Long 
Life  Antifreeze/Coolant  (blue).  The  life  ex¬ 
pectancy  of  the  factory-fill  coolant  is 
105,000  miles  (168,000  km)  or  7  years.  Mixing 
any  other  type  of  coolant  or  the  use  of 
non-distilled  water  may  reduce  the  life  ex¬ 
pectancy  of  the  factory-fill  coolant.  For  ad¬ 
ditional  information,  refer  to  "Maintenance 
and  schedules"  section  of  this  manual. 

If  the  cooling  system  frequently  requires 
coolant,  have  it  checked.  It  is  recom¬ 
mended  that  you  visit  a  NISSAN  dealer 
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For  additional  information  on  the  location 
of  the  engine  coolant  reservoir,  refer  to  "En¬ 
gine  compartment  check  locations"  in  this 
section. 

CHANGING  ENGINE  COOLANT 

A  NISSAN  dealer  can  change  the  engine 
coolant.  The  service  procedure  can  be 
found  in  the  NISSAN  Service  Manual. 

Improper  servicing  can  result  in  reduced 
heater  performance  and  engine  over¬ 
heating. 

^WARNING 

■  To  avoid  the  danger  of  being  scalded, 
never  change  the  coolant  when  the 
engine  is  hot. 

■  Never  remove  the  radiator  or  engine 
coolant  reservoir  cap  when  the  en¬ 
gine  is  hot.  Serious  burns  could  be 
caused  by  high  pressure  fluid  escap¬ 
ing  from  the  radiator. 

■  Avoid  direct  skin  contact  with  used 
coolant.  If  skin  contact  is  made,  wash 
thoroughly  with  soap  or  hand  cleaner 
as  soon  as  possible. 

■  Keep  coolant  out  of  the  reach  of  chil¬ 
dren  and  pets. 


ENGINE  OIL 


Engine  coolant  must  be  disposed  of  prop¬ 
erly.  Check  your  local  regulations. 

For  additional  information  on  changing  the 
Cummins  5.0L  engine  coolant,  refer  to  the 
Titan  Diesel  Owner's  Manual. 


CHECKING  ENGINE  OIL  LEVEL 

1  Park  the  vehicle  on  a  level  surface  and 
apply  the  parking  brake. 


2.  Start  the  engine  and  let  it  idle  until  it 
reaches  operating  temperature. 

3.  Turn  off  the  engine.  Wait  more  than 
15  minutes  for  the  oil  to  drain  back 
into  the  oil  pan. 

4.  Remove  the  dipstick  and  wipe  it  clean. 
Reinsert  it  all  the  way. 
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VI<56VD  engine 

5.  Remove  the  dipstick  again  and  check 
the  oil  level.  It  should  be  between  the  H 
(High)  and  L  (Low)  marks  (§).  This  is  the 
normal  operating  oil  level  range.  If  the 
oil  level  is  below  the  L  (Low)  mark  (§), 
remove  the  oil  filler  cap  and  pour  rec¬ 
ommended  oil  through  the  opening. 
Do  not  overfill  ©. 

6.  Recheck  oil  level  with  the  dipstick. 

It  is  normal  to  add  some  oil  between  oil 
maintenance  intervals  or  during  the 
break-in  period,  depending  on  the  sever¬ 
ity  of  operating  conditions. 
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_ A  CAUTION _ 

Oil  level  should  be  checked  regularly. 
Operating  the  engine  with  an  insuffi¬ 
cient  amount  of  oil  can  damage  the  en¬ 
gine,  and  such  damage  is  not  covered 
by  warranty. 

For  additional  information  on  checking  the 
Cummins  5.0L  engine  oil  level,  refer  to  the 
Titan  Diesel  Owner's  Manual. 


1.  Park  the  vehicle  on  a  level  surface  and 
apply  the  parking  brake. 
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2.  Start  the  engine  and  let  it  idle  until  it 
reaches  operating  temperature. 

3.  Turn  the  engine  off  and  wait  more  than 
15  minutes. 

4.  Remove  the  oil  filler  cap  (A)  by  turning  It 
counterclockwise. 

5.  Place  a  large  drain  pan  under  the  drain 
plug  (§). 

6.  Remove  the  drain  plug  @  with  a 
wrench  by  turning  It  counterclockwise 
and  completely  drain  the  oil. 

If  the  oil  filter  Is  to  be  changed,  remove 
and  replace  it  at  this  time.  For  addi¬ 
tional  information,  refer  to  "Changing 
engine  oil  filter"  in  this  section. 

■  Waste  oil  must  be  disposed  of  prop¬ 
erly. 

■  Check  your  local  regulations. 
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_ A  WARNING _ 

■  Prolonged  and  repeated  contact  with 
used  engine  oil  may  cause  skin 
cancer. 

■  Try  to  avoid  direct  skin  contact  with 
used  oil.  If  skin  contact  is  made,  wash 
thoroughly  with  soap  or  hand  cleaner 
as  soon  as  possible. 

■  Keep  used  engine  oil  out  of  reach  of 
children. 

A  CAUTION 

Be  careful  not  to  burn  yourself.  The  en¬ 
gine  oil  may  be  hot. 

7  Clean  and  reinstall  the  drain  plug  and  a 
new  washer.  Securely  tighten  the  drain 
plug  with  a  wrench.  Do  not  use  exces¬ 
sive  force. 

Drain  plug  tightening  torque: 

25  ft-lb  (34  N-m) 


8.  Refill  engine  with  recommended  oil 
through  the  oil  filler  opening,  then  in¬ 
stall  the  oil  filler  cap  securely. 

For  additional  Information  on  drain 
and  refill  capacity  refer  to  "Recom¬ 
mended  fluids/lubricants  and  capaci¬ 
ties"  in  the  "Technical  and  consumer 
information"  section  of  this  manual. 

The  drain  and  refill  capacity  depends 
on  the  oil  temperature  and  drain  time. 
Use  these  specifications  for  reference 
only.  Always  use  the  dipstick  to  deter¬ 
mine  when  the  proper  amount  of  oil  is 
in  the  engine. 

9.  Start  the  engine.  Check  for  leakage 
around  the  drain  plug  and  oil  filter.  Cor¬ 
rect  as  required. 

10.  Turn  the  engine  off  and  wait  more  than 
15  minutes.  Check  the  oil  level  with  the 
dipstick.  Add  engine  oil  if  necessary. 

For  additional  information  on  changing  the 
Cummins  5.0L  engine  oil,  refer  to  the  Titan 
Diesel  Owner's  Manual. 
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Skid  plate  (Type  A)  (if  so  equipped) 

CHANGING  ENGINE  OIL  FILTER 

1.  Park  the  vehicle  on  a  level  surface  and 
apply  the  parking  brake. 

2.  Turn  the  engine  off. 

3.  Remove  bolts  ®  and  skid  plate. 
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Skid  plate  (Type  B)  (if  so  equipped) 

4.  Place  a  large  drain  pan  under  the  oil 
filter  ®. 

5.  Loosen  the  oil  filter  with  an  oil  filter 
wrench  by  turning  it  counterclockwise. 
Then  remove  the  oil  filter  by  turning  it 
by  hand. 


A  CAUTION 

Be  careful  not  to  burn  yourself.  The  en¬ 
gine  oil  may  be  hot. 

6.  Wipe  the  engine  oil  filter  sealing  surface 
with  a  clean  rag. 
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Skid  plate  (Type  C)  (if  so  equipped) 


A  CAUTION_ I 

Be  sure  to  remove  any  old  gasket  mate¬ 
rial  remaining  on  the  sealing  surface  of 
the  engine.  Failure  to  do  so  could  lead  to 
an  oil  leak  and  engine  damage. 

7  Coat  the  gasket  on  the  new  filter  with 
clean  engine  oil. 

8.  Screw  on  the  oil  filter  until  a  slight  resis¬ 
tance  is  felt,  then  tighten  an  additional 
2/3  turn. 


9.  Start  the  engine  and  check  for  leakage 
around  the  oil  filter.  Correct  as  required. 

10.  Install  skid  plate  in  reverse  order  of  re¬ 
moval. 

11.  Turn  the  engine  off  and  wait  more  than 
15  minutes.  Check  the  oil  level.  Add  en¬ 
gine  oil  if  necessary. 


Oil  filtei^ightenina  torque: 
■<3  ^ 
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FUEL  FILTER  (CUMMINS  5.0L) 


DIESEL  PARTICULATE  FILTER  (DPF) 


FUEL  FILTER  REPLACEMENT  (stage 

1) 

For  additional  information,  refer  to  the  Ti¬ 
tan  Diesel  Owner's  Manual. 

FUEL  FILTER  REPLACEMENT  (stage 

2) 

For  additional  information,  refer  to  the  Ti¬ 
tan  Diesel  Owner's  Manual. 

DRAININC  WATER 

For  additional  information,  refer  to  the  Ti¬ 
tan  Diesel  Owner's  Manual. 

FUEL  SYSTEM  PRIMING 

For  additional  information,  refer  to  the  Ti¬ 
tan  Diesel  Owner's  Manual. 


For  additional  information,  refer  to  the  Ti¬ 
tan  Diesel  Owner's  Manual. 

AUTOMATIC  REGENERATION 


For  additional  information,  refer  to  the  Ti¬ 
tan  Diesel  Owner's  Manual. 


6-SPEED  AUTOMATIC 
TRANSMISSION  FLUID  (ATF)  (diesel 
engine  only) 

When  checking  or  replacement  is  required, 
it  is  recommended  that  you  visit  a  NISSAN 
dealer  for  this  service. 


_ A  CAUTION _ 

■  NISSAN  recommends  using  Genuine 
NISSAN  Matic  K  ATF.  Do  not  mix  with 
other  fluids. 

■  Do  not  use  CVT  fluid  or  manual  trans¬ 
mission  fluid  in  this  transmission. 
Damage  caused  by  the  use  of  fluids 
other  than  as  recommended  is  not 
covered  under  NISSAN's  New  Vehicle 
Limited  Warranty. 

■  Using  fluids  that  are  not  equivalent  to 
Genuine  NISSAN  Matic  K  ATF  may  also 
damage  the  transmission.  Damage 
caused  by  the  use  of  fluids  other  than 
as  recommended  is  not  covered  un¬ 
der  NISSAN's  New  Vehicle  Limited 
Warranty. 

The  specified  automatic  transmission  fluid 
is  also  described  on  caution  labels  located 
in  the  engine  compartment. 
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7-SPEED  AUTOMATIC 
TRANSMISSION  FLUID  (ATF) 

(gasoline  engine  only) 

When  checking  or  replacement  is  required, 
it  is  recommended  that  you  visit  a  NISSAN 
dealer  for  this  service. 


_ A  CAUTION _ 

■  NISSAN  recommends  using  Genuine 
NISSAN  Matic  S  ATF.  Do  not  mix  with 
other  fluids. 

■  Do  not  use  CVT  fluid  or  manual  trans¬ 
mission  fluid  in  this  transmission. 
Damage  caused  by  the  use  of  fluids 
other  than  as  recommended  is  not 
covered  under  NISSAN's  New  Vehicle 
Limited  Warranty. 

■  Using  fluids  that  are  not  equivalent  to 
Genuine  NISSAN  Matic  S  ATF  may  also 
damage  the  transmission.  Damage 
caused  by  the  use  of  fluids  other  than 
as  recommended  is  not  covered  un¬ 
der  NISSAN's  New  Vehicle  Limited 
Warranty. 

The  specified  automatic  transmission  fluid 
is  also  described  on  caution  labels  located 
in  the  engine  compartment. 


POWER  STEERING  FLUID  (PSF) 


Check  the  power  steering  fluid  level  when 
the  engine  is  stopped. 

The  fluid  level  should  be  between  the  COLD 
MAX  line  and  the  COLD  MIN  line  on  the 
power  steering  fluid  reservoir  at  cold  fluid 
temperatures  of  32°  -  86°F  (0°  -  30°C)  or  at 
the  HOT  MAX  line  on  the  power  steering 
fluid  reservoir  at  hot  fluid  temperatures  of 
122°  -176°F  (50°  -  80°C). 


If  the  fluid  is  cold  and  is  at  or  below  the 
COLD  MIN  line,  add  Cenuine  NISSAN  PSF-II 
or  equivalent  to  the  COLD  MAX  line.  If  the 
fluid  is  hot  and  below  the  HOT  MAX  line,  add 
Genuine  NISSAN  PSF-II  or  equivalent  to  the 
HOT  MAX  line.  Remove  the  cap  and  fill 
through  the  opening. 


A  CAUTION 

■  DO  NOT  OVERFILL. 

■  Do  not  reuse  power  steering  fluid. 

■  Recommended  fluid  is  Genuine 
NISSAN  PSF-II  or  equivalent 
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BRAKE  FLUID 


■  Use  only  new  fluid  from  a  sealed  con¬ 
tainer.  Old,  inferior  or  contaminated 
fluid  may  damage  the  brake  system. 
The  use  of  improper  fluids  can  dam¬ 
age  the  brake  system  and  affect  the 
vehicle's  stopping  ability. 

■  Clean  the  filler  cap  before  removing. 

■  Brake  fluid  is  poisonous  and  should 
be  stored  carefully  in  marked  contain¬ 
ers  out  of  reach  of  children. 


^CAUTION 

Do  not  spill  the  fluid  on  any  painted  sur¬ 
faces.  This  will  damage  the  paint.  If  fluid 
is  spilled,  immediately  wash  the  surface 
with  water. 

Check  the  fluid  level  In  the  reservoir  If  the 
brake  fluid  is  below  the  MIN  line  (§),  the 
brake  warning  light  will  Illuminate.  Add 
brake  fluid  up  to  the  MAX  line  ®.  For  addi¬ 
tional  Information  on  recommended  type 
of  brake  fluid,  refer  to  "Recommended 
fluids/lubricants  and  capacities"  in  the 
Technical  and  consumer  Information"  sec¬ 
tion  of  this  manual. 

If  the  brake  fluid  must  be  added  frequently, 
the  brake  system  should  be  thoroughly 
checked.  It  is  recommended  that  you  visit  a 
NISSAN  dealer  for  this  service. 
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WINDSHIELD-WASHER  FLUID 


_ LDI2879 

WINDSHIELD-WASHER  FLUID 
RESERVOIR 


Fill  the  windshield-washer  fluid  reservoir 
periodically.  Add  windshield-washer  fluid 
when  the  "Low  Washer  Fluid"  warning  mes¬ 
sage  shows  on  the  vehicle  information  dis¬ 
play. 

To  fill  the  windshield-washer  fluid  reservoir, 
lift  the  cap  off  the  reservoir  and  pour  the 
windshield-washer  fluid  into  the  reservoir 
opening. 
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Add  a  washer  solvent  to  the  washer  for 
better  cleaning.  In  the  winter  season,  add  a 
windshield  washer  antifreeze.  Follow  the 
manufacturer's  instructions  for  the  mix¬ 
ture  ratio. 

Refill  the  reservoir  more  frequently  when 
driving  conditions  require  an  increased 
amount  of  windshield-washer  fluid. 

Recommended  fluid  is  Genuine  NISSAN 
Windshield  Washer  Concentrate  Cleaner  & 
Anti-freeze  or  equivalent. 


A  CAUTION 

■  Do  not  substitute  engine  antifreeze 
coolant  for  windshield-washer  fluid. 
This  may  result  in  damage  to  the 
paint. 

■  Do  not  fill  the  windshield-washer  fluid 
reservoir  with  washer  fluid  concen¬ 
trates  at  full  strength.  Some  methyl 
alcohol  based  washer  fluid  concen¬ 
trates  may  permanently  stain  the 
grille  if  spilled  while  filling  the 
windshield-washer  fluid  reservoir. 
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Pre-mix  washer  fluid  concentrates 
with  water  to  the  manufacturer's  rec¬ 
ommended  levels  before  pouring  the 
fluid  into  the  windshield-washer  fluid 
reservoir.  Do  not  use  the  windshield- 
washer  fluid  reservoir  to  mix  the 
washer  fluid  concentrate  and  water. 


BATTERY 


Caution  synnbols  for  battery 

A 

WARNING 

® 

No  smoking,  No  exposed  flames,  No 
Sparks 

Do  not  expose  the  battery  to  electrical  sparks,  flames  or  smoking.  Hydrogen  gas  generated  by  the 
battery  is  explosive.  Explosive  gases  can  cause  blindness  or  injury. 

@ 

# 

Shield  eyes 

Handle  the  battery  cautiously.  Always  wear  eye  protection  glasses  to  protect  against  explosion  or 

battery  acid. 

@ 

Keep  away  from  children 

Never  allow  children  to  handle  the  battery.  Keep  the  battery  out  of  the  reach  of  children. 

® 

Battery  acid 

Do  not  allow  battery  fluid  to  contact  your  skin,  eyes,  fabrics,  or  painted  surfaces.  Sulfuric  acid  can 
cause  blindness  or  severe  burns.  After  touching  a  battery  or  battery  cap,  do  not  touch  or  rub  your 
eyes.  Thoroughly  wash  your  hands.  If  the  acid  contacts  your  eyes,  skin  or  clothing,  immediately 
flush  with  water  for  at  least  15  minutes  and  seek  medical  attention.  Battery  fluid  is  acid.  If  the  bat¬ 
tery  fluid  gets  into  your  eyes  or  onto  your  skin,  it  could  cause  loss  of  your  eyesight  or  burns. 

© 

0 

Note  operating  instructions 

Before  handling  the  battery,  read  this  instruction  carefully  to  ensure  correct  and  safe  handling. 

® 

A 

Explosive  gas 

Hydrogen  gas  generated  by  battery  fluid  is  explosive.  Explosive  gases  can  cause  blindness  or 

injury. 

•  If  the  battery  is  labeled  "do  not  open"  it  is  maintenance  free  and  battery  fluid  should  not  be  checked.  It  is  recommended  that  you  visit 
a  NISSAN  dealer  or  a  qualified  specialist  workshop  to  confirm  the  battery's  performance. 

•  Keep  the  battery  surface  clean  and  dry.  Clean  the  battery  with  a  solution  of  baking  soda  and  water. 


Make  certain  the  terminal  connections  are  clean  and  securely  tightened. 

Push  the  ignition  switch  to  the  OFF  position  and  wait  2  minutes  before  disconnecting  the  battery. 

If  the  vehicle  is  not  to  be  used  for  30  days  or  longer,  d.iSCO.iqnecLlhgqqegative  (-)  battery  terminal  cable  to  prevent  discharge 
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NOTE: 

Care  should  be  taken  to  avoid  situations 
that  can  lead  to  potential  battery  dis¬ 
charge  and  potential  no-start  conditions 
such  as: 

1.  Installation  or  extended  use  of  elec¬ 
tronic  accessories  that  consume  bat¬ 
tery  power  when  the  engine  is  not 
running  (Phone  chargers,  CPS,  DVD 
players,  etc.) 

2.  Vehicle  is  not  driven  regularly  and/or 
only  driven  short  distances. 

In  these  cases,  the  battery  may  need  to 
be  charged  to  maintain  battery  health. 


_ A  WARNING _ 

Do  not  expose  the  battery  to  flames, 
an  electrical  spark  or  a  cigarette.  Hy¬ 
drogen  gas  generated  by  the  battery 
is  explosive.  Explosive  gases  can 
cause  blindness  or  injury.  Do  not  allow 
battery  fluid  to  contact  your  skin, 
eyes,  fabrics  or  painted  surfaces.  Sul¬ 
furic  acid  can  cause  blindness  or  in¬ 
jury.  After  touching  a  battery  or  bat¬ 
tery  cap,  do  not  touch  or  rub  your 
eyes.  Thoroughly  wash  your  hands.  If 
the  acid  contacts  your  eyes,  skin  or 
clothing,  immediately  flush  with  wa¬ 
ter  for  at  least  15  minutes  and  seek 
medical  attention. 

Do  not  operate  the  vehicle  if  the  fluid 
in  the  battery  is  low.  Low  battery  fluid 
can  cause  a  higher  load  on  the  battery 
which  can  generate  heat,  reduce  bat¬ 
tery  life,  and  in  some  cases  lead  to  an 
explosion. 

When  working  on  or  near  a  battery, 
always  wear  suitable  eye  protection 
and  remove  all  jewelry. 


■  Battery  posts,  terminals  and  related 
accessories  contain  lead  and  lead 
compounds.  Wash  hands  after 
handling. 

■  This  vehicle  uses  a  special  battery.  If 
the  12-volt  battery  needs  to  be  re¬ 
placed,  use  a  12-volt  battery  of  the 
same  design. 

■  Keep  battery  out  of  the  reach  of 
children. 

■  Do  not  tip  the  battery.  Keep  the  vent 
caps  tight  and  the  battery  level. 
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Vehicles  operated  in  high  temperatures  or 
under  severe  conditions  require  frequent 
checks  of  the  battery  fluid  level. 


_ WDI0224 

Battery  (Type  A)  (if  so  equipped] 

1.  Remove  the  vent  cap(s)  with  a  screw¬ 
driver  as  shown.  Use  a  cloth  to  protect 
the  battery  case. 
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2.  Check  the  fluid  level  in  each  cell.  If  it  is 
necessary  to  add  fluid,  add  only  dis¬ 
tilled  water  to  bring  the  level  up  to  the 
bottom  of  the  filler  opening.  Do  not 
overfill.  Reinstall  the  vent  cap(s). 
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VARIABLE  VOLTAGE  CONTROL  (if  SO 
equipped) 
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Battery  (Type  B)  (if  so  equipped) 
NOTE: 

Do  not  try  to  open  the  top  of  the  battery. 

The  Type  B  battery  is  not  equipped  with 
removable  vent  caps. 

JUMP  STARTING 

If  jump  starting  is  necessary,  refer  to  "Jump 
starting"  in  the  "In  case  of  emergency"  sec¬ 
tion  of  this  manual.  If  the  engine  does  not 
start  by  Jump  starting,  the  battery  may 
have  to  be  replaced.  It  is  recommended 
that  you  visit  a  NISSAN  dealer  for  this  ser¬ 
vice. 
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A  CAUTION 

■  Do  not  ground  accessories  directly  to 
the  battery  terminal.  Doing  so  will  by¬ 
pass  the  variable  voltage  control  sys¬ 
tem  and  the  vehicle  battery  may  not 
charge  completely. 

■  Use  electrical  accessories  with  the  en¬ 
gine  running  to  avoid  discharging  the 
vehicle  battery. | 

Your  vehicle  is  equipped  with  a  variable 
voltage  control  system.  This  system  mea¬ 
sures  the  amount  of  electrical  discharge 
from  the  battery  and  controls  voltage  gen¬ 
erated  ^ 


OEiALER  e^ROCESS 


The  current  sensor  is  located  near  the  bat¬ 
tery  along  the  negative  battery  cable.  If  you 
add  electrical  accessories  to  your  vehicle, 
be  sure  to  ground  them  to  a  suitable  body 
ground  such  as  the  frame  or  engine  block 
area. 


DRIVE  BELT 


VK56VD  engine 


1.  Power  steering  fluid  pump  pulley 

2.  Automatic  belt  tensioner  pulley 

3.  Water  pump  pulley 

4.  Cooling  fan  pulley 

5.  Air  conditioner  compressor  pulley 

6.  Crankshaft  pulley 
7  Cenerator  pulley 

^WARNING 

Be  sure  the  ignition  switch  is  in  the  OFF 
or  LOCK  position  before  servicing  drive 
belt.  The  engine  could  rotate 
unexpectedly. 


1  Visually  inspect  the  belt  for  signs  of  un¬ 
usual  wear,  cuts,  fraying  or  looseness.  If 
the  belt  is  in  poor  condition  or  is  loose, 
have  it  replaced  or  adjusted.  It  is  recom¬ 
mended  that  you  visit  a  NISSAN  dealer 
for  this  service. 

2.  Have  the  belt  checked  regularly  for 
condition  and  tension  in  accordance 
with  the  maintenance  schedule.  For 
additional  information,  refer  to  the 
"Maintenance  and  schedules"  section 
of  this  manual. 

For  additional  information  on  the  Cum¬ 
mins  5.0L  engine  drive  belt,  refer  to  the  Ti¬ 
tan  Diesel  Owner's  Manual. 


SPARK  PLUGS  (gasoline  engine 
only) 
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REPLACING  SPARK  PLUGS 

Iridium-tipped  spark  plugs 

It  is  not  necessary  to  replace  iridium- 
tipped  spark  plugs  as  frequently  as  con¬ 
ventional  type  spark  plugs  because  they 
last  much  longer.  Follow  the  maintenance 
log  shown  in  the  "Maintenance  and  sched¬ 
ules"  section  of  this  manual.  Do  not  service 
iridium-tipped  spark  plugs  by  cleaning  or 
regapping. 

■  Always  replace  spark  plugs  with  rec¬ 
ommended  or  equivalent  ones. 
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AIR  CLEANER 


A  WARNING 

Be  sure  the  engine  and  ignition  switch 
are  off  and  that  the  parking  brake  is 
engaged  securely. 


A  CAUTION 

Be  sure  to  use  the  correct  socket  to  re¬ 
move  the  spark  plugs.  An  incorrect 
socket  can  damage  the  spark  plugs. 

If  replacement  is  required,  it  is  recom¬ 
mended  that  you  visit  a  NiSSAN  dealer  for 
this  service. 


A  WARNING 

Operating  the  engine  with  the  air 
cleaner  removed  can  cause  you  or 
others  to  be  burned.  The  air  cleaner 
not  only  cleans  the  air,  it  stops  the 
flame  if  the  engine  backfires.  If  it  isn't 
there,  and  the  engine  backfires,  you 
could  be  burned.  Do  not  drive  with  the 
air  cleaner  removed,  and  be  careful 
when  working  on  the  engine  with  the 
air  cleaner  removed. 


■  Never  pour  fuel  into  the  throttle  body 
or  attempt  to  start  the  engine  with 
the  air  cleaner  removed.  Doing  so 
could  result  in  serious  injury. 

To  remove  the  filter  from  the  air  cleaner, 
push  the  tabs  and  pull  the  cover  upward. 

The  viscous  paper  type  filter  element 
should  not  be  cleaned  and  reused.  Replace 
the  air  filter  according  to  the  maintenance 
log  shown  in  the  "Maintenance  and  sched¬ 
ules"  section  of  this  manual. 

When  replacing  the  air  filter,  wipe  the  inside 
of  the  air  cleaner  housing  and  the  cover 
with  a  damp  cloth. 

NOTE: 

After  installing  a  new  air  cleaner  filter, 
make  sure  the  air  cleaner  cover  is  seated 
in  the  housing  and  latch  the  tabs. 
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WINDSHIELD  WIPER  BLADES 


IN-CABIN  MICROFILTER 

The  in-cabin  microfilter  restricts  the  entry 
of  airborne  dust  and  pollen  particles  and 
reduces  some  objectionable  outside 
odors.  The  filter  is  located  behind  the  glove 
box.  For  additional  information  on  change 
intervals,  refer  to  "Gasoline  standard  main¬ 
tenance"  or  "Diesel  standard  mainte¬ 
nance"  in  the  "Maintenance  and  sched¬ 
ules"  section  of  this  manual. 

If  replacement  is  required,  it  is  recom¬ 
mended  that  you  visit  a  NISSAN  dealer  for 
this  service. 


CLEANING 

If  your  windshield  is  not  clear  after  using 
the  windshield-washer  or  if  a  wiper  blade 
chatters  when  running,  wax  or  other  mate¬ 
rial  may  be  on  the  blade  or  windshield. 

Clean  the  outside  of  the  windshield  with  a 
washer  solution  or  a  mild  detergent.  Your 
windshield  is  clean  if  beads  do  not  form 
when  rinsing  with  Clearwater. 

Clean  each  blade  by  wiping  it  with  a  cloth 
soaked  in  a  washer  solution  or  a  mild  de¬ 
tergent.  Then  rinse  the  blades  with  clear 
water.  If  your  windshield  is  still  not  clear 
after  cleaning  the  blades  and  using  the 
wiper,  replace  the  blades. 


_ A  CAUTION 

Worn  windshield  wiper  blades  can 
damage  the  windshield  and  impair 
driver  vision. 
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REPLACING 

Replace  the  wiper  blades  if  they  are  worn. 

1.  Lift  the  wiper  arm  away  from  the  wind¬ 
shield. 

2.  Push  and  hold  the  release  tab  ®,  and 
then  move  the  wiper  blade  down  ® 
the  wiper  arm  to  remove. 

3.  Remove  the  wiper  blade. 

4.  Insert  the  new  wiper  blade  onto  the 
wiper  arm  until  it  clicks  into  place. 
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BRAKES 


A  CAUTION 

■  After  wiper  blade  replacement,  return 
the  wiper  arm  to  its  original  position; 
otherwise  it  may  be  damaged  when 
the  hood  is  opened. 

■  Make  sure  the  wiper  blades  contact 
the  glass;  otherwise  the  arms  may  be 
damaged  from  wind  pressure. 
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Be  careful  not  to  let  anything  get  Into  the 
washer  nozzle  @.This  may  cause  clogging 
or  improper  windshield-washer  operation. 
If  something  gets  into  the  nozzle,  remove  It 
with  a  needle  or  small  pin  ©. 


If  the  brakes  do  not  operate  properly,  have 
the  brakes  checked.  It  is  recommended 
that  you  visit  a  NISSAN  dealer  for  this  ser¬ 
vice. 

Self-adjusting  brakes 

Your  vehicle  is  equipped  with  self-adjusting 
brakes. 

The  front  and  rear  disc-type  brakes  self¬ 
adjust  every  time  the  brake  pedal  is  ap¬ 
plied. 


I _ A  WARNING _ I 

Have  your  brake  system  checked  if  the 
brake  pedal  height  does  not  return  to 
normal.  It  is  recommended  that  you 
visit  a  NISSAN  dealer  for  this  service.  | 

Brake  pad  wear  indicators 

The  disc  brake  pads  on  your  vehicle  have 
audible  wear  indicators.  When  a  brake  pad 
requires  replacement,  a  high  pitched 
scraping  or  screeching  sound  will  be  heard 
when  the  vehicle  is  in  motion.  The  noise  will 
be  heard  whether  or  not  the  brake  pedal  is 
depressed.  Have  the  brakes  checked  as 
soon  as  possible  if  the  wear  indicator 
sound  is  heard. 
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FUSES 


Under  some  driving  or  climate  conditions, 
occasional  brake  squeak,  squeal  or  other 
noise  may  be  heard.  Occasional  brake 
noise  during  light  to  moderate  stops  is  nor¬ 
mal  and  does  not  affect  the  function  or 
performance  of  the  brake  system. 

Proper  brake  inspection  intervals  should 
be  followed.  For  additional  information  on 
the  appropriate  maintenance  schedule  re¬ 
garding  brake  inspections,  refer  to  "Gaso¬ 
line  standard  maintenance"  or  "Diesel 
standard  maintenance"  in  the  "Mainte¬ 
nance  and  schedules"  section  of  this 
manual. 


Two  types  of  fuses  are  used.  Type  ®  and 
(b)  are  used  in  the  fuse  boxes  in  the  engine 
compartment.  Type  (§)  is  used  in  the  pas¬ 
senger  compartment  fuse  box. 

Type  (B)  fuses  are  provided  as  spare  fuses. 
They  are  stored  in  the  passenger  compart¬ 
ment  fuse  box. 

Type  ®  fuses  can  be  installed  in  the  engine 
compartment  and  passenger  compart¬ 
ment  fuse  boxes. 
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If  a  type  ®  fuse  is  used  to  replace  a  type  ® 
fuse,  the  type  ®  fuse  will  not  be  level  with 
the  fuse  pocket  as  shown  in  the  illustration. 
This  will  not  affect  the  performance  of  the 
fuse.  Make  sure  the  fuse  is  installed  in  the 
fuse  box  securely. 

Type  ®  fuses  cannot  be  used  to  replace 
type  ®  fuses. 
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VI<56VD  engine 

ENGINE  COMPARTMENT 


_ ^WARNING 

Never  use  a  fuse  of  higher  or  lower  am¬ 
perage  rating  than  that  specified  on  the 
fuse  box  cover.  This  could  damage  the 
electrical  system  or  electronic  control 
units  or  cause  a  fire. 

If  any  electrical  equipment  does  not  come 
on,  check  for  an  open  fuse. 

1.  Be  sure  the  ignition  switch  and  the 
headlight  switch  are  OFF. 
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VKSeVD  engine  (non-XD  model) 

2.  Open  the  engine  hood. 

3.  Remove  the  fuse  box  cover  by  pushing 
the  tab  and  lifting  the  cover  up. 

4.  Remove  the  fuse  with  the  fuse  puller. 
The  fuse  puller  is  located  in  the  center 
of  the  fuse  block  in  the  passenger 
compartment. 
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VK56VD  engine  (XD  model) 

5.  if  the  fuse  is  open  ®,  replace  it  with  a 
new  fuse  ®. 

6.  If  a  new  fuse  also  opens,  have  the  elec¬ 
trical  system  checked  and  repaired.  It  is 
recommended  that  you  visit  a  NiSSAN 
dealer  for  this  service. 


Si)  To 

w  V 

y 

im 

-0 

W  M 

y 

_ LDI2826 

Fusible  links 

If  the  electrical  equipment  does  not  oper¬ 
ate  and  fuses  are  In  good  condition,  check 
the  fusible  links,  if  any  of  these  fusible  links 
are  meited,  replace  with  only  Genuine 
NiSSAN  parts. 
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PASSENGER  COMPARTMENT 

^WARNING 

Never  use  a  fuse  of  higher  or  lower  am¬ 
perage  rating  than  that  specified  on  the 
fuse  box  cover.  This  could  damage  the 
electrical  system  or  electronic  control 
units  or  cause  a  fire. 

if  any  electrical  equipment  does  not  oper¬ 
ate,  check  for  an  open  fuse. 

1.  Be  sure  the  ignition  switch  and  the 
headlight  switch  are  OFF. 

2.  Open  the  glove  box. 
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4.  Locate  the  fuse  that  needs  to  be  re¬ 
placed. 


5.  Remove  the  fuse  with  the  fuse  puller 


6.  If  the  fuse  is  open  ®,  replace  it  with  an 
equivalent  good  fuse  ©. 


7  Push  the  fuse  box  cover  to  install. 

If  a  new  fuse  also  opens,  have  the  electrical 
system  checked  and  repaired.  It  is  recom¬ 
mended  that  you  visit  a  NISSAN  dealer  for 
this  service. 
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BATTERY  REPLACEMENT 


A  CAUTION 

Be  careful  not  to  allow  children  to  swal¬ 
low  the  battery  or  removed  parts. 


NISSAN  INTELLIGENT  KEY® 

Replace  the  battery  in  the  Intelligent  Key  as 
follows: 

1.  Remove  the  mechanical  key  from  the 
Intelligent  Key. 

2.  Insert  a  small  flathead  screwdriver  ® 
Into  the  slit  ®  of  the  comer  and  twist  it 
to  separate  the  upper  part  from  the 
lower  part.  Place  a  cloth  over  the 
screwdriver  to  protect  the  casing. 
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3.  Replace  the  battery  with  a  new  one. 

Recommended  battery:  CR2032  or 
equivalent. 

■  Do  not  touch  the  internal  circuit  and 
electric  terminals  as  doing  so  could 
cause  a  malfunction. 

■  Hold  the  battery  by  the  edges.  Hold¬ 
ing  the  battery  across  the  contact 
points  will  seriously  deplete  the  stor¬ 
age  capacity. 

•  Make  sure  that  the  +  side  faces  the 
bottom  of  the  lower  part. 

4.  Close  the  lid  securely  as  illustrated  with 
©  and  ®. 

5.  Operate  the  buttons  to  check  the  op¬ 
eration. 

If  you  need  assistance  with  replacement,  it 
is  recommended  that  you  visit  a  NISSAN 
dealer  for  this  service. 
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FCC  Notice: 

For  USA: 

This  device  complies  with  Part  15  of  the 
FCC  Rules.  Operation  is  subject  to  the  fol¬ 
lowing  two  conditions:  (1)  This  device 
may  not  cause  harmful  interference,  and 
(2)  this  device  must  accept  any  interfer¬ 
ence  received,  including  interference 
that  may  cause  undesired  operation. 

Note: 

Changes  or  modifications  not  expressly 
approved  by  the  party  responsible  for 
compliance  could  void  the  user's  author¬ 
ity  to  operate  the  equipment. 

For  Canada: 

This  device  complies  with  Industry 
Canada  licence-exempt  RSS  standard(s). 
Operation  is  subject  to  the  following  two 
conditions:  (1)  this  device  may  not  cause 
interference,  and  (2)  this  device  must  ac¬ 
cept  any  interference,  including  interfer¬ 
ence  that  may  cause  undesired  opera¬ 
tion  of  the  device. 


LIGHTS 


HEADLIGHTS 

For  additional  information  on  headlight 
bulb  replacement,  refer  to  the  instructions 
outlined  in  this  section. 

Replacing  the  halogen  headlight 
bulb  (if  so  equipped) 

The  headlight  is  a  semi-sealed  beam  type 
which  uses  a  replaceable  headlight  (halo¬ 
gen)  bulb.  Because  the  headlight  assembly 
must  be  removed  from  the  vehicle  for  bulb 
replacement,  it  is  recommended  that  you 
visit  a  NISSAN  dealer  for  this  service. 

^CAUTION 

■  Aiming  is  not  necessary  after  replac¬ 
ing  the  bulb.  When  aiming  adjustment 
is  necessary,  it  is  recommended  that 
you  visit  a  NISSAN  dealer  for  this 
service. 

■  Do  not  leave  the  headlight  assembly 
open  without  a  bulb  installed  for  a 
long  period  of  time.  Dust,  moisture, 
smoke,  etc.  entering  the  headlight 
body  may  affect  bulb  performance. 
Remove  the  bulb  from  the  headlight 
assembly  Just  before  a  replacement 
bulb  is  installed. 


■  Only  touch  the  base  when  handling 
the  bulb.  Never  touch  the  glass  enve¬ 
lope.  Touching  the  glass  could  signifi¬ 
cantly  affect  bulb  life  and/or  head¬ 
light  performance. 

■  High  pressure  halogen  gas  is  sealed 
inside  the  halogen  bulb.  The  bulb  may 
break  if  the  glass  envelope  is 
scratched  or  the  bulb  is  dropped. 

■  Use  the  same  number  and  wattage  as 
shown  in  the  chart. 

Fog  may  temporarily  form  inside  the  lens 
of  the  exterior  lights  In  the  rain  or  in  a  car 
wash.  A  temperature  difference  between 
the  inside  and  the  outside  of  the  lens 
causes  the  fog.  This  is  not  a  malfunction.  If 
large  drops  of  water  collect  inside  the  lens, 
it  is  recommended  that  you  visit  a  NISSAN 
dealer  for  servicing. 

Replacing  the  LED  headlight  bulb 
(if  so  equipped) 

If  LED  headlight  bulb  replacement  is  re¬ 
quired,  it  is  recommended  that  you  visit  a 
NISSAN  dealer  for  this  service. 


FOG  LIGHTS  (if  SO  equipped) 

For  additional  information  on  fog  light  bulb 
replacement,  refer  to  the  instructions  out¬ 
lined  in  this  section. 
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Fog  light  (Type  B)  (if  so  equipped) 


Replacing  the  fog  light  bulb 


_ A  CAUTION _ 

■  High  pressure  halogen  gas  is  sealed 
inside  the  halogen  bulb.  The  bulb  may 
break  if  the  glass  envelope  is 
scratched  or  the  bulb  is  dropped. 

■  When  handling  the  bulb,  do  not  touch 
the  glass  envelope. 

■  Use  the  same  number  and  wattage  as 
originally  installed  as  shown  in  the 
chart. 
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Do  not  leave  the  bulb  out  of  the  fog 
light  for  a  long  period  of  time  as  dust, 
moisture  and  smoke  may  enter  the 
fog  light  body  and  affect  the  perfor¬ 
mance  of  the  fog  light. 


NOTE: 

The  fog  light  is  accessible  in  front  of  the 
front  tire  and  behind  the  bumper. 

1.  Push  the  ignition  switch  to  the  OFF  po¬ 
sition  and  wait  2  minutes. 

2.  Disconnect  the  negative  (-)  battery 
cable. 

3.  Disconnect  the  bulb  connector. 

4.  Rotate  the  bulb  (g)  counterclockwise 
and  remove. 

5.  Remove  by  pulling  it  straight  out  of  the 
fog  light  assembly.  Do  not  shake  or  ro¬ 
tate  the  bulb  when  removing  it.  Do  not 
touch  the  glass  envelope. 

6.  Install  in  the  reverse  order  of  removal. 
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DAYTIME  RUNNING  LIGHT  (DRL)  (if 
SO  equipped) 

For  additional  information  on  the  DRL  bulb 
replacement,  refer  to  the  instructions  out¬ 
lined  in  this  section. 


(if  so  equipped)  (Canada  only) 

Replacing  the  daytime  running 
light  bulb  (Canada  only) 


NOTE: 

The  daytime  running  light  is  accessible 
in  front  of  the  front  tire  and  behind  the 
bumper. 

1.  Push  the  ignition  switch  to  the  OFF  po¬ 
sition  and  wait  2  minutes. 


Daytime  running  light  (if  so  equipped) 
(Canada  only) 

3.  Disconnect  the  daytime  running  light 
bulb  connector. 

4.  Rotate  the  daytime  running  light  buib 
®  counterclockwise  and  remove. 

5.  Remove  by  pulling  it  straight  out  of  the 
fog  light  assembly.  Do  not  shake  or  ro¬ 
tate  the  bulb  when  removing  it.  Do  not 
touch  the  glass  envelope. 

6.  Install  in  the  reverse  order  of  removal. 


2.  Disconnect  the  negative  (-)  battery 
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EXTERIOR  AND  INTERIOR  LIGHTS 


Item 

Wattage  (\, 

Headlight  assembly  (Type  A)  (if  so  equipped)* 

Low  (Halogen) 

55 

High  (Halogen) 

60 

Turn/Park 

28/8 

Side  marker 

5 

Headlight  assembly  (Type  B)  (if  so  equipped)* 

Low 

— 

High  (Halogen) 

60 

Daytime  running/Park 

— 

Turn 

28/8 

Side  marker 

5 

Fog  light  assembly  (Type  A)  (if  so  equipped) 
(Canada  only) 

Fog 

35 

Daytime  running 

13 

Fog  light  (Type  B)  (if  so  equipped) 

55 

Door  mirror  turn  signal  light  (if  so  equipped)* 

— 

Puddle  light  (if  so  equipped)* 

— 

Rear  combination  light  (Type  A)  (if  so 
equipped)* 

Stop 

16 

Backup  (reversing) 

18 

Turn/Taii 

27/7 

Rear  combination  light  (Type  B)  (if  so 
equipped)* 

Stop 

— 

Backup  (reversing) 

18 

Turn/Taii 

27/7 

Cargo  (tailgate)  (if  so  equipped) 

18 

High-mounted  stop  light* 

stop 

— 

Cargo  (roof) 

— 

Under  rail  bed  light  (if  so  equipped)* 

— 

License  plate  light* 

— 

Map  light  (if  so  equipped)* 

8 

Room  light  (if  so  equipped)* 

8 

Footwell  light  (if  so  equipped)* 

3.4 

Vanity  mirror  light  (if  so  equipped)* 

— 

Glove  box  light  (if  so  equipped)* 

1.4 
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Bulb  No/ 


*  Always  check  with  the  Parts  Department 
at  a  NISSAN  dealerforthe  latest  parts  infor¬ 
mation. 


hb3  *  It  is  recommended  that  you  visit  a  NISSAN 

7444NA  dealer  for  assistance. 

W5W 


HB3 

7444NA 

W5W 


H8 

P13W 

H11 


PW16W 

921 

3057l< 


921 

3057l< 

921 


ePROCESS 


1 


2 


3 
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1.  Headlight  assembly 

2.  Map  light  (if  so  equipped) 

3.  Room  light  (if  so  equipped) 

4.  Door  mirror  turn  signal  light 
(if  so  equipped) 

5.  Puddle  light  (if  so  equipped) 

6.  Fog  light  (if  so  equipped) 

7  High-mount  stop  light 

8.  Under  rail  bed  light  (if  so  equipped) 

9.  License  plate  light 

10.  Rear  combination  light 
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Replacement  procedures 

All  Other  lights  are  either  type  A,  B,  C  or  D. 
When  replacing  a  bulb,  first  remove  the 
lens,  lamp  and/or  cover. 

ij^  Indicates  bulb  removal 
Indicates  bulb  installation 
8-34  Do-it-yourself 


NOTE: 


Rear  combination  light  (Type  B)  (if  so 
equipped]  bulb  replacement  procedure 
is  shown.  Rear  combination  light  (Type  A) 
(if  so  equipped)  bulb  replacement  proce¬ 
dure  is  similar. 

To  replace  the  rear  combination  light  bulbs 
perform  the  following  procedure: 

1.  Remove  the  two  fasteners  ®  and  pull 
the  rear  combination  light  away  from 
the  vehicle. 


Rear  combination  light 


2.  Remove  harness  connector  and  rotate 
stop  light  bulb  ®  counterclockwise  to 
remove.  Replace  bulb  if  necessary. 

3.  Rotate  reverse  light  bulb  socket  © 
counterclockwise  to  remove.  Replace 
bulb  if  necessary. 

4.  Rotate  cargo  (tailgate)  light  bulb  socket 
®  (if  so  equipped)  counterclockwise  to 
remove.  Replace  bulb  if  necessary. 

5.  Rotate  turn/tail  light  bulb  socket  ® 
counterclockwise  to  remove.  Replace 
bulb  if  necessary. 

Reverse  steps  to  install  bulbs  and  rear 
combination  light. 
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WHEELS  AND  TIRES 


If  you  have  a  flat  tire,  refer  to  "Flat  tire"  in 
the  "In  case  of  emergency"  section  of 
this  manual. 

TIRE  PRESSURE 

Tire  Pressure  Monitoring  System 
(TPMS) 


^WARNING 

Radio  waves  could  adversely  af¬ 
fect  electric  medical  equipment. 
Those  who  use  a  pacemaker 
should  contact  the  electric  medi¬ 
cal  equipment  manufacturer  for 
the  possible  influences  before 
use. _ I 

This  vehicle  is  equipped  with  theTire 
Pressure  Monitoring  System  (TPMS). 
It  monitors  tire  pressure  of  all  four 
tires  except  the  spare.  When  the  low 
tire  pressure  warning  light  is  lit  and 
the  Tire  Pressure  Low  -  Add  Air" 
warning  appears  in  the  vehicle  infor¬ 
mation  display,  one  or  more  of  your 
tires  is  significantly  under-inflated.  If 
equipped,  the  system  also  displays 
pressure  of  all  tires  (except  the  spare 


tire)  on  the  display  screen  by  send¬ 
ing  a  signal  from  a  sensor  that  is 
installed  in  each  wheel. 


The  TPMS  will  activate  only  when  the 
vehicle  is  driven  at  speeds  above 
16  mph  (25  km/h).  Also,  this  system 
may  not  detect  a  sudden  drop  in  tire 
pressure  (for  example  a  flat  tire  while 
driving). 

For  additional  information,  refer  to 
"Warning  lights,  indicator  lights  and 
audible  reminders"  in  the  "Instru¬ 
ments  and  controls"  section.  Tire 
Pressure  Monitoring  System  (TPMS)" 
in  the  "Starting  and  driving"  section, 
and  "Flat  tire"  in  the  "In  case  of  emer¬ 
gency"  section  of  this  manual. 

Tire  inflation  pressure 


Check  the  tire  pressures  (including 
the  spare)  often  and  always  prior  to 
long  distance  trips.  The  recom¬ 
mended  tire  pressure  specifications 
are  shown  on  the  F.M.V.S.S./C.M.V.S.S. 
certificatioj^abe^i^beTire  and 
Loadin^^^^^®^^^^^^^^S^^^^Mder  the 
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"Cold  Tire  Pressure"  heading.  The  Tire 
and  Loading  Information  label  is  af¬ 
fixed  to  the  driver  side  center  pillar. 
Tire  pressures  should  be  checked 
regularly  because: 

■  Most  tires  naturally  lose  air  over 
time. 

■  Tires  can  lose  air  suddenly  when 
driven  over  potholes  or  other  ob¬ 
jects  or  if  the  vehicle  strikes  a 
curb  while  parking. 

The  tire  pressures  should  be 
checked  when  the  tires  are  cold.  The 
tires  are  considered  COLD  after  the 
vehicle  has  been  parked  for  3  or 
more  hours,  or  driven  less  than  1  mile 
(1.6  km)  at  moderate  speeds. 

The  TPMS  with  Easy-Fill  Tire  Alert 
provides  visual  and  audible  signals 
outside  the  vehicle  for  Inflating  tires 
to  the  recommended  COLD  tire 
pressure.  For  additional  information, 
refer  to  “TPMS  with  Easy-Fill  Tire 
Alert"  in  the  "Starting  and  driving" 
section  of  this  manual. 
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Incorrect  tire  pressure,  including 
under  inflation,  may  adversely  af¬ 
fect  tire  life  and  vehicle  handling. 


A  WARNING 

■  Improperly  inflated  tires  can  fail 
suddenly  and  cause  an 
accident. 

■  The  Gross  Vehicle  Weight  Rating 
(GVWR)  is  located  on  the 
F.M.V.S.S./C.M.V.S.S.  certifica¬ 
tion  label.  The  vehicle  weight 
capacity  is  indicated  on  the  Tire 
and  Loading  Information  label. 
Do  not  load  your  vehicle  beyond 
this  capacity.  Overloading  your 
vehicle  may  result  in  reduced 
tire  life,  unsafe  operating  condi¬ 
tions  due  to  premature  tire  fail¬ 
ure,  or  unfavorable  handling 
characteristics  and  could  also 
lead  to  a  serious  accident.  Load¬ 
ing  beyond  the  specified  capac¬ 
ity  may  also  result  in  failure  of 
other  vehicle  components. 
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■  Before  taking  a  long  trip,  or 
whenever  you  heavily  load  your 
vehicle,  use  a  tire  pressure 
gauge  to  ensure  that  the  tire 
pressures  are  at  the  specified 
level. 

■  For  additional  information  re¬ 
garding  tires,  refer  to  "Impor¬ 
tant  Tire  Safety  Information" 
(US)  or  'Tire  Safety  Information" 
(Canada)  in  the  Warranty  Infor¬ 
mation  Booklet. 


OEiAL.ER  e^ROCE! 


©- 

(£> 

(3> 

(I> 


TIRE  AND  LOADING  INFORMATION 
RENSEIGNEMENTS  SUR  LES  PNEUS  ET  LE  CHARGEMENT 


.  SEATING  CAPACITY 


I  NOMBRE  DE  PLACES 


1  TOTAL  1 

X 

FRONT 

1  AVANT  1 

X 

REAR  f 
1  ARRIERE  1 

(!> 


THE  COMBINED  WEIGHT  OF  OCCUPANTS  AND  CARGO  SHOULD  NEVER  EXCEED  yww  OR  yyy  .l,, 
LE  POIDSTOTAL  DES  OCCUPANTS  ET  DU  CHARGEMENT  NE  DOIT  JAMAIS  DEPASSER  ^  QU 


i 

1  TIRE 

SIZE 

COLD  TIRE  PRESSURE 

} 

\ 

TNCU 

""  DIMENSIONS 

PRESSION  DE  PNEUSAFROID 

FRONT 

LTXXX/XXRXX 

XXX  kPa  (XX  psi) 

REAR 

ARRIERE 

LTXXX/XXRXX 

XXX  kPa  (XX  psi) 

— 

— •  SPARE 

DE  SECOURS 

LTXXX/XXRXX 

XXX  kPa  (XX  psi) 

FOR  ADOmONAL 
INFORMATION 
VOIR  LE  MANUEL 
DE  L'USAGER 
POUR  PLUS  DE 
RENSEH3NEMENTS 


-0 
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Tire  and  Loading  Information 
label 

®  Seating  capacity:  The  maximum 
number  of  occupants  that  can 
be  seated  in  the  vehicle. 

@  Vehicle  load  limit:  For  additional 
information,  refer  to  Vehicle 
loading  information"  in  the 
Technical  and  consumer  infor¬ 
mation"  section  of  this  manual. 


(D  Original  tire  size:  The  size  of  the 
tires  originally  installed  on  the 
vehicle  at  the  factory. 


S)  Cold  tire  pressure:  Inflate  the 
tires  to  this  pressure  when  the 
tires  are  cold.  Tires  are  consid¬ 
ered  COLD  after  the  vehicle  has 
been  parked  for  3  or  more  hours, 
or  driven  less  than  1  mile  (1.6  km) 
at  moderate  speeds.  The  rec¬ 
ommended  cold  tire  inflation  is 
set  by  the  manufacturer  to  pro¬ 
vide  the  best  balance  of  tire 
wear,  vehicle  handling,  driveabil¬ 
ity,  tire  noise,  etc.,  up  to  the  vehi¬ 
cle's  GVWR. 

(5)  Tire  size  -  refer  to  "Tire  labeling"  in 
this  section. 

!§)  Spare  tire  size. 
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Checking  tire  pressure 

1.  Remove  the  vaive  stem  cap  from 
the  tire. 

2.  Press  the  pressure  gauge 
squareiy  onto  the  vaive  stem.  Do 
not  press  too  hard  or  force  the 
vaive  stem  sideways,  or  air  wiii 
escape,  ifthe  hissing  sound  of  air 
escaping  from  the  tire  is  heard 
whiie  checking  the  pressure,  re¬ 
position  the  gauge  to  eiiminate 
this  ieakage. 
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3.  Remove  the  gauge. 

4.  Read  the  tire  pressure  on  the 
gaugestem  and  comparetothe 
specification  shown  on  the  Tire 
and  Loading  information  iabei. 

5.  Addairtothetireas needed. iftoo 
much  air  is  added,  press  the  core 
of  the  vaive  stem  briefly  with  the 
tip  of  the  gauge  stem  to  reiease 
pressure.  Recheck  the  pressure 
and  add  or  reiease  air  as  needed. 

6.  instaii  the  vaive  stem  cap. 

7  Check  the  pressure  of  aii  other 


tires,  inciuding  the  spare. 


Size 

Coid  Tire  inflation 
Pressure 

Front  Originai 
Tire: 

265/70R18 

P265/70R18 

P275/60R20 

P275/70R18 

LT245/75R17 

LT275/65R18 

LT265/^ii|^| 

270  kPa,  39  psi 

250  kPa,  36  psi 

250  kPa,  36  psi 

240  kPa,  35  psi 

450  kPa,  65  psi 

450  kPa,  65  psi 

Size 

Coid  Tire  Inflation 
Pressure 

Rear  Originai 
Tire: 

265/70R18 

P265/70R18 

P275/60R20 

P275/70R18 

LT245/75R17 

LT275/65R18 

LT265/60R20 

270  kPa,  39  psi 

250  kPa,  36  psi 

250  kPa,  36  psi 

240  kPa,  35  psi 

500  kPa,  73  psi 

450  kPa,  65  psi 

480  kPa,  70  psi 

Spare  Tire: 

Fuii  size 
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LT215/65R15  95H 

LT 

215 

65 

R  15 

95 

H 

1 

2 

3 

4  5 

6 

7 
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Example 


_ WDI0594 

Example 

TIRE  LABELING 

Federal  law  requires  tire  manufac¬ 
turers  to  place  standardized  infor¬ 
mation  on  the  sidewall  of  all  tires. 
This  information  identifies  and  de¬ 
scribes  the  fundamental  character¬ 
istics  of  the  tire  and  also  provides  the 
Tire  Identification  Number  (TIN)  for 
safety  standard  certification.  The  TIN 
can  be  used  to  identify  the  tire  in 
case  of  a  recall. 


®  Tire  size  (example:  LT215/65R15 
95H) 

1  LT  The  "LT"  indicates  the  tire  is 
designed  for  light  truck  vehicles 
(not  all  tires  have  this  informa¬ 
tion). 

2.  Three-digit  number  (215):  This 
number  gives  the  width  in  milli¬ 
meters  of  the  tire  from  sidewall 
edge  to  sidewall  edge. 


3.  Two-digit  number  (65):  This 
number,  known  as  the  aspect 
ratio,  gives  the  tire's  ratio  of 
height  to  width. 

4.  R:  The  "R"  stands  for  radial. 

5.  Two-digit  number  (15):  This  num¬ 
ber  is  the  wheel  or  rim  diameter 
in  inches. 
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6.  Two-  or  three-digit  number  (95): 
This  number  is  the  tire's  load  in¬ 
dex.  It  is  a  measurement  of  how 
much  weight  each  tire  can  sup¬ 
port.  You  may  not  find  this  infor¬ 
mation  on  all  tires  because  it  is 
not  required  by  law. 

7  H:  Tire  speed  rating.  You  should 
not  drive  the  vehicle  faster  than 
the  tire  speed  rating. 


DOT 

DOT  XX 

XX 

XX  XXX 

XX 

XXXX 

XXX 

XXXX 

— 

— 

— 

— 

— 

# 

1 

2 

3 

4 

5 
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Example 

(D  TIN  (Tire  Identification  Number)  3. 
for  a  new  tire  (example:  DOT  XX  XX  ^ 
XXXXXXX) 


Two-digit  code:  Tire  size. 

Three-digit  code:  Tire  type  code 
(Optional). 


T  DOT  Abbreviation  for  the  "De¬ 
partment  Of  Transportation". 
The  symbol  can  be  placed 
above,  below  or  to  the  left  or 
right  of  the  Tire  Identification 
Number. 


2.  Two-digit  code:  Manufacturer's 
ident 


5.  Four  numbers  represent  the 
week  and  year  the  tire  was  built. 
For  example,  the  numbers  3103 
means  the  31st  week  of  2003.  If 
these  numbers  are  missing  then 
look  on  the  other  sidewall  of  the 
tire. 
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(D  Tire  ply  composition  and  material 

The  number  of  layers  or  plies  of 
rubber-coated  fabric  in  the  tire.  Tire 
manufacturers  also  must  indicate 
the  materials  in  the  tire,  which  in¬ 
clude  steel,  nylon,  polyester  and  oth¬ 
ers. 

@  Maximum  permissible  inflation 
pressure 

This  number  is  the  greatest  amount 
of  air  pressure  that  should  be  put  in 
the  tire.  Do  not  exceed  the  maximum 
permissible  inflation  pressure. 

(5)  Maximum  load  rating 

This  number  indicates  the  maxi¬ 
mum  load  in  kilograms  and  pounds 
that  can  be  carried  by  the  tire.  When 
replacing  the  tires  on  the  vehicle,  al¬ 
ways  use  a  tire  that  has  the  same 
load  rating  as  the  factory  installed 
tire. 


(6)  Term  of  "tubeless"  or  "tube  type" 

Indicates  whether  the  tire  requires 
an  inner  tube  ("tube  type")  or  not 
("tubeless"). 

@  The  word  "radial" 

The  word  "radial"  is  shown  if  the  tire 
has  radial  structure. 

(8)  Manufacturer  or  brand  name 

Manufacturer  or  brand  name  is 
shown. 

other  Tire-related  Terminology 

In  addition  to  the  many  terms  that 
are  defined  throughout  this  section. 
Intended  Outboard  Sidewall  is  (1)  the 
sidewall  that  contains  a  whitewall, 
bears  white  lettering  or  bears 
manufacturer,  brand,  and/or  model 
name  molding  that  is  higher  or 
deeper  than  the  same  molding  on 
the  other  sidewall  of  the  tire,  or  (2) 
the  outward  facing  sidewall  of  an 
asymmetrical  tire  that  has  a  particu¬ 
lar  side  Wnatmus^lways  face  out¬ 
ward  vmWWBttld  on  a  vehicle. 
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TYPES  OF  TIRES 

^WARNING 

■  When  changing  or  replacing  tires,  be 
sure  all  four  tires  are  of  the  same  type 
(i.e.,  Summer,  All  Season  or  Snow)  and 
construction.  A  NISSAN  dealer  may  be 
able  to  help  you  with  information 
about  tire  type,  size,  speed  rating  and 
availability. 

■  Replacement  tires  may  have  a  lower 
speed  rating  than  the  factory 
equipped  tires,  and  may  not  match 
the  potential  maximum  vehicle 
speed.  Never  exceed  the  maximum 
speed  rating  of  the  tire. 

■  Replacing  tires  with  those  not  origi¬ 
nally  specified  by  NISSAN  could  affect 
the  proper  operation  of  the  low  tire 
pressure  warning  system. 

■  For  additional  information  regarding 
tires,  refer  to  "Important  Tire  Safety 
Information"  (US)  or  'Tire  Safety  Infor¬ 
mation"  (Canada)  in  the  Warranty  In¬ 
formation  Booklet. 
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All  season  tires 

NISSAN  specifies  All  Season  tires  on  some 
models  to  provide  good  performance  all 
year,  including  snowy  and  icy  road  condi¬ 
tions.  Ail  Season  tires  are  identified  by  ALL 
SEASON  and/or  M&S  on  the  tire  sidewall. 
Snow  tires  have  better  snow  traction  than 
All  Season  tires  and  may  be  more  appropri¬ 
ate  in  some  areas. 

Summer  tires 

NISSAN  specifies  summer  tires  on  some 
models  to  provide  superior  performance 
on  dry  roads.  Summer  tire  performance  is 
substantially  reduced  in  snow  and  ice. 
Summer  tires  do  not  have  the  tire  traction 
rating  "MSS"  on  the  tire  sidewall. 

If  you  plan  to  operate  your  vehicle  in  snowy 
or  icy  conditions,  NISSAN  recommends  the 
use  ofSNOWtiresorALLSEASON  tires  on  all 
four  wheels. 

Snow  tires 

If  snow  tires  are  needed,  it  is  necessary  to 
select  tires  equivalent  in  size  and  load  rat¬ 
ing  to  the  original  equipment  tires.  If  you  do 
not,  it  can  adversely  affect  the  safety  and 
handling  of  your  vehicle. 
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Generally,  snow  tires  have  lower  speed  rat¬ 
ings  than  factory  equipped  tires  and  may 
not  match  the  potential  maximum  vehicle 
speed.  Never  exceed  the  maximum  speed 
rating  of  the  tire. 

If  you  install  snow  tires,  they  must  be  the 
same  size,  brand,  construction  and  tread 
pattern  on  all  four  wheels. 

For  additional  traction  on  icy  roads,  stud¬ 
ded  tires  may  be  used.  However,  some  U.S. 
states  and  Canadian  provinces  prohibit 
their  use.  Check  local,  state  and  provincial 
laws  before  installing  studded  tires.  Skid 
and  traction  capabilities  of  studded  snow 
tires  on  wet  or  dry  surfaces  may  be  poorer 
than  that  of  non-studded  snow  tires. 

TIRE  CHAINS 

Use  of  tire  chains  may  be  prohibited  ac¬ 
cording  to  location.  Check  the  local  laws 
before  installing  tire  chains.  When  installing 
tire  chains,  make  sure  they  are  the  proper 
size  for  the  tires  on  your  vehicle  and  are 
installed  according  to  the  chain  manufac¬ 
turer's  suggestions.  Use  only  SAE  class  "S" 
chains.  Class  "S"  chains  are  used  on  ve¬ 
hicles  with  restricted  tire  to  vehicle  clear¬ 
ance.  Vehicles  that  can  use  Class  "S"  chains 
are  designed  to  rneetthe  minimum  clear¬ 
ances  b efwe'eTi' th'fe n d  the  closest  ve¬ 


hicle  suspension  or  body  component  re¬ 
quired  to  accommodate  the  use  of  a 
winter  traction  device  (tire  chains  or 
cables).  The  minimum  clearances  are  de¬ 
termined  using  the  factory  equipped  tire 
size.  Other  types  may  damage  your  vehicle. 
Use  chain  tensioners  when  recommended 
by  the  tire  chain  manufacturer  to  ensure  a 
tight  fit.  Loose  end  links  of  the  tire  chain 
must  be  secured  or  removed  to  prevent 
the  possibility  of  whipping  action  damage 
to  the  fenders  or  underbody.  If  possible, 
avoid  fully  loading  your  vehicle  when  using 
tire  chains.  In  addition,  drive  at  a  reduced 
speed.  Otherwise,  your  vehicle  may  be 
damaged  and/or  vehicle  handling  and 
performance  may  be  adversely  affected. 

Tire  chains  must  be  installed  only  on  the 
rear  wheels  and  not  on  the  front  wheels. 

Do  not  use  tire  chains  on  dry  roads.  Driving 
with  chains  in  such  conditions  can  cause 
damage  to  the  various  mechanisms  of  the 
vehicle  due  to  some  overstress. 

Use  only  the  2WD  range  when  driving  on 
clear  paved  roads. 
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CHANGING  WHEELS  AND  TIRES 


Tire  rotation 

NISSAN  recommends  rotating  the 
tires  every  5,000  miles  (8,000  km). 

For  additional  information  on  tire  re¬ 
placing  procedures,  refer  to  "Flat  tire" 
in  the  "In  case  of  emergency"  section 
of  this  manual. 

As  soon  as  possible,  tighten  the 
wheel  nuts  to  the  specified  torque 
with  a  torque  wrench. 


Wheel  nut  tightening  torque: 

Non-XD  models: 

98  ft-lb  (133  N  m) 

XD  models: 

131  ft-lb  (177  N-m) 

The  wheel  nuts  must  be  kept  tight¬ 
ened  to  specifications  at  all  times. 
It  is  recommended  that  wheel  nuts 
be  tightened  to  specification  at 
each  tire  rotation  interval. 


^WARNING 

•  Retighten  the  wheel  nuts  when 
the  vehicle  has  been  driven  for 
600  miles  (1,000  km)  (also  in 
cases  of  a  flat  tire,  etc.). 

•  Do  not  include  the  spare  tire  in 
the  tire  rotation. 

■  For  additional  information  re¬ 
garding  tires,  refer  to  "Impor¬ 
tant  Tire  Safety  Information" 
(US)  or  'Tire  Safety  Information" 
(Canada)  in  the  Warranty  Infor- 
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■  After  rotating  the  tires,  do  not 
use  the  Easy-Fill  Tire  Alert  to  ad¬ 
just  the  tire  pressure.  Instead 
use  a  gauge  to  adjust  the  tires 
to  the  correct  pressure  in  accor¬ 
dance  with  Tire  and  Loading  In¬ 
formation  label. 

^CAUTION 

To  ensure  proper  operation  of  the 
Easy-Fill  Tire  Alert  system  after  a 
tire  rotation,  re-set  and  register 
the  sensor  to  their  new  installed 
locations.  It  is  recommended  that 
you  visit  a  NISSAN  dealer  for  this 
service. 
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1  2 
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Tire  wear  and  damage 

1.  Wear  indicator 

2.  Location  mark 

^WARNING 

■  Tires  should  be  periodically  in¬ 
spected  for  wear,  cracking, 
bulging  or  objects  caught  in  the 
tread.  If  excessive  wear,  cracks, 
bulging  or  deep  cuts  are  found, 
the  tire(s)  should  be  replaced. 
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■  The  original  tires  have  built-in 
tread  wear  indicators.  When  the 
wear  indicators  are  visible,  the 
tire(s)  should  be  replaced. 

■  Tires  degrade  with  age  and  use. 
Have  tires,  including  the  spare, 
over  6  years  old  checked  by  a 
qualified  technician  because 
some  tire  damage  may  not  be 
obvious.  Replace  the  tires  as 
necessary  to  prevent  tire  failure 
and  possible  personal  injury. 

■  Improper  service  of  the  spare 
tire  may  result  in  serious  per¬ 
sonal  injury.  If  it  is  necessary  to 
repairthe  spare  tire,  it  is  recom¬ 
mended  that  you  visit  a  NISSAN 
dealer  for  this  service. 

■  For  additional  information  re¬ 
garding  tires,  refer  to  "Impor¬ 
tant  Tire  Safety  Information" 
(US)  or  'Tire  Safety  Information" 
(Canada)  in  the  Warranty  Infor¬ 
mation  Booklet. 
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Replacing  wheels  and  tires 

When  replacing  a  tire,  use  the  same  size, 
tread  design,  speed  rating  and  load  carry¬ 
ing  capacity  as  originally  equipped.  Rec¬ 
ommended  types  and  sizes  are  shown  in 
"Wheels  and  tires"  in  the  "Technical  and  con¬ 
sumer  information"  section  of  this  manual. 

^WARNING 

■  The  use  of  tires  other  than  those  rec¬ 
ommended  or  the  mixed  use  of  tires 
of  different  brands,  construction 
(bias,  bias-belted  or  radial),  or  tread 
patterns  can  adversely  affect  the  ride, 
braking,  handling.  Vehicle  Dynamic 
Control  (VDC)  system,  ground  clear¬ 
ance,  body-to-tire  clearance,  tire 
chain  clearance,  speedometer  cali¬ 
bration,  headlight  aim  and  bumper 
height.  Some  of  these  effects  may 
lead  to  accidents  and  could  result  in 
serious  personal  injury. 


If  your  vehicle  was  originally 
equipped  with  four  tires  that  were  the 
same  size  and  you  are  only  replacing 
two  of  the  four  tires,  install  the  new 
tires  on  the  rear  axle.  Placing  newtires 
on  the  front  axle  may  cause  loss  of 
vehicle  control  in  some  driving  condi¬ 
tions  and  cause  an  accident  and  per¬ 
sonal  injury. 

If  the  wheels  are  changed  for  any  rea¬ 
son,  always  replace  with  wheels 
which  have  the  same  off-set  dimen¬ 
sion.  Wheels  of  a  different  off-set 
could  cause  premature  tire  wear,  de¬ 
grade  vehicle  handling  characteris¬ 
tics,  affect  the  VDC  system  and/or  in¬ 
terference  with  the  brake  discs.  Such 
interference  can  lead  to  decreased 
braking  efficiency  and/or  early  brake 
pad/shoe  wear.  For  additional  infor¬ 
mation  on  wheel-off  set  dimensions, 
refer  to  "Wheels  and  tires"  in  the 
'Technical  and  consumer  informa¬ 
tion"  section  of  this  manual. 


■  When  replacing  a  wheel  without  the 
TPMS  such  as  the  spare  tire,  the  TPMS 
will  not  function  and  the  low  tire  pres¬ 
sure  warning  light  will  flash  for  ap¬ 
proximately  1  minute.  The  light  will  re¬ 
main  on  after  1  minute.  Have  your 
tires  replaced  and/or  TPMS  system 
reset  as  soon  as  possible.  It  is  recom¬ 
mended  that  you  visit  a  NISSAN  dealer 
for  this  service. 

■  Replacing  tires  with  those  not  origi¬ 
nally  specified  by  NISSAN  could  affect 
the  proper  operation  of  the  TPMS. 

■  The  TPMS  sensor  may  be  damaged  if 
it  is  not  handled  correctly.  Be  careful 
when  handling  the  TPMS  sensor. 

■  When  replacing  the  TPMS  sensor,  the 
ID  registration  may  be  required.  Con¬ 
tact  a  NISSAN  dealer  for  ID 
registration. 

■  Do  not  use  a  valve  stem  cap  that  is  not 
specified  by  NISSAN.  The  valve  stem 
cap  may  become  stuck. 

■  Be  sure  that  the  valve  stem  caps  are 
correctly  fitted.  Otherwise  the  valve 
may  be  clogged  up  with  dirt  and 
cause  a  malfunction  or  loss  of 
pressMri 
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■  Do  not  install  a  damaged  or  deformed 
wheel  or  tire  even  if  it  has  been  re¬ 
paired.  Such  wheels  or  tires  could 
have  structural  damage  and  could  fail 
without  warning. 

■  The  use  of  retread  tires  is  not 
recommended. 

■  For  additional  information  regarding 
tires,  refer  to  "Important  Tire  Safety 
Information"  (US)  or  'Tire  Safety  Infor¬ 
mation"  (Canada)  in  the  Warranty  In¬ 
formation  Booklet. 

Four-wheel  drive  models 


A  CAUTION 

Always  use  tires  of  the  same  type,  size, 
brand,  construction  (bias,  bias-belted 
or  radial),  and  tread  pattern  on  all  four 
wheels.  Failure  to  do  so  may  result  in  a 
circumference  difference  between  tires 
on  the  front  and  rear  axles  which  will 
cause  excessive  tire  wear  and  may 
damage  the  transmission,  transfer  case 
and  differential  gears. 
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If  excessive  tire  wear  is  found,  it  is  recom¬ 
mended  that  all  four  tires  be  replaced  with 
tires  of  the  same  size,  brand,  construction 
and  tread  pattern.  The  tire  pressure  and 
wheel  alignment  should  also  be  checked 
and  corrected  as  necessary.  It  is  recom¬ 
mended  that  you  visit  a  NISSAN  dealer  for 
this  service. 

Wheel  balance 

Unbalanced  wheels  may  affect  vehicle 
handling  and  tire  life.  Even  with  regular  use, 
wheels  can  get  out  of  balance.  Therefore, 
they  should  be  balanced  as  required. 

Wheel  balance  service  should  be  per¬ 
formed  with  the  wheels  off  the  vehicle. 
Spin  balancing  the  wheels  on  the  vehicle 
could  lead  to  mechanical  damage. 

■  For  additional  information  regarding 
tires,  refer  to  "Important  Tire  Safety 
Information"  (US)  or  'Tire  Safety  In¬ 
formation"  (Canada)  in  the  Warranty 
Information  Booklet. 

Care  of  wheels 

■  Washthe  wheels  when  washing  the  ve¬ 
hicle  to  maintain  their  appearance. 


■  Clean  the  inner  side  of  the  wheels  when 
the  wheel  is  changed  or  the  underside 
of  the  vehicle  is  washed. 

■  Do  not  use  abrasive  cleaners  when 
washing  the  wheels. 

■  Inspect  wheel  rims  regularly  for  dents 
or  corrosion.  Such  damage  may  cause 
loss  of  pressure  or  poor  seal  at  the  tire 
bead. 

■  NISSAN  recommends  waxing  the  road 
wheels  to  protect  against  road  salt  in 
areas  where  it  is  used  during  winter. 

Spare  tire  (FULL  SIZE  TEMPORARY 
USE  ONLY  spare  tire) 

When  replacing  a  wheel  without  the  TPMS 
such  as  the  spare  tire,  the  TPMS  will  not 
function. 

Your  vehicle  may  be  equipped  with  a  full 
size  spare  that  is  a  different  size  or  brand 
than  the  tires  originally  installed  on  the  ve¬ 
hicle.  This  full  size  spare  tire  is  intended  for 
temporary  use  only  and  should  be  re¬ 
placed  at  the  first  opportunity. 


Observe  the  following  precautions  if  the 
FULL  SIZE  TEMPORARY  USE  ONLY  spare  tire 
must  be  used.  Otherwise,  your  vehicle 
could  be  damaged  or  involved  in  an  acci¬ 
dent: 


A  WARNING 

The  TEMPORARY  FULL  SIZE  spare  tire 
should  be  used  for  emergency  use 
only.  It  should  be  replaced  with  the 
standard  tire  at  the  first  opportunity 
to  avoid  possible  tire  or  differential 
damage. 

Drive  carefully  while  the  TEMPORARY 
FULL  SIZE  spare  tire  is  installed.  Avoid 
sharp  turns  and  abrupt  braking  while 
driving.  The  vehicle  driving  perfor¬ 
mance  may  be  affected  when  driving 
on  wet  or  snow  covered  roads. 

When  the  TEMPORARY  FULL  SIZE 
spare  is  installed,  the  following  sys¬ 
tems  may  not  work  correctly: 

-  Tire  Pressure  Monitoring  System 
(TPMS) 

-  Vehicle  Dynamic  Control  (VDC) 
System 
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Periodically  check  the  TEMPORARY 
FULL  SIZE  spare  tire  inflation  pressure. 
Always  keep  the  TEMPORARY  FULL 
SIZE  inflated  to  the  pressure  specifi¬ 
cation  shown  on  the  Tire  and  Loading 
Information  label. 

With  the  TEMPORARY  FULL  SIZE  spare 
tire  installed  do  not  drive  the  vehicle 
at  speeds  faster  than  SO  mph 
(80  km/h). 

When  driving  on  roads  covered  with 
snow  or  ice,  the  TEMPORARY  FULL  SIZE 
spare  tire  should  be  used  on  the  front 
wheels  and  the  original  tire  used  on 
the  rear  wheels.  Use  tire  chains  only 
on  the  drive  wheels. 

Do  not  use  the  TEMPORARY  FULL  SIZE 
spare  tire  on  other  vehicles. 

Do  not  use  4WD  when  the  TEMPO¬ 
RARY  FULL  SIZE  spare  tire  is  installed 

Do  not  use  more  than  one  TEMPO¬ 
RARY  FULL  SIZE  spare  tire  at  the  same 
time. 


A  CAUTION 

■  Do  not  use  tire  chains  on  a  TEMPO¬ 
RARY  FULL  SIZE  spare  tire.  Tire  chains 
will  not  fit  properly  and  may  cause 
damage  to  the  vehicle. 
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MEMO 


8-48  Do-it-yourself 


eP>iROCESS 


9  Maintenance  and  schedules 


Maintenance  requirements . 9-2 

General  maintenance . 9-2 

Scheduled  maintenance . 9-2 

Where  to  go  for  service . 9-2 

General  maintenance . 9-2 

Explanation  of  general  maintenance 

items . 9-2 

Explanation  of  scheduled  maintenance  items  . . .  9-5 

Emission  control  system  maintenance: . 9-5 

Ghassis  and  body  maintenance: . 9-6 

Maintenance  schedules . 9-7 

Additional  maintenance  items  for 

severe  operating  conditions . 9-7 

Oil  change  monitor  (diesel  engine  only) . 9-7 


Gasoline  standard  maintenance . 9-8 

Emission  control  system  maintenance . 9-8 

Ghassis  &  body  maintenance . 9-10 

Gasoline  maintenance  under  severe 

operating  conditions . 9-12 

Severe  driving  conditions . 9-12 

Diesel  standard  maintenance . 9-13 

Emission  control  system  maintenance . 9-13 

Ghassis  &  body  maintenance . 9-15 

Diesel  maintenance  under  severe  operating 

conditions . 9-17 

Severe  driving  conditions . 9-17 

Oil  change  monitor . 9-17 

Maintenance  log . 9-18 


OEAUEH  ef»fiOCEi 


MAINTENANCE  REQUIREMENTS 


Some  day-to-day  and  regular  mainte¬ 
nance  is  essential  to  maintain  your  vehi¬ 
cle's  good  mechanical  condition,  as  well  as 
its  emissions  and  engine  performance. 

It  is  the  owner's  responsibility  to  make  sure 
thatthe  scheduled  maintenance,  as  well  as 
general  maintenance,  is  performed. 

As  the  vehicle  owner,  you  are  the  only  one 
who  can  ensure  that  your  vehicle  receives 
proper  maintenance.  You  are  a  vital  link  in 
the  maintenance  chain. 

GENERAL  MAINTENANCE 

General  maintenance  includes  those  items 
which  should  be  checked  during  normal 
day-to-day  operation.  They  are  essential 
for  proper  vehicle  operation.  It  is  your  re¬ 
sponsibility  to  perform  these  maintenance 
procedures  regularly  as  prescribed. 

Performing  general  maintenance  checks 
requires  minimal  mechanical  skill  and  only 
a  few  general  automotive  tools. 

These  checks  or  inspections  can  be  done 
by  you,  a  qualified  technician  or,  if  you  pre¬ 
fer,  a  NISSAN  dealer. 
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SCHEDULED  MAINTENANCE 

The  maintenance  items  listed  in  this  sec¬ 
tion  are  required  to  be  serviced  at  regular 
intervals.  However  under  severe  driving 
conditions,  additional  or  more  frequent 
maintenance  will  be  required. 

WHERE  TO  GO  FOR  SERVICE 

If  maintenance  service  is  required  or  your 
vehicle  appears  to  malfunction,  have  the 
systems  checked  and  corrected.  It  is  rec¬ 
ommended  that  you  visit  a  NISSAN  dealer 
for  this  service. 

NISSAN  technicians  are  well-trained  spe¬ 
cialists  who  are  kept  up-to-date  with  the 
latest  service  information  through  techni¬ 
cal  bulletins,  service  tips  and  in-dealership 
training  programs.  They  are  completely 
qualified  to  work  on  NISSAN  vehicles  be¬ 
fore  they  work  on  your  vehicle  rather  than 
after  they  have  worked  on  it. 

You  can  be  confident  that  a  NISSAN  deal¬ 
er's  service  department  performs  excellent 
service  to  meet  the  maintenance  require¬ 
ments  on  your  vehicle  —  in  a  reliable  and 
economical  way. 
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GENERAL  MAINTENANCE 


During  the  normal  day-to-day  operation  of 
the  vehicle,  general  maintenance  should 
be  performed  regularly  as  prescribed  in 
this  section.  If  you  detect  any  unusual 
sounds,  vibrations  or  smells,  be  sure  to 
check  for  the  cause  or  have  it  checked 
promptly.  In  addition,  it  is  recommended 
that  you  visit  a  NISSAN  dealer  if  you  think 
that  repairs  are  required. 

When  performing  any  checks  or  mainte¬ 
nance  work,  closely  observe  the  "Mainte¬ 
nance  precautions"  in  the  "Do-it-yourself" 
section  ofthis  manual. 

EXPLANATION  OF  GENERAL 
MAINTENANCE  ITEMS 

Additional  information  on  the  following 
items  with  "  *  "  is  found  in  the  "Do-it- 
yourself"  section  ofthis  manual. 

Outside  the  vehicle 

The  maintenance  items  listed  here  should 
be  performed  from  time  to  time,  unless 
otherwise  specified. 


Doors  and  engine  hood;  Check  that  the 
doors  and  engine  hood  operate  properly. 
Also  ensure  that  all  latches  lock  securely 
Lubricate  hinges,  latches,  latch  pins,  rollers 
and  links  if  necessary.  Make  sure  that  the 
secondary  latch  keeps  the  hood  from 
opening  when  the  primary  latch  is  re¬ 
leased. 

When  driving  in  areas  using  road  salt  or 
other  corrosive  materials,  check  lubrica¬ 
tion  frequently. 

Lights*:  Clean  the  headlights  on  a  regular 
basis.  Make  sure  that  the  headlights,  stop 
lights, tail  lights, turn  signal  lights,  and  other 
lights  are  all  operating  properly  and  in¬ 
stalled  securely.  Also  check  headlight  aim. 

Road  wheel  nuts  (lug  nuts)*:  When  check¬ 
ing  the  tires,  make  sure  no  wheel  nuts  are 
missing,  and  check  for  any  loose  wheel 
nuts.  Tighten  if  necessary. 

Tire  rotation*:  Tires  should  be  rotated  ev¬ 
ery  5,000  miles  (8,000  km). 

Tires*:  Check  the  pressure  with  a  gauge 
often  and  always  prior  to  long  distance 
trips.  If  necessary,  adjust  the  pressure  in  all 
tires,  including  the  spare,  to  the  pressure 
specified.  Check  carefully  for  damage,  cuts 
or  excessive  wear. 


Tire  Pressure  Monitoring  System  (TPMS) 
transmitter  components;  Replace  the 
TPMS  transmitter  grommet  seal,  valve  core 
and  cap  when  the  tires  are  replaced  due  to 
wear  or  age. 

Wheel  alignment  and  balance:  If  the  ve¬ 
hicle  should  pull  to  either  side  while  driving 
on  a  straight  and  level  road,  or  if  you  detect 
uneven  or  abnormal  tire  wear,  there  may 
be  a  need  for  wheel  alignment.  If  the  steer¬ 
ing  wheel  or  seat  vibrates  at  normal  high¬ 
way  speeds,  wheel  balancing  may  be 
needed. 

For  additional  information  regarding  tires, 
refer  to  "Important  Tire  Safety  Information" 
(US)  or  'Tire  Safety  Information"  (Canada)  in 
the  Warranty  Information  Booklet. 

Windshield:  Clean  the  windshield  on  a 
regular  basis.  Check  the  windshield  at  least 
every  six  months  for  cracks  or  other  dam¬ 
age.  Have  a  damaged  windshield  repaired 
by  a  qualified  repair  facility. 

Windshield  wiper  blades*:  Check  for 
cracks  or  wear  if  they  do  not  wipe  properly. 

Inside  the  vehicle 

The  maintenance  items  listed  here  should 
be  checked  on^regcfter  such  as 
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when  performing  scheduled  maintenance, 
cleaning  the  vehicle,  etc. 

Accelerator  pedal;  Check  the  pedal  for 
smooth  operation  and  make  sure  the 
pedal  does  not  bind  or  require  uneven  ef¬ 
fort.  Keep  the  floor  mat  away  from  the 
pedal. 

Automatic  transmission  P  (Park)  posi¬ 
tion  mechanism:  On  a  fairly  steep  hill 
check  that  your  vehicle  is  held  securely 
with  the  shift  lever  in  the  P  (Park)  position 
without  applying  any  brakes. 

Brake  pedal:  Check  the  pedal  for  smooth 
operation.  If  the  brake  pedal  suddenly  goes 
down  further  than  normal,  the  pedal  feels 
spongy  or  the  vehicle  seems  to  take  longer 
to  stop,  have  your  vehicle  checked  imme¬ 
diately.  It  is  recommended  that  you  visit  a 
NISSAN  dealer  for  this  service. 

Brakes:  Check  that  the  brakes  do  not  pull 
the  vehicle  to  one  side  when  applied. 

Parking  brake:  Check  the  parking  brake 
operation  regularly.  The  vehicle  should  be 
securely  held  on  a  fairly  steep  hill  with  only 
the  parking  brake  applied.  If  the  parking 
brake  needs  adjustment,  it  is  recom¬ 
mended  that  you  visit  a  NISSAN  dealer  for 
this  service. 
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Seats;  Check  seat  position  controls  such 
as  seat  adjusters,  seatback  recliner,  etc.,  to 
ensure  they  operate  smoothly  and  all 
latches  lock  securely  in  every  position. 
Check  that  the  head  restraints/headrests 
move  up  and  down  smoothly  and  the  locks 
(if  so  equipped)  hold  securely  In  all  latched 
positions. 

Seat  belts:  Check  that  all  parts  of  the  seat 
belt  system  (for  example,  buckles,  anchors, 
adjusters  and  retractors)  operate  properly 
and  smoothly,  and  are  installed  securely. 
Check  the  belt  webbing  for  cuts,  fraying, 
wear  or  damage. 

Steering  wheel:  Check  for  changes  in  the 
steering  system,  such  as  excessive  free- 
play  hard  steering  or  strange  noises. 

Warning  lights  and  chimes:  Make  sure  all 
warning  lights  and  chimes  are  operating 
properly. 

Windshield  wiper  and  washer*:  Check 
that  the  wipers  and  washer  operate  prop¬ 
erly  and  that  the  wipers  do  not  streak. 

Windshield  defroster:  Check  that  the  air 
comes  out  of  the  defroster  outlets  properly 
and  in  sufficient  quantity  when  operating 
the  heater  or  air  conditioner. 
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Under  the  hood  and  vehicle 

The  maintenance  items  listed  here  should 
be  checked  periodically  (for  example,  each 
time  you  check  the  engine  oil  or  refuel). 

Battery*  (for  serviceable  batteries); 

Check  the  fluid  level  in  each  cell.  The  fluid 
should  be  at  the  bottom  of  the  filler  open¬ 
ing.  Vehicles  operated  in  high  tempera¬ 
tures  or  under  severe  conditions  require 
frequent  checks  of  the  battery  fluid  level. 

NOTE: 

Care  should  be  taken  to  avoid  situations 
that  can  lead  to  potential  battery  dis¬ 
charge  and  potential  no-start  conditions 
such  as; 

1.  Installation  or  extended  use  of  elec¬ 
tronic  accessories  that  consume  bat¬ 
tery  power  when  the  engine  is  not 
running  (Phone  chargers,  CPS,  DVD 
players,  etc.). 

2.  Vehicle  is  not  driven  regularly  and/or 
only  driven  short  distances. 

In  these  cases,  the  battery  may  need  to 
be  charged  to  maintain  battery  health. 
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Brake  fluid  level*:  Make  surethatthe  brake 
fluid  level  is  between  the  MIN  and  MAX  lines 
on  the  reservoir. 

Engine  coolant  level*:  Check  the  coolant 
level  when  the  engine  is  cold. 

Engine  drive  belts*:  Make  sure  the  drive 
belts  are  not  frayed,  worn,  cracked  or  oily. 

Engine  oil  level*:  Check  the  level  after 
parking  the  vehicle  on  a  level  surface  with 
the  engine  off.  Wait  more  than  10  minutes 
for  the  oil  to  drain  back  into  the  oil  pan. 

Exhaust  system:  Visually  inspect  the  ex¬ 
haust  pipes,  muffler  and  hangers  for  leaks, 
cracks,  deterioration  and  damage.  Tighten 
connections  or  replace  parts  as  necessary. 
For  additional  information,  referto  “Exhaust 
gas  (carbon  monoxide)"  in  the  "Starting  and 
driving"  section  of  this  manual. 

Fluid  leaks;  Check  under  the  vehicle  for 
fuel,  oil,  water  or  other  fluid  leaks  after  the 
vehicle  has  been  parked  for  a  while.  Water 
dripping  from  the  air  conditioner  after  use 
is  normal.  If  you  should  notice  any  leaks  or  if 
fuel  fumes  are  evident,  check  for  the  cause 
and  have  it  corrected  immediately. 


EXPLANATION  OF  SCHEDULED 
MAINTENANCE  ITEMS 


Power  steering  fluid  level*  and  lines; 

Check  the  level  when  the  fluid  Is  cold,  with 
the  engine  off  Check  the  lines  for  proper 
attachment,  leaks,  cracks,  etc. 

Radiator  and  hoses  Check  the  front  of  the 
radiator  and  clean  off  any  dirt,  insects, 
leaves,  etc.,  that  may  have  accumulated. 
Make  sure  the  hoses  have  no  cracks,  defor¬ 
mation,  rot  or  ioose  connections. 

Underbody:  The  underbody  is  frequently 
exposed  to  corrosive  substances  such  as 
those  used  on  icy  roads  orto  control  dust.  It 
is  very  important  to  remove  these  sub¬ 
stances  from  the  underbody  otherwise 
rust  may  form  on  the  floor  pan,  frame,  fuel 
lines  and  exhaust  system.  At  the  end  of 
winter,  the  underbody  should  be  thor¬ 
oughly  flushed  with  plain  water,  in  those 
areas  where  mud  and  dirt  may  have  accu¬ 
mulated.  For  additional  information,  refer 
to  the  "Appearance  and  care"  section  of  this 
manual. 

Windshield-washer  fluid*:  Check  that 
there  is  adequate  fluid  in  the  reservoir. 


The  following  descriptions  are  provided  to 
give  you  a  better  understanding  of  the 
scheduled  maintenance  items  that  should 
be  regularly  checked  or  replaced.  The 
maintenance  schedule  indicates  at  which 
mileage/time  intervals  each  item  requires 
service. 

items  marked  with  "*"  are  recommended 
by  NISSAN  for  reliable  vehicle  operation. 
You  are  not  required  to  perform  mainte¬ 
nance  on  these  items  in  order  to  maintain 
the  warranties  which  come  with  your 
NISSAN.  Other  maintenance  items  and  in¬ 
tervals  are  required. 

When  applicable,  additional  information 
can  be  found  in  the  "Do-it-yourself"  section 
of  this  manual. 

NOTE:  NISSAN  does  not  advocate  the  use 
of  non-OEM  approved  aftermarket  flush¬ 
ing  systems  and  strongly  advises  against 
performing  these  services  on  a  NISSAN 
product.  Many  of  the  aftermarket  flushing 
systems  use  non-OEM  approved  chemi¬ 
cals  or  solvents,  the  use  of  which  has  not 
been  validated  by  NISSAN. 

For  recommended  fuel,  lubricants,  fluids, 
grease,  and  refrigerant,  refer  to  "Recom¬ 
mended  fluids/lubricants  and  capacities" 
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in  the  'T echnical  and  consumer  informa¬ 
tion"  section  of  this  manual. 

EMISSION  CONTROL  SYSTEM 
MAINTENANCE: 

Drive  Belts*:  Check  engine  drive  belts  for 
wear,  fraying  or  cracking  and  for  proper 
tension.  Replace  any  damaged  drive  belts. 

Engine  Air  Filter:  Replace  at  specified  in¬ 
tervals.  When  driving  for  prolonged  periods 
in  dusty  conditions,  check/replace  the  filter 
more  frequently. 

Engine  Coolant*:  Replace  coolant  at  the 
specified  interval.  When  adding  or  replac¬ 
ing  coolant,  be  sure  to  use  only  Genuine 
NISSAN  Long  Life  Antifreeze/Coolant  (blue) 
or  equivalent  with  the  proper  mixture.  (For 
additional  information  on  the  proper  mix¬ 
ture  for  your  area,  refer  to  Engine  cooling 
system"  in  the  "Do-it-yourself"  section  of 
this  manual  or  the  Titan  Diesel  Owner's 
Manual.) 

NOTE:  Mixing  any  other  type  of  coolant  or 
the  use  of  non-distilled  water  may  reduce 
the  recommended  service  interval  of  the 
coolant. 
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Engine  Oil  and  Oil  Filter:  Replace  engine 
oil  and  oil  filter  at  the  specified  intervals.  For 
recommended  oil  grade  and  viscosity  refer 
to  "Recommended  fluids/lubricants  and 
capacities"  In  the  "Technical  and  consumer 
information"  section  of  this  manual. 

Engine  Valve  Clearance*  (gasoline  en¬ 
gine  only):  Inspect  only  if  valve  noise  In¬ 
creases.  Adjust  valve  clearance  If  necessary. 

Evaporative  Emissions  Control  Vapor 
Lines*  (gasoline  engine  only):  Check  va¬ 
por  lines  for  leaks  or  looseness.  Tighten 
connections  or  replace  parts  as  necessary. 

Fuel  Filter  (diesel  engine  only):  Replace 
the  fuel  filter  and  drain  the  water  at  the 
specified  intervals. 

Fuel  Lines*:  Check  the  fuel  hoses,  piping 
and  connections  for  leaks,  looseness,  or 
deterioration.  Tighten  connections  or  re¬ 
place  parts  as  necessary. 

CHASSIS  AND  BODY 
MAINTENANCE: 

Brake  Lines  and  Cables:  Visually  inspect 
for  proper  installation.  Check  for  chafing, 
cracks,  deterioration,  and  signs  of  leaking. 
Replace  any  deteriorated  or  damaged 
parts  immediately. 
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Brake  Pads  and  Rotors:  Check  for  wear, 
deterioration  and  fluid  leaks.  Replace  any 
deteriorated  or  damaged  parts  immedi¬ 
ately. 

Exhaust  System:  Visually  inspect  the  ex¬ 
haust  pipes,  muffler  and  hangers  for  leaks, 
cracks,  deterioration,  and  damage.  Tighten 
connections  or  replace  parts  as  necessary. 

In-Cabin  Microfilter:  Replace  at  specified 
intervals.  When  driving  for  prolonged  peri¬ 
ods  in  dusty  conditions,  replace  the  filter 
more  frequently. 

Propeller  Shaft(s):  Check  for  damage, 
looseness,  and  grease  leakage. 
(4WD/AWD/RWD). 

Steering  Gear  and  Linkage,  Axle  and  Sus¬ 
pension  Parts,  Drive  Shaft  Boots:  Check 
for  damage,  looseness,  and  leakage  of  oil 
or  grease.  Under  severe  driving  conditions, 
inspect  more  frequently. 

Tire  Rotation:  Tires  should  be  rotated  ev¬ 
ery  5,000  miles  (8,000  km)  according  to  the 
instructions  under  "General  maintenance" 
in  this  section.  When  rotating  tires,  check 
for  damage  and  uneven  wear.  Replace  if 
necessary. 
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Transmission  Fluid/Oil,  Differential  Oil, 
Transfer  Case  Oil:  Visually  inspect  for  signs 
of  leakage  at  specified  intervals. 

Replace  automatic  transmission  fluid  at 
specified  intervals.  (For  diesel  engine  models) 

If  towing  a  trailer,  using  a  camper  or  car-top 
carrier,  or  driving  on  rough  or  muddy  roads: 

•  Replace  the  differential  oil  every 
20,000  miles  (32,000  km)  or  24  months. 

•  Replace  the  automatic  transmission  fluid 
ever  30,000  miles  (48,000  km)  or 
24  months.  (For  gasoline  engine  models) 

Off-Road  Maintenance:  Check  the  follow¬ 
ing  items  frequently  whenever  you  drive 
off-road  through  deep  sand,  mud  or  water: 

■  Brake  pads  and  rotors 

■  Brake  lines  and  hoses 

■  Differential,  transmission  and  transfer 
case  oil 

■  Steering  linkage 

■  Propeller  shaft(s)  and  front  drive  shafts 

■  Engine  air  filter 

■  Clutch  housing  drain  (4WD  only) 


MAINTENANCE  SCHEDULES 


To  help  ensure  smooth,  safe  and  economi¬ 
cal  driving,  NISSAN  provides  two  mainte¬ 
nance  schedules  that  may  be  used,  de¬ 
pending  upon  the  conditions  in  which  you 
usually  drive.  These  schedules  contain 
both  distance  and  time  intervals,  up  to 
120,000  miles  (192,000  km)/144  months.  For 
most  people,  the  odometer  reading  will  in¬ 
dicate  when  service  is  needed.  However,  if 
you  drive  very  little,  your  vehicle  should  be 
serviced  at  the  regular  time  intervals 
shown  in  the  schedule. 

After  120,000  miles  (192,000  km)/ 
144  months,  continue  maintenance  at 
the  same  mileage/time  intervals. 


ADDITIONAL  MAINTENANCE  ITEMS 
FOR  SEVERE  OPERATING 
CONDITIONS 

Additional  maintenance  items  for  severe 
operating  conditions  should  be  per¬ 
formed  on  vehicles  that  are  driven  under 
especially  demanding  conditions.  Addi¬ 
tional  maintenance  items  should  be  per¬ 
formed  ifyou  primarily  operateyourvehicle 
under  the  following  conditions: 

■  Repeated  short  trips  of  less  than  5  miles 
in  normal  temperatures  or  less  than 
10  miles  in  freezing  temperatures. 

■  Stop-and-go  traffic  in  hot  weather  or 
low  speed  driving  for  long  distances. 

■  Driving  in  dusty  conditions  or  on  rough, 
muddy  or  salt-spread  roads. 

■  Towing  a  trailer,  or  using  a  camper  or 
car-top  carrier. 


OEAUEH  ef»fiOCESS 


OIL  CHANGE  MONITOR  (diesel 
engine  only) 

This  vehicle  is  equipped  with  oil  change 
monitor.  It  calculates  engine  oil  and  filter 
change  interval  base  on  driving  conditions. 
Driving  in  severe  conditions  will  shorten  the 
engine  oil  and  filter  change  interval.  When 
the  Engine  Oil  -  Service  Due  Now  warning 
appears  in  the  vehicle  Information  display, 
the  engine  oil  and  filter  need  to  be  replaced. 

NOTE: 

For  vehicles  operated  in  Canada,  both 
standard  and  severe  maintenance  items 
should  be  performed  at  every  interval. 
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GASOLINE  STANDARD 
MAINTENANCE 


The  following  tables  show  the  standard 
maintenance  schedule.  Depending  upon 
weather  and  atmospheric  conditions, 
varying  road  surfaces,  individual  driving 
habits  and  vehicle  usage,  additional  or 
more  frequent  maintenance  may  be  re¬ 
quired  Maintenance  beyond  the  last  pe¬ 
riod  on  the  tables  requires  similar  main¬ 
tenance. 

EMISSION  CONTROL  SYSTEM  MAINTENANCE 


Abbreviations:  I  =  Inspect  and  correct  or  replace  as  necessary,  R  =  Replace 


MAINTENANCE  OPERATION 

Perform  at  number  of  miles,  kilometers  or 
months,  whichever  comes  first. 

miles  X  1,000 
(km  X  1,000) 
Months 

MAINTENANCE  INTERVAL 

5 

(8) 

6 

10 

(16) 

12 

15 

(24) 

18 

20 

(32) 

24 

25 

(40) 

30 

30 

(48) 

36 

35 

(56) 

42 

40 

(64) 

48 

45 

(72) 

54 

50 

(80) 

60 

55 

(88) 

66 

60 

(96) 

72 

Drive  belts 

See  NOTE  {!) 

r 

r 

I* 

Air  cleaner  filter 

See  NOTE  (2) 

R 

R 

Engine  oil 

R 

R 

R 

R 

R 

R 

R 

R 

R 

R 

R 

R 

Engine  oil  filter 

R 

R 

R 

R 

R 

R 

R 

R 

R 

R 

R 

R 

Engine  coolant 

See  NOTE  (4){5) 

EVAP  vapor  lines 

r 

r 

r 

Fuel  lines 

r 

r 

I* 

Fuel  filter 

See  NOTE  (3) 

Spark  plugs  (Iridium  -  tipped  type) 

Replace  every  105,000  miles  (168,000) 

Intake  and  exhaust  valve  clearances 

See  NOTE  (6) 

1  1  1  1  1  1  1  1  1  1  1 
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MAINTENANCE  OPERATION 

Perform  at  number  of  miles,  kilometers  or 
months,  whichever  comes  first 

miles  X  1,000 
(km  X  1,000) 
Months 

MAINTENANCE  INTERVAL 

65 

(104) 

78 

70 

(112) 

84 

75 

(120) 

90 

80 

(128) 

96 

85 

(136) 

102 

90 

(144) 

108 

95 

(152) 

114 

100 

(160) 

120 

105 

(168) 

126 

110 

(176) 

132 

115 

(184) 

138 

120 

(192) 

144 

Drive  belts 

See  NOTE  (1) 

1* 

1* 

1* 

1* 

1* 

r 

Air  cleaner  filter 

See  NOTE  (2) 

R 

R 

Engine  oil 

R 

R 

R 

R 

R 

R 

R 

R 

R 

R 

R 

R 

Engine  oil  filter 

R 

R 

R 

R 

R 

R 

R 

R 

R 

R 

R 

R 

Engine  coolant 

See  NOTE  (4)(5) 

EVAP  vapor  lines 

1* 

1* 

r 

Fuel  lines 

1* 

1* 

r 

Fuel  filter 

See  NOTE  (3) 

Spark  plugs  {Iridium  -  tipped  type) 

Replace  every  105,000  miles  (168,000) 

Intake  and  exhaust  valve  clearances 

See  NOTE  (6) 

1  1  1  1  1  1  1  1  1  1  1 

NOTE: 

(1)  After  40,000  miles  (64,000  km]  or  48  months,  inspect  every  10,000  miles  (16,000  km)  or  12  months.  Replace  the  drive  belts  if 
found  damaged. 

(2)  If  operating  mainly  in  dusty  conditions,  more  frequent  maintenance  may  be  required. 

(3)  Periodic  maintenance  is  not  required. 

(4)  First  replacement  interval  is  105,000  miles  (168,000  km)  or  84  months.  After  first  replacement,  replace  every  75,000  miles 
(120,000  km)  or  60  months. 

(5)  It  is  recommended  that  you  use  only  Genuine  NISSAN  Long  Life  Antifreeze/Coolant  (blue)  or  equivalent  with  proper  mixture 
ratio  of  50%  antifreeze  and  50%  demineralized  or  distilled  water.  Mixing  any  other  type  of  coolant  or  the  use  of  non-distilled  water 
may  reduce  the  life  expectancy  of  the  factory  fill  coolant. 

(6)  Periodic  maintenance  is  not  required.  However,  if  valve  noise  increased,  inspect  valve  clearance. 

*  Maintenance  items  and  intervals  with  are  recommended  by  NISSAN  for  reliable  vehicle  operation.  The  owner  need  not  perform 

such  maintenance  in  order  to  maintain  the 
intervals  are  required. 
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emissiqi^warrant^OMiianufacturer  recall  liability.  Other  maintenance  items  and 
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CHASSIS  &  BODY  MAINTENANCE 


Abbreviations:  I  =  Inspect  and  correct  or  replace  as  necessary,  R  =  Replace, 


MAINTENANCE  OPERATION 

Perform  at  number  of  miles,  kilometers  or 
months,  whichever  comes  first. 

miles  X  1,000 
(km  X  1,000) 
Months 

MAINTENANCE  INTERVAL 

5 

(8) 

6 

10 

(16) 

12 

15 

(24) 

18 

20 

(32) 

24 

25 

(40) 

30 

30 

(48) 

36 

35 

(56) 

42 

40 

(64) 

48 

45 

(72) 

54 

50 

(80) 

60 

55 

(88) 

66 

60 

(96) 

72 

Brake  lines  and  cables 

1 

1 

1 

1 

1 

1 

Brake  pads  and  rotors  ★ 

1 

1 

1 

1 

1 

1 

Brake  fluid  ★ 

R 

R 

R 

Automatic  transmission  fluid 

See  NOTE  (1) 

Transfer  fluid  &  differential  gear  oil 

See  NOTE  (2) 

1 

1 

1 

1 

1 

1 

Steering  gear  and  linkage,  axle  and  suspension 
parts  ★ 

i 

1 

1 

Tire  rotation 

See  NOTE  (3) 

Propeller  shaft  &  drive  shaft  boots  (4WD  models) 

★ 

1 

1 

1 

1 

1 

1 

Exhaust  system  ★ 

1 

1 

1 

In-cabin  microfilter 

R 

R 

R 

R 

NISSAN  Intelligent  Key®  battery 

1 

R 

R 

R 
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MAINTENANCE  OPERATION 

Perform  at  number  of  miles,  kilometers  or 
months,  whichever  comes  first. 

miles  X  1,000 
(km  X  1,000) 
Months 

MAINTENANCE  INTERVAL 

65 

(104) 

78 

70 

(112) 

84 

75 

(120) 

90 

80 

(128) 

96 

85 

(136) 

102 

90 

(144) 

108 

95 

(152) 

114 

100 

(160) 

120 

105 

(168) 

126 

110 

(176) 

132 

115 

(184) 

138 

120 

(192) 

144 

Brake  lines  and  cables 

I 

1 

1 

1 

1 

1 

Brake  pads  and  rotors  ★ 

I 

1 

1 

1 

1 

1 

Brake  fluid  ★ 

R 

R 

R 

Automatic  transmission  fluid 

See  NOTE  (1) 

Transfer  fluid  &  differential  gear  oil 

See  NOTE  (2) 

I 

1 

1 

1 

1 

1 

Steering  gear  and  linkage,  axle  and  suspension 
parts  ★ 

1 

1 

1 

Tire  rotation 

See  NOTE  (3) 

Propeller  shaft  &  drive  shaft  boots  (4WD  models) 

★ 

I 

1 

1 

1 

1 

1 

Exhaust  system  ★ 

1 

1 

1 

In-cabin  microfilter 

R 

R 

R 

R 

NISSAN  Intelligent  Key®  battery 

R 

R 

R 

R 

NOTE: 


Maintenance  items  with  “-k"  should  be  performed  more  frequently  according  to  "Maintenance  Under  Severe  Driving  Conditions". 

(1)  Periodic  maintenance  is  not  required  under  normal  driving  condition.  If  using  under  the  severe  condition  such  as  towing  a 
trailer,  using  a  car-top  carrier,  or  driving  on  rough  or  muddy  roads,  change  (not  just  inspect]  oil  at  every  30,000  miles  (48,000  km) 
or  24  months.  NISSAN  recommends  using  Genuine  NISSAN  Matic  S  automatic  transmission  fluid.  Using  automatic  transmission 
fluid  that  is  not  equivalent  to  Genuine  NISSAN  Matic  S  may  damage  the  transmission  or  impact  transmission  durability.  Damage 
caused  by  the  use  of  fluid  other  than  as  recommended  is  not  covered  under  the  NISSAN  New  Vehicle  Limited  Warranty. 

(2)  If  towing  a  trailer,  using  a  camper  or  car-top  carrier,  or  driving  on  rough  or  muddy  roads,  change  (not  Just  inspect)  oil  at  every 
20,000  miles  (32,000  km)  or  24  months. 

(3)  For  additional  information,  refer  to  "General  maintenance"  in  this  section. 
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GASOLINE  MAINTENANCE  UNDER 
SEVERE  OPERATING  CONDITIONS 


The  maintenance  intervals  shown  on  the 
preceding  pages  are  for  normal  operating 
conditions.  If  the  vehicle  is  mainly  operated 
under  severe  driving  conditions  as  shown 
below,  more  frequent  maintenance  must 
be  performed  on  the  following  items  as 
shown  in  the  table. 


SEVERE  DRIVING  CONDITIONS 

■  Repeated  shorttrips  of  less  than  5  miles 
(8  km). 

■  Repeated  short  trips  of  less  than 
10  miles  (16  km)  with  outside  tempera¬ 
tures  remaining  below  freezing. 


■  Extensive  idling  and/or  low  speed  driv¬ 
ing  for  long  distance,  such  as  police,  taxi 
or  door-to-door  delivery  use. 

■  Driving  in  dusty  conditions. 

■  Driving  on  rough,  muddy  or  salt  spread 
roads. 

■  Towing  a  trailer,  using  a  camper  or  a 
car-top  carrier. 


■  Operating  in  hot  weather  in  stop- 
and-go  "rush  hour"  traffic. 

Maintenance  operation:  Inspect  =  Inspect  and  correct  or  replace  as  necessary. 


Maintenance  item 

Maintenance  operation 

Maintenance  interval 

Brake  fluid 

Replace 

Every  10,000  miles  (16,000  km)  or  12  months 

Brake  pads  and  rotors 

Inspect 

Every  5,000  miles  (8,000  km)  or  6  months 

Steering  gear  and  linkage,  axle  and  suspension 
parts 

Inspect 

Every  5,000  miles  (8,000  km)  or  6  months 

Propeller  shaft  &.  drive  shaft  boots  (4WD  models) 

Inspect 

Every  5,000  miles  (8,000  km)  or  6  months 

Exhaust  system 

Inspect 

Every  5,000  miles  (8,000  km)  or  6  months 
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DIESEL  STANDARD  MAINTENANCE 


The  following  tables  show  the  standard 
maintenance  schedule.  Depending  upon 
weather  and  atmospheric  conditions, 
varying  road  surfaces,  individual  driving 
habits  and  vehicle  usage,  additional  or 
more  frequent  maintenance  may  be  re¬ 
quired.  Maintenance  beyond  the  last  pe¬ 
riod  on  the  tables  requires  similar  main¬ 
tenance. 

EMISSION  CONTROL  SYSTEM  MAINTENANCE 


Abbreviations:  I  =  Inspect  and  correct  or  replace  as  necessary,  R  =  Replace,  D  =  Drain  water 


MAINTENANCE  OPERATION 

Perform  at  number  of  miles,  kilometers  or 
months,  whichever  comes  first 

miles  X  1,000 
(km  X  1,000) 
Months 

MAINTENANCE  INTERVAL 

5 

(8) 

6 

10 

(16) 

12 

15 

(24) 

18 

20 

(32) 

24 

25 

(40) 

30 

30 

(48) 

36 

35 

(56) 

42 

40 

(64) 

48 

45 

(72) 

54 

50 

(80) 

60 

55 

(88) 

66 

60 

(96) 

72 

Drive  belts 

See  NOTE  (1) 

I* 

I* 

I* 

I* 

r 

r 

Air  cleaner  filter 

See  NOTE  (2) 

R 

R 

Engine  oil 

See  NOTE  (3) 

R 

R 

R 

R 

R 

R 

Engine  oil  filter 

See  NOTE  (4) 

R 

R 

R 

R 

R 

R 

Engine  coolant 

Replace  every  45,000  miles  or  36  months 

Fuel  lines 

r 

r 

r 

Fuel  filter 

See  NOTES  (5) 

R/D 

R/D 

R/D 

R/D 

R/D 

R/D 
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MAINTENANCE  OPERATION 

Perform  at  number  of  miles,  kilometers  or 
months,  whichever  comes  first. 

miles  X  1,000 
{km  X  1,000) 
Months 

MAINTENANCE  INTERVAL 

65 

(104) 

78 

70 

(112) 

84 

75 

(120) 

90 

80 

(128) 

96 

85 

(136) 

102 

90 

(144) 

108 

95 

(152) 

114 

100 

(160) 

120 

105 

(168) 

126 

110 

(176) 

132 

115 

(184) 

138 

120 

(192) 

144 

Drive  belts 

See  NOTE  (1) 

r 

r 

I* 

I* 

I* 

r 

Air  cleaner  filter 

See  NOTE  (2) 

R 

R 

Engine  oil 

See  NOTE  (3) 

R 

R 

R 

R 

R 

R 

Engine  oil  filter 

See  NOTE  (4) 

R 

R 

R 

R 

R 

R 

Engine  coolant 

Replace  every  45,000  miles  or  36  months 

Fuel  lines 

r 

r 

r 

Fuel  filter 

See  NOTE  (5) 

R/D 

R/D 

R/D 

R/D 

R/D 

R/D 

NOTE: 

(1)  Replace  the  drive  belts  if  found  damaged. 

(2)  If  operating  mainly  in  dusty  conditions,  more  frequent  maintenance  may  be  required. 

(3)  If  operating  on  biodiesel  blends  between  6%  and  10%  (B6  and  B10],  the  oil  should  be  changed  at  least  every  8,000  miles 
(12,875  km)  or  6  months,  whichever  comes  first. 

(4)  If  operating  on  biodiesel  blends  between  6%  and  10%  (B6  and  BIO),  the  oil  filter  should  be  changed  at  least  every  8,000  miles 
(12,875  km)  or  6  months,  whichever  comes  first. 

(5)  Both  Stage  I  and  Stage  II  fuel  filters. 
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CHASSIS  &  BODY  MAINTENANCE 


Abbreviations:  I  =  Inspect  and  correct  or  replace  as  necessary,  R  =  Replace, 


MAINTENANCE  OPERATION 

Perform  at  number  of  miles,  kilometers  or 
months,  whichever  comes  first 

miles  X  1,000 
(km  X  1,000) 
Months 

MAINTENANCE  INTERVAL 

5 

(8) 

6 

10 

(16) 

12 

15 

(24) 

18 

20 

(32) 

24 

25 

(40) 

30 

30 

(48) 

36 

35 

(56) 

42 

40 

(64) 

48 

45 

(72) 

54 

50 

(80) 

60 

55 

(88) 

66 

60 

(96) 

72 

Brake  lines  and  cables 

1 

1 

1 

1 

1 

1 

Brake  pads  and  rotors  ★ 

1 

1 

1 

1 

1 

1 

Brake  fluid  ★ 

R 

R 

R 

Automatic  transmission  fluid 

1 

R 

1 

R 

1 

R 

Differential  gear  oil 

See  NOTE  (1) 

1 

1 

1 

1 

1 

1 

Transfer  fluid 

1 

1 

1 

1 

1 

1 

Steering  gear  and  linkage,  axle  and  suspension 
parts  ★ 

1 

1 

1 

Tire  rotation 

See  NOTE  (2) 

Propeller  shaft  &  drive  shaft  boots  (4\a/D  models) 

★ 

1 

1 

1 

1 

1 

1 

Exhaust  system  ★ 

1 

1 

1 

1 

1 

1 

in-cabin  microfilter 

R 

R 

R 

R 

NISSAN  Intelligent  Key®  battery 

1 

R 

R 

R 
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MAINTENANCE  OPERATION 

Perform  at  number  of  miles,  kilometers  or 
months,  whichever  comes  first. 

miles  X  1,000 
(km  X  1,000) 
Months 

MAINTENANCE  INTERVAL 

65 

(104) 

78 

70 

(112) 

84 

75 

(120) 

90 

80 

(128) 

96 

85 

(136) 

102 

90 

(144) 

108 

95 

(152) 

114 

100 

(160) 

120 

105 

(168) 

126 

110 

(176) 

132 

115 

(184) 

138 

120 

(192) 

144 

Brake  lines  and  cables 

1 

1 

1 

1 

1 

1 

Brake  pads  and  rotors  ★ 

1 

1 

1 

1 

1 

1 

Brake  fluid  ★ 

R 

R 

R 

Automatic  transmission  fluid 

1 

R 

1 

R 

1 

R 

Differential  gear  oil 

See  NOTE  (1) 

1 

1 

1 

1 

1 

1 

Transfer  fluid 

1 

1 

1 

1 

1 

1 

Steering  gear  and  linkage,  axle  and  suspension 
parts  ★ 

1 

1 

1 

Tire  rotation 

See  NOTE  (2) 

Propeller  shaft  &  drive  shaft  boots  (4WD  models) 

★ 

1 

1 

1 

1 

1 

i 

Exhaust  system  ★ 

1 

1 

1 

1 

1 

1 

In-cabin  microfilter 

R 

R 

R 

R 

NISSAN  Intelligent  Key®  battery 

R 

R 

R 

R 

NOTE: 

Maintenance  items  with  "'k"  should  be  performed  more  frequently  according  to  "Maintenance  Under  Severe  Driving  Conditions". 

(1)  If  towing  a  trailer,  using  a  camper  or  car-top  carrier,  or  driving  on  rough  or  muddy  roads,  change  (not  just  inspect)  oil  at  every 
20,000  miles  (32,000  km)  or  24  months. 

(2)  For  additional  information,  refer  to  "General  maintenance"  in  this  section. 
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DIESEL  MAINTENANCE  UNDER 
SEVERE  OPERATING  CONDITIONS 


The  maintenance  intervals  shown  on  the 
preceding  pages  are  for  normal  operating 
conditions.  If  the  vehicle  is  mainly  operated 
under  severe  driving  conditions  as  shown 
below,  more  frequent  maintenance  must 
be  performed  on  the  following  items  as 
shown  in  the  table. 

SEVERE  DRIVING  CONDITIONS 

•  Repeated  shorttripsof  less  than  Smiles 
(8  km). 

•  Repeated  short  trips  of  less  than 
10  miles  (16  km)  with  outside  tempera¬ 
tures  remaining  below  freezing. 

maintenance  operation:  Inspect  =  Inspect 


■  Operating  in  hot  weather  in  stop- 
and-go  "rush  hour"  traffic. 

■  Extensive  idling  and/or  low  speed  driv¬ 
ing  for  long  distance,  such  as  police,  taxi 
or  door-to-door  delivery  use. 

■  Driving  in  dusty  conditions. 

■  Driving  on  rough,  muddy  or  salt  spread 
roads. 

■  Towing  a  trailer,  using  a  camper  or  a 
car-top  carrier. 


correct  or  replace  as  necessary. 


OIL  CHANGE  MONITOR 

This  vehicle  is  equipped  with  oil  change 
monitor.  It  calculates  engine  oil  and  filter 
change  interval  base  on  driving  conditions. 
Driving  in  severe  conditions  will  shorten  the 
engine  oil  and  filter  change  interval.  When 
the  Engine  Oil  -  Service  Due  Now  warning 
appears  in  the  vehicle  information  display, 
the  engine  oil  and  filter  need  to  be  replaced. 


Maintenance  item 

Maintenance  operation 

Maintenance  interval 

Brake  fluid 

Replace 

Every  10,000  miles  (16,000  km)  or  12  months 

Brake  pads  and  rotors 

Inspect 

Every  5,000  miles  (8,000  km)  or  6  months 

Steering  gear  and  linkage,  axle  and  suspension 
parts 

Inspect 

Every  5,000  miles  (8,000  km)  or  6  months 

Propeller  shaft  &  drive  shaft  boots  (4\a/D  models) 

Inspect 

Every  5,000  miles  (8,000  km)  or  6  months 

Exhaust  system 

Inspect 

Every  5,000  miles  (8,000  km)  or  6  months 

Engine  oil  and  filter 

Replace 

Every  5,000  miles  (8,000  km)  or  when  the  Engine  Oil 
-  Service  Due  Now  warning  appears  in  the  vehicle 
information  display 

OEi&LER  e^ROCESS 


Maintenance  and  schedules  9-17 


MAINTENANCE  LOG 


5,000  Miles  (8,000  km)  or  6 

Months 

Dealer  Name: 

Date: 

Mileage: 

Dealer 

Stamp: 

10,000  Miles  (16,000  km)  or  12 
Months 

Dealer  Name: 

Date: 

Mileage: 

Dealer 

Stamp: 

15,000  Miles  (24,000  km)  or  18 
Months 

Dealer  Name: 

Date: 

Mileage: 

Dealer 

Stamp: 

20,000  Miles  (32,000  km)  or  24 
Months 

Dealer  Name: 

Date: 

Mileage: 

Dealer 

Stamp: 

25,000  Miles  (40,000  km)  or  30 
Months 

Dealer  Name: 

Date: 

Mileage: 

Dealer 

Stamp: 

30,000  Miles  (48,000  km)  or  36 
Months 

Dealer  Name: 

Date: 

Mileage: 

Dealer 

Stamp: 

35,000  Miles  (56,000  km)  or  42 
Months 

Dealer  Name: 

Date: 

Mileage: 

Dealer 

Stamp: 

40,000  Miles  (64,000  km)  or  48 
Months 

Dealer  Name: 

Date: 

Mileage: 

Dealer 

Stamp: 

45,000  Miles  (72,000  km)  or  54 
Months 

Dealer  Name: 

Date: 

Mileage: 

Dealer 

Stamp: 
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50,000  Miles  (80,000  km)  or  60 
Months 

Dealer  Name: 

Date: 

Mileage: 

Dealer 

Stamp: 

55,000  Miles  (88,000  km)  or  66 
Months 

Dealer  Name: 

Date: 

Mileage: 

Dealer 

Stamp: 

60,000  Miles  (96,000  km)  or  72 
Months 

Dealer  Name: 

Date: 

Mileage: 

Dealer 

Stamp: 

65,000  Miles  (104,000  km)  or  78 
Months 

Dealer  Name: 

Date: 

Mileage: 

Dealer 

Stamp: 

70,000  Miles  (112,000  km)  or  84 
Months 

Dealer  Name: 

Date: 

Mileage: 

Dealer 

Stamp: 

75,000  Miles  (120,000  km)  or  90 
Months 

Dealer  Name: 

Date: 

Mileage: 

Dealer 

Stamp: 

80,000  Miles  (128,000  km)  or  96 
Months 

Dealer  Name: 

Date: 

Mileage: 

Dealer 

Stamp: 

85,000  Miles  (136,000  km)  or  102 
Months 

Dealer  Name: 

Date: 

Mileage: 

Dealer 

Stamp: 

90,000  Miles  (144,000  km)  or  108 
Months 

Dealer  Name: 

Date: 

Mileage: 

Dealer 

Stamp: 
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95,000  Miles  (152,000  km)  or  114 
Months 

Dealer  Name: 

Date: 

Mileage: 

Dealer 

Stamp: 

100,000  Miles  (160,000  km)  or 

120  Months 

Dealer  Name: 

Date: 

Mileage: 

Dealer 

Stamp: 

105,000  Miles  (168,000  km)  or  126 
Months 

Dealer  Name: 

Date: 

Mileage: 

Dealer 

Stamp: 

110,000  Miles  (176,000  km)  or  132 
Months 

Dealer  Name: 

Date: 

Mileage: 

Dealer 

Stamp: 

115,000  Miles  (184,000  km)  or  138 
Months 

Dealer  Name: 

Date: 

Mileage: 

Dealer 

Stamp: 

120,000  Miles  (192,000  km)  or  144 
Months 

Dealer  Name: 

Date: 

Mileage: 

Dealer 

Stamp: 
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10  Technical  and  consumer  information 


Recommended  fluids/lubricants  and 

capacities . 

Fuel  recommendation . 

Engine  oil  and  oil  filter 
recommendations  (for  gas  engine  only) 
Air  conditioner  system  refrigerant  and 

oil  recommendations . 

Specifications . 

Engine . 

Wheels  and  tires . 

Dimensions  and  weights . 

When  traveling  or  registering  in  another 

country . 

Vehicle  identification . 

Vehicle  Identification  Number  (VIN) 

plate . 

Vehicle  identification  number 

(chassis  number) . 

Engine  serial  number . 

RMV.5.5./C.M.V5.S.  certification  label . . . . 

Emission  control  information  label . 

Tire  and  Loading  Information  label . 

Air  conditioner  specification  label . 

Installing  front  license  plate . 


Vehicle  loading  information . 

■  ■  10-2  Terms . 

■  10-5  Vehicle  load  capacity . 

Securing  the  load . 

■  ■  ■  10-7  Utili-track®  channel  system 

(if  so  equipped) . 

...10-8  Loading  tips . 

. .  10-10  Truck-camper  loading  information  . . . 

10-10  Crew  cab  models . 

.10-11  King  Cab®  models . 

10-12  Special  Body  vehicles . 

Location  for  center  of  gravity . 

. .  10-18  Vehicle  load  weight  capacity . 

. .  10-18  Measurement  of  weights . 

Towing  a  trailer . 

.  10-18  Maximum  load  limits . 

Towing  load/specification . 

. .  10-18  Towing  safety . 

■  10“19  Fiat  towing  for  2-Wheel  Drive  (2WD) 

. .  10-20  vehicle  (if  so  equipped) . 

. .  10-20  Flat  towing  for  4-Wheel  Drive  (4WD) 

. .  10-21  .  vehicle  (if  so  equipped) . 

.,C  10-2T  ^  I — Snow  plovggi . 

. .  10-22  Untform  tire  quality  grading . 
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10-23 

10-23 

10-24 

10-26 

10-27 

10-35 

10-36 

10-36 

10-36 

10-36 

10-36 

10-37 

10-37 

10-38 

10-38 

10-42 

10-47 

10-63 

10-63 

10-63 

10-64 


Emission  control  system  warranty . 10-65 

Reporting  safety  defects . 10-66 

Readiness  for  inspection/Maintenance  (i/M) 

test  (gas  engine  only) . 10-67 


Event  Data  Recorders  (EDR) . 10-67 

Owner's  Manual/Service  Manual  order 
information . 10-68 
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RECOMMENDED  FLUIDS/ 
LUBRICANTS  AND  CAPACITIES 


The  following  are  approximate  capacities.  The  actual  refill  capacities  maybe  slightly  different.  When  refilling,  followthe  procedure 
described  in  the  "Do-it-yourself"  section  to  determine  the  proper  refill  capacity. 


Fluid  type 

Capacity  (approximate) 

Recommended  Fluids/Lubricants 

Metric 

Measure 

US 

Measure 

Imperial 

Measure 

Fuel 

VI<56VD 

98.4  L 

26  gal 

21-5/8  gal 

■  For  additional  information,  refer  to  "Fuel  recommendation"  in  this 
section. 

Cummins  5.0  L 

- 

- 

- 

■  For  additional  information,  refer  to  "Recommended  fluids/ 
lubricants  and  capacities"  chart  of  the  Titan  Diesel  Owner's  Manual. 

Engine  oil  *1 

Drain  and  refill 

*1  For  additional 
information,  refer  to 
"Changing  engine 
oil"  in  the  "Do-it- 
yourself"  section  of 
this  manual. 

VK56VD 

With  oil 

filter 

change 

6.5  L 

6-7/8  qt 

5-3/4  qt 

Gasoline  engine  models: 

■  Genuine  "Nissan  Motor  Oil  OW-20"  (or  equivalent)  is  recommended. 

■  If  the  above  motor  oil  (or  engine  oil)  is  not  available,  a  synthetic 
OW-20  GF-5  SN  motor  oil  (or  engine  oil)  may  be  used.  Damage 
caused  by  the  use  of  motor  oil  (or  engine  oil)  other  than  as  recom¬ 
mended  is  not  covered  under  NISSAN's/INFINITI’s  New  Vehicle  Lim¬ 
ited  Warranty.  For  additional  information,  refer  to  "Engine  oil  and  oil 
filter  recommendations  (for  gas  engine  only)"  in  this  section. 

Without 

oil  filter 
change 

6.2  L 

6-1/2  qt 

5-1/2  qt 

Cummins  5.0  L 

- 

- 

- 

Diesel  engine  models: 

■  For  additional  information,  refer  to  "Recommended  fluids/ 
lubricants  and  capacities"  chart  of  the  Titan  Diesel  Owner's  Manual. 

Engine  coolant 
with  reservoir 

VK56VD 

Non-XD 

model 

13.4  L 

3-1/2  gal 

3  gal 

■  Pre-diluted  Genuine  NISSAN  Long  Life  Antifreeze/Coolant  (blue)  or 
equivalent 

XD 

model 

13.2  L 

3-1/2  gal 

2-7/8  gal 

Cummins  5.0  L 

- 

- 

- 

■  For  additional  information,  refer  to  "Recommended  fluids/ 
lubricants  and  capacities"  chart  of  the  Titan  Diesel  Owner's  Manual. 
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Fluid  type 

Capacity  (approximate) 

Recommended  Fluids/Lubricants 

Metric 

Measure 

US 

Measure 

Imperial 

Measure 

Automatic  Trans- 
mission  Fluid  (ATF) 

6-speed  (Diesel  en¬ 
gine  only) 

- 

- 

- 

■  Genuine  NISSAN  Matic  K  ATF 

■  Using  automatic  transmission  fluid  that  is  not  equivalent  to  Genu¬ 
ine  NISSAN  Matic  K  ATF  may  damage  the  transmission  or  impact 
transmission  durability.  Damage  caused  by  the  use  of  fluid  other 
than  as  recommended  is  not  covered  under  the  NISSAN  New  Ve¬ 
hicle  Limited  Warranty. 

7-speed  (Gasoline  en¬ 
gine  only) 

■  Genuine  NISSAN  Matic  S  ATF 

•  NISSAN  recommends  using  Genuine  NISSAN  Matic  S  ATF  ONLY  in 
NISSAN  automatic  transmissions.  Do  not  mix  with  other  fluids.  Using 
fluids  that  are  not  equivalent  to  Genuine  NISSAN  Matic  S  ATF  may 
damage  the  automatic  transmission.  Damage  caused  by  the  use  of 
fluid  other  than  as  recommended  is  not  covered  under  the  NISSAN 
New  Vehicle  Limited  Warranty. 

Differential  gear  oil 

Front 

Non-XD 

model 

1.25  L 

2-5/8  pt 

2-1/4  pt 

■  Genuine  NISSAN  Differential  Oil  Hypoid  Super-CT  Synthetic  GL-5 
75W-90 

■  NISSAN  recommends  using  Genuine  NISSAN  Differential  Oil  Hypoid 
Super-CT  Synthetic  GL-5  75W-90  ONLY  in  final  drive. 

Do  not  mix  with  other  fluids.  Using  fluids  that  are  not  equivalent  to 
Genuine  NISSAN  Differential  Oil  Hypoid  Super-CT  Synthetic  GL-5 
75W-90  may  damage  the  differential  gear.  Damage  caused  by  the 
use  of  fluids  otherthan  as  recommended  is  not  covered  underthe 
NISSAN'S  New  Vehicle  Limited  Warranty. 

XD 

model 

1.51  L 

3-1/4  pt 

2-5/8  pt 

Rear 

Non-XD 

model 

2.3  L 

4-7/8  pt 

4  pt 

XD 

model 

2.6  L 

5-1/2  pt 

4-5/8  pt 

Transfer  fluid 

Non-XD  model 

1.5  L 

1-5/8  qt 

1-3/8  qt 

■  Genuine  NISSAN  ATF  D3M 

■  Using  fluid  otherthan  Genuine  NISSAN  ATF  D3M  (or  equivalent) 
may  cause  deterioration  in  driveability  and  transfer  durability  and 
may  damage  the  transfer.  Damage  caused  by  fluids  other  than  as 
recommended  is  not  covered  by  the  NISSAN's  New  Vehicle  Limited 
Warranty. 

XD  model 

1.8  L 

1-7/8  qt 

1-5/8  qt 

Power  Steering  Fluid  (PSF) 

— 

^^enuine  NISSAN  PSF  II  or  equivalent. 
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Fluid  type 

Capacity  (approximate) 

Recommended  Fluids/Lubricants 

Metric 

Measure 

US 

Measure 

Imperial 

Measure 

Brake  fluid 

- 

- 

- 

■  Genuine  NISSAN  Super  Heavy  Duty  Brake  Fluid  *2  or  equivalent 
DOTS. 

*2  Available  in  mainland  USA  through  a  NISSAN  dealer. 

Multi-purpose  grease 

- 

- 

- 

■  NLGI  No.  2  (Lithium  Soap  base)  (or  equivalent). 

Air  conditioning  system  refrigerant 

- 

- 

- 

■  HFO-1234yf  {R-1234yf)  (or  equivalent). 

■  For  additional  information,  refer  to  'Air  conditioner  system  refriger¬ 
ant  and  oil  recommendations"  in  this  section. 

Air  conditioning  system  oil 

- 

- 

- 

■  Genuine  NISSAN  A/G  System  Oil  Type  PAG  or  equivalent 

■  For  additional  information,  refer  to  "Air  conditioner  system  refriger¬ 
ant  and  oil  recommendations"  in  this  section. 

Windshield-washer  fluid 

4.5  L 

1-1/4  gal 

1  gal 

■  Genuine  NISSAN  Windshield  Washer  Goncentrate  Cleaner  &  Anti¬ 
freeze  fluid  or  equivalent. 
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FUEL  RECOMMENDATION 

Gas  engine  only 

Use  unleaded  regular  gasoline  with  an  oc¬ 
tane  rating  of  at  least  87  AKI  (Anti-Knock 
Index)  number  (Research  octane  number 
91). 


^CAUTION 

Using  a  fuel  other  than  that  specified 
could  adversely  affect  the  emission 
control  system,  and  may  also  affect 
the  warranty  coverage. 

Under  no  circumstances  should  a 
leaded  gasoline  be  used,  because  this 
will  damage  the  three-way  catalyst. 

Do  not  use  E-15  or  E-85  fuel  in  your 
vehicle.  Your  vehicle  is  not  designed  to 
run  on  E-15  or  E-85  fuel.  Using  E-15  or 
E-85  fuel  in  a  vehicle  not  specifically 
designed  for  E-15  or  E-85  fuel  can  ad¬ 
versely  affect  the  emission  control 
devices  and  systems  of  the  vehicle. 
Damage  caused  by  such  fuel  is  not 
covered  by  the  NISSAN  New  Vehicle 
Limited  Warranty. 


■  Do  not  use  fuel  that  contains  the  oc¬ 
tane  booster  methylcyclopentadienyl 
manganese  tricarbonyl  (MMT).  Using 
fuel  containing  MMT  may  adversely 
affect  vehicle  performance  and  ve¬ 
hicle  emissions.  Not  all  fuel  dispens¬ 
ers  are  labeled  to  indicate  MMT  con¬ 
tent,  so  you  may  have  to  consult  your 
gasoline  retailer  for  more  details. 
Note  that  Federal  and  California  laws 
prohibit  the  use  of  MMT  in  reformu¬ 
lated  gasoline. 

■  U.S.  government  regulations  require 
ethanol  dispensing  pumps  to  be  iden¬ 
tified  by  a  small,  square,  orange  and 
black  label  with  the  common  abbre¬ 
viation  or  the  appropriate  percentage 
for  that  region. 

Diesel  engine  only 

For  additional  information,  refer  to  "Fuel 
recommendation"  in  the  Titan  Diesel  Own¬ 
er's  Manual. 


trol  system  and  vehicle  performance.  Ask 
your  service  station  manager  if  the  gaso¬ 
line  meets  the  WWFC  specifications. 

Reformulated  gasoline 

Some  fuel  suppliers  are  now  producing  re¬ 
formulated  gasolines.  These  gasolines  are 
specially  designed  to  reduce  vehicle  emis¬ 
sions.  NISSAN  supports  efforts  towards 
cleaner  air  and  suggests  that  you  use  re¬ 
formulated  gasoline  when  available. 

Gasoline  containing  oxygenates 

Some  fuel  suppliers  sell  gasoline  contain¬ 
ing  oxygenates  such  as  ethanol,  Methyl 
Tert-butyl  Ether  (MTBE)  and  methanol  with 
or  without  advertising  their  presence. 
NISSAN  does  not  recommend  the  use  of 
fuels  of  which  the  oxygenate  content  and 
the  fuel  compatibility  for  your  NISSAN  can¬ 
not  be  readily  determined.  If  In  doubt,  ask 
your  service  station  manager. 


Gasoline  specifications 

NISSAN  recommends  using  gasoline  that 
meets  the  World-Wide  Fuel  Charter  (WWFC) 
specifications  where  it  is  available.  Many  of 
the  autom^^^|Mnyfa^^rej^^eveloped 
this  spe^^^^B^^^TO^^^^mispion  con- 


If  you  use  oxygenate-blend  gasoline, 
please  take  the  following  precautions  as 
the  usage  of  such  fuels  may  cause  vehicle 
performance  problems  and/orfuel  system 
damage. 
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The  fuel  should  be  unleaded  and  have 
an  octane  rating  no  lower  than  that 
recommended  for  unleaded  gasoline. 

If  an  oxygenate-blend  other  than 
methanol  blend  is  used,  it  should 
contain  no  more  than  10%  oxygenate. 
(MTBE  may,  however,  be  added  up  to 
15%.) 


If  any  driveability  problems  such  as  engine 
stalling  and  difficult  hot-starting  are  expe¬ 
rienced  after  using  oxygenate-blend  fuels, 
immediately  change  to  a  non-oxygenate 
fuel  or  a  fuel  with  a  low  blend  of  MTBE. 

Take  care  not  to  spill  gasoline  during  re¬ 
fueling.  Gasoline  containing  oxygenates 
can  cause  paint  damage. 


label  with  the  common  abbreviation  or  the 
appropriate  percentage  for  that  region. 

Fuel  containing  MMT 

MMT,  or  methylcyclopentadienyl  manga¬ 
nese  tricarbonyl,  is  an  octane  boosting  ad¬ 
ditive.  NISSAN  does  not  recommend  the 
use  of  fuel  containing  MMT.  Such  fuel  may 
adversely  affect  vehicle  performance,  in¬ 
cluding  the  emissions  control  system.  Note 
that  while  some  fuel  pumps  label  MMT 
content,  not  all  do,  so  you  may  have  to 
consult  your  gasoline  retailer  for  more  de¬ 
tails. 

Aftermarket  fuel  additives 

NISSAN  does  not  recommend  the  use  of 
any  aftermarket  fuel  additives  (for  ex¬ 
ample,  fuel  injector  cleaner,  octane 
booster,  intake  valve  deposit  removers, 
etc.)  which  are  sold  commercially.  Many  of 
these  additives  intended  for  gum,  varnish 
or  deposit  removal  may  contain  active  sol¬ 
vents  or  similar  ingredients  that  can  be 
harmful  to  the  fuel  system  and  engine. 


E-15fuel  contains  more  than  10%  oxy¬ 
genate.  E-15  fuel  will  adversely  affect 
the  emission  control  devices  and  sys¬ 
tems  of  the  vehicle  and  should  not  be 
used.  Damage  caused  by  such  fuel  is 
not  covered  by  the  NISSAN  New  Ve¬ 
hicle  Limited  Warranty. 

If  a  methanol  blend  is  used,  it  should 
contain  no  more  than  5%  methanol 
(methyl  alcohol,  wood  alcohol).  It 
should  also  contain  a  suitable 
amount  of  appropriate  cosolvents 
and  corrosion  inhibitors.  If  not  prop¬ 
erly  formulated  with  appropriate  co¬ 
solvents  and  corrosion  inhibitors, 
such  methanol  blends  may  cause  fuel 
system  damage  and/or  vehicle  per¬ 
formance  problems.  At  this  time,  suf¬ 
ficient  data  is  not  available  to  ensure 
that  all  methanol  blends  are  suitable 
for  use  in  NISSAN  vehicles. 


E-15  fuel 

E-15  fuel  is  a  mixture  of  approximately  15% 
fuel  ethanol  and  85%  unleaded  gasoline. 
E-15  can  only  be  used  in  vehicles  designed 
to  run  on  E-15  fuel.  Do  not  use  E-15  in  your 
vehicle.  U.S.  government  regulations  re¬ 
quire  fuel  ethanol  dispensing  pumps  to  be 
identified  with  small,  square,  orange  and 
black  label  with  the  common  abbreviation 
or  the  appropriate  percentage  for  that  re¬ 
gion. 

E-85fuel 

E-85fuel  is  a  mixture  of  approximately  85% 
fuel  ethanol  and  15%  unleaded  gasoline. 
E-85  can  only  be  used  in  a  Flexible  Fuel 
Vehicle  (FFV).  Do  not  use  E-85  in  your  ve¬ 
hicle.  U.S.  government  regulations  require 
fuel  ethanol  dispensing  pumps  to  be  iden¬ 
tified  by  orange  gpd  black 
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Octane  rating  tips 

Using  unleaded  gasoline  with  an  octane 
rating  lower  than  recommended  can 
cause  persistent,  heavy  "spark  knock." 
("Spark  knock"  is  a  metaliic  rapping 
noise.)  If  severe,  this  can  lead  to  engine 
damage.  If  you  detect  a  persistent  heavy 
spark  knock  even  when  using  gasoline 
of  the  stated  octane  rating,  or  if  you  hear 
steady  spark  knock  while  holding  a 
steady  speed  on  level  roads,  it  is  recom¬ 
mended  that  you  have  a  NISSAN  dealer 
correct  the  condition.  Failure  to  correct 
the  condition  is  misuse  of  the  vehicle,  for 
which  NISSAN  is  not  responsible. 

Incorrect  ignition  timing  may  result  in 
spark  knock,  after-run  and/or  overheating, 
which  may  cause  excessive  fuel  consump¬ 
tion  or  engine  damage.  If  any  of  the  above 
symptoms  are  encountered,  have  your  ve¬ 
hicle  checked.  It  is  recommended  that  you 
visit  a  NISSAN  dealer  for  servicing. 

However,  now  and  then  you  may  notice 
light  spark  knock  for  a  short  time  while 
accelerating  or  driving  up  hills.  This  is  not 
a  cause  for  concern,  because  you  get  the 
greatest  fuel  benefit  when  there  is  light 
spark  knockfor  a  short  time  under  heavy 
engine  load. 


ENGINE  OIL  AND  OIL  FILTER 
RECOMMENDATIONS  (for  gas 
engine  only) 

For  diesel  engine  oil  and  oil  filter  recom¬ 
mendations,  refer  to  "Engine  oil  and  oil  filter 
recommendations"  section  of  the  Titan 
Diesel  Owner's  Manual. 

Selecting  the  correct  oil 

It  is  essential  to  choose  the  correct  grade, 
quality  and  viscosity  engine  oil  to  ensure 
satisfactory  engine  life  and  performance. 
For  addihonahi^mTadQnjBfe^  "Recom¬ 
mend  e  P  a  c  i  t  i  e  s" 


in  this  section.  NISSAN  recommends  the 
use  of  an  energy  conserving  oil  in  order  to 
improve  fuel  economy. 

Select  only  engine  oils  that  meet  the 
American  Petroleum  Institute  (API)  certifi¬ 
cation  or  International  Lubricant  Standard¬ 
ization  and  Approval  Committee  (ILSAC) 
certification  and  SAE  viscosity  standard. 
These  oils  have  the  API  certification  mark 
on  the  front  of  the  container.  Oils  which  do 
not  have  the  specified  quality  label  should 
not  be  used  as  they  could  cause  engine 
damage. 
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Oil  additives 

NISSAN  does  not  recommend  the  use  of  oil 
additives.  The  use  of  an  oil  additive  is  not 
necessary  when  the  proper  oil  type  is  used 
and  maintenance  intervals  are  followed. 

Oil  which  may  contain  foreign  matter  or 
has  been  previously  used  should  not  be 
used. 

Oil  viscosity 

The  engine  oil  viscosity  or  thickness 
changes  with  temperature.  Because  of 
this,  it  is  important  to  select  the  engine  oil 
viscosity  based  on  the  temperatures  at 
which  the  vehicle  will  be  operated  before 
the  next  oil  change.  Choosing  an  oil  viscos¬ 
ity  other  than  that  recommended  could 
cause  serious  engine  damage. 

Selecting  the  correct  oil  filter 

Your  new  NISSAN  vehicle  is  equipped  with  a 
high-quality  Genuine  NISSAN  oil  filter.  When 
replacing,  use  a  Genuine  NISSAN  oil  filter  or 
its  equivalent  for  the  reason  described  in 
"Ghange  intervals." 

Change  intervals 

The  oil  and  oil  filter  change  intervals  for 
your  engine  are  based  on  the  use  of  the 
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specified  quality  oils  and  filters.  Using  en¬ 
gine  oil  and  filters  that  are  not  of  the  speci¬ 
fied  quality,  or  exceeding  recommended  oil 
and  filter  change  intervals  could  reduce 
engine  life.  Damage  to  the  engine  caused 
by  improper  maintenance  or  use  of  incor¬ 
rect  oil  and  filter  quality  and/or  viscosity  is 
not  covered  by  the  NISSAN  New  Vehicle 
Limited  Warranty. 

Your  engine  was  filled  with  a  high-quality 
engine  oil  when  it  was  built.  You  do  not  have 
to  change  the  oil  before  the  first  recom¬ 
mended  change  interval.  Oil  and  filter 
change  intervals  depend  upon  how  you 
use  your  vehicle. 

Operation  under  the  following  conditions 
may  require  more  frequent  oil  and  filter 
changes: 

■  repeated  short  distance  driving  at  cold 
outside  temperatures 

■  driving  in  dusty  conditions 

■  extensive  idling 

■  towing  a  trailer 

■  stop  and  go  commuting 

For  additional  information,  refer  to  the 


AIR  CONDITIONER  SYSTEM 
REFRIGERANT  AND  OIL 
RECOMMENDATIONS 

The  air  conditioner  system  in  your 
NISSAN  vehicle  must  be  charged  with  the 
refrigerant  HFO-1234yf  (R-1234yf)  and 
NISSAN  A/C  system  oil  Type  PAG  or  the 
exact  equivalents. 

^CAUTION 

The  use  of  any  other  refrigerant  or  oil 
may  cause  severe  damage  to  the  air 
conditioning  system  and  may  require 
the  replacement  of  all  air  conditioner 
system  components. 

The  refrigerant  HFO-1234yf  (R-1234yf)  in 
your  NISSAN  vehicle  does  not  harm  the 
earth's  ozone  layer.  Although  this  refriger¬ 
ant  does  not  affect  the  earth's  atmo¬ 
sphere,  certain  government  regulations  re¬ 
quire  the  recovery  and  recycling  of  any 
refrigerant  during  automotive  air  condi¬ 
tioner  system  service.  Air  conditioner  sys¬ 
tem  should  only  be  service  by  trained  and 
certified  technicians  to  ensure  proper  and 
safe  operation  (SAEJ2845).  A  NISSAN  dealer 
has  the  trained  technicians  and  equip¬ 
ment  needed  to  recover  and  recycle  your 
air  conditioner  system  refrigerant. 
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A  damaged  or  leaking  air  conditioning 
evaporator  shall  never  be  repaired  or  re- 
piaced  with  one  removed  from  a  used  or 
salvaged  vehicle.  To  replace  a  damaged  or 
leaking  evaporator,  use  only  new  and  SAE 
J2842  certified  evaporator(s).  It  is  recom¬ 
mended  that  you  visit  a  NISSAN  dealer 
when  servicing  your  air  conditioner  sys¬ 
tem. 
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SPECIFICATIONS 


ENGINE 

Gas  engine  only 


Model 

VK56VD 

Type 

Gasoline,  4-cycle,  DOHC 

Cylinder  arrangement 

8-cylinder,  V-block,  Slanted  at  90° 

Bore  X  Stroke 

in  (mm)  3.858  x  3.622  (98  x  92) 

Displacement 

cu  in  (cm^)  338.78  (5,552) 

Firing  order 

1-8-7-3-6-5-4-2 

Idle  speed 

A/T  (in  "N"  position) 

Ignition  timing  (degree  B.T.D.C  at  idle 
speed) 

CO  %  at  idle 

No  adjustment  is  necessary. 

Spark  plug 

DILKAR7Bn 

Spark  plug  gap  (Nominal) 

in  (mm)  0.043  (1.1) 

Camshaft  operation 

Timing  chain 

This  spark  ignition  system  compiies  with  the  Canadian  standard  ICES-002. 

Diesel  engine  only 

For  additional  information,  refer  to  "Engine"  in  the  Titan  Diesel  Owner's  Manual. 
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WHEELS  AND  TIRES 


Wheel  Type 

Offset  in  (mm) 

Size 

1.73  (44) 

17x75  J 

Steel 

0.98  (25) 

18X8.0J 

0.98  (25) 

18X8.0J 

0.91  (23) 

18X8.0J 

Alloy 

1.63  (41.5) 

18X75J 

0.91  (23) 

20  X  8.0  J 

1.63  (41.5) 

20x75  J 

Tire  type 

Performance  type 

Size 

All  season 

265/70R18 

All  season 

P265/70m8 

Passenger 

All  season 

P275/60R20 

All  terrain 

P275/70R18 

All  season 

LT245/75R17 

Light  truck 

All  terrain 

LT275/65R18 

All  season 

LT265/60R20 

Spare  wheel  type 

Performance  type 

Size 

- 

265/70R18 

- 

P265/70R18 

Full  Size 

- 

P265/75R18 

(Non  Matching)  Steel 

- 

P275/70R18 

- 

P275/60R20 

- 

LT245/75R17 

Full  size 

- 

P275/60R20 

(Non  Matching)  Alloy 

- 

P275/70R18 

- 

P275/60R20 

Full  size  (Matching) 

_ 

LT265/60R20 

Alloy 

- 

LT275/60R20 

- 

LT275/65R18 
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DIMENSIONS  AND  WEIGHTS 


Non-XD  single  cab  models 


Models 

Units:  in  (mm) 

Overall  Length: 

228.1  (5,794) 

Overall  width; 

79.5  (2,020) 

Overall  height: 

2WD  S 

74.5  (1,893) 

2WD  5V 

74.6  (1,894) 

4WD  5 

75.1  (1,9079) 

4WD  SV 

75.2  (1,908.9) 

Front  Track: 

S  and  SV 

679  (1,725) 

Rear  Track: 

S  and  SV 

679  (1,725) 

Wheelbase: 

139.8  (3,550) 

Gross  vehicle  weight  rating: 

Gross  axle  weight  rating: 

Front: 

Refer  to  the  "F.M.VS.S./C.M.V.S.S.  certification  label"  on 

the  center  pillar  between  the  driver's  side  front  and 
rear  doors. 

Rear: 
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XD  single  cab  models 


Models 

Units:  in  (mm) 

Overall  Length: 

231  (5,866.5) 

Overall  width: 

79.5  (2,020) 

Overall  height: 

2WD  with  diesel  engine 

772  (1,960) 

4WD  with  diesel  engine 

771  (1959) 

2WD  with  gasoline  engine 

773  (1,962.5) 

4WD  with  gasoline  engine 

772  (1,962) 

Front  Track: 

S  and  SV 

68.4  (1,738) 

Rear  Track: 

S  and  SV 

68.4  (1,737) 

Wheelbase: 

139.8  (3,550) 

Gross  vehicle  weight  rating: 

Gross  axle  weight  rating: 

Front: 

Refer  to  the  "RMVS.S./C.MVS.S.  certification  label"  on 
the  center  pillar  between  the  driver's  side  front  and 
rear  doors. 

Rear: 
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Non-XD  crew  cab  models 


Models 

Units:  in  (mm) 

Overall  Length: 

S,  SV  SL  and  Platinum 

228.1  (5,794) 

Pro-4X 

228.5  (5,804) 

Overall  width: 

Tow  mirrors  non-extended 

98.2  (2,494) 

Tow  mirrors  extended 

103.9  (2,640) 

Without  overfenders 

S,  SVandSL 

79.5  (2,020) 

With  overfenders 

Pro-4X  and  Platinum 

80.7  (2,050) 

Overall  height: 

2WD  S/SV 

75.4  (1,915.1) 

4WD  S/SV 

76.0  (1,929.7) 

2WD  SL/Platinum 

75.6  (1,920.4) 

4WD  Pro-4X 

772  (1,960.3) 

4WD  SL/Platinum 

772  (1,959.7) 

Front  Track: 

S  and  SV 

679  (1,725) 

SL,  Pro-4X  and  Platinum 

68.1  (1,729) 

Rear  Track: 

S  and  SV 

679  (1,725) 

SL,  Pro-4X  and  Platinum 

68.1  (1,729) 

Wheelbase: 

139.8  (3,550) 

Gross  vehicle  weight  rating: 

Gross  axle  weight  rating: 

Front: 

Rear: 

Refer  to  the  "F.M.VS.S./C.M.VS.S.  certification  label"  on 
the  center  pillar  between  the  driver's  side  front  and 
rear  doors. 
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XD  crew  cab  models 


Models 

Units:  in  (mm) 

Overall  Length: 

Without  front  license  plate  bracket 

S,  sy  SL  and  Platinum 

242.7  (6,165.7) 

Without  front  license  plate  bracket 

Pro-4X 

243.6  (6,1871) 

With  front  license  plate  bracket 

S,  sy  SL  and  Platinum 

243.0  (6,172.6) 

With  front  license  plate  bracket 

Pro-4X 

243.9  (6,194.6) 

Overall  width: 

Tow  mirrors  non-extended 

98.2  (2,494) 

Tow  mirrors  extended 

103.9  (2,640) 

Without  overfenders 

S,  SVand  SL 

79.5  (2,020) 

With  overfenders 

Pro-4Xand  Platinum 

80.7  (2,049) 

Overall  height: 

2WD/4WD  S/SV 

78.0  (1981) 

4WD  Pro-4X 

78.4  (1,992.3) 

2WD/4WD  SL/Platinum 

78.9  (2,002.8) 

Front  Track: 

S  and  SV 

68.4  (1,738) 

SL,  Pro-4X  and  Platinum 

68.6  (1,743) 

Rear  Track: 

S  and  SV 

68.4  (1,737) 

SL,  Pro-4X  and  Platinum 

68.6  (1,742) 

Wheelbase: 

1516  (3,850) 

Gross  vehicle  weight  rating: 

Gross  axle  weight  rating: 

Front: 

Refer  to  the  "FM.V.S.S./C.M.VS.S.  certification  label"  on 
the  center  pillar  between  the  driver's  side  front  and 
rear  doors. 

Rear: 
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Non-XD  King  Cab®  models 


Models 

Units:  in  (mm) 

Overall  Length: 

S  and  SV 

2281  (5,794) 

Pro-4X 

228.5  (5,804) 

Overall  width: 

S  and  SV 

79.5  (2,020) 

Pro-4X 

80.7  (2,049.6) 

Overall  height: 

2WD  S  75.1  (1,906.6) 

4WD  5  75.7  (1,921.8) 

2WD  SV  751  (1,908) 

4WD  SV  75.7  (1,923.2) 

Pro-4X_ 76.9  (1,953.2) 


Front  Track: 

S  and  SV 

679  (1,725) 

Pro-4X 

681  (1.729) 

Rear  Track: 

S  and  SV 

679  (1,725) 

Pro-4X 

681  (1,729) 

Wheelbase: 

139.8  (3,550) 

Gross  vehicle  weight  rating: 

Gross  axle  weight  rating: 

Front: 

Rear: 

Refer  to  the  "FM.V.S.S./C.M.V.S.S.  certification  label"  on 
the  center  pillar  between  the  driver's  side  front  and 
rear  doors. 
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XD  King  Cab®  models 


Models 

Units:  in  (mm) 

Overall  Length: 

S  and  SV 

230.5  (5,854.7) 

Pro-4X 

231.3  (5876.1) 

Overall  width: 

S  and  SV 

79.5  (2,020) 

Pro-4X 

80.7  (2,049) 

Overall  height: 

2WD  S  and  SVwith  diesel  engine 

777  (1,974) 

2WD  S  and  SVwith  gasoline  engine 

778  (1,975.9) 

4WD  S  and  SVwith  diesel  engine 

777  (1,974) 

4WD  S  and  SVwith  gasoline  engine 

778  (1,975.9) 

4WD  Pro-4Xwith  diesel  engine 

78.1  (1,983) 

4WD  Pro-4X  with  gasoline  engine 

78.1  (1,9877) 

Front  Track: 

S  and  SV 

68.4  (1,738) 

Pro-4X 

68.6  (1,743) 

Rear  Track: 

S  and  SV 

68.4  (1,737) 

Pro-4X 

68.6  (1,742) 

Wheelbase: 

139.8  (3,550) 

Gross  vehicle  weight  rating: 

Gross  axle  weight  rating: 

Front: 

Refer  to  the  "F.M.VS.S./C.M.VS.S.  certification  label"  on 

the  center  pillar  between  the  driver's  side  front  and 
rear  doors. 

Rear: 
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WHEN  TRAVELING  OR  REGISTERING 
IN  ANOTHER  COUNTRY 

When  planning  to  drive  your  NISSAN  ve¬ 
hicle  in  another  country,  you  should  first 
find  out  if  the  fuel  available  is  suitable  for 
your  vehicle's  engine. 

Using  fuel  with  an  octane  rating  that  is  too 
low  may  cause  engine  damage.  All  gaso¬ 
line  vehicles  must  be  operated  with  un¬ 
leaded  gasoline.  Therefore,  avoid  taking 
your  vehicle  to  areas  where  appropriate 
fuel  is  not  available. 

When  transferring  the  registration  of 
your  vehicle  to  another  country,  state, 
province  or  district,  it  may  be  necessary 
to  modify  the  vehicle  to  meet  local  laws 
and  regulations. 

The  laws  and  regulations  for  motor  vehicle 
emission  control  and  safety  standards 
vary  according  to  the  country,  state,  prov¬ 
ince  or  district;  therefore,  vehicle  specifica¬ 
tions  may  differ. 

When  any  vehicle  is  to  be  taken  into  an¬ 
other  country,  state,  province  or  district 
and  registered,  its  modifications,  trans¬ 
portation  and  registration  are  the  re¬ 
sponsibility  of  the  user.  NISSAN  is  not  re¬ 
sponsible  for  any  inconvenience  that 
may  result. 


VEHICLE  IDENTIFICATION 


VEHICLE  IDENTIFICATION  NUMBER 
(VI N)  PLATE 


The  vehicle  Identification  number  (VIN) 
plate  is  attached  as  shown.  This  number  is 
the  identification  for  your  vehicle  and  is 
used  in  the  vehicle  registration. 
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VEHICLE  IDENTIFICATION  NUMBER 

(chassis  number) 

The  vehicle  identification  number  is  lo¬ 
cated  as  shown. 


OEi&L.ER  e^ROCES! 


_ WTI0095 

VK56VD 


_ LTI2155 

Cummins  5.0L 

ENGINE  SERIAL  NUMBER 

The  engine  serial  number  is  stamped  on 
the  engine  as  shown. 
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F.M.V.S.S./C.MVS.S.  CERTIFICATION 
LABEL 


The  Federal/Canadian  Motor  Vehicle 
Safety  Standard  (F.M.V.S.S./C.MVS.S.)  certifi¬ 
cation  labei  is  affixed  as  shown.  This  label 
contains  valuable  vehicle  information,  such 
as:  (GVWR),  (GAWR),  month  and  year  of 
manufacture,  (VIN),  etc.  Review  it  carefully. 


EMISSION  CONTROL 
INFORMATION  LABEL 

The  emission  control  information  label  is 
attached  to  the  underside  of  the  hood  as 
shown. 
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TIRE  AND  LOADING  INFORMATION 
LABEL 


The  cold  tire  pressure  is  shown  on  the  Tire 
and  Loading  Information  label.  The  label  is 
located  as  shown. 


AIR  CONDITIONER  SPECIFICATION 
LABEL 


The  air  conditioner  specification  label  is  af¬ 
fixed  to  the  underside  of  the  hood  as 
shown. 


OEAUEH  ef»fiOCE! 
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INSTALLING  FRONT  LICENSE  PLATE 


Use  the  following  steps  to  mount  the  front 
license  plate: 


1.  Attach  the  license  plate  bracket  on  the 
skid  plate  at  the  location  marked  (small 
dimple)  using  self-tapping  screws. 
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Except  Pro-4x 

Use  the  following  steps  to  mount  the  front 
license  plate: 

1.  Install  two  grommets  ®  into  the 
square  holes  in  the  front  bumper. 
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Except  Pro-4x 

2.  Install  the  license  plate  bracket  to  the 
front  bumper  with  two  tapping  screws 


_ A  WARNING _ 

■  It  is  extremely  dangerous  to 
ride  in  a  cargo  area  inside  a  ve¬ 
hicle.  In  a  collision,  people  riding 
in  these  areas  are  more  likely  to 
be  seriously  injured  or  killed. 

■  Do  not  allow  people  to  ride  in 
any  area  of  your  vehicle  that  is 
not  equipped  with  seats  and 
seat  belts. 

■  Be  sure  everyone  in  your  vehicle 
is  in  a  seat  and  using  a  seat  belt 
properly. 

TERMS 


It  is  important  to  familiarize  yourself 
with  the  following  terms  before 
loading  your  vehicle: 


Curb  Weight  (actual  weight  of 
your  vehicle)  -  vehicle  weight  in¬ 
cluding:  standard  and  optional 
equipment,  fluids,  emergency 
tools,  and  spare  tire  assembly. 
This  weight  does  not  include 
pas= 


GVW  (Gross  Vehicle  Weight)  -  curb 
weight  plus  the  combined  weight 
of  passengers  and  cargo. 

GVWR  (Gross  Vehicle  Weight  Rat¬ 
ing)  -  maximum  total  combined 
weight  of  the  unloaded  vehicle, 
passengers,  luggage,  hitch,  trailer 
tongue  load  and  any  other  op¬ 
tional  equipment.  This  informa¬ 
tion  is  located  on  the 
F.M.V.S.S./C.M.V.S.S.  certification 
label. 

GAWR  (Gross  Axle  Weight  Rating)  - 
maximum  weight  (load)  limit 
specified  for  the  front  or  rear  axle. 
This  information  is  located  on  the 
F.M.V.S.S./C.M.V.S.S.  certification 
label. 

GCWR  (Gross  Combined  Weight 
rating)  -  The  maximum  total 
weight  rating  of  the  vehicle,  pas¬ 
sengers,  cargo,  and  trailer. 
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Vehicle  Capacity  Weight,  Load 
limit,  Total  load  capacity  -  maxi¬ 
mum  total  weight  limit  specified 
of  the  load  (passengers  and 
cargo)  for  the  vehicle.  This  is  the 
maximum  combined  weight  of 
occupants  and  cargo  that  can  be 
loaded  into  the  vehicle.  If  the  ve¬ 
hicle  is  used  to  tow  a  trailer,  the 
trailer  tongue  weight  must  be  in¬ 
cluded  as  part  of  the  cargo  load. 
This  information  is  located  on  the 
Tire  and  Loading  Information  la¬ 
bel. 

Cargo  capacity  -  permissible 
weight  of  cargo,  the  subtracted 
weight  of  occupants  from  the 
load  limit. 


VEHICLE  LOAD  CAPACITY 

Before  driving  a  loaded  vehicle,  con¬ 
firm  that  you  do  not  exceed  the 
Gross  Vehicle  Weight  Rating  (GVWR) 
or  the  Gross  Axle  Weight  Rating 
(GAWR)  for  your  vehicle.  Both  the 
GVWR  and  GAWR  are  located  on  the 
F.M.V.S.S./C.M.V.S.S.  certification  label. 
For  additional  information,  refer  to 
"Measurement  of  weights"  in  this 
section. 

Do  not  exceed  the  load  limit  of  your 
vehicle  shown  as  "The  combined 
weight  of  occupants  and  cargo"  on 
the  Tire  and  Loading  Information  la¬ 
bel.  Do  not  exceed  the  number  of 
occupants  shown  as  "Seating  Ca¬ 
pacity"  on  the  Tire  and  Loading  Infor¬ 
mation  label. 
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To  get  "the  combined  weight  of  oc¬ 
cupants  and  cargo",  add  the  weight 
of  all  occupants,  then  add  the  total 
luggage  weight.  Examples  are 
shown  in  the  following  illustration. 


Steps  for  determining  correct 
load  limit 


Load  limit 
1,400  lbs. 
(640  kg) 


Load  limit 
1,400  lbs. 
(640  kg) 


Load  limit 
1,400  lbs. 
(640  kg) 


Occupants 


Luggage 


+  m 


Trailer  Tongue 
Weight 

+ 


150  lbs.  X  2  =  300  lbs.  30  lbs.  x  2  =  60  lbs.  300  lbs. 

(^70  kg)  (135  kg)  (14  kg)  (27  kg)  (135  kg)  J 


Occupants 


Luggage 


+ 


150  lbs.  X  2  =  300  lbs.  30  lbs.  x  2  =  60  lbs. 
1^(70  kg)  (135  kg)  (14  kg)  (27  kg)  J 


Occupants 


Luggage 

/-X 


150  lbs.  X  5  =  750  lbs.  30  lbs.  x  5  =  150  lbs. 


V, 


(70  kg)  (340  kg) 


(14  kg)  (70  kg) 


J 


Example 


Remaining  available 
cargo  and  luggage 
load  capacity  = 

740  lbs. 

(336  kg) 


1.  Locate  the  statement  "The  com¬ 
bined  weight  of  occupants  and 
cargo  should  never  exceed  XXX 
lbs.  or  XXX  kg"  on  your  vehicle's 
Tire  and  Loading  Information  la¬ 
bel. 


Remaining  available 
cargo  and  luggage 
load  capacity  = 
1,040  lbs. 

(472  kg) 


Remaining  available 
cargo  and  luggage 
load  capacity  = 

500  lbs. 

(227  kg) 


2.  Determinethecombined weight 
of  the  driver  and  passengers 
that  will  be  riding  in  your  vehicle. 

3.  Subtract  the  combined  weight 
of  the  driver  and  passengers 
from  XXX  lbs.  or  XXX  kg. 

4.  The  resulting  figure  equals  the 
available  amount  of  cargo  and 
luggage  load  capacity.  For  ex¬ 
ample,  if  the  XXX  amount  equals 
1,400  lbs.  and  there  will  be  five 
150  lbs.  passengers  in  your  ve¬ 
hicle,  the  amount  of  available 
cargo  and  luggage  load  capac¬ 
ity  is  650  lbs.  (1,400-750  (5  XI 50)  = 
650  lbs.)  or  (640-340  (5  X  70)  = 
300  kg.) 
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5.  Deternninethe  combined  weight 
of  luggage  and  cargo  being 
loaded  on  the  vehicle.  That 
weight  may  not  safely  exceed 
the  available  cargo  and  luggage 
load  capacity  calculated  in 
step  4. 

6.  If  your  vehicle  will  be  towing  a 
trailer,  load  from  your  trailer  will 
be  transferred  to  your  vehicle. 
Consult  this  manual  to  deter¬ 
mine  how  this  reduces  the  avail¬ 
able  cargo  and  luggage  load  ca¬ 
pacity  of  your  vehicle. 

Before  driving  a  loaded  vehicle,  con¬ 
firm  that  you  do  not  exceed  the 
GVWR  or  the  GAWR  for  your  vehicle. 
For  additional  information,  refer  to 
"Measurement  of  weights"  in  this 
section. 

Also  check  tires  for  proper  inflation 
pressures.  For  additional  informa¬ 
tion,  refer  to  “Tire  and  Loading  Infor¬ 
mation  label"  in  the  "Do-it-yourself" 
section  of  this  manual. 


_ LTI0102 

SECURING  THE  LOAD 

For  your  convenience,  tie  down  hooks  are 
placed  at  each  corner  of  the  truck  box. 
These  may  be  used  to  help  secure  cargo 
loaded  into  the  truck  box. 

^WARNING 

■  Properly  secure  all  cargo  with  ropes  or 
straps  to  help  prevent  it  from  sliding 
or  shifting.  Do  not  place  cargo  higher 
than  the  seatbacks.  In  a  sudden  stop 
or  collision,  unsecured  cargo  could 
cause  personal  injury. 

CSTy 
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■  Do  not  load  your  vehicle  any  heavier 
than  the  GVWR  or  the  maximum  front 
and  rear  GAWRs.  If  you  do,  parts  of 
your  vehicle  can  break,  tire  damage 
could  occur,  or  it  can  change  the  way 
your  vehicle  handles.  This  could  result 
in  loss  of  control  and  cause  personal 
injury. 


2 


UTILI-TRACK®  CHANNEL  SYSTEM  (if 
SO  equipped) 

1.  Side  channels 

2.  Header  channel 

3.  Channel  sections 

4.  Floor  channels 


^WARNING 

■  Properly  install  and  tighten  the  tie¬ 
down  cleats  into  the  Utili-track®  chan¬ 
nel  system.  Also,  do  not  attach  any 
rope  or  straps  directly  to  the  channel. 
Failure  to  properly  install  the  tie¬ 
down  cleats  or  attaching  ropes  or 
straps  directly  to  the  channel  can 
cause  the  cargo  to  become  unse¬ 
cured.  In  a  sudden  stop  or  collision, 
unsecured  cargo  could  cause  per¬ 
sonal  injury. 

■  Properly  secure  all  cargo  with  ropes  or 
straps  to  help  prevent  it  from  sliding 
or  shifting.  In  a  sudden  stop  or  colli¬ 
sion,  unsecured  cargo  could  cause 
personal  injury. 


NOTE: 

If  the  bed  liner  storage  bins  (if  so 
equipped]  are  installed  on  the  vehicle, 
use  type  B  cleats  (if  so  equipped)  in  the 
side  channel  locations.  The  use  of  type  A 
cleats  (if  so  equipped)  in  the  side  channel 
locations  with  the  bed  liner  storage  bins 
installed  will  interfere  with  bed  liner 
storage  bin  lid  operation.  For  additional 
information  on  bed  liner  storage  bins,  re¬ 
fer  to  "Storage"  in  the  "Instruments  and 
controls"  section  of  this  manual. 

The  Utili-track®  channel  system  allows  you 
to  move  tie-down  clamps  in  the  bed  to  the 
best  location  to  secure  a  load. 

The  tie-down  cleats  must  be  installed  so 
the  clamp  is  properly  seated  in  the  notches 
in  the  rail.  If  the  tie-down  cleat  is  not  seated 
in  the  notches,  it  will  not  be  flush  with  the 
rail  and  cannot  be  properly  tightened.  The 
bolt  in  the  center  of  the  cleat  must  be  tight¬ 
ened  hand  tight  (20  -  40  in-lbs.) 

Check  the  tightness  of  the  tie-down  cleat 
periodically  during  a  trip  to  make  sure  the 
center  bolt  has  not  become  loose. 
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Install  the  tie-down  cleat  as  follows: 


1.  Remove  the  channel  protectors  by  slid¬ 
ing  them  out  the  back  of  the  truck  bed. 
Properly  store  the  channel  protectors. 

2.  Loosen  the  center  bolt  completely. 


Type  A  cleat  (if  so  equipped) 

3.  Insert  the  cleat  into  the  channel  per¬ 
pendicular  to  the  channel  as  shown. 
Then  rotate  the  cleat  clockwise  90°  and 
slide  it  to  the  desired  location. 
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4.  Position  the  cleat  so  the  nubs  on  the 
bottom  fully  seat  into  the  channel  de¬ 
tents. 
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5.  There  should  be  no  gap  between  the 
bottom  of  the  cleat  and  the  top  of  the 
channel.  Tighten  the  center  bolt  hand 
tight  (20-40  In-lbs.). 
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cleat  (if  so  equipped] 
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Type  A  cleat  (if  so  equipped] 
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1  2 


Type  A  cleat  (if  so  equipped)  1  correct  installation,  2  incorrect  installation 
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■  Do  not  load  your  vehicle  any 
heavier  than  the  CVWR  or  the 
maximum  front  and  rear 
CAWRs.  If  you  do,  parts  of  your 
vehicle  can  breal<,  tire  damage 
could  occur,  or  it  can  change  the 
way  your  vehicle  handles.  This 
could  result  in  loss  of  control 
and  cause  personal  injury. 

•  Overloading  not  only  can 
shorten  the  life  of  your  vehicle 
and  the  tire,  but  can  also  cause 
unsafe  vehicle  handling  and 
longer  braking  distances.  This 
may  cause  a  premature  tire  fail¬ 
ure  which  could  result  in  a  seri¬ 
ous  accident  and  personal  in¬ 
jury.  Failures  caused  by 
overloading  are  not  covered  by 
the  vehicle's  warranty. 
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TRUCK-CAMPER  LOADING 
INFORMATION 


CREW  CAB  MODELS 

Crew  Cab  short  wheel  base  models 
should  not  be  used  to  carry  a  slide-in 
camper. 

KING  CAB®  MODELS 

This  information  is  provided  for  you  to 
properly  instaii  a  siide-in  camper  and  is 
based  on  the  Nationai  Highway  Traffic 
Safety  Administration  reguiations.  it  is  rec¬ 
ommended  that,  before  instaliing  the 
camper,  you  carefuiiy  read  the  foilowing  in¬ 
formation  and  ensure  that  the  camper 
meets  the  specifications. 

This  information  may  not  appiy  to  some 
Canada  modei  vehicies. 

SPECIAL  BODYVEHICLES 

Some  vehicles  are  equipped  with  commer¬ 
cial  or  camper  bodies.  However,  this  Own¬ 
er's  Manual  does  not  cover  these  options. 
For  additional  information,  refer  to  the 
body  manufacturer's  instruction  manual. 


Recommended  cargo 
center  of  gravity 
location 


LOCATION  FOR  CENTER  OF 
GRAVITY 

The  Illustration  Indicates  the  recom¬ 
mended  cargo  center  of  gravity  iocation. 

Single  Cab  models: 

LI  =49.0  in  (1,245  mm) 

Crew  Cab  Non-XD  models: 

LI  =  33.8  in  (858  mm) 

Crew  Cab  XD  models: 


LI  =  472  in  (1,200  mm) 

King  Cab'^RWWS^WJff^ls: 
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LI  =  39.6  in  (1,005  mm) 

King  Cab®  XD  models: 

Li  =  474  in  (1,205  mm) 

^WARNING 

Improper  loading  may  be  dangerous.  If 
a  load  is  too  far  back,  it  can  affect  han¬ 
dling  characteristics.  If  a  load  is  too  far 
forward,  the  front  axle  may  be 
overloaded. 


When  the  truck  is  used  to  carry  a  slide-in 
camper,  the  total  cargo  load  of  the  truck 
consists  of  the  camper  manufacturer's 
weight  figure,  plus: 

•  the  weight  of  installed  additional 
camper  equipment  not  included  in  the 
camper  manufacturer's  weight  figure, 

•  the  weight  of  camper  cargo. 


the  truck's  recommended  center  of  gravity 
location  when  installed. 

^WARNING 

Overloading  or  improper  loading  can 
adversely  affect  vehicle  handling,  brak¬ 
ing  and  performance  and  may  lead  to 
accidents. 

VEHICLE  LOAD  WEIGHT  CAPACITY 

The  vehicle  payload  weight  capacity 
shown  on  theTire  and  Loading  Information 
label  indicates  the  maximum  total  weight 
of  passengers,  optional  equipment  (air 
conditioning,  trailer  hitch,  etc.)  and  cargo 
that  your  vehicle  is  designed  to  carry. 

For  additional  information,  refer  to  'Tire  and 
Loading  Information  label"  in  this  section. 

Before  driving  a  loaded  vehicle,  confirm 
that  you  do  not  exceed  the  GVWR  or  the 
GAWR  for  your  vehicle.  For  additional  infor¬ 
mation,  refer  to  "Vehicle  loading  informa¬ 
tion"  in  this  section. 


•  and  the  weight  of  occupants  in  the 
camper. 

The  total  cargo  load  should  not  exceed  the 
truck's  pay  load  weight  rating  and  the 
camper's  center  of  gravity  should  fall  within 


Also  check  tires  for  proper  inflation  pres¬ 
sures.  For  additional  information,  refer  to 
the  'Tire  and  Loading  Information  label"  in 
this  section. 


MEASUREMENT  OF  WEIGHTS 

Secure  loose  items  to  prevent 
weight  shifts  that  could  affect  the 
balance  ofyour  vehicle.  When  the  ve¬ 
hicle  is  loaded,  drive  to  a  scale  and 
weigh  the  front  and  the  rear  wheels 
separately  to  determine  axle  loads. 
Individual  axle  loads  should  not  ex¬ 
ceed  either  of  the  gross  axle  weight 
ratings  (GAWR).  The  total  of  the  axle 
loads  should  not  exceed  the  gross 
vehicle  weight  rating  (GVWR).  These 
ratings  are  given  on  the  vehicle  cer¬ 
tification  label.  If  weight  ratings  are 
exceeded,  move  or  remove  items  to 
bring  all  weights  below  the  ratings. 
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TOWING  A  TRAILER 


^WARNING 

Overloading  or  improper  loading  of  a 
trailer  and  its  cargo  can  adversely  affect 
vehicle  handling,  braking  and  perfor¬ 
mance  and  may  lead  to  accidents. 

^CAUTION 

■  Do  not  tow  a  trailer  or  haul  a  heavy 
load  for  the  first  500  miles  (805  km). 
Your  engine,  axle  or  other  parts  could 
be  damaged. 

■  For  the  first  500  miles  (805  km)  that 
you  tow  a  trailer,  do  not  drive  over 
50  mph  (80  km/h)  and  do  not  make 
starts  at  full  throttle.  This  helps  the 
engine  and  other  parts  of  your  vehicle 
wear  in  at  the  heavier  load. 

Your  new  vehicle  was  designed  to  be  used 
primarily  to  carry  passengers  and  cargo. 
Remember  that  towing  a  trailer  places  ad¬ 
ditional  loads  on  your  vehicle's  engine, 
drive  train,  steering,  braking  and  other  sys¬ 
tems. 

A  NISSAN  Towing  Guide  (U.S.  only)  is  avail¬ 
able  on  the  website  at 
www.nissanusa.com.  This  guide  includes 


information  on  trailer  towing  capability  and 
the  special  equipment  required  for  proper 
towing. 

MAXIMUM  LOAD  LIMITS 

Maximum  trailer  loads 

Never  allow  the  total  trailer  load  to  exceed 
the  value  specified  in  the  'Towing 
load/specification"  chart  found  in  this  sec¬ 
tion.  The  total  trailer  load  equals  trailer 
weight  plus  its  cargo  weight. 

■  When  towing  a  trailer  load  of 
3,500  lbs.  (1,587  kg)  or  more,  trailers 
with  a  brake  system  MUST  be  used. 

The  maximum  CCWR  should  not  exceed 
the  value  specified  in  the  following  'Towing 
load/specification"  chart. 
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The  GCWR  equals  the  combined  weight  of 
the  towing  vehicle  (including  passengers 
and  cargo)  plus  the  total  trailer  load.  Tow¬ 
ing  loads  greater  than  these  or  using  im¬ 
proper  towing  equipment  could  adversely 
affect  vehicle  handling,  braking  and  perfor¬ 
mance. 

The  ability  of  your  vehicle  to  tow  a  trailer  is 
not  only  related  to  the  maximum  trailer 
loads,  but  also  the  places  you  plan  to  tow. 
Tow  weights  appropriate  for  level  highway 
driving  may  have  to  be  reduced  for  low 
traction  situations  (for  example,  on  slippery 
boat  ramps). 


Temperature  conditions  can  also  affect 
towing.  For  example,  towing  a  heavy  trailer 
in  high  outside  temperatures  on  graded 
roads  can  affect  engine  performance  and 
cause  overheating.  The  engine  protection 
mode,  which  helps  reduce  the  chance  of 
engine  damage,  could  activate  and  auto¬ 
matically  decrease  engine  power.  Vehicle 
speed  may  decrease  under  high  load.  Plan 
your  trip  carefully  to  account  for  trailer  and 
vehicle  load,  weather  and  road  conditions. 


^CAUTION 

Vehicle  damage  resulting  from  im¬ 
proper  towing  procedures  is  not  cov¬ 
ered  by  NISSAN  warranties. 


^WARNING 

Overheating  can  result  in  reduced  en¬ 
gine  power  and  vehicle  speed.  The  re¬ 
duced  speed  may  be  lower  than  other 
traffic,  which  could  increase  the  chance 
of  a  collision.  Be  especially  careful  when 
driving.  If  the  vehicle  cannot  maintain  a 
safe  driving  speed,  pull  to  the  side  of  the 
road  in  a  safe  area.  Allow  the  engine  to 
cool  and  return  to  normal  operation.  For 
additional  information,  refer  to  "If  your 
vehicle  overheats"  in  the  "In  case  of 
emergency"  section  of  this  manual. 


When  using  a  weight  carrying  or  a  weight 
distributing  hitch,  keep  the  tongue  load  be¬ 
tween  10-15%  of  the  total  trailer  load  or  use 
the  trailer  tongue  load  specified  by  the 
trailer  manufacturer.  The  tongue  load 
must  be  within  the  maximum  tongue  load 
limits  shown  in  the  following  "Towing 
load/specification"  chart.  If  the  tongue  load 
becomes  excessive,  rearrange  cargo  to  al¬ 
low  for  proper  tongue  load. 
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King  pin  ioad 

When  using  a  5th  wheel  hitch,  keep  the 
tongue  load  between  15  -  25%  of  the  total 
trailer  load  within  the  maximum  king  pin 
load  limits  shown  in  the  following  Towing 
load/specification"  chart.  If  the  king  pin 
load  becomes  excessive,  rearrange  cargo 
to  allow  for  proper  king  pin  load. 


Maximum  Gross  Vehicle  Weight 
(GVW)/maximum  Gross  Axle 
Weight  (GAW) 


Towing  with  Weight  Distributing  Class  4 
Hitch 

The  Class  Atowing  capacities  shown  in  the 
towing  load  specification  charts  are  calcu¬ 
lated  per  the  SAE  J2807  standards.  Addi¬ 
tional  passengers,  cargo  and/or  optional 
equipment,  such  as  the  trailer  hitch,  will 
add  weight  to  the  vehicle  and  reduce  your 
vehicle's  maximum  towing  capacity  and 
trailer  tongue  load. 

The  vehicle  and  trailer  need  to  be  weighed 
to  confirm  the  vehicle  is  within  the  GVWR, 
Front  GAWR,  Rear  GAWR,  Gross  Combined 
Weight  Rating  (CCWR)  and  Towing  capacity. 

All  vehicle  and  trailer  weights  can  be  mea¬ 
sured  using  platform  type  scales  com¬ 
monly  found  at  truck  stops,  highway  weigh 
stations,  building  supply  centers  or  salvage 
yards. 

Towing  with  Gooseneck  Hitch 

The  gooseneck  towing  capacities  are  cal¬ 
culated  assuming  a  base  vehicle  with 
driver  and  any  options  required  to  achieve 
the  rating.  Additional  passengers,  cargo 
and/or  optional  equipment,  such  as  the 
trailer  hitch,  will  add  weight  to  the  vehicle 
and  reduce  your  vehicle's  maximum  tow¬ 
ing  capacity  and  trailer  tongue  load. 


The  GVW  of  the  towing  vehicle  must  not 
exceed  the  Gross  Vehicle  Weight  Rating 
(GVWR)  shown  on  the  F.M.V.5.5./C.M.V.5.S. 
certification  label.  The  GVW  equals  the 
combined  weight  of  the  unloaded  vehicle, 
passengers,  iuggage,  hitch,  trailer  tongue 
load  and  any  other  optional  equipment,  in 
addition,  front  or  rear  GAW  must  not  ex¬ 
ceed  the  Gross  Axle  Weight  Rating  (GAWR) 
shown  on  the.  FM.VS.5./C  M  \/ 5  S  rprtifirri- 
tion  label:' 
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The  vehicle  and  trailer  need  to  be  weighed 
to  confirm  the  vehicle  is  within  the  GVWR, 
Front  GAWR,  Rear  GAWR,  Gross  Gombined 
Weight  Rating  (GGWR)  and  Towing  capacity. 

Ali  vehicle  and  trailer  weights  can  be  mea¬ 
sured  using  piatform  type  scaies  com¬ 
monly  found  at  truck  stops,  highway  weigh 
stations,  building  supply  centers  or  salvage 
yards. 

To  determine  the  available  payload  capac¬ 
ity  for  tongue/king  pin  load,  use  the  follow¬ 
ing  procedure. 

1.  Locate  the  GVWR  on  the 
F.M.V.S.S./C.M.V.S.S.  certification  label. 

2.  Weigh  your  vehicle  on  the  scale  with  all 
of  the  passengers  and  cargo  that  are 
normally  in  the  vehicle  when  towing  a 
trailer. 

3.  Subtractthe  actual  vehicle  weightfrom 
the  GVWR.  The  remaining  amount  is 
the  available  maximum  tongue/king 
pin  load. 

To  determine  the  available  towing  capacity, 
use  the  following  procedure. 

1.  Find  the  GGWR  for  your  vehicle  on  the 
"Towing  load/specification"  chart 
found  in  this  section. 


2.  Subtract  the  actual  vehicle  weight 
from  the  GGWR.  The  remaining  amount 
is  the  available  maximum  towing  ca¬ 
pacity. 

To  determine  the  Gross  Trailer  Weight, 
weigh  your  trailer  on  a  scale  with  all  equip¬ 
ment  and  cargo,  that  are  normally  in  the 
trailer  when  it  is  towed.  Make  sure  the 
Gross  trailer  weight  is  not  more  than  the 
Gross  Trailer  Weight  Rating  shown  on  the 
trailer  and  is  not  more  than  the  calculated 
available  maximum  towing  capacity. 

Also  weigh  the  front  and  rear  axles  on  the 
scale  to  make  sure  the  Front  Gross  Axle 
Weight  and  Rear  Gross  Axle  Weight  are  not 
more  than  Front  Gross  Axle  Weight  and 
Rear  Gross  Axle  Weight  on  the 
F.M.V.S.5./G.M.V.5.S.  certification  label.  The 
cargo  in  the  trailer  and  vehicle  may  need  to 
be  moved  or  removed  to  meet  the  speci¬ 
fied  ratings. 

Example: 

■  Gross  Vehicle  Weight  (GVW)  as  weighed 
on  a  scale  -  including  passengers,  cargo 
and  hitch  -  7,804  lbs.  (3,540  kg). 

■  Gross  Vehicle  Weight  Rating  (GVWR) 

from  F.M.V.S.S./C.M.V.S.S.  certification  la¬ 
bel  -  kg).  _ 


■  Gross  Gombined  Weight  Rating  (GGWR) 
from  'Towing  load/specification"  chart  - 
19,450  lbs.  (8,822  kg). 

■  Maximum  Trailer  towing  capacity  from 
"Towing  load/specification"  chart  - 
9,200  lbs.  (4,173  kg). 


8,990  lbs.  (4,078  kg) 

-  7,804  lbs.  (3,540  kg) 

GVWR 

GVW 

=  1,186  lbs.  (538  kg) 

Available  for  tongue/ 
king  pin  weight 

19,450  lbs.  (8,822  kg) 

GGWR 

-  7,804  lbs.  (3,540  kg) 

GVW 

=  11,644  lbs.  (5,282  kg) 

Gapacity  available  for 
towing 

1,186  lbs.  (538  kg) 

Available  tongue 
weight 

/  11,644  lbs.  (5,282  kg) 

Available  capacity 

= 

10  %  tongue  weight 

The  available  towing  capacity  may  be  less 
than  the  maximum  towing  capacity  due  to 
the  passenger  and  cargo  load  in  the  ve¬ 
hicle. 


OEi&LER  ef^fiOCE! 


Technical  and  consumer  information  10-41 


Remember  to  keep  trailer  tongue  weight 
between  10  -  15%  of  the  trailer  weight  or 
within  the  trailer  tongue  weight  specifica¬ 
tion  recommended  by  the  trailer  manufac¬ 
turer.  If  the  tongue  weight  becomes  exces¬ 
sive,  rearrange  the  cargo  to  obtain  the 
proper  tongue  weight.  Do  not  exceed  the 
maximum  tongue  weight  specification 
shown  in  the  Towing  load/specification" 
chart  even  if  the  calculated  available 
tongue  weight  is  greater  than  15%.  If  the 
calculated  tongue  weight  is  less  than  10%, 
shift  the  trailer  load  forward  until  the  trailer 
tongue  weight  reaches  10%  of  the  trailer 
weight. 


TOWING  LOAD/SPECIFICATION 

^WARNING 

The  towing  capacities  provided  in  this 
manual  are  for  general  reference  only. 
The  safe  towing  capacity  of  your  vehicle 
is  affected  by  dealer  and  factory  in¬ 
stalled  options  and  passenger  and 
cargo  loads.  You  must  weigh  the  vehicle 
and  trailer  as  described  in  this  manual 
to  determine  the  actual  vehicle  towing 
capacity.  Do  not  exceed  the  published 
maximum  towing  capacity  or  the  CCWR 
or  the  CX/WR  shown  on  the 
FMVSS/CMVSS  label.  Doing  so  can  re¬ 
sult  in  an  accident  causing  serious  per¬ 
sonal  injury  or  property  damage. 


NOTE: 

The  SAE  J2807  Weight  Distributing  Class 
4  Hitch  specifications  are  based  on  S  and 
SV  grade  models  .  The  Gooseneck  Hitch 
specifications  are  based  on  SV  grade 
models. 


Always  verify  that  available  capacities  are 
within  the  required  ratings. 

Non-XD  models  —  Single  cab  —  Gasoline  engine  towing  load  specification  chart  —  SAE  J2807  Weight  Distributing  Class  4  Hitch 


Axle  type 

2WD 

4WD 

Maximum  Payload 

1,860  lbs.  (843.7  kg) 

1,940  lbs.  (880.0  kg) 

Maximum  Towing  Capacity  *1,  *2,  *3 

9,660  lbs.  (4,381.7  kg) 

9,540  lbs.  (4,3273  kg) 

Maximum  Tongue  load  *2,  *3 

966  lbs.  (438.2  kg) 

954  lbs.  (432.7  kg) 

Maximum  Gross  Combined  Weight  Rating 

15,300  lbs.  (6,940  kg) 

15,300  lbs.  (6,940  kg) 
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Non-XD  models  —  Crew  cab  —  Gasoline  engine  towing  load  specification  chart  —  SAE  J2807  Weight  Distributing  Class  4  Hitch 


Axle  type 

2WD 

4WD 

Maximum  Payload 

1,570  lbs.  (712.1  kg) 

1,630  lbs.  (739.4  kg) 

Maximum  Towing  Capacity  *1,  *2,  *3 

9,380  lbs.  (4,254.7  kg) 

9,240  lbs.  (4,191.2  kg) 

Maximum  Tongue  load  *2,  *3 

938  lbs.  (425.5  kg) 

924  lbs.  (419.1  kg) 

Maximum  Gross  Combined  Weight  Rating 

15,300  lbs.  (6,940  kg) 

15,300  lbs.  (6,940  kg) 

Non-XD  models  —  King  Cab®  —  Gasoline  engine  towing  load  specification  chart  —  SAE  J2807  Weight  Distributing  Class  4  Hitch 


Axle  type 

2WD 

4WD 

Maximum  Payload 

1,640  lbs.  (743.9  kg) 

1,640  lbs.  (743.9  kg) 

Maximum  Towing  Capacity  *1,  *2,  *3 

9,450  lbs.  (4,286.4  kg) 

9,250  lbs.  (4,195.7  kg) 

Maximum  Tongue  load  *2,  *3 

945  lbs.  (428.6  kg) 

925  lbs.  (419.6  kg) 

Maximum  Gross  Combined  Weight  Rating 

15,300  lbs.  (6,940  kg) 

15,300  lbs.  (6,940  kg) 

XD  models  —  Single  cab  —  Diesel  engine  towing  load  specification  chart  —  SAE  J2807  Weight  Distributing  Class  4  Hitch 


Axle  type 

2WD 

4WD 

Maximum  Payload 

2,490  lbs.  (1,129.4  kg) 

2,400  lbs.  (1,088.6  kg) 

Maximum  Towing  Capacity  *1,  *2,  *3 

12,710  lbs.  (5,765.2  kg) 

12,430  lbs.  (5,638.2  kg) 

Maximum  Tongue  load  *2,  *3 

1,271  lbs.  (576.5  kg) 

1,243  lbs.  (563.8  kg) 

Maximum  Gross  Combined  Weight  Rating 

19,450  lbs.  (8,822  kg) 

19,450  lbs.  (8,822  kg) 

XD  models  —  Crew  cab  —  Diesel  engine  towing  load  specification  chart  —  SAE  J2807  Weight  Distributing  Class  4  Hitch 


Axle  type 

2WD 

4WD 

Maximum  Payload 

1,970  lbs.  (893.6  kg) 

1920  lbs.  (870.9  kg) 

Maximum  Towing  Capacity  *1,  *2,  *3 

12,200  lbs.  (5,533.8  kg) 

11,960  lbs.  (5,425.0  kg) 

Maximum  Tongue  load  *2,  *3 

1,220  lbs.  (553.4  kg) 

1,196  lbs.  (542.5  kg) 

Maximum  Gross  Combined  Weight  Rating 

19,450  lbs.  (8,822  kg') 

19,450  lbs.  (8,822  kg) 
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XD  models  —  King  Cab'^  —  Diesel  engine  towing  load  specification  chart  —  SAE  J2807  Weight  Distributing  Class  4  Hitch 


Axle  type 

2WD 

4WD 

Maximum  Payload 

2,250  lbs.  (1,020.6  kg) 

2,080  lbs.  (943.5  kg) 

Maximum  Towing  Capacity  *1,  *2,  *3 

12,480  lbs.  (5,660.8  kg) 

12,120  lbs.  (5,4975  kg) 

Maximum  Tongue  load  *2,  *3 

1,248  lbs.  (5661  kg) 

1,212  lbs.  (549.8  kg) 

Maximum  Gross  Combined  Weight  Rating 

19,450  lbs.  (8,822  kg) 

19,450  lbs.  (8,822  kg) 

XD  models  —  Single  Cab  —  Diesel  engine  towing  load  specification  chart  —  Gooseneck  Hitch 


Axle  type 

2WD 

4WD 

Maximum  Payload 

2,330  lbs.  (1,056.9  kg) 

2,250  lbs.  (1020.6  kg) 

Maximum  Towing  Capacity  *1,  *2,  *3 

12,830  lbs.  (5,819.6  kg) 

12,550  lbs.  (5,692.6  kg) 

Maximum  King  pin  load  *2,  ‘3 

1,283  lbs.  (582.0  kg) 

1,255  lbs.  (569.3  kg) 

Maximum  Gross  Combined  Weight  Rating 

19,450  lbs.  (8,822  kg) 

19,450  lbs.  (8,822  kg) 

XD  models  —  Crew  Cab  —  Diesel  engine  towing  load  specification  chart  —  Gooseneck  Hitch 


Axle  type 

2WD 

4WD 

Maximum  Payload 

1,820  lbs.  (825.5  kg) 

1,770  lbs.  (802.9  kg) 

Maximum  Towing  Capacity  *1,  *2,  *3 

11,160  lbs.  (5,062.1  kg) 

10,830  lbs.  (4,912.4  kg) 

Maximum  King  pin  load  *2,  *3 

1,116  lbs.  (506.2  kg) 

1,083  lbs.  (491.2  kg) 

Maximum  Gross  Combined  Weight  Rating 

19,450  lbs.  (8,822  kg) 

19,450  lbs.  (8,822  kg) 

XD  models  —  King  Cab®  —  Diesel  engine  towing  load  specification  chart  —  Gooseneck  Hitch 


Axle  type 

2WD 

4WD 

Maximum  Payload 

2,100  lbs.  (952.5  kg) 

1,930  lbs.  (875.4  kg) 

Maximum  Towing  Capacity  *1,  *2,  *3 

12,600  lbs.  (5,715.3  kg) 

11,880  lbs.  (5,388.7  kg) 

Maximum  King  pin  load  *1,  *3 

1,260  lbs.  (571.5  kg) 

1,188  lbs.  (538.9  kg) 

Maximum  Gross  Combined  Weight  Rating 

19,450  lbs.  (8,822  kg) 

19,450  lbs.  (8,822  kg) 
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XD  models  —  Single  cab  —  Gasoline  engine  towing  load  specification  chart  —  SAE  J2807  Weight  Distributing  Class  4  Hitch 


Axle  type 

2WD 

4WD 

Maximum  Payload 

2,990  lbs.  (1,356.2  kg) 

2,890  lbs.  (1,310.8  kg) 

Maximum  Towing  Capacity  *1,  *2,  *3 

11,680  lbs.  (5,298.0  kg) 

11,360  lbs.  (5,152.8  kg) 

Maximum  Tongue  load  *2,  *3 

1,168  lbs.  (529.8  kg) 

1,136  lbs.  (515.3  kg) 

Maximum  Gross  Combined  Weight  Rating*4 

17,700  lbs.  (8,029  kg) 

17,700  lbs.  (8,029  kg) 

XD  models  —  Crew  cab  —  Gasoline  engine  towing  load  specification  chart  —  SAE  J2807  Weight  Distributing  Class  4  Hitch 


Axle  type 

2WD 

4WD 

Maximum  Payload 

2,550  lbs.  (1,156.7  kg) 

2,470  lbs.  (1,120.4  kg) 

Maximum  Towing  Capacity  *1,  *2,  *3 

11,250  lbs.  (5,102.9  kg) 

10,950  lbs.  (4,966.8  kg) 

Maximum  Tongue  load  *2,  *3 

1,125  lbs.  (510.3  kg) 

1,095  lbs.  (496.7  kg) 

Maximum  Gross  Combined  Weight  Rating*4 

17,700  lbs.  (8,029  kg) 

17,700  lbs.  (8,029  kg) 

XD  models  —  King  Cab®  —  Gasoline  engine  towing  load  specification  chart  —  SAE  J2807  Weight  Distributing  Class  4  Hitch 


Axle  type 

2WD 

4WD 

Maximum  Payload 

2,690  lbs.  (1,220.2  kg) 

2,590  lbs.  (1,174.8  kg) 

Maximum  Towing  Capacity  *1,  *2,  *3 

11,390  lbs.  (5,166.4  kg) 

11,060  lbs.  (5,016.7  kg) 

Maximum  Tongue  load  *2,  *3 

1,139  lbs.  (516.6  kg) 

1,106  lbs.  (501.7  kg) 

Maximum  Gross  Combined  Weight  Rating*4 

17,700  lbs.  (8,029  kg) 

17,700  lbs.  (8,029  kg) 

XD  models  —  Single  cab  —  Gasoline  engine  towing  load  specification  chart  —  Gooseneck  Hitch 


Axle  type 

2WD 

4WD 

Maximum  Payload 

2,760  lbs.  (1,2519  kg) 

2,730  lbs.  (1,238.3  kg) 

Maximum  Towing  Capacity  *1,  *2,  *3 

11,780  lbs.  (5,343.3  kg) 

11,480  lbs.  (5,2072  kg) 

Maximum  King  pin  load  *2,  *3 

1,178  lbs.  (534.3  kg) 

1,148  lbs.  (520.7  kg) 

Maximum  Gross  Combined  Weight  Rating*4 

17,700  lbs.  (8,mMiUlil^^ 

17,700  lbs.  (8,029  kg) 
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XD  models  —  Crew  cab  —  Gasoline  engine  towing  load  specification  chart  —  Gooseneck  Hitch 


Axle  type 

2WD 

4WD 

Maximum  Payload 

2,400  lbs.  0,088.6  kg) 

2,270  lbs.  (1,029.7  kg) 

Maximum  Towing  Capacity  *1,  *2,  *3 

11,350  lbs.  (5,148.3  kg) 

11,070  lbs.  (5,021.3  kg) 

Maximum  King  pin  load  *1,  *3 

1,135  lbs.  (514.8  kg) 

1,107  lbs.  (5021  kg) 

Maximum  Gross  Combined  Weight  Rating*4 

17,700  lbs.  (8,029  kg) 

17,700  lbs.  (8,029  kg) 

XD  models  —  King  Cab®  —  Gasoline  engine  towing  load  specification  chart  —  Gooseneck  Hitch 


Axle  type 

2WD 

4WD 

Maximum  Payload 

2,540  lbs.  (1,1521  kg) 

2,430  lbs.  (1102.2  kg) 

Maximum  Towing  Capacity  *1,  *2,  *3 

11,490  lbs.  (5,211.8  kg) 

11180  lbs.  (5,071.2  kg) 

Maximum  King  pin  load  *1,  *3 

1149  lbs.  (521.2  kg) 

1118  lbs.  (5071  kg) 

Maximum  Gross  Combined  Weight  Rating*4 

17,700  lbs.  (8,029  kg) 

17700  lbs.  (8,029  kg) 

*1:  The  towing  capacity  values  are  calculated  assuming  a  base  vehicle  with  driver  and  any  options  required  to  achieve  the  rating. 
Additional  passengers,  cargo  and/or  optional  equipment  will  add  weight  to  the  vehicle  and  reduce  your  vehicle's  maximum  towing 
capacity 


*2:  Use  of  a  weight-distributing  hitch  system  is  recommended  when  towing  over  5,000  lbs.  (2,268  kg). 

*3:  The  maximum  towing  capacity  when  using  the  Genuine  NISSAN  step  bumper  as  a  ball  mount  is  5,000  lbs.  (2,268  kg)  and  500  lbs.  (227  kg) 
tongue  load. 

*4:  The  maximum  gross  combined  weight  rating  for  XD  gasoline  engine  vehicles  equipped  with  20  inch  wheels  is  16,900  lbs.  (7,666  kg). 
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TOWING  SAFETY 
Trailer  hitch 

Your  vehicle  may  be  equipped  with  an  op¬ 
tional  trailer  tow  package.  The  trailer  tow 
package  includes  a  receiver-type  frame 
mounted  hitch.  This  hitch  is  rated  for  the 
maximum  towing  capacity  of  this  vehicle 
when  the  proper  towing  equipment  is 
used.  Choose  a  proper  ball  mount  and 
hitch  ball  that  is  rated  for  the  trailer  to  be 
towed.  Genuine  NISSAN  ball  mounts  and 
hitch  balls  are  available  at  a  NISSAN  dealer. 

If  your  vehicle  is  not  equipped  with  the  op¬ 
tional  trailer  tow  package,  check  the  tow¬ 
ing  capacity  of  your  bumper  hitch  or 
receiver-type  frame  mounted  hitch. 
Choose  a  proper  hitch  for  your  vehicle  and 
trailer.  A  Genuine  NISSAN  trailer  hitch  is 
available  at  a  NISSAN  dealer.  Make  sure  the 
trailer  hitch  is  securely  attached  to  the  ve¬ 
hicle  to  help  avoid  personal  injury  or  prop¬ 
erty  damage  due  to  sway  caused  by  cross- 
winds,  rough  road  surfaces  or  passing 
trucks. 


A  hitch  used  for  towing  5th  wheel  and 
gooseneck  trailers  can  also  be  installed  on 
your  vehicle.  Gontact  a  professional  sup¬ 
plier  oftowing  equipmentto  purchase  and 
have  a  5th  wheel  or  gooseneck  hitch  in¬ 
stalled. 


A  WARNING 

Trailer  hitch  components  have  specific 
weight  ratings.  Your  vehicle  may  be  ca¬ 
pable  of  towing  a  trailer  heavier  than 
the  weight  rating  of  the  hitch  compo¬ 
nents.  Never  exceed  the  weight  rating 
of  the  hitch  components.  Doing  so  can 
cause  serious  personal  injury  or  prop¬ 
erty  damage. 

Hitch  ball 


Choose  a  hitch  ball  of  the  proper  size  and 
weight  rating  for  your  trailer: 


The  required  hitch  ball  size  is  stamped 
on  most  trailer  couplers.  Most  hitch 
balls  also  have  the  size  printed  on  the 
top  of  the  ball. 


Choose  the  proper  class  hitch  ball 
based  on  the  trailer  weight. 


■  The  diameter  of  the  threaded  shank  of 
the  hitch  ball  must  be  matched  to  the 
ball  mount  hole  diameter.  The  hitch  ball 
shank  should  be  no  more  than  1/16" 
smaller  than  the  hole  in  the  ball  mount. 

■  The  threaded  shank  of  the  hitch  ball 
must  be  long  enough  to  be  properly 
securedtothe  ball  mount.  There  should 
be  at  least  2  threads  showing  beyond 
the  lock  washer  and  nut. 

Bali  mount 

The  hitch  ball  is  attached  to  the  ball  mount 
and  the  ball  mount  is  inserted  into  the 
hitch  receiver.  Choose  a  proper  class  ball 
mount  based  on  the  trailer  weight.  Addi¬ 
tionally,  the  ball  mount  should  be  chosen  to 
keep  the  trailer  tongue  level  with  the 
ground. 
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Bumper  towing 


The  Genuine  NISSAN  step  bumper  has  pro¬ 
visions  to  install  a  trailer  hitch  ball  and  is 
designed  to  tow  trailers  of  a  maximum 
weight  of  5,000  lbs.  (2,268  kg). 

NOTE: 

The  trailer  hitch  ball  cannot  be  installed 
on  the  step  bumper  if  the  receiver-type 
frame  mounted  hitch  is  installed  on  the 
vehicle. 


Weight  carrying  hitches 

A  weight  carrying  or  "dead  weight"  ball 
mount  is  one  that  is  designed  to  carry  the 
whole  amount  of  tongue  weight  and  gross 
weight  directly  on  the  ball  mount  and  on 
the  receiver. 

Weight  distribution  hitch 

This  type  of  hitch  is  also  called  a  "load¬ 
leveling"  or  "equalizing"  hitch.  A  set  of  bars 
attach  to  the  ball  mount  and  to  the  trailer 
to  distribute  the  tongue  weight  (hitch 
weight)  of  your  trailer.  Many  vehicles  can't 
carry  the  full  tongue  weight  of  a  given 
trailer,  and  need  some  of  the  tongue 
weight  transferred  through  the  frame  and 
pushing  down  on  the  front  wheels.  This 
gives  stability  to  the  tow  vehicle. 

A  weight-distributing  hitch  system  (Class 
IV)  is  recommended  if  you  plan  to  tow  trail¬ 
ers  with  a  maximum  weight  over  5,000  lbs. 
(2,268  kg).  Checkwith  the  trailer  and  towing 
equipment  manufacturers  to  determine  if 
they  recommend  the  use  of  a  weight- 
distributing  hitch  system. 


NOTE: 

A  weight-distributing  hitch  system  may 
affect  the  operation  of  trailer  surge 
brakes.  If  you  are  considering  use  of  a 
weight-distributing  hitch  system  with  a 
surge  brake-equipped  trailer,  check  with 
the  surge  brake,  hitch  or  trailer  manufac¬ 
turer  to  determine  if  and  how  this  can  be 
done. 

Follow  the  Instructions  provided  by  the 
manufacturer  for  Installing  and  using  the 
weight-distributing  hitch  system. 

General  set-up  instructions  are  as  follows: 

1.  Park  unloaded  vehicle  on  a  level  sur¬ 
face.  With  the  ignition  on  and  the  doors 
closed,  allow  the  vehicle  to  stand  for 
several  minutes  so  that  it  can  level. 

2.  Measure  the  height  of  a  reference  point 
on  the  front  and  rear  bumpers  at  the 
center  of  the  vehicle. 

3.  Attach  the  trailer  to  the  vehicle  and  ad¬ 
just  the  hitch  equalizers  so  that  the 
front  bumper  height  is  within  0  - 
.5  inches  (0  -  13  mm)  of  the  reference 
height  measured  in  step  2.  The  rear 
bumper  should  be  no  higher  than  the 
reference  height  measured  in  step  2. 


To  install  a  trailer  hitch  ball  cut  out  the  circle 
in  the  center  of  the  step  bumper  ®,  then 
remove  it  to  install  the  trailer  hitch  ball. 
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A  WARNING 

Properly  adjust  the  weight  distributing 
hitch  so  the  rear  of  the  bumper  is  no 
higher  than  the  measured  reference 
height  when  the  trailer  is  attached.  If 
the  rear  bumper  is  higherthan  the  mea¬ 
sured  reference  height  when  loaded, 
the  vehicle  may  handle  unpredictably 
which  could  cause  a  loss  of  vehicle  con¬ 
trol  and  cause  serious  personal  injury  or. 
property  damage.  

Sway  control  device 

Sudden  maneuvers,  wind  gusts,  and  buf¬ 
feting  caused  by  other  vehicles  can  affect 
trailer  handling.  Sway  control  devices  may 
be  used  to  help  control  these  affects.  If  you 
choose  to  use  one,  contact  a  reputable 
trailer  hitch  supplier  to  make  sure  the  sway 
control  device  will  work  with  the  vehicle, 
hitch,  trailer  and  the  trailer's  brake  system. 
Follow  the  Instructions  provided  by  the 
manufacturer  for  installing  and  using  the 
sway  control  device. 

Class  I  hitch 

Class  I  trailer  hitch  equipment  (receiver,  ball 
mount  and  hitch  ball)  can  be  used  to  tow 
trailers  of  a  maximum  weight  of  2,000  lbs. 
(907  kg). 


Class  II  hitch 

Class  II  trailer  hitch  equipment  (receiver, 
ball  mount  and  hitch  ball)  can  be  used  to 
tow  trailers  of  a  maximum  weight  of 
3,500  lbs.  (1,587  kg). 

Class  III  hitch 


crease  the  towing  capacity  of  the  hitch.  To 
use  this  class  of  hitch  for  weight  distribu¬ 
tion  requires  a  weight  distribution  system. 
Class  IV  hitches  attach  to  the  vehicle  frame 
only.  A  weight  distributing  hitch  should  be 
used  to  tow  trailers  that  weigh  over 
5,000  lbs.  (2,268  kg). 


Class  III  trailer  hitch  equipment  (receiver, 
ball  mount  and  hitch  ball)  can  be  used  to 
tow  trailers  of  a  maximum  weight  of 
5,000  lbs.  (2,268  kg). 

Class  IV  hitch 


Your  vehicle  may  be  equipped  with  Class  IV 
weigh  distributing  trailer  hitch  that  has  a 
14,000  lbs.  (6,350  kg)  maximum  weight  rat¬ 
ing,  but  your  vehicle  is  only  capable  of  tow¬ 
ing  the  maximum  trailer  weights  shown  in 
the  'Towing  load/specification"  chart  in  this 
section. 


Class  IV  hitches  are  weight  carrying  (WC) 
and  weight  distributing  (WD)  hitches  de¬ 
pending  on  the  vehicle  and  hitch  specifica¬ 
tions.  Not  all  Class  IV  hitches  are  rated  to  be 
both.  See  the  specific  hitch  for  that  infor¬ 
mation.  Class  IV trailer  hitch  equipment  (re¬ 
ceiver,  ball  mount  and  hitch  ball)  used  as 
weight  carrying  are  rated  up  to  10,000  lbs. 
(4,535  kg)  gross  trailer  weight  (GTW)  with  a 
maximum  trailer  tongue  weight  (TW)  of 
1,000  lbs.  (453  kg).  Class  IV  hitches  used  for 
weight  distributing  are  rated  up  to 
14,000  lbs.  (6,350  kg)  gross  trailer  weight 
(GTW)  with  a  maximum  trailer  tongue 
weight  (TW)  of  1,400  lbs.  (635  kg).  A  Class  IV 
hitch  usuatly4rias-a2"  squar^^^ver  open¬ 
ing.  A  higher  class  drawbiff^fes  not  in¬ 


5th  wheel/gooseneck 

A  5th  wheel  or  gooseneck  trailer  can  be 
towed  by  installing  a  5th  wheel  or  goose¬ 
neck  trailer  hitch.  These  types  of  hitches 
are  mounted  in  the  bed  of  the  pick-up.  A 
professional  trailer  equipment  supplier 
should  install  these  hitches  as  it  is  very  im¬ 
portant  to  mount  the  hitch  correctly  to  dis¬ 
tribute  the  king  pin  weight  for  the  proper 
load  carrying  and  sway  control  perfor¬ 
mance. 

The  king  pin  weight  should  be  15%  of  the 
fully  loaded  trailer.  Make  sure  the  king  pin 
weight  does  not  cause  the  gross  vehicle 
weight  to  exceed  the  Gross  Maximum 
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Weight  Rating  or  the  rear  axle  weight  to 
exceed  the  Rear  Gross  Axle  Weight  rating. 
For  additional  information,  refer  to  "Maxi¬ 
mum  load  limits"  in  this  section. 

The  weight  of  the  trailer  should  not  exceed 
the  maximum  towing  capacity  for  the  ve¬ 
hicle.  For  additional  information,  refer  to 
"Towing  load/specification"  chart  in  this 
section. 

Make  sure  the  trailer  design  allows  for  the 
correct  vehicle  to  trailer  clearances  before 
purchasing  a  5th  wheel  trailer. 


A  WARNING 

■  The  hitch  should  not  be  attached  to  or 
affect  the  operation  of  the  impact¬ 
absorbing  bumper. 

■  Do  not  use  axle-mounted  hitches. 

■  Do  not  modify  the  vehicle  exhaust 
system,  brake  system,  etc.  to  install  a 
trailer  hitch. 

■  To  reduce  the  possibility  of  additional 
damage  if  your  vehicle  is  struck  from 
the  rear,  where  practical,  remove  the 
receiver  when  not  in  use. 


Regularly  check  that  all  trailer  hitch 
mounting  bolts  are  securely 
mounted. 

When  towing  with  the  hitch  ball 
mounted  to  the  rear  bumper,  do  not 
make  sharp  turns.  The  trailer  may 
contact  the  bumper  and  cause  dam¬ 
age  to  the  bumper  or  trailer. 

When  towing  a  5th  wheel  trailer,  do 
not  make  sharp  turns  while  driving  or 
backing.  The  trailer  may  contact  the 
vehicle  and  cause  damage  to  both  the 
trailer  and  vehicle. 
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LTI2305 

A  caution 

A  5th  wheel  hitch  adapter  is  necessary 
to  use  an  aftermarket  5th  wheel  hitch. 
A  Genuine  NISSAN  5th  wheel  hitch 
adapter  (as  shown)  may  be  available 
at  a  NISSAN  dealer. 

Ensure  kit  components  are  properly 
stored  when  not  in  use.  Improperly 
stowed  components  could  result  in 
serious  personal  injury  during  a  colli¬ 
sion  or  sudden  stop. 


Gooseneck  hitch  ball  and  safety  chain 
anchor  attachment  installation 


1.  Park  the  vehicle  on  a  level  surface  and 
apply  the  parking  brake. 

2.  Remove  the  gooseneck  hitch  ball  and 
safety  chain  anchor  attachments  from 
the  storage  pouch. 


3.  Remove  the  center  and  both  of  the  rear 
caps  from  the  puck  plugs. 

•  Once  removed,  place  the  pucks  in  the 
storage  pouch  for  future  use. 


_ LTI2160 

4.  Lift  the  handle  from  the  center  of  the 
hitch  ball  and  rotate  90°  from  the  rest¬ 
ing  position. 
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5.  Position  the  ball  bearings  to  the  sides 
of  the  truck  bed  and  Insert  the  goose¬ 
neck  hitch  ball  into  the  center  receiver 
tube  of  the  truck  bed. 


6.  Rotate  the  handle  90°  seat  the  handle 
back  to  the  original  resting  position.  If 
the  handle  does  not  seat  fully,  rotate 
the  hitch  ball  until  the  handle  drops 
into  the  original  resting  position. 


ments  into  the  q-turn  pucks. 
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ments  90°  until  the  center  of  the  an¬ 
chor  seats  into  place. 


Removal  of  the  gooseneck  hitch  ball  and 
safety  chain  anchor  attachments  are  in 
the  reverse  order  of  installation.  To  re¬ 
move  safety  chain  anchor  attachment, 
lift  the  center®,  rotate  90°,  and  lift 
safety  chain  anchor  attachment  away. 
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Tire  pressures 

■  When  towing  a  trailer,  inflate  the 
vehicle  tires  to  the  recom¬ 
mended  cold  tire  pressure  indi¬ 
cated  on  the  Tire  and  Loading  In¬ 
formation  label. 

■  Trailertire  condition,  size,  load  rat¬ 
ing  and  proper  inflation  pressure 
should  be  in  accordance  with  the 
trailer  and  tire  manufacturer's 
specifications. 

Safety  chains 

Always  use  suitable  safety  chains  between 
your  vehicle  and  the  trailer.  The  safety 
chains  should  be  crossed  and  should  be 
attached  to  the  hitch,  not  to  the  vehicle 
bumper  or  axle.  The  safety  chains  can  be 
attached  to  the  bumper  If  the  hitch  ball  is 
mounted  to  the  bumper.  Be  sure  to  leave 
enough  slack  in  the  chains  to  permit  turn¬ 
ing  corners. 
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Trailer  lights 


^CAUTION 

When  splicing  into  the  vehicle  electrical 
system,  a  commercially  available 
power-type  module/converter  must  be 
used  to  provide  power  for  all  trailer 
lighting.  This  unit  uses  the  vehicle  bat¬ 
tery  as  a  direct  power  source  for  all 
trailer  lights  while  using  the  vehicle  tail 
light,  stop  light  and  turn  signal  circuits 
as  a  signal  source.  The 
module/converter  must  draw  no  more 
than  15  milliamps  from  the  stop  and  tail 
lamp  circuits.  Using  a 
module/converter  that  exceeds  these 
power  requirements  may  damage  the 
vehicle's  electrical  system.  See  a  repu¬ 
table  trailer  retailer  to  obtain  the  proper 
equipment  and  to  have  it  installed. 

Trailer  lights  should  comply  with  federal 
and/or  local  regulations.  For  assistance  in 
hooking  up  trailer  lights,  it  is  recommended 
that  you  contact  a  NISSAN  dealer  or  repu¬ 
table  trailer  retailer.  Vehicles  equipped  with 
the  optional  trailer  tow  package  are 
equipped  with  a  7-pin  trailer  harness  con¬ 
nector.  If  your  trailer  is  equipped  with  a  flat 
4-pin  connector,  an  adapter  will  be  needed 


to  connect  the  trailer  lights  to  the  vehicle. 
Adapters  are  available  at  auto  parts  stores 
and  hitch  retailers. 

Trailer  brakes  (if  so  equipped) 

If  your  trailer  is  equipped  with  a  braking 
system,  make  sure  it  conforms  to  federal 
and/or  local  regulations  and  that  it  is  prop¬ 
erly  installed. 

Vehicles  equipped  with  a  7-pin  trailer  har¬ 
ness  connector  are  pre-wired  for  a  trailer 
brake  controller.  It  is  recommended  that 
you  visit  a  NISSAN  dealer  for  a  trailer  brake 
adapter  harness. 

When  towing  a  trailer  load  of  3,500  lbs. 
(1587  kg)  or  more,  trailers  with  a  brake 
system  MUST  be  used.  However,  most 
states  require  a  separate  braking  system 
on  trailers  with  a  loaded  weight  above  a 
specific  amount.  Make  sure  the  trailer 
meets  the  local  regulations  and  the  regu¬ 
lations  where  you  plan  to  tow. 

A  WARNING 

The  Cross  Combined  Weight  Rating 
(CCWR)  must  never  exceed  the  vehicle 
manufacturers  recommendation. 


Several  tyj 
able. 
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Surge  Brakes  -  The  surge  brake  actuator  is 
mounted  on  the  trailer  tongue  with  a  hy¬ 
draulic  line  running  to  each  trailer  wheel. 
Surge  brakes  are  activated  by  the  trailer 
pushing  against  the  hitch  ball  when  the 
tow  vehicle  is  braking.  Hydraulic  surge 
brakes  are  common  on  rental  trailers  and 
some  boat  trailers.  In  this  type  of  system, 
there  is  no  hydraulic  or  electric  connection 
for  brake  operation  between  the  tow  ve¬ 
hicle  and  the  trailer. 


A  CAUTION 

Your  factory  trailer  brake  control  unit 
will  not  activate  surge-style  trailer 
brakes 

Electric  Trailer  Brakes  -  Electric  braking 
systems  are  activated  by  an  electronic  sig¬ 
nal  sent  from  a  trailer  brake  controller  (spe¬ 
cial  brake-sensing  module).  If  electrictrailer 
brakes  are  used,  refer  to  "Electric  trailer 
brake  controller"  in  this  section. 

Have  a  professional  supplier  of  towing 
equipment  make  sure  the  trailer  brakes  are 
properly  installed  and  demonstrate  proper 
brake  function  testing. 


^WARNING 

The  NISSAN  trailer  brake  controller  has 
been  verified  to  be  compatible  with 
trailers  having  electric  actuated  drum 
brakes  (one  to  four  axles)  and  electric- 
over-hydraulic  brakes.  It  will  not  acti¬ 
vate  hydraulic  surge-style  trailer  brakes 

^WARNING 

Never  connect  a  trailer  brake  system  di¬ 
rectly  to  the  vehicle  brake  system. 


Electric  trailer  brake  controller  (if 
so  equipped) 


To  install  the  electric  trailer  brake  controller 
jumper  harness,  perform  the  following  pro¬ 
cedure: 

1.  Open  the  driver  door.  Move  the  seat  to 
the  rearmost  position. 


Trailers  equipped  with  electric  brakes  may 
require  the  installation  of  an  aftermarket 
trailer  brake  controller. 


Your  vehicle  may  be  equipped  with  a  con¬ 
nector  and  jumper  harness  that  is  specifi¬ 
cally  designed  to  be  used  when  installing 
an  aftermarket  brake  controller. 
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2.  Apply  the  parking  brake  to  access  the 
jumper  harness  connector. 


_ LTI2228 

3.  Locate  the  Jumper  harness  connector 
under  the  lower  portion  of  the  instru¬ 
ment  panel.  The  connector  is  taped  to 
the  wiring  harness  ®  as  indicated. 


Wire  color  designation  for  electric  trailer 
brake  controllerjumper  harness. 


WIRE  COLOR 

NOTE 

RED/GREEN 

Vehicle  stop  lamp 
switch  to  trailer  brake 

controller. 

BLACK 

Brake  controller 
ground  (-). 

BROWN/WHITE 

Trailer  brake  controller 
switched  output 

RED/BLUE 

Trailer  brake  controller 

illumination. 

RED 

Fused  trailer  brake 
controller  battery  feed 
(B+). 
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4.  Peel  off  the  tape  and  connect  the 
jumper  harness  to  the  connector  (§), 

5.  Release  the  parking  brake. 

6.  Install  the  aftermarket  electric  trailer 
brake  controller  according  to  the 
manufacturer's  instructions. 


®  Gain  - 
@  Gain  + 

@  Manual  control  lever 
@  Boost 

Trailer  brake  controller  unit  (if  so 
equipped) 

The  Trailer  Brake  Controller  Unit  (TBCU),  lo¬ 
cated  on  the  lower  instrument  panel,  is  a 
device  that  assists  the  vehicle  in  having 
effective  and  smooth  braking  while  towing 
a  trailer. 


Operating  modes; 

■  Automatic  mode:  This  is  the  normal 
operation  of  the  TBCU  depending  on 
the  gain  and  boost  settings  adjusted  by 
the  customer.  This  mode  will  activate 
when  vehicle  brake  pedal  is  pressed. 

■  Manual  mode:  This  mode  is  initiated  by 
adjusting  the  manual  control  leverfrom 
resting  position.  This  mode  will  provide 
output  power  to  trailer  brakes  without 
applying  the  vehicle  brake  pedal. 

To  determine  the  output  operation  of  the 
system: 

■  Cain  +  and  Gain  -  :  Used  to  increase  or 
decrease  the  braking  force  supplied  to 
the  trailer  brakes.  To  adjust  the  gain, 
press  Gain  +  or  Gain  -  to  the  desired 
point  (0-10).  For  example:  gain  setting 
6.0  is  a  typical  starting  point  for  heavy 
loads. 

■  Boost:  Used  to  adjust  the  feel  of  the 
automatic  brake  event  that  occurs 
when  the  vehicle  brake  pedal  is  applied. 
To  set  up  boost,  press  Boost  button 
once  to  display  for  current  boost  set¬ 
ting  (display  for  3  seconds).  Keep  press¬ 
ing  to  increase  boost  level  until  the  de¬ 
sired  level  (0-3)  is  achieved. 
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Manual  Control  Lever:  Provides  brake 
output  power  to  trailer  brakes  without 
applying  the  vehicle  brake  pedal.  The 
amount  of  brake  output  supplied  corre¬ 
sponds  to  the  amount  of  pinch  pres¬ 
sure  applied  to  the  manual  control 
lever. 


Ei] 

□ 

Q 

□ 


Prodigy®  P2  initial  screen  at  start  up  (15  seconds*) 

Power  to  Prodigy®  P2  with  trailer  connected  and  boost  feature  not 
engaged 

Power  to  Prodigy®  P2  with  trailer  connected  and  boost  feature  not 
engaged 


Power  to  Prodigy®  P2,  trailer  not  connected 
Gain  feature  is  adjustable  from 


n  n 

uu 

lu. 

by  increments 

°'lasl 


b 


ED 

El 


b.3. 


Boost  off 


Boost  level  1 


Boost  level  2 


Boost  level  3 


*if  sustained  for  longer,  check  trailer  connections  or  visit  a  dealer  for  service 
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Typical  Boost  Settings  For  Optimal  Performance 

(with  properly  adjusted  trailer  brakes*) 

TRAILER  WEIGHT  compared  to  VEHICLE  WEIGHT 

b. 

b.l. 

b.l?. 

b.3. 

BOOST  OFF  0  INCREASING  BOOST  LEVEL  0  \ 

X 

X 

Trailer  weighs  LESS  than  vehicle 

X 

X 

X 

Trailer  weighs  APPROXIMATELY  THE  SAME  as  vehicle 

X 

X 

X 

Trailer  weighs  UP  TO  25%  MORE  than  vehicle 

■I  ■■  ■ 

\~^ ^  gBs— , 

X 

X 

tH 

-UrrJJ — 1 

Trailer  weighs  UP  TO  40%  MORE  than  vehicle 

Trailer  weighs  OVER  40%  MORE  than  vehicle 

WARNING  Do  not  exceed  Gross 
Combined  Weight  Rating  (GCWR) 

X 

*  You  may  need  to  increase  the  boost  setting  if  the  trailer  brakes  are  worn.  See  a  dealer  for  adjustment  and  or  repair. 


LTI2156 


_ A  WARNING _ 

Do  not  exceed  Cross  Combined  Weight 
Rating  (CVWR).  For  additional  informa¬ 
tion  about  CVWR,  refer  to  "Towing 
load/specification"  in  this  section  of  the 
manual. 

Pre-towing  tips 

■  Be  certain  your  vehicle  maintains  a  level 
position  when  a  loaded  and/or  un¬ 
loaded  trailer  is  hitched.  Do  not  drive  the 
vehicle  if  it  has  an  abnormal  nose-up  or 
nose-down  condition;  check  for  Im- 
propertongue  load,  overload,  worn  sus¬ 
pension  or  other  possible  causes  of  ei¬ 
ther  condition. 

■  Always  secure  Items  In  the  trailer  to  pre¬ 
vent  load  shift  while  driving. 

•  Keep  the  cargo  load  as  low  as  possible 
in  the  trailer  to  keep  the  trailer  center  of 
gravity  low. 

■  Load  the  trailer  so  approximately  60% 
of  the  trailer  load  is  in  the  front  half  and 
40%  is  in  the  back  half  Also  make  sure 
the  load  is  balanced  side  to  side. 


This  graphic  shows  the  suggested  boost  leveisfor  d^erei 

vehicle  size. 


sizes  relative  to  the 
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•  Check  your  hitch,  trailer  tire  pressure, 
vehicle  tire  pressure,  trailer  light  opera¬ 
tion,  and  trailer  wheel  lug  nuts  every 
time  you  attach  a  trailer  to  the  vehicle. 

•  Be  certain  your  rearview  mirrors  con¬ 
form  to  all  federal,  state  or  local  regula¬ 
tions.  If  not,  install  any  mirrors  required 
for  towing  before  driving  the  vehicle. 

•  Determine  the  overall  height  of  the  ve¬ 
hicle  and  trailer  so  the  required  clear¬ 
ance  is  known. 

Trailer  towing  tips 

In  order  to  gain  skill  and  an  understanding 
of  the  vehicle's  behavior,  you  should  prac¬ 
tice  turning,  stopping  and  backing  up  in  an 
area  which  is  free  from  traffic.  Steering  sta¬ 
bility  and  braking  performance  will  be 
somewhat  different  than  under  normal 
driving  conditions. 

•  Always  secure  items  in  the  trailerto  pre¬ 
vent  load  shift  while  driving. 

■  Lock  the  trailer  hitch  coupler  with  a  pin 
or  lock  to  prevent  the  coupler  from  in¬ 
advertently  becoming  unlatched. 

•  Avoid  abrupt  starts,  acceleration  or 
stops. 


■  Always  drive  your  vehicle  at  a  moderate 
speed. 

■  When  backing  up,  hold  the  bottom  of 
the  steering  wheel  with  one  hand.  Move 
your  hand  in  the  direction  in  which  you 
want  the  trailer  to  go.  Make  small  cor¬ 
rections  and  back  up  slowly.  If  possible, 
have  someone  guide  you  when  you  are 
backing  up. 

Always  block  the  wheels  on  both  vehicle 
and  trailer  when  parking.  Parking  on  a 
slope  is  not  recommended;  however,  if  you 
must  do  SO: 


A  CAUTION_ I 

If  you  move  the  shift  selector  to  the  P 
(Park)  position  before  blocking  the 
wheels  and  applying  the  parking  brake, 
transmission  damage  could  occur. 

1.  Apply  and  hold  the  brake  pedal. 

2.  Have  someone  place  blocks  on  the 
downhill  side  of  the  vehicle  and  trailer 
wheels. 

After  the  wheel  blocks  are  in  place, 
slowly  release  the  brake  pedal  until  the 
blocks  absorb  the  vehicle  load. 


Avoid  sharp  turns  or  lane  changes. 


4.  AppI’ 
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5.  Shift  the  transmission  into  P  (Park). 

6.  Make  sure  the  ^  indicator  light  (if  so 
equipped)  indicates  the  transfer  case  is 
in  4H,4LO,or  2H  and  that  the  ATP  light  is 
off.  If  the  ^  indicator  light  is  flashing, 
or  the  ATP  light  is  ON,  make  sure  the 
transmission  is  in  P  (Park)  (A/T)  and 
turn  the  4WD  switch  to  2WD  or  4H.  For 
additional  information,  refer  to  "Auto¬ 
matic  transmission  park  warning  light" 
in  the  "Instruments  and  controls"  sec¬ 
tion  and  "Using  4-wheel  drive  (4WD)"  in 
the  "Starting  and  driving"  section  of  this 
manual. 

7  Turn  off  the  engine. 

To  drive  away: 

1.  Start  the  vehicle. 

2.  Apply  and  hold  the  brake  pedal. 

3.  Shift  the  transmission  into  gear. 

4.  Release  the  parking  brake. 

5.  Drive  slowly  until  the  vehicle  and  trailer 
are  clear  from  the  blocks. 

6.  Apply  and  hold  the  brake  pedal. 

7  Have  someone  retrieve  and  store  the 
blocks. 


While  going  downhill,  the  weight  of  the 
trailer  pushing  on  the  tow  vehicle  may 
decrease  overall  stability.  Therefore,  to 
maintain  adequate  control,  reduce  your 
speed  and  shift  to  a  lower  gear.  Avoid 
long  or  repeated  use  of  the  brakes 
when  descending  a  hill,  as  this  reduces 
their  effectiveness  and  could  cause 
overheating.  Shifting  to  a  lower  gear  in¬ 
stead  provides  "engine  braking"  and  re¬ 
duces  the  need  to  brake  as  frequently. 

If  the  engine  coolant  temperature  rises 
to  a  high  temperature,  refer  to  "If  your 
vehicle  overheats"  in  the  "In  case  of 
emergency"  section  of  this  owner's 
manual. 

Trailer  towing  requires  more  fuel  than 
normal  circumstances. 

Avoid  towing  a  trailer  for  your  vehicle's 
first  500  miles  (805  km). 

For  the  first  500  miles  (805  km)  that  you 
do  tow,  do  not  drive  over  50  mph 
(80  km/h). 

Have  your  vehicle  serviced  more  often 
than  at  intervals  specified.  For  addi¬ 
tional  information,  refer  to  "Mainte¬ 
nance  schedules"  in  the  "Maintenance 
and  schedule"  section  of  this  manual. 


■  When  making  a  turn,  your  trailer  wheels 
will  be  closer  to  the  inside  of  the  turn 
than  your  vehicle  wheels.  To  compen¬ 
sate  for  this,  make  a  larger  than  normal 
turning  radius  during  the  turn. 

■  Crosswinds  and  rough  roads  will  ad¬ 
versely  affect  vehicle/trailer  handling, 
possibly  causing  vehicle  sway.  When 
being  passed  by  larger  vehicles,  be  pre¬ 
pared  for  possible  changes  in  cross- 
winds  that  could  affect  vehicle  han¬ 
dling. 

Trailer  Sway  Assist: 

To  minimize  trailer  sway,  your  vehicle  may 
apply  braking  to  individual  wheels  based 
on  input  from  your  vehicle  sensors  and  ve¬ 
hicle  speed.  Trailer  sway  control  is  a  func¬ 
tion  of  the  Vehicle  Dynamic  Control  (VDC) 
system  and  is  active  when  the  VDC  func¬ 
tion  is  enabled. 


^CAUTION 

If  the  VDC-OFF  switch  is  on  (meaning 
VDC  system  OFF),  the  Trailer  Sway  As¬ 
sist  is  also  disabled 


When  Trailer  Sway  Assist  is  in  operation,  the 
VDC  warning  light  blinks.  When  vehicle  con¬ 
trol  is  regained,  VDC  warning  light  will  turn 
OFF. 

For  additional  information  about  the  VDC 
system,  refer  to  'Vehicle  Dynamic  Control 
(VDC)  OFF  switch"  in  the  "Instruments  and 
controls"  section  and  'Vehicle  Dynamic 
Control  (VDC)  system"  in  the  "Starting  and 
driving"  section  of  this  manual. 

If  Trailer  Sway  Assist  activates,  do  the  fol¬ 
lowing: 

1.  Take  your  foot  off  the  accelerator  pedal 
to  allow  the  vehicle  to  coast  and  steer 
as  straight  ahead  as  the  road  condi¬ 
tions  allow.  This  combination  will  help 
stabilize  the  vehicle 


A  CAUTION 

Do  not  try  to  correct  trailer  sway  by 

steering  or  applying  the  brakes. 

2.  When  the  trailer  sway  stops,  gently  ap¬ 
ply  the  brakes  and  pull  to  the  side  of  the 
road  in  a  safe  area. 

3.  Try  to  rearrange  the  trailer  load  so  it  is 
balanced.  For  additional  information, 
refer  to  "Pre-towing  tips"  in  this  section. 
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NOTE: 

Trailer  Sway  Assist  cannot  reduce  trailer 
sway  in  all  situations. 

•  Be  careful  when  passing  other  vehicles. 
Passing  while  towing  a  trailer  requires 
considerably  more  distance  than  nor¬ 
mal  passing.  Remember,  the  length  of 
the  trailer  must  also  pass  the  other  ve¬ 
hicle  before  you  can  safely  change 
lanes. 

•  Use  the  Tow  Mode  or  downshift  the 
transmission  to  a  lower  gear  for  engine 
braking  when  driving  down  steep  or 
long  hills.  This  will  help  slow  the  vehicle 
without  applying  the  brakes. 

•  Avoid  holding  the  brake  pedal  down  too 
long  or  too  frequently.  This  could  cause 
the  brakes  to  overheat,  resulting  in  re¬ 
duced  braking  efficiency. 


■  Some  states  or  provinces  have  specific 
regulations  and  speed  limits  for  ve¬ 
hicles  that  are  towing  trailers.  Obey  the 
local  speed  limits. 

■  Check  your  hitch,  trailer  wiring  harness 
connections,  and  trailer  wheel  lug  nuts 
after  50  miles  (80  km)  of  travel  and  at 
every  break. 

■  When  launching  a  boat,  don't  allow  the 
water  level  to  go  over  the  exhaust  tail 
pipe  or  rear  bumper. 

■  Make  sure  you  disconnect  the  trailer 
lights  before  backing  the  trailer  into  the 
water  or  the  trailer  lights  may  burn  out. 

When  towing  a  trailer,  final  drive  gear  oil 
should  be  replaced  and  transmission 
oil/fluid  should  be  changed  more  fre¬ 
quently.  For  additional  information,  refer 
to  the  "Do-it-yourself"  section  in  this 
manual. 


mode  Is  automatically  canceled  when  the 
ignition  switch  is  turned  off. 

Tow  mode  includes  the  following  features: 

■  Grade  logic  —  Adjusts  transmission 
shifts  when  pulling  a  trailer  or  hauling  a 
load  up  a  grade. 

■  Downhill  Speed  Control  (DSC)  —  auto¬ 
matically  downshifts  when  driving 
down  a  grade  with  a  trailer  or  heavy 
load  to  help  control  vehicle  speed. 

Driving  the  vehicle  in  the  tow  mode  with  no 
trailer/load  or  light  trailer/light  load  will  not 
cause  any  damage.  However,  fuel 
economy  may  be  reduced  and  the 
transmission/engine  driving  characteris¬ 
tics  may  feel  unusual. 

When  towing  a  trailer,  final  drive  gear  oil 
should  be  replaced  and  transmission 
oil/fluid  should  be  changed  more  fre¬ 
quently.  For  additional  information,  refer 
to  the  "Do-it-yourself"  section  of  this 
manual. 


Increase  your  following  distance  to  al¬ 
low  for  greater  stopping  distances 
while  towing  a  trailer.  Anticipate  stops 
and  brake  gradually. 

NISSAN  recommends  that  the  cruise 
control  (if  so  equipped)  not  be  used 
while  towing  a  trailer. 


Tow  mode 

Using  tow  mode  is  recommended  when 
pulling  a  heavy  trailer  or  hauling  a  heavy 
load.  Press  the  TOW  MODE  switch  to  acti¬ 
vate  tow  mode.  The  indicator  light  on  the 
TOW  MODE  switch  illuminates  when  tow 
mode  is  MODE 

switch  Tow 
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SNOW  PLOW 


FLAT  TOWING  FOR  2-WHEEL  DRIVE 
(2WD)  VEHICLE  (if  SO  equipped) 

Towing  your  vehicle  with  all  four  wheels  on 
the  ground  is  sometimes  called  flat  towing. 
This  method  is  sometimes  used  when 
towing  a  vehicle  behind  a  recreational  ve¬ 
hicle,  such  as  a  motor  home. 


A  CAUTION 

■  Failure  to  follow  these  guidelines  can 
result  in  severe  transmission  damage. 

■  Never  flat  tow  your  2WD  vehicle. 

■  Never  tow  your  2WD  vehicle  with  the 
rear  wheels  on  the  ground.  Doing  so 
may  cause  serious  and  expensive 
damage  to  the  powertrain. 

■  DO  NOT  tow  your  2WD  vehicle  with  all 
four  wheels  on  the  ground  (flat  tow¬ 
ing).  Doing  so  WILL  DAMAGE  internal 
transmission  parts  due  to  lack  of 
transmission  lubrication. 

■  For  emergency  towing  procedures  re¬ 
fer  to  'Towing  recommended  by 
NISSAN"  in  the  "In  case  of  emergency" 
section  of  this  manual. 


FLAT  TOWING  FOR  4-WHEEL  DRIVE 
(4WD)  VEHICLE  (if  SO  equipped) 

Towing  your  vehicle  with  all  four  wheels  on 
the  ground  is  sometimes  called  flat  towing. 
This  method  is  sometimes  used  when 
towing  a  vehicle  behind  a  recreational  ve¬ 
hicle,  such  as  a  motor  home. 


A  CAUTION 

■  Failure  to  follow  these  guidelines  can 
result  in  severe  transmission  damage. 

■  Never  flat  tow  your  4WD  vehicle. 

■  DO  NOT  tow  your  4WD  vehicle  with 
any  wheels  on  the  ground.  Doing  so 
may  cause  serious  and  expensive 
damage  to  the  powertrain. 

■  For  emergency  towing  procedures  re¬ 
fer  to  "Towing  recommended  by 
NISSAN"  in  the  "In  case  of  emergency" 
section  of  this  manual. 

Automatic  Transmission 


To  tow  a  vehicle  equipped  with  an  auto¬ 
matic  transmission,  an  appropriate  vehicle 
dolly  MUST  be  placed  under  the  towed  ve¬ 
hicle's  drive  wheels.  Always  follow  the  dolly 
manufacturer's  recornmgydatiDns  when 
using  t  h'feirpnsd^ieitr-^'^^^^^fc 


NISSAN  does  not  make  a  snowplow  for  TI¬ 
TAN  and  has  not  evaluated  the  suitability  of 
its  trucks  for  use  as  snowplow  platforms. 
Instead,  the  snowplow  manufacturers  es¬ 
tablish  minimum  vehicle  requirements  for 
their  various  plow  products  and  they  make 
the  determination  as  to  which  vehicle  plat¬ 
forms  are  suitable,  based  on  their  indi¬ 
vidual  product  specifications.  Consult  the 
snowplow  manufacturers  and  sellers  con¬ 
cerning  the  fitness  of  the  TITAN  for  use  with 
their  products.  NISSAN  advises  caution 
whenever  installing  aftermarket  parts  and 
accessories  because  these  products  have 
not  been  tested  or  certified  by  NISSAN. 
Please  reference  the  NISSAN  Body  Builder's 
guide  for  the  appropriate  upfit  capacities 
and  requirements  of  the  TITAN  XD  'Snow¬ 
plow  Prep'  package  (if  so  equipped)  or  'HD 
Front  GAWR'  Package  (if  so  equipped). 


A  WARNING 

Installing  a  snowplow  may  affect  ve¬ 
hicle  handling.  This  may  cause  the 
driver  to  lose  control  of  the  vehicle 
and  could  result  in  vehicle  damage, 
serious  injury,  or  death. 
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■  A  snowplow  attached  may  affect  the 
operation  of  the  air  bags.  Use  extreme 
caution  while  driving  and  plowing  to 
avoid  vehicle  damage,  serious  injury, 
or  death. 


DOT  (Department  of  Transportation)  Qual¬ 
ity  Grades:  All  passenger  car  tires  must 
conform  to  federal  safety  requirements  in 
addition  to  these  grades. 

Quality  grades  can  be  found  where  appli¬ 
cable  on  the  tire  sidewall  between  tread 
shoulder  and  maximum  section  width.  For 
example: 

Treadwear  200  Traction  AA  Temperature 
A 

Treadwear 


ment  as  measured  under  controlled 
conditions  on  specified  government  test 
surfaces  of  asphalt  and  concrete.  A  tire 
marked  C  may  have  poor  traction  perfor¬ 
mance. 


_ A  WARNING _ 

The  traction  grade  assigned  to  this  tire 
is  based  on  straight-ahead  braking 
traction  tests,  and  does  not  include  ac¬ 
celeration,  cornering,  hydroplaning,  or 
peak  traction  characteristics. 


The  treadwear  grade  is  a  comparative  rat¬ 
ing  based  on  the  wear  rate  of  the  tire  when 
tested  under  controlled  conditions  on  a 
specified  government  test  course.  For  ex¬ 
ample,  a  tire  graded  150  would  wear  one 
and  one-half  (1  1/2)  times  as  well  on  the 
government  course  as  a  tire  graded  100. 
The  relative  performance  of  tires  depends 
upon  the  actual  conditions  of  their  use, 
however,  and  may  depart  significantly  from 
the  norm  duetovariations  in  driving  habits, 
service  practices  and  differences  in  road 
characteristics  and  climate. 

Traction  AA,  A,  B  and  C 

The  traction  grades,  from  highest  to  low¬ 
est,  are  /V\,  A,  B,  and  C.  Those  grades  repre¬ 
sent  the  tire’s' ablHlT  to  ^top  onyt  pave- 
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Temperature  A,  B  and  C 

The  temperature  grades  are  A  (the  high¬ 
est),  B,  and  C,  representing  the  tire's  resis¬ 
tance  to  the  generation  of  heat,  and  its 
ability  to  dissipate  heat  when  tested  under 
controlled  conditions  on  a  specified  indoor 
laboratory  test  wheel.  Sustained  high  tem¬ 
perature  can  cause  the  material  of  the  tire 
to  degenerate  and  reduce  tire  life,  and  ex¬ 
cessive  temperature  can  lead  to  sudden 
tire  failure.  The  grade  C  corresponds  to  a 
level  of  performance  which  all  passenger 
car  tires  must  meet  under  the  Federal  Mo¬ 
tor  Vehicle  Safety  Standard  No.  109.  Grades 
B  and  A  represent  higher  levels  of  perfor¬ 
mance  on  the  laboratory  test  wheel  than 
the  minimum  required  by  law. 


EMISSION  CONTROL  SYSTEM 
WARRANTY 


^WARNING 

The  temperature  grade  for  this  tire  is 
established  for  a  tire  that  is  properly  in¬ 
flated  and  not  overloaded.  Excessive 
speed,  under-inflation,  or  excessive 
loading,  either  separately  or  in  combi¬ 
nation,  can  cause  heat  build-up  and 
possible  tire  failure. 


Your  NISSAN  vehicle  Is  covered  by  the  fol¬ 
lowing  emission  warranties: 

For  USA 

1.  Emission  Defects  Warranty 

2.  Emissions  Performance  Warranty 

Details  of  this  warranty  may  be  found  with 
other  vehicle  warranties  in  your  Warranty 
Information  Booklet  which  comes  with 
your  NISSAN  vehicle.  If  you  did  not  receive  a 
Warranty  Information  Booklet,  or  it  is  lost, 
you  may  obtain  a  replacement  by  writing 
to: 


For  Canada 

Emission  Control  System  Warranty 

Details  of  this  warranty  may  be  found  with 
other  vehicle  warranties  in  your  Warranty 
Information  Booklet  which  comes  with 
your  NISSAN  vehicle.  If  you  did  not  receive  a 
Warranty  Information  Booklet,  or  it  is  lost, 
you  may  obtain  a  replacement  by  writing 
to: 

•  Nissan  Canada  Inc. 

5290  Orbitor  Drive 
Mississauga,  Ontario,  L4W  4Z5 


Nissan  North  America,  Inc. 
Consumer  Affairs  Department 
P.O.  Box  685003 
Franklin,  TN  37068-5003 
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REPORTING  SAFETY  DEFECTS 


For  USA 

If  you  believe  that  your  vehicle  has  a 
defect  which  could  cause  a  crash  or 
could  cause  injury  or  death,  you 
should  immediately  inform  the  Na¬ 
tional  Highway  Traffic  Safety  Admin¬ 
istration  (NHTSA)  in  addition  to  noti¬ 
fying  NISSAN. 

If  NHTSA  receives  similar  complaints, 
it  may  open  an  investigation,  and  if  it 
finds  that  a  safety  defect  exists  in  a 
group  of  vehicles,  it  may  order  a  re¬ 
call  and  remedy  campaign.  However, 
NHTSA  cannot  become  involved  in 
individual  problems  between  you, 
your  dealer,  or  NISSAN. 

To  contact  NHTSA,  you  may  call  the 
Vehicle  Safety  Hotline  toll-free  at 
1-888-327-4236  (TTY:  1-800-424- 
9153);  go  to  http://www.safercar.gov; 
or  write  to:  Administrator,  NHTSA, 
400  Seventh  Street,  SW.,  Washington, 
D.C.  20590.  You  can  also  obtain  other 
information  about  motor  vehicle 


safety  from 

http://www.safercar.gov. 

You  may  notify  NISSAN  by  contact¬ 
ing  our  Consumer  Affairs  Depart¬ 
ment,  toll-free,  at  1-800-NISSAN-l. 

For  Canada 

If  you  believe  that  your  vehicle  has  a 
defect  which  could  cause  a  crash  or 
could  cause  injury  or  death,  you 
should  immediately  inform  Trans¬ 
port  Canada  in  addition  to  notifying 
NISSAN. 

If  Transport  Canada  receives  com¬ 
plaints,  it  may  open  an  investigation, 
and  if  it  finds  that  a  safety  defect 
exists  in  a  group  of  vehicles,  it  may 
request  that  NISSAN  conduct  a  recall 
campaign.  However,  Transport 
Canada  cannot  become  involved  in 
individual  problems  between  you, 
your  dealer,  or  NISSAN. 


You  may  contact  Transport  Canada's 
Defect  Investigations  and  Recalls 
Division  toll  free  at  1-800-333-0510. 
You  may  also  report  safety  defects 
online  at:  https://wwwapps.tc.gc.ca/ 
Saf-Sec-Sur/7/PCDB-BDPP/fc- 
cp.aspx?lang=eng  (English  speakers) 
or  https://wwwapps.tc.gc.ca/Saf- 
Sec-Sur/7/PCDB-BDPP/fc- 
cp.aspx?lang=fra  (French  speakers) 

Additional  information  concerning 
motor  vehicle  safety  may  be  ob¬ 
tained  from  Transport  Canada's 
Road  Safety  Information  Centre  at 
1-800-333-0371  or  online  at 
www.tc.gc.ca/roadsafety  (English 
speakers)  or 

www.tc.gc.ca/securiteroutiere 
(French  speakers). 

To  notify  NISSAN  of  any  safety  con¬ 
cerns  please  contact  our  Consumer 
Information  Centre  toll  free  at  1-800- 
387-0122. 
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READINESS  FOR  INSPECTION/ 
MAINTENANCE  (I/M)  TEST  (gas 
engine  only) 

^WARNING 

A  vehicle  equipped  with  4-Wheel  Drive 
(4WD)  should  never  be  tested  using  a 
two  wheel  dynamometer  (such  as  the 
dynamometers  used  by  some  states  for 
emissions  testing),  or  similar  equip¬ 
ment.  Make  sure  you  inform  the  test  fa¬ 
cility  personnel  that  your  vehicle  is 
equipped  with  4WD  before  it  is  placed 
on  a  dynamometer.  Using  the  wrong 
test  equipment  may  result  in  transmis¬ 
sion  damage  or  unexpected  vehicle 
movement  which  could  result  in  serious 
vehicle  damage  or  personal  injury. 

Due  to  legal  requirements  In  some  states 
and  Canadian  Provinces,  your  vehicle  may 
be  required  to  be  In  what  is  called  the 
"ready  condition"  for  an 
Inspection/Maintenance  (l/M)  test  of  the 
emission  control  system. 

The  vehicle  Is  set  to  the  "ready  condition" 
when  it  is  driven  through  certain  driving 
patterns.  Usually  the  ready  condition  can 
be  obtained  by  ordinary  usage  of  the  ve¬ 
hicle. 


If  a  powertrain  system  component  is  re¬ 
paired  or  the  battery  is  disconnected,  the 
vehicle  may  be  reset  to  a  "not  ready"  condi¬ 
tion.  Before  taking  the  I/M  test,  check  the 
vehicle's  inspection/maintenance  test 
readiness  condition.  Place  the  ignition 
switch  in  the  ON  position  without  starting 
the  engine.  If  the  Malfunction  Indicator 
Light  (MIL)  comes  on  steady  for  20  seconds 
and  then  blinks  for  10  seconds,  the  I/M  test 
condition  is  "not  ready".  If  the  MIL  does  not 
blink  after  20  seconds,  the  I/M  test  condi¬ 
tion  is  "ready".  It  is  recommended  that  you 
visit  a  NISSAN  dealer  to  set  the  "ready  con¬ 
dition"  or  to  prepare  the  vehicle  for  testing. 


diesel  engine  only 

For  additional  information,  refer  to  the  Ti¬ 
tan  Diesel  Owner's  Manual. 


EVENT  DATA  RECORDERS  (EDR) 


This  vehicle  is  equipped  with  an  Event  Data 
Recorder  (EDR).  The  main  purpose  of  an 
EDR  is  to  record,  in  certain  crash  or  near 
crash-like  situations,  such  as  an  air  bag 
deployment  or  hitting  a  road  obstacle,  data 
that  will  assist  in  understanding  how  a  ve¬ 
hicle's  systems  performed.  The  EDR  is  de¬ 
signed  to  record  data  related  to  vehicle  dy¬ 
namics  and  safety  systems  for  a  short 
period  of  time,  typically  30  seconds  or  less. 
The  EDR  in  this  vehicle  is  designed  to  re¬ 
cord  such  data  as: 

■  How  various  systems  in  your  vehicle 
were  operating; 

•  Whether  or  not  the  driver  and  passen¬ 
ger  safety  belts  were  buckled/fastened; 

•  How  far  (if  at  all)  the  driver  was  depress¬ 
ing  the  accelerator  and/or  brake  pedal; 
and, 

•  How  fast  the  vehicle  was  traveling. 

•  Sounds  are  not  recorded. 
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These  data  can  help  provide  a  better  un¬ 
derstanding  of  the  circumstances  in  which 
crashes  and  injuries  occur.  NOTE:  EDR  data 
are  recorded  by  your  vehicle  only  if  a  non¬ 
trivial  crash  situation  occurs;  no  data  are 
recorded  by  the  EDR  under  normal  driving 
conditions  and  no  personai  data  (e.g. 
name,  gender,  age  and  crash  location)  are 
recorded.  However,  other  parties,  such  as 
iaw  enforcement,  couid  combine  the  EDR 
data  with  the  type  of  personaily  identifying 
data  routinely  acquired  during  a  crash  in¬ 
vestigation. 

To  read  data  recorded  by  an  EDR,  speciai 
equipment  is  required  and  access  to  the 
vehicle  or  the  EDR  is  needed,  in  addition  to 
the  vehicle  manufacturer  and  NISSAN 
dealer,  other  parties,  such  as  law  enforce¬ 
ment,  that  have  the  special  equipment,  can 
read  the  information  if  they  have  access  to 
the  vehicle  or  the  EDR.  EDR  data  will  only  be 
accessed  with  the  consent  of  the  vehicle 
owner  or  lessee  or  as  otherwise  required  or 
permitted  by  law. 


OWNER'S  MANUAL/SERVICE 
MANUAL  ORDER  INFORMATION 

Genuine  NISSAN  Service  Manuals  for  this 
model  year  and  prior  can  be  purchased.  A 
Genuine  NISSAN  Service  Manual  is  the  best 
source  of  service  and  repair  information  for 
your  vehicle.  This  manual  is  the  same  one 
used  by  the  factory-trained  technicians 
working  at  NISSAN  dealerships.  Genuine 
NISSAN  Owner's  Manuals  can  also  be  pur¬ 
chased. 

For  USA 

For  current  pricing  and  availability  of  Genu¬ 
ine  NISSAN  Service  Manuals,  contact: 

www.nissan-techinfo.com 

For  current  pricing  and  availability  of  Genu¬ 
ine  NISSAN  Owner's  Manuals,  contact: 

1-800-247-5321 
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For  Canada 

To  purchase  a  copy  of  a  Genuine  NISSAN 
Service  Manual  or  Owner's  Manual,  for  this 
model  year  and  prior,  please  contact  your 
nearest  NISSAN  dealer.  Forthe  phone  num¬ 
ber  and  location  of  a  NISSAN  dealer  in  your 
area,  call  the  NISSAN  Information  Genter  at 
1-800-387-0122  and  a  bilingual  NISSAN  rep¬ 
resentative  will  assist  you. 
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Active  Brake  Limited  Slip  (ABLS) 

system . 5-58 

Aiming  control,  headlights . 2-52 

Air  bag  (See  supplemental  restraint 

system) . 1-53 

Air  bag  system 

Front  (See  supplemental  front  impact 

air  bag  system) . 1-60, 1-75 

Air  bag  warning  labels . 1-80 

Air  bag  warning  light . 1-81, 2-22 

Air  bag  warning  light, 

supplemental . 1-81,2-22 

Air  cleaner . 8-20 

Air  cleaner  housing  filter . 8-20 

Air  conditioner 

Air  conditioner  operation  .  .  .  .4-33,4-39 
Air  conditioner  specification  label  .  .10-21 
Air  conditioner  system  refrigerant  and 

oil  recommendations . 10-8 

Air  conditioner  system  refrigerant 

recommendations . 10-8 

Heater  and  air  conditioner  (automatic) 

(if  so  equipped) . 4-38 

Heater  and  air  conditioner 

controls . 4-39 

Servicing  air  conditioner . 4-43 

Airflow  charts . 4-34 

Alarm  system 

(See  vehicle  security  system) . 2-43 

Anchor  point  locations . 1-31 


Antenna . 4-44 

Antifreeze . 5-68 

Anti-lock  brake  warning  light . 2-17 

Anti-lock  Braking  System  (ABS) . 5-56 

Audible  reminders . 2-25 

Autolight  switch . 2-50 

Automatic 

Automatic  drive  positioner  .  .  .3-43, 3-45 
Automatic  power  window  switch.  .  .2-85 
Driving  with  automatic 

transmission . 5-17 

Automatic  anti-glare  inside  mirror  .  .  .  .3-34 

Automatic  door  locks . 3-9 

Automatic  drive  positioner . 3-43, 3-45 

Automatic  transmission  fluid  temperature 
gauge . 2-10 


Brake  fluid . 8-13 

Brake  light  (See  stop  light) . 8-32 

Brake  system . 5-55 

Brake  warning  light . 2-18 

Brake  wear  indicators . 2-25,  8-22 

Parking  brake  operation . 5-23 

Self-adjusting  brakes . 8-22 

Brake  Assist . 5-57 

Brake  fluid . 8-13 

Brakes . 8-22 

Brake  system . 5-55 

Break-in  schedule . 5-43 

Brightness  control 

Instrument  panel . 2-53 

Bulb  check/instrument  panel . 2-17 

Bulb  replacement . 8-32 


B 


Battery . 5-68,8-15 

Charge  warning  light . 2-19 

Battery  replacement . 8-27 

Key  fob . 8-27 

NISSAN  Intelligent  Key® . 8-27 

Before  starting  the  engine . 5-15 

Belt  (See  drive  belt) . 8-19 

Blind  Spot  Warning  (BSW) . 5-23 

Block  heater 

Engine . 5-70 

Booster  seats . 1-49 

Brake 

Anti-idfrerai^iHI^  .  .5-56 


Capacities  and  recommended  fuel/ 

lubricants . 10-2 

Cargo  light  switch . 2-55 

Cargo 

(See  vehicle  loading  information)  .  .  .  .10-23 

Car  phone  or  CB  radio . 4-89 

Check  tire  pressure . 2-37,2-38 

Child  restraints . 1-24,1-25,1-26,1-29 

LATCH  (Lower  Anchors  and  Tethers  for 

CHildren)  System . 1-29 

Precautions  on  child 

restraints . 1-26, 1-34, 1-40, 1-44, 1-49 
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Top  tether  strap  anchor  point 

locations . 1-31 

Child  safety  rear  door  lock . 3-10 

Chimes,  audible  reminders . 2-25 

Cleaning  exterior  and  interior . 7-2, 7-4 

Climate  control  seat  switch . 2-55 

C.MVS.S.  certification  label . 10-20 

Cold  weather  driving . 5-68 

Compass . 2-12 

Console  light . 2-88 

Controls 

Heater  and  air  conditioner  controls  .  .4-39 
Heater  and  air  conditioner  controls 

(manual) . 4-29 

Coolant 

Capacities  and  recommended 

fuel/lubricants . 10-2 

Changing  engine  coolant . 8-6 

Checking  engine  coolant  level . 8-6 

Engine  coolant  temperature  gauge  .  .2-8 

Corrosion  protection . 7-7 

Cruise  control . 5-41,  5-41,  5-42 

Cup  holders . 2-78 

Curtain  side-impact  and  rollover  air 

bag . 1-78 


D 


Daytime  Running  Light  System  .  .  .2-52,  8-30 

Diesel  Particulate  Filter  (DPF) . 8-11 

Digital  video  disc  DVD . 4-44 

Dimensions  and  weights . 10-12 

Dimmer  switch  for  instrument  panel  .  .  .2-53 

Display . 2-26 

Door  locks . 3-5, 3-6 
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Door  open  warning  light . 2-19 

Drive  belt . 8-19 

Drive  positioner.  Automatic . 3-43, 3-45 

Driving 

Cold  weather  driving . 5-68 

Driving  with  automatic 

transmission . 5-17 

Precautions  when  starting  and 

driving . 5-2,  5-9 

Driving  the  vehicle . 5-17 


E 


ECO  Drive  Report . 5-53 

Economy  -  fuel . 5-44 

Electronic  locking  rear  differential  (E-Lock) 

system . 5-52 

Electronic  locking  rear  differential  (E-Lock) 

system  switch . 2-62 

Emergency  engine  shutoff . 5-13, 6-2 

Emission  control  information  label.  .  .  .10-20 

Emission  control  system  warranty .  .  .  .10-65 

Engine 

Before  starting  the  engine . 5-15 

Block  heater . 5-70 

Capacities  and  recommended 

fuel/lubricants . 10-2 

Changing  engine  coolant . 8-6 

Changing  engine  oil . 8-8 

Changing  engine  oil  filter . 8-9 

Checking  engine  coolant  level . 8-6 

Checking  engine  oil  level . 8-7 

Engine  compartment  check 

.8—3 
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Engine  cooling  system . 8-5 

Engine  oil . 8-7 

Engine  oil  and  oil  filter 

recommendation . 10-7 

Engine  oil  pressure  gauge . 2-10,  2-11 

Engine  oil  pressure  warning  light.  .  .  .2-19 

Engine  oil  viscosity . 10-8 

Engine  serial  number . 10-19 

Engine  specifications . 10-10 

Engine  coolant  temperature  gauge  .  .  .  .2-8 

Engine  oil  pressure  gauge . 2-10, 2-11 

Event  Data  recorders . 10-67 

Exhaust  gas  (Carbon  monoxide) . 5-2 

Explanation  of  maintenance  items . 9-2 

Explanation  of  scheduled  maintenance 

items . 9-5 

Extended  storage  switch . 2-70 

Eyeglass  case . 2-77 


F 


Flashers 

(See  hazard  warning  flasher  switch)  .  .  .  .6-2 

Flat  tire . 6-3,  6-4 

Floor  mat  positioning  aid . 7-5 

Fluid 

Brake  fluid . 8-13 

Capacities  and  recommended 

fuel/lubricants . 10-2 

Engine  coolant . 8-5 

Engine  oil . 8-7 

Power  steering  fluid . 8-12 

Windshield-washer  fluid . 8-13 

F.M.V.S.S.  certification  label . 10-20 

Fog  light  switch . 2-54 
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Front  air  bag  system 
(See  supplemental  restraint 

system) . 1-60,1-75 

Front  and  rear  sonar  system . 5-63 

Front-door  pocket . 2-71 

Front  power  seat  adjustment . 1-5 

Front  seats . 1-2 

Fuel 

Capacities  and  recommended 

fuel/iubricants . 10-2 

Fuel  economy . 5-44 

Fuel  gauge . 2-9 

Fuel  octane  rating . 10-7 

Fuel  recommendation . 10-5 

Loose  fuei  cap  warning . 2-40 

Fuel  Cell  Vehicle  (FCV)  System 

Tire  pressure . 8-35 

Fuel  efficient  driving  tips . 5-43 

Fuel-filler  door . 3-27 

Fuel  gauge . 2-9 

Fuses . 8-23 

Fusible  links . 8-25 


Garage  door  opener,  FlomeLink®  Universal 
Transceiver  .  .2-89,  2-90,  2-91,  2-92,  2-92,  2-93 
Gauge 

Automatic  transmission  fluid 


temperature  gauge . 2-10 

Engine  coolant  temperature  gauge  .  .2-8 

Engine  oil  pressure  gauge . 2-10,  2-11 

Fuel  gauge . 2-9 

Odometer . 2-7 

Speedometer . 2-7 


Tachometer . 2-8 

Trip  odometer . 2-7 

Voltmeter . 2-11 

General  maintenance . 9-2 

Clove  box . 2-75 

Grocery  hooks . 2-81 


H 


Flazard  warning  flasher  switch . 6-2 

Fleadlight  aiming  control . 2-52 

Headlight  and  turn  signal  switch . 2-49 

Headlight  control  switch . 2-49 

Headlights . 8-29 

Headlights,  aiming  control . 2-52 

Head  restraints . 1-10 

Heated  rear  seats . 2-57 

Heated  seats . 2-56 

Heated  steering  wheel  switch . 2-59 

Heater 

Heater  and  air  conditioner  (automatic) 

(if  so  equipped) . 4-38 

Heater  and  air  conditioner  controls  .  .4-39 

Heater  operation . 4-31, 4-40 

Heater  and  air  conditioner  (automatic).  .4-38 

Hill  descent  control  switch . 2-61 

Hill  descent  control  system . 5-61 

Hill  start  assist  system . 5-62 

HomeLink®  Universal  Transceiver.  .2-89,  2-90, 
2-91,  2-92,  2-92,  2-93 

Hood . 3-27 

Hook 

Luggage  hook . 2-82 

Horn . 2-54 
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Ignition  switch 

Push-button  ignition  switch . 5-11 

Immobilizer  system . 2-44, 5-14 

Important  vehicle  information  label  .  .  .10-20 

In-cabln  microfilter . 8-21 

Increasing  fuel  economy . 5-44 

Indicator  lights  and  audible  reminders 
(See  warning/indicator  lights  and  audible 

reminders) . 2-17,  2-23 

Information  display . 2-26 

Inside  automatic  anti-glare  mirror . 3-34 

Instrument  brightness  control . 2-53 

Instrument  panel . 0-8,  2-4 

Instrument  panel  dimmer  switch . 2-53 

Intelligent  Around  View  Monitor . 4-11 

Intelligent  Key  system 

Key  operating  range . 3-12 

Key  operation . 3-13 

Mechanical  key . 3-4 

Remote  keyless  entry  operation  .  .  .  .3-16 

Troubleshooting  guide . 3-22 

Warning  signals . 3-22 

Interior  light . 2-87 

ISOFIX  child  restraints . 1-29 

J 

Jump  starting . 6-14,  8-18 


K 


Key . 3-2 

n-3 


Key  fob  battery  replacement . 8-27 

Keyless  entry 

With  Intelligent  Key  system 

(See  intelligent  Key  system) . 3-16 

Keys 

NISSAN  Intelligent  Key® . 3-2, 3-10 

NISSAN  Vehicle  Immobilizer  System 
keys . 3-4 


L 


Labels 

Air  conditioner  specification  label .  .  .10-21 

C.M.V.S.S.  certification  label . 10-20 

Emission  control  information  label .  .10-20 

Engine  serial  number . 10-19 

F.M.V.S.S.  certification  label . 10-20 

Tire  and  Loading  Information  label .  .10-21 
Vehicle  identification  number  (VIN) .  .10-18 
Vehicle  identification  number  (VIN) 

plate . 10-18 

Warning  labels  (for  SRS) . 1-80 

LATCH  (Lower  Anchors  and  Tethers  for 

Children)  System . 1-29 

License  plate 

Installing  the  license  plate . 10-22 

Light 

Air  bag  warning  light . 1-81,2-22 

Brake  light  (See  stop  light) . 8-32 

Bulb  check/instrument  panel . 2-17 

Bulb  replacement . 8-32 

Charge  warning  light . 2-19 

Console  light . 2-88 

Exterior  and  Interior  lights . 8-32 
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Fog  lights . 8-29 

Fog  light  switch . 2-54 

Headlight  and  turn  signal  switch.  .  .  .2-49 

Headlight  control  switch . 2-49 

Headlights . 8-29 

Interior  light . 2-87 

Light  bulbs . 8-29 

Low  tire  pressure  warning  light . 2-20 

Low  windshield-washer  fluid  warning 

light . 2-38 

Passenger  air  bag  and  status  light.  .  .1-63 

Personal  lights . 2-89 

Security  indicator  light . 2-25 

Warning/indicator  lights  and  audible 

reminders . 2-17, 2-23 

Lights . 8-29 

Map  lights . 2-88 

Lock 

Child  safety  rear  door  lock . 3-10 

Door  locks . 3-5,  3-6 

Power  door  locks . 3-7 

Loose  fuel  cap  warning . 2-40 

Low  fuel  warning  light . 2-22,  2-37 

Low  tire  pressure  warning  light . 2-20 

Low  windshield-washer  fluid  warning 

light . 2-38 

Luggage  hook . 2-82 

Luggage 

(See  vehicle  loading  information) . 10-23 
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Inside  the  vehicle . 9-3 

Maintenance  precautions . 8-2 

Outside  the  vehicle . 9-2 

Seat  belt  maintenance . 1-23 

Under  the  hood  and  vehicle . 9-4 

Maintenance  log . 9-18 

Maintenance  requirements . 9-2 

Maintenance  schedules . 9-7 

Malfunction  indicator  light . 2-22,  2-24 

Manual  front  seat  adjustment . 1-4 

Map  lights . 2-88 

Map  pocket . 2-72 

Memory  Seat . 3-43,  3-45 

Meters  and  gauges . 2-6,  2-10 

Instrument  brightness  control . 2-53 

Mirror 

Automatic  anti-glare  inside  mirror.  .  .3-34 

Outside  mirrors . 3-35 

Rearview . 3-33 

Vanity  mirror . 3-33 

Mirrors . 3-33 

Moving  Object  Detection  (MOD) . 4-24 


N 


NissanConnect®  Owner's  Manual . 4-2 

NISSAN  Intelligent  Key® . 3-2,3-10 

NISSAN  Vehicle  Immobilizer 

System . 2-44,5-14 


O 


Octane  rating  (See  fuel  octane  rating).  .  .10-7 
Odometer . 2-7 


Oil 

Capacities  and  recommended 

fuel/lubricants . 10-2 

Changing  engine  oil . 8-8 

Changing  engine  oil  filter . 8-9 

Checking  engine  oil  level . 8-7 

Engine  oil . 8-7 

Engine  oil  and  oil  filter 

recommendation . 10-7 

Engine  oil  viscosity . 10-8 

Outside  mirrors . 3-35 

Overhead  sunglasses  holder . 2-77 

Overheat 

If  your  vehicle  overheats . 6-16 

Owner's  manual  order  form . 10-68 

Owner's  manual/service  manual  order 
information . 10-68 


Parking 

Parking  brake  operation . 5-23 

Parking/parking  on  hills . 5-55 

Parking  brake . 5-23 

Personal  lights . 2-89 

Power 

Front  seat  adjustment . 1-5 

Power  door  locks . 3-7 

Power  outlet . 2-67,  2-67,  2-69 

Power  rear  windows . 2-84 

Power  steering  fluid . 8-12 

Power  steering  system . 5-55 

Power  windows . 2-83 

Rear  power  windows . 2-84 

Power  inverter  switch . 2-63 


Power  outlet . 2-67,  2-67,  2-69 

Power  steering . 5-55 

Power  steering  fluid . 8-12 

Precautions 

Maintenance  precautions . 8-2 

On-pavement  and  off-road  driving 

precautions . 5-7 

Precautions  on  booster 

seats . 1 -26, 1 -34, 1 -40, 1 -44, 1 -49 

Precautions  on  child  restraints .  .1-26, 1-34, 
1-40,1-44,1-49 

Precautions  on  seat  belt  usage . 1-15 

Precautions  on  supplemental  restraint 

system . 1-53,1-68 

Precautions  when  starting  and 

driving . 5-2,  5-9 

Push  starting . 6-16 
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Radio 

Car  phone  or  CB  radio . 4-89 

Rain  sensor . 2-47 

Readiness  for  inspection  maintenance 

(I/M)  test . 10-67 

Rear  Cross  Traffic  Alert  (RCTA) . 5-33 

Rear  Door  Alert . 2-41,2-66 

Rear  power  windows . 2-84 

Rear  seat . 1-4 

Rear  Seat  Infotainment  (RSI)  System  .  .  .4-44 

Rear  sliding  window . 2-86 

Rear  sonar  system  OFF  switch . 2-64 

Rearview  mirror . 3-33 

RearView  Monitor . 4-3 

OBAUEH  e^ROCESS 


Rear  window  and/or  outside  mirror 


defroster  switch . 2-48 

Recommended  Fluids . 10-2 

Recorders 

Event  Data . 10-67 

Refrigerant  recommendation . 10-8 

Registering  a  vehicle  in  another 

country . 10-18 

Remote  Engine  Start . 3-24,  5-16 

Reporting  safety  defects  (US  only)  .  .  .  .10-66 


S 


Safety 

Child  safety  rear  door  lock . 3-10 

Child  seat  belts  .  .1-26, 1-34, 1-40, 1-44, 1-49 
Reporting  safety  defects  (US  only)  .  .10-66 
Seat  adjustment 

Front  manual  seat  adjustment . 1-4 

Front  power  seat  adjustment . 1-5 

Seatback  pockets . 2-72 

Seat  belt 

Child  safety . 1-24 

Infants  and  small  children . 1-25 

Injured  Person . 1-18 

Larger  children . 1-25 

Precautions  on  seat  belt  usage . 1-15 

Pregnant  women . 1-18 

Seat  belt  extenders . 1-23 

Seat  belt  maintenance . 1-23 

Seatbelts . 1-15,7-6 

Shoulder  belt  height  adjustment.  .  .  .1-22 

Three-point  type  with  retractor . 1-18 

Seat  belt  extenders . 1-23 

Seat  belt  warning  light . 1-18, 2-19 
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Seats 

Adjustment . 1-2 

Automatic  drive  positioner .  .  .  .3-43, 3-45 

Front  seats . 1-2 

Heated  seats . 2-56 

Manual  front  seat  adjustment . 1-4 

Rear  seat . 1-4 

Security  indicator  light . 2-25 

Security  system  (NISSAN  Vehicle  Immobilizer 

System),  engine  start . 2-44,  5-14 

Security  systems 

Vehicle  security  system . 2-43 

Self-adjusting  brakes . 8-22 

Service  manual  order  form . 10-68 

Servicing  air  conditioner . 4-43 

Shifting 

Automatic  transmission . 5-19 

Shoulder  belt  height  adjustment . 1-22 

Side  air  bag  system 

(See  supplemental  side  air  bag,  curtain  and 

rollover  air  bag  systems) . 1-78 

Snow  plow . 10-63 

Spark  plug  replacement . 8-19 

Spark  plugs . 8-19 

Specifications . 10-10 

Speedometer . 2-7 

Speedometer  and  odometer . 2-6 

SRS  warning  label . 1-80 

Stability  control . 5-59 

Standard  maintenance . 9-8 

Starting 

Before  starting  the  engine . 5-15 

Jump  starting . 6-14,8-18 

Precautions  when  starting  and 

driving . 5-2,  5-9 

Push  starting . 6-16 
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Starting  the  engine  (diesel  only) . 5-16 

Starting  the  engine 

(gasoline  engine  only) . 5-15 

Steering 

Power  steering  fluid . 8-12 

Power  steering  system . 5-55 

Steering  wheel . 3-30 

Stoplight . 8-32 

Storage . 2-71 

Storage  tray . 2-75 

Sunglasses  case . 2-77 

Sunglasses  holder . 2-77 

Sun  visors . 3-32 

Supplemental  air  bag  warning  labels  .  .  .1-80 

Supplemental  air  bag  warning 

light . 1-81,2-22 

Supplemental  front  impact  air  bag 

system . 1-60, 1-75 

Supplemental  restraint  system 

Information  and  warning  labels  .  .  .  .1-80 
Precautions  on  supplemental  restraint 

system . 1-53,1-68 

Supplemental  restraint  system 

(Supplemental  air  bag  system) . 1-53 

Switch 

Autolight  switch . 2-50 

Automatic  power  window  switch  .  .  .2-85 

Electronic  locking  rear  differential  (E-Lock) 

system  switch . 2-62 

Fog  light  switch . 2-54 

Hazard  warning  flasher  switch . 6-2 

Headlight  aiming  control . 2-52 

Headlight  and  turn  signal  switch.  .  .  .2-49 

Headlight  control  switch . 2-49 

Hill  descent  COrjJjol  switch . 2-61 

lnstrurfl'entt3ffi^Nnsss  control  .  .2-53 


Power  door  lock  switch . 3-7 

Power  Inverter  switch . 2-63 

Rear  sonar  system  OFF  switch . 2-64 

Tow  mode  switch . 2-65 

Turn  signal  switch . 2-53 
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Tachometer . 2-8 

Tailgate . 3-39,3-39 

Temperature  gauge 

Engine  coolant  temperature  gauge  .  .2-8 
Theft  (NISSAN  Vehicle  Immobilizer  System), 

engine  start . 2-44,  5-14 

Three-way  catalyst . 5-2 

Tie  down  hooks . 3-43 

Tire 

Flat  tire . 6-3,  6-4 

Spare  tire . 6-5,  6-6,  8-46 

Tire  and  Loading  Information  label  .  .10-21 

Tire  chains . 8-42 

Tire  pressure . 8-35 

Tire  rotation . 8-43 

Tires  of  4-wheel  drive . 8-45 

Types  of  tires . 8-41 

Uniform  tire  quality  grading . 10-64 

Wheels  and  tires . 8-35,10-11 

Wheel/tire  size . 10-11 

Tire  pressure . 8-35 

Low  tire  pressure  warning  light . 2-20 

Tire  Pressure  Monitoring  System 

(TPMS) . 5-3,  6-3 

Towing 

2-wheel  drive  models . 6-19 

Flat  towing . 10-63 
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Towing  load/specification . 10-42 

Trailer  towing . 10-38 

Towing  a  trailer . 10-38 

Towing  your  vehicle . 6-17 

Tow  mode  switch . 2-65 

Trailer  Brake  Controller  Unit  (TBCU)  .  .  .  .2-66 
Transceiver 

HomeLink®  Universal  Transceiver .  .  .2-89, 


2-90,  2-91,  2-92,  2-92,  2-93 


Transfer  case  shifting  procedures . 5-46 

Transmission 

Driving  with  automatic  transmission  .  .5-17 
Travel  (See  registering  a  vehicle  in  another 

country) . 10-18 

Trip  odometer . 2-7 

Truck  box . 3-39,  3-39 

Truck  -  camper  loading . 10-36 

Turn  signal  switch . 2-53 


U 


Under  seat  storage  bin . 2-73,  2-77 

Uniform  tire  quality  grading . 10-64 

USB/iPod®  Charging  Ports . 4-43 

Using  4-wheel  drive . 5-45 


V 


Vanity  mirror . 3-33 

Variable  voltage  control  system . 8-19 

Vehicle  dimensions  and  weights . 10-12 

Vehicle  Dynamic  Control  (VDC)  OFF 
switch . 2-60 


Vehicle  Dynamic  Control  (VDC)  system.  .5-59 


Vehicle  identification . 10-18 

Vehicle  identification  number  (VIN) .  .  .  .10-18 
Vehicle  identification  number  (VIN) 

(Chassis  number) . 10-18 

Vehicle  identification  number  (VIN) 

plate . 10-18 

Vehicle  immobilizer  system . 2-44,  5-14 

Vehicle  Information  Display . 2-26 

Vehicle  loading  information . 10-23 

Vehicle  recovery . 6-19, 6-20 

Vehicle  security  system . 2-43 

Vehicle  security  system  (NISSAN  Vehicle 
Immobilizer  System),  engine  start.  .2-44,  5-14 

Vents . 4-29 

Visors . 3-32 

Voltmeter . 2-11 
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Warning 

Air  bag  warning  light . 1-81,2-22 

Anti-lock  brake  warning  light . 2-17 

Battery  charge  warning  light . 2-19 

Brake  warning  light . 2-18 

Door  open  warning  light . 2-19 

Engine  oil  pressure  warning  light.  .  .  .2-19 

Hazard  warning  flasher  switch . 6-2 

Loose  fuel  cap  warning . 2-40 

Low  fuel  warning  light . 2-22,  2-37 

Low  tire  pressure  warning  light . 2-20 

Low  windshield-washer  fluid  warning 

light . 2-38 

Passenger  air  bag  and  status  light.  .  .1-63 

Passeaaai;ig>^^iai^^iiHiiBi^ght  and 


chim. 


.2-22 


Seat  belt  warning  light . 1-18,2-19 

Supplemental  air  bag  warning 

light . 1-81,2-22 

Vehicle  security  system . 2-43 

Warning/indicator  lights  and  audible 

reminders . 2-17,  2-23 

Warning  labels  (for  SRS) . 1-80 

Warning/indicator  lights  and  audible 

reminders . 2-17, 2-23 

Audible  reminders . 2-17,  2-23 

Indicator  lights . 2-17, 2-23 

Warning  lights . 2-17,2-23 

Warning  lights . 2-17,  2-23 

Warning  lights,  indicator  lights  and  audible 

reminders . 2-16 

Warning  systems  switch . 2-59 

Weights 

(See  dimensions  and  weights) . 10-12 

Wheels  and  tires . 8-35,10-11 

Wheel/tire  size . 10-11 

When  traveling  or  registering  in  another 

country . 10-18 

Windows . 2-83 

Locking  passengers'  windows . 2-84 

Power  rear  windows . 2-84 

Power  windows . 2-83 

Rear  power  windows . 2-84 

Rear  sliding  window . 2-86 

Windshield-washer  fluid . 8-13 

Windshield  wiper  blades . 8-21 

Wiper 

Wiper  blades . 8-21 

Wiper  and  washer  switch . 2-46 
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GAS  STATION  INFORMATION 


FUEL  RECOMMENDATION: 

Gas  engine  only 

Use  unleaded  regular  gasoline  with  an  oc¬ 
tane  rating  of  at  least  87  AKI  (Anti-Knock 
index)  number  (Research  octane  number 
91). 


A  CAUTION 

■  Using  a  fuel  other  than  that  specified 
could  adversely  affect  the  emission 
control  system,  and  may  also  affect 
the  warranty  coverage. 

■  Under  no  circumstances  should  a 
leaded  gasoline  be  used,  because  this 
will  damage  the  three-way  catalyst. 

■  Do  not  use  E-15  or  E-85  fuel  in  your 
vehicle.  Your  vehicle  is  not  designed  to 
run  on  E-15  or  E-85  fuel.  Using  E-15  or 
E-85  fuel  in  a  vehicle  not  specifically 
designed  for  E-15  or  E-85  fuel  can  ad¬ 
versely  affect  the  emission  control 
devices  and  systems  of  the  vehicle. 
Damage  caused  by  such  fuel  is  not 
covered  by  the  NISSAN  New  Vehicle 
Limited  Warranty. 


■  Do  not  use  fuel  that  contains  the  oc¬ 
tane  booster  methylcyclopentadienyl 
manganese  tricarbonyl  (MMT).  Using 
fuel  containing  MMT  may  adversely 
affect  vehicle  performance  and  ve¬ 
hicle  emissions.  Not  all  fuel  dispens¬ 
ers  are  labeled  to  indicate  MMT  con¬ 
tent,  so  you  may  have  to  consult  your 
gasoline  retailer  for  more  details. 
Note  that  Federal  and  California  laws 
prohibit  the  use  of  MMT  in  reformu¬ 
lated  gasoline. 

■  U.S.  government  regulations  require 
ethanol  dispensing  pumps  to  be  iden¬ 
tified  by  a  small,  square,  orange  and 
black  label  with  the  common  abbre¬ 
viation  or  the  appropriate  percentage 
for  that  region. 

For  additional  information,  referto  "Recom¬ 
mended  fluids/lubricants  and  capacities" 
in  the  "Technicai  and  consumer  informa¬ 
tion"  section  of  this  manuai. 

Diesel  engine  only 

For  additional  information,  refer  to  "Fuel 
recommendation"  in  the  Titan  Diesel  Own¬ 
er's  Manual. 


OEi&L£R  eF3ROCESS 


ENGINE  OIL  RECOMMENDATION: 

Gas  engine  only 

■  Genuine  "Nissan  Motor  Oil  OW-20"  (or 
equivalent). 

For  additional  information,  referto  "Engine 
oil  and  oil  filter  recommendations"  in  the 
'Technical  and  consumer  information"  sec¬ 
tion  of  this  manual. 

Diesel  engine  only 

For  additional  information,  referto  "Engine 
oil  recommendation"  in  the  Titan  Diesel 
Owner's  Manual. 

COLD  TIRE  PRESSURE: 

Refer  to  the  Tire  and  Loading  Information 
label. 

The  label  is  typically  located  on  the  driver 
side  center  pillar  or  on  the  driver's  door.  For 
additional  information,  referto  "Wheels  and 
tires"  in  the  "Do-it-yourself"  section  of  this 
manual. 


RECOMMENDED  NEW  VEHICLE 
BREAK-IN  PROCEDURE: 

Gas  engine  only 

During  the  first  1,200  miles  (2,000  km)  of 
vehicle  use,  follow  the  break-in  procedure 
recommendations  for  the  future  reliability 
and  economy  of  your  new  vehicle.  For  ad¬ 
ditional  information,  refer  to  "Break-in 
schedule"  in  the  "Starting  and  driving"  sec¬ 
tion  of  this  manual.  Failure  to  follow  these 
recommendations  may  result  in  vehicle 
damage  or  shortened  engine  life. 

Diesel  engine  only 

For  additional  information,  refer  to  "Engine 
break-in  recommendations"  in  the  Titan 
Diesel  Owner's  Manual. 
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NISSAN 
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OWNER'S  MANUAL 
and  MAINTENANCE  INFORMATION  SUPPLEMENT 


ad  carefully  and  keep  in  this  vehicle. 
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Owner's  Manual  Supplennent 

The  information  contained  within  this  supplement  updates  the  following 
information  in  the  2019  NISSAN  Titan  Diesel  Supplement.  In  "FUEL  FILTER 
(CUMMINS  5.0L)"  in  the  "Do-it-yourself"  section  of  the  Owner's  Manual. 


Read  carefully  and  keep  in  vehicle. 

Printing:  December  2018 
Pubiication  No.  SU19EA +A61U0 
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FUEL  FILTER  (CUMMINS  5.0L) 


_ Acaution _ 

Your  vehicle  may  require  more  frequent 
maintenance  if  it  operates  on  biodiesel 
blends  between  6%  and  10%  (B6  and 
B10).  To  avoid  damage  to  your  vehicle, 
the  oil,  oil  filter,  and  fuel  filter  will  need 
to  be  replaced  after  a  shorter  time  in¬ 
terval  than  if  your  vehicle  was  operat¬ 
ing  on  pure  petroleum-based  diesel. 
For  additional  information,  refer  to  the 
"Maintenance  and  schedules"  section  in 
the  Titan  Owner's  Manual. 


FUEL  FILTER  REPLACEMENT  (stage 


NOTE: 

■  It  is  possible  the  "Low  Fuel  Pressure; 
See  Owner's  Manual"  message  will 
display  on  the  vehicle  information 
display  after  fuel  filter  replacement 
due  to  air  being  introduced  into  the 
fuel  system. 


If  the  "Low  Fuel  Pressure:  See  Owner's 
Manual"  message  is  displayed  on  the 
vehicle  information  display  with  the 
engine  running,  complete  a  full  key 
cycle  (turn  the  vehicle  off  and  wait 
2  minutes)  and  restart  the  vehicle.  If 
the  message  is  still  displayed  or  the 
Malfunction  Indicator  Light  is  illumi¬ 
nated  after  a  full  key  cycle  ,  it  is  rec¬ 
ommended  that  you  visit  a  NISSAN 
dealer  for  service. 

^WARNING 

The  fuel  system  (fuel  pump,  high  pres¬ 
sure  fuel  lines,  fuel  rail,  injectors)  con¬ 
tain  very  high  pressure  fuel.  To  avoid 
the  risk  of  personal  injury  or  fire; 

-  Do  not  loosen  any  fittings  while  the 
engine  is  running. 

-  Wait  at  least  10  minutes  after  shut¬ 
ting  down  the  engine  before  loos¬ 
ening  any  fittings  in  the  high- 
pressure  fuel  system  to  allow 
pressure  to  decrease  to  a  lower 
level. 

-  Wear  appropriate  eye  protection 
and  protective  equipment  as  high- 
pressure  fuel  spray  can  penetrate 
the  skin. 


OEiALER  eF^fROCE! 


-  Never  smoke  or  allow  sparks  or 
flames  (such  as  pilot  lights,  electri¬ 
cal  switches,  or  welding  equip¬ 
ment)  in  the  work  area.  Never  allow 
diesel  fuel  to  spill  onto  a  hot  ex¬ 
haust  manifold  which  can  cause  a 
fire. 

Depending  on  the  circumstance,  die¬ 
sel  fuel  is  flammable.  When  inspect¬ 
ing  or  performing  service  or  repairs 
on  the  fuel  system,  to  reduce  the  pos¬ 
sibility  of  fire  and  resulting  severe 
personal  injury,  death,  or  property 
damage,  never  smoke  or  allow  sparks 
or  flames  (such  as  pilot  lights,  electri-i 
cal  switches,  or  welding  equipment)  in 
the  work  area. 

Do  not  vent  the  fuel  system  on  a  hot 
engine;  this  can  cause  fuel  to  spill 
onto  a  hot  exhaust  manifold,  which 
can  cause  a  fire. 

Batteries  can  emit  explosive  gases.  To 
reduce  the  possibility  of  personal  in¬ 
jury,  always  ventilate  the  compart¬ 
ment  before  servicing  the  batteries. 
To  reduce  the  possibility  of  arcing,  re¬ 
move  the  negative  (-)  battery  cable 
first  and  attach  the  negative  (-)  bat¬ 
tery  cable  last. 


■  When  using  a  steam  cleaner,  wear 
safety  glasses  or  a  face  shield,  as  well 
as  protective  clothing.  Hot  steam  can 
cause  serious  personal  injury. 

■  Wear  appropriate  eye  and  face  pro¬ 
tection  when  using  compressed  air. 
Flying  debris  and  dirt  can  cause  per¬ 
sonal  injury. 


^CAUTION 

Clean  all  around  the  filter  area  before 
disassembly.  Dirt  or  contaminants  can 
damage  the  fuel  system. 


_ LDI2895 

REMOVAL 

NOTE: 

Leaving  the  housing  un-installed  from 
the  module  for  extended  periods  of  time 
could  cause  the  fuel  tank  to  drain 
through  the  stage  1  fuel  filter  module. 

1.  Push  the  ignition  switch  to  the  OFF  po¬ 
sition  and  wait  2  minutes  before  dis¬ 
connecting  the  batteries. 

2.  Disconnect  the  left  and  right  side  bat¬ 
teries. 
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3.  Clean  the  area  around  the  stage  1  fuel 
filter. 

4.  Drain  the  fuei  filter  housing.  For  addi¬ 
tional  information,  refer  to  "Draining 
water"  in  this  section. 

5.  Close  the  water-in-fuel  drain. 

6.  Disconnect  the  wiring  harness  (§)  from 
the  water-in-fuel  sensor. 

7  Remove  the  fuel  filter  housing  (Stage  1) 
protector  (§)  from  the  module  (c). 


NOTE: 


-  It  may  be  necessary  to  use  a  screw¬ 
driver  in  the  slots  provided  to  remove  the 
fuel  filter  element  from  the  housing. 

-  If  fuel  filter  element  does  not  release 
with  housing  remove  the  element  by 
twisting  and  pulling  directly  away  from 
module  simultaneously.  Do  not  bend  or 
exert  a  side  force  as  that  may  damage 
the  filter  assembly  and  result  in  no-start. 

8.  Remove  the  fuel  filter  element  (5)  by 
lifting  it  out  of  the  fuel  filter  housing. 

9.  Remove  and  discard  the  sealing  o-ring 
(D  from  the  fuel  filter  housing. 


INSPECTION 

Inspect  the  fuel  filter  housing  and  module 
for  cracks,  passage  blockages,  and  other 
damage.  If  damage  is  found,  replacement 
is  mandatory. 

It  is  recommended  that  you  visit  a  NISSAN 
dealer  for  this  service. 
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_ LDI2897 

INSTALLATION 

^CAUTION 

Do  not  pre-fill  the  fuel  filter  with  fuel. 
Pre-filling  the  filter  can  result  in  debris 
entering  the  fuel  system  and  damaging 
fuel  system  components. 


10.  Inspect  the  fuel  filter  element  @  for  the 
No  Filter  No  Run  (NFNR)  pin  @  and  re¬ 
place  fuel  filter  element  if  pin  is  dam¬ 
aged  or  missing. 

NOTE: 

A  broken/sheared  NFNR  pin  can  cause 
the  pump  to  operate  without  supplying 
fuel  pressure. 

11.  Lubricate  the  inner  seal  of  the  fuel  filter 
element  with  petroleum  jelly  or  white 
lithium  grease. 


12.  Install  a  new  o-ring  on  the  housing.  Lu¬ 
bricate  the  o-ring  with  petroleum  Jelly 
or  white  lithium  grease. 

NOTE: 

If  you  are  using  a  new  fuel  filter  housing 
that  has  not  had  fuel  in  it,  lubricate  the  lip 
seal  at  the  bottom  of  the  fuel  filter  ele¬ 
ment  with  petroleum  jelly  or  white 
lithium  grease  before  placing  it  into  the 
housing. 

13.  Install  the  fuel  filter  element  into  the  fuel 
filter  housing  and  make  sure  the  four 
tabs  ©  are  properly  seated  into  the 
four  slots  ©. 

14.  Install  the  fuel  filter  housing  on  the 
module. 

Fuel  filter  housing  tightening  torque: 

18  ft-lb  (25  N-m) 


J|CAUTION 

Always  use  a  socket  on  the  hex  on  the 
bottom  of  the  fuel  filter  housing  to  as¬ 
sist  in  proper  installation.  Failure  to 
torque  as  required  may  result  in  a  fuel 
leak  and  a  no  start  condition. 
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15.  Connect  the  wiring  harness  to  the 
water-in-fuel  sensor. 

16.  Reinstall  the  fuel  filter  housing  (stage  1) 
protector. 

17  Connect  the  left  and  right  side  batter¬ 
ies. 

18.  Prime  the  fuel  system.  For  additional 
information,  refer  to  "Fuel  system  prim¬ 
ing"  in  this  section. 


FUEL  FILTER  REPLACEMENT  (stage 
2) 


NOTE: 


It  is  possible  the  "Low  Fuel  Pressure: 
See  Owner's  Manual"  message  will 
display  on  the  vehicle  information 
display  after  fuel  filter  replacement 
due  to  air  being  introduced  into  the 
fuel  system. 
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If  the  "Low  Fuel  Pressure:  See  Owner's 
Manual"  message  is  displayed  on  the 
vehicle  information  display  with  the 
engine  running,  complete  a  full  key 
cycle  (turn  the  vehicle  off  and  wait 
2  minutes)  and  restart  the  vehicle.  If 
the  message  is  still  displayed  or  the 
Malfunction  Indicator  Light  is  illumi¬ 
nated  after  a  full  key  cycle  ,  it  is  rec¬ 
ommended  that  you  visit  a  NISSAN 
dealer  for  service. 

For  additional  information  on  the  lo¬ 
cation  of  the  fuel  filter  (stage  2),  refer 
to  the  "Engine  compartment  check 
locations"  in  this  section. 


_ A  WARN  INC _ 

Thefuel  system  (fuel  pump,  high  pres¬ 
sure  fuel  lines,  fuel  rail,  injectors)  con¬ 
tain  very  high  pressure  fuel.  To  avoid 
the  risk  of  personal  injury  or  fire; 

-  Do  not  loosen  anyfittingswhilethe 
engine  is  running. 

-  Wait  at  least  10  minutes  after  shut¬ 
ting  down  the  engine  before  loos¬ 
ening  any  fittings  in  the  high- 
pressure  fuel  system  to  allow 
pressure  to  decrease  to  a  lower 
level. 


-  Wear  appropriate  eye  protection 
and  protective  equipment  as  high- 
pressure  fuel  spray  can  penetrate 
the  skin. 

-  Never  smoke  or  allow  sparks  or 
flames  (such  as  pilot  lights,  electri¬ 
cal  switches,  or  welding  equip¬ 
ment)  in  the  work  area.  Never  allow 
diesel  fuel  to  spill  onto  a  hot  ex¬ 
haust  manifold  which  can  cause  a 
fire. 

■  Batteries  can  emit  explosive  gases.  To 
reduce  the  possibility  of  personal  in¬ 
jury,  always  ventilate  the  compart¬ 
ment  before  servicing  the  batteries. 
To  reduce  the  possibility  of  arcing,  re¬ 
move  the  negative  (-)  battery  cable 
first  and  attach  the  negative  (-)  bat¬ 
tery  cable  last. 

■  When  using  a  steam  cleaner,  wear 
safety  glasses  or  a  face  shield,  as  well 
as  protective  clothing.  Hot  steam  can 
cause  serious  personal  injury. 

■  Wear  appropriate  eye  and  face  pro¬ 
tection  when  using  compressed  air. 
Flying  debris  and  dirt  can  cause  per¬ 
sonal  injury. 


^CAUTION 

Clean  all  around  the  filter  area  before 

disassembly.  Dirt  or  contaminants  can 

damage  the  fuel  system. 

REMOVAL 

^WARNING 

■  Depending  on  the  circumstance,  fuel 
is  flammable.  When  inspecting  or  per¬ 
forming  service  or  repairs  on  the  fuel 
system,  to  reduce  the  possibility  of 
fire  and  resulting  severe  personal  in¬ 
jury,  death,  or  property  damage,  never 
smoke  or  allow  sparks  or  flames  (such 
as  pilot  lights,  electrical  switches,  or 
welding  equipment)  in  the  work  area. 

■  Do  not  bleed  the  fuel  system  of  a  hot 
engine;  this  can  result  in  fuel  spilling 
onto  a  hot  exhaust  manifold,  which 
can  cause  a  fire. 

1.  Push  the  ignition  switch  to  the  OFF  po¬ 
sition  and  wait  2  minutes  before  dis¬ 
connecting  the  battery. 

2.  Disconnect  the  left  and  right  side  bat¬ 
teries. 


OE? 
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3.  Disconnect  the  harness  connector  @ 
from  the  mass  air  flow  sensor 

4.  Disconnect  the  harness  connector  (§) 
from  the  turbocharger  compressor  in¬ 
take  pressure/temperature  sensor  (5). 

5.  Clean  the  area  around  the  fuel  filter 
(Stage  2). 

6.  Remove  the  air  cleaner  lid  and  air  inlet 
connection  air  ducts. 


_ ^CAUTION _ I 

■  Cap  or  wrap  the  air  inlet  ducts  with' 
suitable  material  to  avoid  dirt  or  con¬ 
taminants  from  entering  the  air  inlet 
system  or  engine. 

■  If  step  6  is  not  performed,  the  fuel  fil¬ 
ter  element  (Stage  2)  cannot  be  in¬ 
stalled  correctly  and  will  likely  dam¬ 
age  the  fuel  filter  element  (Stage  2] 
inner  seal  and  can  cause  DTC's  to  set 
and/or  a  no-start  condition. 

7  Remove  the  cover  ®  from  the  stage  2 
fuel  filter  by  rotating  counter-clockwise. 

NOTE: 

Remove  the  cover  slowly  to  avoid  fuel 

spillage. 

8.  Remove  the  fuel  filter  element  ©  from 
the  cover  by  hand. 


9.  Inspect  the  fuel  filter  element  (Stage  2 
®)  to  verify  the  inner  seal  ©  is  present. 
If  inner  seal  is  missing  from  the  filter 
element  proceed  to  step  10. 
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10.  Remove  inner  seal  ©  from  fuel  filter 
(Stage  2)  housing  ®. 


11.  Remove  and  discard  the  sealing  o-ring 
®  from  the  cover. 


INSPECTION 

Inspect  the  fuel  filter  housing  and  cover  for 
cracks,  passage  blockages,  and  other 
damage.  If  damage  is  found,  replacement 
is  mandatory. 

It  is  recommended  that  you  visit  a  NISSAN 
dealer  for  this  service. 


CAUTION 

Do  not  reuse  O-ring. 
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INSTALLATION 


_ ^CAUTION _ 

Do  not  pre-fill  the  fuel  filter  with  fuel. 
Pre-filling  the  filter  can  result  in  debris 
entering  the  fuel  system  and  damaging 
fuel  system  components. 

12.  Install  a  new  o-ring  on  the  cover.  Lubri¬ 
cate  the  o-ring  with  petroleum  jelly  or 
white  lithium  grease. 
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13.  Lubricate  the  inner  seal  on  the  fuel  filter 
element  with  petroleum  jelly  or  white 
lithium  grease. 

14.  Install  the  fuel  filter  element  onto  the 
standpipe  in  the  fuel  filter  housing. 

^CAUTION 

■  Do  not  install  the  fuel  filter  element 
into  the  fuel  filter  lid  first  or  the  fuel 
filter  element  may  be  damaged  dur¬ 
ing  installation  into  the  housing. 


Be  sure  the  fuel  filter  element  is 
seated  in  the  housing  by  pushing 
downward  on  the  top  of  the  element. 
If  the  fuel  filter  element  is  not  fully 
seated  in  the  housing  after  installa¬ 
tion,  the  engine  can  fail  to  start 
and/or  set  low  fuel  pressure  Diagno¬ 
sis  Trouble  Codes  (DTCs). 


NOTE: 

It  is  possible  Diagnosis  Trouble  Codes 
(DTCs)  may  be  stored  after  fuel  filter  ele¬ 
ment  replacement  due  to  air  introduced 
in  the  system.  Make  sure  to  run  the  en¬ 
gine  until  air  is  purged.  If  the  engine  fails 
to  start  and/or  set  low  fuel  pressure 
warning,  illuminate  it  is  recommended 
that  you  visit  a  NISSAN  dealer  or  other 
qualified  technician. 

15.  Install  and  tighten  the  cover. 

Cover  tightening  torque; 

18  ft-lb  (25  N-m] 

16.  Install  the  air  cleaner  lid  and  air  inlet 
connection  air  ducts. 

17  Connect  the  left  and  right  side  batter¬ 
ies. 


Prime  the  fuel  system.  For  additional 
information,  refer  to  "Fuel  system  prim¬ 
ing"  in  this  section. 
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DRAINING  WATER 


_ ikWARNINC _ 

To  avoid  the  risk  of  personal  injury  or 
fire,  drain  diesel  fuel  into  an  approved 
container  and  safely  dispose  of  in  ac¬ 
cordance  with  local  environmental 
regulations. 

_ A  CAUTION _ 

Continuing  vehicle  operation  without 
properly  draining  could  cause  serious 
damage  to  the  engine. 


1.  Shut  the  engine  off. 

2.  Place  a  large  drain  pan  under  the  drain 
vaive  (A). 

3.  Turn  the  drain  valve  counterclockwise 
1/4  turn  to  open. 

4.  Drain  the  filter  sump  until  clear  fuel  is 
visible.  If  draining  the  stage  1  fuel  filter 
housing,  drain  until  fuel  reduces  to  a 
trickle. 

5.  Turn  the  drain  valve  clockwise  1/4  turn 
to  close. 

FUEL  SYSTEM  PRIMING 

_ ^WARNING _ J 

The  fuel  pump,  high-pressure  fuel  lines, 
and  fuel  rail  contain  very  high-pressure 
fuel.  To  reduce  the  possibility  of  per¬ 
sonal  injury,  never  loosen  any  fittings 
while  the  engine  is  running. 


NOTE: 

■  It  is  not  necessary  to  vent  air  from  the 
high-pressure  fuel  system  before 
starting  the  engine. 

■  Upon  ignition  on  the  electric  lift  pump 
will  run  until  the  fuel  system  is  primed 
or  90  seconds,  whichever  comes  first. 

After  a  filter  change  or  running  the  fuel  tank 
dry,  complete  the  following: 

1.  Key  ON  vehicle  for  90  seconds  to  prime 
the  fuel  system.  After  90  seconds,  crank 
the  engine  for  a  maximum  of  30  sec¬ 
onds  or  until  the  engine  fires.  If  it  does 
not  fire,  verify  the  following. 

-  Confirm  fuel  level  is  not  empty. 

-  Water  in  fuel  drain  valve  is  closed. 

-  Stage  1  filter  housing  shell  is  fully 
seated  on  module  and  stage  2  cap  is 
properly  seated  on  module. 

-  Stage  1  shell  O-ring  and  stage  2  cap 
O-ring  are  properly  installed  and  not 
damaged. 
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-  stage  1  fuel  filter  element  ®  "No 
Filter/No  Run"  pin  ®  is  not  dam¬ 
aged. 


(at  bottom  of  element)  is  not  dam¬ 
aged  (seal  can  be  damaged  if  ele¬ 
ment  is  installed  incorrectly). 

-  Then  repeat  the  step  above. 

2.  When  the  engine  does  start,  it  may  op¬ 
erate  erratically  and  with  increased 
noise  levels  for  a  few  minutes.  This  is  a 
normal  condition  as  air  is  being  re¬ 
moved  from  the  system. 


_ ^CAUTION _ 

Repeated  dry  priming  may  damage  the 
filter  assembly  and  result  in  a  no-start. 


NOTE: 

It  is  possible  for  a  warning  or  indicator 
light  to  illuminate  due  to  air  entering  the 
fuel  system.  If  this  happens,  it  is  recom¬ 
mended  that  you  visit  a  NISSAN  dealer 
for  service. 
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CALIFORNIA  PROPOSITION  65  WARNING 


_ A  WARN  INC _ 

Operating,  servicing  and  maintaining  a  passenger 
vehicle  or  off-highway  motor  vehicle  can  expose  you  to 
chemicals  including  engine  exhaust,  carbon  monoxide, 
phthalates,  and  lead,  which  are  known  to  the  State  of 
California  to  cause  cancer  and  birth  defects  or  other 
reproductive  harm.  To  minimize  exposure,  avoid 
breathing  exhaust,  do  not  idle  the  engine  except  as 
necessary,  service  your  vehicle  in  a  well-ventilated  area 
and  wear  gloves  or  wash  your  hands  frequently  when 
servicing  your  vehicle.  For  more  information  go  to 
www.P65Warnings.ca.gov/passenger-vehicle. 
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WHEN  READING  THIS  SUPPLEMENT 


This  diesel  engine  supplement  includes  in¬ 
formation  needed  to  correctly  operate  and 
maintain  all  Cummins  diesel  engine  sys¬ 
tems  available  on  this  model.  For  addi¬ 
tional  information  about  vehicle  specific 
systems,  refer  to  the  Owner's  Manual  pro¬ 
vided  with  your  vehicle. 

All  information,  specifications  and  illustra¬ 
tions  in  this  manual  are  those  in  effect  at 
the  time  of  printing.  NISSAN  reserves  the 
right  to  change  specifications,  perfor¬ 
mance,  design,  or  component  suppliers 
without  notice  and  without  obligation. 
From  time  to  time,  NISSAN  may  update  or 
revise  this  manual  to  provide  Owners  with 
the  most  accurate  information  currently 
available.  Please  carefully  read  and  retain 
with  this  manual  all  revision  updates  sent 
to  you  by  NISSAN  to  ensure  you  have  ac¬ 
cess  to  accurate  and  up-to-date  informa¬ 
tion  regarding  your  vehicle.  Current  ver¬ 
sions  of  vehicle  Owner's  Manuals  and  any 
updates  can  also  be  found  in  the  Owner 
section  of  the  NISSAN  website  at 
https://owners.nissanusa.com/nowners/ 
navigation/manualsGuide. 


If  you  have  questions  concerning  any  infor¬ 
mation  in  your  Owner's  Manual,  it  is  recom¬ 
mended  that  you  contact  NISSAN  Con¬ 
sumer  Affairs  for  this  service.  For  additional 
information,  refer  to  the  NISSAN  CUS¬ 
TOMER  CARE  PROGRAM  page  in  your  2019 
TITAN  Owner's  Manual  for  contact  informa¬ 
tion. 

IMPORTANT  INFORMATION  ABOUT 
THIS  AAANUAL 

You  will  see  various  symbols  in  this  manual. 
They  are  used  in  the  following  ways: 


A  WARNING 

This  is  used  to  indicate  the  presence  of 
a  hazard  that  could  cause  death  or  seri¬ 
ous  personal  injury.  To  avoid  or  reduce 
the  risk,  the  procedures  must  be  fol¬ 
lowed  precisely. 


_ A  CAUTION _ 

This  is  used  to  indicate  the  presence  of 
a  hazard  that  could  cause  minor  or 
moderate  personal  injury  or  damage  to 
your  vehicle.  To  avoid  or  reduce  the  risk, 
the  procedures  must  be  followed 
carefully. 
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If  you  see  this  symbol,  It  means  "Do  not  do 

this"  or  "Do  not  let  this  happen." 


If  you  see  a  symbol  similar  to  these  in  an 
illustration,  it  means  the  arrow  points  to 
the  front  of  the  vehicle. 

Arrows  In  an  Illustration  that  are  similar  to 
these  indicate  movement  or  action. 


#  ♦  #  ♦ 

Arrows  in  an  illustration  that  are  similar  to 
these  call  attention  to  an  item  in  the  illus¬ 
tration. 

©  2018  NISSAN  NORTH  AMERICA,  INC. 

All  rights  reserved.  No  part  of  this  Owner's 
Manual  may  be  reproduced  or  stored  in  a 
retrieval  system,  or  transmitted  in  any 
form,  or  by  any  means,  electronic,  me¬ 
chanical,  photocopying,  recording  or  oth¬ 
erwise,  without  the  prior  written  permis¬ 
sion  of  Nissan  North  America,  Inc. 
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GENERAL  INFORMATION 


Preventive  maintenance  is  the  easiest  and 
least  expensive  type  of  maintenance.  Keep 
records  of  regularly  scheduled  mainte¬ 
nance  and  follow  the  maintenance  sched¬ 
ule  recommendations  outlined  in  the  Titan 
Owner's  Manual. 

Use  the  correct  fuel,  lubricating  oil,  and 
coolant  in  your  engine.  Blending  engine  oil 
with  fuel  is  prohibited  for  engines  with  an 
aftertreatment  system.  For  additional  in¬ 
formation,  refer  to  the  "Capacities  and 
specifications"  section  of  this  manual. 

A  NISSAN  dealership  knows  your  vehicle. 
When  you  require  any  service  or  have  any 
questions,  they  will  be  glad  to  assist  you 
with  the  extensive  resources  available  to 
them. 

DIESEL  ENGINE  OPERATION 

The  operation  of  the  diesel  engine  in  your 
new  vehicle  varies  from  the  operation  of 
traditional  gasoline  engines  found  in  other 
vehicles.  Reading  this  supplement  will  fa¬ 
miliarize  you  and  other  operators  of  the 
vehicle  with  the  unique  maintenance  and 
operating  procedures  that  will  prolong  the 
life  of  the  diesel  engine  and  related  sys¬ 
tems. 


ENGINE  BREAK-IN 
REGOMMENDATIONS 

■  Warm  up  the  engine  before  operating  it 
under  load 

■  Do  not  operate  the  engine  at  idle  for 
extended  periods 

■  Prevent  engine  lugging  by  selecting  the 
appropriate  transmission  gear 

■  Monitor  the  vehicle  oil  pressure  and 
temperature  gauges 

■  Check  fluid  levels  frequently  (Oil  &  Cool¬ 
ant) 

■  Vary  the  throttle  position  at  highway 
speeds  when  carrying  weight  or  towing 

NOTE: 

Extended  light  or  no  load  operation  will 
extend  the  time  before  the  engine 
reaches  its  full  efficiency.  If  the  engine  is 
operated  in  this  manner,  reduced  fuel 
economy  and  power  may  be  observed. 

The  aforementioned  procedure  should  be 
observed  for  the  first  6,000  miles.  The  en¬ 
gine  run-in  is  improved  by  operating  the 
vehicle  under  load. 
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DIESEL  FUEL  SYSTEM 

The  diesel  engine  fuel  system  is  a  pressur¬ 
ized  two-stage  filtration  system  and  con¬ 
sists  of 

■  Aframe-mounted  primary  (stage  1)  fuel 
filter  containing  water/fuel  separator, 
electric  fuel  pump,  and  water  in  fuel 
drain  valve 

■  An  engine-mounted  secondary  (stage 
2)  fuel  filter 

•  A  fuel  injector  for  each  cylinder  (8  total) 

■  A  high-pressure  fuel  pump 

■  A  high-pressure  fuel  rail  for  each  cylin¬ 
der  bank  (2  total) 

•  High-pressure  fuel  lines  from  the  high- 
pressure  fuel  pump  to  the  right  bank 
fuel  rail,  right  bank  fuel  rail  to  the  left 
bank  fuel  rail,  and  fuel  rails  to  fuel  injec¬ 
tors. 


1-2  Introduction 


The  stage  1  fuel  filter  separates  water  and 
filters  Impurities  from  the  fuei.  The  stage  2 
fuel  filter  filters  finer  impurities  from  the 
diesel  fuel.  The  stage  1  and  stage  2  fuel 
filters  should  be  changed  at  the  recom¬ 
mended  service  interval  or  when  indicated 
by  the  Information  display.  For  additional 
Information,  refer  to  "Maintenance  and 
schedules"  and  "Instruments  and  controls" 
sections  of  the  Titan  Owner's  Manual. 

The  water/fuel  separator  should  be 
drained  when  Indicated  by  illumination  of 
the  water  In  fuel  warning  light. 

NOTE: 

Proper  fuel  filter  maintenance  and 
prompt  water  draining  when  the  water 
in  the  fuel  filter  warning  light  illuminates 
is  essential  to  prevent  damage  to  fuel 
injection  system  components.  Ignoring 
the  water  in  fuel  warning  light  can  cause 
your  vehicle  to  go  into  a  reduced  power 
mode  and  has  the  potential  for  fuel  sys¬ 
tem  damage. 


ENGINE  PROTECTION  MODE 

The  diesel  engine  in  this  vehicle  is  equipped 
with  electronically  controlled  fuel  and 
emission  systems.  Both  systems  monitor 
engine  temperatures  and  pressures,  and 
then  modify  engine  operation  accordingly. 
It  is  normal  for  the  diesel  engine  to  operate 
under  these  modified  conditions  for  short 
durations  of  time.  If  the  engine  operates 
under  the  modified  conditions  for  ex¬ 
tended  periods  of  time,  and  the  service  en¬ 
gine  soon  light  is  illuminated,  have  the  sys¬ 
tem  checked.  It  is  recommended  that  you 
visit  a  NISSAN  dealer  for  this  service  as 
soon  as  possible. 

LUBRICATION  SYSTEM 

It  Is  important  to  change  the  engine  oil  at 
the  recommended  service  intervals  to 
maintain  oil  viscosity.  Extending  the  oil  and 
filter  change  interval  beyond  the  recom¬ 
mended  interval  can  negatively  affect  en¬ 
gine  performance,  fuel  economy  and  en¬ 
gine  life.  For  additional  Information,  refer  to 
the  "Do-lt-yourself"  section  of  this  manual. 
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GLOW  PLUGS 

The  diesel  engine  glow  plug  system  con¬ 
sists  of 

■  Eight  Glow  Plugs  (one  per  cylinder) 

■  Glow  Plug  Gontrol  Module  -  Uses  input 
from  the  Engine  Goolant  Temperature 
Sensor 

The  glow  plugs  are  energized  momentarily 
when  the  ignition  is  first  turned  on.  The 
length  of  time  that  the  glow  plugs  are  en¬ 
ergized  varies  depending  on  engine  and 
environmental  conditions.  The  required 
time  for  the  glow  plugs  to  be  energized 
decreases  as  coolant  temperature  In¬ 
creases.  For  additional  information,  refer  to 
the  "Starting  and  stopping  the  engine"  sec¬ 
tion  of  this  manual. 
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DIESEL  PARTICULATE  FILTER  (DPF) 
SYSTEM 

Your  vehicle  is  equipped  with  a  diesel  par¬ 
ticulate  filter  in  the  exhaust  system.  The 
diesel  particulate  filter  reduces  carbon 
emissions  by  trapping  exhaust  particu¬ 
lates  (soot)  before  they  reach  the  tailpipe. 
You  must  properly  maintain  your  diesel 
particulate  filter  in  order  for  it  to  function 
properly.  Regeneration  of  the  diesel  par¬ 
ticulate  filter  occurs  automatically  during 
operation  above  5  mph  (8  km/h)  and  re¬ 
quires  no  actions  from  the  driver.  If  you  do  a 
lot  of  idling  or  stop  and  go  driving,  pay  at¬ 
tention  to  maintenance  messages  that 
alert  you  when  you  need  to  drive  to  acti¬ 
vate  the  automatic  regeneration  process. 
For  additional  information,  refer  to  the  “Au¬ 
tomatic  regeneration"  in  the  "Do-it- 
yourself"  section  of  this  manual. 
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SELECTIVE  CATALYTIC  REDUCTION 
SYSTEM 


Your  vehicle  is  equipped  with  a  selective 
catalytic  reduction  system  designed  to  re¬ 
duce  emission  levels  of  nitrogen  oxides 
from  the  exhaust  of  your  diesel  engine.  This 
system  relies  on  the  use  of  Diesel  Exhaust 
Fluid  (DEF)  that  you  must  replenish  at  cer¬ 
tain  intervals.  Failure  to  maintain  proper 
DEF  levels  or  if  the  DEF  becomes  contami¬ 
nated  will  result  in  vehicle  speed  limitation 
to  5  mph.  For  additional  information,  refer 
to  "Meters  and  gauges"  in  the  "Instrument 
panel"  section  and  "Recommended 
fluids/lubricants  and  capacities"  in  the  "Ca¬ 
pacities  and  specifications"  section  of  this 
manual. 
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NISSAN  CUSTOMER  CARE  PROGRAM 


NISSAN  CARES  . . . 

Both  NISSAN  and  your  NISSAN  dealer  are  dedicated  to  serving  all  your  automotive  needs.  Your  satisfaction  with  your  vehicle  and  your 
NISSAN  dealer  are  our  primary  concerns.  Your  NISSAN  dealer  is  always  available  to  assist  you  with  all  your  automobile  sales  and  service 
needs. 


However,  if  there  is  something  that  your 
NISSAN  dealer  cannot  assist  you  with  or 
you  would  like  to  provide  NISSAN  directly 
with  comments  or  questions,  please  con¬ 
tact  the  NISSAN  Consumer  Affairs  Depart¬ 
ment  using  our  toll-free  number: 

For  U.S.  customers 
1-800-NISSAN-1 
(1-800-647-7261) 

For  Canadian  customers 
1-800-387-0122 


The  Consumer  Affairs  Department  will  ask 

for  the  following  information: 

-  Your  name,  address,  and  telephone 
number 

-  Vehicle  identification  number  (attached 
to  the  top  of  the  instrument  panel  on  the 
driver's  side) 

-  Date  of  purchase 

-  Current  odometer  reading 

-  Your  NISSAN  dealer's  name 

-  Your  comments  or  questions 

OR 


You  can  write  to  NISSAN  with  the  informa¬ 
tion  at: 

For  U.S.  customers 
Nissan  North  America,  Inc. 

Consumer  Affairs  Department 
P.O.  Box  685003 
Franklin,  TN  37068-5003 
or  via  e-mail  at: 

nnaconsumeraffairs@)nissan-usa.com 

For  Canadian  customers 
Nissan  Canada  Inc. 

5290  Orbitor  Drive 
Mississauga,  Ontario  L4W  4Z5 
or  via  e-mail  at: 

information.centre@nissancanada.com 

If  you  prefer,  visit  us  at: 
www.nissanusa.com  (for  U.S.  customers) 
or 

www.nissan.ca  (for  Canadian  customers) 


We  appreciate  your  interest  in  NISSAN  and  thank  you  for  buying  a  quality  NISSAN  vehicle. 


eF3ROCESS 


OEi&LER  e  PROCESS 


2  Instrument  Panel 


Meters  and  gauges . 2-2 

Warnings  lights,  indicator  lights,  meters 

and  gauges . 2-2 


Vehicle  information  display  warnings 


and  indicators . 2-4 

Resetting  the  oil  control  system . 2-8 
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METERS  AND  GAUGES 
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WARNINGS  LIGHTS,  INDIGATOR 
LIGHTS,  METERS  AND  GAUGES 

These  lights,  meters  and  gauges  are  spe¬ 
cific  to  the  diesel  engine. 


2-2  Instrument  Panel 


1.  Low  Diesel  Exhaust  Fluid  (DEF)  warning  4.  Water  in  Fuel  warning  light 

5.  Malfunction  warning  light  (red) 

2.  Diesel  Particulate  Filter  (DPF)  warning 
light 
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Low  Diesel  Exhaust  Fluid  (DEF) 
warning  light 

When  this  warning  iight  illuminates,  the 
DEF  fluid  needs  to  be  topped  off. 

For  additionai  information,  refertothe  "Fuel 
and  refueling"  section  of  this  manual. 

Diesel  Particulate  Filter  (DPF) 
warning  iight 

When  the  warning  light  illuminates,  it  indi¬ 
cates  that  particulate  matter  is  accumu¬ 
lated  to  the  specified  amount  of  the  limit  in 
the  filter  and  the  filter  needs  to  regenerate. 
For  additional  information,  refer  to  "Diesel 
Particulate  Filter  (DPF)"  in  the  "Maintenance" 
section  of  this  manual. 


^CAUTION 

If  you  continue  driving  with  the  DPF  I 
warning  light  on  without  performing! 
the  filter  regeneration,  this  will  lead  to 
particle  matter  overload  in  the  filter.  If 
this  happens,  the  malfunction  Indicator 
Light  (miL)  will  turn  on  to  indicate  the 
necessity  that  a  NISSAN  or  qualified 
dealer  performs  the  service  regenera¬ 
tion.  The  performance  of  the  engine 
might  be  limited  to  protect  the  DPF 
system. 

Vehicle  information  display 

The  vehicle  Information  display  shows  vari¬ 
ous  meters  and  gauges  that  pertain  to  the 
diesel  engine.  The  Information  that  can  be 
found  within  the  vehicle  Information  dis¬ 
play  is  as  follows: 

Exhaust  temperature  gauge 

The  exhaust  temperature  gauge  Is  part  of 
the  Auxiliary  Gauges  in  the  vehicle  Informa¬ 
tion  display 

Turbo  meter 

The  turbo  meter  shows  the  amount  of  en- 


OEi&LER  eF3ROCESS 


Diesel  Exhaust  Fluid  (DEF)  LEVEL 

This  gauge  indicates  the  level  of  DEF  In  the 
diesel  system. 

The  DEF  LEVEL  Information  screen  can  be 
turned  on  or  off  in  the  vehicle  information 
display.  For  additional  Information,  refer  to 
"How  to  use  the  vehicle  Information  dis¬ 
play"  in  the  'Vehicle  information  display" 
section  of  the  Titan  Owner's  Manual. 

Water  in  Fuel  warning  light 

If  this  light  illuminates,  pull  off  of  the  road  in 
a  safe  area,  stop  the  engine  and  immedi¬ 
ately  drain  the  water  from  the  fuel  sedi¬ 
ment  filter.  For  additional  information,  refer 
to  "Draining  water"  in  the  "Do-it-yourself" 
section  of  this  manual. 

Malfunction  warning  light  (red) 

If  the  warning  light  illuminates  this  indi¬ 
cates  either  coolant  temperature  is  above 
a  critical  threshold  or  the  exhaust  tem¬ 
peratures  are  above  a  critical  threshold. 
When  Illuminated  this  lamp  indicates  the 
need  to  stop  the  engine  as  soon  as  it  can 
be  safely  done.  The  engine  must  remain 
shut  down  until  the  engine  can  be  repaired. 
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DEF  Low 
XX%  Refill  Soon 


DEF  Low  XX% 
Limited  Engine  Power 
Soon 


DEF  Low 
Limited  Engine 
Power  In 
XX  miles 


DEF  Empty 
Smph  Limit  Soon 
See  Owner's  Manual 


DEF  Empty 
Refill  DEF 

See  Owner's  Manual 


DEF  System  Error 
See  Dealer 


Exhaust  Filter  Overloaded 
See  Owner's  Manual 
For  Drive  Pattern 


DEF  System  Error 
SMPH  Speed  Limit 
XXX  Miles 


DEF  System  Error 
SMPH  Speed  Limit  Soon 


Exhaust  Filter  Regeneration 
Started 


Exhaust  Filter  Overloaded 
Engine  Power  Reduced 
See  Owner's  Manual 


Exhaust  Filter  Overloaded 
Immediate  Service  Required 


Engine  Warming 

DEF  System  Error 

• 

SMPH  Speed  Limit 

See  Dealer 

Keep  Foot 

on  Brake 

Engine  Shutdown: 
Stop  Safely 


Engine  Power 
Reduced 


Service  Air  Filter 


Engine  Oil 
Service  Due  XX 


Coolant  Level  Low 
See  Owners  Manual 


Low  Fuel  Pressure 
See  Owners  Manual 
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VEHICLE  INFORMATION  DISPLAY 
WARNINGS  AND  INDICATORS 

1.  DEF  Low  XX%  Refill  Soon 

2.  DEF  Low  XX%  Limited  Engine  Power 
Soon 
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3.  DEF  Low  Limited  Engine  Power  In  XX 
Miles 

4.  DEF  Empty  Smph  Limit  Soon  See  Own¬ 
er's  Manual 


6.  DEF  System  Error  See  Dealer 

7  DEF  System  Error  SMPH  Speed  Limit 
XXX  Miles 

8.  DEF  System  Error  SMPH  Speed  Limit 
Soon 
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9.  DEF  System  Error  5MPH  Speed  Limit 
See  Dealer 

10.  Exhaust  Filter  Overloaded  See  Owner's 
Manual  For  Drive  Pattern 

11.  Exhaust  Filter  Regeneration  Started 

12.  Exhaust  Filter  Overloaded  Engine 
Power  Reduced  See  Owner's  Manual 

13.  Exhaust  Filter  Overloaded  Immediate 
Service  Required 

14.  Engine  Warming  Keep  Foot  on  Brake 

15.  Engine  Shutdown  Stop  Safely 

16.  Engine  Power  Reduced 
17  Service  Air  Filter 

18.  Engine  Oil  Service  Due  XX 

19.  Coolant  Level  Low:  See  Owner's  Manual 

20.  Low  Fuel  Pressure:  See  Owner's  Manual 

DEF  LowXX%  Refill  Soon 

This  message  appears  when  the  DEF  be¬ 
comes  low.  It  is  recommended  that  the 
DEF  be  topped  off.  For  additional  informa¬ 
tion,  refer  to  "Diesel  Exhaust  Fluid  (DEF)"  in 
the  "Fueling  and  refueling"  section  of  this 
manual. 


DEF  Low  XX%  Limited  Engine  Power 
Soon 

This  message  appears  as  the  DEF  be¬ 
comes  low.  Engine  power  will  be  limited 
soon.  It  is  recommended  that  the  DEF  be 
topped  off  For  additional  information,  refer 
to  "Diesel  Exhaust  Fluid  (DEF)"  in  the  "Fueling 
and  refueling"  section  of  this  manual. 

DEF  Low  Limited  Engine  Power  In  XX 
Miles 

This  message  appears  when  the  DEF  be¬ 
comes  low.  Engine  power  will  be  limited  in 
the  approximate  distance  shown.  It  is  rec¬ 
ommended  that  the  DEF  be  topped  off.  For 
additional  information,  refer  to  "Diesel  Ex¬ 
haust  Fluid  (DEF)"  in  the  "Fueling  and  refuel¬ 
ing"  section  of  this  manual. 

DEF  Empty  Smph  Limit  Soon  See  Own¬ 
er's  Manual 

This  message  appears  when  the  DEF  be¬ 
comes  empty.  It  is  recommended  that  the 
DEF  be  refilled  as  soon  as  possible.  The 
following  conditions  will  limit  the  vehicle 
speed  when  this  message  is  shown: 

■  Engine  shutdown  and  restart 

■  EngiaiaM|||M^^vpproxlmately  1  hour 
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■  Control  module  detects  a  fuel  level  in¬ 
crease  For  additional  information,  refer 
to  "Diesel  Exhaust  Fluid  (DEF)"  in  the  "Fu¬ 
eling  and  refueling"  section  of  this 
manual. 

DEF  Empty  Refill  DEF  See  Owner's 
Manual 

This  message  appears  when  the  DEF  is 
empty  and  the  vehicle  speed  is  reduced  to 
a  maximum  of  5  mph.  It  is  recommended 
that  the  DEF  be  refilled  as  soon  as  possible. 
For  additional  information,  refer  to  "Diesel 
Exhaust  Fluid  (DEF)"  in  the  "Fueling  and  re¬ 
fueling"  section  of  this  manual. 

DEF  System  Error  See  Dealer 

This  message  appears  when  the  DEF  sys¬ 
tem  encounters  an  error.  It  is  recom¬ 
mended  that  you  have  the  system 
checked  by  a  NISSAN  dealer  or  other  quali¬ 
fied  technician.  For  additional  information, 
refer  to  "Diesel  Exhaust  Fluid  (DEF)"  in  the 
"Fueling  and  refueling"  section  of  this 
manual. 
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DEF  System  Error  5MPH  Speed  Limit 
XXX  Miles 

This  message  appears  when  the  DEF  sys¬ 
tem  encounters  an  error.  The  vehicle 
speed  will  be  reduced  in  the  approximate 
distance  shown.  For  additional  informa¬ 
tion,  refer  to  "Diesel  Exhaust  Fluid  (DEF)"  in 
the  "Fueling  and  refueling"  section  of  this 
manual. 

DEF  System  Error  5MPH  Speed  Limit 
Soon 

This  message  appears  when  the  DEF  sys¬ 
tem  has  encountered  an  error.  The  follow¬ 
ing  conditions  will  reduce  the  vehicle  speed 
when  this  message  is  shown: 

•  Engine  shutdown  and  restart 

•  Engine  is  idled  for  approximately  1  hour 

■  Control  module  detects  a  fuel  level  In¬ 
crease 

For  additional  information,  refer  to  "Diesel 
Exhaust  Fluid  (DEF)"  in  the  "Fueling  and  re¬ 
fueling"  section  of  this  manual. 

DEF  System  Error  5MPH  Speed  Limit: 

See  Deafer 

This  message  appears  when  the  DEF  sys¬ 
tem  encounters  an  error  and  the  vehicle 
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speed  is  reduced.  It  is  recommended  that 
you  have  the  system  checked  by  a  NISSAN 
dealer  or  other  qualified  technician.  For  ad¬ 
ditional  information,  refer  to  "Diesel  Ex¬ 
haust  Fluid  (DEF)"  in  the  "Fueling  and  refuel¬ 
ing"  section  of  this  manual. 

Exhaust  Filter  Overloaded:  See  Owner's 
Manual  For  Drive  Pattern 

This  message  appears  when  the  diesel 
particulate  filter  starts  to  overload.  The  Die¬ 
sel  Particulate  Filter  (DPF)  warning  light  will 
also  illuminate.  When  this  message  is 
seen,  the  vehicle  should  be  driven  on  the 
highway  where  the  road  conditions 
safely  allow  and  the  speed  limit  permits, 
over  55  mph  (90  km/h]  for  at  least 
45  minutes.  For  additional  information,  re¬ 
fer  to  "Diesel  Particulate  Filter  (DPF)"  in  the 
"Do-it-yourself"  section  of  this  manual. 

Exhaust  Filter  Regeneration  Started 

This  message  appears  when  the  auto¬ 
matic  regeneration  has  started  to  clean 
the  exhaust  filter.  For  additional  informa¬ 
tion,  refer  to  "Diesel  Particulate  Filter  (DPF)" 
in  the  "Do-it-yourseif"  section  of  this 
manual. 
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Exhaust  Filter  Overloaded  Engine  Power 
Reduced:  See  Owner's  Manual 

This  message  appears  when  the  diesel 
particulate  filter  starts  to  overload.  Engine 
torque  and  speed  will  be  reduced.  The  Die¬ 
sel  Particulate  Filter  (DPF)  warning  light  will 
also  blink. 

If  the  Malfunction  Indicator  Light  (MIL)  is  off 
the  vehicle  should  be  driven  on  the  high¬ 
way  where  the  road  conditions  safely  allow 
and  the  speed  limit  permits,  over  55  mph 
(90  km/h)  for  at  least  45  minutes. 

Ifthe  MIL  illuminates,  the  exhaust  filter  can¬ 
not  be  regenerated  by  driving  the  vehicle.  It 
is  recommended  that  you  have  the  system 
checked  by  a  NISSAN  dealer  or  other  quali¬ 
fied  technician. 

For  additional  information,  refer  to  "Diesel 
Particulate  Filter  (DPF)"  in  the  "Do-it- 
yourself"  section  of  this  manual. 

Exhaust  Filter  Overloaded  Immediate 
Service  Required 

This  message  appears  when  the  diesel 
particulate  filter  is  overloaded.  The  Diesel 
Particulate  Filter  (DPF)  warning  light  blinks 
quickly  and  the  Malfunction  Indicator 
Lamp  (MIL)  illuminates.  When  this  message 
is  displayed,  the  engine  speed  and  torque 


will  be  reduced.  It  is  recommended  that 
you  visit  a  NISSAN  dealer  or  qualified  tech¬ 
nician  immediately.  For  additional  informa¬ 
tion,  refer  to  "Diesel  Particulate  Filter  (DPF)" 
in  the  "Do-it-yourseif"  section  of  this 
manual. 

Engine  Warming  Keep  Foot  on  Brake 

This  message  appears  during  cold  start 
conditions  when: 

•  Brake  pedal  is  depressed 

•  Push-button  start  button  has  been 
pressed 

•  Coolant  temperature  is  below  thresh¬ 
old 

Keep  foot  on  the  brake  until  the  engine 
starts,  which  can  take  up  to  approximately 
4  seconds.  For  additional  information,  refer 
to  "Starting  the  diesel  engine"  in  the  "Start¬ 
ing  and  stopping  the  engine"  section  of  this 
manual. 


Engine  Shutdown:  Stop  Safely 

This  message  appears  30  seconds  before 
the  vehicle  is  shutdown  due  to  an  above 
normal  operating  exhaust  temperature. 
The  Malfunction  Indicator  Light  (MIL)  and 
malfunction  warning  light  (red)  will  illumi¬ 
nate.  It  is  recommended  that  you  visit  a 
NISSAN  dealer  or  other  qualified  technician 
immediately. 

Engine  Power  Reduced 

This  message  appears  when  the  engine  is 
not  operating  under  normal  conditions.  For 
additional  Information,  refer  to  "Engine  Pro¬ 
tection  Mode"  In  the  "Introduction"  section 
of  this  manual. 

Service  Air  Filter 

This  warning  appears  when  the  air  filter 
needs  to  be  serviced.  For  additional  infor¬ 
mation,  refer  to  "Air  cleaner"  in  the  "Mainte¬ 
nance"  section  of  the  Titan  Diesel  Owner's 
Manual. 


Engine  Oil  Service  due  XX 

This  message  is  a  count  down  of  mileage 
until  the  next  engine  oil  service  is  due.  Mile¬ 
age  until  next  required  engine  oil  service 
will  be  displayed  by  the  vehicle  information 
display  and  will  decrease  at  a  higher  rate  as 
vehicle  operation  severity  (high  duty  cycle) 
increases. 

Coolant  Level  Low:  See  Owner's  Manual 

This  warning  appears  when  the  coolant 
level  In  the  reservoir  is  below  the  MIN  level. 
For  additional  information,  refer  to  "Engine 
Cooling  System"  in  this  manual. 

Low  Fuel  Pressure:  See  Owner's  Manual 

This  message  appears  when  low  fuel  pres¬ 
sure  has  been  detected  downstream  of 
the  stage  2  fuel  filter.  This  message  can 
Indicate  the  fuel  filters  are  restricted  and 
require  replacement.  It  is  recommended 
that  you  have  the  system  checked  by  a 
NISSAN  dealer  or  other  qualified  technician. 


OEi&LER  eF3ROCESS 


Instrument  Panel  2-7 


RESETTING  THE  OIL  CONTROL 
SYSTEM 


The  oil  control  system  can  be  manually  re¬ 
set  within  the  vehicle  information  display 

1.  Press  the  buttons  until  you  reach 
the  "SETTINGS"  screen. 

2.  Use  the  ▼  ^  buttons  to  navi¬ 

gate  to  the  "Maintenance"  selection. 

3.  Press  the  ENTER  button  to  access  the 
maintenance  items. 

4.  Press  the  ENTER  button  again  to  select 
"Oil  Control  System."  The  remaining  oil 
control  system  distance  appears. 

5.  Press  and  hold  the  ENTER  button  for 
more  than  1  second  to  reset  the  oil  con¬ 
trol  system. 

6.  Select  'YES"  to  confirm  the  reset  or  se¬ 
lect  "NO"  to  deny  the  reset. 

For  additional  information,  refer  to  "Engine 
oil"  in  the  "Do-it-yourself"  section  of  this 
manual  and  "Vehicle  information  display"  in 
the  "Instruments  and  controls"  section  of 
the  Titan  Owner's  Manual . 
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3  Starting  and  Stopping  the  Engine 


starting  the  diesel  engine . 3-2 

Switching  engine  off . 3-3 

Engine  break-in  recommendations . 3-3 


Remote  Engine  Start  (if  so  equipped) . 3-3 

Engine  block  heater  (if  so  equipped) . 3-4 
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STARTING  THE  DIESEL  ENGINE 


A  WARNING 

■  Do  not  use  starting  fluid,  such  as 
ether,  in  the  air  intake  system.  Use  of 
such  fluid  could  cause  engine  dam¬ 
age  and/or  personal  injury. 

■  Do  not  add  gasoline,  alcohol  or  kero¬ 
sene  to  diesel  fuel. 


A  CAUTION 

■  Read  all  starting  instructions  carefully 
prior  to  starting  your  vehicle. 

■  When  starting  the  engine  in  ex¬ 
tremely  cold  temperatures,  it  is  rec¬ 
ommended  to  allow  the  engine  to  idle 
for  several  minutes  before  driving  the 
vehicle. 

■  The  use  of  the  factory  engine  block 
heater  (if  so  equipped)  will  assist  in 
starting  the  engine  in  extreme  cold 
ambient  temperatures.  For  additional 
information,  refer  to  the  "Starting  and 
driving"  section  of  the  Titan  Owner's 
Manual. 
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Engine  Warming 


•  •  • 


Keep  Foot 
on  Brake 


_ LSD2601 

Engine  warming 

This  message  may  display  during  cold 
starting  conditions.  It  is  a  reminder  that 
during  cold  starting  conditions  the  engine 
may  not  crank  immediately  after  pushing 
the  ignition  switch,  and  could  take  up  to 
approximately  4  seconds  to  crank.  The 
brake  pedal  must  be  depressed  during  this 
wait  period. 

1.  Verify  the  shift  lever  is  in  the  P  (Park)  or  N 
(Neutral)  position.  P  (Park)  is  recom¬ 
mended. 


The  shift  lever  cannot  be  moved  out 
of  P  (Park)  and  into  any  of  the  other 
gear  positions  if  the  ignition  switch 
is  in  the  OFF  position. 

The  starter  is  designed  not  to  oper¬ 
ate  if  the  shift  lever  is  in  any  of  the 
driving  positions. 

2.  There  are  two  ways  to  start  your  diesel 
engine: 

■  Push  the  ignition  switch  to  the  ON 
position,  and  wait  up  to  4  seconds  for 
the  glow  plug  to  warm  up.  Depress 
the  brake  pedal  and  push  the  ignition 
switch  to  start  the  engine. 

or 

■  Depress  the  brake  pedal  and  push 
the  ignition  switch  to  start  the  en¬ 
gine.  Keep  the  brake  pedal  de¬ 
pressed  until  the  glow  plug  warms 
up.  This  could  take  up  to  4  seconds. 
The  vehicle  will  start. 

The  starter  is  designed  to  not  en¬ 
gage  until  the  glow  plugs  have  had 
sufficient  time  to  warm  up.  During 
cold  temperatures  this  could  take  up 
to  4  seconds. 


_ A  CAUTION _ 

If  the  engine  does  not  start,  place  the 
ignition  switch  in  the  OFF  position  and 
wait  10  seconds  before  cranking  again, 
otherwise  the  starter  could  be 
damaged. 

3.  Allow  the  engine  to  Idle  for  at  least 
30  seconds  after  starting.  Do  not  race 
the  engine  while  warming  it  up.  Drive  at 
a  moderate  speed  for  a  short  distance 
first,  especially  in  cold  weather. 

In  cold  weather,  keep  the  engine  run¬ 
ning  for  a  minimum  of  2-3  minutes 
before  shutting  it  off  Starting  and 
stopping  the  engine  over  a  short  pe¬ 
riod  of  time  may  make  the  vehicle 
more  difficult  to  start. 

SWITCHING  ENGINE  OFF 

Push  the  ignition  switch  to  the  OFF  posi¬ 
tion. 

To  prolong  the  engine  life  (especially  after 
extended  high  speed,  high  ambient  tem¬ 
perature,  or  during  heavy  load  operation, 
such  as  trailering),  it  is  recommended  that 
a  hot  engine  be  idled  for  3-5  minutes  be¬ 
fore  shutting  down.  This  allows  the  turbo¬ 
charged  engine  to  cool  down. 


ENGINE  BREAK-IN 
RECOMMENDATIONS 

■  Warm  up  the  engine  before  operating  it 
under  load. 

■  Do  not  operate  the  engine  at  idle  for 
extended  periods. 

■  Prevent  engine  lugging  by  selecting  the 
appropriate  transmission  gear. 

■  Monitor  the  vehicle  oil  pressure  and 
temperature  gauges. 

■  Check  fluid  levels  frequently  (oil  and 
coolant). 

■  Vary  the  throttle  position  at  highway 
speeds  when  carrying  weight  or  tow¬ 
ing. 

NOTE: 

Extended  light  or  no  load  operation  will 
extend  the  time  before  the  engine 
reaches  its  full  efficiency.  If  the  engine  is 
operated  in  this  manner,  reduced  fuel 
economy  and  power  may  be  observed. 


The  aforementioned  procedure  should  be 
observed  for  the  first  6,000  miles.  The  en- 
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REMOTE  ENGINE  START  (if  SO 
equipped) 

A  CAUTION 

Laws  in  some  jurisdictions  prohibit  use 
of  Remote  Engine  Start. 

Vehicles  started  with  the  Remote  Engine 
Start  require  the  ignition  switch  to  be 
placed  in  the  ON  position  before  the  shift 
lever  can  be  moved  from  the  P  (Park)  posi¬ 
tion.  To  place  the  ignition  switch  in  the  ON 
position,  follow  these  steps: 

1.  Make  sure  that  the  Intelligent  Key  is  on 
you. 

2.  Apply  the  brake. 

3.  Push  the  ignition  switch  once  to  the  ON 
position. 

For  additional  information,  refer  to  "NISSAN 
Intelligent  Key®"  in  the  "Pre-driving  checks 
and  adjustments"  section  of  the  Titan 
Owner's  Manual. 


Starting  and  Stopping  the  Engine  3-3 


ENGINE  BLOCK  HEATER  (if  SO 
equipped) 

The  power  cable  to  operate  the  heater  is 
available  as  a  service  part  from  an  autho¬ 
rized  NISSAN  dealer 

For  additional  Information,  refer  to  "Engine 
block  heater"  in  the  "Starting  and  driving" 
section  of  the  Titan  Owner's  Manual. 


3-4  Starting  and  Stopping  the  Engine 
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4  Fuel  and  Refueling 


Fuel-filler  door . 4-2 

Fuel-filler  door . 4-2 

Diesel  fuel-filler  cap . 4-2 


Diesel  Exhaust  Fluid  (DEF) . 4-4 

Diesel  Exhaust  Fluid  (DEF)  fill  cap . 4-4 
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FUEL-FILLER  DOOR 


FUEL-FILLER  DOOR 


^  CAUTION 

Be  careful  when  opening  and  exiting 
the  driver's  side  rear  door  if  the  fuel- 
filler  door  is  open.  This  may  cause  dam¬ 
age  to  the  driver's  side  rear  door  or  fuel- 
filler  door  if  you  open  fully  and  they 
make  contact. 


A  WARNING 

Diesel  fuel  is  extremely  flammable 
and  highly  explosive  under  certain 
conditions.  You  could  be  burned  or  se¬ 
riously  injured  if  it  is  misused  or  mis¬ 
handled.  Always  stop  the  engine  and 
do  not  smoke  or  allow  open  flames  or 
sparks  near  the  vehicle  when 
refueling. 


4-2  Fuel  and  Refueling 
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Do  not  attempt  to  top  off  the  fuel  tank 
after  the  fuel  pump  nozzle  shuts  off 
automatically.  Continued  refueling 
may  cause  fuel  overflow,  resulting  in 
fuel  spray  and  possibly  a  fire. 

Use  only  an  original  equipment  type 
fuel-filler  cap  as  a  replacement.  It  has 
a  built-in  safety  valve  needed  for 
proper  operation  of  the  fuel  system 
and  emission  control  system.  An  in¬ 
correct  cap  can  result  in  a  serious  mal¬ 
function  and  possible  injury.  It  could 
also  cause  the  O  Malfunction  Indi¬ 
cator  Light  (MIL)  to  come  on. 

Do  not  use  starting  fluids  with  this  en¬ 
gine.  It  is  equipped  with  an  intake  air 
heater.  The  use  of  starting  fluid  could 
cause  an  explosion,  fire,  personal  in¬ 
jury,  system  or  engine  damage. 

Do  not  fill  a  portable  fuel  container  in 
the  vehicle  or  trailer.  Static  electricity 
can  cause  an  explosion  of  flammable 
liquid,  vapor  or  gas  in  any  vehicle  or 
trailer.  To  reduce  the  risk  of  serious 
injury  or  death  when  filling  portable 
fuel  containers: 

-  Always  place  the  container  on  the 
ground  when  filling. 


-  Do  not  use  electronic  devices  when 
filling. 

-  Keep  the  pump  nozzle  in  contact 
with  the  container  while  you  are 
filling  it. 

-  Use  only  approved  portable  fuel 
containers  for  flammable  liquid. 


A  CAUTION 

■  For  additional  information,  refer  to 
the  "Malfunction  Indicator  Light  (MIL)" 
in  the  "Instruments  and  Controls"  sec¬ 
tion  of  the  Titan  Owner's  Manual. 

■  If  fuel  or  Diesel  Exhaust  Fluid  (DEF)  is 
spilled  on  the  vehicle  body,  flush  it 
away  with  water  to  avoid  paint 
damage 


_ LPD2386 

To  remove  the  diesel  fuel-filler  cap  (§): 

1.  Turn  the  fuel-filler  cap  counterclock¬ 
wise  to  remove. 

To  install  the  fuel-filler  cap: 

1.  Insert  the  fuel-filler  cap  straight  into  the 
fuel-filler  tube. 

2.  Turn  the  cap  clockwise  until  a  single 
click  is  heard. 
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Fuel  and  Refueling  4-3 


DIESEL  EXHAUST  FLUID  (DEF) 


DIESEL  EXHAUST  FLUID  (DEF)  FILL 
CAP 


A  CAUTION 

■  Overfilling  your  DEF  tank  can  cause 
damage  to  the  tank. 


4-4  Fuel  and  Refueling 


DEF  will  freeze  below  12°F  (-11°C);  how¬ 
ever,  your  vehicle  is  equipped  with  an 
automatic  preheating  system,  which 
allows  the  DEF  system  to  operate  be¬ 
low  12°F  (-11°C).  When  the  vehicle  is  not 
in  operation  for  an  extended  period  of 
time  with  temperatures  at  or  below 
12°F  (-1TC),  the  DEF  tank  could  freeze. 
In  this  condition,  adding  DEF  will  not 
change  the  gauge  level  and  added 
DEF  will  not  reach  the  pump,  because 
it  will  sit  on  top  of  the  frozen  layer. 


Move  the  vehicle  to  a  warm  location  to 
thaw  the  DEF  completely  for  the 
gauge  to  read  accurately  and  allow 
new  DEF  to  reach  the  pump.  If  the  tank 
is  overfilled  and  freezes,  it  could  be 
damaged,  therefore  do  not  overfill  in 
sustained  cold  conditions  below  12°F 
(-1TC). 

Do  not  put  DEF  into  the  fuel  tank.  This 
can  cause  engine  damage  that  is  not 
covered  by  your  vehicle's  warranty. 

Immediately  wipe  away  any  DEF  that 
has  spilled  on  painted  surfaces  with 
water  and  a  damp  cloth  to  prevent 
damage  to  the  paint. 


Outside  tempera¬ 
ture  sustained  at  or 

below. 

Amount  of  DEF  to 
safely  add  after  25% 
warning  appears: 

-22°F  (-30°C) 

.25qal 

5°FH5°C) 

.5  gal 

Outside  tempera¬ 
ture  sustained  at  or 

above 

Amount  of  DEF  to 
safely  add  after  25% 
warning  appears: 

13°F(-10.5°C) 

Safe  to  fill  the  tank 

NOTE: 

The  blue  DEF  fill  cap  is  located  next  the 
diesel  fuel-filler  cap. 

To  remove  the  Diesel  Exhaust  Fluid  (DEF) 
cap  (B): 

1.  Turn  the  DEF  cap  counterclockwise  to 
remove. 

NOTE: 

Apply  DEF  to  the  fill  neck,  prior  to  install¬ 
ing  and  tightening  the  DEF  fill  cap. 

To  install  the  DEF  cap: 

1.  Insert  the  DEF  cap  straight  into  the  filler 
tube. 

2.  Turn  the  DEF  cap  clockwise  a  full  360° 
until  it  locks  in  position. 

For  additional  information,  refer  to  "Recom¬ 
mended  fluids/lubricants  and  capacities" 
in  the  "Capacities  and  specifications"  sec¬ 
tion  of  this  manual. 
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Fuel  and  Refueling  4-5 
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4-6  Fuel  and  Refueling 
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5  In  Case  of  Emergency 


Jump  starting 


5-2 


OEi&LER  e?;%OCESS 


JUMP  STARTING 


To  startyour  engine  with  a  booster  battery, 
the  instructions  and  precautions  below 
must  be  followed. 


A  WARNING 

■  If  done  incorrectly,  jump  starting  can 
lead  to  a  battery  explosion,  resulting 
in  severe  injury  or  death.  It  could  also 
damage  your  vehicle. 

■  Explosive  hydrogen  gas  is  always 
present  in  the  vicinity  of  the  battery. 
Keep  all  sparks  and  flames  away  from 
the  battery. 

■  Do  not  allow  battery  fluid  to  come  into 
contact  with  eyes,  skin,  clothing  or 
painted  surfaces.  Battery  fluid  is  a 
corrosive  sulfuric  acid  solution  which 
can  cause  severe  burns.  If  the  fluid 
should  come  into  contact  with  any¬ 
thing,  immediately  flush  the  con¬ 
tacted  area  with  water. 

■  Keep  battery  out  of  the  reach  of 
children. 

■  The  booster  battery  must  be  rated  at 
12  volts.  Use  of  an  improperly  rated 
battery  can  damage  your  vehicle. 


5-2  In  Case  of  Emergency 


I-  Whenever  working  on  or  near  a  bat- 
tery,  always  wear  suitable  eye  protec¬ 
tors  (for  example,  goggles  or  indus¬ 
trial  safety  spectacles)  and  remove 
rings,  metal  bands,  or  any  other  jew¬ 
elry.  Do  not  lean  over  the  battery 
when  jump  starting. 

■  Do  not  attempt  to  jump  start  a  frozen 
battery.  It  could  explode  and  cause 
serious  injury. 
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A  WARNING 

Always  follow  the  instructions  below. 
Failure  to  do  so  could  result  in  damage 
to  the  charging  system  and  cause  per¬ 
sonal  injury. 

1.  If  the  booster  battery  is  in  another  ve¬ 
hicle,  position  the  two  vehicles  to  bring 
their  batteries  near  each  other. 

Do  not  allow  the  two  vehicles  to 
touch. 


Apply  the  parking  brake.  Move  the  shift 
lever  to  P  (Park).  Switch  off  aii  unneces¬ 
sary  eiectricai  systems  (iights,  heater, 
air  conditioner,  etc.). 

3.  Ensure  the  vent  caps  are  level  and 
tight. 

4.  Remove  the  fuse/fusible  link  box  and 
connect  jumper  cables  in  the  se¬ 
quence  illustrated  ((§),  (§),  (c),  (6)). 
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A  CAUTION 

■  Always  connect  positive  (+]  to  posi¬ 
tive  (+)  and  negative  (-)  to  body 
ground  (for  example,  strut  mounting 
bolt,  engine  lift  bracket,  etc.)  —  not  to 
the  battery. 

■  Make  sure  the  Jumper  cables  do  not 
touch  moving  parts  in  the  engine 
compartment  and  that  the  cable 
clamps  do  not  contact  any  other 
metal. 

5.  Start  the  engine  of  the  booster  vehicle 
and  let  it  run  for  a  few  minutes. 

6.  Keep  the  engine  speed  of  the  booster 
vehicle  at  about  2,000  rpm,  and  start 
the  engine  of  the  vehicle  being  jump 
started. 

A  CAUTION 

Do  not  keep  the  starter  motor  engaged 
for  more  than  10  seconds.  If  the  engine 
does  not  start  right  away,  turn  the  key 
off  and  wait  3  to  4  seconds  before  trying 
again. 

7  After  starting  the  engine,  carefully  dis¬ 
connect  the  negative  cable  and  then 
the  positive  cable. 
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5-4  In  Case  of  Emergency 
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6  Vehicle  Care 


Cleaning  . 6-2 

Cleaning  the  engine . 6-2 


Cleaning  the  exhaust 
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CLEANING 


In  order  to  maintain  the  proper  operation 
of  a  diesel  engine.  It  is  important  to  take 
proper  care  of  it,  which  includes  cleaning  as 
indicated. 

CLEANING  THE  ENGINE 

Engines  are  more  efficient  when  they  are 
clean  because  grease  and  dirt  buildup 
keep  the  engine  warmer  than  normal. 

When  washing: 

•  Take  care  when  using  a  power  washer 
to  clean  the  engine.  The  high-pressure 
fluid  could  penetrate  the  sealed  parts 
and  cause  damage. 

•  Do  not  spray  a  hot  engine  with  cold  wa¬ 
ter  to  avoid  cracking  the  engine  block  or 
other  engine  components. 

•  Spray  an  engine  shampoo  and/or 
degreaser  on  all  parts  that  require 
cleaning  and  pressure  rinse  clean. 

•  Never  wash  or  rinse  the  engine  while  it 
is  hot  or  running;  water  in  the  running 
engine  may  cause  internal  damage. 

•  Never  wash  or  rinse  any  control  box 
electrical  connections. 


6-2  Vehicle  Care 


Cover  the  battery,  power  distribution 
box,  and  air  fiiter  assembly  to  prevent 
water  damage  when  cleaning  the  en¬ 
gine. 


The  visible  holes  ®  in  the  exhaust  system 
are  functional.  The  holes  need  to  be  kept 
clear  of  mud/debris  or  foreign  material  to 
maintain  proper  function  of  the  exhaust 
system.  Clean  and  remove  debris  or  for¬ 
eign  material  If  present  as  needed.  Spray¬ 
ing  with  a  hose  during  regular  washing  of 
vehicle  should  help  keep  holes  clean  and 
clear  of  debris  or  foreign  material. 


A  WARNING 

Failure  to  maintain  the  functional 
holes  in  the  exhaust  system  clean  and 
free  of  debris  or  foreign  material  may 
result  in  the  holes  becoming  blocked 
or  plugged.  Do  not  modify  or  remove 
sections  of  the  exhaust  system  that 
contain  these  holes.  Blocked  or 
plugged  holes  or 

removal/modification  of  the  system 
could  result  in  elevated  exhaust  gases 
or  exhaust  gas  temperatures  which 
may  result  in  vehicle  damage,  per¬ 
sonal  injury  or  death. 

The  normal  operating  temperature  of 
the  exhaust  system  is  very  high.  Never 
work  around  or  attempt  to  repair  any 
part  of  the  exhaust  system  until  it  has 
cooled.  Use  special  care  when  work¬ 
ing  around  the  diesel  oxidation  cata¬ 
lytic  converter  and/or  the  diesel  par¬ 
ticulate  filter  (DPF).  The  diesel 
oxidation  catalytic  converter  and/or 
the  DPF  heats  up  to  a  high  tempera¬ 
ture  after  only  a  short  period  of  en¬ 
gine  operation  and  can  stay  hot  even 
after  the  engine  is  turned  off.  Failure 
to  follow  these  instructions  may  re¬ 
sult  in  personal  injury. 


■  When  cleaning  blocked  or  plugged 
holes  in  the  exhaust  system,  care 
should  be  taken  to  minimize  the 
quantity  of  water  entering  the  ex¬ 
haust  system.  Excessive  water  that 
enters  the  exhaust  system  could 
cause  damage  requiring  exhaust  sys¬ 
tem  to  be  replaced. 
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7  Do-it-yourself 
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ENGINE  COMPARTMENT  CHECK 
LOCATIONS 


1.  Windshield-washer  fluid  reservoir 

2.  Fuse  box 

3.  Fuse/Fusible  link  box 

4.  Engine  coolant  reservoir 

5.  Fuel  filter  (Stage  2) 

6.  Engine  oil  filler  cap 
7  Brake  fluid  reservoir 

8.  Air  cleaner 

9.  Battery 

10.  Power  steering  fluid  reservoir 

11.  Radiator  cap 

12.  Engine  oil  dipstick 

13.  Drive  belt  location 

14.  Fuse/Fusible  link  box 

15.  Battery 


ENGINE  COOLING  SYSTEM 


The  engine  cooling  system  is  filled  at  the 
factory  with  a  pre-diluted  mixture  of  50% 
Genuine  NISSAN  Long  Life 
Antifreeze/Coolant  (blue)  and  50%  waterto 
provide  year-round  antifreeze  and  coolant 
protection.  The  antifreeze  solution  con¬ 
tains  rust  and  corrosion  inhibitors.  Addi¬ 
tional  engine  cooling  system  additives  are 
not  necessary. 


A  WARNING 

Never  remove  the  radiator  or  coolant 
reservoir  cap  when  the  engine  is  hot. 
Wait  until  the  engine  and  radiator  cool 
down.  Serious  burns  could  be  caused 
by  high  pressure  fluid  escaping  from 
the  radiator.  For  additional  informa¬ 
tion  on  precautions,  refer  to  "If  your 
vehicle  overheats"  in  the  "In  case  of 
emergency"  section  of  the  Titan  Own¬ 
er's  Manual. 

The  radiator  is  equipped  with  a  pres¬ 
sure  type  radiator  cap.  To  prevent  en¬ 
gine  damage,  use  only  a  Genuine 
NISSAN  radiator  cap. 


_ A  CAUTION _ 

■  Never  use  any  cooling  system  addi¬ 
tives  such  as  radiator  sealer.  Additives 
may  clog  the  cooling  system  and 
cause  damage  to  the  engine,  trans¬ 
mission  and/or  cooling  system. 

■  When  adding  or  replacing  coolant,  be 
sure  to  use  only  Genuine  NISSAN  Long 
Life  Antifreeze/Coolant  (blue)  or 
equivalent.  Genuine  NISSAN  Long  Life 
Antifreeze/Coolant  (blue)  is  pre¬ 
diluted  to  provide  antifreeze  protec¬ 
tion  to  -34°  F  (-37°  C).  If  additional 
freeze  protection  is  needed  due  to 
weather  where  you  operate  your  ve¬ 
hicle,  add  Genuine  NISSAN  Long  Life 
Antifreeze/Coolant  (blue)  concen¬ 
trate  following  the  directions  on  the 
container.  If  an  equivalent  coolant 
other  than  Genuine  NISSAN  Long  Life 
Antifreeze/Coolant  (blue)  is  used,  fol¬ 
low  the  coolant  manufacturer's  in¬ 
structions  to  maintain  minimum  anti¬ 
freeze  protection  to  -34°  F  (-37°  C).  The 
use  of  other  types  of  coolant  solu¬ 
tions  other  than  Genuine  NISSAN  Long 
Life  Antifreeze/Coolant  (blue)  or 
equivalent  may  cause  severe  engine 
d  a  m  a 


The  life  expectancy  of  the  factory-fill 
coolant  is  45,000  miles  (78,000  km)  or 
3  years.  Mixing  any  other  type  of  cool¬ 
ant  other  than  Genuine  NISSAN  Long 
Life  Antifreeze/Coolant  (blue),  includ¬ 
ing  Genuine  NISSAN  Long  Life 
Antifreeze/Coolant  (green),  or  the  use 
of  non-distilled  water  will  reduce  the 
life  expectancy  of  the  factory-fill  cool¬ 
ant.  For  additional  information,  refer 
to  the  Titan  Owner's  Manual. 

Use  Nitrite  Free  Coolant  or  equivalent. 
The  use  of  coolant  containing  Nitrites, 
could  cause  severe  engine  damage. 
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CHECKING  ENGINE  COOLANT 
LEVEL 


Check  the  coolant  level  in  the  reservoir 
when  the  engine  is  cold.  If  the  coolant 
level  is  below  the  MIN  level  ®,  add  coolant 
to  the  MAX  level  ®.  If  the  reservoir  is  empty, 
check  the  coolant  level  In  the  radiator 
when  the  engine  is  cold.  If  there  Is  insuffi¬ 
cient  coolant  In  the  radiator,  fill  the  radiator 
with  coolant  up  to  the  filler  opening  and 
also  add  it  to  the  reservoir  up  to  the  MAX 
level  ®. 

This  vehicle  contains  Genuine  NISSAN  Long 
Life  Antifreeze/Coolant  (blue).  The  life  ex- 
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pectancy  of  the  factory-fill  coolant  is 
45,000  miles  (78,000  km)  or  3  years.  Mixing 
any  other  type  of  coolant  or  the  use  of 
non-distilled  water  may  reduce  the  life  ex¬ 
pectancy  of  the  factory-fill  coolant.  For  ad¬ 
ditional  information,  referto  the  Titan  Own¬ 
er's  Manual. 


^CAUTION 

Never  use  any  cooling  system  additives 
such  as  radiator  sealer.  Additives  may 
clog  the  cooling  system  and  cause 
damage  to  the  engine,  transmission 
and/or  cooling  system. 

If  the  cooling  system  frequently  requires 
coolant,  have  it  checked.  It  is  recom¬ 
mended  that  you  visit  a  NISSAN  dealer 
for  this  service. 

For  additional  information  on  the  location 
of  the  engine  coolant  reservoir,  referto  "En¬ 
gine  compartment  check  locations"  in  this 
section. 

CHANGING  ENGINE  COOLANT 

A  NiSSAN  dealer  can  change  the  engine 
coolant.  The  service  procedure  can  be 
found  in  the  NiSSAN  Service  Manual. 
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Improper  servicing  can  result  in  reduced 
heater  performance  and  engine  over¬ 
heating. 


[ A  WARNING 

■  To  avoid  the  danger  of  being  scalded, 
never  change  the  coolant  when  the 
engine  is  hot. 

■  Never  remove  the  radiator  or  engine 
coolant  reservoir  cap  when  the  en¬ 
gine  is  hot.  Serious  burns  could  be 
caused  by  high  pressure  fluid  escap¬ 
ing  from  the  radiator. 

■  Avoid  direct  skin  contact  with  used 
coolant.  If  skin  contact  is  made,  wash 
thoroughly  with  soap  or  hand  cleaner 
as  soon  as  possible. 

■  Keep  coolant  out  of  the  reach  of  chil¬ 
dren  and  pets. 

Engine  coolant  must  be  disposed  of  prop¬ 
erly.  Check  your  local  regulations. 


ENGINE  OIL 


_ A  CAUTION 

Your  vehicle  may  require  more  frequent 
maintenance  if  it  operates  on  biodiesel 
blends  between  6%  and  10%  (B6  and 
B10).  To  avoid  damage  to  your  vehicle, 
the  oil,  oil  filter,  and  fuel  filter  will  need 
to  be  replaced  after  a  shorter  time  in¬ 
terval  than  if  your  vehicle  was  operat¬ 
ing  on  pure  petroleum-based  diesel. 
For  additional  information,  refer  to  the 
"maintenance  and  schedules"  section  in 
the  Titan  Owner's  manual. 
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CHECKING  ENGINE  OIL  LEVEL 

NOTE: 

The  factory  fill  oil  may  include  a  red  dye 
that  is  added  for  manufacturing  quality 
processes.  The  dye  makes  the  oil  appear 
to  be  red.  This  is  normal.  The  red  dye  will 
be  flushed  from  the  engine  after  ap¬ 
proximately  4-5  oil  changes. 
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1.  Park  the  vehicle  on  a  level  surface  and 
apply  the  parking  brake. 

2.  Start  the  engine  and  let  it  idle  until  it 
reaches  operating  temperature. 

3.  Turn  off  the  engine.  Wait  more  than 
10  minutes  for  the  oil  to  drain  back 
into  the  oil  pan. 

4.  Remove  the  dipstick  and  wipe  it  clean. 
Reinsert  it  all  the  way. 
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5.  Remove  the  dipstick  again  and  check 
the  oil  level.  It  should  be  between  the 
high  and  low  marks  (§).  This  is  the  nor¬ 
mal  operating  oil  level  range.  If  the  oil 
level  Is  below  the  low  mark  ®,  remove 
the  oil  filler  cap  and  pour  recom¬ 
mended  oil  through  the  opening.  Do 
not  overfill  ©. 

6.  Recheck  oil  level  with  the  dipstick. 


A  CAUTION 

Oil  level  should  be  checked  regularly. 
Operating  the  engine  with  an  insuffi¬ 
cient  amount  of  oil  can  damage  the  en¬ 
gine,  and  such  damage  is  not  covered 
by  warranty. 


It  is  normal  to  add  some  oil  between  oil 
maintenance  intervals  or  during  the 
break-in  period,  depending  on  the  sever¬ 
ity  of  operating  conditions. 
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NOTE: 

The  factory  fill  oil  may  include  a  red  dye 
that  is  added  for  manufacturing  quality 
processes.  The  dye  makes  the  oil  appear 
to  be  red.  This  is  normal.  The  red  dye  will 
be  flushed  from  the  engine  after  ap¬ 
proximately  4-5  oil  changes. 

1.  Park  the  vehicle  on  a  level  surface  and 
apply  the  parking  brake. 

2.  Start  the  engine  and  let  it  idle  until  it 
reaches  operating  temperature,  then 
turn  it  off 

3.  Remove  the  oil  filler  cap  ®  by  turning  it 
counterclockwise. 

4.  Place  a  large  drain  pan  under  the  drain 
plug  (B). 

5.  Remove  the  drain  plug  (§)  with  a 
wrench  by  turning  it  counterclockwise 
and  completely  drain  the  oil. 

Remove  and  replace  the  engine  oil  fil¬ 
ter  at  this  time.  For  additional  informa¬ 
tion,  refer  to  "Changing  engine  oil  filter" 
in  this  section. 

■  Waste  oil  must  be  disposed  of  prop¬ 
erly. 

■  Check  your  local  regulations. 


^WARNING 

■  Prolonged  and  repeated  contact  with 
used  engine  oil  may  cause  skin 
cancer. 

■  Try  to  avoid  direct  skin  contact  with 
used  oil.  If  skin  contact  is  made,  wash 
thoroughly  with  soap  or  hand  cleaner 
as  soon  as  possible. 

■  Keep  used  engine  oil  out  of  reach  of 
children. 

^CAUTION 

Be  careful  not  to  burn  yourself.  The  en¬ 
gine  oil  may  be  hot. 

6.  Clean  and  reinstall  the  drain  plug.  Se¬ 
curely  tighten  the  drain  plug  with  a 
wrench.  Do  not  use  excessive  force. 

Drain  plug  tightening  torque: 

25ft-lb  (34  N-m) 
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7  Refill  engine  with  recommended  oil 
throughthe  oilfilleropening.then  install 
the  oil  filler  cap  securely. 

For  additional  information  on  drain 
and  refill  capacity,  refer  to  "Recom¬ 
mended  fiuids/lubricants  and  capaci¬ 
ties"  in  the  "Capacities  and  specifica¬ 
tions"  section  of  this  manual. 

The  drain  and  refill  capacity  depends 
on  the  oil  temperature  and  drain  time. 
Use  these  specifications  for  reference 
only.  Always  use  the  dipstick  to  deter¬ 
mine  when  the  proper  amount  of  oil  is 
in  the  engine. 

8.  Start  the  engine.  Check  for  leakage 
around  the  drain  plug  and  oil  filter.  Cor¬ 
rect  as  required. 

9.  Turn  the  engine  off  and  wait  more  than 
10  minutes.  Check  the  oil  level  with  the 
dipstick.  Add  engine  oil  if  necessary. 

NOTE: 

For  additional  information  on  resetting 
the  oil  control  system,  refer  to  "Resetting 
the  oil  control  system"  in  the  "Instrument 
panel"  section  of  this  manual. 
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Skid  plate  (Type  A)  (if  so  equipped) 

CHANGING  ENGINE  OIL  FILTER 


4.  Place  a  large  drain  pan  under  the  oil 
filter  ®. 


1.  Park  the  vehicle  on  a  level  surface  and 
apply  the  parking  brake. 

2.  Turn  the  engine  off. 

3.  Remove  bolts  ®  and  skid  plate. 


5.  Loosen  the  oil  filter  with  an  oil  filter 
wrench  by  turning  it  counterclockwise. 
Then  remove  the  oil  filter  by  turning  it 
by  hand. 


_ A  caution _ 

Be  careful  not  to  burn  yourself.  The  en¬ 
gine  oil  may  be  hot. 

6.  Wipe  the  engine  oil  filter  sealing  surface 
with  a  clean  rag. 
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FUEL  FILTER  (CUMMINS  5.0L) 


^CAUTION 

Be  sure  to  remove  any  old  gasket  mate-' 

rial  remaining  on  the  sealing  surface  of 

the  engine.  Failure  to  do  so  could  lead  to 

an  oil  leak  and  engine  damage. _ | 

7  Fill  the  new  filter  with  clean  engine  oil. 

8.  Coat  the  gasket  on  the  new  filter  with 
clean  engine  oil. 

9.  Screw  on  the  oil  filter  until  a  slight  resis¬ 
tance  is  felt,  then  tighten  an  additional 
3/4  turn. 

10.  Start  the  engine  and  check  for  leakage 
around  the  oil  filter.  Correct  as  required. 

11.  Install  skid  plate  in  reverse  order  of  re¬ 
moval. 

12.  Turn  the  engine  off  and  wait  more  than 
10  minutes.  Check  the  oil  level.  Add  en¬ 
gine  oil  if  necessary. 


_ A  CAUTION _ 

Your  vehicle  may  require  more  frequent 
maintenance  if  it  operates  on  biodiesel 
blends  between  6%  and  10%  (B6  and 
B10).  To  avoid  damage  to  your  vehicle, 
the  oil,  oil  filter,  and  fuel  filter  will  need 
to  be  replaced  after  a  shorter  time  in¬ 
terval  than  if  your  vehicle  was  operat¬ 
ing  on  pure  petroleum-based  diesel. 
For  additional  information,  refer  to  the 
"Maintenance  and  schedules"  section  in 
the  Titan  Owner's  Manual. 


FUEL  FILTER  REPLACEMENT  (stage 
1  and  2) 


A  NISSAN  dealer  can  change  the  stage  1 
and  stage  2  fuel  filters.  The  service  proce¬ 
dure  can  be  found  in  the  NiSSAN  Service 
Manual. 


improper  servicing  can  result  in  the  vehicle 
not  starting,  fuel  leaks  and  engine  stalling. 
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DIESEL  PARTICULATE  FILTER  (DPF) 


A  WARNING 

■  Stay  clear  from  the  exhaust  outlet  and 
exhaust  gases.  These  can  cause  burns 
or  personal  injury. 

■  To  avoid  the  risk  of  personal  injury  or 
fire,  do  not  park  the  vehicle  over  flam¬ 
mable  materials  such  as  dry  grass, 
waste  paper  or  rags,  as  hot  vehicle 
components  may  ignite  them. 


_ A  CAUTION _ 

To  maintain  maximum  Diesel  Particu¬ 
late  Filter  (DPF)  performance,  follow 
these  precautions: 

■  Use  ultra  low-sulfur  fuel. 

■  Use  an  engine  oil  specified  by  NISSAN. 
For  additional  information,  refer  to 
"Recommended  fluids/lubricants  and 
capacities"  in  the  "Capacities  and 
specifications"  section  of  this  manual. 
If  an  engine  oil  not  specified  by 
NISSAN  is  used,  it  could  cause  DPF 
malfunction  or  reduced  fuel 
efficiency. 


■  Do  not  modify  the  DPF,  muffler  or  ex¬ 
haust  pipe.  Otherwise  it  could  affect 
the  DPF  performance  and  cause  a 
malfunction. 

■  Do  not  kick  or  hit  the  DPF.  The  DPF  has 
a  built-in  catalyst  system  in  the  muf¬ 
fler.  Such  an  impact  could  cause  DPF 
damage. 

The  DPF  reduces  the  amount  of  materials 
that  affect  the  environment  by  collecting 
particulate  matter  included  in  exhaust 
gases.  Normally,  particulate  matter  accu¬ 
mulated  in  the  DPF  is  automatically  burned 
and  converted  to  harmless  substances 
during  driving.  However,  particulate  matter 
collected  in  the  DPF  cannot  be  burned  un¬ 
der  the  following  conditions: 

■  When  vehicle  speed  remains  below 
5  mph  (8  km/h)  for  a  long  period  of  time. 

■  When  the  engine  is  frequently  stopped 
and  restarted  within  10  minutes. 

■  When  the  vehicle  is  frequently  used  for 
short  Journeys  of  10  minutes  or  less. 

■  When  the  engine  is  frequently  stopped 
before  it  has  warmed  up. 


In  these  cases,  it  becomes  difficult  to  burn 
particulate  matter  that  has  accumulated 
in  the  DPF.  As  a  result,  the  DPF  warning  light 
will  illuminate/blink  and  one  of  the  follow¬ 
ing  messages  will  display  on  the  vehicle 
information  display  (in  order  of  severity): 

■  Exhaust  Filter  Overloaded  See  Owner's 
Manual  for  Drive  Pattern 

•  Exhaust  Filter  Overloaded  Engine 
Power  Reduced  See  Owner's  Manual 

■  Exhaust  Filter  Overloaded  Immediate 
Service  Required 

For  additional  information,  refer  to  "Meters 
and  gauges"  in  the  "Instrument  panel"  sec¬ 
tion  of  this  manual. 


A  caution 

If  the  vehicle  continues  to  be  driven 
with  the  DPF  warning  light  illumi¬ 
nated  and  without  doing  the  regen¬ 
eration  process,  the  fail-safe  will  limit 
the  engine  revolutions  and/or  torque. 
In  this  case,  it  is  recommended  to  con¬ 
tact  a  NISSAN  dealer  to  have  the  Ser¬ 
vice  Regeneration  procedure 
performed. 
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DRIVE  BELT 


AUTOMATIC  REGENERATION 

Automatic  regeneration  occurs  when  the 
control  module  detects  the  exhaust  filter 
needs  to  be  cleaned.  This  is  a  normal  pro¬ 
cess  and  will  not  typically  require  any  op¬ 
erator  interaction. 

if  the  automatic  regeneration  is  not  able  to 
clean  the  exhaust  filter  the  vehicle  informa¬ 
tion  display  will  display  the  following  mes¬ 
sages  in  order  of  severity: 

•  Exhaust  Filter  Overloaded  See  Owner's 
Manual  for  Drive  Pattern 

•  Exhaust  Filter  Overloaded  Engine 
Power  Reduced  See  Owner's  Manual 

•  Exhaust  Filter  Overloaded  Immediate 
Service  Required 

The  instructions  for  these  messages  in  the 
"Meters  and  gauges"  section  of  this  manual 
will  inform  the  driver  to  modify  their  driving 
pattern  to  enable  the  automatic  regenera¬ 
tion  process. 


2.  Cooling  fan  pulley 

3.  Idler  pulley 

4.  Power  steering  fluid  pump  pulley 

5.  Air  conditioner  compressor  pulley 

6.  Water  pump  pulley 
7  Crankshaft  pulley 

8.  Automatic  belt  tensioner  pulley 

9.  Cenerator  pulley 


A  WARNING 

To  avoid  the  risk  of  personal  injury,  be 
sure  the  ignition  switch  is  in  the  OFF  or 
LOCK  position  before  servicing  drive 
belt.  The  engine  could  rotate 
unexpectedly. 

1.  Visually  inspect  the  belt  for  signs  of  un¬ 
usual  wear,  cuts,  fraying  or  looseness.  If 
the  belt  is  in  poor  condition  or  is  loose, 
have  it  replaced.  It  is  recommended 
that  you  visit  a  NISSAN  dealer  for  this 
service. 

2.  Have  the  belt  checked  regularly  for 
condition  and  tension  in  accordance 
with  the  maintenance  schedule  found 
in  the  Titan  Owner's  Manual. 
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AIR  CLEANER 


_ LDI2880 

The  dry  paper  type  filter  element  may  be 
cleaned  and  reused.  Replace  it  according 
to  the  maintenance  log  shown  in  the  Titan 
Owner's  Manual. 

To  remove  the  air  cleaner  filter: 

1.  Unlatch  the  clips  @  and  move  the  air 
cleaner  cover  upward. 

2.  Remove  the  air  cleaner  filter. 

3.  Wipe  the  inside  of  the  air  cleaner  filter 
housing  and  the  cover  with  a  damp 
cloth. 


NOTE: 

After  installing  a  new  air  cleaner  filter, 
make  sure  the  air  cleaner  cover  is  seated 
in  the  housing  and  latch  the  clips. 


_ A  WARNING _ 

Operating  the  engine  with  the  air 
cleaner  removed  can  cause  you  or 
others  to  be  burned.  The  air  cleaner 
not  only  cleans  the  air,  it  stops  the 
flame  if  the  engine  backfires.  If  it  isn't 
there,  and  the  engine  backfires,  you 
could  be  burned.  Do  not  drive  with  the 
air  cleaner  removed,  and  be  careful 
when  working  on  the  engine  with  the 
air  cleaner  removed. 

Never  pour  fuel  into  the  air  intake  sys¬ 
tem  or  attempt  to  start  the  engine 
with  the  air  cleaner  removed.  Doing  so 
could  result  in  serious  injury. 

Do  not  use  starting  fluids  with  this  en¬ 
gine.  The  use  of  starting  fluid  could 
cause  an  explosion,  fire,  personal  in¬ 
jury,  system  or  engine  damage. 
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A  CAUTION 

■  Operating  the  engine  with  the  air 
cleaner  removed  can  cause  damage 
to  the  turbocharger  and  major  engine 
damage. 

■  Never  pour  fuel  into  the  intake  or  at¬ 
tempt  to  start  the  engine  with  the  air 
cleaner  removed.  Doing  so  could  re¬ 
sult  in  engine  damage. 

IN-CABIN  MICROFILTER 

The  in-cabin  microfilter  restricts  the  entry 
of  airborne  dust  and  pollen  particles  and 
reduces  some  objectionable  outside 
odors.  The  filter  is  located  behind  the  glove 
box.  For  additional  information  on  change 
intervals,  refer  to  "Gasoline  standard  main¬ 
tenance"  or  "Diesel  standard  mainte¬ 
nance"  in  the  "Maintenance  and  sched¬ 
ules"  section  of  the  Titan  Owner's  Manual. 

If  replacement  is  required,  it  is  recom¬ 
mended  that  you  visit  a  NISSAN  dealer  for 
this  service. 
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RECOMMENDED  FLUIDS/ 
LUBRICANTS  AND  CAPACITIES 


The  following  are  approximate  capacities.  The  actual  refill  capacities  maybe  slightly  different.  When  refilling,  followthe  procedure 
described  in  the  "Do-it-yourself"  section  to  determine  the  proper  refill  capacity. 


Fluid  type 

Capacity  (approximate) 

Recommended  Fluids/Lubricants 

Metric 

Measure 

US 

Measure 

Imperial 

Measure 

Fuel  (Diesel) 

98.4  L 

26  gal 

21-5/8  gal 

■  For  additional  information,  refer  to  "Fuel  recommendation" 
in  this  section. 

Diesel  Exhaust  Fluid  (DEF) 

24.9  L 

6-1/2  gal 

5-3/8  gal 

■  Genuine  NISSAN  Diesel  Exhaust  Fluid  (DEF)  or  equivalent 

■  IS022241 

■  For  additional  information,  refer  to  "Diesel  Exhaust  Fluid 
(DEF)  storage"  and  "Diesel  Exhaust  Fluid  (DEF)  disposal"  in  this 
section. 

Engine  oil‘l 

Drain  and  refill 

*1:  For  additional 
information,  refer 
to  "Engine  oil  and 
oil  filter  recom¬ 
mendations"  in 

this  section  of  this 

manual". 

Cummins 

5.0  L 

With  oil  filter  change 

9.5  L 

10  qt 

8-3/8  qt 

■  Engine  oil  with  API  Certification  Mark,  Viscosity  SAE  10W-30 
(CES  20081)  and  American  Petroleum  Institute  (API)  certifica¬ 
tion  (API  CJ-4,  Low  Ash  Oil). 

■  Diesel  engine  oil  Specification  (Cold  Climate) 

-  5W-40  oil  that  meets  API  Certification  Mark  (CES  20081) 
and  American  Petroleum  Institute  (API)  certification  (API  CJ-4, 
Low  Ash  Oil)  is  acceptable  for  colder  climates. 

■  Gasoline  engine  oil  and  diesel  engine  oil  are  not  equal. 

Without  oil  filter 
change 

9.1  L 

9-5/8  qt 

8  qt 

Engine  coolant 
with  reservoir 

13.2  L 

3-1/2  gal 

2-7/8  gal 

■  Pre-diluted  Genuine  NISSAN  Long  Life  Antifreeze/Coolant 
(blue)  or  equivalent 

■  Coolant  must  be  nitrite  free 

■  The  use  of  other  types  of  coolant  solutions  other  than 
Genuine  NISSAN  Long  Life  Antifreeze/Coolant  (blue)  or 
equivalent  may  cause  severe  engine  damage. 

8-2  Capacities  and  Specifications 
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FUEL  RECOMMENDATION 

Diesel  engine 

Commercially  available  diesel  fuel  is  ad¬ 
justed  seasonally  for  cold  temperatures. 
NISSAN  recommends  the  use  of  diesel  fuel 
that  has  been  seasonally  adjusted  for  tem¬ 
peratures  below  32°F  (0°C) 

Diesel  fuel  of  above  42  cetane  minimum 
above  32°F  (0°C);  45  cetane  minimum  be¬ 
low  32°F  (0°C)  and  with  iess  than  15  ppm  of 
sulfur  must  be  used. 

A  cetane  number  below  42  can  cause  poor 
starting,  excessive  white  smoke,  and  poor 
idling.  A  cetane  number  above  55  can  in¬ 
crease  smoke  at  peak  torque  conditions. 

if  two  types  of  diesei  fuel  are  available,  use 
summer  or  winter  fuei  properly  according 
to  the  following  temperature  conditions. 

•  Above  32°F  (0°C) . . .  Summer  type  diesel 
fuel. 

•  Below  32°F  (0°C)  .  .  .  Winter  type  diesel 
fuel. 

If  you  are  in  any  doubt,  it  is  recommended 
that  you  consult  a  NISSAN  dealer. 


^CAUTION 

■  Do  not  use  home  heating  oil,  petro¬ 
leum,  biodiesel  (more  than  10%)  or 
other  alternate  fuels  in  your  diesel  en¬ 
gine.  The  use  of  those  can  cause  en¬ 
gine  damage. 

■  Do  not  use  summer  fuel  at  tempera¬ 
tures  below  20°F  (-  7°C).  The  cold  tem¬ 
peratures  will  cause  wax  to  form  in 
the  fuel.  As  a  result,  it  may  prevent  the 
engine  from  running  smoothly. 

BIO  fuel 

BIO  fuel  is  a  mixture  of  approximately  10% 
biodiesel  and  90%  petroleum  diesei.  Your 
vehicle  was  designed  to  run  on  blends  of 
biodiesel  up  to  BIO  (B1-B10).  Operating  your 
vehicle  on  higher  blends  is  not  recom¬ 
mended.  Your  vehicle's  engine,  exhaust 
catalyst  filter  and  particulate  filter,  and  fuei 
system  components  may  be  damaged  if 
any  of  these  blends  are  used. 

U.5.  government  regulations  require  that 
biodiesel  blends  between  B6  and  BIO  are 
identified  at  fuel  dispensing  pumps  by  a 
label  with  the  common  abbreviation  or  the 
appropriate  percentage  for  that  region.  B6 
—BIO  blends  must  meet  prescribed  quality 
standards  specified  by  ASTM  D7467 
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BIO  fuel  storage 

Biodiesel  degrades  more  quickly  than  pure 
petroleum-based  diesel.  When  storing  a 
vehicle  that  runs  on  a  biodiesel  blend,  it  is 
important  to  keep  the  following  in  mind: 

■  If  storing  a  vehicle  for  longer  than  one 
month,  empty  the  fuel  tank  of  biodiesel. 

■  To  prepare  a  vehicle  to  run  after  pro¬ 
longed  storage,  fill  the  fuel  tank  with  a 
pure  petroleum-based  diesel  fuel  and 
run  your  vehicle  for  at  least  half  an  hour. 

■  Fuel  system  seals,  plastics  and  steel 
parts  can  be  damaged  by  degraded  or 
oxidized  biodiesel. 

During  cold  weather,  biodiesel  fuel  may 
need  to  be  stored  in  a  heated  storage  tank 
in  order  to  prevent  it  from  gelling  or  solidi¬ 
fying. 

Diesel  Exhaust  Fluid  (DEF) 

DBF  is  a  solution  composed  of  urea  and 
de-ionized  water.  In  diesel  vehicles,  it  is 
used  as  part  of  the  exhaust  system  to 
break  down  harmful  NOx  emissions  into 
nitrogen  and  water.  It  is  important  to  keep 
your  vehicle's  DEF  tank  filled  properly. 
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Diesel  Exhaust  Fluid  (DEF)  storage 

The  shelf  life  of  DEF  is  limited,  whether  it  is 
stored  in  containers  or  in  the  vehicle's  die- 
sei  exhaust  fluid  tank.  There  are  a  variety  of 
factors  that  can  contribute  to  reducing 
DBF's  shelf  life,  particularly  temperature 
and  duration. 

To  increase  shelf  life  when  storing  DEF, 
keep  the  following  in  mind: 

■  Avoid  contamination  by  storing  in 
sealed  containers. 

•  Protect  from  direct  sunlight. 

•  store  DEF  at  temperatures  between 
23°F  and  77°F  (-5°C  and  25°C)  to  protect 
from  overheating  or  freezing. 

DEF  has  a  minimum  expected  shelf  life  of 
18  months,  but  its  shelf  life  will  be  reduced  if 
the  above  conditions  are  not  met. 

It  will  be  necessary  to  recheck  the  DEF  con¬ 
centration  if  it  has  been  stored  for  an  ex¬ 
tensive  period  of  time,  or  if  it  has  been  ex¬ 
posed  to  water.  More  information  can  be 
found  in  the  manufacturer's  Owner's 
Manual. 
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Diesel  Exhaust  Fluid  (DEF)  disposal 

Always  check  with  local  authorities  for 
regulations  on  proper  disposing  processes 
and  requirements  for  DEF. 


OEAUEH  ef»fiOCESS 


Selecting  the  correct  oil 

NOTE: 

The  factory  fill  oil  may  include  a  red  dye 
that  that  is  added  for  manufacturing 
quality  processes.  The  dye  makes  the  oil 
appear  to  be  red.  This  is  normal.  The  red 
dye  will  be  flushed  from  the  engine  after 
approximately  4-5  oil  changes. 


For  additional  information,  referto  "Recom¬ 
mended  fluids/lubricants  and  capacities" 
in  this  section.  NISSAN  recommends  the 
use  of  an  energy  conserving  oil  In  order  to 
improve  fuel  economy. 


Select  only  engine  oils  that  meet  the  Cum¬ 
mins®  Engineering  Standard  (CES)  classifi¬ 
cation  (CES  20081)  and  American  Petro¬ 
leum  Institute  (API)  certification  (API  CJ-4, 
Low  Ash  ON)  and  SAE  viscosity  standard 
(10W-30  or  5W-40).  These  oils  have  the  API 
certification  mark  and  CES  20081  on  the 
container.  Oils  which  do  not  have  the 
specified  information  on  the  label  should 
not  be  used  as  they  could  cause  engine 
damage. 

Oil  additives 

NISSAN  does  not  recommend  the  use  of  oil 
additives.  The  use  of  an  oil  additive  is  not 
necessary  when  the  proper  oil  type  is  used 
and  maintenance  intervals  are  followed. 

OH  which  may  contain  foreign  matter  or 
has  been  previously  used  should  not  be 
used. 
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Outside  Temperature  Range 
Anticipated  Before  Next  Oil  Change 


DIESEL  ENGINE  OIL 


A 


+50 

+122 

+40 

+104 

+30 

+86 

+20 

+68 

+10 

+50 

0 

+32 

-10 

+14 

-20 

-4 

-23 

-10 

-30 

-22 

-40 

-40 

^  J 

V 
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Oil  viscosity 


The  engine  oil  viscosity  or  thickness 
changes  with  temperature.  Because  of 
this,  it  is  important  to  select  the  engine  oil 
viscosity  based  on  the  temperatures  at 
which  the  vehicle  will  be  operated  before 
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the  next  oil  change.  Choosing  an  oil  viscos¬ 
ity  other  than  that  recommended  could 
cause  serious  engine  damage. 

Selecting  the  correct  oil  filter 

Your  new  NISSAN  vehicle  is  equipped  with  a 
high-quality  Genuine  NISSAN  oil  filter.  When 
replacing,  use  a  Genuine  NISSAN  oil  filter  or 
its  equivalent  for  the  reason  described  in 
"Change  intervals." 

Change  intervals 


The  oil  and  oil  filter  change  intervals  for 
your  engine  are  based  on  the  use  of  the 
specified  quality  oils  and  filters.  Using  en¬ 
gine  oil  and  filters  that  are  not  of  the  speci¬ 
fied  quality,  or  exceeding  recommended  oil 
and  filter  change  intervals  could  reduce 
engine  life.  Damage  to  the  engine  caused 
by  improper  maintenance  or  use  of  incor¬ 
rect  oil  and  filter  quality  and/or  viscosity  is 
not  covered  by  the  NISSAN  New  Vehicle 
Limited  Warranty. 


Your  engine  was  filled  with  a  high-quality 
engine  oil  when  it  was  built.  You  do  not  have 
to  change  the  oil  before  the  first  recom¬ 
mended  change  interval.  Oil  and  filter 
change  into,^I^Jgygfli^_yjjgg_how  you 
use  your  J 


Operation  under  the  following  conditions 
may  require  more  frequent  oil  and  filter 
changes: 

■  repeated  short  distance  driving  at  cold 
outside  temperatures 

■  driving  in  dusty  conditions 

■  extensive  idling 

■  towing  a  trailer 

■  stop  and  go  commuting 

■  you  must  also  change  your  oil  and  filter 
when  the  "Engine  Oil-Service  Due  Now" 
message  is  displayed. 

For  additional  information,  refer  to  the  Ti¬ 
tan  Owner's  Manual. 
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SPECIFICATIONS 


ENGINE 


Model 

Cummins  5.0L 

Type 

Cylinder  arrangement 

Bore  X  Stroke 

Displacement 

Diesel,  4-cycle,  DOHC 

8-cylinder,  V-block,  Slanted  at  90° 
in  (mm)  3.701  x  3.543  (94  x  90) 
cu  in  (cm^)  305.10  (5,000) 

Idle  speed 

A/T  (in  "N"  position) 

Ignition  speed  at  the  N  (Neutral)  position 
(RPM) 

No  adjustment  is  necessary. 

Camshaft  operation 

Timing  chain 
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READINESS  FOR  INSPECTION/ 
MAINTENANCE  (I/M)  TEST  (diesel 
engine  only) 


A  WARNING 

A  vehicle  equipped  with  Four-Wheel 
Drive  (4WD)  should  never  be  tested  us¬ 
ing  a  two  wheel  dynamometer  (such  as 
the  dynamometers  used  by  some 
states  for  emissions  testing),  or  similar 
equipment.  Make  sure  you  inform  the 
test  facility  personnel  that  your  vehicle 
is  equipped  with  4WD  before  it  is  placed 
on  a  dynamometer.  Using  the  wrong 
test  equipment  may  result  in  transmis¬ 
sion  damage  or  unexpected  vehicle 
movement  which  could  result  in  serious 
vehicle  damage  or  personal  injury. 

Due  to  legal  requirements  in  some  states 
and  Canadian  Provinces,  your  vehicie  may 
be  required  to  be  in  what  is  calied  the 
"ready  condition"  for  an 
Inspection/Maintenance  (I/M)  test  of  the 
emission  controi  system. 

if  a  powertrain  system  component  is  re¬ 
paired  or  the  battery  is  disconnected,  the 
vehicle  may  be  reset  to  a  "not  ready"  condi¬ 
tion. 

The  vehicle  is  set  to  the  "ready  condition" 
when  it  is  driven  through  certain  driving 
patterns.  Usually,  the  ready  condition  can 
be  obtained  by  ordinary  usage  of  the  ve¬ 
hicle. 
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A 

Air  Cleaner . 

.  .7-12 

Air  cleaner  housing  filter . 

.  .7-12 

B 

Belt  (See  drive  belt) . 

.  .7-11 

c 

Capacities  and  recommended  fuel/ 

lubricants . 

Coolant 

.  .8-2 

Capacities  and  recommended 
fuel/lubricants . 

.  .8-2 

Changing  engine  coolant . 

.  .7-4 

Checking  engine  coolant  level  .  . 

.  .7-4 

D 

Diesel  Particulate  Filter 

(DPF) . 2-3,  2-5,  2-5,  2-6,  2-7,  7-10 

Drive  belt . 7-11 


(DPF) . 2-3,  2-5,  2-5,  2-6,  2-7,  7-10 

Drive  belt . 7-11 


E 

Engine 

Capacities  and  recommended 


fuel/lubricants . 8-2 

Changing  engine  coolant . 7-4 

Changing  engine  oil . 7-6 

Changing  engine  oil  filter . 7-8 

Checking  engine  coolant  level . 7-4 

Checking  engine  oil  level . 7-5 

Engine  compartment  check 

locations . 7-2 

Engine  cooling  system . 7-3 

Engine  oil . 7-5 

Engine  oil  and  oil  filter 

recommendation . 8-5 

Engine  oil  viscosity . 8-6 

Engine  specifications . 8-7 

Engine  Block  Heater . 3-4 


F 


Fluid 

Capacities  and  recommended 


fuel/lubricants . 8-2 

Engine  coolant . 7-3 

Engine  oil . 7-5 


Fuel 

Capacities  and  recommended 


fuel/lubricants . 8-2 

Fuel  recommendation . 8-3 

Fuel-filler  door . 4-2, 4-2 

Fuel  filter  (CUMMINS  50L) . 7-9 


In-cabin  microfilter . 7-12 


Capacities  and  recommended 


fuei/lubricants . 8-2 

Changing  engine  oil . 7-6 

Changing  engine  oil  filter . 7-8 

Checking  engine  oil  level . 7-5 

Engine  oil . 7-5 

Engine  oil  and  oil  filter 

recommendation . 8-5 

Engine  oil  viscosity . 8-6 


eF3ROCESS 


R 


Readiness  for  inspection  maintenance  (i/M) 

test . 8-8 

Recommended  Fluids . 8-2 

Remote  Engine  Start . 3-3 


S 


Specifications . 8-7 

Starting 

Jump  starting . 5-2 

Starting  the  diesel  engine . 3-2 
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GAS  STATION  INFORMATION 


FUEL  RECOMMENDATION: 

For  additional  information,  refer  to  "Fuel 
recommendation"  in  the  "Capacities  and 
specifications"  section  of  this  manuai. 

ENGINE  OIL  RECOMMENDATION: 

For  additional  information,  refer  to  "Engine 
oil  and  oil  filter  recommendation"  in  the 
"Capacities  and  specifications"  section  of 
this  manual. 

COLD  TIRE  PRESSURE: 

For  additional  information,  refer  to 'Tire  and 
Loading  information  label"  in  the  "Technical 
and  consumer  information"  section  in  the 
Titan  Owner's  Manual. 

The  label  Is  typically  located  on  the  driver 
side  center  pillar  or  on  the  driver's  door.  For 
additional  Information,  refer  to  "Wheels  and 
tires"  In  the  "Do-it-yourself"  section  in  the 
Titan  Owner's  Manual. 

RECOMMENDED  NEW  VEHICLE 
BREAK-IN  PROCEDURE: 

For  additional  Information,  refer  to  the  "En¬ 
gine  break-in  recommendations"  section 
in  the  "Introduction"  section  of  this  manual. 
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